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Physical Constants 


Quantity Value 

Electron charge e = (1.602 177 33 £ 0.000.000 46) x 109 € 
Electron mass m = (9.109 389 7 + 0.000 0054) x 10! kg 
Permittivity of free space eo = 8.854 187817 x 1071? F/m 
Permeability of free space uo = 4r 107 H/m 

Velocity of light c = 2.997 92458 x 10° m/s 


Dielectric Constant (e/) and Loss Tangent (e”/e’) 


Material €. e'/E 
Air 1:0005 

Alcohol,-ethyl 25 0.1 
Aluminum oxide 8.8 0.000 6 
Amber DT, 0.002 
Bakelite 4.74 0.022 
Barium titanate 1200 0.013 
Carbon dioxide 1.001 

Ferrite (NiZn) 12.4 0.000 25 
Germanium 16 

Glass 4-7 0.002 
Ice 4.2 0.05 
Mica 5.4 0.000 6 
Neoprene 6.6 0.011 
Nylon 3,5 0.02 
Paper ) 0.008 
Plexiglas 3.45 0.03 
Polyethylene 2.26 0.0002 
Polypropylene 295 0.000 3 
Polystyrene 2.56 0.000 05 
Porcelain (dry process) 6 0.014 
Pyranol 44 0.000 5 
Pyrex glass 4 0.000 6 
Quartz (fused) 3.8 0.000 75 
Rubber 2.5-3 0.002 
Silica or SiO> (fused) 3.8 0.000 75 
Silicon 11.8 

Snow 3) 0.5 
Sodium chloride I) 0.000 1 
Soil (dry) 2.8 0.05 
Steatite 3.8 0.003 
Styrofoam 1.03 0.0001 
Teflon wa 0.000 3 
Titanium dioxide 100 0.0015 
Water (distilled) 80 0.04 
Water (sea) 4 

Water (dehydrated) 1 0 


Wood (dry) 1.54 0.01 


Conductivity (e) 


Material e ,S/m Material e,S/m 
Silver 612% 102 Nichrome 0.1x 107 
Copper 5.80 x 107 Graphite 7x 10* 
Gold 4.10 x 107 Silicon 2300 
Aluminum 3.82 x 107 Ferrite (typical) 100 
Tungsten 1.82 x 107 Water (sea) 5 
Zinc 1.67 x 107 Limestone 1022 
Brass 1.5 x 107 Clay 5 x 10 
Nickel 1.45 x 107 Water (fresh) 1053 
Iron 1.03 x 107 Water (distilled) 10: 
Phosphor bronze 110% Soil (sandy) 10° 
Solder 0.7 x 107 Granite 102° 
Carbon steel 0.6 x 107 Marble 1053 
German silver 0.3 x 10’ Bakelite 1072 
Manganin 0.227 x 107 Porcelain (dry process) 10m) 
Constantan 0.226 x 107 Diamond MO 
Germanium D22R2 107 Polystyrene 10718 
Stainless steel 0.11 x 107 Quartz 10 
Relative Permeability (w;) 

Material Ur Material Ur 
Bismuth 0.999 998 6 Powdered iron 100 
Paraffın 0.999 999 42 Machine steel 300 
Wood 0.999 999 5 Ferrite (typical) 1000 
Silver 0.999 999 81 Permallöy 45 2500 
Aluminum 1.000-000 65 TransformerAron 3000 
Beryllium 1.000 000 79 Silicon-iron 3500 
Nickel chloride T.000.04 Iron (pure) 4000 
Manganese sulfate 1:000.1 Mumetal 20 000 
Nickel 50 Sendust 30 000 
Cast iron 60 Supermalloy 100 000 
Cobalt 60 


Engineering Electromagnetics 


EIGHTH EDITION 


William H. Hayt, Jr. 
Late Emeritus Professor 
Purdue University 


John A. Buck 
Georgia Institute of Technology 


The McGraw-Hill Companies 


— Connect 
Learn 
Succeed" 

/ 


ENGINEERING ELECTROMAGNETICS, EIGHTH EDITION 


Published by McGraw-Hill, a business unit of The McGraw-Hill Companies, Inc., 1221 Avenue of the 
Americas, New York, NY 10020. Copyright © 2012 by The McGraw-Hill Companies, Inc. All rights 
reserved. Previous editions © 2006, 2001, and 1989. No part of this publication may be reproduced or 
distributed in any form or by any means, or stored in a database or retrieval system, without the prior 
written consent of The McGraw-Hill Companies, Inc., including, but not limited to, in any network or 
other electronic storage or transmission, or broadcast for distance learning. 


Some ancillaries, including electronic and print components, may not be available to customers outside 
the United States. 


This book is printed on acid-free paper. 
1234567890DOC/DOC 10987654321 


ISBN 978-0-07-338066-7 
MHID 0-07-338066-0 


Vice President & Editor-in-Chief: Marty Lange 
Vice President EDP/Central Publishing Services: Kimberly Meriwether David 
Publisher: Raghothaman Srinivasan 

Senior Sponsoring Editor: Peter E. Massar 
Senior Marketing Manager: Curt Reynolds 
Developmental Editor: Darlene M. Schueller 
Project Manager: Robin A. Reed 

Design Coordinator: Brenda A. Rolwes 

Cover Design and Image: Diana Fouts 

Buyer: Kara Kudronowiez 

Media Project Manager: Balaji Sundararaman 
Compositor: Glyph International 

Typeface: 10.5/12 Times Roman 

Printer: R.R. Donnelley 


All credits appearing on page or at the end of the book are considered to be an extension of the copyright 
page. 
Library of Congress Cataloging-in-Publication Data 


Hayt, William Hart, 1920- 
Engineering electromagnetics / William H. Hayt, Jr., John A. Buck. — Sth ed. 
p. cm. 
Includes bibliographical references and index. 
ISBN 978-0-07-338066-7 (alk. paper) 
1. Electromagnetic theory. I. Buck, John A. II. Title. 
QC670.H39 2010 
530.14’1—dc22 2010048332 


www.mhhe.com 


To Amanda and Olivia 


ABOUT THE AUTHORS 


William H. Hayt. Jr. (deceased) received his B.S. and M.S. degrees at Purdue Uni- 
versity and his Ph.D. from the University of Illinois. After spending four years in 
industry, Professor Hayt joined the faculty of Purdue University, where he served as 
professor and head of the School of Electrical Engineering, and as professor emeritus 
after retiring in 1986. Professor Hayt’s professional society memberships included 
Eta Kappa Nu, Tau Beta Pi, Sigma Xi, Sigma Delta Chi, Fellow of IEEE, ASEE, and 
NAEB. While at Purdue, he received numerous teaching awards, including the uni- 
versity’s Best Teacher Award. He is also listed in Purdue’s Book of Great Teachers, a 
permanent wall display in the Purdue Memorial Union, dedicated on April 23, 1999. 
The book bears the names of the inaugural group of 225 faculty members, past and 
present, who have devoted their lives to excellence in teaching and scholarship. They 
were chosen by their students and their peers as Purdue’s finest educators. 


A native of Los Angeles, California, John A. Buck received his M.S. and Ph.D. 
degrees in Electrical Engineering from the University of California at Berkeley in 
1977 and 1982, and his B.S. in Engineering from UCLA in 1975. In 1982, he joined 
the faculty of the School of Electrical and Computer Engineering at Georgia Tech, 
where he has remained for the past 28 years. His research areas and publications 
have centered within the fields of ultrafast switching, nonlinear optics, and optical 
fiber communications. He is the author of the graduate text Fundamentals of Optical 
Fibers (Wiley Interscience), which is now in its second edition. Awards include three 
institute teaching awards and the IEEE Third Millenium Medal. When not glued to 
his computer or confined to the lab, Dr. Buck enjoys music, hiking, and photography. 


BRIEF CONTENTS 


Preface xli 


1 Vector Analysis 1 
2 Coulomb’s Law and Electric Field Intensity 26 
3 Electric Flux Density, Gauss’s Law, and Divergence 48 
4 Energy and Potential 75 
5 Conductors and Dielectrics 109 
6 Capacitance 143 
7 The Steady Magnetic Field 180 
8 Magnetic Forces, Materials, and Inductance 230 
9 Time-Varying Fields and Maxwell’s Equations 277 
10 Transmission Lines 301 
11 The Uniform Plane Wave 367 
12 Plane Wave Reflection and Dispersion 406 
13 Guided Waves 453 
14 Electromagnetic Radiation and Antennas 511 


Appendix A Vector Analysis 553 

Appendix B Units 557 

Appendix C Material Constants 562 
Appendix D The Uniqueness Theorem 565 


Appendix E Origins of the Complex Permittivity 567 


Appendix F Answers to Odd-Numbered Problems 574 


Index 580 


CONTENTS 


Preface xii 


Chapter 1 


Vector Analysis 1 


1.1 Scalars and Vectors 1 

1.2 Vector Algebra 2 

1.3 The Rectangular Coordinate System 3 
1.4 Vector Components and Unit Vectors 5 
1.5 The Vector Field 8 

1.6 The Dot Product 9 

1.7 The Cross Product 11 


1.8 Other Coordinate Systems: Circular 
Cylindrical Coordinates 13 


1.9 The Spherical Coordinate System 18 
References 22 
Chapter 1 Problems 22 


Chapter 2 

Coulomb’s Law and Electric 
Field Intensity 26 

2.1 The Experimental Law of Coulomb 26 
2.2 Electric Field Intensity 29 


2.3 Field Arising from a Continuous Volume 
Charge Distribution 33 


2.4 Field ofaLine Charge 35 

2.5 Field of a Sheet of Charge 39 

2.6 Streamlines and Sketches of Fields 41 
References 44 
Chapter 2 Problems 44 


vi 


Chapter 3 


Electric Flux Density, Gauss’s Law, 
and Divergence 43 


31 
3.2 
3.3 


3.4 


3.5 
3.6 


Electric Flux Density 48 
Gauss’s Law 52 


Application of Gauss’s Law: Some 
Symmetrical Charge Distributions 56 


Application of Gauss’s Law: Differential 
Volume Element 61 


Divergence and Maxwell’s First Equation 64 


The Vector Operator V and the Divergence 
Theorem 67 


References 70 
Chapter 3 Problems 71 


Chapter 4 
Energy and Potential 75 


4.1 


4.2 
4.3 


4.4 
4.5 


4.6 
4.7 
4.8 


Energy Expended in Moving a Point Charge in 
an Electric Field 76 


The Line Integral 77 


Definition of Potential Difference 
and Potential 82 


The Potential Field of a Point Charge 84 


The Potential Field of a System of Charges: 
Conservative Property 86 


Potential Gradient 90 
The Electric Dipole 95 


Energy Density in the Electrostatic 
Field 100 


References 104 
Chapter 4 Problems 105 


Chapter 5 


Conductors and Dielectrics 


5.1 110 
5.2 
5.3 
5.4 


Current and Current Density 
111 
114 


Conductor Properties and Boundary 
Conditions 119 


The Method of Images 
Semiconductors 126 
The Nature of Dielectric Materials 


Boundary Conditions for Perfect 
Dielectric Materials 133 


137 
Chapter 5 Problems 


Chapter 6 


Capacitance 


6.1 
6.2 
6.3 
6.4 
6.5 


Continuity of Current 
Metallic Conductors 


5.5 
5.6 
5.7 
5.8 


124 


References 
138 


143 


Capacitance Defined 143 
145 


Several Capacitance Examples 


Parallel-Plate Capacitor 
147 
Capacitance of a Two-Wire Line 150 


Using Field Sketches to Estimate 
Capacitance in Two-Dimensional 


Problems 154 
6.6 Poisson’s and Laplace’s Equations 


6.7 Examples of the Solution of Laplace’s 


Equation 162 


Example of the Solution of Poisson’s 
Equation: the p-n Junction Capacitance 


References 172 
Chapter 6 Problems 


Chapter 7 
The Steady Magnetic Field 


7.1 Biot-Savart Law 180 
7.2 Ampere’s Circuital Law 
73 Curl 195 


6.8 


173 


180 


188 


109 


127 


160 


169 


7.4 
7.5 


7.6 


7.7 


Contents 


Stokes’ Theorem 202 


Magnetic Flux and Magnetic Flux 
Density 207 

The Scalar and Vector Magnetic 
Potentials 210 

Derivation of the Steady-Magnetic-Field 
Laws 217 
References 223 


Chapter 7 Problems 223 


Chapter 8 


Magnetic Forces, Materials, 
and Inductance 230 


8.1 
8.2 
8.3 


8.4 
8.5 
8.6 
8.7 
8.8 
8.9 


230 
Force on a Differential Current Element 


Force on a Moving Charge 


Force between Differential Current 
Elements 236 


Force and Torque on a Closed Circuit 238 
244 
Magnetization and Permeability 247 

252 


The Nature of Magnetic Materials 


Magnetic Boundary Conditions 
255 


Potential Energy and Forces on Magnetic 
Materials 261 


The Magnetic Circuit 


8.10 Inductance and Mutual Inductance 263 


270 
Chapter 8 Problems 


References 
270 


Chapter 9 


Time-Varying Fields and Maxwell’s 
Equations 277 


9.1 
9.2 
9.3 
9.4 
9.5 


Faraday’s Law 277 
Displacement Current 284 

Maxwell’s Equations in Point Form 288 
Maxwell’s Equations in Integral Form 290 
The Retarded Potentials 292 

296 


Chapter 9 Problems 


References 
296 


vi 


232 


viü Contents 


Chapter 10 


Transmission Lines 301 


10.1 Physical Description of Transmission Line 
Propagation 302 

10.2 The Transmission Line Equations 304 

10.3 Lossless Propagation 306 

10.4 Lossless Propagation of Sinusoidal 
Voltages 309 

10.5 Complex Analysis of Sinusoidal Waves 311 

10.6 Transmission Line Equations and Their 
Solutions in Phasor Form 313 

10.7 Low-Loss Propagation 315 

10.8 Power Transmission and The Use of Decibels 
in Loss Characterization 317 

10.9 Wave Reflection at Discontinuities 320 


10.10 Voltage Standing Wave Ratio 323 
10.11 Transmission Lines of Finite Length 327 


10.12 Some Transmission Line Examples 330 
10.13 Graphical Methods: The Smith Chart 334 
10.14 Transient Analysis 345 

References 358 

Chapter 10 Problems 358 
Chapter 11 
The Uniform Plane Wave 367 
11.1 Wave Propagation in Free Space 367 
11.2 Wave Propagation in Dielectrics 375 
11.3 Poynting’s Theorem and Wave Power 384 
11.4 Propagation in Good Conductors: 

Skin Effect 387 
11.5 Wave Polarization 394 

References 401 


Chapter 11 Problems 


Chapter 12 


Plane Wave Reflection and 
Dispersion 406 


401 


12.1 Reflection of Uniform Plane Waves 
at Normal Incidence 406 


12.2 Standing Wave Ratio 413 


12.3 Wave Reflection from Multiple 
Interfaces 417 

12.4 Plane Wave Propagation in General 
Directions 425 

12.5 Plane Wave Reflection at Oblique Incidence 
Angles 428 

12.6 Total Reflection and Total Transmission 
of Obliquely Incident Waves 434 

12.7 Wave Propagation in Dispersive Media 437 

12.8 Pulse Broadening in Dispersive Media 443 


References 447 
Chapter 12 Problems 


Chapter 13 
Guided Waves 453 


448 


13.1 Transmission Line Fields and Primary 
Constants 453 

13.2 Basic Waveguide Operation 463 

13.3 Plane Wave Analysis of the Parallel-Plate 
Waveguide 467 

13.4 Parallel-Plate Guide Analysis Using the Wave 
Equation 476 

13.5 Rectangular Waveguides 479 

13.6 Planar Dielectric Waveguides 490 

13.7 Optical Fiber 496 
References 506 
Chapter 13 Problems 506 


Chapter 14 


Electromagnetic Radiation 
and Antennas 511 


14.1 Basic Radiation Principles: The Hertzian 
Dipole 511 

14.2 Antenna Specifications 518 

14.3 Magnetic Dipole 523 

14.4 Thin Wire Antennas 525 

14.5 Arrays of Two Elements 533 

14.6 Uniform Linear Arrays 537 

14.7 Antennas as Receivers 541 
References 548 
Chapter 14 Problems 548 


Appendix A 
Vector Analysis 553 
A.l General Curvilinear Coordinates 553 
A.2 Divergence, Gradient, and Curl 

in General Curvilinear Coordinates 554 
A.3 Vector Identities 556 


Appendix B 
Units 557 


Appendix Cc 


Material Constants 562 


Contents ix 


Appendix D 

The Uniqueness Theorem 565 
Appendix E_ 

Origins of the Complex 
Permittivity 567 


Appendix F_ 


Answers to Odd-Numbered 
Problems 574 


Index 580 


PREFACE 


It has been 52 years since the first edition of this book was published, then under the 
sole authorship of William H. Hayt, Jr. As I was five years old at that time, this would 
have meant little to me. But everything changed 15 years later when I used the second 
edition in a basic electromagnetics course as a college junior. I remember my sense 
of foreboding at the start of the course, being aware of friends’ horror stories. On first 
opening the book, however, I was pleasantly surprised by the friendly writing style 
and by the measured approach to the subject, which — at least for me — made it a 
very readable book, out of which I was able to learn with little help from my professor. 
Ireferred to it often while in graduate school, taught from the fourth and fifth editions 
as a faculty member, and then became coauthor for the sixth and seventh editions on 
the retirement (and subsequent untimely death) of Bill Hayt. The memories of my 
time as a beginner are clear, and I have tried to maintain the accessible style that I 
found so welcome then. 

Over the 50-year span, the subject matter has not changed, but emphases have. In 
the universities, the trend continues toward reducing electrical engineering core course 
allocations to electromagnetics. I have made efforts to streamline the presentation in 
this new edition to enable the student to getto Maxwell’s equations sooner, and Ihave 
added more advanced material. Many of the earlier chapters are now slightly shorter 
than their counterparts in the seventh edition. This has been done by economizing on 
the wording, shortening many sections, or by removing some entirely. In some cases, 
deleted topics have been converted to stand-alone articles and moved to the website, 
from which they can be downloaded. Major changes include the following: (1) The 
material on dielectrics, formerly in Chapter 6, has been moved to the end of Chapter 5. 
(2) The chapter on Poisson’s and Laplace’s equations has been eliminated, retaining 
only the one-dimensional treatment, which has been moved to the end of Chapter 6. 
The two-dimensional Laplace equation discussion and that of numerical methods have 
been moved to the website for the book. (3) The treatment on rectangular waveguides 
(Chapter 13) has been expanded, presenting the methodology of two-dimensional 
boundary value problems in that context. (4) The coverage of radiation and antennas 
has been greatly expanded and now forms the entire Chapter 14. 

Some 130 new problems have been added throughout. For some of these, I chose 
particularly good “classic” problems from the earliest editions. I have also adopted 
a new system in which the approximate level of difficulty is indicated beside each 
problem on a three-level scale. The lowest level is considered a fairly straightforward 
problem, requiring little work assuming the material is understood; a level 2 problem 
is conceptually more difficult, and/or may require more work to solve; a level 3 prob- 
lem is considered either difficult conceptually, or may require extra effort (including 
possibly the help of acomputer) to solve. 
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As in the previous edition, the transmission lines chapter (10) is stand-alone, 
and can be read or covered in any part of a course, including the beginning. In 
it, transmission lines are treated entirely within the context of circuit theory; wave 
phenomena are introduced and used exclusively in the form of voltages and cur- 
rents. Inductance and capacitance concepts are treated as known parameters, and 
so there is no reliance on any other chapter. Field concepts and parameter com- 
putation in transmission lines appear in the early part of the waveguides chapter 
(13), where they play additional roles of helping to introduce waveguiding con- 
cepts. The chapters on electromagnetic waves, 11 and 12, retain their independence 
of transmission line theory in that one can progress from Chapter 9 directly to 
Chapter 11. By doing this, wave phenomena are introduced from first principles 
but within the context of the uniform plane wave. Chapter 11 refers to Chapter 10 in 
places where the latter may give additional perspective, along with a little more detail. 
Nevertheless, all necessary material to learn plane waves without previously studying 
transmission line waves is found in Chapter 11, should the student or instructor wish 
to proceed in that order. 

The new chapter on antennas covers radiation concepts, building on the retarded 
potential discussion in Chapter 9. The discussion focuses on the dipole antenna, 
individually and in simple arrays. The last section covers elementary transmit-receive 
systems, again using the dipole as a vehicle. 

The book is designed optimally for a two-semester course. As is evident, statics 
concepts are emphasized and occur first in the presentation, but again Chapter 10 
(transmission lines) can be read first. In a single course that emphasizes dynamics, 
the transmission lines chapter can be covered initially as mentioned or at any point in 
the course. One way to cover the statics material more rapidly is by deemphasizing 
materials properties (assuming these are covered in other courses) and some of the 
advanced topics. This involves omitting Chapter 1 (assigned to be read as a review), 
and omitting Sections 2.5, 2.6, 4.7, 4.8, 5.3-3.7, 6.3, 6.4, 6.7, 7.6, 7.7, 8.5, 8.6, 8.8, 
8.9, and 9.5. 

A supplement to this edition is web-based material consisting of the afore- 
mentioned articles on special topics in addition to animated demonstrations and 
interactive programs developed by Natalya Nikolova of McMaster University and 
Vikram Jandhyala of the University of Washington. Their excellent contributions 
are geared to the text, and icons appear in the margins whenever an exercise that 
pertains to the narrative exists. In addition, quizzes are provided to aid in further 
study. 

The theme of the text is the same as it has been since the first edition of 1958. 
An inductive approach is used that is consistent with the historical development. In 
it, the experimental laws are presented as individual concepts that are later unified 
in Maxwell’s equations. After the first chapter on vector analysis, additional math- 
ematical tools are introduced in the text on an as-needed basis. Throughout every 
edition, as well as this one, the primary goal has been to enable students to learn 
independently. Numerous examples, drill problems (usually having multiple parts), 
end-of-chapter problems, and material on the web site, are provided to facilitate this. 


xi 
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Answers to the drill problems are given below each problem. Answers to odd- 
numbered end-of-chapter problems are found in Appendix F. A solutions manual 
and a set of PowerPoint slides, containing pertinent figures and equations, are avail- 
able to instructors. These, along with all other material mentioned previously, can be 
accessed on the website: 


www.mhhe.com/haytbuck 


I would like to acknowledge the valuable input of several people who helped 
to make this a better edition. Special thanks go to Glenn S. Smith (Georgia Tech), 
who reviewed the antennas chapter and provided many valuable comments and sug- 
gestions. Detailed suggestions and errata were provided by Clive Woods (Louisiana 
State University), Natalya Nikolova, and Don Davis (Georgia Tech). Accuracy checks 
on the new problems were carried out by Todd Kaiser (Montana State University) 
and Steve Weis (Texas Christian University). Other reviewers provided detailed com- 
ments and suggestions at the start of the project; many of the suggestions affected the 
outcome. They include: 


Sheel Aditya — Nanyang Technological University, Singapore 

Yaqub M. Amani — SUNY Maritime College 

Rusnani Ariffin — Universiti Teknologi MARA 

Ezekiel Bahar — University of Nebraska Lincoln 
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I also acknowledge the feedback and many comments from students, too numerous to 
name, including several who have contacted me from afar. I continue to be open and 
grateful for this feedback and can be reached at john.buck @ece.gatech.edu. Many 
suggestions were made that I considered constructive and actionable. I regret that 
not all could be incorporated because of time restrictions. Creating this book was a 
team effort, involving several outstanding people at McGraw-Hill. These include my 
publisher, Raghu Srinivasan, and sponsoring editor, Peter Massar, whose vision and 
encouragement were invaluable, Robin Reed, who deftly coordinated the production 
phase with excellent ideas and enthusiasm, and Darlene Schueller, who was my 
guide and conscience from the beginning, providing valuable insights, and jarring me 
into action when necessary. Typesetting was supervised by Vipra Fauzdar at Glyph 
International, who employed the best copy editor I ever had, Laura Bowman. Diana 
Fouts (Georgia Tech) applied her vast artistic skill to designing the cover, as she has 
done for the previous two editions. Finally, Iam, as usual in these projects, grateful 
to a patient and supportive family, and particularly to my daughter, Amanda, who 
assisted in preparing the manuscript. 


John A. Buck 
Marietta, Georgia 
December, 2010 


On the cover: Radiated intensity patterns for a dipole antenna, showing the cases 
for which the wavelength is equal to the overall antenna length (red), two-thirds the 
antenna length (green), and one-half the antenna length (blue). 
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CHAPTER 


Vector Analysis 


ector analysis is amathematical subject that is better taught by mathematicians 

than by engineers. Most junior and senior engineering students have not had 

the time (or the inclination) to take a course in vector analysis, although it is 
likely that vector concepts and operations were introduced in the calculus sequence. 
These are covered in this chapter, and the time devoted to them now should depend 
on past exposure. 

The viewpoint here is that of the engineer or physicist and not that of the mathe- 
matician. Proofs are indicated rather than rigorously expounded, and physical inter- 
pretation is stressed. It is easier for engineers to take a more rigorous course in the 
mathematics department after they have been presented with a few physical pictures 
and applications. 

Vector analysis is a mathematical shorthand. It has some new symbols and some 
new rules, and it demands concentration and practice. The drill problems, first found 
at the end of Section 1.4, should be considered part of the text and should all be 
worked. They should not prove to be difficult if the material in the accompanying 
section of the text has been thoroughly understood. It takes a little longer to “read” 
the chapter this way, but the investment in time will produce a surprising interest. # 


1.1 SCALARS AND VECTORS 


The term scalar refers to a quantity whose value may be represented by a single 
(positive or negative) real number. The x, y, and z we use in basic algebra are scalars, 
and the quantities they represent are scalars. If we speak of a body falling a distance 
L inatime r, or the temperature 7 at any point in a bowl of soup whose coordinates 
arex,y,andz,then Z,1r,7T,x, y, and z are all scalars. Other scalar quantities are 
mass, density, pressure (but not force), volume, volume resistivity, and voltage. 

A vector quantity has both a magnitude! and a direction in space. We are con- 
cerned with two- and three-dimensional spaces only, but vectors may be defined in 


! We adopt the convention that magnitude infers absolute value; the magnitude of any quantity is, 
therefore, always positive. 
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n-dimensional space in more advanced applications. Force, velocity, acceleration, 
and a straight line from the positive to the negative terminal of a storage battery 
are examples of vectors. Each quantity is characterized by both a magnitude and a 
direction. 

Our work will mainly concern scalar and vector fields. A field (scalar or vector) 
may be defined mathematically as some function that connects an arbitrary origin 
to a general point in space. We usually associate some physical effect with a field, 
such as the force on a compass needle in the earth’s magnetic field, or the movement 
of smoke particles in the field defined by the vector velocity of air in some region 
of space. Note that the field concept invariably is related to a region. Some quantity 
is defined at every point in a region. Both scalar fields and vector fields exist. The 
temperature throughout the bowl of soup and the density at any point in the earth 
are examples of scalar fields. The gravitational and magnetic fields of the earth, the 
voltage gradient in a cable, and the temperature gradient in a soldering-iron tip are 
examples of vector fields. The value of a field varies in general with both position and 
time. 

In this book, as in most others using vector notation, vectors will be indicated by 
boldface type, for example, A. Scalars are printed in italic type, for example, A. When 
writing longhand, it is customary to draw a line or an arrow over a vector quantity to 
show its vector character. (CAUTION: This is the first pitfall. Sloppy notation, such as 
the omission of the line or arrow symbol for a vector, is the major cause of errors in 
vector analysis.) 


1.2 VECTOR ALGEBRA 


With the definition of vectors and vector fields now established, we may proceed to 
define the rules of vector arithmetic, vector algebra, and (later) vector calculus. Some 
of the rules will be similar to those of scalar algebra, some will differ slightly, and 
some will be entirely new. 

To begin, the addition of vectors follows the parallelogram law. Figure 1.1 shows 
the sum of two vectors, A and B. It is easily seentht A+B=B-+A, or that vector 
addition obeys the commutative law. Vector addition also obeys the associative law, 


A+B+O)=(A+B)+C 


Note that when a vector is drawn as an arrow of finite length, its location is 
defined to be at the tail end of the arrow. 

Coplanar vectors are vectors lying in a common plane, such as those shown 
in Figure 1.1. Both lie in the plane of the paper and may be added by expressing 
each vector in terms of “horizontal” and “vertical”” components and then adding the 
corresponding components. 

Vectors in three dimensions may likewise be added by expressing the vectors 
in terms of three components and adding the corresponding components. Examples 
of this process of addition will be given after vector components are discussed in 
Section 1.4. 
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Figure 1.1 Two vectors may be added graphically either by drawing 
both vectors from a common origin and completing the parallelogram or 
by beginning the second vector from the head of the first and completing 
the triangle; either method is easily extended to three or more vectors. 


The rule for the subtraction of vectors follows easily from that for addition, for 
we may always express A—Bas A+(—B); the sign, or direction, of the second vector 
is reversed, and this vector is then added to the first by the rule for vector addition. 

Vectors may be multiplied by scalars. The magnitude of the vector changes, but 
its direction does not when the scalar is positive, although it reverses direction when 
multiplied by a negative scalar. Multiplication of a vector by a scalar also obeys the 
associative and distributive laws of algebra, leading to 


(r+s)\ A+B)=r(A+B)+s(A+B)=rA+rB+sA+sB 


Division of a vector by a scalar is merely multiplication by the reciprocal of that 
scalar. The multiplication of a vector by a vector is discussed in Sections 1.6 and 1.7. 
Two vectors are said to be equal if their difference is zero, orA=BifA-B=0. 

In our use of vector fields we shall always add and subtract vectors that are defined 
at the same point. For example, the rotal magnetic field about a small horseshoe mag- 
net will be shown to be the sum of the fields produced by the earth and the permanent 
magnet; the total field at any point is the sum of the individual fields at that point. 

If we are not considering a vector field, we may add or subtract vectors that are 
not defined at the same point. For example, the sum of the gravitational force acting 
on a 150 Ib, (pound-force) man at the North Pole and that acting on a 175 Ib, person 
at the South Pole may be obtained by shifting each force vector to the South Pole 
before addition. The result is a force of 25 Ib; directed toward the center of the earth 
at the South Pole; if we wanted to be difficult, we could just as well describe the force 
as 25 Ib, directed away from the center of the earth (or “upward’”) at the North Pole.? 


1.3 THE RECTANGULAR 
COORDINATE SYSTEM 


To describe a vector accurately, some specific lengths, directions, angles, projections, 
or components must be given. There are three simple methods of doing this, and 
about eight or ten other methods that are useful in very special cases. We are going 


? Students have argued that the force might be described at the equator as being in a “northerly” 
direction. They are right, but enough is enough. 
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to use only the three simple methods, and the simplest of these is the rectangular, or 
rectangular cartesian, coordinate system. 

In the rectangular coordinate system we set up three coordinate axes mutually 
at right angles to each other and call them the x, y, and z axes. It is customary to 
choose a right-handed coordinate system, in which a rotation (through the smaller 
angle) of the x axis into the y axis would cause a right-handed screw to progress in 
the direction of the z axis. If the right hand is used, then the thumb, forefinger, and 
middle finger may be identified, respectively, as the x, y, and z axes. Figure 1.2a 
shows a right-handed rectangular coordinate system. 

A point is located by giving its x, y, and z coordinates. These are, respectively, 
the distances from the origin to the intersection of perpendicular lines dropped from 
the point to the x, y, and z axes. An alternative method of interpreting coordinate 


x=0 plane 
y = plane ee 
Origin 
/ = 4 
/ 
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A dx dy dz 
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Be) 
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Figure 1.2 (a) Aright-handed rectangular coordinate system. Ifthe curved fingers of the 
right hand indicate the direction through which the x axis is turned into coincidence with the 
y axis, the thumb shows the direction of the z axis. (b) The location of points P(1, 2,3) and 
Q(2, 2,1). (c) The differential volume element in rectangular coordinates; dx, dy, and dz 
are, in general, independent differentials. 
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values, which must be used in all other coordinate systems, is to consider the point as 
being atthe common intersection of three surfaces. These are the planes x = constant, 
y = constant, and z = constant, where the constants are the coordinate values of the 
point. 

Figure 1.25 shows points P and O whose coordinates are (1, 2,3) and (2, —2, 1), 
respectively. Point P is therefore located at the common point of intersection of the 
planesx = 1, y = 2,andz = 3, whereas point O is located at the intersection of the 
planesx=2,y=-2,andz =1. 

As we encounter other coordinate systems in Sections 1.8 and 1.9, we expect 
points to be located at the common intersection of three surfaces, not necessarily 
planes, but still mutually perpendicular at the point of intersection. 

If we visualize three planes intersecting atthe general point P, whose coordinates 
are x, y, and z, we may increase each coordinate value by a differential amount and 
obtain three slightly displaced planes intersecting at point P’, whose coordinates are 
x+dx,y-+.dy,andz+.dz. The six planes define a rectangular parallelepiped whose 
volume is dv = dxdydz; the surfaces have differential areas dS of dxdy, dydz, and 
dzdx. Finally, the distance dZ from P to P’ is the diagonal of the parallelepiped and 
has a length of //(dx)? + (dy)? + (dz)?. The volume element is shown in Figure 1.2c; 
point P’ is indicated, but point P is located at the only invisible corner. 

All this is familiar from trigonometry or solid geometry and as yet involves only 
scalar quantities. We will describe vectors in terms of a coordinate system in the next 
section. 


1.4 VECTOR COMPONENTS 
AND UNIT VECTORS 


To describe a vector in therectangular coordinate system, let us first consider a vectorr 
extending outward from the origin. A logical way to identify this vector is by giving 
the three component vectors, \ying along the three coordinate axes, whose vector sum 
must be the given vector. If the component vectors of the vector r are x, y, and Z, 
thenr =x+ y+ z. The component vectors are shown in Figure 1.3a. Instead of one 
vector, we now have three, but this is a step forward because the three vectors are of 
a very simple nature; each is always directed along one of the coordinate axes. 

The component vectors have magnitudes that depend on the given vector (such 
as r), butthey each have aknown and constant direction. This suggests the use of unit 
vectors having unit magnitude by definition; these are parallel to the coordinate axes 
and they point in the direction of increasing coordinate values. We reserve the symbol 
a for a unit vector and identify its direction by an appropriate subscript. Thus a,, a,, 
and a, are the unit vectors in the rectangular coordinate system.’ They are directed 
along the x, y, and z axes, respectively, as shown in Figure 1.35. 

If the component vector y happens to be two units in magnitude and directed 
toward increasing values of y, we should then write y = 2a,. A vector rp pointing 


3 The symbols i, j, and K are also commonly used for the unit vectors in rectangular coordinates. 
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Figure 1.3 (a) The component vectors x, y, and z of vectorr. (b) The unit 
vectors of the rectangular coordinate system have unit magnitude and are 
directed toward increasing values of their respective variables. (c) The vector Rpa 
is equal to the vector difference rg — Tp. 


from the origin to point P(1, 2, 3) is written rp = a, + 2a, + 3a,. The vector from 
P to O may be obtained by applying the rule of vector addition. This rule shows 
that the vector from the origin to P plus the vector from P to © is equal to the 
vector from the origin to ©. The desired vector from P(1,2,3) to O(2, —2, 1) is 
therefore 


Rro =ro -rpr = 2 -1)a, +(-2—-Da,+ (1 -3)a; 
= a, — 4a, — 2a, 


The vectors rp, ro, and Rpo are shown in Figure 1.3c. 

The last vector does not extend outward from the origin, as did the vector r we 
initially considered. However, we have already learned that vectors having the same 
magnitude and pointing in the same direction are equal, so we see that to help our 
visualization processes we are at liberty to slide any vector over to the origin before 
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determining its component vectors. Parallelism must, of course, be maintained during 
the sliding process. 

If we are discussing a force vector F, or indeed any vector other than a 
displacement-type vector such as r, the problem arises of providing suitable letters 
for the three component vectors. It would not do to call them x, y, and z, for these 
are displacements, or directed distances, and are measured in meters (abbreviated m) 
or some other unit of length. The problem is most often avoided by using component 
scalars, simply called components, F,, F,, and F,. The components are the signed 
magnitudes of the component vectors. We may then write F= F,a, + F,a, + Fza.. 
The component vectors are F,a,, F,a,, and F,a;,. 

Any vector B then may be describedby B = B,a, + B,a,+ B;a,. The magnitude 
of B written |B| or simply B, is given by 


Bee a) 


Each of the three coordinate systems we discuss will have its three fundamental 
and mutually perpendicular unit vectors that are used to resolve any vector into its 
component vectors. Unit vectors are not limited to this application. It is helpful to 
write a unit vector having a specified direction. This is easily done, for a unit vector 
in a given direction is merely a vector in that direction divided by its magnitude. A 
unit vector in the r direction is r//x? + y? + z?, and a unit vector in the direction of 
the vector B is 


B B 


[+ B2+B2 Bl ) 


ap = 


Specify the unit vector extending from the origin toward the point G(2, —2, —1). 


Solution. We first construct the vector extending from the origin to point G, 
G= 2a, - 2a, -a; 
We continue by finding the magnitude of G, 
IG|=VQ@P+(-2?+-1?=3 


and finally expressing the desired unit vector as the quotient, 


G 2 
Ic 


a6 3a, — +2; = 0.667a, — 0.667, — 0.333a; 

A special symbol is desirable for a unit vector so that its character is immediately 
apparent. Symbols that have been used are uz, az, 15, oreven b. We will consistently 
use the lowercase a with an appropriate subscript. 
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[NOTE: Throughout the text, drill problems appear following sections in which 
a new principle is introduced in order to allow students to test their understanding of 
the basic fact itself. The problems are useful in gaining familiarity with new terms 
and ideas and should all be worked. More general problems appear at the ends of the 
chapters. The answers to the drill problems are given in the same order as the parts 
of the problem. ] 


D1.1. Given points M(-1,2,1), N(3, —3,0), and P(—2, —3, —4), find: 
(a) Run: (BD) Run + Rup; (ec) |rul; (d) amp; (e) |2rp — 3rn|. 


Ans. 4a, — 5a, - a,; 3a, — 10a, — 6a,; 2.45; —0.14a, — 0.7a, — 0.7a,; 15.56 


1.5 THE VECTOR FIELD 


We have defined a vector field as a vector function of a position vector. In general, 
the magnitude and direction of the function will change as we move throughout the 
region, and the value of the vector function must be determined using the coordinate 
values of the point in question. Because we have considered only the rectangular 
coordinate system, we expect the vector to be a function of the variables x, y, and z. 

If we again represent the position vector as r, then a vector field G can be 
expressed in functional notation as G(r); a scalar field 7 is written as 7(r). 

If we inspect the velocity of the water in the ocean in some region near the 
surface where tides and currents are important, we might decide to represent it by 
a velocity vector that is in any direction, even up or down. If the z axis is taken as 
upward, the x axis in a northerly direction, the y axis to the west, and the origin at 
the surface, we have a right-handed coordinate system and may write the velocity 
vector as V = v,a, + vya, + V;4;, Or V(F) = v.(r)a, + v,(r)a, + v;(r)a;; each of 
the components v,, v,, and v; may be a function of the three variables x, y, and z. 
If we are in some portion of the Gulf Stream where the water is moving only to the 
north, then v, and v; are zero. Further simplifying assumptions might be made if 
the velocity falls off with depth and changes very slowly as we move north, south, 
east, or west. A suitable expression could be v = 2e‘/!Wa,. We have a velocity of 
2 m/s (meters per second) at the surface and a velocity of 0.368 x 2, or 0.736 m/s, at 
a depth of 100 m (z = — 100). The velocity continues to decrease with depth, while 
maintaining a constant direction. 


D1.2. A vector field S is expressed in rectangular coordinates as S = {125/ 
[&-1?+Y-2°+@+D’I@ - Dax +0 —-2)a,+(z+1)az}. (a) Evaluate 
Sat P(2,4, 3). (b) Determine a unit vector that gives the direction of Sat P. 
(c) Specify the surface f(x, y,z) on which |S| = 1. 


Ans. 5.95a, + 11.90a, + 23.8a,; 0.2182, + 0.4362, + 0.873a;; 
Ya -D+09-P+@+1? = 125 
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1.6 THE DOT PRODUCT 


We now consider the first of two types of vector multiplication. The second type will 
be discussed in the following section. 

Given two vectors A and B, the dor product, or scalar product, is defined as the 
product of the magnitude of A, the magnitude of B, and the cosine of the smaller 
angle between them, 


A-B = [A| |B|cos64z (3) 


The dot appears between the two vectors and should be made heavy for emphasis. 
The dot, or scalar, product is a scalar, as one of the names implies, and it obeys the 
commutative law, 


ABEB-A (4) 


for the sign of the angle does not affect the cosine term. The expression A -B is read 
“AdotB.” 

Perhaps the most common application of the dot product is in mechanics, where 
a constant force F applied over a straight displacement L does an amount of work 
FLcos0, which is more easily written F- L. We might anticipate one of the results 
of Chapter 4 by pointing out that if the force varies along the path, integration is 
necessary to find the total work, and the result becomes 


Work = [F+aL 


Another example might be taken from magnetic fields. The total flux ® crossing 
a surface of area S is given by BS if the magnetic flux density B is perpendicular 
to the surface and uniform over it. We define a vector surface S as having area 
for its magnitude and having a direction normal to the surface (avoiding for the 
moment the problem of which of the two possible normals to take). The flux crossing 
the surface is then B-S. This expression is valid for any direction of the uniform 
magnetic flux density. If the flux density is not constant over the surface, the total flux 
is ® = [B-dS. Integrals of this general form appear in Chapter 3 when we study 
electric flux density. 

Finding the angle between two vectors in three-dimensional space is often a 
job we would prefer to avoid, and for that reason the definition of the dot product is 
usually not used in its basic form. A more helpful result is obtained by considering two 
vectors whose rectangular components are given, such as A = A,a, + A,a, + A;a, 
and B= B,a, + B,a, + B;a,. The dot product also obeys the distributive law, and, 
therefore, A - B yields the sum of nine scalar terms, each involving the dot product 
of two unit vectors. Because the angle between two different unit vectors of the 
rectangular coordinate system is 90°, we then have 


a,.a,=a,.4,=4,.2,=9,.4, =a,.4,=4,.24,=0 
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Figure 1.4 (a) The scalar component of B in the direction of the unit vector a is 
Ba. (b) The vector component of B in the direction of the unit vector a is (B - a)a. 


The remaining three terms involve the dot product of a unit vector with itself, which 
is unity, giving finally 


A-B= A,B, + A,B, + A;B, (5) 


which is an expression involving no angles. 
A vector dotted with itself yields the magnitude squared, or 


A-A= A’ = JA]? (6) 


and any unit vector dotted with itself is unity, 
a aı = 1 


One of the most important applications of the dot product is that of finding the 
component of a vector in a given direction. Referring to Figure 1.4a, we can obtain 
the component (scalar) of B in the direction specified by the unit vector a as 


B-a= |B| la| cos 05. = |B| cos O5. 


The sign of the component is positive if 0 < 05. < 90° and negative whenever 
90° < Oz. < 180°. 

To obtain the component vector of B in the direction of a, we multiply the 
component (scalar) by a, as illustrated by Figure 1.45. For example, the component 
of B in the direction of a, is B-a, = B,, and the component vector is B,a,, or 
(B -a,)a,. Hence, the problem of finding the component of a vector in any direction 
becomes the problem of finding a unit vector in that direction, and that we can do. 

The geometrical term projection is also used with the dot product. Thus, B -a is 
the projection of B in the a direction. 


In order to illustrate these definitions and operations, consider the vector field G = 
ya, —2.5xa,+3a, and the point O(4, 5, 2). We wish to find: G at O; the scalar com- 
ponent of G at © in the direction ofay = (2a, + a, — 2a,); the vector component 
of G at © in the direction of a,; and finally, the angle 4; between G(ro) and ay. 
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Solution. Substituting the coordinates of point © into the expression for G, we have 
G(ro) = 5a, — 10a, + 3a; 
Next we find the scalar component. Using the dot product, we have 
G-an = (5a, — 10a, + 3a;)- (2a, +a,-2a,)= (10 - 11-6)=-2 


The vector component is obtained by multiplying the scalar component by the unit 
vector in the direction of a, 


(G-ay)an = -(2)2(2a, + a, 2a,) = —1.333a, — 0.667a, + 1.333a, 


The angle between G(ro) and ar, is found from 


G-ay = |G]| cos cu 
—2 = v25+ 100 + 9cos da 


and 
Oca = cos m 99.9 


D1.3. Thethree vertices of atriangle are located at A(6, —1, 2), B(—2, 3, —4), 
and C(-3, 1,5). Find: (a) Ras; (b) Rıc; (c) the angle Oz Ac at vertex A; (d) the 
(vector) projection of R4z on Ric. 


Ans. -8a, + 4a, — 6a,; —9a, + 2a, + 3a,; 53.6°; —5.94a, + 1.319a, + 1.979a, 
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1.7 THE CROSS PRODUCT 


Given two vectors A and B, we now define the cross product, or vector product, of A 
and B, written with a cross between the two vectors as A x B and read “A cross B.” 
The cross product A x Biisa vector; the magnitude of A x B is equal to the product 
of the magnitudes of A, B, and the sine of the smaller angle between A and B; the 
direction of A x B is perpendicular to the plane containing A and B and is along one of 
the two possible perpendiculars which is in the direction of advance of aright-handed 
screw as A is turned into B. This direction is illustrated in Figure 1.5. Remember that 
either vector may be moved about at will, maintaining its direction constant, until 
the two vectors have a “common origin.” This determines the plane containing both. 
However, in most of our applications we will be concerned with vectors defined at 
the same point. 
As an equation we can write 


AxB= aylA||B| sin 64 0) 


where an additional statement, such as that given above, is required to explain the 
direction of the unit vector a,. The subscript stands for “normal.” 
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Figure 1.5 The direction of Ax Biisin the 
direction of advance of a right-handed screw 
as A is turned into B. 


Reversing the order of the vectors A and B results in a unit vector in the opposite 
direction, and we see thatthe cross product is not commutative, frBx A = —(AxB). 
If the definition of the cross product is applied to the unit vectors a, and a,, we find 
a, x a, = a,, for each vector has unit magnitude, the two vectors are perpendicular, 
and the rotation of a, into a, indicates the positive z direction by the definition of a 
right-handed coordinate system. In a similar way, a, x a, =a,anda,xa, =a,. 
Note the alphabetic symmetry. As long as the three vectors a,, a,, and a, are written 
in order (and assuming that a, follows a,, like three elephants in a circle holding tails, 
so that we could also write a,, a,, a, ora,, a,, a,), then the cross and equal sign may 
be placed in either of the two vacant spaces. As a matter of fact, it is now simpler to 
define a right-handed rectangular coordinate system by saying thata, x a, =a.. 

A simple example of the use of the cross product may be taken from geometry 
or trigonometry. To find the area of a parallelogram, the product of the lengths of 
two adjacent sides is multiplied by the sine of the angle between them. Using vector 
notation for the two sides, we then may express the (scalar) area as the magnitude of 
AxB,or|AxBl. 

The cross product may be used to replace the right-hand rule familiar to all 
electrical engineers. Consider the force on a straight conductor of length L, where 
the direction assigned to L corresponds to the direction of the steady current /, and 
a uniform magnetic field of flux density B is present. Using vector notation, we may 
write the result neatly as F = IL x B. This relationship will be obtained later in 
Chapter 9. 

The evaluation of a cross product by means of its definition turns out to be more 
work than the evaluation of the dot product from its definition, for not only must 
we find the angle between the vectors, but we must also find an expression for the 
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unit vector ay. This work may be avoided by using rectangular components for the 
two vectors A and B and expanding the cross product as a sum of nine simpler cross 
products, each involving two unit vectors, 


AxB= A,B.a,xa,+A,B,a,xa,+A,B;a, xa; 
+A,B,a,xa, + A,B,a,xa,+A,B;a,xa; 
+A;,B,a,xa,+A,B,a,xa,+A,B,a,xa, 


We have already found thata, xa,=a,,a,xa, =a,,anda, x a, =a,. The 
three remaining terms are zero, for the cross product of any vector with itself is zero, 
since the included angle is zero. These results may be combined to give 


AxB= (A,B; — A.B,)Ja, + (A;B, — A,B.)a,+ (A,B,— A,B,Ja. (8) 


or written as a determinant in a more easily remembered form, 


a 4; 
AxB=|A, A, A, (9) 
B, B 


Thus, if A = 2a, — 3a,+a, andB= —4a, — 2a, + 5a,, we have 


a a, 
AxB=|2 -3 1 
4 m 5 


[-3)6) - 1C-2]a: - [2)65) = DENHla, + [D-2) - 3) Hla: 
= -13a, — 14a, — 16a, 


D1.4. Thethree vertices ofatriangle are located at A(6, —1, 2), B(—2, 3, —4), 
and C(-3, 1,5). Find: (a) Rız X Rıc; (b) the area of the triangle; (c) a unit 
vector perpendicular to the plane in which the triangle is located. 


Ans. 24a, + 78a, + 20a;; 42.0; 0.2862, + 0.928a, + 0.238a; 


1.83 OTHER COORDINATE SYSTEMS: 
CIRCULAR CYLINDRICAL COORDINATES 


The rectangular coordinate system is generally the one in which students prefer to 
work every problem. This often means a lot more work, because many problems 
possess a type of symmetry that pleads for a more logical treatment. It is easier to 
do now, once and for all, the work required to become familiar with cylindrical and 
spherical coordinates, instead of applying an equal or greater effort to every problem 
involving cylindrical or spherical symmetry later. With this in mind, we will take a 
careful and unhurried look at cylindrical and spherical coordinates. 
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The circular cylindrical coordinate system is the three-dimensional version of 
the polar coordinates of analytic geometry. In polar coordinates, a point is located 
in a plane by giving both its distance 2 from the origin and the angle & between the 
line from the point to the origin and an arbitrary radial line, taken as $ = 0.* In 
circular cylindrical coordinates, we also specify the distance z of the point from an 
arbitrary z = 0 reference plane that is perpendicular to the line ö = 0. For simplicity, 
we usually refer to circular cylindrical coordinates simply as cylindrical coordinates. 
This will not cause any confusion in reading this book, but it is only fair to point out 
that there are such systems as elliptic cylindrical coordinates, hyperbolic cylindrical 
coordinates, parabolic cylindrical coordinates, and others. 

We no longer set up three axes as with rectangular coordinates, but we must 
instead consider any point as the intersection of three mutually perpendicular sur- 
faces. These surfaces are a circular cylinder (p = constant), a plane (d = constant), 
and another plane (z = constant). This corresponds to the location of a point in a 
rectangular coordinate system by the intersection of three planes (x = constant, y = 
constant, and z = constant). The three surfaces of circular cylindrical coordinates are 
shown in Figure 1.6a. Note that three such surfaces may be passed through any point, 
unless it lies on the z axis, in which case one plane suffices. 

Three unit vectors must also be defined, but we may no longer direct them along 
the “coordinate axes,” for such axes exist only in rectangular coordinates. Instead, we 
take a broader view of the unit vectors in rectangular coordinates and realize that they 
are directed toward increasing coordinate values and are perpendicular to the surface 
on which that coordinate value is constant (i.e., the unit vector a, is normal to the 
plane x = constant and points toward larger values of x). In a corresponding way we 
may now define three unit vectors in cylindrical coordinates, a,, a5, and a.. 

The unit vector a, at a point P(p1, 1, zı) is directed radially outward, normal 
to the cylindrical surface 2 = pı. It lies in the planes d = dı andz = zı. The unit 
vector a, is normal to the plane & = dı, points in the direction of increasing $, lies in 
the plane z = z,, and is tangent to the cylindrical surface 0 = p1. The unit vector a; 
is the same as the unit vector a, of the rectangular coordinate system. Figure 1.65 
shows the three vectors in cylindrical coordinates. 

In rectangular coordinates, the unit vectors are not functions of the coordinates. 
Two of the unit vectors in cylindrical coordinates, a, and a,, however, do vary with 
the coordinate &, as their directions change. In integration or differentiation with 
respect to ®, then, a, and a, must not be treated as constants. 

The unit vectors are again mutually perpendicular, for each is normal to one ofthe 
three mutually perpendicular surfaces, and we may define a right-handed cylindrical 


* The two variables of polar coordinates are commonly called r and 9. With three coordinates, 
however, it is more common to use o for the radius variable of cylindrical coordinates and r for the 
(different) radius variable of spherical coordinates. Also, the angle variable of cylindrical coordinates is 
customarily called & because everyone uses 6 for a different angle in spherical coordinates. The angle 
& is common to both cylindrical and spherical coordinates. See? 
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z=.a constant 


® = a constant 


® pa constant 


(a) (b) 


z+dz 


Figure 1.6 (a) The three mutually perpendicular surfaces of the circular cylindrical 


(1,9121) 


coordinate system. (b) The three unit vectors of the circular cylindrical coordinate system. 
(c) The differential volume unit in the circular cylindrical coordinate system; dp, pd&, and 


dz are all elements of length. 


coordinate system as one in which a, x a, =a;, or (for those who have flexible 
fingers) as one in which the thumb, forefinger, and middle finger point in the direction 
of increasing p, &, and z, respectively. 

A differential volume element in cylindrical coordinates may be obtained by 
increasing 0, d, and z by the differential increments dp, d®, and dz. The two cylinders 
of radius p and 9 + dp, the two radial planes at angles $ and & + dd, and the two 
“horizontal” planes at “elevations” z and z + dz now enclose a small volume, as 
shown in Figure 1.6c, having the shape of atruncated wedge. As the volume element 
becomes very small, its shape approaches that of a rectangular parallelepiped having 
sides of length dp, od®, and dz. Note that dp and dz are dimensionally lengths, but 
d& is not; od is the length. The surfaces have areas of o dp dd, dp dz, and p db dz, 
and the volume becomes p dp d& dz. 
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Figure 1.7 The relationship between 
the rectangular variables x, y,z and the 
cylindrical coordinate variables p, &,Z. 
There is no change in the variable z 
between the two systems. 


The variables of the rectangular and cylindrical coordinate systems are easily 
related to each other. Referring to Figure 1.7, we see that 


x = p0cos®d 
y=psind (10) 
z2=2 


From the other viewpoint, we may express the cylindrical variables in terms of x, y, 
and z: 


p=v+y 20 

$=tan! 2 cl) 
x 

z=2Zz 


We consider the variable p to be positive or zero, thus using only the positive sign 
for the radical in (11). The proper value of the angle & is determined by inspecting 
the signs of x and y. Thus, if x = —3 and y = 4, we find that the point lies in the 
second quadrant so that op = Sand & = 126.9°. Forx = 3 and y = —4, we have 
& = -53.1° or 306.9°, whichever is more convenient. 

Using (10) or (11), scalar functions given in one coordinate system are easily 
transformed into the other system. 

A vector function in one coordinate system, however, requires two steps in order 
to transform it to another coordinate system, because a different set of component 
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vectors is generally required. That is, we may be given a rectangular vector 
A = A,a, + A,a, + A;a;, 


where each component is given as a function of x, y, and z, and we need a vector in 
cylindrical coordinates 


A = A,a, + Ayay + A;a; 


where each component is given as a function of 0, d, and z. 

To find any desired component of a vector, we recall from the discussion of the 
dot product that a component in a desired direction may be obtained by taking the 
dot product of the vector and a unit vector in the desired direction. Hence, 


A,=A-a, and Ayg=A:%% 


Expanding these dot products, we have 


A, = (A,a, + A,a,+ A;a,)-a, = A,a, a, + Aya, a, (12) 
Ag = (A,a, + Aya, + A;a,)-a, = A,a, a, + A,ya, a9 (13) 

and 
A; = (A,a, + Aya, + A;a,)-a,; = A,a; a, = A, (14) 


since a, -a, and a, -a, are zero. 

In order to complete the transformation of the components, it is necessary to 
know the dot products a, -a,, a, -a,, a, a,, and a, -a,. Applying the definition 
of the dot product, we see that since we are concerned with unit vectors, the result 
is merely the cosine of the angle between the two unit vectors in question. Refer- 
ring to Figure 1.7 and thinking mightily, we identify the angle between a, and a, 
as d, and thus a, -a, = cosd, but the angle between a, and a, is 90° — &, and 
a,-a, = c0s(90° — &) = sind. The remaining dot products of the unit vectors 
are found in a similar manner, and the results are tabulated as functions of & in 
Table 1.1. 

Transforming vectors from rectangular to cylindrical coordinates or vice versa 
is therefore accomplished by using (10) or (11) to change variables, and by using the 
dot products of the unit vectors given in Table 1.1 to change components. The two 
steps may be taken in either order. 


Table 1.1 Dot products of unit vectors in cylindrical 
and rectangular coordinate systems 


a) 2% a; 
ax: cos® —sin® 0 
ay- sin® cos® 0 
ER 0 0 1 
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Transform the vector B= ya, — xa, + za; into cylindrical coordinates. 


Solution. The new components are 


B,„=B:a, = y(a,-a,)— x(a,-a,) 

= ycosd - xsind = psindcos®d — pcosdsin® = 0 
By =B-a, = yl(a, -a,) - x(a, a,) 

= -ysnd—-xcosd=-—p sind - pco®d=-p 


Thus, 
B=-pa,+ za, 


D1.5. (a) Give the rectangular coordinates of the point C(p = 4.4,d = 
—115°,z = 2). (b) Give the cylindrical coordinates of the point D(x = 
—3.1,y = 2.6,2 = -3). (c) Specify the distance from C to D. 


Ans. C(x = -1.860, y = -3.99, z = 2); D(p = 4.05, d = 140.0°,z = -3); 8.36 


D1.6. Transform to cylindrical coordinates: (a) F = 10a, — 8a, + 6a, at point 
P(10, —8, 6); (b)G = (2x+y)a, — (y—4x)a, atpoint O(p, ®, 2). (c) Give the 
rectangular components of the vector H = 20a, — 10a, + 3a, at Px =5, 
Yy — 25 a —% 


Ans. 12.8la, +6a;; (2 cos? d- psin? d+5p sind cos da, +(4p cos? $-psin & 
— 3osin®cosd)ay; H, = 22.3, H, = —1.857, H, = 3 


1.9 THE SPHERICAL COORDINATE SYSTEM 


We have no two-dimensional coordinate system to help us understand the three- 
dimensional spherical coordinate system, as we have for the circular cylindrical 
coordinate system. In certain respects we can draw on our knowledge of the latitude- 
and-longitude system of locating a place on the surface of the earth, but usually we 
consider only points on the surface and not those below or above ground. 

Let us start by building a spherical coordinate system on the three rectangular 
axes (Figure 1.8a). We first define the distance from the origin to any point as r. The 
surface r = constant is a sphere. 

The second coordinate is an angle 0 between the z axis and the line drawn 
from the origin to the point in question. The surface 6 = constant is a cone, and 
the two surfaces, cone and sphere, are everywhere perpendicular along their inter- 
section, which is a circle of radius r sin. The coordinate 9 corresponds to latitude, 
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u 
6 0=a constant 
x (cone) 
P x 
x 
\ 
\ \ 
1 } >) y 
| / ' 7 
| VA 4 1 Pi, 
| 4 ® ! er 
t £ et - d = a constant 
PAR = (plane) 
K # r=a constant 
2 5 (sphere) 
(a) (b) 


(d) 


Figure 1.8 (a) The three spherical coordinates. (b) The three mutually perpendicular 
surfaces of the spherical coordinate system. (c) The three unit vectors of spherical 
coordinates: a, x 5 = a,. (d) The differential volume element in the spherical coordinate 
system. 


except that latitude is measured from the equator and 9 is measured from the “North 
Pole.” 

The third coordinate & is also an angle and is exactly the same as the angle & of 
cylindrical coordinates. It is the angle between the x axis and the projection in the 
z = 0 plane of the line drawn from the origin to the point. It corresponds to the angle 
of longitude, but the angle & increases to the “east.” The surface & = constant is a 
plane passing through the 9 = O line (or the z axis). 

We again consider any point as the intersection of three mutually perpendicular 
surfaces—a sphere, a cone, and a plane—each oriented in the manner just described. 
The three surfaces are shown in Figure 1.85. 

Three unit vectors may again be defined at any point. Each unit vector is per- 
pendicular to one of the three mutually perpendicular surfaces and oriented in that 
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direction in which the coordinate increases. The unit vector a, is directed radially 
outward, normal to the sphere r = constant, and lies in the cone 0= constant and 
the plane ® = constant. The unit vector a5 is normal to the conical surface, lies in 
the plane, and is tangent to the sphere. It is directed along a line of “longitude” and 
points “south.” The third unit vector a, is the same as in cylindrical coordinates, being 
normal to the plane and tangent to both the cone and the sphere. It is directed to the 
“east.” 

The three unit vectors are shown in Figure 1.8c. They are, of course, mutually per- 
pendicular, and a right-handed coordinate system is defined by causing a, x 39 = a4. 
Our system is right-handed, as an inspection of Figure 1.8c will show, on application 
of the definition of the cross product. The right-hand rule identifies the thumb, fore- 
finger, and middle finger with the direction of increasing r, 6, and $, respectively. 
(Note that the identification in cylindrical coordinates was with po, &, and z, and in 
rectangular coordinates with x, y, and z.) A differential volume element may be con- 
structed in spherical coordinates by increasing r, 0, and & by dr, d@, and dd, as 
shown in Figure 1.8d. The distance between the two spherical surfaces of radius r 
and r + dr is dr; the distance between the two cones having generating angles of 0 
and 0 + dO is rdO; and the distance between the two radial planes at angles & and 
& + do is found to be r sin @d 6, after a few moments of trigonometric thought. The 
surfaces have areas of rdr d6, rsin@ dr d®, and r? sind dO d&, and the volume is 
r? sind dr dO de. 

The transformation of scalars from the rectangular to the spherical coordinate 
system is easily made by using Figure 1.8a to relate the two sets of variables: 


x=rsindcos® 
y=rsin@sin® (15) 


z=rcoso 


The transformation in the reverse direction is achieved with the help of 


r=yr’+y°+2? (20) 
B=co' ——— (0° <9 < 180°) (16) 


Vest 


= tan! 3 
x 


The radius variable r is nonnegative, and ® is restricted to the range from 0° to 180°, 
inclusive. The angles are placed in the proper quadrants by inspecting the signs of 
x,y,andz. 

The transformation of vectors requires us to determine the products of the unit 
vectors in rectangular and spherical coordinates. We work out these products from 
Figure 1.8c and a pinch of trigonometry. Because the dot product of any spheri- 
cal unit vector with any rectangular unit vector is the component of the spherical 
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Table 1.2 Dot products of unit vectors in spherical 
and rectangular coordinate systems 


a; a9 a 
ax: sind cos® cosd cos& — sin® 
a, sine sind cosd sind cos® 
a; cosd — sind 0 


vector in the direction of the rectangular vector, the dot products with a, are found 
to be 


a; a, = cos 


2,3% = -sin® 


a,..2,=0 


The dot products involving a, and a, require first the projection of the spherical 
unit vector on the xy plane and then the projection onto the desired axis. For example, 
a, a, is obtained by projecting a, onto the xy plane, giving sin , and then projecting 
sind on the x axis, which yields sin cos &. The other dot products are found in a 
like manner, and all are shown in Table 1.2. 


We illustrate this procedure by transforming the vector field G=(xz/y)a, into 
spherical components and variables. 


Solution. We find the three spherical components by dotting G with the appropriate 
unit vectors, and we change variables during the procedure: 
xZ AZ, 
G,=G-a, = —a, a, = — sind cos® 
B) Y 
cos’& 


sind 


xz 
GH=G-% = —a, 9 = — cos0cos®d 
Y 


r sin cos 


Gb=G-9= Ta... = (sind) 
Y 3. 
= —rcosdcos® 


Collecting these results, we have 
G=rcosdcosd (sind cotda, + cos cotd ag — a5) 


Appendix A describes the general curvilinear coordinate system of which the 
rectangular, circular cylindrical, and spherical coordinate systems are special cases. 
The first section of this appendix could well be scanned now. 
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D1.7. Given the two points, C(—-3, 2, 1) and D(r=5,0=2%0°, = — 70°), 
find: (a) the spherical coordinates of C; (b) the rectangular coordinates of D; 
(c) the distance from C to D. 


Ans. C(r = 3.74,0 = 74.5°, 6 = 146.3°); D(x = 0.585, y = -1.607,z = 4.70); 
6.29 


D1.8. Transform the following vectors to spherical coordinates at the points 
given: (a) 10a, at P(x = -3, y = 2,z = 4); (b) 10a, at O(p =5,d = 30°, 
z=4); (c) 10a, at M(r = 4,0 = 110°, & = 120°). 


Ans. —5.57a, — 6.1829 — 5.55a4; 3.90a, + 3.1229 + 8.6629; —3.42a, — 9.4029 


uw) 


Quizzes 
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CHAPTER 1 PROBLEMS 
1.13 Given the vectors M = —10a, + 4a, — 8a, andN = 8a, + 7a, — 2a,, find: 


(a) a unit vector in the direction of —M + 2N; (b) the magnitude of 5a, + 
N —- 3M; (c) |[M||2N.(M +N). 


1.2 N Vector A extends from the origin to (1,2, 3), and vector B extends from the 


origin to (2, 3, —2). Find (a) the unit vector in the direction of (A — B); 
(b) the unit vector in the direction of the line extending from the origin to the 
midpoint of the line joining the ends of A and B. 


1.3] The vector from the origin to point A is given as (6, —2, —4), and the unit 


vector directed from the origin toward point B is (2, —2, 1)/3. If points A 
and B are ten units apart, find the coordinates of point B. 
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141 A circle, centered at the origin with a radius of 2 units, lies in the xy plane. 
Determine the unit vector in rectangular components that lies in the xy plane, 
is tangent to the circle at (—,/3,1, 0), and is in the general direction of 
increasing values of y. 


1.58 A vector field is specified as G = 24xya, + 12(x? + 2)a, + 182?a.. Given 
two points, P(1,2,—1)and O(-2, 1, 3), find (a) G at P;(b) a unit vector in 
the direction of G at ©; (c) a unit vector directed from O toward P;(d) the 
equation of the surface on which |G| = 60. 


1.6) Find the acute angle between the two vectors A = 2a, + a, + 3a, and 
B=a, — 3a, + 2a, by using the definition of (a) the dot product; (b) the 
cross product. 


1.7) Given the vector field E = 4zy? cos2xa, + 2zysin 2xa, + y” sin 2xa; for 
the region |x|, |y|, and |z| less than 2, find (a) the surfaces on which 
E,=0; (b) the region in which E, = E,;; (c) the region in which E = 0. 


1.81 Demonstrate the ambiguity that results when the cross product is used to 
find the angle between two vectors by finding the angle between 
A = 3a, — 2a, +4a, andB = 2a, + a, — 2a,. Does this ambiguity exist 
when the dot product is used? 


191 A field is given as G = [25/(x? + y’)]|(xa; + ya,). Find (a) a unit vector 
in the direction of G at P(3, 4, —2); (b) the angle between G anda, at P; 
(c) the value of the following double integral on the plane y = 7. 


4 2 
[ l Ga, dzdx 
0 Jo 


1.108 By expressing diagonals as vectors and using the definition of the dot 
product, find the smaller angle between any two diagonals of a cube, where 
each diagonal connects diametrically opposite corners and passes through the 
center of the cube. 


1.11] Given the points M(0.1, —0.2, —0.1), N (—0.2, 0.1, 0.3), and P(0.4,0,0.1), 
find (a) the vector Ryn; (b) the dot product Ryx *Rup; (c) the scalar 
projection of Ryn On Ryp; (d) the angle between Ryn and Ryr. 


1.12} Write an expression in rectangular components for the vector that extends 
from (x, Yı, Zı) to (Xa, Ya, 22) and determine the magnitude of this vector. 


1.13} Find (a) the vector component of F = 10a, — 6a, + 5a; that is parallel to 
G = 0.la, + 0.2a, + 0.3a;; (b) the vector component of F that is 
perpendicular to G; (c) the vector component of G that is perpendicular 
to F. 


1.14 3 Given that A+B+C = 0, where the three vectors represent line segments 
and extend from a common origin, must the three vectors be coplanar? If 
A+B+C+D= 0, are the four vectors coplanar? 
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1.15 | Three vectors extending from the origin are given asrı = (7,3, —2), 
r2 = (-2,7, —3), and r3 = (0, 2, 3). Find (a) a unit vector perpendicular to 
both r; and r>; (b) a unit vector perpendicular to the vectors rı — r» and 
r2 — T3; (c) the area of the triangle defined by r, and r>; (d) the area of the 
triangle defined by the heads of rı, r>, and r3. 


1.16) IFA represents a vector one unit long directed due east, B represents a vector 
three units long directed due north, and A+B=2C-Dand 
2A-B=C+2D, determine the length and direction of C. 


1.17] Point A(—4, 2,5) and the two vectors, Ram = (20, 18 — 10) and 
Run = (-10, 8, 15), define a triangle. Find (a) a unit vector perpendicular to 
the triangle; (b) a unit vector in the plane of the triangle and perpendicular to 
Run; (c) a unit vector in the plane of the triangle that bisects the interior 
angle at A. 


1.183 A certain vector field is given asG = (y+ 1)a, + xa,. (a) Determine G at 
the point (3, —2, 4); (b) obtain a unit vector defining the direction of G at 
(3, —2,4). 


1.19] (a) Express the field D = a+y) aa, + ya,) in cylindrical components 
and cylindrical variables. (b) Evaluate D at the point where 9 = 2, $ = 0.2r, 
and z = 5, expressing the result in cylindrical and rectangular components. 


1.20 | If the three sides of a triangle are represented by vectors A, B, and C, all 
directed counterclockwise, show that |C = (A+B)-(A + B) and expand 
the product to obtain the law of cosines. 


1.21] Express in cylindrical components: (a) the vector from C(3, 2, —7) to 
D(—-1, —4, 2); (b) a unit vector at D directed toward C; (c) a unit vector at D 
directed toward the origin. 


1.221 A sphere of radius a, centered at the origin, rotates about the z axis at angular 
velocity 2 rad/s. The rotation direction is clockwise when one is looking in 
the positive z direction. (a) Using spherical components, write an expression 
for the velocity field, v, that gives the tangential velocity at any point within 
the sphere; (b) convert to rectangular components. 


1.23 | The surfaces p=3 =, = 100°, & = 130°,z = 3, and z = 4.5 define a 
closed surface. Find (a) the enclosed volume; (b) the total area of the 
enclosing surface; (c) the total length of the twelve edges of the surfaces; 

(d) the length of the longest straight line that lies entirely within the volume. 


1.24 I Two unit vectors, aı and a,, lie in the xy plane and pass through the origin. 
They make angles ®| and d», respectively, with the x axis (a) Express each 
vector in rectangular components; (b) take the dot product and verify the 
trigonometric identity, cos(dı — ®2) = cos dı cos» + sind; sin da; (c) take 
the cross product and verify the trigonometric identity 


sin(da — d1) = sind2 cosdı — cos®a sin dı. 
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1.25 | Given point P(r = 0.8,6 = 30°, $ = 45°) and E = 1/r? [cosda, + 
(sin d/ sin) a,], find (a) Eat P; (b) |E| at P; (c) a unit vector in the 
direction of Eat P. 


1.26) Express the uniform vector field F = 5a, in (a) cylindrical components; 
(b) spherical components. 


1.27 l The surfaces r = 2 and 4, 0 = 30° and 50°, and &® = 20° and 60° identify a 
closed surface. Find (a) the enclosed volume; (b) the total area of the 
enclosing surface; (c) the total length of the twelve edges of the surface; 

(d) the length of the longest straight line that lies entirely within the surface. 


1.28 l State whether or not A = B and, if not, what conditions are imposed on A 
andBwhen(aJA-a,=B-a,;(b)Axa,=Bxa,;(c)A-a,=B-a, and 
Axa,=Bxa,(d)A-C=B-CandAxC=BxC whereC is any 
vector exceptC = 0. 


1.29 | Express the unit vector a, in spherical components at the point: (a)r = 2, 
e=1rad,d=0.8rad; (b))x=3,y=23,2=-1;(c)p=2.35,6 =0.7rad, 
z=15. 


1.30 J Consider a problem analogous to the varying wind velocities encountered by 
transcontinental aircraft. We assume a constant altitude, a plane earth, a flight 
along the x axis from O to 10 units, no vertical velocity component, and no 
change in wind velocity with time. Assume a, to be directed to the east and 
a, to the north. The wind velocity at the operating altitude is assumed to be: 


(0.01x? — 0.08x + 0.66)a, — (0.05x — 0.4)a, 
1+0.5y? 
Determine the location and magnitude of (a) the maximum tailwind 


encountered; (b) repeat for headwind; (c) repeat for crosswind; (d) Would 
more favorable tailwinds be available at some other latitude? If so, where? 
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CHAPTER 


Coulomb’s Law and 
Electric Field Intensity 


establish and describe a few basic principles of electricity. In this chapter, 

we introduce Coulomb’s electrostatic force law and then formulate this in 
a general way using field theory. The tools that will be developed can be used to 
solve any problem in which forces between static charges are to be evaluated or to 
determine the electric field that is associated with any charge distribution. Initially, 
we will restrict the study to fields in vacuum or free space; this would apply to media 
such as air and other gases. Other materials are introduced in Chapters 5 and 6 and 
time-varying fields are introduced in Chapter 9. # 


E aving formulated the language of vector analysis in the first chapter, we next 


2.1 THE EXPERIMENTAL LAW OF COULOMB 


Records from at least 600 B.c. show evidence of the knowledge of static electricity. 
The Greeks were responsible for the term electricity, derived from their word for 
amber, and they spent many leisure hours rubbing a small piece of amber on their 
sleeves and observing how it would then attract pieces of fluff and stuff. However, 
their main interest lay in philosophy and logic, not in experimental science, and it 
was many centuries before the attracting effect was considered to be anything other 
than magic or a “life force.” 

Dr. Gilbert, physician to Her Majesty the Queen of England, was the first to do 
any true experimental work with this effect, and in 1600 he stated that glass, sulfur, 
amber, and other materials, which he named, would “not only draw to themselves 
straws and chaff, but all metals, wood, leaves, stone, earths, even water and oil.” 

Shortly thereafter, an officer in the French Army Engineers, Colonel Charles 
Coulomb, performed an elaborate series of experiments using a delicate torsion bal- 
ance, invented by himself, to determine quantitatively the force exerted between two 
objects, each having a static charge of electricity. His published result bears a great 
similarity to Newton’s gravitational law (discovered about a hundred years earlier). 
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Coulomb stated that the force between two very small objects separated in a vacuum 
or free space by a distance, which is large compared to their size, is proportional to 
the charge on each and inversely proportional to the square of the distance between 
them, or 


where O, and O; are the positive or negative quantities of charge, R is the separation, 
and k is a proportionality constant. If the International System of Units! (SI) is used, 
O is measured in coulombs (C), R is in meters (m), and the force should be newtons 
(N). This will be achieved if the constant of proportionality k is written as 

1 


u Arten 


The new constant eo is called the permittivity of free space and has magnitude, mea- 
sured in farads per meter (F/m), 


1 


10° F/ 1 
aer = " 


& = 8.854 x 10? = 


The quantity e, is not dimensionless, for Coulomb’s law shows that it has the 
label C?/N : m?. We will later define the farad and show that it has the dimensions 
C?/N : m; we have anticipated this definition by using the unit F/m in equation (1). 

Coulomb’s law is now 


29105 2) 


u AnregR? 


The coulomb is an extremely large unit of charge, for the smallest known quantity 
of charge is that of the electron (negative) or proton (positive), given in SI units as 
1.602 x 10-19 C; hence a negative charge of one coulomb represents about 6 x 10'® 
electrons.” Coulomb’s law shows that the force between two charges of one coulomb 
each, separated by one meter, is 9 x 10° N, or about one million tons. The electron 
has a rest mass of 9.109 x 10”°!kg and has a radius of the order of magnitude of 
3.8 x 10-"5 m. This does not mean that the electron is spherical in shape, but merely 
describes the size of the region in which a slowly moving electron has the greatest 
probability of being found. All other known charged particles, including the proton, 
have larger masses and larger radii, and occupy a probabilistic volume larger than 
does the electron. 

In order to write the vector form of (2), we need the additional fact (furnished 
also by Colonel Coulomb) that the force acts along the line joining the two charges 


! The International System of Units (an mks system) is described in Appendix B. Abbreviations for the 
units are given in Table B.1. Conversions to other systems of units are given in Table B.2, while the 
prefixes designating powers of ten in SI appear in Table B.3. 

? The charge and mass of an electron and other physical constants are tabulated in Table C.4 of 
Appendix C. 
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B, 
Ron „— 
Ro 0, 
a1) r 
09,® 
13 ® 
Origin 


Figure 2.1 IfQ; and Q> have like 
signs, the vector force F2 on Q> is in the 
same direction as the vector Rı2. 


and is repulsive if the charges are alike in sign or attractive ifthey are of opposite sign. 
Let the vector rı locate O|, whereas ra locates O3. Then the vector Ra = nr —rı 
represents the directed line segment from O to O>, as shown in Figure 2.1. The vector 
F; is the force on O» and is shown for the case where O| and O; have the same sign. 
The vector form of Coulomb’s law is 


010: 
2 AnaRz "2 3) 
tern 
where a, = a unit vector in the direction of Rı>, or 
R2 Re n<1Hr 


R2l Re In<rı 


(4) 


a2 


We illustrate the use of the vector form of Coulomb’s law by locating a charge of 
0ı =3x 10° Cat M(1,2,3) and a charge of O5 = -10”* Cat N(2,0,5)ina 
vacuum. We desire the force exerted on O> by O\. 


Solution. We use (3) and (4) to obtain the vector force. The vector Rı> is 
R2=n-r=(2-1)a, +(0 - 2a, +(5-3)a; = a, — 2a, + 2a; 
leading to |Rı2| = 3, and the unit vector, a2 = +(a, — 2a, + 2a,). Thus, 


3x 10*-10%) (a, -2a,+2a, 
 An(1/36m)10-9 x 32 3 


Zurg (® — 2a, + =) N 


2 


3 


The magnitude of the force is 30 N, and the direction is specified by the unit 
vector, which has been left in parentheses to display the magnitude of the force. The 
force on O2 may also be considered as three component forces, 


F> = — 10a, + 20a, — 20a, 
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The force expressed by Coulomb’s law is a mutual force, for each of the two 
charges experiences a force of the same magnitude, although of opposite direction. 
We might equally well have written 


& 0105 en 0105 Bi (5) 
2 ArcoR%, 21 1122 


Hr 
AneoR%, 


Coulomb’s law is linear, for if we multiply ©, by a factor n, the force on O3 is 
also multiplied by the same factor n. It is also true that the force on a charge in the 
presence of several other charges is the sum of the forces on that charge due to each 
of the other charges acting alone. 


D2.1. Acharge O4 = —20 uC is located at A(—6, 4, 7), and acharge Oz = 
SO uC is at B(5, 8, —2) in free space. If distances are given in meters, find: 
(a) Ras; (b) Rız. Determine the vector force exerted on O4 by O5, if eo = 
(c) 10° /(36#) F/m; (d) 8.854 x 10”? F/m. 


Ans. lla, + 4a, — 9a; m; 14.76 m; 30.76a, + 11.184a, — 25.16; mN; 30.72a, 
+ 11.169a, — 25.13a; mN 
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2.2 ELECTRIC FIELD INTENSITY 


If we now consider one charge fixed in position, say O,|, and move a second charge 
slowly around, we note that there exists everywhere a force on this second charge; 
in other words, this second charge is displaying the existence of a force field that is 
associated with charge, O}. Call this second charge a test charge ©,. The force on it 
is given by Coulomb’s law, 


010: ’ 
= 7 5 Ar 
AnegR7, 

Writing this force as a force per unit charge gives the electric field intensity, E, arising 
from O;: 

F, 01 
au" 

0ı Ancok,, 
E} is interpreted as the vector force, arising from charge O1, that acts on a unit positive 
test charge. More generally, we write the defining expression: 


D (6) 


Eı 


ee 


in which E, a vector function, is the electric field intensity evaluated at the test charge 
location that arises from all orher charges in the vicinity—meaning the electric field 
arising from the test charge itself is not included in E. 

The units of E would be in force per unit charge (newtons per coulomb). Again 
anticipating a new dimensional quantity, the volt (V), having the label of joules per 


E 7 


@® 


Interactives 
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coulomb (J/C), or newton-meters per coulomb (N - m/C), we measure electric field 
intensity in the practical units of volts per meter (V/m). 

Now, we dispense with most of the subscripts in (6), reserving the right to use 
them again any time there is a possibility of misunderstanding. The electric field of a 
single point charge becomes: 


% 


= IN mÄR 
AnteyR? 


(8) 


We remember that R is the magnitude of the vector R, the directed line segment 
from the point at which the point charge © is located to the point at which E is desired, 
and az is a unit vector in the R direction.? 

We arbitrarily locate O, at the center of a spherical coordinate system. The unit 
vector ar then becomes the radial unit vector a,, and R is r. Hence 


- a, (9) 


The field has a single radial component, and its inverse-square-law relationship is 
quite obvious. 

If we consider a charge that is not at the origin of our coordinate system, the 
field no longer possesses spherical symmetry, and we might as well use rectangular 
coordinates. For a charge O located at the source point r’ = x’a, + y’a, + z’a,, as 
illustrated in Figure 2.2, we find the field at a general field pointr = xa,+ ya, -+2a; 
by expressingRasr — r’, and then 

’ ’ 
Eir) = 0) En O(r -r’) 
Aneolr ri |Ir—-r| Areo|r — r’|? 
_. 9I@ - Na. + -yNay+(z- az] 
 Areoolx -P+Y-y) +2 - 2} 


(10) 


Earlier, we defined a vector field as a vector function of a position vector, and this is 
emphasized by letting E be symbolized in functional notation by E(r). 

Because the coulomb forces are linear, the electric field intensity arising from 
two point charges, O| atr; and O3 at ra, is the sum of the forces on O, caused by 
Oı| and O; acting alone, or 


Oı O3 


E(r) = aı + a 
n Aneo|r — rı|? Aneu|r — r>]|? 


where aı and a> are unit vectors in the direction of (r — rı) and (r — r>), respectively. 
The vectors r, rı,r2,r —rı,r — rn, aı, and a, are shown in Figure 2.3. 


3 We firmly intend to avoid confusing r and a, with R and ar. The first two refer specifically to the 
spherical coordinate system, whereas R and ar do not refer to any coordinate system—the choice is 
still available to us. 
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Figure 2.2 The vector r’ locates the point 
charge Q, the vector r identifies the general point 
in space P(x, y,z), and the vector R from Q to 
Pkx,y,ZJisthenR=r-r. 


E(r) 


Figure 2.3 The vector addition of the total electric field 
intensity at P due to Qı and Q> is made possible by the 
linearity of Coulomb’s law. 
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If we add more charges at other positions, the field due to n point charges is 


a) E(r) = 3 — iz (11) 


Interactives Aneo|r — |? 


m=| 


In order to illustrate the application of (11), wefind Eat P(1, 1, 1)caused by four iden- 
tical 3-nC (nanocoulomb) charges located at P, (1, 1,0), P(—1, 1,0), F(—1, —1,0), 
and Pı(1, —1,0), as shown in Figure 2.4. 


Solution. We find thatr = a, ta, +a,,rı = a, +a,, and thusr—rı = a.. 
The magnitudes are: |r-rı| = 1, |r— r| = 5, |r -r3| = 3, and |r - r,| = 435. 
Because O/Arreu = 3 x 10° /(4n x 8.854 x 10-1?) = 26.96 V - m, we may now 
use (11) to obtain 


E = 26.96 SEE 1 an a LE 1 
11? 5 (v5) 3 32 5 (5)? 


E = 6.82a, + 6.82a, + 32.8a, V/m 


D2.2. A charge of —0.3 uC is located at A(25, —30, 15) (in cm), and a 
second charge of 0.5 uC is at B(—-10, 8, 12) cm. Find E at: (a) the origin; 
(b) P(15, 20, 50) cm. 


Ans. 92.3a, — 77.6a, — 94.2a; kV/m; 11.9a, — 0.519a, + 12.4; kV/m 


r-T; 


P, ZN PA,1N) ALLE 


r-rn 


P,(1,-1,0) P, (1,1,0) 


Figure 2.4 A symmetrical distribution of four identical 3-nC point 
charges produces a field at P, E = 6.82a, + 6.82a, + 32.8a, V/m. 
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0.1” +1 


1 |! m 
D2.3. Evaluate the sums: ae — . ;(b Dee (Amy 


m=0 m=1 


Ans. 2.52; 0.176 
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2.3 FIELD ARISING FROM A CONTINUOUS 
VOLUME CHARGE DISTRIBUTION 


If we now visualize a region of space filled with a tremendous number of charges 
separated by minute distances, we see that we can replace this distribution of very 
small particles with a smooth continuous distribution described by a volume charge 
density, just as we describe water as having a density of 1 g/cm? (gram per cubic 
centimeter) even though it consists of atomic- and molecular-sized particles. We can 
do this only if we are uninterested in the small irregularities (or ripples) in the field 
as we move from electron to electron or if we care little that the mass of the water 
actually increases in small but finite steps as each new molecule is added. 

This is really no limitation at all, because the end results for electrical engineers 
are almost always in terms of a current in a receiving antenna, a voltage in an elec- 
tronic circuit, or a charge on a capacitor, or in general in terms of some large-scale 
macroscopic phenomenon. It is very seldom that we must know a current electron by 
electron.* 

We denote volume charge density by p,, having the units of coulombs per cubic 
meter (C/m?). 

The small amount of charge AO in a small volume Av is 


AO = p,Av (12) 


and we may define 2, mathematically by using a limiting process on (12), 


li 22 (13) 
RT 


The total charge within some finite volume is obtained by integrating throughout that 
volume, 


O= / Pvdv (14) 
vol 


Only one integral sign is customarily indicated, but the differential dv signifies inte- 
gration throughout a volume, and hence a triple integration. 


* A study of the noise generated by electrons in semiconductors and resistors, however, requires just 
such an examination of the charge through statistical analysis. 


(un) 
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As an example ofthe evaluation ofa volume integral, we find the total charge contained 
in a 2-cm length of the electron beam shown in Figure 2.5. 


Solution. From the illustration, we see that the charge density is 
o = 5 x 105e"!®rz C/m? 


The volume differential in cylindrical coordinates is given in Section 1.8; therefore, 


0.04 In 0.01 P 
O= ) l ) -5 x 10 Pe P2odpdddz 
0.02 0 0 


We integrate first with respect to & because it is so easy, 


0.04 r0.01 . 
[6) = k -10 re P2odpdz 
0.02 Jo 


and then with respect to z, because this will simplify the last integration with respect 


to p, 
z=0.04 


0.01 5 
10” Fe 
0= I Er P2g ao) 
0 1050 z=0.02 


0.01 
=] 10’ (e 200 _ ep) 
) 


} z=4cm 


EH,== Se 12 yC/m? 


—_ z=2cm 


Figure 2.5 The total charge contained 
within the right circular cylinder may be 
obtained by evaluatingQ = [yo Pudv. 
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Finally, 
B z 0.01 
Dt e 20000 .-4000p 
—2000  —4000 
= ._ 40 1 1 RE 
0 =-1W rn = = 0.0785 pC 
2000 4000 40 


where pC indicates picocoulombs. 

The incremental contribution to the electric field intensity at r produced by an 
incremental charge AO at r’ is 
AO r—-r PvAv r—-r 


AK(r) = —_ 
Aeolr—-r||r-r|) Aolr-r?|r-r| 


If we sum the contributions of all the volume charge in a given region and let the 
volume element Av approach zero as the number of these elements becomes infinite, 
the summation becomes an integral, 


Er) = / pra)dv r-r (15) 


iAreolr -r|’ Ir r| 


This is again a triple integral, and (except in Drill Problem 2.4) we shall do our best 
to avoid actually performing the integration. 

The significance of the various quantities under the integral sign of (15) might 
stand a little review. The vector r from the origin locates the field point where E is 
being determined, whereas the vector r’ extends from the origin to the source point 
where p,(r’)dv’ is located. The scalar distance between the source point and the 
field point is |r — r/|, and the fraction (r — r’)/|r — r’| is a unit vector directed from 
source point to field point. The variables of integration are x’, y’, and z’ in rectangular 
coordinates. 


D2.4. Calculate the total charge within each ofthe indicated volumes: (a) 0.1 < 


x], Iyl, Iz| = 0.2: 9, = 33 ar MI<EP<ULO<SBEN, 2<z <= 
A4y2 
p?z? sin 0.66; (c) universe: 0, = e ”"/r?. 


Ans. 0; 1.018 mC; 6.28 C 


35 


2.4 FIELD OF A LINE CHARGE 


Up to this point we have considered two types of charge distribution, the point charge 
and charge distributed throughout a volume with adensity p, C/m?. If we now consider 
a filamentlike distribution of volume charge density, such as a charged conductor of 
very small radius, we find it convenient to treat the charge as a line charge of density 
PL C/m. 

We assume a straight-line charge extending along the z axis in a cylindrical 
coordinate system from —oo to 00, as shown in Figure 2.6. We desire the electric 
field intensity E atany and every point resulting from a uniform line charge density p;. 
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(0, 0, z') 


Figure 2.6 The contribution dE = dE,a,+ 
dE;a; to the electric field intensity produced by an 
element of charge dQ = pı.dz’ located a distance 
z' from the origin. The linear charge density is 
uniform and extends along the entire z axis. 


Symmetry should always be considered first in order to determine two specific 
factors: (1) with which coordinates the field does not vary, and (2) which compo- 
nents of the field are not present. The answers to these questions then tell us which 
components are present and with which coordinates they do vary. 

Referring to Figure 2.6, we realize that as we move around the line charge, 
varying & while keeping p and z constant, the line charge appears the same from 
every angle. In other words, azimuthal symmetry is present, and no field component 
may vary with d. 

Again, if we maintain po and & constant while moving up and down the line charge 
by changing z, the line charge still recedes into infinite distance in both directions 
and the problem is unchanged. This is axial symmetry and leads to fields that are not 
functions of z. 

If we maintain d and z constant and vary p, the problem changes, and Coulomb’s 
law leads us to expect the field to become weaker as p increases. Hence, by a process 
of elimination we are led to the fact that the field varies only with p. 

Now, which components are present? Each incremental length of line charge 
acts as a point charge and produces an incremental contribution to the electric field 
intensity which is directed away from the bit of charge (assuming a positive line 
charge). No element of charge produces a & component of electric intensity; Ey is 
zero. However, each element does produce an E, and an E, component, but the 
contribution to E, by elements of charge that are equal distances above and below 
the point at which we are determining the field will cancel. 
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We therefore have found that we have only an E, component and it varies only 
with 0. Now to find this component. 

We choose a point P(0, y,0) on the y axis at which to determine the field. 
This is a perfectly general point in view of the lack of variation of the field with & 
and z. Applying (10) to find the incremental field at ? due to the incremental charge 
dO = pıdz', we have 


prdz’(r - rF’) 
 Aneo|r — ri)? 
where 
r= ya, = pa, 
re7a, 
and 
F I 
r-r=pa,-2a, 
Therefore, 


__ pıdz’(pa, — z’a;) 
— Arren(p? + 2/2372 


Because only the E, component is present, we may simplify: 


dE 


u prpdz' 
 Aneo(p? + 2'?)?7? 


Be / > pıpdz' 
PT]. Aren(p? + 2? PR 


Integrating by integral tables or change of variable, z’ = p cot6, we have 


1 . 
PL z. 

E,= 

2 ar —)_ 


dE, 


and 


and 
PL 
PT 2rreop 
or finally, 
PL 
— a 16 
2TENP E Us) 


We note that the field falls off inversely with the distance to the charged line, as 
compared with the point charge, where the field decreased with the square of the 
distance. Moving ten times as far from a point charge leads to a field only I percent 
the previous strength, but moving ten times as far from a line charge only reduces 
the field to 10 percent of its former value. An analogy can be drawn with a source of 


ww) 
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(6, 8, z) 
R Pi, >> 2) 
(0, 8,0) 
PL 
(6, 0,0) 
(6, 8,0) 
m (&y, 0) 


Figure 2.7 Apoint P(x, y,Z) is identified near an infinite 
uniform line charge located atx=6,y=8. 


illumination, for the light intensity from a point source of light also falls off inversely 
as the square of the distance to the source. The field of an infinitely long fluorescent 
tube thus decays inversely as the first power of the radial distance to the tube, and we 
should expect the light intensity about a finite-length tube to obey this law near the 
tube. As our point recedes farther and farther from a finite-length tube, however, it 
eventually looks like a point source, and the field obeys the inverse-square relationship. 

Before leaving this introductory look at the field of the infinite line charge, we 
should recognize the fact that not all line charges are located along the z axis. As an 
example, let us consider an infinite line charge parallel to thez axisatx=6,y=8, 
shown in Figure 2.7. We wish to find E at the general field point P(x, y, z). 

We replace po in (16) by the radial distance between the line charge and point, 
P,R= (x - 6% +(y — 8), and let a, be ar. Thus, 


E = 22 a 
— R 
Iroy( - 9 +Yy- 8 


where 
R (x 9a, +(y - da, 
RI /a-692+0-8)% 


ar = 


Therefore, 


pr (&-6)ax + (y - a, 
Inc (x - 6% +(y 8) 


We again note that the field is not a function of z. 
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In Section 2.6, we describe how fields may be sketched, and we use the field of 
the line charge as one example. 


D2.5. Infinite uniform line charges of 5 nC/m lie along the (positive and 
negative) x and y axes in free space. Find E at: (a) P4(0,0,4); (b) P5(0, 3,4). 


Ans. 45a, V/m; 10.8a, + 36.9a, V/m 


2.5 FIELD OF A SHEET OF CHARGE 


Another basic charge configuration is the infinite sheet of charge having a uniform 
density of os C/m?. Such a charge distribution may often be used to approximate 
that found on the conductors of a strip transmission line or a parallel-plate capacitor. 
As we shall see in Chapter 5, static charge resides on conductor surfaces and not 
in their interiors; for this reason, 05 is commonly known as surface charge density. 
The charge-distribution family now is complete— point, line, surface, and volume, or 
O, pr, ps, and py. 

Let us place a sheet of charge in the yz plane and again consider symmetry 
(Figure 2.8). We see first that the field cannot vary with y or with z, and then we see 
thatthe y and z components arising from differential elements ofcharge symmetrically 
located with respect to the point at which we evaluate the field will cancel. Hence 
only E, is present, and this component is a function of x alone. We are again faced 
with a choice of many methods by which to evaluate this component, and this time we 
use only one method and leave the others as exercises for a quiet Sunday afternoon. 

Let us use the field of the infinite line charge (16) by dividing the infinite sheet 
into differential-width strips. One such strip is shown in Figure 2.8. The line charge 


P(x, 0,0) 


Figure 2.8 An infinite sheet of charge in the yz 
plane, a general point P on the x axis, and the 
differential-width line charge used as the element in 
determining the field at P by dE = psdy’ar/(2reof). 
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density, or charge per unit length, is 0, = ps dy’, and the distance from this line 
charge to our general point P on the x axis is R = ,/x? + y”. The contribution to 
E, at P from this differential-width strip is then 


ps dy' ps  xdy’ 


dE, = cosd = —— ———— 
ö Iren x? + y? 


= 2rregyx? + y”? 


Adding the effects of all the strips, 


5 _% “ XdyV 9 Ay’) _ps 
u n > = tan = — 
2ren J_o X” +” ZEN x |_o 2% 
If the point P were chosen on the negative x axis, then 
Em. 
2 2en 


for the field is always directed away from the positive charge. This difficulty in sign 
is usually overcome by specifying a unit vector an, which is normal to the sheet and 
directed outward, or away from it. Then 


E =! Sad; (17) 


This is a startling answer, for the field is constant in magnitude and direction. 
It is just as strong a million miles away from the sheet as it is right off the surface. 
Returning to our light analogy, we see that a uniform source of light on the ceiling of 
a very large room leads to just as much illumination on a square foot on the floor as it 
does on a square foot a few inches below the ceiling. If you desire greater illumination 
on this subject, it will do you no good to hold the book closer to such a light source. 

If a second infinite sheet of charge, having a negative charge density —ps, is 
located in the plane x = a, we may find the total field by adding the contribution of 
each sheet. In the region x > a, 


Le Bet, E=E,+E_=0 
2en 2ey 
and forx < (0, 
Be, Bei, E=E,+E_=0 
Den 2en 
andwhenO<x<a, 
E. = De E_= >. 
2en 2ey 
and 
Benno, (18) 
€ 


This is an important practical answer, for it is the field between the parallel plates 
of an air capacitor, provided the linear dimensions of the plates are very much greater 
than their separation and provided also that we are considering a point well removed 
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from the edges. The field outside the capacitor, while not zero, as we found for the 
preceding ideal case, is usually negligible. 


D2.6. Three infinite uniform sheets of charge are located in free space as 
follows: 3 nC/m? atz = —4, 6 nC/m? atz = 1, and —8 nC/m? atz = 4. 
Find E at the point: (a) Pı(2, 5, —5); (b) P(4, 2, —3); (c) Pc(-1, 35, 2); (d) 
Pp(-2,4,5). 


Ans. -56.5a,; 283a,; 961a,; 56.5a, all V/m 


2.6 STREAMLINES AND SKETCHES 
OF FIELDS 


We now have vector equations for the electric field intensity resulting from several 
different charge configurations, and we have had little difficulty in interpreting the 
magnitude and direction of the field from the equations. Unfortunately, this simplicity 
cannot last much longer, for we have solved most of the simple cases and our new 
charge distributions must lead to more complicated expressions for the fields and 
more difficulty in visualizing the fields through the equations. However, it is true that 
one picture would be worth about a thousand words, if we just knew what picture to 
draw. 

Consider the field about the line charge, 

_ _PL 

 2megp 
Figure 2.9a shows a cross-sectional view of the line charge and presents what might 
be our first effort at picturing the field—short line segments drawn here and there 
having lengths proportional to the magnitude of E and pointing in the direction of E. 
The figure fails to show the symmetry with respect to , so we try again in Figure 2.95 
with a symmetrical location of the line segments. The real trouble now appears—the 
longest lines must be drawn in the most crowded region, and this also plagues us 
if we use line segments of equal length but of a thickness that is proportional to E 
(Figure 2.9c). Other schemes include drawing shorter lines to represent stronger fields 
(inherently misleading) and using intensity of color or different colors to represent 
stronger fields. 

For the present, let us be content to show only the direction of E by drawing 
continuous lines, which are everywhere tangent to E, from the charge. Figure 2.9d 
shows this compromise. A symmetrical distribution of lines (one every 45°) indicates 
azimuthal symmetry, and arrowheads should be used to show direction. 

These lines are usually called streamlines, although other terms such as flux lines 
and direction lines are also used. A small positive test charge placed at any point in 
this field and free to move would accelerate in the direction of the streamline passing 
through that point. If the field represented the velocity of a liquid or a gas (which, 
incidentally, would have to have a source at 2 = 0), small suspended particles in the 
liquid or gas would trace out the streamlines. 


pP 
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R Y 

Y 

(a) (b) 
(&) (d) 


Figure 2.9 (a) One very poor sketch, (b) and (c) two fair sketches, and 
(d) the usual form of a streamline sketch. In the last form, the arrows show 
the direction of the field at every point along the line, and the spacing of the 
lines is inversely proportional to the strength of the field. 


We will find out later that a bonus accompanies this streamline sketch, for the 
magnitude of the field can be shown to be inversely proportional to the spacing of 
the streamlines for some important special cases. The closer they are together, the 
stronger is the field. At that time we will also find an easier, more accurate method 
of making that type of streamline sketch. 

If we attempted to sketch the field of the point charge, the variation of the field 
into and away from the page would cause essentially insurmountable difficulties; for 
this reason sketching is usually limited to two-dimensional fields. 

In the case of the two-dimensional field, let us arbitrarily set EZ; = 0. The 
streamlines are thus confined to planes for which z is constant, and the sketch is the 
same for any such plane. Several streamlines are shown in Figure 2.10, andthe E, and 
E, components are indicated at a general point. It is apparent from the geometry that 


Bm 0 
Sun 19 
Er dx 19) 


A knowledge of the functional form of E, and E,, (and the ability to solve the resultant 
differential equation) will enable us to obtain the equations of the streamlines. 
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3 


Figure 2.10 The equation of a streamline is 
obtained by solving the differential equation 
E,/Ex = dy/dx. 


As an illustration of this method, consider the field of the uniform line charge 
with 0, = 2rteo, 
E= En 
p 
In rectangular coordinates, 
A y 
zZ 2 ee T IL > 


Thus we form the differential equation 


De ee 


dx E, x y x 
Therefore, 
Iny=Inx+Cı or Iny=Inx+InC 
from which the equations of the streamlines are obtained, 
y=(Cx 


If we want to find the equation of one particular streamline, say one passing 
through P(—-2, 7,10), we merely substitute the coordinates of that point into our 
equation and evaluate C. Here, 7 = C(—2), and C = —3.5, so y = —3.5x. 

Each streamline is associated with a specific value of C, and the radial lines 
shown in Figure 2.9d are obtained when C=0,1,—-1,and 1/C =0. 

The equations of streamlines may also be obtained directly in cylindrical or 
spherical coordinates. A spherical coordinate example will be examined in Section 4.7. 
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D2.7. Find the equation of that streamline that passes through the point 


4x? 


—8 ‘ 
P(1,4, —2) in the field E = (a) zu + 2, (b) 20° [y5x+lD)a, +xay]. 
» I) 


Ans. x? +2y? = 33; y? = 15.7 +0.4x — 0.08 In(5x + 1) 
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CHAPTER 2 PROBLEMS 


21l 


2.21 
2.31 


2.41 


2.51 


2.6) 


2.71 


Three point charges are positioned in the x-y plane as follows: SnCaty=5 
cm, -lOnCaty= 5 cm, and 1SnCatx = —5 cm. Find the required x-y 
coordinates of a 20-nC fourth charge that will produce a zero electric field at 
the origin. 


Point charges of 1 nC and —2 nC are located at (0, 0,0) and (1, 1, 1), 
respectively, in free space. Determine the vector force acting on each charge. 


Point charges of 50. nC each are located at A(1, 0,0), B(-1,0,0), C(0, 1,0), 
and D(0, —1,0) in free space. Find the total force on the charge at A. 


Eight identical point charges of O C each are located at the corners of a cube 
of side length a, with one charge at the origin, and with the three nearest 
charges at (a, 0,0), (0, a, O0), and (0, 0, a). Find an expression for the total 
vector force on the charge at P(a, a, a), assuming free space. 


Let a point charge O| = 25 nC be located at Pı(4, —2, 7) and a charge 
O2 = 60. nC be at Pa(—-3,4, —2). (a) Ife = eo, find Eat P3(1, 2,3). (b) At 
what point on the y axis is E, = 0? 


Two point charges of equal magnitude q are positioned atz = +d/2. (a) 
Find the electric field everywhere on the z axis; (b) find the electric field 
everywhere on the x axis; (c) repeat parts (a) and (b) if the charge at 
z= -d/2is —q instead of +q. 


A 2-uC point charge is located at A(4, 3, 5) in free space. Find E,, E,, and 
E, at P(8, 12,2). 
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2.81 A crude device for measuring charge consists of two small insulating spheres 
of radius a, one of which is fixed in position. The other is movable along the 
x axis and is subject to a restraining force kx, where k is a spring constant. 
The uncharged spheres are centered atx = 0 and x = d, the latter fixed. If 
the spheres are given equal and opposite charges of O/C, obtain the 
expression by which © may be found as a function of x. Determine the 
maximum charge that can be measured in terms of eo, k, and d, and state 
the separation of the spheres then. What happens if a larger charge is applied? 


29] A 100-nC point charge is located at A(—1, 1, 3) in free space. (a) Find the 
locus of all points P(x, y,z) at which E, = 500 V/m. (b) Find yı if 
P(-2, yı, 3) lies on that locus. 


2.10) A charge of —1nC is located at the origin in free space. What charge must be 
located at (2, 0, 0) to cause E, to be zero at (3, 1, 1)? 


2.118 A charge O, located at the origin in free space produces a field for which 
E; = 1kV/m at point P(-2,1,—1). (a) Find Oo. Find E at M(1, 6,5) in 
(b) rectangular coordinates; (c) cylindrical coordinates; (d) spherical 
coordinates. 


2.12) Electrons are in random motion in a fixed region in space. During any 1 us 
interval, the probability of finding an electron in a subregion of volume 
10-15 m? is 0.27. What volume charge density, appropriate for such time 
durations, should be assigned to that subregion? 


2.13 A uniform volume charge density of 0.2 uC/m? is present throughout the 
spherical shell extending fomr =3cmtor =5 cm. If p, = 0 elsewhere, 
find (a) the total charge present throughout the shell, and (5) rı if half the 
total charge is located in the region3cm<r <rı. 


2.14 The electron beam in a certain cathode ray tube possesses cylindrical 
symmetry, and the charge density is represented by p, = —0.1/(p? + 10°®) 
pC/m? for0 < oe < 3 x 10”* m, and p, = O for p > 3 x 10”* m. (a) Find 
the total charge per meter along the length of the beam; (b) if the electron 
velocity is 5 x 107’ m/s, and with one ampere defined as 1C/s, find the beam 
current. 


2.151 A spherical volume having a 2-um radius contains a uniform volume charge 
density of 10'° C/m?. (a) What total charge is enclosed in the spherical 
volume? (b) Now assume that a large region contains one of these little 
spheres at every corner of a cubical grid 3 mm on a side and that there is no 
charge between the spheres. What is the average volume charge density 
throughout this large region? 


2.16 Within a region of free space, charge density is given as p, = Poreosd C/m?, 
where oo and a are constants. Find the total charge Ilying within (a) the 
sphere,r <a; (b)thecone,r <a,0 <0 <O.1Ir; (c) theregion,r <a, 
0<9<O.InN,O<b<O2n. 
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2.17] A uniform line charge of 16 nC/m is located along the line defined by y = 
—2,2=5.lfe = eo: (a) find Eat P(1, 2,3). (b) find E at that point in the 
z = 0 plane where the direction of E is given by (1/3)a, — (2/3)a;. 


2.18 1 (a) Find E in the plane z = 0 that is produced by a uniform line charge, p7;, 
extending along the z axis over the range —L < z < Linacylindrical 
coordinate system. (b) If the finite line charge is approximated by an infinite 
line charge (L — 00), by what percentage is E, in error if 0 = 0.5L? (c) 
Repeat (b) with o = O.1L. 


2.19 A uniform line charge of 2 uC/m is located on the z axis. Find E in 
rectangular coordinates at P(1, 2, 3) if the charge exists from (a) —oo < 
zei ze, 


2.20) Aline charge of uniform charge density 00 C/m and of length £ is oriented 
along the z axisat —£/2 <z < £/2. (a) Find the electric field strength, E, in 
magnitude and direction at any position along the x axis. (b) With the given 
line charge in position, find the force acting on an identical line charge that is 
oriented along the x axisat£/2 <x < 34/2. 


2.21 l Two identical uniform line charges, with 0, = 75 nC/m, are located in free 
space atx = 0, y = +0.4 m. What force per unit length does each line 
charge exert on the other? 


2.22 | Two identical uniform sheet charges with p, = 100 nC/m? are located in free 
space atz = #2.0 cm. What force per unit area does each sheet exert on the 
other? 


2.23] Given the surface charge density, 0, = 2 uC/m?, existing in the region 0 < 
0.2m,z=0,findEat (a) Pı(p =0,2= 0.5); (b) Ps(p = 0,z = —0.5). 
Show that (c) the field along the z axis reduces to that of an infinite sheet 
charge at small values of z; (d) the z axis field reduces to that of a point 
charge at large values of z. 


2.241 (a) Find the electric field on the z axis produced by an annular ring of 
uniform surface charge density 2, in free space. The ring occupies the region 
z=0,a<sp<sb,0<d< 2r in cylindrical coordinates. (b) From your part 
(a) result, obtain the field of an infinite uniform sheet charge by taking 
appropriate limits. 


2.251 Find E at the origin if the following charge distributions are present in free 
space: point charge, 12 nC, at P(2, 0, 6); uniform line charge density, 3 nC/m, 
atx = —2, y = 3; uniform surface charge density, 0.2 nC/m? atx = 2. 


2.261 A radially dependent surface charge is distributed on an infinite flat sheet in 
the x-y plane and is characterized in cylindrical coordinates by surface 
density p, = po/Pp, Where op, is a constant. Determine the electric field 
strength, E, everywhere on the z axis. 
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2.27] Given the electric field E = (4x — 2y)a, — (2x + 4y)a,, find (a) the equation 
of the streamline that passes through the point P(2, 3, —4); (b) a unit vector 
specifying the direction of Eat 0(3, —2, 5). 


2.28) An electric dipole (discussed in detail in Section 4.7) consists of two point 
charges of equal and opposite magnitude +0 spaced by distance d. With the 


charges along the z axis at positions z = 


+d/2 (with the positive charge at 


the positive z location), the electric field in spherical coordinates is given 

by E(r, 06) = [Qd/(4reor”)][2 cosda, + sindag], wherer >> d. Using 
rectangular coordinates, determine expressions for the vector force on a point 
charge of magnitude q (a) at (0, 0, z); (b) at (0, y, 0). 


2.29 | IFE= 20e”°’(cos5xa, — sin Sxa,), find 


(a) |E| at P(r/6, 0.1, 2); (b) a unit 


vector in the direction of E at P; (c) the equation of the direction line passing 


through P. 
2.30 | For fields that do not vary with z in cylind 


rical coordinates, the equations of 


the streamlines are obtained by solving the differential equation E,/Eg = 
dp/(pd®). Find the equation of the line passing through the point (2, 30°, 0) 


for the field E= pcos2da, — p sin2day 
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Electric Flux Density, 
Gauss’s Law, and 
Divergence 


ing familiar with the concept of the streamlines that show the direction of 

the force on a test charge at every point, it is difficult to avoid giving these 
lines a physical significance and thinking of them as flux lines. No physical particle 
is projected radially outward from the point charge, and there are no steel tentacles 
reaching out to attract or repel an unwary test charge, but as soon as the streamlines 
are drawn on paper there seems to be a picture showing “something” is present. 

It is very helpful to invent an electric flux that streams away symmetrically from a 
point charge and is coincident with the streamlines and to visualize this flux wherever 
an electric field is present. 

This chapter introduces and uses the concept of electric flux and electric flux 
density to again solve several of the problems presented in Chapter 2. The work here 
turns out to be much easier, and this is due to the extremely symmetrical problems 
that we are solving. 


A fter drawing a few of the fields described in the previous chapter and becom- 


3.1 ELECTRIC FLUX DENSITY 


About 1837, the director of the Royal Society in London, Michael Faraday, became 
very interested in static electric fields and the effect of various insulating materials on 
these fields. This problem had been bothering him during the past ten years when he 
was experimenting in his now-famous work on induced electromotive force, which 
we will discuss in Chapter 10. With that subject completed, he had a pair of concentric 
metallic spheres constructed, the outer one consisting oftwo hemispheres that could be 
firmly clamped together. He also prepared shells of insulating material (or dielectric 
material, or simply dielectric) that would occupy the entire volume between the 
concentric spheres. We will immediately use his findings about dielectric materials, 
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for we are restricting our attention to fields in free space until Chapter 6. At that time 
we will see that the materials he used will be classified as ideal dielectrics. 
His experiment, then, consisted essentially of the following steps: 


1. With the equipment dismantled, the inner sphere was given a known positive 
charge. 


2. The hemispheres were then clamped together around the charged sphere with 
about 2 cm of dielectric material between them. 


3. The outer sphere was discharged by connecting it momentarily to ground. 


4. The outer space was separated carefully, using tools made of insulating material 
in order not to disturb the induced charge on it, and the negative induced charge 
on each hemisphere was measured. 


Faraday found that the total charge on the outer sphere was equal in magnitude to 
the original charge placed on the inner sphere and that this was true regardless of the 
dielectric material separating the two spheres. He concluded that there was some sort 
of “displacement” from the inner sphere to the outer which was independent of the 
medium, and we now refer to this flux as displacement, displacement flux, or simply 
electric flux. 

Faraday’s experiments also showed, of course, that a larger positive charge on the 
inner sphere induced a correspondingly larger negative charge on the outer sphere, 
leading to a direct proportionality between the electric flux and the charge on the inner 
sphere. The constant of proportionality is dependent on the system of units involved, 
and we are fortunate in our use of SI units, because the constant is unity. If electric 
flux is denoted by W (psi) and the total charge on the inner sphere by O, then for 
Faraday’s experiment 


ee) 


and the electric flux W is measured in coulombs. 

We can obtain more quantitative information by considering an inner sphere of 
radius a and an outer sphere of radius b, with charges of O and —O, respectively 
(Figure 3.1). The paths of electric flux W extending from the inner sphere to the outer 
sphere are indicated by the symmetrically distributed streamlines drawn radially from 
one sphere to the other. 

Atthe surface ofthe inner sphere, W coulombs of electric flux are produced by the 
charge O(= W) Cs distributed uniformly over a surface having an area of Ara? m?. 
The density of the flux at this surface is W/4rra? or O/4rra” C/m?, and this is an 
important new quantity. 

Electric flux density, measured in coulombs per square meter (sometimes de- 
scribed as “lines per square meter,” for each line is due to one coulomb), is given 
the letter D, which was originally chosen because of the alternate names of displace- 
ment flux density or displacement density. Electric flux density is more descriptive, 
however, and we will use the term consistently. 

The electric flux density D is a vector field and is a member of the “flux density” 
class of vector fields, as opposed to the “force fields” class, which includes the electric 
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Metal Insulating or 
conducting dielectric 
spheres material 


Figure 3.1 The electric flux in the region between a 
pair of charged concentric spheres. The direction and 
magnitude of D are not functions of the dielectric 
between the spheres. 


field intensity E. The direction of D at a point is the direction of the flux lines at that 
point, and the magnitude is given by the number of flux lines crossing a surface normal 
to the lines divided by the surface area. 

Referring again to Figure 3.1, the electric flux density is in the radial direction 
and has a value of 


D = ER (inner sphere) 
‚a Ana? 
0 
= ——a, t h 
m Amb2 (outer sphere) 


and ata radial distance r, wherea <r <b, 


% 


= ——1A, 
Anır? 


If we now let the inner sphere become smaller and smaller, while still retaining a 
charge of O, it becomes a point charge in the limit, but the electric flux density at a 
point r meters from the point charge is still given by 


Mur 
ren, 2 


for O lines of flux are symmetrically directed outward from the point and pass through 
an imaginary spherical surface of area Arrr?. 

This result should be compared with Section 2.2, Egq. (9), the radial electric field 
intensity of a point charge in free space, 


% 


E= ——a 
Arteor? 5 


CHAPTER 3 Electric Flux Density, Gauss’s Law, and Divergence 


In free space, therefore, 


D=&E (free space only) (2) 


Although (2) is applicable only to a vacuum, it is not restricted solely to the field of 
a point charge. For a general volume charge distribution in free space, 


E ii Be cn Iy) 6) 
— ree space on 
vol AnreuR? R P y 


where this relationship was developed from the field of a single point charge. In a 
similar manner, (1) leads to 


pydv 
De / Rn (a 


and (2) is therefore true for any free-space charge configuration; we will consider (2) 
as defining D in free space. 

Asa preparation for the study of dielectrics later, it might be well to point out now 
that, for a point charge embedded in an infinite ideal dielectric medium, Faraday’s 
results show that (1) is still applicable, and thus so is (4). Equation (3) is not applicable, 
however, and so the relationship between D and E will be slightly more complicated 
than (2). 

Because D is directly proportional to E in free space, it does not seem that it 
should really be necessary to introduce a new symbol. We do so for a few reasons. 
First, D is associated with the flux concept, which is an important new idea. Second, 
the D fields we obtain will be a little simpler than the corresponding E fields, because 
eu does not appear. 


D3.1. Given a 60-uC point charge located at the origin, find the total electric 
flux passing through: (a) that portion of the sphere r = 26 cm bounded by 
0<9<—andO <d <<; (b) the closed surface defined by 0 = 26 cm and 
z = +26 cm; (c) the plane z = 26 cm. 


Ans. 7.5 uC; 60 uC; 30 uC 


D3.2. Calculate D in rectangular coordinates at point P(2, —3, 6) produced 
by: (a) a point charge O4 = 55 mC at O(-2, 3, —6); (b) a uniform line 
charge 0,3 = 20 mC/m on the x axis; (c) a uniform surface charge density 
psc = 120 1uC/m? on the plane z = —5 m. 


Ans. 6.382, — 9.57a, + 19.14a; uC/m?; —212a, + 424a, UC/m?; 60a; uC/m? 
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3.2 GAUSS’S LAW 


The results of Faraday’s experiments with the concentric spheres could be summed up 
as an experimental law by stating that the electric flux passing through any imaginary 
spherical surface Iying between the two conducting spheres is equal to the charge 
enclosed within that imaginary surface. This enclosed charge is distributed on the 
surface of the inner sphere, or it might be concentrated as a point charge at the center 
of the imaginary sphere. However, because one coulomb of electric flux is produced 
by one coulomb of charge, the inner conductor might just as wellhave been acube ora 
brass door key and the total induced charge on the outer sphere would still be the same. 
Certainly the flux density would change from its previous symmetrical distribution 
to some unknown configuration, but +0 coulombs on any inner conductor would 
produce an induced charge of —O coulombs on the surrounding sphere. Going one 
step further, we could now replace the two outer hemispheres by an empty (but 
completely closed) soup can. O coulombs on the brass door key would produce 
Y = O lines of electric flux and would induce —O coulombs on the tin can.! 

These generalizations of Faraday’s experiment lead to the following statement, 
which is known as Gauss’s law: 


The electric flux passing through any closed surface is equal to the total charge enclosed 
by that surface. 


The contribution of Gauss, one of the greatest mathematicians the world has 
ever produced, was actually not in stating the law as we have, but in providing a 
mathematical form for this statement, which we will now obtain. 

Let us imagine a distribution of charge, shown as a cloud of point charges in 
Figure 3.2, surrounded by a closed surface of any shape. The closed surface may be 
the surface of some real material, but more generally it is any closed surface we wish 
to visualize. Ifthe total charge is O, then © coulombs of electric flux will pass through 
the enclosing surface. At every point on the surface the electric-flux-density vector 
D will have some value Ds, where the subscript $ merely reminds us that D must be 
evaluated at the surface, and Ds will in general vary in magnitude and direction from 
one point on the surface to another. 

We must now consider the nature of an incremental element of the surface. An 
incremental element of area AS is very nearly a portion of a plane surface, and 
the complete description of this surface element requires not only a statement of its 
magnitude AS but also of its orientation in space. In other words, the incremental 
surface element is a vector quantity. The only unique direction that may be associated 
with AS is the direction of the normal to that plane which is tangent to the surface 
at the point in question. There are, of course, two such normals, and the ambiguity 
is removed by specifying the outward normal whenever the surface is closed and 
“outward” has a specific meaning. 


! [fit were a perfect insulator, the soup could even be left in the can without any difference in the results. 
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D S normal 


Figure 3.2 The electric flux density Ds at P arising 
from charge Q. The total flux passing through ASis 
Ds- AS. 


At any point P, consider an incremental element of surface AS and let D,; make 
an angle 0 with AS, as shown in Figure 3.2. The flux crossing AS is then the product 
of the normal component of Ds and AS, 


AW = flux crossing AS = Ds nomAS = Ds cos6AS =Ds- AS 


where we are able to apply the definition of the dot product developed in Chapter 1. 
The total flux passing through the closed surface is obtained by adding the dif- 
ferential contributions crossing each surface element AS, 


v-[au- „Ds-dS 
surface 

The resultant integral is a closed surface integral, and since the surface element 
dS always involves the differentials of two coordinates, such as dx dy, pd& dp, 
or r*sin# d9 d®, the integral is a double integral. Usually only one integral sign is 
used for brevity, and we will always place an S below the integral sign to indicate 
a surface integral, although this is not actually necessary, as the differential dS is 
automatically the signal for a surface integral. One last convention is to place a small 
circle on the integral sign itself to indicate that the integration is to be performed over 
a closed surface. Such a surface is often called a gaussian surface. We then have the 
mathematical formulation of Gauss’s law, 


Ve # Ds; -dS = charge enclosed = O (5) 
s 


The charge enclosed might be several point charges, in which case 


O0 = On 


0= [mar 


or a line charge, 


(u) 


Illustrations 
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or a surface charge, 


O= ’ psdS (not necessarily a closed surface) 
s 


Oo =) Pu dv 
vol 


or a volume charge distribution, 


The last form is usually used, and we should agree now that it represents any or 
all of the other forms. With this understanding, Gauss’s law may be written in terms 


of the charge distribution as 


Pns-as= | pu dv 
Ss vol 


(6) 


a mathematical statement meaning simply that the total electric flux through any 


closed surface is equal to the charge enclosed. 


To illustrate the application of Gauss’s law, let us check the results of Faraday’s 
experiment by placing a point charge © at the origin of a spherical coordinate system 


(Figure 3.3) and by choosing our closed surface as a sphere of radius a. 


Solution. We have, as before, 


At the surface of the sphere, 


D; = ——14,, 
Ara?" 


The differential element of area on a spherical surface is, in spherical coordinates 


from Chapter 1, 
dS=r’sindd9 dd = a? sind dO db 
or 
dS = a’sind d0 do a, 


The integrand is 
D;-dS = 2 2 sind d dda, -a, = 2 sind d4 d& 
Ara? Ar 


leading to the closed surface integral 


d=?n 


o=n 
‘ 2 sine dO db 
d=0 0=b An 
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Figure 3.3 Applying Gauss’s law to 
the field of a point charge Qona 
spherical closed surface of radius a. The 
electric flux density D is everywhere 
normal to the spherical surface and has 
a constant magnitude at every point on it. 


where the limits on the integrals have been chosen so that the integration is carried 
over the entire surface of the sphere once.” Integrating gives 


2n 6) a 0 
ir 7, (8080), d6 = : m u=2 (ra) 


and we obtain a result showing that O coulombs of electric flux are crossing the (Animations 
surface, as we should since the enclosed charge is QO coulombs. 


D3.3. Given the electric flux density, D = 0.3r?a, nC/m? in free space: 
(a) find E at point P(r = 2,0 = 25°, & = 90°); (b) find the total charge 
within the sphere r = 3; (c) find the total electric flux leaving the sphere r = 4. 


Ans. 135.5a, V/m; 305 nC; 965 nC 


D3.4. Calculate the total electric flux leaving the cubical surface formed by the 
sixplanesx, y, z = #5 ifthe charge distribution is: (a) two pointcharges, 0.1 uC 
at (1, —2, 3) and 4 uC at (-1,2, —2); (b) a uniform line charge of x uC/m at 
x = —2,y = 3; (c) a uniform surface charge of 0.1 uC/m? on the plane y = 3x. 


Ans. 0.243 uC; 31.41C; 10.54 uC 


? Note that if 9 and & both cover the range from 0 to 27, the spherical surface is covered twice. 
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3.3 APPLICATION OF GAUSS’S LAW: SOME 
SYMMETRICAL CHARGE DISTRIBUTIONS 


We now consider how we may use Gauss’s law, 


0= dD,-as 
5, 


to determine D; ifthe charge distribution is known. This is an example of an integral 
equation in which the unknown quantity to be determined appears inside the integral. 

The solution is easy if we are able to choose a closed surface which satisfies two 
conditions: 


1. D; is everywhere either normal or tangential to the closed surface, so that 
Ds -dS becomes either Dsd$ or zero, respectively. 

2. On that portion of the closed surface for which D; - dS is not zero, Ds = 
constant. 


This allows us to replace the dot product with the product of the scalars Ds and 
dS and then to bring D; outside the integral sign. The remaining integral is then 
E ;dS over that portion of the closed surface which D; crosses normally, and this is 
simply the area of this section of that surface. Only a knowledge of the symmetry of 
the problem enables us to choose such a closed surface. 

Let us again consider a point charge O at the origin of a spherical coordinate 
system and decide on a suitable closed surface which will meet the two requirements 
previously listed. The surface in question is obviously a spherical surface, centered 
at the origin and of any radius r. Ds is everywhere normal to the surface; Ds has the 
same value at all points on the surface. 

Then we have, in order, 


0= dDs.us= $ Dysds 
N sph 


d=?2n o=n 
= Ds4 15 = Ds | N r” sind dO d® 
sph d=0 9=0 


= Anr?Ds 


and hence 


= 0) 
Anr? 


Because r may have any value and because D; is directed radially outward, 


Ds 


% 


—, E = —4a 
Anr? " Arteor? 
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which agrees with the results of Chapter 2. The example is a trivial one, and the 
objection could be raised that we had to know that the field was symmetrical and 
directed radially outward before we could obtain an answer. This is true, and that 
leaves the inverse-square-law relationship as the only check obtained from Gauss’s 
law. The example does, however, serve to illustrate a method which we may apply 
to other problems, including several to which Coulomb’s law is almost incapable of 
supplying an answer. 

Are there any other surfaces which would have satisfied our two conditions? The 
student should determine that such simple surfaces as a cube or a cylinder do not meet 
the requirements. 

As a second example, let us reconsider the uniform line charge distribution 07 
lying along the z axis and extending from —oo to +00. We must first know the 
symmetry of the field, and we may consider this knowledge complete when the 
answers to these two questions are known: 


1. With which coodinates does the field vary (or of what variables is D a function)? 
2. Which components of D are present? 

In using Gauss’s law, it is not a question of using symmetry to simplify the 
solution, for the application of Gauss’s law depends on symmetry, and if we cannot 
show that symmetry exists then we cannot use Gauss’s law to obtain a solution. The 
preceding two questions now become “musts.” 

From our previous discussion of the uniform line charge, it is evident that only 
the radial component of D is present, or 

D= D,a, 
and this component is a function of p only. 


D, = f(p) 


The choice of a closed surface is now simple, for a cylindrical surface is the only 
surface to which D, is everywhere normal, and it may be closed by plane surfaces 
normal to the z axis. A closed right circular cylinder of radius po extending from z = 0 
to z =L is shown in Figure 3.4. 

We apply Gauss’s law, 


0=d Dsas= ps | as+0 | as+0| ds 
cyl sides top bottom 
L Ir 
— Ds | f pd&ddz = Ds2npL 
z=0 Vd=0 


and obtain 


Bu - 
P 2npL 


In terms of the charge density 07, the total charge enclosed is 


O=PpıLl 


Ds=D 
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Line charge u 


Pı 


Figure 3.4 The gaussian 
surface for an infinite uniform line 
charge is a right circular cylinder of 
length L and radius p. D is 
constant in magnitude and 
everywhere perpendicular to the 
cylindrical surface; D is parallel to 
the end faces. 


giving 
PL 
P 2np 
or 
PL 
PT Drrenp 


Comparing with Section 2.4, Eq. (16), shows that the correct result has been 
obtained and with much less work. Once the appropriate surface has been chosen, the 
integration usually amounts only to writing down the area of the surface at which D 
is normal. 

The problem of a coaxial cable is almost identical with that of the line charge and 
is an example that is extremely difficult to solve from the standpoint of Coulomb’s 
law. Suppose that we have two coaxial cylindrical conductors, the inner of radius a 
and the outer of radius b, each infinite in extent (Figure 3.5). We will assume a charge 
distribution of os on the outer surface of the inner conductor. 

Symmetry considerations show us that only the D, component is present and 
that it can be a function only of po. A right circular cylinder of length Z and radius p, 
where a < p < b, is necessarily chosen as the gaussian surface, and we quickly have 


O0 = Ds2npL 
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Conducting 


ce“ cylinders 


Figure 3.5 The two coaxial 
cylindrical conductors forming a 
coaxial cable provide an electric 
flux density within the cylinders, 
given by D, = aps/Pp. 


The total charge on a length Z of the inner conductor is 


L 2nr 
O= / R psaddbdz = ?naLlps 
z=0 Jd=0 


from which we have 
a a 
ee) De, (a<p<b) 
p p 
This result might be expressed in terms of charge per unit length because the inner 


conductor has 2rraps coulombs on a meter length, and hence, letting 9, = 2rraps, 


D- PL 


= a 
I 


and the solution has a form identical with that of the infinite line charge. 

Because every line of electric flux starting from the charge on the inner cylinder 
must terminate on a negative charge on the inner surface of the outer cylinder, the 
total charge on that surface must be 


O outer cyl = —2rraLps,inner cyl 


and the surface charge on the outer cylinder is found as 


2rtbLps outer cyl 7 —27raLps inner cyl 
or 
a 
PS,outer ceyl = — 7 P5;inner cyl 


What would happen if we should use a cylinder of radius p,£ > b, for the 
gaussian surface? The total charge enclosed would then be zero, for there are equal 
and opposite charges on each conducting cylinder. Hence 


0 = Ds2npL (pr >b) 
Ds =0 (p>b) 


ww) 


Illustrations 
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An identical result would be obtained for 0 < a. Thus the coaxial cable or 
capacitor has no external field (we have proved that the outer conductor is a “shield”), 
and there is no field within the center conductor. 

Our result is also useful for a finite length of coaxial cable, open at both ends, pro- 
vided the length Z is many times greater than the radius 5 so that the nonsymmetrical 
conditions at the two ends do not appreciably affect the solution. Such a device is 
also termed a coaxial capacitor. Both the coaxial cable and the coaxial capacitor will 
appear frequently in the work that follows. 


Let us select a 50-cm length of coaxial cable having an inner radius of 1 mm and an 
outer radius of 4 mm. The space between conductors is assumed to be filled with air. 
The total charge on the inner conductor is 30 nC. We wish to know the charge density 
on each conductor, and the E and D fields. 


Solution. We begin by finding the surface charge density on the inner cylinder, 


Oinner cyl 30 x 10 2 
inner cyl — — = 9.55 uC/ 
PSimagi Tg 210-305) mn 


The negative charge density on the inner surface of the outer cylinder is 


O outer cyl —30 x 10 2 
outer cyl — — = —2.39 uC/ 
PSomeroyl T ypL 24x 10-3%0.5) a 


The internal fields may therefore be calculated easily: 


aps _ 109.55 x 10%) 9.55 
p p 


D;= nC/m? 


and 


D, _ 955x10” _ 1079 ü 


z e / 
Fu 777 UV TE 


E, = 


Both of these expressions apply to the region where 1 <p <4mm.For o < I mm 
or eo >4 mm, E and D are zero. 


D3.5. A point charge of 0.25 uC is located at r = 0, and uniform surface 
charge densities are located as follows: 2 mC/m? atr = I cm, and —0.6 mC/m? 
ar — 1:8. cm EaleulateDataa) ra = 05:cem2(b)r =AFS’em:(e))R—2:5’cm: 
(d) What uniform surface charge density should be established atr = 3 cm to 
causeD=0atr = 3.5cm? 


Ans. 796a, uC/m?; 977a, uC/m?; 40.8a, UC/m?; —28.3 uC/m? 
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3.4 APPLICATION OF GAUSS’S LAW: 
DIFFERENTIAL VOLUME ELEMENT 


We are now going to apply the methods of Gauss’s law to a slightly different type 
of problem—one that does not possess any symmetry at all. At first glance, it might 
seem that our case is hopeless, for without symmetry, a simple gaussian surface cannot 
be chosen such that the normal component of D is constant or zero everywhere on 
the surface. Without such a surface, the integral cannot be evaluated. There is only 
one way to circumvent these difficulties and that is to choose such a very small 
closed surface that D is almost constant over the surface, and the small change in 
D may be adequately represented by using the first two terms of the Taylor’s-series 
expansion for D. The result will become more nearly correct as the volume enclosed 
by the gaussian surface decreases, and we intend eventually to allow this volume to 
approach zero. 

This example also differs from the preceding ones in that we will not obtain the 
value of D as our answer but will instead receive some extremely valuable information 
about the way D varies in the region of our small surface. This leads directly to one 
of Maxwell’s four equations, which are basic to all electromagnetic theory. 

Let us consider any point P, shown in Figure 3.6, located by a rectangular 
coordinate system. The value of D at the point P may be expressed in rectangular 
components, Do = D,oa, + Dyoa, + D;0a;. We choose as our closed surface the 
small rectangular box, centered at P, having sides of lengths Ax, Ay, and Az, and 
apply Gauss’s law, 


fo-.us=o 


In order to evaluate the integral over the closed surface, the integral must be 
broken up into six integrals, one over each face, 


gneas=| + ff + +] 
Ss front back left right top bottom 


Consider the first of these in detail. Because the surface element is very small, D 
is essentially constant (over this portion of the entire closed surface) and 


/ = Diront . ASront 
front 


= Diront ® Ay Az a, 
= Dy front Ay Az 


where we have only to approximate the value of D, at this front face. The front face 
is ata distance of Ax/2 from P, and hence 


A: 
D, front = Dio + — x rate of change of D, with x 


Ax 0D, 
2 0x 


= x0 
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P@,y, 2) 
D =Do= Do a,+D,o a,+D,;o a, 


Figure 3.6 A differential-sized gaussian surface about 
the point P is used to investigate the space rate of 
change of D in the neighborhood of P. 


where D,o is the value of D, at P, and where a partial derivative must be used to 
express the rate of change of D, with x, as D, in general also varies with y and z. 
This expression could have been obtained more formally by using the constant term 
and the term involving the first derivative in the Taylor’s-series expansion for D, in 


the neighborhood of P. 
[ en Ax 0D, Ask, 
front u “ 2 9x Ze 


We now have 
Consider now the integral over the back surface, 


[ z Doack ® AS pack 
back 
= Doack £ ( Ay Az a.) 


= — D, vack Ay Az 
and 
B Ax 0D, 
D,.back — D.o — 2 d% 
giving 


| sl „ Ax 3D, 
be a 2 Ix nn 


If we combine these two integrals, we have 


. 9D, 
+ = AxAyAz 
front back 0x 
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By exactly the same process we find that 


. 0D, 
+ = ——-AxAyAz 
rieht Jet 9) 


el? 
top bottom 9 


z 
and these results may be collected to yield 


OD, OD, OD; 
Fv-as= ( "+ —2+ :\Araya: 
s 0x dy 0z 


and 


ZAx AyAz 


or 


D,  3D D. 
fr.us=o= zum nr Av 7) 
s 0x dy 02 


The expression is an approximation which becomes better as Av becomes 
smaller, and in the following section we shall let the volume Av approach zero. 
For the moment, we have applied Gauss’s law to the closed surface surrounding the 
volume element Av and have as a result the approximation (7) stating that 


0DE 0 0D, M 9D 
dx dy 92 


Charge enclosed in volume Av = ( :) x volume Av (8) 
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Find an approximate value for the total charge enclosed in an incremental volume of 
10° m? located at the origin, fD= e”” sinya, —e”"cosya,+ 2za; C/m. 


Solution. We first evaluate the three partial derivatives in (8): 


oD, Be 
=-e”"siny 
x 


oD, 
9y 
oD; 
0z 


=e"siny 


At the origin, the first two expressions are zero, and the last is 2. Thus, we find that 
the charge enclosed in a small volume element there must be approximately 2Av. If 
Av is 10°’ m?, then we have enclosed about 2 nC. 
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D3.6. In free space, letD = 8xyz*a, +4x?z"a, + 16x” yz?a, pC/m?. (a) Find 
the total electric flux passing through the rectangular surface z = 2,0 < 
x <2,1<y < 3,inthe a, direction. (b) Find E at P(2, -1,3). (c) Find 
an approximate value for the total charge contained in an incremental sphere 
located at P(2, —1, 3) and having a volume of em. 


Ans. 1365 pC; —146.4a, + 146.4a, — 195.22, V/m; —2.38 x me 


@® 


Interactives 


3.5 DIVERGENCE AND MAXWELL’S 
FIRST EQUATION 


We will now obtain an exact relationship from (7), by allowing the volume element 
Av to shrink to zero. We write this equation as 


oD, OD, m 9D.\ _ |, $,D-dS in 0 
0x oy 02 
in which the charge density, p,, is identified in the second equality. 


The methods of the previous section could have been used on any vector A to 
find $5 A.dS for a small closed surface, leading to 


(& ae 9A, Mn =) A $5 A-dS 
dx oy 02 Av>0 Av 
where A could represent velocity, temperature gradient, force, or any other vector 
field. 

This operation appeared so many times in physical investigations in the last cen- 
tury that it received a descriptive name, divergence. The divergence of A is defined as 


_ = —= 9 
Ren Av en Av Pi 0) 


(10) 


r | ._ $A-dS 
Divergence of A=divA= lim =——— 
Av>0 Av 


(11) 


and is usually abbreviated div A. The physical interpretation of the divergence of a 
vector is obtained by describing carefully the operations implied by the right-hand 
side of (11), where we shall consider A to be a member of the flux-density family of 
vectors in order to aid the physical interpretation. 


The divergence ofthe vector flux density A is the outflow of flux from a small closed surface 
per unit volume as the volume shrinks to zero. 


The physical interpretation of divergence afforded by this statement is often 
useful in obtaining qualitative information about the divergence of a vector field 
without resorting to a mathematical investigation. For instance, let us consider the 
divergence of the velocity of water in a bathtub after the drain has been opened. The 
net outflow of water through any closed surface lying entirely within the water must 
be zero, for water is essentially incompressible, and the water entering and leaving 
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different regions of the closed surface must be equal. Hence the divergence of this 
velocity is zero. 

If, however, we consider the velocity of the air in a tire that has just been punc- 
tured by a nail, we realize that the air is expanding as the pressure drops, and that 
consequently there is a net outflow from any closed surface lying within the tire. The 
divergence of this velocity is therefore greater than zero. 

A positive divergence for any vector quantity indicates a source of that vector 
quantity at that point. Similarly, a negative divergence indicates a sink. Because the 
divergence of the water velocity above is zero, no source or sink exists.” The expanding 
air, however, produces a positive divergence of the velocity, and each interior point 
may be considered a source. 

Writing (9) with our new term, we have 


D, 8D D. 
dvD= 3 es wu 2 
dx oy 0z 


) (rectangular) (12) 


This expression is again of a form that does not involve the charge density. It is the 
result of applying the definition of divergence (11) to a differential volume element 
in rectangular coordinates. 

If a differential volume unit p dp d& dz in cylindrical coordinates, or r? sin dr 
dö do in spherical coordinates, had been chosen, expressions for divergence involving 
the components of the vector in the particular coordinate system and involving partial 
derivatives with respect to the variables of that system would have been obtained. 
These expressions are obtained in Appendix A and are given here for convenience: 


dvD= 3 (eD,)+ ! 2 + ID: (cylindrical) (13) 
zZ 285 PYp Fr F\ y. 
ee (r?D,)+ 2 (sinO Dy) + en (spherical) | (14) 
=, D, — > —— — 
r2 dr 7 sind 80 Da Prmee 


These relationships are also shown inside the back cover for easy reference. 

It should be noted that the divergence is an operation which is performed on a 
vector, but that the result is a scalar. We should recall that, in asomewhat similar way, 
the dot or scalar product was a multiplication of two vectors which yielded a scalar. 

For some reason, it is a common mistake on meeting divergence for the first 
time to impart a vector quality to the operation by scattering unit vectors around in 


3 Having chosen a differential element of volume within the water, the gradual decrease in water level 
with time will eventually cause the volume element to lie above the surface of the water. At the instant 
the surface of the water intersects the volume element, the divergence is positive and the small volume 
is a source. This complication is avoided above by specifying an integral point. 
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the partial derivatives. Divergence merely tells us how much flux is leaving a small 
volume on a per-unit-volume basis; no direction is associated with it. 

We can illustrate the concept of divergence by continuing with the example at 
the end of Section 3.4. 


Find div D at the origin if D= e”” sinya, —e”" cos ya, + 2za;. 


Solution. We use (10) to obtain 


div D oD, 2 ge 
ivD= : 
x dy 02 


=-e"siny+te”"sny+2=2 


The value is the constant 2, regardless of location. 
If the units of D are C/m?, then the units of div D are C/m?. This is a volume charge 
density, a concept discussed in the next section. 


D3.7. In each of the following parts, find a numerical value for div D at the 
point specified: (a) D = (2xyz — y”)a, + (x?z — 2xy)a, + x’ya,C/m? at 
P4Q, 3, —1); (b) D = 2pz? sin? da, + 2? sin 26 a, + 20°z sin? 6 a,C/m? at 
Ps(p = 2,6 = 110%, z = -]); (cl) D= ?2rsindcos da, +rcos4dcosdx — 
rsindag C/m? at Pc(r = 1.5,0 = 30°, $ = 50°). 


Ans. —10.00; 9.06; 1.29 


Finally, we can combine Eqs. (9) and (12) and form the relation between electric 
flux density and charge density: 


divD= p, (15) 


This is the first of Maxwell’s four equations as they apply to electrostatics and 
steady magnetic fields, and it states that the electric flux per unit volume leaving a 
vanishingly small volume unit is exactly equal to the volume charge density there. 
This equation is aptly called the point form of Gauss’s law. Gauss’s law relates the flux 
leaving any closed surface to the charge enclosed, and Max well’s first equation makes 
an identical statement on a per-unit-volume basis for a vanishingly small volume, or 
at a point. Because the divergence may be expressed as the sum of three partial 
derivatives, Maxwell’s first equation is also described as the differential-equation 
form of Gauss’s law, and conversely, Gauss’s law is recognized as the integral form 
of Maxwell’s first equation. 

As a specific illustration, let us consider the divergence of D in the region about 
a point charge O located at the origin. We have the field 


= ——1A, 
Anr? 
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and use (14), the expression for divergence in spherical coordinates: 
9Dy 
rsind 96 


1 d 
„5: Dh 
dr ET 


Because D; and D, are zero, we have 


vn, (r Q )=o (fr £0) 


Anr? 
Thus, 0, = 0 everywhere except at the origin, where it is infinite. 

The divergence operation is not limited to electric flux density; it can be applied 
to any vector field. We will apply it to several other electromagnetic fields in the 
coming chapters. 


D3.8. Determine an expression for the volume charge density associated with 


Axy dx 2x?y e 
each D field: (a) D = a, + a, > 2;; (b)D = zsinda, + 
2 2 
zcosday + psinda;; (c)D = sindsinda, +cos@sindag +cosday. 
4 
Ans. —(@? + 22);0;0. 
% 


3.6 THE VECTOR OPERATOR V 
AND THE DIVERGENCE THEOREM 


If we remind ourselves again that divergence is an operation on a vector yielding a 
scalar result, just as the dot product of two vectors gives a scalar result, it seems possi- 
ble that we can find something that may be dotted formally with D to yield the scalar 
oD, 0D, OD; 
x oy 02 
Obviously, this cannot be accomplished by using a dot product; the process must be 


a dot operation. 
With this in mind, we define the del operator V as a vector operator, 


> a; (16) 


Re 
98 


wen 
= 


d 


Similar scalar operators appear in several methods of solving differential equations 

where we often let D replace d/dx, D? replace d”/dx”, and so forth.* We agree on 

defining V that it shall be treated in every way as an ordinary vector with the one 

important exception that partial derivatives result instead of products of scalars. 
Consider V - D, signifying 


d d d 
V.-D= a,+ —-a,+ a; | -(D,a, + D,a, + D;a;) 
x 0° .0z i 


* This scalar operator D, which will not appear again, is not to be confused with the electric flux density. 
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We first consider the dot products of the unit vectors, discarding the six zero terms, 
and obtain the result that we recognize as the divergence of D: 


in div(D) 
x oy an 


The use of V - D is much more prevalent than that of div D, although both usages 
have their advantages. Writing V - D allows us to obtain simply and quickly the correct 
partial derivatives, but only in rectangular coordinates, as we will see. On the other 
hand, div D is an excellent reminder of the physical interpretation of divergence. 
We shall use the operator notation V -D from now on to indicate the divergence 
operation. 

The vector operator V is used not only with divergence, but also with several 
other very important operations that appear later. One of these is Vu, where u is any 
scalar field, and leads to 


Vu= ( , a, + 2 a,+ . a.) u = Ad Yu a, 

dx 07° 09° ox 09y° “ 

The V operator does not have a specific form in other coordinate systems. If we 

are considering D in cylindrical coordinates, then V - D still indicates the divergence 


ofD, or 


De une 

p Ip p 9b 02 
where this expression has been taken from Section 3.5. We have no form for V itself 
to help us obtain this sum of partial derivatives. This means that Vu, as yet unnamed 
but easily written in rectangular coordinates, cannot be expressed by us at this time 
in cylindrical coordinates. Such an expression will be obtained when Vu is defined 
in Chapter 4. 

We close our discussion of divergence by presenting atheorem that willbeneeded 
several times in later chapters, the divergence theorem. This theorem applies to any 
vector field for which the appropriate partial derivatives exist, although it is easiest 
for us to develop it for the electric flux density. We have actually obtained it already 
and now have little more to do than point it out and name it, for starting from Gauss’s 


law, we have 
dr.us=0o=| pudv = | V.Ddv 
Ss vol vol 


The first and last expressions constitute the divergence theorem, 


do.as= | V.Dav (7) 
N vol 


which may be stated as follows: 


The integral of the normal component of any vector field over a closed surface is equal to 
the integral of the divergence of this vector field throughout the volume enclosed by the 
closed surface. 
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en Closed surface S 


Volume v 


\/ 
in 


Figure 3.7 The divergence theorem states that the total 
flux crossing the closed surface is equal to the integral of 
the divergence of the flux density throughout the enclosed 
volume. The volume is shown here in cross section. 


Again, we emphasize that the divergence theorem is true for any vector field, 
although we have obtained it specifically for the electric flux density D, and we will 
have occasion later to apply it to several different fields. Its benefits derive from the 
fact that it relates a triple integration throughout some volume to a double integration 
over the surface of that volume. For example, it is much easier to look for leaks in 
a bottle full of some agitated liquid by inspecting the surface than by calculating the 
velocity at every internal point. 

The divergence theorem becomes obvious physically if we consider a volume v, 
shown in cross section in Figure 3.7, which is surrounded by a closed surface S$. 
Division of the volume into a number of small compartments of differential size and 
consideration of one cell show that the flux diverging from such a cell enters, or 
converges on, the adjacent cells unless the cell contains a portion of the outer surface. 
In summary, the divergence of the flux density throughout a volume leads, then, to 
the same result as determining the net flux crossing the enclosing surface. 


Evaluate both sides of the divergence theorem for the fieldD = 2xya, + Fa, C/m? 
and the rectangular parellelepiped formed by the planes x = O0 and I, y= Oand2, 
andz=0and3. 


Solution. Evaluating the surface integral first, we note that D is parallel to the sur- 
faces atz = 0 andz = 3, so D-dS = 0 there. For the remaining four surfaces 
we have 


3 2 3 2 
# D-4S = l I Die I N (DJ. (dydza,) 
Ay 0 0 0 0 


3 1 3 1 
+[ [ (D),=0 «(dx dz a,) Tr N [ (D),-2 «(dx dz a,) 
0 0 0 0 
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3 2 3 2 
—— -/ l (D.)x=0dy dz + I I (D,)ı=ıdy dz 
0 0 0 0 
3 1 3 1 
-[ | Dosndrar+ | | wnidrde 
0 0 0 0 


However, (D,).-0 = 0, and (D,),-0 = (D,),-2, which leaves only 


3 p2 3 p2 
go.us=| Joo-iaraz= | [ 2ydydz 
s o Jo o Jo 
3 
= 4dz= 12 
0 


d 9, 
V-D= —(2xy)+ —(@?) = 2y 
0x oy 


Since 


the volume integral becomes 


3 p2 pl 3 22 
jvwo=| | [aaa=| | aa 
vol 0 Jo Jo 0 Jo 
3 
= 4dz= 12 
0 


and the check is accomplished. Remembering Gauss’s law, we see that we have also 
determined that a total charge of 12 C lies within this parallelepiped. 


D3.9. Given the fieldD = 69 sin 36 a,+1.5pcos 36 a, C/m?, evaluate both 
sides of the divergence theorem for the region bounded by o = 2,8 = (, 
DI er Wander 58 


Ans. 225; 225 
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3.11 


321 


331 


3.41 


3.51 


3.61 


371 


3.81 


Suppose that the Faraday concentric sphere experiment is performed in free 
space using a central charge at the origin, O,|, and with hemispheres of radius 
a. A second charge O5 (this time a point charge) is located at distance R 
from O,, where R >> a. (a) What is the force on the point charge before the 
hemispheres are assembled around O1? (b) What is the force on the point 
charge after the hemispheres are assembled but before they are discharged? 
(c) What is the force on the point charge after the hemispheres are assembled 
and after they are discharged? (d) Qualitatively, describe what happens as O3 
is moved toward the sphere assembly to the extent that the condition R >> a 
is no longer valid. 


An electric field in free space is E = (52? /eo) ä- V/m. Find the total charge 
contained within a cube, centered at the origin, of 4-m side length, in which 
all sides are parallel to coordinate axes (and therefore each side intersects an 
axisat +2). 


The cylindrical surface 0 = 8 cm contains the surface charge density, ps = 
5e=?0l| nC/m?. (a) What is the total amount of charge present? (b) How 
much electric flux leaves the surfacep =8cm, Icm<z<Jcm, 

30° <d < 90°? 


An electric field in free space is E = (57° /eo)ä; V/m. Find the total charge 
contained within a sphere of 3-m radius, centered at the origin. 


Let D = 4xya, + 2x? + z’)a, + 4yza, nC/m? and evaluate surface integrals 
to find the total charge enclosed in the rectangular parallelepiped 0 < x < 2, 
0<y<3,0<z<Jm. 


In free space, a volume charge of constant density 0, = po exists within the 
region -—o© <x <00,—-00 <y<oo,and-d/2 <z<d/2.FindDandE 
everywhere. 


Volume charge density is located in free space as p, = 2e"!0” nC/m? for 
0<r<1mm, and p, = 0 elsewhere. (a) Find the total charge enclosed by 
the spherical surface r = 1 mm. (b) By using Gauss’s law, calculate the value 
of D, on the surfacer = 1 mm. 


Use Gauss’s law in integral form to show that an inverse distance field in 
spherical coordinates, D = Aa,/r, where A is a constant, requires every 
spherical shell of 1 m thickness to contain Ar A coulombs of charge. Does 
this indicate a continuous charge distribution? If so, find the charge density 
variation with r. 


ww) 


Quizzes 


71 


72 


ENGINEERING ELECTROMAGNETICS 


3.9 A uniform volume charge density of 80 uC/m? is present throughout the 
region 8mm <r < 10 mm. Let p, =0for0 <r < 8 mm. (a) Find the total 
charge inside the spherical surface r = 10 mm. (b) Find D, atr = 10 mm. 
(c) I there is no charge forr > 10 mm, find D, atr = 20 mm. 


3.10) An infinitely long cylindrical dielectric of radius b contains charge within its 
volume of density p, = ap?, where a is a constant. Find the electric field 
strength, E, both inside and outside the cylinder. 


3.11] In cylindrical coordinates, let 9, = 0 for 0 < I mm, p, = 2 sin(2000 
ro) nC/m? for lmm < p < 1.5 mm, and p, = 0 for o > 1.5 mm. Find D 
everywhere. 


3.12) The sun radiates a total power of about 3.86 x 10° watts (W). If we imagine 
the sun’s surface to be marked off in latitude and longitude and assume 
uniform radiation, (a) what power is radiated by the region Iying between 
latitude 50° N and 60° N and longitude 12° W and 27° W? (b) What is the 
power density on a spherical surface 93,000,000 miles from the sun in W/m?? 


3.131 Spherical surfaces atr = 2, 4, and 6 m carry uniform surface charge 
densities of 20 nC/m?, —4 nC/m?, and Pso, respectively. (a)FindDatr = 1, 
3, and 5 m. (b) Determine pso such htD=0atr = 7m. 


3.14] A certain light-emitting diode (LED) is centered at the origin with its surface 
in the xy plane. At far distances, the LED appears as a point, but the glowing 
surface geometry produces a far-field radiation pattern that follows a raised 
cosine law: that is, the optical power (flux) density in watts/m? is given in 
spherical coordinates by 

cos? 6 

2nr? 

where 0 is the angle measured with respect to the direction that is normal to 

the LED surface (in this case, the z axis), and r is the radial distance from the 
origin at which the power is detected. (a) In terms of Po, find the total power 
in watts emitted in the upper half-space by the LED; (b) Find the cone angle, 

0,, within which half the total power is radiated, that is, within the range 

0 <6 < 91; (c) An optical detector, having a 1-mm? cross-sectional area, is 

positioned atr = 1 mandat@ = 45°, such that it faces the LED. If one 

milliwatt is measured by the detector, what (to a very good estimate) is the 
value of Po? 


P;= Pu a, watts/ m? 


3.151 Volume charge density is located as follows: 0, = 0 for o < 1 mm and for 
p > 2 mm, p, =4p uC/m? for 1 << 2 mm. (a) Calculate the total charge 
in the region 0 < p < P1,0 <z <L, where 1 < p1 < 2 mm. (b) Use 
Gauss’s law to determine D, at p = pı. (c) Evaluate D, at 2 = 0.8 mm, 
1.6 mm, and 2.4 mm. 


3.16) An electric flux density is given by D= Dua,, where D, is a given constant. 
(a) What charge density generates this field? (b) For the specified field, what 
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total charge is contained within a cylinder of radius a and height 5b, where the 
cylinder axis is the z axis? 


3.173 A cube is defined byl<x,y,z2<1.2.ID=2x’ya, + Ira, C/m? 
(a) Apply Gauss’s law to find the total flux leaving the closed surface of the 
cube. (b) Evaluate V - Dat the center of the cube. (c) Estimate the total 
charge enclosed within the cube by using Eg. (8). 


3.18} State whether the divergence of the following vector fields is positive, 
negative, or zero: (a) the thermal energy flow in J/(m? — s) at any point in a 
freezing ice cube; (b) the current density in A/m? in a bus bar carrying direct 
current; (c) the mass flow rate in kg/ (m? — s) below the surface of water in a 
basin, in which the water is circulating clockwise as viewed from above. 


3.191 A spherical surface of radius 3 mm is centered at P(4, 1,5) in free space. Let 
D= xa, C/m?. Use the results of Section 3.4 to estimate the net electric flux 
leaving the spherical surface. 


3.20) A radial electric field distribution in free space is given in spherical 
coordinates as: 


Eı = Be a; (r <a) 
2 3.43 

BD = Ra, (a<r<b) 
(2a? — b?)po 

E; = er a, (r 2b) 


where oo, a, and b are constants. (a) Determine the volume charge density in 
the entire region (0 < r < oo) by the appropriate use of V-D= p,. (b) In 
terms of given parameters, find the total charge, O, within a sphere of radius 
r wherer >b. 


3.21] Calculate V-Dat the point specified if (a)D = (1/z?)[10xyz a, + 
5x?z a, + (22? — 5x?y) a,] at P(-2, 3, 5); (b) D= 57? a, + 10pz a, at 
P@,-45°,5);(c)D=2r sin@ sind a, +rcos0sin® y +rcosdayat 
P(3, 45°, —45°). 

3.221 (a) A flux density field is given as Fı = 5a,. Evaluate the outward flux of Fı 
through the hemispherical surface, r =a,0 <9 <r/2,0<®d<2n. 
(b) What simple observation would have saved a lot of work in part a? 
(c) Now suppose the field is given by F, = 5za,. Using the appropriate 
surface integrals, evaluate the net outward flux of F> through the closed 
surface consisting of the hemisphere of part a and its circular base in the xy 
plane. (d) Repeat part c by using the divergence theorem and an appropriate 
volume integral. 


3.231 (a) A point charge O lies at the origin. Show that div D is zero everywhere 
except at the origin. (b) Replace the point charge with a uniform volume 
charge density ?,0 for0 <r <.a. Relate p,o to © and a so that the total 
charge is the same. Find div D everywhere. 
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3.241 Ina region in free space, electric flux density is found to be 


pn _ [m@+2d)a. Cm? 24 <z=<0) 

u | —po(z -2d)a, C/m? (0 <z<2d) 

Everywhere else, D = 0. (a) Using V -D = p,, find the volume charge 
density as a function of position everywhere. (b) Determine the electric flux 
that passes through the surface definedbyz =0, -asx<sa, -b<y<b. 
(c) Determine the total charge contained within the region -a<x<a, 
-b<y<sb, —d<z<.d.(d) Determine the total charge contained within 
theregion-a<x<sa, -b<y<sb,0<z<2d. 


3.25] Within the spherical shell, 3 <r < 4m, the electric flux density is given as 
D = 5(r - 3) a, C/m?. (a) What is the volume charge density atr = 4? 
(b) What is the electric flux density atr = 4? (c) How much electric flux 
leaves the sphere r = 4? (d) How much charge is contained within the sphere 
r=42 

3.26 | If we have a perfect gas of mass density p, kg/m’, and we assign a 
velocity U m/s to each differential element, then the mass flow rate is 
PmÜ kg/(m? — s). Physical reasoning then leads to the continuity equation, 
V+(PmÜ) = —09Ppm/9t.(a) Explain in words the physical interpretation of 
this equation. (b) Show that $, PmlV -dS= —-dM/dt, where M is the total 
mass of the gas within the constant closed surface S, and explain the physical 
significance of the equation. 


3.27 Let D = 5.00r?a, mC/m? for r < 0.08 m and D = 0.205 a, /r? uC/m? for 
r > 0.08 m. (a) Find p, for r = 0.06 m. (b) Find o, for r = 0.1 m. (c) What 
surface charge density could be located at r = 0.08 m to cause D = 0 for 
r > 0.08m? 


3.28 Repeat Problem 3.8, but use V-D = p, and take an appropriate volume 
integral. 


3.29] In the region of free space that includes the volume2 <x,y,z<3,D= 
= yza, +xza, —2xya,) C/m?. (a) Evaluate the volume integral side of 
the divergence theorem for the volume defined here. (b) Evaluate the surface 
integral side for the corresponding closed surface. 


3.30 l (a) Use Maxwell’s first equation, V -D = p,, to describe the variation of the 
electric field intensity with x in aregion in which no charge density exists 
and in which a nonhomogeneous dielectric has a permittivity that increases 
exponentially with x. The field has an x component only; (b) repeat part (a), 
but with aradially directed electric field (spherical coordinates), in which 
again 2, = 0, but in which the permittivity decreases exponentially with r. 


3.31 | Given the flux density D = “ cos(20) 29 C/m?, use two different methods to 
find the total charge within the region 1<r <2m, 1<6 <2rad, 
1<od<2rad. 
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finding the electric field about several simple distributions of charge, and also with 

Gauss’s law and its application in determining the field about some symmetrical 
charge arrangements. The use of Gauss’s law was invariably easier for these highly 
symmetrical distributions because the problem of integration always disappeared 
when the proper closed surface was chosen. 

However, if we had attempted to find a slightly more complicated field, such as 
that oftwo unlike point charges separated by a small distance, we would have found it 
impossible to choose a suitable gaussian surface and obtain an answer. Coulomb’s law, 
however, is more powerful and enables us to solve problems for which Gauss’s law is 
not applicable. The application of Coulomb’s law is laborious, detailed, and often quite 
complex, the reason for this being precisely the fact that the electric field intensity, 
a vector field, must be found directly from the charge distribution. Three different 
integrations are needed in general, one for each component, and the resolution of the 
vector into components usually adds to the complexity of the integrals. 

Certainly it would be desirable if we could find some as yet undefined scalar 
function with a single integration and then determine the electric field from this scalar 
by some simple straightforward procedure, such as differentiation. 

This scalar function does exist and is known as the potential or potential field. 
We shall find that it has a very real physical interpretation and is more familiar to 
most of us than is the electric field which it will be used to find. 

We should expect, then, to be equipped soon with a third method of finding 
electric fields—a single scalar integration, although not always as simple as we might 
wish, followed by a pleasant differentiation. 


I n Chapters 2 and 3 we became acquainted with Coulomb’s law and its use in 
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4.1 ENERGY EXPENDED IN MOVING A POINT 
CHARGE IN AN ELECTRIC FIELD 


The electric field intensity was defined as the force on a unit test charge at that point 
at which we wish to find the value of this vector field. If we attempt to move the test 
charge against the electric field, we have to exert a force equal and opposite to that 
exerted by the field, and this requires us to expend energy or do work. If we wish to 
move the charge in the direction of the field, our energy expenditure turns out to be 
negative; we do not do the work, the field does. 

Suppose we wish to move acharge O a distance dL in an electric field E. The 
force on © arising from the electric field is 


F; = QE 9) 


where the subscript reminds us that this force arises from the field. The component 
of this force in the direction dL which we must overcome is 


Fer =F-a, = OE:aL 


where a, = a unit vector in the direction of dL. 
The force that we must apply is equal and opposite to the force associated with 
the field, 


Fappl = —OE-a, 


and the expenditure of energy is the product of the force and distance. That is, the 
differential work done by an external source moving charge OisdW = - OE-a,dL, 


or dW = -OE-dL (2) 


where we have replaced a,dL by the simpler expression dL. 

This differential amount of work required may be zero under several conditions 
determined easily from Egq. (2). There are the trivial conditions for which E, O,or dL 
is zero, and a much more important case in which E and dL are perpendicular. Here 
the charge is moved always in a direction at right angles to the electric field. We can 
draw on a good analogy between the electric field and the gravitational field, where, 
again, energy must be expended to move against the field. Sliding a mass around with 
constant velocity on a frictionless surface is an effortless process ifthe mass is moved 
along a constant elevation contour; positive or negative work must be done in moving 
it to a higher or lower elevation, respectively. 

Returning to the charge in the electric field, the work required to move the charge 
a finite distance must be determined by integrating, 


final 


init 
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where the path must be specified before the integral can be evaluated. The charge is 
assumed to be at rest at both its initial and final positions. 

This definite integral is basic to field theory, and we shall devote the following 
section to its interpretation and evaluation. 


1 
D4.1. Given the electric field E= — (8xyza, + 4x”za, — 4x”ya.) V/m, find 
the differential amount of work done in moving a 6-nC charge a distance of 
2 um, starting at P(2, —2, 3) and proceeding in the direction a, = (a) — Sa, + 


3 De 6 3 20: 3 6 
74, at 79; (b) 74x En 7, = 79; (c) 74x == 7ay- 


Ans. — 149.3 fJ; 149.3 £J; 0 


4.2 THE LINE INTEGRAL 


The integral expression for the work done in moving a point charge O from one 
position to another, Eq. (3), is an example of a line integral, which in vector-analysis 
notation always takes the form of the integral along some prescribed path of the dot 
product ofa vector field and a differential vector path length dL. Without using vector 
analysis we should have to write 
final 
ınıt 

where E,; = component of E along dL. 

A line integral is like many other integrals which appear in advanced analysis, 
including the surface integral appearing in Gauss’s law, in that it is essentially de- 
scriptive. We like to look at it much more than we like to work it out. It tells us to 
choose a path, break it up into a large number of very small segments, multiply the 
component of the field along each segment by the length of the segment, and then 
add the results for all the segments. This is a summation, of course, and the integral 
is obtained exactly only when the number of segments becomes infinite. 

This procedure is indicated in Figure 4.1, where a path has been chosen from 
an initial position B to a final position! A and a uniform electric field is selected 
for simplicity. The path is divided into six segments, AL|, AL», ... , ALe, and the 
components of E along each segment are denoted by Er, E12, ... , Eis. The work 
involved in moving a charge O from B to A is then approximately 


W=-Ol(Erı AL, + Era ALa ++ ErsALg) 
or, using vector notation, 


W=-O(Eı) -ALı +E2-Ala +: +Es- Als) 


! The final position is given the designation A to correspond with the convention for potential 
difference, as discussed in the following section. 
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Final position 


Initial position 

Figure 4.1 A graphical interpretation of a line integral in a uniform field. The line 
integral of E between points B and A is independent of the path selected, even in a 
nonuniform field; this result is not, in general, true for time-varying fields. 


and because we have assumed a uniform field, 


EE=E=:..=KE 
W=-OE-(ALı + Al3 +: --+ALe) 
What is this sum of vector segments in the preceding parentheses? Vectors add 


by the parallelogram law, and the sum is just the vector directed from the initial point 
B to the final point A, L3.. Therefore 


W=-OE-L;ı (uniform E) (4) 


Remembering the summation interpretation of the line integral, this result for the 
uniform field can be obtained rapidly now from the integral expression 


A 
w=-0 N E-dL (5) 
B 
as applied to a uniform field 
A 
W=-OE: i dL 
B 


where the last integral becomes Lz,ı and 


W=-OE-L;z4 (uniform E) 
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For this special case of a uniform electric field intensity, we should note that the 
work involved in moving the charge depends only on O, E, and L3., a vector drawn 
from the initial to the final point ofthe path chosen. It does not depend on the particular 
path we have selected along which to carry the charge. We may proceed from B to A 
on a straight line or via the Old Chisholm Trail; the answer is the same. We show in 
Section 4.5 thatan identical statement may be made for any nonuniform (static) E field. 

Let us use several examples to illustrate the mechanics of setting up the line 
integral appearing in Eg. (5). 


We are given the nonuniform field 
E= ya, +xa,+2a, 


and we are asked to determine the work expended in carrying 2C from B(1,0, 1) to 
A(0.8, 0.6, 1) along the shorter arc of the circle 


X”+y=1 z=1 


Solution. WeueW = -O0 /[ = E - dL, where E is not necessarily constant. Working 
in rectangular coordinates, the differential path dL is dxa, + dya, + dza;, and the 
integral becomes 


A 
w=-o| E-dL 
B 


A 
-2 | (ya, + xa, + 2a,)-(dxa, + dya, + dza,) 
B 


0.8 0.6 1 
2 / yax-2 xay-4 | dz 
1 0 1 


where the limits on the integrals have been chosen to agree with the initial and final 
values of the appropriate variable of integration. Using the equation of the circular 
path (and selecting the sign of the radical which is correct for the quadrant involved), 
we have 


= 
Il 


0.8 0.6 
2 / vizar-2 | v1l-y?dy-0O 
1 0 
0.8 0.6 
-|x 1-x?+sin! x] _ v1 — y2+sin-! >|, 
1 


= (0.48 + 0.927 — 0 — 1.571) — (0.48 + 0.644 — 0 — 0) 
= 0.96] 
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Again find the work required to carry 2C from B to A in the same field, but this time 
use the straight-line path from B to A. 


Solution. We start by determining the equations of the straight line. Any two of the 
following three equations for planes passing through the line are sufficient to define 
the line: 


YA YB 
yeyB- (X — X) 
XATXB 
ZA—=XB 
z-3= y-yB) 
YA yYB 
XATAB 
x-9= 2-25) 
ZA ZB 
From the first equation we have 
y=-3x-) 
and from the second we obtain 
z=l 


Thus, 


This is the same answer we found using the circular path between the same 
two points, and it again demonstrates the statement (unproved) that the work done is 
independent of the path taken in any electrostatic field. 

It should be noted that the equations of the straight line show thatdy = —3 dx and 
dx = 3 dy. These substitutions may be made in the first two integrals, along with 
a change in limits, and the answer may be obtained by evaluating the new integrals. 
This method is often simpler if the integrand is a function of only one variable. 

Note that the expressions for dL in our three coordinate systems use the dif- 
ferential lengths obtained in Chapter | (rectangular in Section 1.3, cylindrical in 
Section 1.8, and spherical in Section 1.9): 


dL=dxa, +dya,+dza, (rectangular) (6) 
dL = dpa, + pd®dag + dza; (cylindrical) (7) 
dL=dra,+rd$a,-+rsindd®ba, (spherical) (8) 


The interrelationships among the several variables in each expression are determined 
from the specific equations for the path. 
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Infinite line 
charge p, PL 


dL=p, dba, 


(a) (b) 


Figure 4.2 (a) Acircular path and (b) a radial path along which a charge of Q is carried 
in the field of an infinite line charge. No work is expected in the former case. 


Asa final example illustrating the evaluation of the line integral, we investigate 
several paths that we might take near an infinite line charge. The field has been 
obtained several times and is entirely in the radial direction, 

E= E,a, = Zr 

First we find the work done in carrying the positive charge O about a circular 
path of radius o, centered at the line charge, as illustrated in Figure 4.2a. Without 
lifting a pencil, we see that the work must be nil, for the path is always perpendicular 
to the electric field intensity, or the force on the charge is always exerted at right 
angles to the direction in which we are moving it. For practice, however, we will set 
up the integral and obtain the answer. 

The differential element dL is chosen in cylindrical coordinates, and the circular 
path selected demands that dp and dz be zero, so dL = pı d® a,. The work is then 


final PL 


W=-0 
init 27TE9P1 


a,°Pp1 dd ag 


z PL 
--0[ da, =0 
0 


Zen 
We will now carry the charge from 0 = ato p = b along a radial path 
(Figure 4.2b). Here dL = dpa, and 
final b 
PL pr dp 
W=-0 2 a:doa=-0 | — 
init TEgP a 27T En p 
or 
Opı ,_b 
=— In — 
2 da 


Because Db is larger than a, In (b/a) is positive, and the work done is negative, 
indicating that the external source that is moving the charge receives energy. 
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One of the pitfalls in evaluating line integrals is atendency to use too many minus 
signs when a charge is moved in the direction of a decreasing coordinate value. This is 
taken care of completely by the limits on the integral, and no misguided attempt should 
be made to change the sign of dL. Suppose we carry O from b to a (Figure 4.25). 
We stillhave dL = dpa, and show the different direction by recognizing p = b as 
the initial point and 0 = a as the final point, 


w<- of pı dp _ Op m? 
» 20 pP 2 a 


This is the negative of the previous answer and is obviously correct. 


D4A.2. Calculate the work done in moving a 4-C charge from B(1,0,0) to 
A(0, 2,0) along the path y = 2 — 2x, z = Din the field E = (a) 5a, V/m; 
(b) 5xa, V/m; (c) 5xa, + 5ya,V/m. 


Ans. 20J; 10 J; —30J 


D4A.3. We will see later that a time-varying E field need not be conservative. 
(If it is not conservative, the work expressed by Eq. (3) may be a function of the 
path used.) Let E = ya, V/m ata certain instant of time, and calculate the work 
required to move a 3-C charge from (1, 3, 5) to (2, 0, 3) along the straight-line 
segments joining: (a) (1, 3,5) to (2, 3,5) to (2, 0, 5) to (2, 0, 3); (b) (1, 3, 5) to 
(Il. 33), 0 (Il, WS) (2 VD): 


Ans. -9J;0 


(u) 


Illustrations 


4.3 DEFINITION OF POTENTIAL 
DIFFERENCE AND POTENTIAL 


We are now ready to define a new concept from the expression for the work done 
by an external source in moving a charge O from one point to another in an electric 
field E, “Potential difference and work.” 


final 
W=- E-dL 


init 


In much the same way as we defined the electric field intensity as the force on a 
unit test charge, we now define potential difference V as the work done (by an external 
source) in moving a unit positive charge from one point to another in an electric field, 


final 
Potential difference = V = -— (l E-dL (9) 


init 
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We have to agree on the direction of movement, and we do this by stating that 
Va signifies the potential difference between points A and B and is the work done in 
moving the unit charge from B (last named) to A (first named). Thus, in determining 
Va, B is the initial point and A is the final point. The reason for this somewhat 
peculiar definition will become clearer shortly, when it is seen that the initial point B 
is often taken at infinity, whereas the final point A represents the fixed position of the 
charge; point A is thus inherently more significant. 

Potential difference is measured in joules per coulomb, for which the volt is 
defined as a more common unit, abbreviated as V. Hence the potential difference 
between points A and B is 


A 
Vaa=- | E-dLV (10) 
B 


and Vız is positive if work is done in carrying the positive charge from B to A. 
From the line-charge example of Section 4.2 we found that the work done in 
taking acharge O fromp=btop=a was 


V» =-< = ——Iın- (11) 


We can try out this definition by finding the potential difference between points 
Aand B atradial distances r, and rz from a point charge ©. Choosing an origin at O, 


E= E,a, = en 
and 
dL=dra;, 
we have 


A FA 1 1 
Vin=-[ E-dL= / _ „dr = O ( ) (12) 
B 7, Areor Aseo\ra TB 


If rz > ra, the potential difference Vaz is positive, indicating that energy is 
expended by the external source in bringing the positive charge from rz to rı. This 
agrees with the physical picture showing the two like charges repelling each other. 

It is often convenient to speak of the potential, or absolute potential, of a point, 
rather than the potential difference between two points, but this means only that we 
agree to measure every potential difference with respect to a specified reference point 
that we consider to have zero potential. Common agreement must be reached on 
the zero reference before a statement of the potential has any significance. A person 
having one hand on the deflection plates of a cathode-ray tube that are “at a potential 
of50 V” and the other hand on the cathode terminal would probably be too shaken up 
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to understand that the cathode is not the zero reference, but that all potentials in that 
circuit are customarily measured with respect to the metallic shield about the tube. 
The cathode may be several thousands of volts negative with respect to the shield. 

Perhaps the most universal zero reference point in experimental or physical po- 
tential measurements is “ground,” by which we mean the potential of the surface 
region of the earth itself. Theoretically, we usually represent this surface by an infinite 
plane at zero potential, although some large-scale problems, such as those involving 
propagation across the Atlantic Ocean, require a spherical surface at zero potential. 

Another widely used reference “point” is infinity. This usually appears in theo- 
retical problems approximating a physical situation in which the earth is relatively far 
removed from the region in which we are interested, such as the static field near the 
wing tip of an airplane that has acquired a charge in flying through a thunderhead, or 
the field inside an atom. Working with the gravitational potential field on earth, the 
zero reference is normally taken at sea level; for an interplanetary mission, however, 
the zero reference is more conveniently selected at infinity. 

A cylindrical surface of some definite radius may occasionally be used as a zero 
reference when cylindrical symmetry is present and infinity proves inconvenient. In a 
coaxial cable the outer conductor is selected as the zero reference for potential. And, 
of course, there are numerous special problems, such as those for which a two-sheeted 
hyperboloid or an oblate spheroid must be selected as the zero-potential reference, 
but these need not concern us immediately. 

If the potential at point A is V, and that at B is Vz, then 


Var = Va — VB (13) 


where we necessarily agree that V, and Vz shall have the same zero reference point. 


D4.4. Anelectric field is expressed in rectangular coordinatesby E = 6x?a, + 
6ya,-+ 4a,V/m. Find: (a) Vyrn if points M and N are specified by M(2, 6, —1) 
and N(-3, -3, 2); (db) Vu f V = 0at 004, —2,-35); (c) VnfV = 2a 
P(1,2, —4). 


Ans. —139.0 V; —120.0 V; 19.0 V 


4.4 THE POTENTIAL FIELD 
OF A POINT CHARGE 


In Section 4.3 we found an expression Eg. (12) for the potential difference between 
two points located atr = r, andr = rz in the field of a point charge O placed 
at the origin. How might we conveniently define a zero reference for potential? The 
simplest possibility is to let V = 0 at infinity. If we let the point atr = rz recede to 
infinity, the potential at rı becomes 


Oo 


VYı= —— 
Aneora 
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or, as there is no reason to identify this point with the A subscript, 


wa. 


Arteor 


(14) 


This expression defines the potential at any point distant r from a point charge O 
atthe origin, the potential at infinite radius being taken as the zero reference. Returning 
to a physical interpretation, we may say that O/4sreor joules of work must be done 
in carrying a unit charge from infinity to any point r meters from the charge O. 

A convenient method to express the potential without selecting a specific zero 
reference entails identifying rı as r once again and letting O/Arreorz be a constant. 
Then 


Arreor 


and C, may be selected so that V = O at any desired value of r. We could also select 
the zero reference indirectly by electing to let Vbe Watr = ro. 

It should be noted that the potential difference between two points is not a func- 
tion of C\. 

Equations (14) and (15) represent the potential field of a point charge. The po- 
tential is a scalar field and does not involve any unit vectors. 

We now define an equipotential surface as a surface composed of all those points 
having the same value of potential. All field lines would be perpendicular to such a 
surface at the points where they intersect it. Therefore, no work is involved in moving 
a unit charge around on an equipotential surface. The equipotential surfaces in the 
potential field of a point charge are spheres centered at the point charge. 

An inspection of the form of the potential field of a point charge shows that it 
is an inverse-distance field, whereas the electric field intensity was found to be an 
inverse-square-law function. A similar result occurs for the gravitational force field 
of a point mass (inverse-square law) and the gravitational potential field (inverse 
distance). The gravitational force exerted by the earth on an object one million miles 
from it is four times that exerted on the same object two million miles away. The 
kinetic energy given to a freely falling object starting from the end of the universe 
with zero velocity, however, is only twice as much at one million miles as it is at two 
million miles. 


D4.5. A 15-nC point charge is atthe origin in free space. Calculate V, if point 
P, is located at P,(—2,3, —1) and (a) V=0at(6,5,4); (b) V = at infinity; 
()V=5Vat(2,0,4). 


Ans. 20.67 V; 36.0 V; 10.89 V 


(urn) 


Illustrations 
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4.5 THE POTENTIAL FIELD OF A SYSTEM OF 
CHARGES: CONSERVATIVE PROPERTY 


The potential at a point has been defined as the work done in bringing a unit positive 
charge from the zero reference to the point, and we have suspected that this work, and 
hence the potential, is independent of the path taken. If it were not, potential would 
not be a very useful concept. 

Let us now prove our assertion. We do so by beginning with the potential field 
of the single point charge for which we showed, in Section 4.4, the independence 
with regard to the path, noting that the field is linear with respect to charge so that 
superposition is applicable. It will then follow that the potential of a system of charges 
has a value at any point which is independent of the path taken in carrying the test 
charge to that point. 

Thus the potential field of a single point charge, which we shall identify as Oı 
and locate at rı, involves only the distance |r — rı| from O; to the point at r where 
we are establishing the value of the potential. For a zero reference at infinity, we have 


01 


a0 GEBE BE 
ee 


The potential arising from two charges, O| atr, and O, atr», is a function only of 
Ir — r,| and |r — r>], the distances from O, and O5 to the field point, respectively. 


O| O3 


V(r) = 
n Aneolr—rı| Areolr — ra] 


Continuing to add charges, we find that the potential arising from n point charges is 


vo)=), m (16) 


u 4relr — rn| 


If each point charge is now represented as a small element of a continuous volume 
charge distribution p, Av, then 


Pv(rı)Avı Py(r2)Ava Pv(f„)Avn 
Aneolr—rı| Aneolr — ra] Aneolr —r,| 


As we allow the number of elements to become infinite, we obtain the integral 
expression 


vie I _Ad)Äv (17) 


oı Freolr — r/| 


We have come quite a distance from the potential field of the single point charge, 
and it might be helpful to examine Eg. (17) and refresh ourselves as to the meaning of 
each term. The potential V (r) is determined with respect to a zero reference potential 
at infinity and is an exact measure of the work done in bringing a unit charge from 
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infinity to the field point at r where we are finding the potential. The volume charge 
density o,(r’) and differential volume element dv’ combine to represent a differential 
amount of charge p,(r’) dv’ located at r’. The distance |r — r’| is that distance from 
the source point to the field point. The integral is a multiple (volume) integral. 

If the charge distribution takes the form of a line charge or a surface charge, the 
integration is along the line or over the surface: 


V(r) = / Pal (18) 
Areo|r — r’| 

V(r) = ) Ps)dS- (19) 
sAreolr — r’| 


The most general expression for potentialis obtained by combining Eqs. (16)-(19). 


These integral expressions for potential in terms of the charge distribution should 
be compared with similar expressions for the electric field intensity, such as Eq. (15) 
in Section 2.3: 


Er) = I pa)dvV r-r 


ci Arelr -r? Ir r| 


The potential again is inverse distance, and the electric field intensity, inverse- 
square law. The latter, of course, is also a vector field. 
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To illustrate the use of one of these potential integrals, we will find V on the z axis for 
a uniform line charge p7 in the form of aring, 0 = a, in the z = O plane, as shown 
in Figure 4.3. 


Solution. Working with Eq. (18), wehavedL’ = ad$',r = za,,r’ = aa,, |r—r'| = 


Wa? + 7z?, and 


_ pradd' Pra 


2r 
ve [ u 
0 Anepvar+z? 2eoya?+z? 


For a zero reference at infinity, then: 


1. The potential arising from a single point charge is the work done in carrying a 
unit positive charge from infinity to the point at which we desire the potential, 
and the work is independent of the path chosen between those two points. 

2. The potential field in the presence of a number of point charges is the sum of 
the individual potential fields arising from each charge. 

3. The potential arising from a number of point charges or any continuous charge 
distribution may therefore be found by carrying a unit charge from infinity to 
the point in question along any path we choose. 
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(0, 0, z) 


Ir-r'|=Va?+ 2 


dL'=adg' 


Figure 4.3 The potential field of a ring of uniform line 
charge density is easily obtained from V = [ pı()AL’/ 
(Areolr - Fr). 


In other words, the expression for potential (zero reference at infinity), 


A 
vu=-[ E-dL 


oo 
or potential difference, 
A 
Va=Vu-Va=-[ E-dL 
B 

is not dependent on the path chosen for the line integral, regardless of the source of 
the E field. 

This result is often stated concisely by recognizing that no work is done in 


carrying the unit charge around any closed path, or 


Pr-au=0 (20) 


A small circle is placed on the integral sign to indicate the closed nature of the 
path. This symbol also appeared in the formulation of Gauss’s law, where a closed 
surface integral was used. 

Equation (20) is true for static fields, but we will see in Chapter 9 that Faraday 
demonstrated it was incomplete when time-varying magnetic fields were present. One 
of Maxwell’s greatest contributions to electromagnetic theory was in showing that a 
time-varying electric field produces a magnetic field, and therefore we should expect 
to find later that Eq. (20) is not correct when either E or the magnetic field varies 
with time. 

Restricting our attention to the static case where E does not change with time, 
consider the dc circuit shown in Figure 4.4. Two points, A and B, are marked, and 
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j 
j 


o 
B 
Figure 4.4 A simple dc-circuit problem that must be 


solved by applying f E-dL = O in the form of Kirchhoff’s 
voltage law. 


(20) states that no work is involved in carrying a unit charge from A through R, and 
R3 to B and back to A through Rı, or that the sum of the potential differences around 
any closed path is zero. 

Equation (20) is therefore just a more general form of Kirchhoff’s circuital law 
for voltages, more general in that we can apply it to any region where an electric 
field exists and we are not restricted to a conventional circuit composed of wires, 
resistances, and batteries. Equation (20) must be amended before we can apply it to 
time-varying fields. 

Any field that satisfies an equation of the form of Eg. (20), (i.e., where the closed 
line integral of the field is zero) is said to be aconservative field. The name arises from 
the fact that no work is done (or that energy is conserved) around a closed path. The 
gravitational field is also conservative, for any energy expended in moving (raising) 
an object against the field is recovered exactly when the object is returned (lowered) 
to its original position. A nonconservative gravitational field could solve our energy 
problems forever. 

Given a nonconservative field, it is of course possible that the line integral may 
be zero for certain closed paths. For example, consider the force field, F = sinzp a,. 
Around a circular path of radius 0 = pı, we have dL = pd&®a,, and 


2 2n 
Pr-al = N sin 7p1a,  pıdd ag = l pı sinspı d® 
0 


0 
= 27pı SINTP] 


The integral is zero if pP] = 1,2,3,...,etc., butitis not zero for other values of 91, 
or for most other closed paths, and the given field is not conservative. A conservative 
field must yield a zero value for the line integral around every possible closed path. 


D4.6. If we take the zero reference for potential at infinity, find the potential 
at (0, 0, 2) caused by this charge configuration in free space (a) 12 nC/m on the 
line o = 2.3 m, z = 0); (b) point charge of 18 nC at (1,2, —1); (c) 12 nC/m on 
the line y=2.5,2=0,-10<x<1.0. 


Ans. 529 V; 43.2 V; 66.3 V 
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4.6 POTENTIAL GRADIENT 


We now have two methods of determining potential, one directly from the electric field 
intensity by means of a line integral, and another from the basic charge distribution 
itself by a volume integral. Neither method is very helpful in determining the fields 
in most practical problems, however, for as we will see later, neither the electric field 
intensity nor the charge distribution is very often known. Preliminary information is 
much more apt to consist of a description of two equipotential surfaces, such as the 
statement that we have two parallel conductors of circular cross section at potentials 
of 100 and — 100 V. Perhaps we wish to find the capacitance between the conductors, 
or the charge and current distribution on the conductors from which losses may be 
calculated. 

These quantities may be easily obtained from the potential field, and our im- 
mediate goal will be a simple method of finding the electric field intensity from the 
potential. 

We already have the general line-integral relationship between these quantities, 


v=-[E-aL 21) 


but this is much easier to use in the reverse direction: given E, find V. 
However, Eq. (21) may be applied to a very short element of length AL along 
which E is essentially constant, leading to an incremental potential difference AV, 


AV= -E-AL (22) 


Now consider a general region of space, as shown in Figure 4.5, in which E and 
V both change as we move from point to point. Equation (22) tells us to choose an 
incremental vector element of length AL = ALa;, and multiply its magnitude by 


Figure 4.5 A vector incremental element of 
length AL is shown making an angle of with an 
E field, indicated by its streamlines. The sources 
of the field are not shown. 
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the component of E in the direction of a, (one interpretation of the dot product) to 
obtain the small potential difference between the final and initial points of AL. 
If we designate the angle between AL and E as 0, then 


AV = —EALcos® 


We now pass to the limit and consider the derivative dV/dL. To do this, we need 
to show that V may be interpreted as a function V (x, y,z). So far, V is merely the 
result of the line integral (21). If we assume a specified starting point or zero reference 
and then let our end point be (x, y, z), we know that the result of the integration is a 
unique function of the end point (x, y, z) because E is a conservative field. Therefore 
V is a single-valued function V (x, y, z). We may then pass to the limit and obtain 


dV 


dL 


In which direction should AL be placed to obtain a maximum value of AV? 
Remember that E is a definite value at the point at which we are working and is 
independent of the direction of AL. The magnitude AZ is also constant, and our 
variable is a,, the unit vector showing the direction of AL. It is obvious that the 
maximum positive increment of potential, AV „ax, will occur when cos is —1, or 
AL points in the direction opposite to E. For this condition, 


= —Ecos9 


This little exercise shows us two characteristics of the relationship between E 
and V at any point: 


1. The magnitude of the electric field intensity is given by the maximum value of 
the rate of change of potential with distance. 


2. This maximum value is obtained when the direction of the distance increment is 
opposite to E or, in other words, the direction of E is opposite to the direction in 
which the potential is increasing the most rapidly. 


We now illustrate these relationships in terms of potential. Figure 4.6 is intended 
to show the information we have been given about some potential field. It does this by 
showing the equipotential surfaces (shown as lines in the two-dimensional sketch). 
We desire information about the electric field intensity atpoint P. Starting at P, welay 
off a small incremental distance AL in various directions, hunting for that direction 
in which the potential is changing (increasing) the most rapidly. From the sketch, this 
direction appears to be left and slightly upward. From our second characteristic above, 
the electric field intensity is therefore oppositely directed, or to the right and slightly 
downward at P. Its magnitude is given by dividing the small increase in potential by 
the small element of length. 

It seems likely that the direction in which the potential is increasing the most 
rapidly is perpendicular to the equipotentials (in the direction of increasing potential), 
and this is correct, for if AL is directed along an equipotential, AV = O0 by our 
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+40 +30 


+20 


+10 
+70 
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V=+90 >) 
Pe 


Figure 4.6 A potential field is shown by its equipotential 
surfaces. At any point the E field is normal to the 
equipotential surface passing through that point and is 
directed toward the more negative surfaces. 


definition of an equipotential surface. But then 
AV=-E-AL=0 


and as neither E nor AL is zero, E must be perpendicular to this AL or perpendicular 
to the equipotentials. 

Because the potential field information is more likely to be determined first, let 
us describe the direction of AL, which leads to a maximum increase in potential 
mathematically in terms of the potential field rather than the electric field intensity. 
We do this by letting ay be a unit vector normal to the equipotential surface and 
directed toward the higher potentials. The electric field intensity is then expressed in 
terms of the potential, 


an (23) 


max 


which shows that the magnitude of E is given by the maximum space rate of change 
of V and the direction of E is normal to the equipotential surface (in the direction of 
decreasing potential). 

Because dV /dL|max occurs when AL is in the direction of ay, we may remind 
ourselves of this fact by letting 


dV dV 
dL|.. dN 
and 
ee 2) 
dN 


Either Eq. (23) or Egq. (24) provides a physical interpretation of the process of 
finding the electric field intensity from the potential. Both are descriptive of a general 
procedure, and we do not intend to use them directly to obtain quantitative information. 
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This procedure leading from V to E is not unique to this pair of quantities, however, 
but has appeared as the relationship between a scalar and a vector field in hydraulics, 
thermodynamics, and magnetics, and indeed in almost every field to which vector 
analysis has been applied. 

The operation on V by which -E is obtained is known as the gradient, and the 
gradient of a scalar field 7 is defined as 


dT 
Gradient of 7 = dem —— 25 
radient o gra ann (25) 


where ay is a unit vector normal to the equipotential surfaces, and that normal is 
chosen, which points in the direction of increasing values of T. 
Using this new term, we now may write the relationship between V and E as 


E = - grad V (26) 


Because we have shown that V is a unique function of x, y, and z, we may take 
its total differential 


av 


oV oV 
dV = F 


d. d d 
0x i oy Zur . 


But we also have 


dV=-E-dL=-E,dx— E,dy— E.dz 


Because both expressions are true for any dx, dy, and dz, then 


oV 
Ex = -— 
0x 
oV 
E, = - —— 
oV 
E, = - —. 
“ 02 
These results may be combined vectorially to yield 
oV oV oV 
I a, a, a, 27 
(Sata +.) en 


and comparing Eqs. (26) and (27) provides us with an expression which may be used 
to evaluate the gradient in rectangular coordinates, 


oV oV oV 
+ 


grad V= = a, + By a, FF a, (28) 


The gradient of a scalar is a vector, and old quizzes show that the unit vectors 
that are often incorrectly added to the divergence expression appear to be those that 
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were incorrectly removed from the gradient. Once the physical interpretation of the 
gradient, expressed by Eq. (25), is grasped as showing the maximum space rate of 
change of a scalar quantity and the direction in which this maximum occurs, the vector 
nature of the gradient should be self-evident. 

The vector operator 


wett 
— 3x x dy y 9z 2 


may be used formally as an operator on a scalar, 7, VT, producing 
oT oT oT 


VT= a, + a,+ a, 
ox  9y°’ 


from which we see that 


VT= gradT 


This allows us to use a very compact expression to relate E and V, 


E=-VV (29) 


The gradient may be expressed in terms of partial derivatives in other coordinate 
systems through the application of its definition Eq. (25). These expressions are 
derivedin Appendix A and repeated here for convenience when dealing with problems 
having cylindrical or spherical symmetry. They also appear inside the back cover. 


oV oV oV 
vr «+ a, + —a,  (rectangular) (30) 

x dy ° 02 

oV 10V oV 
VV=- kndtıea] a 
er Dr ei (cylindrical) (31) 
oV 10V ol 

ze 2 (spherical) (32) 


a 


Note thatthe denominator of each term has the form of one ofthe components of dL in 
that coordinate system, except that partial differentials replace ordinary differentials; 
for example, r sin$ d& becomes r sin 0 96. 

We now illustrate the gradient concept with an example. 


Given the potential field, V = dry — 5z, and a point P(—4, 3, 6), we wish to find 
several numerical values at point P: the potential V, the electric field intensity E, the 
direction of E, the electric flux density D, and the volume charge density p,. 


Solution. The potential at P(—4, 5, 6) is 
Vp = 2(-4)°@) — 5(6) = 66 V 
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Next, we may use the gradient operation to obtain the electric field intensity, 


E= -VV = -A4xya, 2x°a, + 5a, V/m 


The value of E at point P is 
E> = 48a, — 32a, + 5a; V/m 


and 


|Ep| = 48? + (-32)? + 5? = 57.9 V/m 
The direction of E at ? is given by the unit vector 
ar,p = (48a, — 32a, + 5a,)/57.9 
= 0.829a, — 0.553a, + 0.086a; 
If we assume these fields exist in free space, then 
D = oE = -35.4xya, — 17.71x? a, + 44.3a, pC/m? 


Finally, we may use the divergence relationship to find the volume charge density that 
is the source of the given potential field, 


py = V-D= -35.4y pC/m? 
At P, 2, = -106.2 pC/m?. 


D4.7. A portion of a two-dimensional (E, = 0) potential field is shown in 
Figure 4.7. The grid lines are 1 mm apart in the actual field. Determine approx- 
imate values for E in rectangular coordinates at: (a) a; (b) b; (c) c. 


Ans. -1075a, V/m; —600a, — 700a, V/m; —500a, — 650a, V/m 


en 
D4.8. Given the potential field in cylindrical coordinates, V= —— pcos®\V, 


and point Pate =3m,d = 60°, z = 2m, find values at P en (a) V;(b) E; 
(ce) E;(d) dV/dN;(e) an; (f) p, in free space. 


Ans. 30.0 V; —10.002, + 17.3a4 + 24.0a; V/m; 31.2 V/m; 31.2 V/m; 0.32a,, — 0.552, 
— 0.77a;; —234 pC/m? 
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4.7 THE ELECTRIC DIPOLE 


The dipole fields that we develop in this section are quite important because they 
form the basis for the behavior of dielectric materials in electric fields, as discussed 
in Chapter 6, as well as justifying the use of images, as described in Section 5.5 of 
Chapter 5. Moreover, this development will serve to illustrate the importance of the 
potential concept presented in this chapter. 

An electric dipole, or simply a dipole, is the name given to two point charges of 
equal magnitude and opposite sign, separated by a distance that is small compared to 


96 


ENGINEERING ELECTROMAGNETICS 


110 Y 


108 V 


106 V 


Figure 4.7 See Problem DA.7. 


the distance to the point P at which we want to know the electric and potential fields. 
The dipole is shown in Figure 4.8a. The distant point ? is described by the spherical 
coordinates r, 0, and & = 90°, in view of the azimuthal symmetry. The positive and 
negative point charges have separation d and rectangular coordinates (0, 0, 4d ) and 
(0,0, -3d), respectively. 

So much for the geometry. What would we do next? Should we find the total 
electric field intensity by adding the known fields of each point charge? Would it be 
easier to find the total potential field first? In either case, having found one, we will 
find the other from it before calling the problem solved. 

If we choose to find E first, we will have two components to keep track of in 
spherical coordinates (symmetry shows Ey is zero), and then the only way to find V 
from E is by use of the line integral. This last step includes establishing a suitable zero 
reference for potential, since the line integral gives us only the potential difference 
between the two points at the ends of the integral path. 

On the other hand, the determination of V first is a much simpler problem. 
This is because we find the potential as a function of position by simply adding the 
scalar potentials from the two charges. The position-dependent vector magnitude and 
direction of E are subsequently evaluated with relative ease by taking the negative 
gradient of V. 

Choosing this simpler method, we let the distances from QO and—O to PbeR,ı 
and R>, respectively, and write the total potential as 


Be I\ OO R-Rı 
 Arrey Rı Rs Any Rı Ra 
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P: 
R| 
+ E 
O R, 
(a) 
-o 
Rı To distant 
point P 


(b) 


Figure 4.8 (a) The geometry of the problem of an 
electric dipole. The dipole moment p = Qdisinthe 
direction. (b) For a distant point P, R} is essentially 
parallel to Rs, and we find that Ra — Rı = dcos®. 


Note that the plane z = 0, midway between the two point charges, is the locus of 
points for which R, = R3;, and is therefore at zero potential, as are all points at 


For a distant point, Rı = R», and the Rı R> product in the denominator may be 
replaced by r?. The approximation may not be made in the numerator, however, 
without obtaining the trivial answer that the potential field approaches zero as we go 
very far away from the dipole. Coming back a little closer to the dipole, we see from 
Figure 4.85 that Rz — Rı may be approximated very easily if R, and R, are assumed 


to be parallel, 


R> — Rı =dcos® 
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The final result is then 


Odcos® 


Again, we note that the plane z = 0 (0 = 90°) is at zero potential. 
Using the gradient relationship in spherical coordinates, 


oV 19V 10V 
E=-vV= r+ + 


N and dh 
we obtain 
d 8 d sind 
E- Odcos ” Od sin 5 (34) 
Drtegr? Arteor? 
or 
d 
Er do cosda,.-+ sind a,) (35) 
Artegr’ 


These are the desired distant fields of the dipole, obtained with a very small 
amount of work. Any student who has several hours to spend may try to work the 
problem in the reverse direction—the authors consider the process too long and de- 
tailed to include here, even for effect. 

To obtain a plot of the potential field, we choose a dipole such that 
Od/(4rreo) = 1, and then cos9 = Vr?. The colored lines in Figure 4.9 indicate 
equipotentials for which V = 0, -+0.2, +0.4, +0.6, +0.8, and +1, as indicated. 
The dipole axis is vertical, with the positive charge on the top. The streamlines for 
the electric field are obtained by applying the methods of Section 2.6 in spherical 
coordinates, 


Ey _ r dö _ sin® 
E, dr  2cos 


or 


er = 2cot9 d$ 
r 


from which we obtain 
r =Cı sin’ 
The black streamlines shown in Figure 4.9 are for C; = 1, 1.5, 2, and 2.5. 


The potential field of the dipole, Eq. (33), may be simplified by making use of 
the dipole moment. We first identify the vector length directed from -—Oto+Oasd 
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Figure 4.9 The electrostatic field of a point dipole with its moment in the a; 
direction. Six equipotential surfaces are labeled with relative values of V. 


and then define the dipole moment as Od and assign it the symbol p. Thus 


p= Od (36) 


The units ofpareC - m. 


Because d -a, = d cos®, we then have 
Pa 
V= 317 
Arsteor? en 


This result may be generalized as 


1 r-r 


re (38) 


 Aeo|r-r| 


where r locates the field point P, and r’ determines the dipole center. Equation (38) 
is independent of any coordinate system. 
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The dipole moment p will appear again when we discuss dielectric materials. 
Since it is equal to the product of the charge and the separation, neither the dipole 
moment nor the potential will change as O increases and d decreases, provided the 
product remains constant. The limiting case of a point dipole is achieved when we let 
d approach zero and © approach infinity such that the product p is finite. 

Turning our attention to the resultant fields, it is interesting to note that the 
potential field is now proportional to the inverse square of the distance, and the 
electric field intensity is proportional to the inverse cube of the distance from 
the dipole. Each field falls off faster than the corresponding field for the point charge, 
but this is no more than we should expect because the opposite charges appear to 
be closer together at greater distances and to act more like a single point charge 
of zero Coulombs. 

Symmetrical arrangements of larger numbers of point charges produce fields 
proportional to the inverse of higher and higher powers ofr. These charge distributions 
are called multipoles, and they are used in infinite series to approximate more unwieldy 
charge configurations. 


D4.9. An electric dipole located at the origin in free space has a moment 
p = 3a, —2a,+a,nC- m. (a) Find V at P4(2,3,4). (b) Find Vatr = 2.5, 
0007402 


Ans. 0.23 V; 1.97 V 


D4.10. A dipole of moment p = 6a, nC - m is located at the origin in free 
space. (a) Find V at P(r =4,0 = 20°, = 0°). (b)FindEat P. 


Ans. 3.17 V; 1.58a, + 0.2929 V/m 


4.8 ENERGY DENSITY IN THE 
ELECTROSTATIC FIELD 


We have introduced the potential concept by considering the work done, or en- 
ergy expended, in moving a point charge around in an electric field, and now we 
must tie up the loose ends of that discussion by tracing the energy flow one step 
further. 

Bringing a positive charge from infinity into the field of another positive charge 
requires work, the work being done by the external source moving the charge. Let 
us imagine that the external source carries the charge up to a point near the fixed 
charge and then holds it there. Energy must be conserved, and the energy expended in 
bringing this charge into position now represents potential energy, for if the external 
source released its hold on the charge, it would accelerate away from the fixed charge, 
acquiring kinetic energy of its own and the capability of doing work. 

In order to find the potential energy present in a system of charges, we must find 
the work done by an external source in positioning the charges. 
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We may start by visualizing an empty universe. Bringing acharge O | from infinity 
to any position requires no work, for there is no field present.” The positioning of 
O, at a point in the field of O, requires an amount of work given by the product of 
the charge O> and the potential at that point due to O1. We represent this potential 
as V> ı, where the first subscript indicates the location and the second subscript the 
source. That is, V>,ı is the potential at the location of O> due to O1. Then 


Work to position O2 = O»Vr 1 


Similarly, we may express the work required to position each additional charge 
in the field of all those already present: 


Work to position O3 = O3V3 ı + O3V3.} 
Work to position O4 = O4V4 ı + O4Vı2 + OaVa3 
and so forth. The total work is obtained by adding each contribution: 


Total positioning work = potential energy of field 
= Wr = @br,1 + Q3V3 1 + QO3V32 + QaVa ı 


+04V42 + Q1Va3 + (39) 
Noting the form of a representative term in the preceding equation, 
01 O3 
O3V3,ı = O3 


AregRız u 9 AregRzı 

where Rı3 and Rz] each represent the scalar distance between O}| and O3, we see that 
it might equally well have been written as O|Vı,3. If each term of the total energy 
expression is replaced by its equal, we have 


Wr = O1Vı2 + Q1Vı3 + O3 + Q1Vıa+ OaVaa+ OzV3a+ (40) 


Adding the two energy expressions (39) and (40) gives us a chance to simplify the 
result a little: 


2Wr = Oı(Vı2+Vı3+Vıa+t:--) 
+0 hr ı+Vrs3+Vn4a+:::) 
+ 0O3(V3 ı+ V32+ V34+°-) 
SE 


Each sum of potentials in parentheses is the combined potential due to all the charges 
except for the charge at the point where this combined potential is being found. In 
other words, 


V2+Vı3+Vıa+..-=Vı 


? However, somebody in the workshop at infinity had to do an infinite amount of work to create the 
point charge in the first place! How much energy is required to bring two half-charges into coincidence 
to make a unit charge? 
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V| is the potential at the location of O} due to the presence of O», O3,... . We 
therefore have 


m=N 
W = (O1 + Oh +01 +. )=3 2 Om Vin en 
m=1 


In order to obtain an expression for the energy stored in a region of continuous 
charge distribution, each charge is replaced by o,dv, and the summation becomes an 
integral, 


Wr = / p,V dv (42) 
vol 


Equations (41) and (42) allow us to find the total potential energy present in a 
system of point charges or distributed volume charge density. Similar expressions 
may be easily written in terms of line or surface charge density. Usually we prefer 
to use Eq. (42) and let it represent all the various types of charge which may have to 
be considered. This may always be done by considering point charges, line charge 
density, or surface charge density to be continuous distributions of volume charge 
density over very small regions. We will illustrate such a procedure with an example 
shortly. 

Before we undertake any interpretation of this result, we should consider a few 
lines of more difficult vector analysis and obtain an expression equivalent to Eq. (42) 
but written in terms of EandD. 

We begin by making the expression a little bit longer. Using Maxwell’s first 
equation, replace 9, by its equal V - D and make use of a vector identity which is true 
for any scalar function V and any vector function D, 


V-(VD)=V(V-D)+D-(VV) (43) 


This may be proved readily by expansion in rectangular coordinates. We then have, 
successively, 


Wr + / pvav=4 | (V-D)V dv 
vol vol 


= / [V -(VD) —-D-(VV)]dv 
vol 


Using the divergence theorem from Chapter 3, the first volume integral of the last 
equation is changed into a closed surface integral, where the closed surface surrounds 
the volume considered. This volume, first appearing in Eq. (42), must contain every 
charge, and there can then be no charges outside of the volume. We may therefore 
consider the volume as infinite in extent if we wish. We have 


we= } divp).as-} | D-(wvoav 
Ss vol 


The surface integral is equal to zero, for over this closed surface surrounding the 
universe we see that V is approaching zero at least as rapidly as 1/r (the charges 
look like point charges from there), and D is approaching zero at least as rapidly as 
1/r?. The integrand therefore approaches zero at least as rapidly as 1/r°, while the 
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differential area of the surface, looking more and more like a portion of a sphere, 
is increasing only as r?. Consequently, in the limit as r — oo, the integrand and 
the integral both approach zero. Substituting E = —VV in the remaining volume 
integral, we have our answer, 


Wr = + / D-Edv = + / &oE” dv (44) 
vol vol 


We may now use this last expression to calculate the energy stored in the elec- 
trostatic field of a section of a coaxial cable or capacitor of length L. We found in 
Section 3.3 that 


aps 
Der 
Ip 
Hence, 
a 
E= en, 
Eeop 


where ps is the surface charge density on the inner conductor, whose radius is a. 


Thus, 
= T Lan b 
we =; ao anaod:- + &n? 
€ a 


This same result may be obtained from Egq. (42). We choose the outer conductor 
as our zero-potential reference, and the potential of the inner cylinder is then 
a a 
| E, dp = [ De 
b b €op € a 
The surface charge density ps at p = a can be interpreted as a volume charge density 
Pr = ps/t, extending from p =a — 31 ttp=a+t St, where ft < a. The integrand 
in Eq. (42) is therefore zero everywhere between the cylinders (where the volume 


charge density is zero), as well as at the outer cylinder (where the potential is zero). 
The integration is therefore performed only within the thin cylindrical shell at 0 = a, 


2 a+t/2 ps Ps 
west nvav=ı[ ) f M a "dp dp: 
vo! a—t 


from which 


a? p% In(b /a)_, 
€ 


W; = 


once again. 

This expression takes on a more familiar form if we recognize the total charge 
on the inner conductor as © = 2raLps. Combining this with the potential difference 
between the cylinders, V,, we see that 


WE= soV, 


which should be familiar as the energy stored in a capacitor. 
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The question of where the energy is stored in an electric field has not yet been 
answered. Potential energy can never be pinned down precisely in terms of physical 
location. Someone lifts a pencil, and the pencil acquires potential energy. Is the energy 
stored in the molecules of the pencil, in the gravitational field between the pencil and 
the earth, or in some obscure place? Is the energy in a capacitor stored in the charges 
themselves, in the field, or where? No one can offer any proof for his or her own 
private opinion, and the matter of deciding may be left to the philosophers. 

Electromagnetic field theory makes it easy to believe that the energy of an electric 
field or a charge distribution is stored in the field itself, for if we take Eq. (44), an 
exact and rigorously correct expression, 


we=}/ D-Ea 
vol 
and write iton.a differential basis, 

dWr = $D-Edv 


or 


7; =1D-E (45) 
we obtain a quantity a) -E, which has the dimensions of an energy density, or joules 
per cubic meter. We know that if we integrate this energy density over the entire field- 
containing volume, the result is truly the total energy present, but we have no more 
Justification for saying that the energy stored in each differential volume element dv 
is :D - Edv than we have for looking at Eq. (42) and saying that the stored energy is 
Spy Vdv. The interpretation afforded by Egq. (45), however, is a convenient one, and 
we will use it until proved wrong. 


D4.11. Find the energy stored in free space for the region? mm <r<3 


200 
mm, 0 < 0 < 90°,0 < d < 90°, given the potential field V =: (a) — \; 
r 


300 c0s 0 
ne; 


r2 


Ans. 46.4 uJ; 36.7 J 
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The value of Eat P(p = 2,d = 40°, z = 3) is given as E = 100a, 

— 200a% + 300a; V/m. Determine the incremental work required to move a 
20 uC charge a distance of 6 um: (a) in the direction of a,; (b) in the 
direction of a,; (c) in the direction of a;; (d) in the direction of E; (e) in the 
direction of G = 2a, — 3a, + 4a,. 


A positive point charge of magnitude gı lies at the origin. Derive an 
expression for the incremental work done in moving a second point charge 9) 
through a distance dx from the starting position (x, y, z), in the direction 

of —a,. 


IfE = 120a,V/m, find the incremental amount of work done in moving 
a 50-uC charge a distance of 2 mm from (a) P(1,2,3)toward O(2, 1,4); (b) 
O(2, 1,4) toward P(1,2,3). 


An electric field in free space is givenbyE= xa, + ya, + za, V/m. Find 
the work done in moving a 1-uC charge through this field (a) from (1, 1, 1) 
to (0, 0, 0); (b) from (ep =2,$ =) to (p = 2, d = 90°); (c) from (r = 10, 
0 =) to (r = 10,0 = % + 180°). 


Compute the value of In G -dL for G = 2ya, with A(l, —1,2) and 

P(2, 1, 2) using the path (a) straight-line segments A(1, —1,2) to B(1, 1,2) 
to P(2, 1,2); (b) straight-line segments A(1, —1,2) to C(2, —1,2) to 
PQ2,1,2). 


An electric field in free space is given as E = xä, + 4zä, + 4yä.. Given 
V(1,1,1)= 10V, determine V (3, 3, 3). 


Let G = 3xy?a, + 2za, Given an initial point P(2, 1, 1) and a final point 
0(4,3, 1), find [ G-dL using the path (a) straight line: y=x -1, 
z= 1;(b) parabola: 6y= x? +2,z=1. 


Given E = —xa, + ya,, (a) find the work involved in moving a unit positive 
charge on a circular arc, the circle centered at the origin, from x = a to 

x = y= a/2,; (b) verify that the work done in moving the charge around 
the full circle from x = a is zero. 


A uniform surface charge density of 20 nC/m? is present on the spherical 
surface r = 0.6 cm in free space. (a) Find the absolute potential at 

P(r =1cm,0 = 25°, d = 50°). (b) Find V43, given points A(r =2cm, 
0 = 30°, d = 60°) and B(r =3 cm, 9 = 45°, d = 90°). 


4.108 A sphere of radius a carries a surface charge density of p,0 C/m?. (a) Find 


the absolute potential at the sphere surface. (b) A grounded conducting shell 
of radius b where b > a is now positioned around the charged sphere. What 
is the potential at the inner sphere surface in this case? 


4.11} Let a uniform surface charge density of 5 nC/m? be present at the z = 0 


plane, a uniform line charge density of 8 nC/m be locatedatx = 0,2 = 4, 


ww) 


Quizzes 


105 


106 


ENGINEERING ELECTROMAGNETICS 


and a point charge of 2 uC be present at P(2,0,0).IEV =0atM(0,0,5), 
find Vat N(1,2,3). 


4.121 In spherical coordinates, E = 2r/(r? + a?)’a, V/m. Find the potential at any 
point, using the reference (a)V = 0 at infinity; (b))V =0atr =; 
()V=10Vatr=a. 


4.13 Three identical point charges of 4 pC each are located at the corners of an 
equilateral triangle 0.5 mm on a side in free space. How much work must be 
done to move one charge to a point equidistant from the other two and on the 
line joining them? 


4.14] Given the electric field E = (y+ Da, + (x — l)a, + 2a, find the potential 
difference between the points (a) (2, —2, —1) and (0, 0, 0); (b) (3, 2, —1) and 
(—2, —3, 4). 


4.15 l Two uniform line charges, 8 nC/m each, are locatedatx = 1,2 = 2, and at 
x= 1, y = 2in free space. If the potential at the origin is 100 V, find V at 
P(4,1,3). 


4.161 A spherically symmetric charge distribution in free space (with0 <r < ©) 
is known to have a potential function V(r) = Voa? / r?, where V) and a are 
constants. (a) Find the electric field intensity. (b) Find the volume charge 
density. (c) Find the charge contained inside radius a. (d) Find the total 
energy stored in the charge (or equivalently, in its electric field). 


4.17 Uniform surface charge densities of 6 and 2 nC/m? are present at o = 2 and 
6 cm, respectively, in free space. Assume V=0atp=4cm, and calculate 
Vat(aJp=5cm;(b)e =7cm. 


4.18 | Find the potential at the origin produced by a line charge pı = kx/(x? + a?) 
extending along the x axis from x = a to +00, where a > 0. Assume a zero 
reference at infinity. 


4.19 l The annular surface Icm <p <3cm,z = (), carries the nonuniform surface 
charge density p, = 5p nC/m?. Find V at P(0,0,2cm) fV=0at infinity. 


4.20] Ina certain medium, the electric potential is given by 
vo)= 2 (1-e®) 
deg 


where pu and a are constants. (a) Find the electric field intensity, E. (b) Find 
the potential difference between the poinsx =dandx=(. (c) Ifthe 
medium permittivity is given by e(x) = eoe“”, find the electric flux density, 
D, and the volume charge density, ?,, in the region. (d) Find the stored 
energy intheregion (O<x<d),(O<y<I1),(0<z<|]). 


421l LetV = 2xy?z? + 3 1n(x? + 2y? + 32?) V in free space. Evaluate each of the 
following quantities at P(3,2, —1) (a) V; (b) |V|; (co) E; (a) JE]; (e) an; 
(PD. 
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4.22] Aline charge of infinite length lies along the z axis and carries a uniform 
linear charge density of p. C/m. A perfectly conducting cylindrical shell, 
whose axis is the z axis, surrounds the line charge. The cylinder (of radius b), 
is at ground potential. Under these conditions, the potential function inside 
the cylinder (p < b) is given by 


Yiojekee 


Inc I) 

TTEN 

where k is a constant. (a) Find k in terms of given or known parameters. 

(b) Find the electric field strength, E, for £ < b. (c) Find the electric field 
strength, E, for 0 > b. (d) Find the stored energy in the electric field per unit 
length in the z direction within the volume defined by 0 > a, wherea <b. 


4.23 It is known that the potential is given as V = 80,0 V. Assuming free space 
conditions, find. (a) E; (b) the volume charge density at o = 0.5 m; (c) the 
total charge lying within the closed surface = 0.6,0 <z <1. 


4.24 A certain spherically symmetric charge configuration in free space produces 
an electric field given in spherical coordinates by 


es | (por?) /(10060)a, V/m  (r < 10) 
| 100po)/eor?)a, V/m  (r > 10) 


where 0 is a constant. (a) Find the charge density as a function of position. 
(b) Find the absolute potential as a function of position in the two regions, 

r <10andr > 10. (c) Check your result of part b by using the gradient. 

(d) Find the stored energy in the charge by an integral of the form of Eg. (43). 
(e) Find the stored energy in the field by an integral of the form of Eg. (45). 


4.25 Within the cylinder 0 = 2,0 <z < 1, the potential is given by V = 100+ 
50p + 150p sin®V. (a) Find V,E,D, and p, at P(1, 60°, 0.5) in free space. 
(b) How much charge lies within the cylinder? 


4.26 | Let us assume that we have a very thin, square, imperfectly conducting plate 
2 m ona side, located in the plane z = 0 with one corner at the origin such 
that it lies entirely within the first quadrant. The potential at any point in 
the plate is given as V= -—e”* sin y. (a) An electron enters the plate at 
x=(,y=17/3 with zero initial velocity; in what direction is its initial 
movement? (b) Because of collisions with the particles in the plate, the 
electron achieves a relatively low velocity and little acceleration (the work 
that the field does on it is converted largely into heat). The electron therefore 
moves approximately along a streamline. Where does it leave the plate and in 
what direction is it moving at the time? 


4.271 Two point charges, I nC at (0, 0, 0.1) and —1InCat (0,0, —0.1), are in free 
space. (a) Calculate V at P(0.3,0, 0.4). (b) Calculate |E| at P. (c) Now treat 
the two charges as a dipole at the origin and find Vat P. 


4.28] Use the electric field intensity of the dipole [Section 4.7, Eq. (35)] to find the 
difference in potential between points at 0, and 0,, each point having the 
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same r and & coordinates. Under what conditions does the answer agree with 
Eq. (33), for the potential at 0,? 


4291 A dipole having a moment p = 3a, — 5a, + 10a, nC - mis located at 
O(1,2, —4) in free space. Find V at P(2, 3,4). 


4301 A dipole for which p = 10eva;, C » mis located at the origin. What is the 
equation of the surface on which E, =0 but E #0? 


4311 A potential field in free space is expressed as V = 20/(xyz) V. (a) Find the 
total energy stored within the cube 1 < x, y,z < 2. (b) What value would be 
obtained by assuming a uniform energy density equal to the value at the 
center of the cube? 


4.32) (a) Using Eg. (35), find the energy stored in the dipole field in the region 
r > a.(b) Why can we not let a approach zero as a limit? 


4331 A copper sphere of radius 4 cm carries a uniformly distributed total charge 
of5 uC in free space. (a) Use Gauss’s law to find D external to the sphere. 
(b) Calculate the total energy stored in the electrostatic field. (c) Use Wr = 
0? /(2C) to calculate the capacitance of the isolated sphere. 


4.341 A sphere of radius a contains volume charge of uniform density po C/m?. 
Find the total stored energy by applying (a) Eq. (42); (b) Eq. (44). 


4.35 | Four 0.8 nC point charges are located in free space at the corners of a square 
4 cm ona side. (a) Find the total potential energy stored. (b) A fifth 0.8 nC 
charge is installed at the center of the square. Again find the total stored 
energy. 


4.36 | Surface charge of uniform density p, lies on a spherical shell of radius b, 
centered at the origin in free space. (a) Find the absolute potential 
everywhere, with zero reference at infinity. (b) Find the stored energy in the 
sphere by considering the charge density and the potential in a 
two-dimensional version of Egq. (42). (c) Find the stored energy in the electric 
field and show that the results of parts (b) and (c) are identical. 


CHAPTER 


Conductors and 
Dielectrics 


n this chapter, we apply the methods we have learned to some of the materials 

with which an engineer must work. In the first part of the chapter, we consider 

conducting materials by describing the parameters thatrelate current to an applied 
electric field. This leads to a general definition of Ohm’s law. We then develop methods 
of evaluating resistances of conductors in a few simple geometric forms. Conditions 
that must be met at a conducting boundary are obtained next, and this knowledge 
leads to a discussion of the method of images. The properties of semiconductors are 
described to conclude the discussion of conducting media. 

In the second part of the chapter, we consider insulating materials, or dielectrics. 
Such materials differ from conductors in that ideally, there is no free charge that can be 
transported within them to produce conduction current. Instead, all charge is confined 
to molecular or lattice sites by coulomb forces. An applied electric field has the effect 
of displacing the charges slightly, leading to the formation of ensembles of electric 
dipoles. The extent to which this occurs is measured by the relative permittivity, or 
dielectric constant. Polarization of the medium may modify the electric field, whose 
magnitude and direction may differ from the values it would have in a different 
medium or in free space. Boundary conditions for the fields at interfaces between 
dielectrics are developed to evaluate these differences. 

It should be noted that most materials will possess both dielectric and conductive 
properties; that is, a material considered a dielectric may be slightly conductive, and 
a material that is mostly conductive may be slightly polarizable. These departures 
from the ideal cases lead to some interesting behavior, particularly as to the effects 
on electromagnetic wave propagation, as we will see later. 
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5.1 CURRENT AND CURRENT DENSITY 


Electric charges in motion constitute a current. The unit of current is the ampere (A), 
defined as a rate of movement of charge passing a given reference point (or crossing 
a given reference plane) of one coulomb per second. Current is symbolized by /, and 
therefore 
do 
I= Er (1) 
Current is thus defined as the motion of positive charges, even though conduction in 
metals takes place through the motion of electrons, as we will see shortly. 

In field theory, we are usually interested in events occurring at a point rather 
than within a large region, and we find the concept of current density, measured in 
amperes per square meter (A/m?), more useful. Current density isa vector! represented 
by J. 

The increment of current A/ crossing an incremental surface AS normal to the 
current density is 


AI= JnAS 
and in the case where the current density is not perpendicular to the surface, 
AI=J-AS 


Total current is obtained by integrating, 


1= | J.as 6) 
S: 


Current density may be related to the velocity of volume charge density at a point. 
Consider the element of charge AO = 0,Av = p, AS AL, as shown in Figure 5.la. 
To simplify the explanation, assume that the charge element is oriented with its edges 
parallel to the coordinate axes and that it has only an x component of velocity. In 
the time interval Ar, the element of charge has moved a distance Ax, as indicated in 
Figure 5.1b. We have therefore moved a charge AO = p, AS Ax through a reference 
plane perpendicular to the direction of motion in atime increment Ar, and the resulting 
current is 

AO s Ax 
At At 
As we take the limit with respect to time, we have 


Al= Pv AS Vx 


! Current is not a vector, for it is easy to visualize a problem in which a total current / in a conductor of 
nonuniform cross section (such as a sphere) may have a different direction at each point of a given 
cross section. Current in an exceedingly fine wire, or a filamentary current, is occasionally defined as a 
vector, but we usually prefer to be consistent and give the direction to the filament, or path, and not to 
the current. 
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AOQO=p,Av 
- AO = „A EEE 
& . s eure! 
. 
e 
ri Be 
AS AL via Ar 
AS AL 
(a) (0) 


Figure 5.1 An increment of charge, AQ = p,ASAL, which moves a distance Ax in 
a time At, produces a component of current density in the limit of x = pyix. 


where v, represents the x component of the velocity v.? In terms of current density, 
we find 


I = Pu Vr 
and in general 
J = puv 3) 


This last result shows clearly that charge in motion constitutes a current. We 
call this type of current a convection current, and J or p,V is the convection current 
density. Note that the convection current density is related linearly to charge density 
as well as to velocity. The mass rate of flow of cars (cars per square foot per second) 
in the Holland Tunnel could be increased either by raising the density of cars per 
cubic foot, or by going to higher speeds, if the drivers were capable of doing so. 


D5.1. Given the vector current density J = 10p?za, — 4p cos? & a4 mA/m?: 
(a) find the current density at P(p = 3, ® = 30°, z = 2); (b) determine the 
total current flowing outward through the circular band 9% = 3,0 < & < 2, 
MEER, 


Ans. 1802, — 9a, mA/m?; 3.26 A 


5.2 CONTINUITY OF CURRENT 


The introduction of the concept of current is logically followed by a discussion of the 
conservation of charge and the continuity equation. The principle of conservation of 
charge states simply that charges can be neither created nor destroyed, although equal 


?The lowercase v is used both for volume and velocity. Note, however, that velocity always appears as 
a vector v, acomponent v,, or a magnitude |v|, whereas volume appears only in differential form as dv 
or Av. 
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amounts of positive and negative charge may be simultaneously created, obtained by 
separation, or lost by recombination. 

The continuity equation follows from this principle when we consider any region 
bounded by a closed surface. The current through the closed surface is 


1=dJ-48 
s 


and this outward flow of positive charge must be balanced by a decrease of positive 
charge (or perhaps an increase of negative charge) within the closed surface. If the 
charge inside the closed surface is denoted by O;, then therate of decrease is —dO; /dt 
and the principle of conservation of charge requires 


5 40: 
1= 81.05 - - (4) 


It might be well to answer here an often-asked question. “Isn’t there a sign error” 
I thought 7 = dO/dt.” The presence or absence of a negative sign depends on what 
current and charge we consider. In circuit theory we usually associate the current flow 
into one terminal of a capacitor with the time rate of increase of charge on that plate. 
The current of (4), however, is an outward-flowing current. 

Equation (4) is the integral form of the continuity equation; the differential, or 
point, form is obtained by using the divergence theorem to change the surface integral 


into a volume integral: 
$3-as= | (V-Dav 
Ss vol 


We nextrepresent the enclosed charge O; by the volume integral ofthe charge density, 


d 
v.Dv=-Z „d 
[ u y dt I, ö 


If we agree to keep the surface constant, the derivative becomes apartial derivative 
and may appear within the integral, 


Ipv 
V.Ddv= _ d 
|; ” . |, at ö 


from which we have our point form of the continuity equation, 


Ipv 


Var 


5) 


Remembering the physical interpretation of divergence, this equation indicates 
that the current, or charge per second, diverging from a small volume per unit volume 
is equal to the time rate of decrease of charge per unit volume at every point. 

As a numerical example illustrating some of the concepts from the last two sec- 
tions, let us consider a current density that is directed radially outward and decreases 
exponentially with time, 


1 
J = -e’a, Alm? 
: 
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Selecting an instant of time ft = 1 s, we may calculate the total outward current at 
r=5m: 


T=I,3=le)@an59)=23.1A 
At the same instant, but for a slightly larger radius, r = 6 m, we have 


I= JS = (ze')(476°) = 27.7 A 
Thus, the total current is larger atr = 6 than itisatr =. 

To see why this happens, we need to look at the volume charge density and the 
velocity. We use the continuity equation first: 


30; 1 al. ı_ 
= =V.]J=V:|(-ea,)=—-—[(r-e")=—e" 
ot J (;e a) r? (r 2 ) a 


We next seek the volume charge density by integrating with respect to f. Because p, 
is given by a partial derivative with respect to time, the “constant” of integration may 
be a function of: 


1 1 
Pr = -[3e” dt + K(r) = a + K(r) 
er 


r 
If we assume that 9, > Qast — oo, then K(r) = 0, and 
1 
Pv = Ze C/m? 
r 


We may now use J = p,v to find the velocity, 


The velocity is greater atr = 6 than itisatr = 5, and we see that some (unspecified) 
force is accelerating the charge density in an outward direction. 

In summary, we have a current density that is inversely proportional tor, a charge 
density that is inversely proportional to r?, and a velocity and total current that are 


proportional to r. All quantities vary as e”'. 


D5.2. Current density is given in cylindrical coordinates as J = —10°z' a; 
Alm? in the region 0 < p < 20 um; for o > 20 um, J = 0. (a) Find the total 
current crossing the surface z = 0.1 m in the a; direction. (b) If the charge 
velocity is 2 x 10° m/s atz = 0.1 m, find p, there. (c) If the volume charge 
density atz = 0.15 m is —2000 C/m?, find the charge velocity there. 


Ans. -39.7 uA; — 15.8 mC/m?; 29.0 m/s 
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5.3 METALLIC CONDUCTORS 


Physicists describe the behavior of the electrons surrounding the positive atomic 
nucleus in terms of the total energy of the electron with respect to a zero reference 
level for an electron at an infinite distance from the nucleus. The total energy is the 
sum of the kinetic and potential energies, and because energy must be given to an 
electron to pull it away from the nucleus, the energy of every electron in the atom is 
a negative quantity. Even though this picture has some limitations, it is convenient to 
associate these energy values with orbits surrounding the nucleus, the more negative 
energies corresponding to orbits of smaller radius. According to the quantum theory, 
only certain discrete energy levels, or energy states, are permissible in a given atom, 
and an electron must therefore absorb or emit discrete amounts of energy, or quanta, 
in passing from one level to another. A normal atom at absolute zero temperature has 
an electron occupying every one of the lower energy shells, starting outward from the 
nucleus and continuing until the supply of electrons is exhausted. 

In a crystalline solid, such as a metal or a diamond, atoms are packed closely 
together, many more electrons are present, and many more permissible energy levels 
are available because of the interaction forces between adjacent atoms. We find that 
the allowed energies of electrons are grouped into broad ranges, or “bands,” each band 
consisting of very numerous, closely spaced, discrete levels. At atemperature of abso- 
lute zero, the normal solid also has every level occupied, starting with the lowest and 
proceeding in order until all the electrons are located. The electrons with the highest 
(least negative) energy levels, the valence electrons, are located in the valence band. If 
there are permissible higher-energy levels in the valence band, or if the valence band 
merges smoothly into a conduction band, then additional kinetic energy may be given 
to the valence electrons by an external field, resulting in an electron flow. The solid is 
called a metallic conductor. The filled valence band and the unfilled conduction band 
for aconductor at absolute zero temperature are suggested by the sketch in Figure 5.2a. 

If, however, the electron with the greatest energy occupies the top level in the 
valence band and a gap exists between the valence band and the conduction band, then 


Empty 
conduction 
band Ban 
conduction 
Empty band 
conduction Energy gap 
Energy semdl Energy gap 
Filled Filled Filled 
valence valence valence 
band band band 
Conductor Insulator Semiconductor 


(a) (b) (c) 


Figure 5.2 The energy-band structure in three different types of materials 
atOK. (a) The conductor exhibits no energy gap between the valence and 
conduction bands. (b) The insulator shows a large energy gap. (c) The 
semiconductor has only a small energy gap. 
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the electron cannot accept additional energy in small amounts, and the material is an 
insulator. This band structure is indicated in Figure 5.25. Note that if a relatively large 
amount of energy can be transferred to the electron, it may be sufficiently excited to 
Jump the gap into the next band where conduction can occur easily. Here the insulator 
breaks down. 

An intermediate condition occurs when only a small “forbidden region” separates 
the two bands, as illustrated by Figure 5.2c. Small amounts of energy in the form of 
heat, light, or an electric field may raise the energy of the electrons at the top of the 
filled band and provide the basis for conduction. These materials are insulators which 
display many of the properties of conductors and are called semiconductors. 

Let us first consider the conductor. Here the valence electrons, or conduction, 
or free, electrons, move under the influence of an electric field. With a field E, an 
electron having a charge O = —e will experience a force 


F= -eE 


In free space, the electron would accelerate and continuously increase its velocity 
(and energy); in the crystalline material, the progress of the electron is impeded 
by continual collisions with the thermally excited crystalline lattice structure, and a 
constant average velocity is soon attained. This velocity v4 is termed the drift velocity, 
and it is linearly related to the electric field intensity by the mobility of the electron 
in the given material. We designate mobility by the symbol u (mu), so that 


Ve=-WE (6) 


where w. is the mobility of an electron and is positive by definition. Note that the 
electron velocity is in a direction opposite to the direction of E. Equation (6) also 
shows that mobility is measured in the units of square meters per volt-second; typical 
values? are 0.0012 for aluminum, 0.0032 for copper, and 0.0056 for silver. 

For these good conductors, a drift velocity of a few centimeters per second is 
sufficient to produce a noticeable temperature rise and can cause the wire to melt if 
the heat cannot be quickly removed by thermal conduction or radiation. 

Substituting (6) into Egq. (3) of Section 5.1, we obtain 


J = peeE 7) 


where p. is the free-electron charge density, a negative value. The total charge density 
p, Is zero because equal positive and negative charges are present in the neutral 
material. The negative value of po, and the minus sign lead to a current density J that 
is in the same direction as the electric field intensity E. 

The relationship between J and E for a metallic conductor, however, is also 
specified by the conductivity o (sigma), 


J=oE (8) 


3 Wert and Thomson, p. 238, listed in the References at the end of this chapter. 


@® 


Illustrations 
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where o is measured is siemens* per meter (S/m). One siemens (1 S) is the basic 
unit of conductance in the SI system and is defined as one ampere per volt. Formerly, 
the unit of conductance was called the mho and was symbolized by an inverted Q. 
Just as the siemens honors the Siemens brothers, the reciprocal unit of resistance that 
we call the ohm (1 © is one volt per ampere) honors Georg Simon Ohm, a German 
physicist who first described the current-voltage relationship implied by Eq. (8). We 
call this equation the point form of Ohm’s law; we will look at the more common 
form of Ohm’s law shortly. 

First, however, it is informative to note the conductivity of several metallic con- 
ductors; typical values (in siemens per meter) are 3.82 x 107 for aluminum, 5.80 x 10’ 
for copper, and 6.17 x 10° for silver. Data for other conductors may be found in 
Appendix C. On seeing data such as these, it is only natural to assume that we are be- 
ing presented with constant values; this is essentially true. Metallic conductors obey 
Ohm’s law quite faithfully, and it is a linear relationship; the conductivity is constant 
over wide ranges of current density and electric field intensity. Ohm’s law and the 
metallic conductors are also described as isotropic, or having the same properties in 
every direction. A material which is not isotropic is called anisotropic, and we shall 
mention such a material in Chapter 6. 

The conductivity is a function of temperature, however. The resistivity, which 
is the reciprocal of the conductivity, varies almost linearly with temperature in the 
region of room temperature, and for aluminum, copper, and silver it increases about 
0.4 percent for a I-K rise in temperature.” For several metals the resistivity drops 
abruptly to zero at a temperature of a few kelvin; this property is termed super- 
conductivity. Copper and silver are not superconductors, although aluminum is (for 
temperatures below 1.14 K). 

If we now combine Equations (7) and (8), conductivity may be expressed in terms 
of the charge density and the electron mobility, 


= —Pelle 9) 


From the definition ofmobility (6), it is now satisfying to note thata higher temperature 
infers a greater crystalline lattice vibration, more impeded electron progress for agiven 
electric field strength, lower drift velocity, lower mobility, lower conductivity from 
Eq. (9), and higher resistivity as stated. 

The application of Ohm’s law in point form to a macroscopic (visible to the naked 
eye) region leads to a more familiar form. Initially, assume that J and E are uniform, 
as they are in the cylindrical region shown in Figure 5.3. Because they are uniform, 


1= | 3-48=5 (10) 
S 


* This is the family name of two German-born brothers, Karl Wilhelm and Werner von Siemens, who 
were famous engineer-inventors in the nineteenth century. Karl became a British subject and was 
knighted, becoming Sir William Siemens. 


5 Copious temperature data for conducting materials are available in the Standard Handbook for 
Electrical Engineers, listed among the References at the end of this chapter. 
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Conductivity o 


Figure 5.3 Uniform current density J and electric field 
intensity E in a cylindrical region of length L and cross- 
sectional area S. Here V= IR, where R=L/oS. 


and 
= -/ B-dL=-E: | dL=-E-L;. 
b b 
=E-L. 6uB) 
or 
V=EL 
Thus 
I V 
J=-=oE=0— 
N) L 
or 
V= = 
0 


The ratio of the potential difference between the two ends of the cylinder to 
the current entering the more positive end, however, is recognized from elementary 
circuit theory as the resistance of the cylinder, and therefore 


Ve IR (12) 
where 
IR — 2 (13) 
0 


Equation (12) is, of course, known as Ohm’s law, and Egq. (13) enables us to compute 
the resistance R, measured in ohms (abbreviated as 2), of conducting objects which 
possess uniform fields. If the fields are not uniform, the resistance may still be defined 
as the ratio of V to /, where V is the potential difference between two specified 
equipotential surfaces in the material and / is the total current crossing the more 
positive surface into the material. From the general integral relationships in Egqs. (10) 
and (11), and from Ohm’s law (8), we may write this general expression for resistance 
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when the fields are nonuniform, 


-KE-dL 
R= a _ (14) 
I [soE-dS 


The line integral is taken between two equipotential surfaces in the conductor, and 
the surface integral is evaluated over the more positive of these two equipotentials. 
We cannot solve these nonuniform problems at this time, but we should be able to 
solve several of them after reading Chapter 6. 


As an example of the determination of the resistance of a cylinder, we find the resis- 
tance of a 1-mile length of #16 copper wire, which has a diameter of 0.0508 in. 


Solution. The diameter of the wire is 0.0508 x 0.0254 = 1.291x 10° m, the area of 
the cross section is 7 (1.291 x 10/2)? = 1.308 x 10° m?, and the length is 1609 m. 
Using a conductivity of 5.80 x 107 S/m, the resistance of the wire is, therefore, 


1609 


R= =2120% 
(5.80 x 107)(1.308 x 10-6) 


This wire can safely carry about 10 A dc, corresponding to a current density of 
10/(1.308 x 106) = 7.65 x 106 A/m?, or 7.65 A/mm?. With this current, the potential 
difference between the two ends of the wire is 212 V, the electric field intensity is 
0.312 V/m, the drift velocity is 0.000 422 m/s, or a little more than one furlong a week, 
and the free-electron charge density is —1.81 x 10! C/m?, or about one electron 
within a cube two angstroms on a side. 


D5.3. Find the magnitude of the current density in a sample of silver for 
which o = 6.17 x 10’ S/m and u. = 0.0056 m?/V -s if (a) the drift velocity 
is 1.5 um/s ; (b) the electric field intensity is 1 mV/m; (c) the sample is a cube 
2.5 mm on a side having a voltage of 0.4 mV between opposite faces; (d) the 
sample is a cube 2.5 mm on a side carrying a total current of 0.5 A. 


Ans. 16.5 kA/m?; 61.7 kA/m?; 9.9 MA/m?; 80.0 kA/m? 
D5.4. A copper conductor has a diameter of 0.6 in. and it is 1200 ft long. 
Assume that it carries a total dc current of 50 A. (a) Find the total resistance of 


the conductor. (b) What current density exists in it? (c) What is the dc voltage 
between the conductor ends? (d) How much power is dissipated in the wire? 


Ans. 0.035 0; 2.74 x 10° A/m?; 1.73 V; 86.4 W 
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5.4 CONDUCTOR PROPERTIES 
AND BOUNDARY CONDITIONS 


Once again, we must temporarily depart from our assumed static conditions and let 
time vary for a few microseconds to see what happens when the charge distribution is 
suddenly unbalanced within aconducting material. Suppose, for the sake of argument, 
that there suddenly appear a number of electrons in the interior of a conductor. The 
electric fields set up by these electrons are not counteracted by any positive charges, 
and the electrons therefore begin to accelerate away from each other. This continues 
until the electrons reach the surface of the conductor or until a number of electrons 
equal to the number injected have reached the surface. 

Here, the outward progress of the electrons is stopped, for the material surround- 
ing the conductor is an insulator not possessing a convenient conduction band. No 
charge may remain within the conductor. If it did, the resulting electric field would 
force the charges to the surface. 

Hence the final result within a conductor is zero charge density, and a surface 
charge density resides on the exterior surface. This is one of the two characteristics 
of a good conductor. 

The other characteristic, stated for static conditions in which no current may flow, 
follows directly from Ohm’s law: the electric field intensity within the conductor is 
zero. Physically, we see that if an electric field were present, the conduction electrons 
would move and produce a current, thus leading to a nonstatic condition. 

Summarizing for electrostatics, no charge and no electric field may exist at any 
point within a conducting material. Charge may, however, appear on the surface as a 
surface charge density, and our next investigation concerns the fields external to the 
conductor. 

We wish to relate these external fields to the charge on the surface ofthe conductor. 
The problem is a simple one, and we may first talk our way to the solution with a 
little mathematics. 

If the external electric field intensity is decomposed into two components, one 
tangential and one normal to the conductor surface, the tangential component is seen 
to be zero. If it were not zero, a tangential force would be applied to the elements of 
the surface charge, resulting in their motion and nonstatic conditions. Because static 
conditions are assumed, the tangential electric field intensity and electric flux density 
are zero. 

Gauss’s law answers our questions concerning the normal component. The elec- 
tric lux leaving a small increment of surface must be equal to the charge residing on 
that incremental surface. The flux cannot penetrate into the conductor, for the total 
field there is zero. It must then leave the surface normally. Quantitatively, we may 
say that the electric flux density in coulombs per square meter leaving the surface 
normally is equal to the surface charge density in coulombs per square meter, or 
Dn= ps: 

If we use some of our previously derived results in making a more careful analysis 
(and incidentally introducing a general method which we must use later), we should set 
up a boundary between a conductor and free space (Figure 5.4) showing tangential 
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Free space 


Conductor 


Figure 5.4 An appropriate closed path and gaussian surface are used to 
determine boundary conditions at a boundary between a conductor and free 
space; EE=DandDn = ps: 


and normal components of D and E on the free-space side of the boundary. Both 
fields are zero in the conductor. The tangential field may be determined by applying 


Section 4.5, Eq. (21), 
pr -dL=0 


around the small closed path abcda. The integral must be broken up into four parts 


b e d a 
Me 
a b c d 
Remembering that E = 0 within the conductor, we let the length from a to b or c to 
dbe Aw and from btoc ordtoa be Ah, and obtain 


E,Aw — Ey,az Ah + En,aay Ah = 0 


As we allow Ah to approach zero, keeping Aw small but finite, it makes no 
difference whether or not the normal fields are equal at a and b, for Ah causes these 
products to become negligibly small. Hence, E,Aw = 0 and, therefore, E, = 0. 

The condition on the normal field is found most readily by considering D, rather 
than E) and choosing a small cylinder as the gaussian surface. Let the height be Ah 
and the area of the top and bottom faces be AS. Again, we let Ah approach zero. 
Using Gauss’s law, 


fv-as=-o 


we integrate over the three distinct surfaces 


lol 
top bottom sides 


and find that the last two are zero (for different reasons). Then 


DyASadSs p4AS 
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or 
Dn=ps 


These are the desired boundary conditions for the conductor-to-free-space bound- 
ary in electrostatics, 


Deren (15) 


Dx = e&En = ps (16) 


The electric flux leaves the conductor in a direction normal to the surface, and the 
value of the electric flux density is numerically equal to the surface charge density. 
Equations (15) and (16) can be more formally expressed using the vector fields 


Exn| =0 (17) 


D:n, =» (18) 


where n is the unit normal vector at the surface that points away from the conductor, 
as shown in Figure 5.4, and where both operations are evaluated at the conductor 
surface, s. Taking the cross product or the dot product of either field quantity with n 
gives the tangential or the normal component of the field, respectively. 

An immediate and important consequence of a zero tangential electric field in- 
tensity is the fact that a conductor surface is an equipotential surface. The evaluation 
of the potential difference between any two points on the surface by the line integral 
leads to a zero result, because the path may be chosen on the surface itself where 
E-dL=0. 

To summarize the principles which apply to conductors in electrostatic fields, we 
may state that 


1. The static electric field intensity inside a conductor is zero. 


2. The static electric field intensity at the surface of a conductor is everywhere 
directed normal to that surface. 


3. The conductor surface is an equipotential surface. 


Using these three principles, there are a number of quantities that may be calcu- 
lated at aconductor boundary, given a knowledge of the potential field. 


Given the potential, 
V = 100(x? - y?) 


andapoint P(2, —1, 3) that is stipulated to lie on a conductor-to-free-space boundary, 
find V,E,D, and p5 at P, and also the equation of the conductor surface. 


Solution. The potential at point P is 
Vp = 10012? — (-1)?] = 300 V 
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1 z=3 plane 
1 3 
0 
x2_ y2 = 
V=300 V 
zu PQ2,-1,3) 
I 
I 
/ 
/ 
2 / 
Ix=-2 
/ 
/ % 
=3 


Figure 5.5 Given point P(2, —1,3) and the 
potential field, V = 100(x? — y°), we find the 
equipotential surface through Pisx?—- y?=3, 
and the streamline through Pisxy = —2. 


Because the conductor is an equipotential surface, the potential at the entire sur- 
face must be 300 V. Moreover, if the conductor is a solid object, then the potential 
everywhere in and on the conductor is 300 V, for E = 0 within the conductor. 

The equation representing the locus of all points having a potential of 300 V is 


300 = 100(x” — y?) 
or 
x -y7=3 
This is therefore the equation of the conductor surface; it happens to be a hyperbolic 
cylinder, as shown in Figure 5.5. Let us assume arbitrarily that the solid conductor 
lies above and to the right of the equipotential surface at point P, whereas free space 


is down and to the left. 
Next, we find E by the gradient operation, 


E = -100V(x? — y?) = -200xa, + 200ya, 
At point P, 
E, = —400a, — 200a, V/m 
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Because D = &yE, we have 
D> = 8.854 x 10°"’E> = —3.54a, — 1.77la, nC/m? 


The field is directed downward and to the left at ?; it is normal to the equipotential 
surface. Therefore, 


Dx = |D>| = 3.96 nC/m? 
Thus, the surface charge density at P is 
psp = Dn = 3.96 nC/m? 


Note that if we had taken the region to the left of the equipotential surface as the 
conductor, the E field would terminate on the surface charge and we would let 
ps = -3.96 nC/m. 
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Finally, let us determine the equation of the streamline passing through P. 


Solution. We see that 


E, 200  y _dy 
E, -200x x dx 
Thus, 
d d 
u, 
y x 
and 
Iny+Inx=Cı 
Therefore, 
xy=C 


The line (or surface) through ? is obtained when C> = (2)(-1) = —2. Thus, the 
streamline is the trace of another hyperbolic cylinder, 


xy=— 
This is also shown on Figure 5.5. 
D5.5. Given the potential field in free space, V = 100sinh5x sin5y V, and 


a point P(0.1,0.2, 0.3), find at P: (a) V; (b)E; (c) JE|; (d) |ps| if it is known 
that ?P lies on a conductor surface. 


Ans. 43.8 V; —474a, — 140.8a, V/m; 495 V/m; 4.38 nC/m? 
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5.5 THE METHOD OF IMAGES 


One important characteristic of the dipole field that we developed in Chapter 4 is 
the infinite plane at zero potential that exists midway between the two charges. Such 
a plane may be represented by a vanishingly thin conducting plane that is infinite 
in extent. The conductor is an equipotential surface at a potential V = 0, and the 
electric field intensity is therefore normal to the surface. Thus, if we replace the 
dipole configuration shown in Figure 5.6a with the single charge and conducting 
plane shown in Figure 5.65, the fields in the upper half of each figure are the same. 
Below the conducting plane, all fields are zero, as we have not provided any charges 
in that region. Of course, we might also substitute a single negative charge below a 
conducting plane for the dipole arrangement and obtain equivalence for the fields in 
the lower half of each region. 

If we approach this equivalence from the opposite point of view, we begin with a 
single charge above a perfectly conducting plane and then see that we may maintain 
the same fields above the plane by removing the plane and locating a negative charge 
at a symmetrical location below the plane. This charge is called the image of the 
original charge, and it is the negative of that value. 

If we can do this once, linearity allows us to do it again and again, and thus any 
charge configuration above an infinite ground plane may be replaced by an arrange- 
ment composed of the given charge configuration, its image, and no conducting plane. 
This is suggested by the two illustrations of Figure 5.7. In many cases, the potential 
field of the new system is much easier to find since it does not contain the conducting 
plane with its unknown surface charge distribution. 

As an example of the use of images, let us find the surface charge density at 
P(2,5,0) on the conducting plane z = 0 if there is a line charge of 30 nC/m located 
atx = (0, z = 3, as shown in Figure 5.8a. We remove the plane and install an 
image line charge of —30 nC/matx = 0,z = -3, as illustrated in Figure 5.85. 
The field at P may now be obtained by superposition of the known fields of the line 


+0% +06 
+0® +9® 


Equipotential surface, V=0 Conducting plane, V=0 


-00 
(a) (b) 


Figure 5.6 (a) Two equal but opposite charges may be replaced by (b) a single charge 
and a conducting plane without affecting the fields above the V = 0 surface. 
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Figure 5.7 (a) Agiven charge configuration above an infinite conducting plane may 
be replaced by (b) the given charge configuration plus the image configuration, without 
the conducting plane. 


charges. The radial vector from the positive line charge to Pis Rı; = 2a, — 3a,, 
while R_ = 2a, + 3a,. Thus, the individual fields are 


Pı 30 x 10-° 2a, - 3a. 
Eı — = AR: —: 
2rteogRı 2TEUV 13 N 13 


and 
_ 30x 10° 2a, + 3a, 


. 2rreov 13 13 


Adding these results, we have 


180 x 10a. 
E= = = —249a; V/ 
2rreo(13) m 


This then is the field at (or just above) P in both the configurations of Figure 5.8, and 
it is certainly satisfying to note that the field is normal to the conducting plane, as it 
must be. Thus, D= &oE = —2.20a; nC/m?, and because this is directed toward the 
conducting plane, ps is negative and has a value of —2.20 nC/m? at P. 


E 


30 nC/m 30 nC/m 


Conducting plane 


® 
PQ,5,0) 


(a) (b) 


Figure 5.8 (a) Aline charge above a conducting plane. (b) The conductor is 
removed, and the image of the line charge is added. 
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D5.6. A perfectly conducting plane is located in free space atx = 4, and 
a uniform infinite line charge of 40 nC/m lies along the line x = 6, y = 3. Let 
V = Oatthe conducting plane. At P(7, —1,5) find: (a) V; (b)E. 


Ans. 317 V; —45.3a, — 99.2a, V/m 


5.6 SEMICONDUCTORS 


If we now turn our attention to an intrinsic semiconductor material, such as pure 
germanium or silicon, two types of current carriers are present, electrons and holes. 
The electrons are those from the top of the filled valence band that have received 
sufficient energy (usually thermal) to cross the relatively small forbidden band into 
the conduction band. The forbidden-band energy gap in typical semiconductors is of 
the order of one electronvolt. The vacancies left by these electrons represent unfilled 
energy states in the valence band which may also move from atom to atom in the 
crystal. The vacancy is called a hole, and many semiconductor properties may be 
described by treating the hole as if it had a positive charge of e, a mobility, u„, and 
an effective mass comparable to that of the electron. Both carriers move in an electric 
field, and they move in opposite directions; hence each contributes a component of 
the total current which is in the same direction as that provided by the other. The 
conductivity is therefore a function of both hole and electron concentrations and 
mobilities, 


0 = —Pehe + Pnln (19) 


For pure, or intrinsic, silicon, the electron and hole mobilities are 0.12 and 0.025, 
respectively, whereas for germanium, the mobilities are, respectively, 0.36 and 0.17. 
These values are given in square meters per volt-second and range from 10 to 100 
times as large as those for aluminum, copper, silver, and other metallic conductors.® 
These mobilities are given for a temperature of 300 K. 

The electron and hole concentrations depend strongly on temperature. At 300 K 
the electron and hole volume charge densities are both 0.0024 C/m?in magnitude in 
intrinsic silicon and 3.0 C/m? in intrinsic germanium. These values lead to conductiv- 
ities of 0.000 35 S/m in silicon and 1.6 S/m in germanium. As temperature increases, 
the mobilities decrease, but the charge densities increase very rapidly. As aresult, the 
conductivity of silicon increases by a factor of 10 as the temperature increases from 
300 to about 330 K and decreases by a factor of 10 as the temperature drops from 300 
to about 275 K. Note that the conductivity of the intrinsic semiconductor increases 
with temperature, whereas that of a metallic conductor decreases with temperature; 
this is one of the characteristic differences between the metallic conductors and the 
intrinsic semiconductors. 


6 Mobility values for semiconductors are given in References 2, 3, and 5 listed at the end of this chapter. 
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Intrinsic semiconductors also satisfy the point form of Ohm’s law; that is, the 
conductivity is reasonably constant with current density and with the direction of the 
current density. 

The number ofcharge carriers and the conductivity may both be increased dramat- 
ically by adding very small amounts of impurities. Donor materials provide additional 
electrons and form n-rype semiconductors, whereas acceptors furnish extra holes and 
form p-type materials. The process is known as doping, and a donor concentration in 
silicon as low as one part in 107 causes an increase in conductivity by a factor of 10°. 

The range of value ofthe conductivity is extreme as we go from the best insulating 
materials to semiconductors and the finest conductors. In siemens per meter, o ranges 
from 10-!7 for fused quartz, 107 for poor plastic insulators, and roughly unity for 
semiconductors to almost 10° for metallic conductors at room temperature. These 
values cover the remarkably large range of some 25 orders of magnitude. 


D5.7. Using the values given in this section for the electron and hole mo- 
bilities in silicon at 300 K, and assuming hole and electron charge densities 
are 0.0029 C/m? and —0.0029 C/m?, respectively, find: (a) the component of 
the conductivity due to holes; (b) the component of the conductivity due to 
electrons; (c) the conductivity. 


Ans. 72.5 uS/m; 348 uS/m; 421 uS/m 


5.7 THE NATURE OF DIELECTRIC 
MATERIALS 


A dielectric in an electric field can be viewed as a free-space arrangement of mi- 
croscopic electric dipoles, each of which is composed of a positive and a negative 
charge whose centers do not quite coincide.These are not free charges, and they cannot 
contribute to the conduction process. Rather, they are bound in place by atomic and 
molecular forces and can only shift positions slightly in response to external fields. 
They are called bound charges, in contrast to the free charges that determine conduc- 
tivity. The bound charges can be treated as any other sources of the electrostatic field. 
Therefore, we would not need to introduce the dielectric constant as a new parameter 
or to deal with permittivities different from the permittivity of free space; however, 
the alternative would be to consider every charge within a piece of dielectric material. 
This is too great a price to pay for using all our previous equations in an unmodified 
form, and we shall therefore spend some time theorizing about dielectrics in a quali- 
tative way; introducing polarization P, permittivity e, and relative permittivity e,; and 
developing some quantitative relationships involving these new parameters. 

The characteristic that all dielectric materials have in common, whether they are 
solid, liquid, or gas, and whether or not they are crystalline in nature, is their ability 
to store electric energy. This storage takes place by means of a shift in the relative 
positions of the internal, bound positive and negative charges against the normal 
molecular and atomic forces. 
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This displacement against a restraining force is analogous to lifting a weight 
or stretching a spring and represents potential energy. The source of the energy is 
the external field, the motion of the shifting charges resulting perhaps in a transient 
current through a battery that is producing the field. 

The actual mechanism of the charge displacement differs in the various dielectric 
materials. Some molecules, termed polar molecules, have a permanent displacement 
existing between the centers of “gravity” of the positive and negative charges, and 
each pair of charges acts as a dipole. Normally the dipoles are oriented in a random 
way throughout the interior of the material, and the action of the external field is to 
align these molecules, to some extent, in the same direction. A sufficiently strong 
field may even produce an additional displacement between the positive and negative 
charges. 

A nonpolar molecule does not have this dipole arrangement until after a field is 
applied. The negative and positive charges shift in opposite directions against their 
mutual attraction and produce a dipole that is aligned with the electric field. 

Either type of dipole may be described by its dipole moment p, as developed in 
Section 4.7, Eq. (36), 


p=0d (20) 


where © is the positive one of the two bound charges composing the dipole, and d is 
the vector from the negative to the positive charge. We note again that the units of p 
are coulomb-meters. 
If there are n dipoles per unit volume and we deal with a volume Av, then there 
are n Av dipoles, and the total dipole moment is obtained by the vector sum, 
n Av 


Piotal = > Pi 
i=1 


If the dipoles are aligned in the same general direction, P;o:.ı may have a significant 
value. However, a random orientation may cause Pot to be essentially zero. 
We now define the polarization P as the er moment per unit volume, 
n Av 


P= im, 1, IP = 


with units of coulombs per square meter. We willtreat Pas atypical continuous field, 
even though it is obvious that it is essentially undefined at points within an atom 
or molecule. Instead, we should think of its value at any point as an average value 
taken over a sample volume Av—-large enough to contain many molecules (n Av in 
number), but yet sufficiently small to be considered incremental in concept. 

Our immediate goal is to show that the bound-volume charge density acts like 
the free-volume charge density in producing an external field; we will obtain a result 
similar to Gauss’s law. 

To be specific, assume that we have a dielectric containing nonpolar molecules. 
No molecule has a dipole moment, and P = O throughout the material. Somewhere in 
the interior of the dielectric we select an incremental surface element AS, as shown 
in Figure 5.9a, and apply an electric field E. The electric field produces a moment 
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Dielectric 
material 


z (b) 


Figure 5.9 (a) An incremental surface element AS is shown in the interior of a 
dielectric in which an electric field E is present. (b) The nonpolar molecules form dipole 
moments p and a polarization P. There is a net transfer of bound charge across AS. 


p = Odin each molecule, such that p and d make an angle 0 with AS, as indicated 
in Figure 5.9. 

The bound charges will now move across AS. Each of the charges associated 
with the creation of a dipole must have moved a distance 3d cos d in the direction 
perpendicular to AS. Thus, any positive charges initially lying below the surface AS 
and within the distance 3d cos ofthe surface must have crossed AS going upward. 
Also, any negative charges initially Iying above the surface and within that distance 
(3d cos 0) from AS must have crossed AS going downward. Therefore, because there 
aren molecules/m°, the net total charge that crosses the elemental surface in an upward 
direction is equal to nOdcosQAS, or 


AO, =nOQd-AS 


where the subscript on O, reminds us that we are dealing with a bound charge and 
not a free charge. In terms of the polarization, we have 


AO, =P-AS 


If we interpret AS as an element of a closed surface inside the dielectric material, 
then the direction of AS is outward, and the net increase in the bound charge within 
the closed surface is obtained through the integral 


9=-PP-4s (22) 
hy 
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This last relationship has some resemblance to Gauss’s law, and we may now gener- 
alize our definition of electric flux density so that it applies to media other than free 
space. We first write Gauss’s law in terms of egE and O7, the total enclosed charge, 
bound plus free: 


Or = Par- ds (23) 
Ss 
where 


Or=09,+0 


and O is the total free charge enclosed by the surface $. Note that the free charge 
appears without a subscript because it is the most important type of charge and will 
appear in Maxwell’s equations. 

Combining these last three equations, we obtain an expression for the free charge 
enclosed, 


Q= 07 - 01= PoE+P)-as (24) 
5 


D is now defined in more general terms than was done in Chapter 3, 


D=&E+P (25) 


There is thus an added term to D that appears when polarizable material is present. 
Thus, 


0=dD-as (26) 
Ay 


where © is the free charge enclosed. 
Utilizing the several volume charge densities, we have 


= [ma 
0= [na 


07 = [ ordv 


With the help of the divergence theorem, we may therefore transform Egs. (22), (23), 
and (26) into the equivalent divergence relationships, 


VıE==B 
V-.oE= pr 
Vv.D=p (27) 


We will emphasize only Eg. (26) and (27), the two expressions involving the free 
charge, in the work that follows. 
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In order to make any real use of these new concepts, it is necessary to know the 
relationship between the electric field intensity E and the polarization P that results. 
This relationship will, of course, be a function of the type of material, and we will 
essentially limit our discussion to those isotropic materials for which E and P are 
linearly related. In an isotropic material, the vectors E and P are always parallel, 
regardless of the orientation of the field. Although most engineering dielectrics are 
linear for moderate-to-large field strengths and are also isotropic, single crystals may 
be anisotropic. The periodic nature of crystalline materials causes dipole moments to 
be formed most easily along the crystal axes, and not necessarily in the direction of 
the applied field. 

In ferroelectric materials, the relationship between P and E not only is nonlin- 
ear, but also shows hysteresis effects; that is, the polarization produced by a given 
electric field intensity depends on the past history of the sample. Important examples 
of this type of dielectric are barium titanate, often used in ceramic capacitors, and 
Rochelle salt. 

The linear relationship between P and E is 


P= x.©E (28) 


where x. (chi) is a dimensionless quantity called the electric susceptibility of the 
material. 
Using this relationship in Eg. (25), we have 


D= &E+ XeeoE = (xXe + DeoE 
The expression within the parentheses is now defined as 
&=Xet| (29) 


This is another dimensionless quantity, and it is known as the relative permittivity, or 
dielectric constant of the material. Thus, 


D = &oe,E = eE (30) 


where 


€ = &Er (31) 


and e is the permittivity. The dielectric constants are given for some representative 
materials in Appendix C. 

Anisotropic dielectric materials cannot be described in terms of a simple suscep- 
tibility or permittivity parameter. Instead, we find that each component of D may be 
a function of every component of E, and D = eE becomes a matrix equation where 
D and E are each 3 x 1 column matrices and e is a3 x 3 square matrix. Expanding 
the matrix equation gives 


D, =exE,+ Exy E, Eu ExzE; 


D,=€,,E, +€yyEy+ €yzE; 
D, =&euxE, +&yEy+ €zE; 
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Note that the elements of the matrix depend on the selection of the coordinate axes in 
the anisotropic material. Certain choices of axis directions lead to simpler matrices.’ 

D and E (and P) are no longer parallel, and although D = &yE + P remains 
a valid equation for anisotropic materials, we may continue to use D = eE only 
by interpreting it as a matrix equation. We will concentrate our attention on linear 
isotropic materials and reserve the general case for a more advanced text. 

In summary, then, we now have a relationship between D and E that depends on 
the dielectric material present, 


D=<E (30) 


where 


€ = ©0Er (31) 


This electric flux density is still related to the free charge by either the point or integral 
form of Gauss’s law: 


v.-D=» (27) 


Pp.us=0 (26) 
>; 


Use of the relative permittivity, as indicated by Eq. (31), makes consideration 
of the polarization, dipole moments, and bound charge unnecessary. However, when 
anisotropic or nonlinear materials must be considered, the relative permittivity, in the 
simple scalar form that we have discussed, is no longer applicable. 


We locate a slab of Teflon in the region 0 < x < a, and assume free space where 
x <0Qandx > a. Outside the Teflon there is a uniform field Eosut = Eva; V/m. We 
seek values for D, E, and P everywhere. 
Solution. The dielectric constant of the Teflon is 2.1, and thus the electric suscepti- 
bility is 1.1. 

Outside the slab, we have immediately Dout = €oEoa;. Also, as there is no 
dielectric material there, Pot = 0. Now, any of the last four or five equations will 
enable us to relate the several fields inside the material to each other. Thus 


D;., = 2.1&gEin (O<xı<a) 
P.) = 1.l&oEı (O<x<a) 


7 A more complete discussion of this matrix may be found in the Ramo, Whinnery, and Van Duzer 
reference listed at the end of this chapter. 
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As soon as we establish a value for any of these three fields within the dielectric, the 
other two can be found immediately. The difficulty lies in crossing over the boundary 
from the known fields external to the dielectric to the unknown ones within it. To do 
this we need a boundary condition, and this is the subject of the next section. We will 
complete this example then. 

In the remainder of this text we will describe polarizable materials in terms of D 
and e rather than P and x.. We will limit our discussion to isotropic materials. 


D5.8. A slab of dielectric material has a relative dielectric constant of 3.8 and 
contains a uniform electric flux density of 8 nC/m?. If the material is lossless, 
find: (a) E; (b) P; (c) the average number of dipoles per cubic meter if the 
average dipole moment is 10°C - m. 


Ans. 238 V/m; 5.89 nC/m?; 5.89 x 10?" m”? 
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5.8 BOUNDARY CONDITIONS FOR PERFECT 
DIELECTRIC MATERIALS 


How do we attack a problem in which there are two different dielectrics, or a dielectric 
and a conductor? This is another example of a boundary condition, such as the condi- 
tion at the surface of aconductor whereby the tangential fields are zero and the normal 
electric flux density is equal to the surface charge density on the conductor. Now we 
take the first step in solving a two-dielectric problem, or a dielectric-conductor prob- 
lem, by determining the behavior of the fields at the dielectric interface. 

Let us first consider the interface between two dielectrics having permittivities 
e, and e» and occupying regions 1 and 2, as shown in Figure 5.10. We first examine 


Region 1 
€ 


tan 1 


Region 2 


—T 
Bas 2 & 


Figure 5.10 The boundary between perfect dielectrics of permittivities eı 
and ea. The continuity of Dj, is shown by the gaussian surface on the right, 
and the continuity Of Etan Is shown by the line integral about the closed path 
at the left. 


(urn) 


Illustrations 
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the tangential components by using 


Pr-au=0 


around the small closed path on the left, obtaining 
Ekan ı Aw — Ekan2 Aw =0 


The small contribution to the line integral by the normal component of E along 
the sections of length Ah becomes negligible as Ah decreases and the closed path 
crowds the surface. Immediately, then, 


Exanı = Eran2 (32) 


Evidently, Kirchhoff’s voltage law is still applicable to this case. Certainly we have 
shown that the potential difference between any two points on the boundary that are 
separated by a distance Aw is the same immediately above or below the boundary. 

If the tangential electric field intensity is continuous across the boundary, then 
tangential D is discontinuous, for 


Dianı Din? 
— Exanı — Evan 2 — 
€ & 
or 
Din ı € 
=— (33) 
Dun 2 & 


The boundary conditions on the normal components are found by applying 
Gauss’s law to the small “pillbox” shown at the right in Figure 5.10. The sides are 
again very short, and the flux leaving the top and bottom surfaces is the difference 


DyıAS — DmAS = AO = PsAS 


from which 


Dyı- Dr=ps (34) 


What is this surface charge density? It cannot be a bound surface charge density, 
because we are taking the polarization of the dielectric into effect by using a dielectric 
constant different from unity; that is, instead of considering bound charges in free 
space, we are using an increased permittivity. Also, it is extremely unlikely that any 
‚free charge is on the interface, for no free charge is available in the perfect dielectrics 
we are considering. This charge must then have been placed there deliberately, thus 
unbalancing the total charge in and on this dielectric body. Except for this special 
case, then, we may assume ps is zero on the interface and 


Dxı = Dia (35) 


CHAPTER 5 Conductors and Dielectrics 


or the normal component of D is continuous. It follows that 
eiEnı = &En (36) 


and normal E is discontinuous. 

Equations (32) and (34) can be written in terms of field vectors in any direction, 
along with the unit normal to the surface as shown in Figure 5.10. Formally stated, 
the boundary conditions for the electric flux density and the electric field strength at 
the surface of a perfect dielectric are 


Di -D)).n=», 37) 
which is the general statement of Eq. (32), and 
(Ei = E>) xn=0 (38) 


generally states Eq. (34). This construction was used previously in Eqs. (17) and (18) 
for a conducting surface, in which the normal or tangential components of the fields 
are obtained through the dot product or cross product with the normal, respectively. 

These conditions may be used to show the change in the vectors D and 
E at the surface. Let D, (and E,) make an angle 9, with a normal to the surface 
(Figure 5.11). Because the normal components of D are continuous, 


Dyı = Dı cos0, = D,cos% = Da (39) 


The ratio of the tangential components is given by (33) as 


Dean ı Dı sin 0 € 


Dan Dsn © 
or 


&D; sin@, = €, D, sin % (40) 


tan | 


Din? 


Figure 5.11 The refraction ofData 

dielectric interface. For the case shown, 

eı > ©; Eı and E> are directed along D; 
and D», with Di > Da and FE} < En. 
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and the division of this equation by (39) gives 


tan d} € 


= 41 
tan & © au 
In Figure 5.11 we have assumed that eı > &2, and therefore 0, > &. 
The direction of E on each side of the boundary is identical with the direction of 
D, because D = eE. 
The magnitude of D in region 2 may be found from Eg. (39) and (40), 


2 
Be Di c082 4 + (2) sin? 6, (42) 
€ 
and the magnitude of E; is 
€ 2 
E, = Ei, [sin 9, + (=) cos? dı (43) 
& 


An inspection of these equations shows that D is larger in the region of larger permit- 
tivity (unless 0, = 0 = 0° where the magnitude is unchanged) and that E is larger 
in the region of smaller permittivity (unless 0, = & = 90°, where its magnitude is 
unchanged). 


Complete Example 5.4 by finding the fields within the Teflon (e, = 2.1), given the 
uniform external field Eout = Eva; in free space. 


Solution. We recall that we had a slab of Teflon extending from x =0tox = a, 
as shown in Figure 5.12, with free space on both sides of it and an external field 
Eout = Eoarx. We also have Dout = EeoEoa, and Pout = 0. 

Inside, the continuity of Dy at the boundary allows us to find that D;„ = Dout = 
eoEoa,. This gives us Ein = Din/€E = eo Eva, /(ereo) = 0.476Eya,. To get the polar- 
ization field in the dielectric, we use D= e&gE + P and obtain 


P;n = Din — €&oEin = &oEoax — 0.476eu Eyax = 0.524eyEya, 


Summarizing then gives 


D;, = &oEoa, ((<x<a) 
E;n = 0.476E9aı: ((<x<a) 
P;n = 0.524e9 Eoax (O<x<a) 


A practical problem most often does not provide us with a direct knowledge of 
the field on either side of the boundary. The boundary conditions must be used to help 
us determine the fields on both sides of the boundary from the other information that 
is given. 
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E=E, —— 
D= ©. — 


P=0® 


x=0 x=a 


Figure 5.12 A knowledge of the electric field external to the dielectric 
enables us to find the remaining external fields first and then to use the 
continuity of normal D to begin finding the internal fields. 


D5.9. Let Region 1 (z < 0) be composed of a uniform dielectric material 
for which e, = 3.2, while Region 2 (z > 0) is characterized by e, = 2. Let 
D, = -30a, + 50a, + 70a, nC/m? and find: (a) Dyı; (b)D.1; (c) D.1: (d) Di; 
(e)od1s(y) Pi. 


Ans. 70 nC/m?; —30a, + 50a, nC/m?; 58.3 nC/m?; 91.1 nC/m?; 39.8°; —20.6ax + 
34.4a, + 48.1a, nC/m? 

D5.10. Continue Problem D5.9 by finding: (a) Dx>; (b) D,2; (c) D>; (d) P>; 
(e) . 


Ans. 70a; nC/m?; —18.75a, + 31.25a, nC/m?; —18.75a, + 31.25a, + 70a; nC/m?; 
—9.38a, + 15.63a, + 35a; nC/m?; 27.5° 
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CHAPTER 5 PROBLEMS 


5.18 Given the current density J= — 10*[sin(2x)e "a, + cos(2x)e ”a,] kA/m? 
(a) Find the total current crossing the plane y = 1 in the a, direction in the 
regionO<x<1,0<z<2.(b) Find the total current leaving the region 
0<x,y<1,2<z< 3 by integrating J- dS over the surface of the cube. 
(c) Repeat part (b), but use the divergence theorem. 


5.2] GivnJ=- 10-*ya, + xa,) A/m?, find the current crossing the y = 0 
plane in the —a, direction between z = O and I, and x = O and 2. 


5.3| Let J = 400 sin /(r? + 4) a, A/m?. (a) Find the total current flowing 
through that portion of the spherical surface r = 0.8, bounded by 
0.In <9 <0.37,0 <& < 2. (b) Find the average value of J over the 
defined area. 


5.44 If volume charge density is given as p, = (cos wt)/r? C/m? in spherical 
coordinates, find J. It is reasonable to assume that J is not a function of @ or &. 


5.5| Let J = 25/pa, — 20/(p? + 0.01) a. A/m?. (a) Find the total current 
crossing the plane z = 0.2 in the a, direction for 0 < 0.4. (b) Calculate 
op,/dt.(c) Find the outward current crossing the closed surface defined by 
p=0.01,e=04A,z=0,andz = 0.2. (d) Show that the divergence 
theorem is satisified for J and the surface specified in part (c). 


5.61 In spherical coordinates, a current density J= —k/(r sin0)ag A/m? exists in 
a conducting medium, where k is a constant. Determine the total current in 
the a, direction that crosses a circular disk of radius R, centered on the z axis 
and located at (a)z=0;(b)z =h. 


5.71 Assuming that there is no transformation of mass to energy or vice versa, itis 
possible to write a continuity equation for mass. (a) If we use the continuity 
equation for charge as our model, what quantities correspond to J and p,? 
(b) Given acube 1 cm ona side, experimental data show that the rates at 
which mass is leaving each of the six faces are 10.25, —9.85, 1.75, —2.00, 
—4.05, and 4.45 mg/s. If we assume that the cube is an incremental volume 
element, determine an approximate value for the time rate of change of 
density at its center. 


5.8| A truncated cone has a height of 16 cm. The circular faces on the top and 
bottom have radii of 2 mm and 0.1 mm, respectively. If the material from 
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which this solid cone is constructed has a conductivity of 2 x 10° S/m, use 
some good approximations to determine the resistance between the two 
circular faces. 


(a) Using data tabulated in Appendix C, calculate the required diameter for a 
2-m-long nichrome wire that will dissipate an average power of 450 W when 
120 V rms at 60 Hz is applied to it. (b) Calculate the rms current density in 
the wire. 


5.10 N large brass washer has a 2-cm inside diameter, a 5-cm outside diameter, 


and is 0.5 cm thick. Its conductivity iso = 1.5 x 107 S/m. The washer is cut 
in half along a diameter, and a voltage is applied between the two rectangular 
faces of one part. The resultant electric field in the interior of the half-washer 
is E = (0.5/P) a, V/m in cylindrical coordinates, where the z axis is the axis 
of the washer. (a) What potential difference exists between the two 
rectangular faces? (b) What total current is flowing? (c) What is the 
resistance between the two faces? 


5.11] Two perfectly conducting cylindrical surfaces of length £ are located at 


p=3and po =5 cm. The total current passing radially outward through the 
medium between the cylinders is 3 A dc. (a) Find the voltage and resistance 
between the cylinders, and E in the region between the cylinders, if a 
conducting material having o = 0.05 S/m is present for 3 < po <5 cm. 

(b) Show that integrating the power dissipated per unit volume over the 
volume gives the total dissipated power. 


5.12] Two identical conducting plates, each having area A, are located atz = 0 and 


z = d. The region between plates is filled with a material having z-dependent 
conductivity, o(z) = one */@, where o9 is a constant. Voltage Vo is applied to 
the plate at z = d; the plate at z = 0 is at zero potential. Find, in terms of the 
given parameters, (a) the resistance of the material; (b) the total current 
flowing between plates; (c) the electric field intensity E within the material. 


5.131 A hollow cylindrical tube with a rectangular cross section has external 


dimensions of 0.5 in. by l in. and a wall thickness of 0.05 in. Assume that the 
material is brass, for which o = 1.5 x 107 S/m. A current of 200 A de is 
flowing down the tube. (a) What voltage drop is present across a 1 m length 
of the tube? (b) Find the voltage drop if the interior of the tube is filled with 
a conducting material for which o = 1.5 x 10° S/m. 


5.141 A rectangular conducting plate lies in the xy plane, occupying the region 


0<x<a,0<y< b. An identical conducting plate is positioned directly 
above and parallel to the first, at z = d. The region between plates is filled 
with material having conductivity o (x) = one” */@, where on is a constant. 
Voltage V» is applied to the plate atz = d; the plate atz = 0 is at zero 
potential. Find, in terms of the given parameters, (a) the electric field 
intensity E within the material; (b) the total current flowing between plates; 
(c) the resistance of the material. 
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5.15] Le V = 10(o + 1)2? cos $ V in free space. (a) Let the equipotential surface 
V = 20 V define a conductor surface. Find the equation of the conductor 
surface. (b) Find po and E at that point on the conductor surface where d = 
0.27 and z = 1.5. (c) Find |ps| at that point. 


5.16] A coaxial transmission line has inner and outer conductor radii a and b. 
Between conductors (a < o < b) lies a conductive medium whose 
conductivity is 0 (0) = on/p, where oo is a constant. The inner conductor is 
charged to potential Vo, and the outer conductor is grounded. (a) Assuming 
dc radial current / per unit length in z, determine the radial current density 
field J in A/m?. (b) Determine the electric field intensity E in terms of / and 
other parameters, given or known. (c) By taking an appropriate line integral 
ofEE as found in part (b), find an expression that relates Vo to /. (d) Find an 
expression for the conductance of the line per unit length, G. 


5.17] Given the potential field V = 100xz/(x” + 4) V in free space: (a) Find D at 
the surface z = 0. (b) Show that the z = O surface is an equipotential surface. 
(c) Assume that the z = 0 surface is a conductor and find the total charge on 
that portion of the conductor definedby0 <x <2,-3<y<0. 


5.18 | Two parallel circular plates of radius a are located atz =0andz = d. The 
top plate (z = d) is raised to potential Vo; the bottom plate is grounded. 
Between the plates is a conducting material having radial-dependent 
conductivity, 0 (pP) = 00p, where op is a constant. (a) Find the p-independent 
electric field strength, E, between plates. (b) Find the current density, J 
between plates. (c) Find the total current, 7, in the structure. (d) Find the 
resistance between plates. 


5.19] Let V = 20x? yz — 102? V in free space. (a) Determine the equations of the 
equipotential surfaces on which V = 0 and 60 V. (b) Assume these are 
conducting surfaces and find the surface charge density at that point on the 
V = 60 V surface wherex =2andz = 1. It is known that O < V < 60V is 
the field-containing region. (c) Give the unit vector at this point that is 
normal to the conducting surface and directed toward the V = 0 surface. 


5.20) Two point charges of — 1007 uC are located at (2, —1, 0) and (2, 1,0). The 
surface x = 0 is a conducting plane. (a) Determine the surface charge 
density at the origin. (b) Determine ps at P(0, h, 0). 


5.21} Let the surface y =Obe a perfect conductor in free space. Two uniform 
infinite line charges of 30 nC/m each are located atx = 0, y = 1, and 
x=0,y=2.(a) LetV =Oatthe plane y = 0, and find V at P(1, 2,0). 
(b)FindEat P. 


5.22 | The line segmentx=0,-1<y<1,z = 1, carries a linear charge density 
pr = r|y| uC/m. Letz =Obeaconducting plane and determine the surface 
charge density at: (a) (0, 0,0); (b) (0, 1,0). 
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5.23 l A dipole with p = 0.la, uC- mis located at A(1, 0, 0) in free space, and the 
x = 0 plane is perfectly conducting. (a) Find V at P(2,0, 1). (b) Find the 
equation of the 200 V equipotential surface in rectangular coordinates. 


5.24) Ata certain temperature, the electron and hole mobilities in intrinsic 
germanium are given as 0.43 and 0.21 m?/V - s, respectively. If the electron 
and hole concentrations are both 2.3 x 10'° m”, find the conductivity at this 
temperature. 


5.25] Electron and hole concentrations increase with temperature. For pure 
silicon, suitable expressions are po, = —p. = 62007 !>e7WV/T C/m?. 
The functional dependence of the mobilities on temperature is given by 
un = 2.3 x 10°T 7 m?/V sand u. = 2.1 x 10°T?? m?/V : s, where the 
temperature, 7, is in degrees Kelvin. Find o at: (a) 0°C; (b) 40°C; (c) 80°C. 


5.26 A semiconductor sample has a rectangular cross section 1.5 by 2.0 mm, and a 
length of 11.0 mm. The material has electron and hole densities of 1.8 x 108 
and 3.0 x 10!° m, respectively. If 1. = 0.082 m?/V :s and u = 0.0021 
m?/ Vs, find the resistance offered between the end faces of the sample. 


5.27 Atomic hydrogen contains 5.5 x 107° atoms/m°at a certain temperature and 
pressure. When an electric field of 4 kV/m is applied, each dipole formed by 
the electron and positive nucleus has an effective length of 7.1 x 10"? m. 
(a) Find P. (b) Find e,. 


5.28 | Find the dielectric constant of a material in which the electric flux density is 
four times the polarization. 


5.29] A coaxial conductor has radii a = 0.8 mm and b = 3 mm and a polystyrene 
dielectric for which e, = 2.56. E P= (2/p)a, nC/m? in the dielectric, find 
(a) D and E as functions of p; (b) V., and x.. (c) If there are 4 x 10'? 
molecules per cubic meter in the dielectric, find p(p). 


5.30 Consider a composite material made up of two species, having number 
densities N, and N» molecules/m?, respectively. The two materials are 
uniformly mixed, yielding a total number density of N = Nı + N». The 
presence of an electric field E induces molecular dipole moments pı and pa 
within the individual species, whether mixed or not. Show that the dielectric 
constant of the composite material is given by e, = fe,ı + (1 — f)e,2, where 
f is the number fraction of species 1 dipoles in the composite, and where e;,ı 
and e,, are the dielectric constants that the unmixed species would have if 
each had number density N. 


5.31] The surface x = 0 separates two perfect dielectrics. For x > 0, lete, = 
€e,ı = 3, while e,a = 5 where x < 0. IFE, = 80a, — 60a, — 30a, V/m, find 
(a) Enı; (b) Erı; (c) Eı; (d) the angle 0, between E, and a normal to the 
surface; (e) Da; (f) Dr>; (g) D>; (h) Ps; (i) the angle 0, between E> and a 
normal to the surface. 
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5.32 | Two equal but opposite-sign point charges of 3 „C are held x meters apart by 
a spring that provides a repulsive force given by F,, = 12(0.5— x)N. 
Without any force of attraction, the spring would be fully extended to 0.5 m. 
(a) Determine the charge separation. (b) What is the dipole moment? 


5.33 l Two perfect dielectrics have relative permittivities e,ı = 2 and e,a = 8. The 
planar interface between them is the surface x — y + 2z = 5. The origin lies 
in region 1. IfE, = 100a, + 200a, — 50a; V/m, find E». 


5.341 Region 1 (x > 0) is a dielectric with e,ı = 2, while region 2(x < 0) has 
e,2 =5. Let E; = 20a, — 10a, + 50a; V/m. (a) Find D>. (b) Find the energy 
density in both regions. 


5.35] Let the cylindrical surfaces 0 = 4 cm and 0 = 9 cm enclose two wedges of 
perfect dielectrics, e,ı =2for0 <d <r/2andea =5forn/2<d<2m. 
If E, = (2000/p)a, V/m, find (a) E>; (b) the total electrostatic energy stored 
ina l m length of each region. 


CHAPTER 


Capacitance 


apacitance measures the capability of energy storage in electrical devices. 

It can be deliberately designed for a specific purpose, or it may exist as 

an unavoidable by-product of the device structure that one must live with. 
Understanding capacitance and its impact on device or system operation is critical in 
every aspect of electrical engineering. 

A capacitor is a device that stores energy; energy thus stored can either be as- 
sociated with accumulated charge or it can be related to the stored electric field, 
as was discussed in Section 4.8. In fact, one can think of a capacitor as a device 
that stores electric flux, in a similar way that an inductor — an analogous device — 
stores magnetic flux (or ultimately magnetic field energy). We will explore this in 
Chapter 8. A primary goal in this chapter is to present the methods for calculating 
capacitance for a number of cases, including transmission line geometries, and to be 
able to make judgments on how capacitance will be altered by changes in materials 
or their configuration. # 


6.1 CAPACITANCE DEFINED 


Consider two conductors embedded in a homogeneous dielectric (Figure 6.1). Con- 
ductor M; carries a total positive charge O, and Mı carries an equal negative charge. 
There are no other charges present, and the total charge of the system is zero. 

We now know that the charge is carried on the surface as a surface charge density 
and also that the electric field is normal to the conductor surface. Each conductor 
is, moreover, an equipotential surface. Because M,» carries the positive charge, the 
electric flux is directed from M> to M,, and M; is at the more positive potential. In 
other words, work must be done to carry a positive charge from Mı to M». 

Let us designate the potential difference between M» and Mı as Vo. We may now 
define the capacitance of this two-conductor system as the ratio of the magnitude 
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Figure 6.1 Two oppositely charged 
conductors Mı and Ms surrounded by a uniform 
dielectric. The ratio of the magnitude of the 
charge on either conductor to the magnitude of 
the potential difference between them is the 
capacitance ©. 


of the total charge on either conductor to the magnitude of the potential difference 
between conductors, 


2 
er (1) 


In general terms, we determine O by a surface integral over the positive conductors, 
and we find Vo by carrying a unit positive charge from the negative to the positive 
surface, 


$,eE-dS 


- [TE-dL n 
The capacitance is independent of the potential and total charge, for their ratio 
is constant. If the charge density is increased by a factor of N, Gauss’s law indicates 
that the electric flux density or electric field intensity also increases by N, as does the 
potential difference. The capacitance is a function only of the physical dimensions of 
the system of conductors and of the permittivity of the homogeneous dielectric. 
Capacitance is measured in farads (F), where a farad is defined as one coulomb 
per volt. Common values of capacitance are apt to be very small fractions of a farad, 
and consequently more practical units are the microfarad (uF), the nanofarad (nF), 
and the picofarad (pF). 
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6.2 PARALLEL-PLATE CAPACITOR 


We can apply the definition of capacitance to a simple two-conductor system in which 
the conductors are identical, infinite parallel planes with separation d (Figure 6.2). 
Choosing the lower conducting plane atz = O and the upper one atz = d, a uniform 
sheet of surface charge +ps on each conductor leads to the uniform field [Section 
2.5, Eq. (18)] 


Bo. 
€ 


where the permittivity of the homogeneous dielectric is e, and 
D= psa; 


Note that this result could be obtained by applying the boundary condition at a 
conducting surface (Eq. (18), Chapter 5) at either one of the plate surfaces. Referring 
to the surfaces and their unit normal vectors in Fig. 6.2, wheren, = a; andn, = —a;, 
we find on the lower plane: 


D.n| ,„=D-a.=», => D=p,a, 
On the upper plane, we get the same result 


D.n,| ‚=P Ca)=-Ps => D=p,a; 


This is a key advantage of the conductor boundary condition, in that we need to 
apply it only to a single boundary to obtain the total field there (arising from all other 


sources). 
The potential difference between lower and upper planes is 


lower 0 
n=-[ ee 
upper da € € 


Since the total charge on either plane is infinite, the capacitance is infinite. A more 
practical answer is obtained by considering planes, each of area $S, whose linear 
dimensions are much greater than their separation d. The electric field and charge 


Conductor surface ps e=d 


n u 
Uniform surface E 


charge density 


N, 
Conductor surface +Pps z=0 


Figure 6.2 The problem of the parallel-plate 
capacitor. The capacitance per square meter of 
surface area is e/d. 
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distribution are then almost uniform at all points not adjacent to the edges, and this 
latter region contributes only a small percentage of the total capacitance, allowing us 
to write the familiar result 


=== — 3) 


More rigorously, we might consider Eq. (3) as the capacitance of a portion of the 
infinite-plane arrangement having a surface area $. Methods of calculating the effect 
of the unknown and nonuniform distribution near the edges must wait until we are 
able to solve more complicated potential problems. 


Calculate the capacitance of a parallel-plate capacitor having a mica dielectric, e, = 6, 
a plate area of 10 in.?, and a separation of 0.01 in. 


Solution. We may find that 


S = 10 x 0.0254? = 6.45 x 10° m? 
d = 0.01 x 0.0254 = 2.54 x 10°! m 


and therefore 
= 6 x 8.854 x 10-1? x 6.45 x 10°? 
u 2.54 x 10* 

A large plate area is obtained in capacitors of small physical dimensions by 
stacking smaller plates in 50- or 100-decker sandwiches, or by rolling up foil plates 
separated by a flexible dielectric. 

Table C.1 in Appendix C also indicates that materials are available having di- 
electric constants greater than 1000. 

Finally, the total energy stored in the capacitor is 


= 1.349 nF 


or 


(4) 


which are all familiar expressions. Equation (4) also indicates that the energy stored 
in a capacitor with a fixed potential difference across it increases as the dielectric 
constant of the medium increases. 
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D6.1. Find the relative permittivity of the dielectric material present in a 
parallel-plate capacitor if: (a) $S = 0.12 m’,d = 80 um, Vo = 12 V, and the 
capacitor contains 1 uJ of energy; (b) the stored energy density is 100 J/m?, 
Vo) = 200 V, and d = 45 um; (c) E = 200 kV/m and ps = 20 uC/m?. 


Ans. 1.05; 1.14; 11.3 
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6.3 SEVERAL CAPACITANCE EXAMPLES 


As a first brief example, we choose a coaxial cable or coaxial capacitor of inner 
radius a, outer radius b, and length L. No great derivational struggle is required, 
because the potential difference is given as Eq. (11) in Section 4.3, and we find the 
capacitance very simply by dividing this by the total charge p,L in the length Z. 
Thus, 


= 2rteLl 
 In(b/a) 


6) 


Next we consider a spherical capacitor formed of two concentric spherical con- 
ducting shells of radius a and b,b > a. The expression for the electric field was 
obtained previously by Gauss’s law, 


% 


— Aner? 
where the region between the spheres is a dielectric with permittivity e. The expression 
for potential difference was found from this by the line integral [Section 4.3, Eq. (12)]. 


Thus, 
1 1 
werl! 
Ane\a b 


Here O represents the total charge on the inner sphere, and the capacitance becomes 


r 


Rn [) = Arne 
a | 1 (6) 


a b 


If we allow the outer sphere to become infinitely large, we obtain the capacitance 
of an isolated spherical conductor, 


C = Area (7) 


For a diameter of I cm, or a sphere about the size of a marble, 
C = 0.556 pF 


in free space. 
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1 d 
er 
es 8 


Conducting 
plates 


Figure 6.3 A parallel-plate capacitor containing two 


dielectrics with the dielectric interface parallel to the conducting 


plates. 


Coating this sphere with a different dielectric layer, for which e = eı, extending 


fomr=ator=[n,, 


Di. 2 
Anr? 
O 
E; = Peer (a<r<r) 
___0 
 Areor? men 
and the potential difference is 
“ Odr " Odr 
Vi - Vo = 
> „, Aneır? oo Arreor? 
1/1 1 1 
ee 
Ar Eeı \a rı Eori 
Therefore, 
Ar 
C 


ig ( 3 1 
+ 
€] a rı Eegri 


(8) 


In order to look at the problem of multiple dielectrics a little more thoroughly, 
let us consider a parallel-plate capacitor of area $S and spacing d, with the usual 
assumption that d is small compared to the linear dimensions of the plates. The 
capacitance is e]S/d, using a dielectric of permittivity e,. Now replace a part of 
this dielectric by another of permittivity e>, placing the boundary between the two 


dielectrics parallel to the plates (Figure 6.3). 


Some of us may immediately suspect that this combination is effectively two 


capacitors in series, yielding a total capacitance of 
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where Cı = eı$/dı and Ca = &2S/d>. This is the correct result, but we can obtain it 
using less intuition and a more basic approach. 

Because the capacitance definition, C = O/V,involves a charge and a voltage, 
we may assume either and then find the other in terms of it. The capacitance is not a 
function of either, but only of the dielectrics and the geometry. Suppose we assume 
a potential difference Vo between the plates. The electric field intensities in the two 
regions, Ez and E,, are both uniform, and Vo = Eıdı + Eadh. At the dielectric 
interface, E is normal, and our boundary condition, Eq. (35) Chapter 5, tells us that 
Dyı = Dn2, 0reı Ei = Er. This assumes (correctly) that there is no surface charge 
at the interface. Eliminating E> in our Vo relation, we have 

Vo 
dı + dı(eı /e) 

and the surface charge density on the lower plate therefore has the magnitude 


Vo 
psı = Dı =aHı = 0.8 
Mia 


€ € 


Eı 


Because Dı = D», the magnitude of the surface charge is the same on each plate. 
The capacitance is then 


C= — — — 


es v &S Cı © 


As an alternate (and slightly simpler) solution, we might assume a charge O on 
one plate, leading to a charge density O/S and a value of D that is also O/S. This is 
true in both regions, as Dyı = Da and D is normal. Then Ei = D/eı = O/(cıS), 
Er = D/& = O/(&S), and the potential differences across the regions are V; = 
Eıdı = Odı /(eıS), and V) = Erdı = Odh)/(&S). The capacitance is 


oO oO 1 
— — 9 
Zr ag: 0 
as N 


How would the method of solution or the answer change if there were a third 
conducting plane along the interface? We would now expect to find surface charge on 
each side of this conductor, and the magnitudes of these charges should be equal. In 
other words, we think of the electric lines not as passing directly from one outer plate 
to the other, but as terminating on one side of this interior plane and then continuing 
on the other side. The capacitance is unchanged, provided, of course, that the added 
conductor is of negligible thickness. The addition of a thick conducting plate will 
increase the capacitance if the separation of the outer plates is kept constant, and this 
is an example of a more general theorem which states that the replacement of any 
portion ofthe dielectric by aconducting body will cause an increase in the capacitance. 

If the dielectric boundary were placed normal to the two conducting plates and 
the dielectrics occupied areas of $; and 55, then an assumed potential difference Vo 
would produce field strengths E}L = Ea = Vn/d. These are tangential fields at the 


C= 
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interface, and they must be equal. Then we may find in succession Dı, Da, Psı, Ps2, 
and O, obtaining a capacitance 


hy $ 
ce -ar+c (10) 


as we should expect. 

At this time we can do very little with a capacitor in which two dielectrics 
are used in such a way that the interface is not everywhere normal or parallel to 
the fields. Certainly we know the boundary conditions at each conductor and at the 
dielectric interface; however, we do not know the fields to which to apply the boundary 
conditions. Such a problem must be put aside until our knowledge of field theory has 
increased and we are willing and able to use more advanced mathematical techniques. 


D6.2. Determine the capacitance of: (a) a 1-ft length of 35B/U coaxial cable, 
which has an inner conductor 0.1045 in. in diameter, a polyethylene dielectric 
(e, = 2.26 from Table C.1), and an outer conductor that has an inner diameter of 
0.680 in.; (b) aconducting sphere of radius 2.5 mm, covered with apolyethylene 
layer 2 mm thick, surrounded by a conducting sphere of radius 4.5 mm; (c) two 
rectangular conducting plates, | cm by 4 cm, with negligible thickness, between 
which are three sheets of dielectric, each 1 cmby 4 cm, and 0.1 mm thick, having 
dielectric constants of 1.5, 2.5, and 6. 


Ans. 20.5 pF; 1.41 pF; 28.7 pF 


6.4 CAPACITANCE OF A TWO-WIRE LINE 


We next consider the problem of the two-wire line. The configuration consists of two 
parallel conducting cylinders, each of circular cross section, and we will find complete 
information about the electric field intensity, the potential field, the surface-charge- 
density distribution, and the capacitance. This arrangement is an important type of 
transmission line, as is the coaxial cable. 

We begin by investigating the potential field of two infinite line charges. Figure 6.4 
shows a positive line charge in the xz plane atx = a and a negative line charge at 


x = —a. The potential of a single line charge with zero reference at aradius of Ro is 
R 
V= PL a 
2te R 


We now write the expression for the combined potential field in terms of the radial 
distances from the positive and negative lines, R, and Rs», respectively, 


PL Rıo Rxo pr ,_ RıoR2 
= In In = In 
2ITE Rı Rs 2rte RooRı 
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PL z +pL 


Figure 6.4 Two parallel infinite line charges carrying opposite 
charge. The positive line is atx = a, y = 0, and the negative line 
isatx=-a,y=0.A general point P(x, y,0) inthe xy plane is 
radially distant Rı and R; from the positive and negative lines, 
respectively. The equipotential surfaces are circular cylinders. 


We choose Rıo = R»o, thus placing the zero reference at equal distances from each 
line. This surface is the x = 0 plane. Expressing Rı and Rs in terms of x and y, 


21.22 21.2 
vn ta) +y _ PL met +y am 
Irre (x-a%”+y? Ane (x-a%+y? 


In order to recognize the equipotential surfaces and adequately understand the 
problem we are going to solve, some algebraic manipulations are necessary. Choosing 
an equipotential surface V = Vı, we define X, as a dimensionless parameter that is 
a function of the potential V\, 


Kı= etreVil/pr (12) 
so that 
2 2 
wo R+a) +y 

R=-ar+y 

After multiplying and collecting like powers, we obtain 
5 1 
x” — 2ax +y+a=0 
= 


We next work through a couple of lines of algebra and complete the square, 
Kı + 1 2 2 2ay Kı a 
x-a +y = | — 
Kı-1 Kı -1 


This shows thatthe V = V, equipotential surface is independent of z (oris acylinder) 
and intersects the xy plane in a circle of radius 5, 


bo 2av Kı 
—Kı-1 
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which is centered atx = h, y = 0), where 
Kı+l 
=a 
Kı -1 
Now let us attack a physical problem by considering a zero-potential conducting 
plane located at x = 0, and a conducting cylinder of radius b and potential Vy with 
its axis located a distance h from the plane. We solve the last two equations for a and 
Kı in terms of the dimensions b and h, 


a=yh?—b? (13) 
and 
h+vh?—b? 
ms a (14) 
But the potential of the cylinder is Vo, so Eq. (12) leads to 
Ri = ee Vo/pı 
Therefore, 
Arte Vo 
= 15 
ae K, (15) 


Thus, given h, b, and Vo), we may determine a, pr, and the parameter X. The 
capacitance between the cylinder and plane is now available. For a length Z in the z 
direction, we have 

pıL ArteL 2rteL 


V iInKı InYKı 


C= 


or 


= 2rteL _ 2rreL (16) 
Inh + /n? = p2)/b] cosh”!(h/b) 

The solid line in Figure 6.5 shows the cross section of a cylinder of 5 m radius 
at a potential of 100 V in free space, with its axis 13 m distant from a plane at zero 
potential. Thus, b = 5, h = 13, Vo = 100, and we rapidly find the location of the 
equivalent line charge from Eg. (13), 


a=yh-b=y13?-52=12m 


the value of the potential parameter X from Eg. (14), 


el ur 


vVKı= Kı =25 
1 j2 5 1 
the strength of the equivalent line charge from Eg. (15), 
AneVo An x 8.854 x 10°? x 100 
AT nR, 1n25 en 
and the capacitance between cylinder and plane from Eg. (16), 
2 2r x 8.854 x 10”? 
ne 2 — 34.6 pF/m 


u cosh”'(h/b) _ cosh”!(13/5) 
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Figure 6.5 Anumerical example of the 
capakcitance, linear charge density, position of an 
equivalent line charge, and characteristics of the 
mid-equipotential surface for a cylindrical 
conductor of 5 m radius at a potential of 100 V, 
parallel to and 13 m from a conducting plane at 
zero potential. 


We may also identify the cylinder representing the 50 V equipotential surface by 
finding new values for X}, h, and b. We first use Eq. (12) to obtain 


—12 9 
Kı = etteılpı — 47 x8.854x10-°x50/3.46x10° _ 5.00 


Then the new radius is 


2ayYRı 2x 125 


b= = = 13.42 m 
K,-1 5-1 
and the corresponding value of h becomes 
ya 1 S+l 
heat =" im 
“X —1 5-1 


This cylinder is shown in color in Figure 6.5. 
The electric field intensity can be found by taking the gradient of the potential 
field, as given by Eq. (11), 


“ta” +y? 
E= n 
Ate (x -a)”+y? 
Thus, 
pr | 2(x +a)a, +2ya, 2(x — a)a, + 2ya, 
Ane| (a+a%”+y? (x-a)”+),? 
and 


D=eE= PL ze 


R+a?+y? ar 23, 
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If we evaluate D, atx = h-b, y = 0, we may obtain Ps ,max 


pl h-b+a h-b-a 
2r|(h-b+a% (h-b-a) 


PS,max = — D, .x=n-b,y=0 — 


For our example, 

3.46x 10° f 13-5+12 13-5-12 
27 >= 122? (13-5 - 12) 

Similarly, Os,min = Dy,x=n+b,,=o, and 


3.46 x 10° FI 13+5-12 


PS.max = | = 0.165 nC/m? 


PS,min = 


= 0.073 nC/m? 
Ir 30? 6 


Thus, 
PS,max = 2.255 min 
If we apply Eq. (16) to the case of a conductor for which b « h, then 


In[(h + vn? — b?)/b] = Inich + h)/b]=In(2h/b) 
and 
2rreL 
 In@h/b) 
The capacitance between two circular conductors separated by a distance 2h 
is one-half the capacitance given by Eqs. (16) or (17). This last answer is of inter- 


est because it gives us an expression for the capacitance of a section of two-wire 
transmission line, one of the types of transmission lines studied later in Chapter 13. 


(b<h) (17) 


D6.3. A conducting cylinder with a radius of 1 cm and at a potential of 20 V is 
parallelto aconducting plane which is at zero potential. The plane is 5 cm distant 
from the cylinder axis. If the conductors are embedded in a perfect dielectric 
for which e, =4.5, find: (a) the capacitance per unit length between cylinder 
and plane; (b) Ps.max on the cylinder. 


Ans. 109.2 pF/m; 42.6 nC/m? 


6.5 USING FIELD SKETCHES TO ESTIMATE 
CAPACITANCE IN TWO-DIMENSIONAL 
PROBLEMS 


In capacitance problems in which the conductor configurations cannot be easily de- 
scribed using a single coordinate system, other analysis techniques are usually applied. 
Such methods typically involve a numerical determination of field or potential values 
over a grid within the region of interest. In this section, another approach is described 
that involves making sketches of field lines and equipotential surfaces in a manner 
that follows a few simple rules. This approach, although lacking the accuracy of more 
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elegant methods, allows fairly quick estimates of capacitance while providing a useful 
visualization of the field configuration. 

The method, requiring only pencil and paper, is capable of yielding good accu- 
racy if used skillfully and patiently. Fair accuracy (5 to 10 percent on a capacitance 
determination) may be obtained by a beginner who does no more than follow the 
few rules and hints of the art. The method to be described is applicable only to fields 
in which no variation exists in the direction normal to the plane of the sketch. The 
procedure is based on several facts that we have already demonstrated: 


1. A conductor boundary is an equipotential surface. 


2. Theelectric field intensity and electric flux density are both perpendicular to the 
equipotential surfaces. 


3. EandD are therefore perpendicular to the conductor boundaries and possess 
zero tangential values. 


4. The lines of electric flux, or streamlines, begin and terminate on charge and 
hence, in a charge-free, homogeneous dielectric, begin and terminate only on 
the conductor boundaries. 


We consider the implications of these statements by drawing the streamlines on 
a sketch that already shows the equipotential surfaces. In Figure 6.6a, two conductor 
boundaries are shown, and equipotentials are drawn with a constant potential differ- 
ence between lines. We should remember that these lines are only the cross sections 
ofthe equipotential surfaces, which are cylinders (although not circular). No variation 
in the direction normal to the surface of the paper is permitted. We arbitrarily choose 
to begin a streamline, or flux line, at A on the surface of the more positive conductor. 
It leaves the surface normally and must cross at right angles the undrawn but very 
real equipotential surfaces between the conductor and the first surface shown. The 
line is continued to the other conductor, obeying the single rule that the intersection 
with each equipotential must be square. 

In a similar manner, we may start at B and sketch another streamline ending 
at B’. We need to understand the meaning of this pair of streamlines. The streamline, 


Equipotentials 


2 


B 
2 auat 
Conductor &A4_\-- AZ, \AL\ 
u LIT SE 
en EN Conductor “\ u g' 
boundary ALN 
(a) (b) 


Figure 6.6 (a) Sketch ofthe equipotential surfaces between two conductors. The 
increment of potential between each of the two adjacent equipotentials is the same. 
(b) One flux line has been drawn from A to A’, and a second from Bto B’. 
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by definition, is everywhere tangent to the electric field intensity or to the electric flux 
density. Because the streamline is tangent to the electric flux density, the flux density 
is tangent to the streamline, and no electric flux may cross any streamline. In other 
words, if there is a charge of 5 uC on the surface between A and B (and extending 
1 m into the paper), then 5 uC of flux begins in this region, and all must terminate 
between A’ and B’. Such a pair of lines is sometimes called a flux tube, because it 
physically seems to carry flux from one conductor to another without losing any. 

We next construct a third streamline, and both the mathematical and visual in- 
terpretations we may make from the sketch will be greatly simplified if we draw this 
line starting from some point C chosen so that the same amount of flux is carried in 
the tube BC as is contained in AB. How do we choose the position of C? 

The electric field intensity at the midpoint of the line joining A to B may be 
found approximately by assuming a value for the flux in the tube AB, say AW, which 
allows us to express the electric flux density by AW/AZL,, where the depth of the tube 
into the paper is Il mand AZ, is the length of the line joining A to B. The magnitude 
of Eisthen 


1 AW 
Ba2 
e AL, 

We may also find the magnitude of the electric field intensity by dividing the 
potential difference between points A and A, lying on two adjacent equipotential 
surfaces, by the distance from A to Aı. If this distance is designated ALy and an 
increment of potential between equipotentials of AV is assumed, then 

AV 
— ALn 

This value applies most accurately to the point at the middle of the line segment 
from A to Aı, while the previous value was most accurate at the midpoint of the line 
segment from A to B. If, however, the equipotentials are close together (AV small) 
and the two streamlines are close together (AW small), the two values found for the 
electric field intensity must be approximately equal, 

1 AW AV 
eAL, Aly 

Throughout our sketch we have assumed a homogeneous medium (e constant), a 
constant increment of potential between equipotentials (AV constant), and a constant 
amount of flux per tube (AW constant). To satisfy all these conditions, Eq. (18) shows 
that 


(18) 


VE; 1 AY 
= constant = — 


Ve an (19) 
INTERN: e AV 


A similar argument might be made at any point in our sketch, and we are therefore 
led to the conclusion that a constant ratio must be maintained between the distance 
between streamlines as measured along an equipotential, and the distance between 
equipotentials as measured along a streamline. It is this ratio that must have the same 
value at every point, not the individual lengths. Each length must decrease in regions 
of greater field strength, because AV is constant. 
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Figure 6.7 The remaining of the 
streamlines have been added to 

Fig. 6.6b by beginning each new line 
normally to the conductor and 
maintaining curvilinear squares 
throughout the sketch. 


The simplest ratio we can use is unity, and the streamline from B to B’ shown in 
Figure 6.65 was started at a point for which AL, = ALy. Because the ratio of these 
distances is kept at unity, the streamlines and equipotentials divide the field-containing 
region into curvilinear squares, a term implying a planar geometric figure that differs 
from a true square in having slightly curved and slightly unequal sides but which 
approaches a square as its dimensions decrease. Those incremental surface elements 
in our three coordinate systems which are planar may also be drawn as curvilinear 
squares. 

We may now sketch in the remainder of the streamlines by keeping each small 
box as square as possible. One streamline is begun, an equipotential line is roughed 
in, another streamline is added, forming a curvilinear square, and the map is gradually 
extended throughout the desired region. The complete sketch is shown in Figure 6.7. 

The construction of a useful field map is an art; the science merely furnishes 
the rules. Proficiency in any art requires practice. A good problem for beginners is 
the coaxial cable or coaxial capacitor, since all the equipotentials are circles while the 
flux lines are straight lines. The next sketch attempted should be two parallel circular 
conductors, where the equipotentials are again circles but with different centers. Each 
of these is given as a problem at the end of the chapter. 

Figure 6.8 shows acompleted map for a cable containing a square inner conductor 
surrounded by a circular conductor. The capacitance is found from C = O/Vn by 
replacing O by NOAO = NoAWY, where No is the number of flux tubes joining 
the two conductors, and letting Vo = NyAV, where Ny is the number of potential 
increments between conductors, 


_ NoAQ 
—_ NyAV 


and then using Eg. (19), 


No AL, _Ng 
= € =eE 
Ny ALn Nv 


(20) 
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Figure 6.8 An example of a curvilinear-square 
field map. The side of the square is two-thirds the 
radius of the circle. N, =4andNa =8x 3.25 

x 26, and therefore C = eoNa/Nv = 57.6 pF/m. 


since AL,/ALnx = 1. The determination of the capacitance from a flux plot merely 
consists of counting squares in two directions, between conductors and around either 


conductor. From Figure 6.8 we obtain 


8x 3.25 
de 0. = 57.6 pF/m 


Ramo, Whinnery, and Van Duzer have an excellent discussion with examples 


of the construction of field maps by curvilinear squares. They offer the following 


suggestions:! 


1. Plan on making a number of rough sketches, taking only a minute or so apiece, 
before starting any plot to be made with care. The use of transparent paper over 
the basic boundary will speed up this preliminary sketching. 

2. Divide the known potential difference between electrodes into an equal number 
of divisions, say four or eight to begin with. 

3. Begin the sketch of equipotentials in the region where the field is known best, 
for example, in some region where it approaches a uniform field. Extend the 
equipotentials according to your best guess throughout the plot. Note that they 
should tend to hug acute angles of the conducting boundary and be spread out 


in the vicinity of obtuse angles of the boundary. 


! By permission from S. Ramo, J. R. Whinnery, and T. Van Duzer, pp. 51-52. See References at the end 
of this chapter. Curvilinear maps are discussed on pp. 50-52. 
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Draw in the orthogonal set of field lines. As these are started, they should form 
curvilinear squares, but, as they are extended, the condition of orthogonality 
should be kept paramount, even though this will result in some rectangles with 
ratios other than unity. 

Look at the regions with poor side ratios and try to see what was wrong with the 
first guess of equipotentials. Correct them and repeat the procedure until 
reasonable curvilinear squares exist throughout the plot. 

In regions of low field intensity, there will be large figures, often of five or six 
sides. To judge the correctness of the plot in this region, these large units should 
be subdivided. The subdivisions should be started back away from the region 
needing subdivision, and each time a flux tube is divided in half, the potential 
divisions in this region must be divided by the same factor. 


D6.4. Figure 6.9 shows the cross section of two circular cylinders at potentials 
ofO and 60 V. The axes are parallel and the region between the cylinders is air- 
filled. Equipotentials at 20 V and 40 V are also shown. Prepare a curvilinear- 
square map on the figure and use it to establish suitable values for: (a) the 
capacitance per meter length; (b) E at the left side of the 60 V conductor if its 
true radius is 2 mm; (c) ps at that point. 


Ans. 69 pF/m; 60 kV/m; 550 nC/m? 


Figure 6.9 See Problem D6.4. 
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6.6 POISSON’S AND LAPLACE’S EQUATIONS 


In preceding sections, we have found capacitance by first assuming a known charge 
distribution on the conductors and then finding the potential difference in terms of 
the assumed charge. An alternate approach would be to start with known potentials 
on each conductor, and then work backward to find the charge in terms of the known 
potential difference. The capacitance in either case is found by the ratio O/V. 

The first objective in the latter approach is thus to find the potential function 
between conductors, given values of potential on the boundaries, along with possible 
volume charge densities in the region of interest. The mathematical tools that enable 
this to happen are Poisson’s and Laplace’s equations, to be explored in the remainder 
of this chapter. Problems involving one to three dimensions can be solved either ana- 
lytically or numerically. Laplace’s and Poisson’s equations, when compared to other 
methods, are probably the most widely useful because many problems in engineering 
practice involve devices in which applied potential differences are known, and in 
which constant potentials occur at the boundaries. 

Obtaining Poisson’s equation is exceedingly simple, for from the point form of 
Gauss’s law, 


V-D=», (21) 
the definition of D, 
D=eE (22) 
and the gradient relationship, 
E=-VV (23) 


by substitution we have 
V-D=V.(eE) = -V :(eVV) = 


or 


way (24) 

€ 

for ahomogeneous region in which e is constant. 
Equation (24) is Poisson’s equation, but the “double V” operation must be inter- 
preted and expanded, at least in rectangular coordinates, before the equation can be 


useful. In rectangular coordinates, 


CHAPTER 6 Capacitance 


nd (7) + d ()+ d (*) 
9x \ 9x oy \ oy d2\ 92 
m; EV ,9V 
dar 9 92 


and therefore 


(25) 


Usually the operation V - V is abbreviated V? (and pronounced “del squared”), a good 
reminder of the second-order partial derivatives appearing in Eq. (5), and we have 


”Vv 89V Due Pu 


re 
Be Te @ 


(26) 


in rectangular coordinates. 

If 9%, = 0, indicating zero volume charge density, but allowing point charges, 
line charge, and surface charge density to exist at singular locations as sources of the 
field, then 


NV 0 (27) 


which is Laplace’s equation. The V? operation is called the Laplacian of V. 
In rectangular coordinates Laplace’s equation is 


=0 (rectangular) (28) 


and the form of V?V in cylindrical and spherical coordinates may be obtained by using 
the expressions for the divergence and gradient already obtained in those coordinate 
systems. For reference, the Laplacian in cylindrical coordinates is 


1ı9/ 93V 1 (9°V o?°V 
vV’V = lindrical 29 
ee as 


and in spherical coordinates is 


VV= 2 Be Br 
(‚ + mE (sin =) ee: 398 (spherical) 


(30) 


These equations may be expanded by taking the indicated partial derivatives, but it is 
usually more helpful to have them in the forms just given; furthermore, it is much easier 
to expand them later if necessary than itis to put the broken pieces back together again. 

Laplace’s equation is all-embracing, for, applying as it does wherever volume 
charge density is zero, it states that every conceivable configuration of electrodes 
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or conductors produces a field for which V?V = 0. All these fields are different, 
with different potential values and different spatial rates of change, yet for each 
of them V?V = 0. Because every field (if p, = 0) satisfies Laplace’s equation, 
how can we expect to reverse the procedure and use Laplace’s equation to find one 
specific field in which we happen to have an interest? Obviously, more information is 
required, and we shall find that we must solve Laplace’s equation subject to certain 
boundary conditions. 

Every physical problem must contain at least one conducting boundary and usu- 
ally contains two or more. The potentials on these boundaries are assigned values, 
perhaps Vo, Vı,... , or perhaps numerical values. These definite equipotential sur- 
faces will provide the boundary conditions for the type of problem to be solved. In 
other types of problems, the boundary conditions take the form of specified values of 
E (alternatively, a surface charge density, ps) on an enclosing surface, or a mixture 
of known values of VandE. 

Before using Laplace’s equation or Poisson’s equation in several examples, we 
must state that ifour answer satisfies Laplace’s equation and also satisfiesthe boundary 
conditions, then it is the only possible answer. This is a statement of the Uniqueness 
Theorem, the proof of which is presented in Appendix D. 


D6.5. Calculate numerical values for V and p, at point P in free space if: 


4yz 2 ur 
(Oo) we a2 3) D)EVE— 50.16C0SsP Oma oe RD — 3’ 
% 
2cos® 
BEMRIE) Ve al Ba 0882 45.40: 60,)% 
Ta 


Ans. 12 V, -106.2 pC/m?; —22.5 V,0;4 V,0 


6.7 EXAMPLES OF THE SOLUTION 
OF LAPLACE’S EQUATION 


Several methods have been developed for solving Laplace’s equation. The simplest 
method is that of direct integration. We will use this technique to work several exam- 
ples involving one-dimensional potential variation in various coordinate systems in 
this section. 

The method of direct integration is applicable only to problems that are “one- 
dimensional,” or in which the potential field is a function of only one of the three 
coordinates. Since we are working with only three coordinate systems, it might seem, 
then, that there are nine problems to be solved, but a little reflection will show that 
a field that varies only with x is fundamentally the same as a field that varies only 
with y. Rotating the physical problem a quarter turn is no change. Actually, there are 
only five problems to be solved, one in rectangular coordinates, two in cylindrical, 
and two in spherical. We will solve them all. 

First, let us assume that V is a function only of x and worry later about which 
physical problem we are solving when we have a need for boundary conditions. 
Laplace’s equation reduces to 

9° V 


ax 
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and the partial derivative may be replaced by an ordinary derivative, since V is nota 
function of y orz, 


d’V 
FF 2 
We integrate twice, obtaining 
dV 
ur 
and 
V=Ax+B (3D 


where A and B are constants of integration. Equation (31) contains two such constants, 
as we would expect for a second-order differential equation. These constants can be 
determined only from the boundary conditions. 

Since the field varies only with x and is not a function of y and z, then Visa 
constant if x is a constant or, in other words, the equipotential surfaces are parallel 
planes normal to the x axis. The field is thus that of a parallel-plate capacitor, and as 
soon as we specify the potential on any two planes, we may evaluate our constants of 
integration. 


Start with the potential function, Eq. (31), and find the capacitance of a parallel-plate 
capacitor of plate area S, plate separation d, and potential difference Vo between 
plates. 
Solution. Take V=0atx=0andV = Vynatx = d. Then from Eg. (31), 
V. 
A=— B=0 
d 


and 


= Vox 


7 (32) 


We still need the total charge on either plate before the capacitance can be found. 
We should remember that when we first solved this capacitor problem, the sheet of 
charge provided our starting point. We did not have to work very hard to find the 
charge, for all the fields were expressed in terms of it. The work then was spent in 
finding potential difference. Now the problem is reversed (and simplified). 

The necessary steps are these, after the choice of boundary conditions has been 
made: 


1. Given V, use E= —-VV to findE. 

UseD= eEtofindD. 

Evaluate D at either capacitor plate, D= Ds; = Dyan. 
Recognize that os = Dn. 


punN 


Find Q by a surface integration over the capacitor plate, O = |, s ps dS. 
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Here we have 


V=W- 
V. 
E= BL 
d 
V. 
D= mn 
d 
Vo 
Ds; =D = mr 
an = 4, 
Vo 
Dx = nr = ps 
—eVWn VS 
O= / dS = 
s d d 
and the capacitance is 
IQ| _ es 
Ce—=-— 33 
er (33) 


We will use this procedure several times in the examples to follow. 


Because no new problems are solved by choosing fields which vary only with y or 
with z in rectangular coordinates, we pass on to cylindrical coordinates for our next 
example. Variations with respect to z are again nothing new, and we next assume 
variation with respect to p only. Laplace’s equation becomes 


1 ( —) 
p dp \ 9p 


Noting the p in the denominator, we exclude 0 = 0 from our solution and then 
multiply by o and integrate, 


where a total derivative replaces the partial derivative because V varies only with o. 
Next, rearrange, and integrate again, 


V=Alp+B (34) 


The equipotential surfaces are given by o = constant and are cylinders, and the 
problem is that of the coaxial capacitor or coaxial transmission line. We choose a 
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potential difference of Vo by letingV=Watp=a,V =0atp=b,b>a,and 
obtain 


7, In(d/p) 
I mnb/a) 


(35) 


from which 


Vo 1 

p Inbja)” 
€ V 

aln(b/a) 

e Vo2naL 

aln(b/a) 


Del, 


— In(bJa) 3) 


which agrees with our result in Section 6.3 (Eg. (5)). 


EXAMPLE 6.4 


Now assume that V is a function only of & in cylindrical coordinates. We might look 
at the physical problem first for a change and see that equipotential surfaces are given 
by & = constant. These are radial planes. Boundary conditions might be V = Oat 
®=0and V = Voat® = a, leading to the physical problem detailed in Figure 6.10. 


Insulating 
gap v 


Figure 6.10 Two infinite radial planes with an 
interior angle «. An infinitesimal insulating gap exists 
ato = 0. The potential field may be found by applying 
Laplace’s equation in cylindrical coordinates. 
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Laplace’s equation is now 


p? 98? 
We exclude 0 = 0 and have 
d’V 
19? _ 
The solution is 
V=Ad+B 


The boundary conditions determine A and B, and 


v=w® (37) 
a 


Taking the gradient of Eq. (37) produces the electric field intensity, 


Vo as 
ap 


= (38) 


and it is interesting to note that E is a function of o and not of &. This does not 
contradict our original assumptions, which were restrictions only on the potential 
field. Note, however, that the vector field E is in the & direction. 

A problem involving the capacitance of these two radial planes is included at the 
end of the chapter. 


We now turn to spherical coordinates, dispose immediately of variations with respect 
to & only as having just been solved, and treat first V=V(r). 
The details are left for a problem later, but the final potential field is given by 


L (39) 


where the boundary conditions are evidentiy V=0atr=bandV=Watr=a, 
b > a. The problem is that of concentric spheres. The capacitance was found previ- 
ously in Section 6.3 (by a somewhat different method) and is 


Arte 


1 (40) 
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EXAMPLE 6.6 


In spherical coordinates we now restrict the potential function to V = V (0), obtaining 


1 d dV 
- sin =( 
r?: sind d@ do 
We excluder =0and@ =0Oorr and have 
dV 


sind — = A 
do 


Ado 
V= - +B 
sin 


which is not as obvious as the previous ones. From integral tables (or agood memory) 
we have 


The second integral is then 


0 
V= Atnl tn :) +B (41) 


The equipotential surfaces of Eq. (41) are cones. Figure 6.11 illustrates the case 
where V=0at9 =n/2andV = V,at® =a,a < r/2. We obtain 


(2) 
In tanz 
V= WW (42) 


Inl tan 
n N 
2; 


Gap 
Ve 


V=0 


Figure 6.11 Forthecone 0 = «a at Vo, and the 
plane =r/2atV = 0, the potential field is given by 
V = VolIn(tan 0 /2)]/[In(tan «/2)]. 
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In order to find the capacitance between a conducting cone with its vertex sepa- 
rated from a conducting plane by an infinitesimal insulating gap and its axis normal 
to the plane, we first find the field strength: 


er 17 
E=-VV= = I a9 
r 00 . ( x) 
r sind In| tan < 
2 
The surface charge density on the cone is then 
—=E Vo 
Ps= 
: a 
r sin in( tan 2) 
2 
producing a total charge O, 
—eW Ir maddar 
e hl 


sin snein(un%) tan < =)" 
—2reyV, ne 
= TTEO VO N de 
() 


7 
In| tan < 
(v3) 


This leads to an infinite value of charge and capacitance, and it becomes necessary to 
consider a cone of finite size. Our answer will now be only an approximation because 
the theoretical equipotential surface is 0 = «&, a conical surface extending from r = 0 
tor = 00, whereas our physical conical surface extends only from r = 0 to, say, 
r = rı. The approximate capacitance is 


2 
Be Br (43) 


In| cot 2 
2 


If we desire amore accurate answer, we may make an estimate of the capacitance 
of the base of the cone to the zero-potential plane and add this amount to our answer. 
Fringing, or nonuniform, fields in this region have been neglected and introduce an 
additional source of error. 


D6.6. Find |E| at ?(3, 1,2) in rectangular coordinates for the field of: (a) 
two coaxial conducting cylinders, V= 50 Vatpo =2m,andV = 20V 
ate = 3 m; (b) two radial conducting planes, V= 50 Vatd = 10°, and 
Ve D208V A005 30% 


Ans. 23.4 V/m; 27.2 V/m 
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6.8 EXAMPLE OF THE SOLUTION 
OF POISSON’S EQUATION: THE P-N 
JUNCTION CAPACITANCE 


To select areasonably simple problem that might illustrate the application of Poisson’s 
equation, we must assume that the volume charge density is specified. This is not 
usually the case, however; in fact, it is often the quantity about which we are seeking 
further information. The type of problem which we might encounter later would 
begin with a knowledge only of the boundary values of the potential, the electric 
field intensity, and the current density. From these we would have to apply Poisson’s 
equation, the continuity equation, and some relationship expressing the forces on 
the charged particles, such as the Lorentz force equation or the diffusion equation, 
and solve the whole system of equations simultaneously. Such an ordeal is beyond 
the scope of this text, and we will therefore assume a reasonably large amount of 
information. 

As an example, let us select a pn junction between two halves of a semiconductor 
bar extending in the x direction. We will assume that the region for x < 0 is doped p 
type and that the region for x > Oisntype. The degree of doping is identical on each 
side of the junction. To review some of the facts about the semiconductor junction, 
we note that initially there are excess holes to the left of the junction and excess 
electrons to the right. Each diffuses across the junction until an electric field is built 
up in such a direction that the diffusion current drops to zero. Thus, to prevent more 
holes from moving to the right, the electric field in the neighborhood of the junction 
must be directed to the left; E, is negative there. This field must be produced by a net 
positive charge to the right of the junction and a net negative charge to the left. Note 
that the layer of positive charge consists of two parts—the holes which have crossed 
the junction and the positive donor ions from which the electrons have departed. 
The negative layer of charge is constituted in the opposite manner by electrons and 
negative acceptor ions. 

The type of charge distribution that results is shown in Figure 6.12a, and the 
negative field which it produces is shown in Figure 6.12. After looking at these two 
figures, one might profitably read the previous paragraph again. 

A charge distribution of this form may be approximated by many different 
expressions. One of the simpler expressions is 


x x 
pP = 2Pyo sech — tanh — (44) 
a a 


which has a maximum charge density P, max = Pyo that occurs atx = 0.881a. The 
maximum charge density 2,0 is related to the acceptor and donor concentrations N, 
and N, by noting that all the donor and acceptor ions in this region (the depletion 
layer) have been stripped of an electron or a hole, and thus 


Pro = eNa= eNa 
We now solve Poisson’s equation, 


Vz 
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Figure 6.12 (a) The charge density, (b) the electric field intensity, and 

(c) the potential are plotted for a pn junction as functions of distance from 
the center of the junction. The p-type material is on the left, and the n-type 
is on the right. 
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subject to the charge distribution assumed above, 
d’V 2p, x x 
Be sech — tanh 
dx? € a a 


in this one-dimensional problem in which variations with y and z are not present. We 
integrate once, 


dV  2p, 
EL +Cı 
dx a 
and obtain the electric field intensity, 
2p, 
E,=- en sech — Cı 
€ a 


To evaluate the constant of integration C'|, we note that no net charge density and no 
fields can exist far from the junction. Thus, as x — +00, E, must approach zero. 
Therefore C| = 0, and 


2p, 
I PER el (45) 
a 
Integrating again, 
Ap,oa? 
V= Su tan Te“ + ©, 
€ 


Let us arbitrarily select our zero reference of potential at the center of the junction, 
x=(; 


Ap,oa? n 
0= Proa® IT +06 
€ 4 
and finally, 
4pyoa? i 
ver (an er 2) (46) 
€ 4 


Figure 6.12 shows the charge distribution (a), electric field intensity (b), and the 
potential (c), as given by Egqs. (44), (45), and (46), respectively. 

The potential is constant once we are a distance of about 4a or 5a from the 
Junction. The total potential difference Vo across the junction is obtained from Eg. (46), 


nu 2rp,oa? 


Vo) = Vo — Vs = (47) 


€ 
This expression suggests the possibility of determining the total charge on one side of 
the junction and then using Egq. (47) to find a junction capacitance. The total positive 
charge is 


= x x 
0O= s/ 2p,osech- tanh - dx = 2p,0aS 
N) a a 


where $ is the area of the junction cross section. If we make use of Eq. (47) to eliminate 
the distance parameter a, the charge becomes 


0=5 nn (48) 
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Because the total charge is a function of the potential difference, we have to be careful 
in defining a capacitance. Thinking in “circuit” terms for a moment, 


and thus 


By differentiating Eq. (48), we therefore have the capacitance 


| PvE es 
C= Ss = — 49 
2rrVy 2rra en) 


The first form of Eq. (49) shows that the capacitance varies inversely as the square 
root ofthe voltage. That is, a higher voltage causes a greater separation of the charge 
layers and a smaller capacitance. The second form is interesting in that it indicates 
that we may think ofthe junction as a parallel-plate capacitor with a “plate” separation 
of 2ra. In view of the dimensions of the region in which the charge is concentrated, 
this is a logical result. 

Poisson’s equation enters into any problem involving volume charge density. 
Besides semiconductor diode and transistor models, we find that vacuum tubes, mag- 
netohydrodynamic energy conversion, and ion propulsion require its use in construct- 
ing satisfactory theories. 


D6.7. In the neighborhood of a certain semiconductor junction, the volume 
charge density is given by p, = 750 sech 10°rx tanh 106rx C/m?. The di- 
electric constant of the semiconductor material is 10 and the junction area is 
2x 10°’ m?. Find: (a) Vo; (b) C; (c) E at the Junction. 


Ans. 2.70 V; 8.85 pF; 2.70 MV/m 


D6.8. Given the volume charge density op, = —2 x 10’eo,/x C/m? in free 
space,let V=0atx=0Oandlet V=2Vatx = 2.53mm. Atx = I mm, find: 
(a) V;(b) Ey. 


Ans. 0.302 V; —555 V/m 
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6.11 


621 


6.3) 


6.41 


6.51 


6.6) 


6.71 


Consider a coaxial capacitor having inner radius a, outer radius b, unit 
length, and filled with a material with dielectric constant, e,. Compare this to 
a parallel-plate capacitor having plate width w, plate separation d, filled with 
the same dielectric, and having unit length. Express the ratio b/a in terms of 
the ratio d/w, such that the two structures will store the same energy for a 
given applied voltage. 


Let S = 100 mm?, d = 3 mm, and e, = 12 for a parallel-plate capacitor. 
(a) Calculate the capacitance. (b) After connecting a 6-V battery across the 
capacitor, calculate E, D, O, and the total stored electrostatic energy. 

(c) With the source still connected, the dielectric is carefully withdrawn 
from between the plates. With the dielectric gone, recalculate E, D, O, and 
the energy stored in the capacitor. (d) If the charge and energy found in 
part (c) are less than the values found in part (b) (which you should have 
discovered), what became of the missing charge and energy? 


Capacitors tend to be more expensive as their capacitance and 

maximum voltage Vnax increase. The voltage Vmax is limited by the field 
strength at which the dielectric breaks down, Ep. Which of these dielectrics 
will give the largest CV ax product for equal plate areas? (a) Air: e, = 1, 
E5p = 3 MV/m. (b) Barium titanate: e, = 1200, Egp = 3 MV/m. (c) Silicon 
dioxide: e, = 3.78, Egp = 16 MV/m. (d) Polyethylene: e, = 2.26, Ezp = 
4.7 MV/m. 


An air-filled parallel-plate capacitor with plate separation d and plate 
area A is connected to a battery that applies a voltage Vn between 
plates. With the battery left connected, the plates are moved apart to a 
distance of 10d. Determine by what factor each of the following 
quantities changes: (a) Vo; (b) C; (c) E; (d) D; (e) O; (f) ps; (g) Wr. 


A parallel-plate capacitor is filled with a nonuniform dielectric characterized 
bye, =2+2x 10°x?, where x is the distance from one plate in meters. 
If S = 0.02m? and d = I mm, find C. 


Repeat Problem 6.4, assuming the battery is disconnected before the plate 
separation is increased. 


Let e,ı =2.5for0O <y<1lmm,e&,2 =4forl <y <3 mm, and e,; for 
3<y <5 mm (region 3). Conducting surfaces are present at y = 0 and 


ww) 


Quizzes 
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y =5 mm. Calculate the capacitance per square meter of surface area 
if (a) region 3 is air; (b) €,3 = €,1; (C) €r3 = €r2; (d) region 3 is silver. 


681 A parallel-plate capacitor is made using two circular plates of radius a, with 
the bottom plate on the xy plane, centered at the origin. The top plate is 
located atz = d, with its center on the z axis. Potential Vo is on the top plate; 
the bottom plate is grounded. Dielectric having radially dependent 
permittivity fills the region between plates. The permittivity is given by 
e(p) = eo(l + p?/a?). Find (a) E; (b)D; (c) Q; (d) C. 


6.94 Two coaxial conducting cylinders of radius 2 cm and 4 cm have a length 
of I m. The region between the cylinders contains a layer of dielectric from 
p=ctop=d withe, = 4. Find the capacitance if(a)ce=2cm,d=3 cm; 
(b) d = 4 cm, and the volume of the dielectric is the same as in part (a). 


6.104 A coaxial cable has conductor dimensions of a = 1.0 mm and b = 2.7 mm. 
The inner conductor is supported by dielectric spacers (e, = 5) in the 
form of washers with a hole radius of 1 mm and an outer radius of 2.7 mm, 
and with a thickness of 3.0 mm. The spacers are located every 2 cm down 
the cable. (a) By what factor do the spacers increase the capacitance per 
unit length? (5) If 100 V is maintained across the cable, find E at all points. 


6.114 Two conducting spherical shells have radiia = 3 cm and b = 6 cm. The 
interior is a perfect dielectric for which e, = 8. (a) Find C. (b) A portion of 
the dielectric is now removed so that e, = 1.0,0 <d <r/2,ande, = 8, 
n/2<gd<2rn.AgainfindC. 


6.121 (a) Determine the capacitance of an isolated conducting sphere of radius a in 
free space (consider an outer conductor existing atr — 00). (b) The sphere is 
to be covered with a dielectric layer of thickness d and dielectric contant e,. If 
e, = 3, find d in terms of a such that the capacitance is twice that of part (a). 


6.13 With reference to Figure 6.5, letb = 6m, h = 15 m, and the conductor 
potential be 250 V. Take e = eu. Find values for K, p,,a,and C. 


6.14 | Two #16 copper conductors (1.29 mm diameter) are parallel with a separation 
d between axes. Determine d so that the capacitance between wires in air 
is 30 pF/m. 


6.15] A 2-cm-diameter conductor is suspended in air with its axis 5 cm from a 
conducting plane. Let the potential of the cylinder be 100 V and that of the 
plane be O V. (a) Find the surface charge density on the cylinder at a point 
nearest the plane. (b) Plane at a point nearest the cylinder; (c) find 
the capacitance per unit length. 


6.16  Consider an arrangement of two isolated conducting 
surfaces of any shape that form a capacitor. Use the definitions of capacitance 
(Eq. (2) in this chapter) and resistance (Eq. (14) in Chapter 5) to show 
that when the region between the conductors is filled with either conductive 
material (conductivity o) or a perfect dielectric (permittivity e), the resulting 
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resistance and capacitance of the structures are related through the simple 
formula RC = e/o. What basic properties must be true about both the 
dielectric and the conducting medium for this condition to hold for certain? 


6.17} Construct a curvilinear-square map for a coaxial capacitor of 3 cm inner 
radius and 8 cm outer radius. These dimensions are suitable for the drawing. 
(a) Use your sketch to calculate the capacitance per meter length, assuming 
e, = 1. (b) Calculate an exact value for the capacitance per unit length. 


6.18 4 Construct a curvilinear-square map of the potential field about two 
parallel circular cylinders, each of 2.5 cm radius, separated by a center- 
to-center distance of 13 cm. These dimensions are suitable for the actual 
sketch if symmetry is considered. As a check, compute the capacitance 
per meter both from your sketch and from the exact formula. Assume e, = 1. 


6.19 3 Construct a curvilinear-square map of the potential field between two 
parallel circular cylinders, one of 4 cm radius inside another of 8 cm radius. 
The two axes are displaced by 2.5 cm. These dimensions are suitable for 
the drawing. As a check on the accuracy, compute the capacitance per meter 
from the sketch and from the exact expression: 


2ITE 
cosh“! [(a? + b? — D?)/(2ab)] 


where a and b are the conductor radii and D is the axis separation. 


6.201 A solid conducting cylinder of 4 cm radius is centered within a rectangular 
conducting cylinder with a 12 cm by 20 cm cross section. (a) Make a full-size 
sketch of one quadrant of this configuration and construct a curvilinear-square 
map for its interior. (b) Assume €e = eu and estimate C per meter length. 


6.21] The inner conductor of the transmission line shown in Figure 6.13 has a 
square cross section 2a x 2a, whereas the outer square is 4a x 5a. The axes 
are displaced as shown. (a) Construct a good-sized drawing of this 
transmission line, say with a = 2.5 cm, and then prepare a curvilinear-square 
plot of the electrostatic field between the conductors. (b) Use the map to 
calculate the capacitance per meter length if e = 1.6e0. (c) How would your 
result to part (b) change ifa = 0.6 cm? 


6.22] Two conducting plates, each 3 x 6 cm, and three slabs of dielectric, each 
1x 3x 6cm, and having dielectric constants of 1, 2, and 3, are assembled 
into a capacitor with d = 3 cm. Determine the two values of capacitance 
obtained by the two possible methods of assembling the capacitor. 


6.23] A two-wire transmission line consists of two parallel perfectly conducting 
cylinders, each having a radius of 0.2 mm, separated by a center-to-center 
distance of 2 mm. The medium surrounding the wires hase, =3 ando = 
1.5 mS/m. A 100-V battery is connected between the wires. (a) Calculate 
the magnitude of the charge per meter length on each wire. (b) Using 
the result of Problem 6.16, find the battery current. 
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Figure 6.13 See Problem 6.21. 


6.241 A potential field in free space is given in spherical coordinates as 


Lp0/(6e0)] [3a® — r”] (r <a) 
Ve) = , 
(a’po)/Beor) (r 2a) 
where po and a are constants. (a) Use Poisson’s equation to 
find the volume charge density everywhere. (b) Find the total charge present. 


6.251 LetV = 2xy’z’ ande = e,.Given point P(1,2, —1), find. (a)V at P;(b)Eat 
P;(c) p, at P; (d) the equation of the equipotential surface passing 
through P; (e) the equation of the streamline passing through ?P. (f) Does V 
satisfy Laplace’s equation? 


6.26} Given the spherically symmetric potential field in free space, V = Vne "/“, 
find. (a) p, atr = a; (b) the electric field atr = a; (c) the total charge. 


6.271 Let v@x, y) = 4e?”* + f(x) — 3y? in a region of free space where p, = 0. 
It is known that both E, and V are zero at the origin. Find f(x) and V(x, y). 
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6.28 | Show that in a homogeneous medium of conductivity o, the potential field 
V satisfies Laplace’s equation if any volume charge density present does 
not vary with time. 


6.29 | Given the potential field V = (Ap* + Bp*) sin 4b: (a) Show that V’V =0. 
(b) Select A and B so that V = 100 V and JE| = 500 Vmat Pop =1, 
$=25°%,2=2). 


6.308 A parallel-plate capacitor has plates located atz=0andz =d. The region 
between plates is filled with a material that contains volume charge of uniform 
density oo C/m? and has permittivity €. Both plates are held at ground 
potential. (a) Determine the potential field between plates. (b) Determine the 
electric field intensity E between plates. (c) Repeat parts (a) and (b) for the 
case of the plate atz = d’ raised to potential V,, with the z = 0 plate grounded. 


6.31} Let V = (cos 2d)/p in free space. (a) Find the volume charge density at 
point A(0.5, 60°, 1). (b) Find the surface charge density on a conductor 
surface passing through the point B(2, 30°, 1). 


6.321 A uniform volume charge has constant density p, = po C/m? and fills the 
region r < a, in which permittivity e is assumed. A conducting spherical 
shell is located atr = a and is held at ground potential. Find (a) the 
potential everywhere; (b) the electric field intensity, E, everywhere. 


6.33 | The functions Vı (pP, ®,z) and V>(p, ®,z) both satisfy Laplace’s equation 
intheregiona <p<b,0<d <?2n,—L<z<L;each is zero on 
the surfacese =bfor-—L<z<L; z=-Lfora<p<b,andz=L for 
a << b;and each is 100 V on the surfacep =afor—L<z<L.(a)In 
the region specified, is Laplace’s equation satisfied by the functions Vı + V>, 
Vı — Wr», Vı + 3, and Vı V2? (b) On the boundary surfaces specified, are the 
potential values given in this problem obtained from the functions V|ı + V>, 
Vı - 1%», Vı + 3, and V; Va? (c) Are the functions Vı + V), Vı - V;, 
Vı +3, and V} V; identical with V,? 


6.34 | Consider the parallel-plate capacitor of Problem 6.30, but this time the 
charged dielectric exists only between z= 0 and z = b, whereb <.d. 
Free space fills the region b < z < d. Both plates are at ground 
potential. By solving Laplace’s and Poisson’s equations, find (a) V (z) 
for0 <z <d; (b) the electric field intensity for O <z <d. 
No surface charge exists atz = b, so both V and D are continuous there. 


6.35] The conducting planes 2x + 3y = 12 and 2x +3y = 18 are at potentials 
of 100 V and 0, respectively. Lete = eu and find (a) V at P(5,2,6); (b)E 
at P. 


6.36 3 The derivation of Laplace’s and Poisson’s equations assumed constant 
permittivity, but there are cases of spatially varying permittivity in which the 
equations will still apply. Consider the vector identity, V-(YG)=G-Vy+ 
%V -G, where y and G are scalar and vector functions, respectively. 
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Figure 6.14 See Problem 6.39. 


Determine a general rule on the allowed directions in which e may vary 
with respect to the local electric field. 


6.371 Coaxial conducting cylinders are located at o = 0.5 cm and po = 1.2 cm. 
The region between the cylinders is filled with a homogeneous perfect 
dielectric. If the inner cylinder is at 100 V and the outer at O V, find 
(a) the location of the 20 V equipotential surface; (b) E, max; (€) €, if the 
charge per meter length on the inner cylinder is 20 nC/m. 


6.38 | Repeat Problem 6.37, but with the dielectric only partially filling 
the volume, within 0 < & < z, and with free space in the remaining volume. 


6.39 | The two conducting planes illustrated in Figure 6.14 are 
defined by 0.001 < go < 0.120 m,0 <z < 0.1m, d = 0.179 and 0.188 rad. 
The medium surrounding the planes is air. For Region 1, 0.179 <& < 0.188; 
neglect fringing and find (a) V (6); (b) E(p); (c) D(p); (d) p, on the upper 
surface of the lower plane; (e) O on the upper surface of the lower plane. 
(‚f) Repeat parts (a) through (c) for Region 2 by letting the location of 
the upper plane be & = .188 — 27, and then find 9, and O on the lower 
surface of the lower plane. (g) Find the total charge on the lower plane and 
the capacitance between the planes. 


6.401 A parallel-plate capacitor is made using two circular plates 
of radius a, with the bottom plate on the xy plane, centered at the origin. 
The top plate is located at z = d, with its center on the z axis. Potential Vo 
is on the top plate; the bottom plate is grounded. Dielectric having radially 
dependent permittivity fills the region between plates. The permittivity 
is given by e(p) = eo(l+ fa”. Find (a)V (z); (b) E; (c) O;(d) CC. 
This is a reprise of Problem 6.8, but it starts with Laplace’s equation. 


6.414 Concentric conducting spheres are located tr =5 mmand r = 20 mm. 
The region between the spheres is filled with a perfect dielectric. If 
the inner sphere is at 100 V and the outer sphere is atO V (a) Find the 
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location of the 20 V equipotential surface. (b) Find E,,max- (c) Find e;, if 
the surface charge density on the inner sphere is 1.0 uC/m?. 


6.42] The hemisphere 0 <r <a,0 < 0 < m/2, is composed of homogeneous 
conducting material of conductivity o. The flat side of the hemisphere 
rests on a perfectly conducting plane. Now, the material within the 
conical region <9 <a,0 <r <a is drilled out and replaced with 
material that is perfectly conducting. An air gap is maintained between the 
r =Otip of this new material and the plane. What resistance 
is measured between the two perfect conductors? Neglect fringing fields. 


6.431 Two coaxial conducting cones have their vertices at the origin and the z axis 
as their axis. Cone A has the point A(1,0, 2) on its surface, while cone B 
has the point B(0, 3, 2) on its surface. Let Va = 100 V and Vz = 20 V. Find 
(a) @ for each cone; (b) V at P(1,1,1). 


6.441 A potential field in free space is given as V = 100 1Intan(9/2) +50 V. 
(a) Find the maximum value of |E,| on the surface 0 = 40° 
for 0.1 <r < 0.8 m, 60° < d < 90°. (b) Describe the surface V = 80V. 


6.45 | In free space, let p, = 200e0/r”*. (a) Use Poisson’s equation to 
find V(r) if it is assumed that r?E, — 0 when r — 0, and also that V— 0 
asr — 00. (b) Now find V(r) by using Gauss’s law and a line integral. 


6.46 | By appropriate solution of Laplace’s and Poisson’s equations, determine 
the absolute potential at the center of a sphere of radius a, containing 
uniform volume charge of density 00. Assume permittivity eo everywhere. 
Hint: What must be true about the potential and the electric 
fieldatr=0andatr =a? 
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The Steady Magnetic Field 


accepted the experimental law of forces existing between two point charges 

and defined electric field intensity as the force per unit charge on a test charge 
in the presence of a second charge, we have discussed numerous fields. These fields 
possess no real physical basis, for physical measurements must always be in terms 
of the forces on the charges in the detection equipment. Those charges that are the 
source cause measurable forces to be exerted on other charges, which we may think 
of as detector charges. The fact that we attribute a field to the source charges and then 
determine the effect of this field on the detector charges amounts merely to a division 
of the basic problem into two parts for convenience. 

We will begin our study of the magnetic field with a definition of the magnetic 
field itself and show how it arises from a current distribution. The effect of this field 
on other currents, or the second half of the physical problem, will be discussed in 
Chapter 8. As we did with the electric field, we confine our initial discussion to free- 
space conditions, and the effect of material media will also be saved for discussion 
in Chapter 8. 

The relation of the steady magnetic field to its source is more complicated than 
is the relation of the electrostatic field to its source. We will find it necessary to 
accept several laws temporarily on faith alone. The proof of the laws does exist and 
is available on the Web site for the disbelievers or the more advanced student. U 


A t this point, the concept of a field should be a familiar one. Since we first 


7.1 BIOT-SAVART LAW 


The source of the steady magnetic field may be a permanent magnet, an electric field 
changing linearly with time, or a direct current. We will largely ignore the permanent 
magnet and save the time-varying electric field for alater discussion. Our present study 
will concern the magnetic field produced by a differential dc element in free space. 
We may think of this differential current element as a vanishingly small section of 
a current-carrying filamentary conductor, where a filamentary conductor is the limiting 
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Figure 7.1 The law of Biot-Savart 
expresses the magnetic field intensity dH2 
produced by a differential current element 
/ıdLı. The direction of dH; is into the 
page. 


case of a cylindrical conductor of circular cross section as the radius approaches zero. 
We assume a current / flowing in a differential vector length of the filament dL. The 
law of Biot-Savart! then states that at any point P the magnitude of the magnetic 
field intensity produced by the differential element is proportional to the product of 
the current, the magnitude of the differential length, and the sine of the angle Iying 
between the filament and a line connecting the filament to the point P at which 
the field is desired; also, the magnitude of the magnetic field intensity is inversely 
proportional to the square of the distance from the differential element to the point ?. 
The direction of the magnetic field intensity is normal to the plane containing the 
differential filament and the line drawn from the filament to the point P. Of the two 
possible normals, that one to be chosen is the one which is in the direction of progress 
ofaright-handed screw turned from dL through the smaller angle to the line from the 
filament to P. Using rationalized mks units, the constant of proportionality is 1/Ar. 

The Biot-Savart law, just described in some 150 words, may be written concisely 
using vector notation as 


EN ua ME a) 

AnR? AnR? 
The units of the magnetic field intensity H are evidently amperes per meter (A/m). 
The geometry is illustrated in Figure 7.1. Subscripts may be used to indicate the point 
to which each of the quantities in (1) refers. If we locate the current element at point 1 


and describe the point P at which the field is to be determined as point 2, then 


IdLı x arı2 


dH; = 
e Ant, 


(2) 


! Biot and Savart were colleagues of Ampere, and all three were professors of physics at the College de 
France at one time or another. The Biot-Savart law was proposed in 1820. 


181 


182 


ENGINEERING ELECTROMAGNETICS 


The law of Biot-Savart is sometimes called Ampere’s law for the current element, 
but we will retain the former name because of possible confusion with Ampere’s 
circuital law, to be discussed later. 

In some aspects, the Biot-Savart law is reminiscent of Coulomb’s law when that 
law is written for a differential element of charge, 


dO1arı2 
AneoR}, 


Both show an inverse-square-law dependence on distance, and both show a linear 
relationship between source and field. The chief difference appears in the direction 
of the field. 

It is impossible to check experimentally the law of Biot-Savart as expressed by (1) 
or (2) because the differential current element cannot be isolated. We have restricted 
our attention to direct currents only, so the charge density is not a function of time. 
The continuity equation in Section 5.2, Eq. (5), 


dE, = 


Ipv 
vV.J=- 
J ot 
therefore shows that 
v.J=0 


or upon applying the divergence theorem, 


dn.=0 


The total current crossing any closed surface is zero, and this condition may be satisfied 
only by assuming a current flow around a closed path. It is this current flowing in a 
closed circuit that must be our experimental source, not the differential element. 

It follows that only the integral form of the Biot-Savart law can be verified 
experimentally, 


H- I IdLx ar 6) 
AnR 


Equation (1) or (2), of course, leads directly to the integral form (3), but other 
differential expressions also yield the same integral formulation. Any term may be 
added to (1) whose integral around a closed path is zero. That is, any conservative field 
could be added to (1). The gradient of any scalar field always yields a conservative 
field, and we could therefore add a term VG to (1), where G is a general scalar field, 
without changing (3) in the slightest. This qualification on (1) or (2) is mentioned 
to show that if we later ask some foolish questions, not subject to any experimental 
check, concerning the force exerted by one differential current element on another, 
we should expect foolish answers. 

The Biot-Savart law may also be expressed in terms of distributed sources, such 
as current density J and surface current density K. Surface current flows in a sheet of 
vanishingly smallthickness, and the current density J, measured in amperes per square 
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Figure 7.2 The total current / within a 
transverse width b, in which there is a uniform 
surface current density K, is Kb. 


meter, is therefore infinite. Surface current density, however, is measured in amperes 
per meter width and designated by K. If the surface current density is uniform, the 
total current / in any width 5 is 


I=Kb 


where we assume that the width b is measured perpendicularly to the direction in which 
the current is flowing. The geometry is illustrated by Figure 7.2. For a nonuniform 
surface current density, integration is necessary: 


pe [ KaN 4) 


where dN is a differential element of the path across which the current is flowing. 
Thus the differential current element / dL, where dL is in the direction of the current, 
may be expressed in terms of surface current density K or current density J, 


IdL=Kadas = Jdv (5) 


and alternate forms of the Biot-Savart law obtained, 


Kx ardSs 
H= 6 
are ArR? (©) 
and 
d 
H- Ex == v QM 
vol ArR: 
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; dL 
(Point 1) Free space 


(Point 2) 


Figure 7.3 An infinitely long straight filament 
carrying a direct current /. The field at point 2 is 
H = (I/2np)a4. 


We illustrate the application of the Biot-Savart law by considering an infinitely 
long straight filament. We apply (2) first and then integrate. This, of course, is the 
same as using the integral form (3) in the first place.” 

Referring to Figure 7.3, we should recognize the symmetry of this field. No 
variation with z or with & can exist. Point 2, at which we will determine the field, 
is therefore chosen in the z = 0 plane. The field point r is therefore r = pa,. The 
source point r’ is given by r’ = z’a,, and therefore 


so that 


arı2 = 


We take dL = dz’a; and (2) becomes 
I dz’a, x (pa, — z’a; 
ie z a z z) 
An (p? + 2272 
Because the current is directed toward increasing values of z’, the limits are —oo and 
00 on the integral, and we have 


© Idz’a, x (pa, — z’a.) 
H = 2 „123372 
Er An(p” + 2'°) 
En: | f pdz’ag 
Ar zer (p? + z'2)3/2 


? The closed path for the current may be considered to include a return filament parallel to the first 
filament and infinitely far removed. An outer coaxial conductor of infinite radius is another theoretical 
possibility. Practically, the problem is an impossible one, but we should realize that our answer will be 
quite accurate near a very long, straight wire having a distant return path for the current. 
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Figure 7.4 The streamlines of the 
magnetic field intensity about an 
infinitely Iong straight filament 
carrying a direct current I. The 
direction of I is into the page. 


At this point the unit vector a, under the integral sign should be investigated, for it is 
not always a constant, as are the unit vectors of the rectangular coordinate system. A 
vector is constant when its magnitude and direction are both constant. The unit vector 
certainly has constant magnitude, but its direction may change. Here a, changes with 
the coordinate & but not with p or z. Fortunately, the integration here is with respect 
to z’, and a, is a constant and may be removed from under the integral sign, 


Ipa = dz' 
nn = 1202 | z 


Ar o (p? + z'2)?72 
Y oo 
_ Ipag zZ 
3/38 2 
Ar p e+z RR: 
and 
I 
we, (8) 

2rp 


The magnitude of the field is not a function of & or z, and it varies inversely with 
the distance from the filament. The direction of the magnetic-field-intensity vector is 
circumferential. The streamlines are therefore circles about the filament, and the field 
may be mapped in cross section as in Figure 7.4. 

The separation of the streamlines is proportional to the radius, or inversely pro- 
portional to the magnitude of H. To be specific, the streamlines have been drawn with 
curvilinear squares in mind. As yet, we have no name for the family of lines? that 
are perpendicular to these circular streamlines, but the spacing of the streamlines has 


3 If you can’t wait, see Section 7.6. 


(urn) 


Illustrations 
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been adjusted so that the addition of this second set of lines will produce an array of 
curvilinear squares. 

A comparison of Figure 7.4 with the map of the electric field about an infinite 
line charge shows that the streamlines of the magnetic field correspond exactly to 
the equipotentials of the electric field, and the unnamed (and undrawn) perpendicular 
family of lines in the magnetic field corresponds to the streamlines of the electric 
field. This correspondence is not an accident, but there are several other concepts 
which must be mastered before the analogy between electric and magnetic fields can 
be explored more thoroughly. 

Using the Biot-Savart law to find H is in many respects similar to the use of 
Coulomb’s law to find E. Each requires the determination of amoderately complicated 
integrand containing vector quantities, followed by an integration. When we were 
concerned with Coulomb’s law we solved a number of examples, including the fields 
of the point charge, line charge, and sheet of charge. The law of Biot-Savart can be 
used to solve analogous problems in magnetic fields, and some of these problems 
appear as exercises at the end of the chapter rather than as examples here. 

One useful result is the field of the finite-length current element, shown in 
Figure 7.5. It turns out (see Problem 7.8 at the end of the chapter) that H is most 
easily expressed in terms of the angles &; and «, as identified in the figure. The 
result is 


I 
H = —— (sin @& — sin @1)ay (9) 
Anp 


If one or both ends are below point 2, then aı is or both &| and «& are negative. 


a, 
a 
Point 2 


Figure 7.5 The magnetic field intensity 
caused by a finite-length current filament 
on the z axis is (//Anp)(sin ao — Sin @1)ay. 
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Equation (9) may be used to find the magnetic field intensity caused by current 
filaments arranged as a sequence of straight-line segments. 


As a numerical example illustrating the use of (9), we determine H at P(0.4, 0.3, 0) 
in the field of an 8. A filamentary current is directed inward from infinity to the origin 
on the positive x axis, and then outward to infinity along the y axis. This arrangement 
is shown in Figure 7.6. 


Solution. We first consider the semi-infinite current on the x axis, identifying the 
two angles, &), = —90° and &9, = tan-!(0.4/0.3) = 53.1°. The radial distance p is 
measured from the x axis, and we have p, = 0.3. Thus, this contribution to H3> is 


2 12 
Ha) = (sin 53.1° + I)Jag = En) = 3% 


47(0.3) 


The unit vector a, must also be referred to the x axis. We see that it becomes —a.. 
Therefore, 


12 
H>«) = — — a; Alm 
T 
For the current on the y axis, we have «|, = — tan-!(0.3/0.4) = —36.9°, a, =, 
and p, = 0.4. It follows that 
H z ———— (1 + sin 36.9°)(-a;) = "a A/m 
9) 40.4) = . 


a7: ) 
P,(0.4, 0.3, 0) 


Figure 7.6 The individual fields of two semi-infinite 
current segments are found by (9) and added to obtain 
H> at PR. 
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Adding these results, we have 
20 
H> = H>«) + H%, = —-—a, = —6.37a, A/m 

: BL 
D7.1. Given the following values for Pı, P, and /,AL,, calculate AH:: 
(a) Pı(0, 0, 2), Ps(4, 2, 0), 2ra,uAm; (b) Pı(0, 2,0), Ps(4, 2, 3), 2ra,uA-m; 
(c) Pı(l, 2, SI) PB 3, ie 2) 27 (-a, SE a, Ar 2a,)uA-m. 
Ans. —8.5la, + 17.0la, nA/m; 16a, nA/m; 18.9a, — 33.9a, + 26.4a,; nA/m 
D7.2. A current filament carrying 15 A in the a; direction lies along the entire 
z axis. Find H in rectangular coordinates at: (a) Pı(v 20, 0,4); (b) Ps(2, —4, 4). 


Ans. 0.534a,, A/m; 0.477a, + 0.239a, A/m 


7.2 AMPERE’S CIRCUITAL LAW 


After solving a number of simple electrostatic problems with Coulomb’s law, we 
found that the same problems could be solved much more easily by using Gauss’s 
law whenever a high degree of symmetry was present. Again, an analogous procedure 
exists in magnetic fields. Here, the law that helps us solve problems more easily is 
known as Ampere’s circuital* law, sometimes called Ampere’s work law. This law 
may be derived from the Biot-Savart law (see Section 7.7). 

Ampere’s circuital law states that the line integral of H about any closed path is 
exactly equal to the direct current enclosed by that path, 


Fuarsı (10) 


We define positive current as flowing in the direction of advance of a right-handed 
screw turned in the direction in which the closed path is traversed. 

Referring to Figure 7.7, which shows a circular wire carrying a direct current /, 
the line integral of H about the closed paths lettered a and b results in an answer of 
I, the integral about the closed path c which passes through the conductor gives an 
answer less than / and is exactly that portion of the total current that is enclosed by 
the path c. Although paths a and b give the same answer, the integrands are, of course, 
different. The line integral directs us to multiply the component of H in the direction 
of the path by a small increment of path length at one point of the path, move along 
the path to the next incremental length, and repeat the process, continuing until the 
path is completely traversed. Because H will generally vary from point to point, and 
because paths a and b are not alike, the contributions to the integral made by, say, 


* The preferred pronunciation puts the accent on “eirc-.” 
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JR 


Figure 7.7 Aconductor has a total current I. The line 
integral of H about the closed paths a and b is equal to 
I, and the integral around path c is less than /, since the 
entire current is not enclosed by the path. 


each micrometer of path length are quite different. Only the final answers are the 
same. 

We should also consider exactly what is meant by the expression “current en- 
closed by the path.” Suppose we solder a circuit together after passing the conductor 
once through a rubber band, which we use to represent the closed path. Some strange 
and formidable paths can be constructed by twisting and knotting the rubber band, but 
if neither the rubber band nor the conducting circuit is broken, the current enclosed 
by the path is that carried by the conductor. Now replace the rubber band by a circular 
ring of spring steel across which is stretched a rubber sheet. The steel loop forms 
the closed path, and the current-carrying conductor must pierce the rubber sheet if 
the current is to be enclosed by the path. Again, we may twist the steel loop, and 
we may also deform the rubber sheet by pushing our fist into it or folding it in any 
way we wish. A single current-carrying conductor still pierces the sheet once, and 
this is the true measure of the current enclosed by the path. If we should thread the 
conductor once through the sheet from front to back and once from back to front, the 
total current enclosed by the path is the algebraic sum, which is zero. 

In more general language, given a closed path, we recognize this path as the 
perimeter of an infinite number of surfaces (not closed surfaces). Any current-carrying 
conductor enclosed by the path must pass through every one of these surfaces once. 
Certainly some of the surfaces may be chosen in such a way that the conductor pierces 
them twice in one direction and once in the other direction, but the algebraic total 
current is still the same. 

We will find that the nature of the closed path is usually extremely simple and can 
be drawn on a plane. The simplest surface is, then, that portion of the plane enclosed 
by the path. We need merely find the total current passing through this region of the 
plane. 

The application of Gauss’s law involves finding the total charge enclosed by a 
closed surface; the application of Ampere’s circuital law involves finding the total 
current enclosed by a closed path. 
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Let us again find the magnetic field intensity produced by an infinitely long 
filament carrying a current /. The filament lies on the z axis in free space (as in 
Figure 7.3), and the current flows in the direction given by a,. Symmetry inspection 
comes first, showing that there is no variation with z or d. Next we determine which 
components of H are present by using the Biot-Savart law. Without specifically using 
the cross product, we may say that the direction of dH is perpendicular to the plane 
conaining dL and R and therefore is in the direction of a,. Hence the only component 
ofHis A,, and it is a function only of p. 

We therefore choose a path, to any section of which H is either perpendicular 
or tangential, and along which A is constant. The first requirement (perpendicularity 
or tangency) allows us to replace the dot product of Ampere’s circuital law with the 
product of the scalar magnitudes, except along that portion of the path where H is 
normal to the path and the dot product is zero; the second requirement (constancy) 
then permits us to remove the magnetic field intensity from the integral sign. The 
integration required is usually trivial and consists of finding the length of that portion 
of the path to which H is parallel. 

In our example, the path must be a circle of radius p, and Ampe£re’s circuital law 
becomes 


In 2 
Pu-au= | Hypdo = Hop | d® = Ha2np = 1 
0 0 


or 


as before. 

As a second example of the application of Ampere’s circuital law, consider an 
infinitely long coaxial transmission line carrying a uniformly distributed total current 
I in the center conductor and —/ in the outer conductor. The line is shown in Fig- 
ure 7.8a. Symmetry shows that 7 is not a function of & or z. In order to determine the 
components present, we may use the results of the previous example by considering 
the solid conductors as being composed of a large number of filaments. No filament 
has az component of H. Furthermore, the 7, component at & = 0°, produced by one 
filament located at 9 = p1, ® = dı, is canceled by the 4, component produced by a 
symmetrically located filament at 0 = p1,® = —dı. This symmetry is illustrated by 
Figure 7.8b. Again we find only an A, component which varies with p. 

A circular path of radius 0, where p is larger than the radius of the inner conduc- 
tor but less than the inner radius of the outer conductor, then leads immediately to 


I 
Hg = — (a<p<b) 
TTPp 
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P=Pı pPTPpı 


(a) (b) 


Figure 7.8 (a) Cross section of a coaxial cable carrying a uniformiy 
distributed current / in the inner conductor and —/ in the outer conductor. The 
magnetic field at any point is most easily determined by applying Ampere’s 
circuital law about a circular path. (b) Current filaments at p = 91,® = +41, 
produces H, components which cancel. For the total field, H= H,a,. 


If we choose go smaller than the radius of the inner conductor, the current 
enclosed is 


2 
p 
Iencı = I— 
encl PB 
and 
2 
p 
2rreHy = I — 
PHlg 2 
or 


Ip 
on WE 


If the radius o is larger than the outer radius of the outer conductor, no current is 
enclosed and 


H,=0 (p>c) 


Finally, if the path lies within the outer conductor, we have 


2 2 
u 
PHg = 2—-b 


I ce = p? 
er) (b<p<c) 
The magnetic-field-strength variation with radius is shown in Figure 7.9 for 
a coaxial cable in which b = 3a, c = 4a. It should be noted that the magnetic 
field intensity H is continuous at all the conductor boundaries. In other words, a 
slight increase in the radius of the closed path does not result in the enclosure of a 
tremendously different current. The value of H, shows no sudden jumps. 


(un) 


Illustrations 
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IT 
2a 
3a 
I 
Ana da 
0 
0 2a 3a=b da=c 


Figure 7.9 The magnetic field intensity as a function of 
radius in an infinitely long coaxial transmission line with 
the dimensions shown. 


The external field is zero. This, we see, results from equal positive and negative 
currents enclosed by the path. Each produces an external field of magnitude //2rp, 
but complete cancellation occurs. This is another example of “shielding”; such a 
coaxial cable carrying large currents would, in principle, not produce any noticeable 
effect in an adjacent circuit. 

Asa final example, let us consider a sheet of current flowing in the positive y 
direction and located in the z = 0 plane. We may think of the return current as equally 
divided between two distant sheets on either side of the sheet we are considering. A 
sheet of uniform surface current density K = Ka, is shown in Figure 7.10. H cannot 
vary with x or y. If the sheet is subdivided into a number of filaments, it is evident 
that no filament can produce an H, component. Moreover, the Biot-Savart law shows 
that the contributions to A, produced by a symmetrically located pair of filaments 
cancel. Thus, A; is zero also; only an 7, component is present. We therefore choose 
the path 1-1’-2’-2-1 composed of straight-line segments that are either parallel or 


"n 
1 ) EU 
1’ 
A zu ” 
y K=K,a, — 
2 — 


Nr 


Figure 7.10 A uniform sheet of surface current 

K= K,ay inthe z = O0 plane. H may be found by applying 
Ampere’s circuital law about the paths 1-1’-2’-2-1 and 
3-3/-2/-2-3. 
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perpendicular to A,. Ampere’s circuital law gives 
H.ıL+Ho(-L)=Ky,L 

or 

Hı—- Ho=K, 
If the path 3-3’-2’-2-3 is now chosen, the same current is enclosed, and 

H3-Ha=K, 

and therefore 

H,3 = Hyı 


It follows that A, is the same for all positive z. Similarly, 7, is the same for all 
negative z. Because of the symmetry, then, the magnetic field intensity on one side 
of the current sheet is the negative of that on the other. Above the sheet, 


H, — ıK, (z > 0) 
while below it 
H,=-IK, @<0) 


Letting ay be a unit vector normal (outward) to the current sheet, the result may be 
written in a form correct for allz as 


H=3Kxay (AD) 


If a second sheet of current flowing in the opposite direction, K= —K,y,a,, is 
placed atz = h, (11) shows that the field in the region between the current sheets is 


H=Kxay (0<z<h) (12) 


and is zero elsewhere, 


H=02 220% =.n) (13) 


The most difficult part of the application of Ampere’s circuital law is the deter- 
mination of the components of the field that are present. The surest method is the 
logical application of the Biot-Savart law and a knowledge of the magnetic fields of 
simple form. 

Problem 7.13 at the end of this chapter outlines the steps involved in applying 
Ampere’s circuital law to an infinitely long solenoid of radius a and uniform current 
density K„ag, as shown in Figure 7.11a. For reference, the result is 


H=K,a, (p<a) (14a) 
H=0 (p>a) (145) 
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(well inside coil) 


(a) (b) 


Figure 7.11 (a) An ideal solenoid of infinite length with a circular 
current sheet K= Kaa,. (b) An N-turn solenoid of finite length d. 


If the solenoid has a finite length d and consists of N closely wound turns of a 
filament that carries a current / (Figure 7.115), then the field at points well within the 
solenoid is given closely by 


NI 
H= zZ (well within the solenoid) (15) 


The approximation is useful it if is not applied closer than two radii to the open ends, 
nor closer to the solenoid surface than twice the separation between turns. 

For the toroids shown in Figure 7.12, it can be shown that the magnetic field 
intensity for the ideal case, Figure 7.12a, is 


Herr 


a; (inside toroid) (16a) 


H=0 (outside) (165) 


For the N-turn toroid of Figure 7.12b, we have the good approximations, 


NI a j 

H= ——a, (inside toroid) (17a) 
Ip 

H=0 (outside) (175) 


as long as we consider points removed from the toroidal surface by several times the 
separation between turns. 

Toroids having rectangular cross sections are also treated quite readily, as you 
can see for yourself by trying Problem 7.14. 

Accurate formulas for solenoids, toroids, and coils of other shapes are available 
in Section 2 of the Standard Handbook for Electrical Engineers (see References for 
Chapter 5). 
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N turns 


K=K,a,atp=py-a,z=0 


H= 2 a, (well inside toroid) 


H=K, p u a, (inside toroid) 


H=0 (outside) 
(a) (b) 


Figure 7.12 (a) An ideal toroid carrying a surface current K in the 
direction shown. (b) An N-turn toroid carrying a filamentary current I. 


D7.3. Express the value of H in rectangular components at P(0, 0.2, 0) in the 
field of: (a) a current filament, 2.5 A in the a, direction atx = 0.1, y = 0.3; 
(b) a coax, centered on the z axis, with a = 0.3,b = 0.5, c = 0.6, 1 = 2.5A 
in the a, direction in the center conductor; (c) three current sheets, 2.7a, A/m 
aty= 0.1, -1.4a, A/mat y = 0.15, and —1.3a, A/mat y = 0.25. 


Ans. 1.989a, — 1.989a, A/m; —0.884a, A/m; 1.300a; A/m 


7.3 CURL 


We completed our study of Gauss’s law by applying itto a differential volume element 
and were led to the concept of divergence. We now apply Ampere’s circuital law to 
the perimeter of a differential surface element and discuss the third and last of the 
special derivatives of vector analysis, the curl. Our objective is to obtain the point 
form of Ampere’s circuital law. 

Again we choose rectangular coordinates, and an incremental closed path of sides 
Ax and Ay is selected (Figure 7.13). We assume that some current, as yet unspecified, 
produces a reference value for H at the center of this small rectangle, 


Ho = Ha, + H,oa, + H;0a; 


The closed line integral of H about this path is then approximately the sum of the four 
valuesofH - AL on each side. We choose the direction of traverse as 1-2-3-4-1, which 
corresponds to a current in the a, direction, and the first contribution is therefore 


(H- AL)ı-2 = H,,ı-2Ay 


The value of H, on this section of the path may be given in terms of the reference 
value A,o at the center of the rectangle, the rate of change of H, with x, and the 
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H=H,=A,o a,+H,0a,+ AH, a, 


4 3 


Ax 


Ay 


Figure 7.13 An incremental closed path in 
rectangular coordinates is selected for the 
application of Ampere’s circuital law to determine 
the spatial rate of change ofH. 


distance Ax/2 from the center to the midpoint of side 1-2: 
H,ı-2 = HAy+ aa) 
; j 9x \2 
Thus 


13H, 
(H-AL); > = [| A,+ = -Ax )Ay 
i 2 9x 


Along the next section of the path we have 


i . 19H, 
(H- AL)_3 = H,2_-3(-Ax) = - (| Ayg+ >39 Ay)Ax 
34 


Continuing for the remaining two segments and adding the results, 
. [9H, 93H, 
H-dL = = AxAy 
x dy 


By Ampere’s circuital law, this result must be equal to the current enclosed by the 
path, or the current crossing any surface bounded by the path. If we assume a general 
current density J, the enclosed current isthen AZ = J,AxAy, and 


. [9H, 29H, i 
H-dL = = — AxAy = J;,AxAy 
0x oy 


or 


$H-dL .0aH, OH, . I 
AxAy 0x oy ö 
As we cause the closed path to shrink, the preceding expression becomes more nearly 
exact, and in the limit we have the equality 
$H-dL _9H, OH, 


im = : =], (18) 
Ax,Ay>0 AxAy 0x oy 
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After beginning with Ampere’s circuital law equating the closed line integral of 
H to the current enclosed, we have now arrived at a relationship involving the closed 
line integral of H per unit area enclosed and the current per unit area enclosed, or 
current density. We performed a similar analysis in passing from the integral form of 
Gauss’s law, involving flux through a closed surface and charge enclosed, to the point 
form, relating flux through a closed surface per unit volume enclosed and charge per 
unit volume enclosed, or volume charge density. In each case a limit is necessary to 
produce an equality. 

If we choose closed paths that are oriented perpendicularly to each of the re- 
maining two coordinate axes, analogous processes lead to expressions for the x and 
y components of the current density, 


H-dL oH,; oH, 
u = — =, (19) 
Ay,‚Az>0 AyAz 9y 02 


and 


hi $H-dL oH, OH, I 20) 
ım — — y 
Az,Ax>0 AzAx oz x ’ 


Comparing (18)-(20), we see that a component of the current density is given by 
the limit of the quotient of the closed line integral of H about a small path in a plane 
normal to that component and of the area enclosed as the path shrinks to zero. This 
limit has its counterpart in other fields of science and long ago received the name of 
curl. The curl of any vector is a vector, and any component of the curl is given by 
the limit of the quotient of the closed line integral of the vector about a small path in 
a plane normal to that component desired and the area enclosed, as the path shrinks 
to zero. It should be noted that this definition of curl does not refer specifically to a 
particular coordinate system. The mathematical form of the definition is 


H-dL 


UH)N 
un ASy>0 ASy 


(21) 


where ASy is the planar area enclosed by the closed line integral. The N subscript 
indicates that the component of the curl is that component which is normal to the 
surface enclosed by the closed path. It may represent any component in any coordinate 
system. 

In rectangular coordinates, the definition (21) shows that the x, y, and z compo- 
nents of the curl H are given by (18)-(20), and therefore 


oH. oH, oH: 0 oH oH, 
curlH = ( zz ar nn (9 
dy 02 02 De dx dy 
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This result may be written in the form of a determinant, 


ax a, 9 
IH = 2 i 23) 
a ee y 0 ( 
BL den ie 
and may also be written in terms of the vector operator, 
curlH=VxH (24) 


Equation (22) is the result of applying the definition (21) to therectangular coordi- 
nate system. We obtained the z component of this expression by evaluating Ampere’s 
circuital law about an incremental path of sides Ax and Ay, and we could have ob- 
tained the othertwo components just as easily by choosing the appropriate paths. Equa- 
tion (23) is aneat method of storing the rectangular coordinate expression for curl; the 
form is symmetrical and easily remembered. Equation (24) is even more concise and 
leads to (22) upon applying the definitions of the cross product and vector operator. 

The expressions for curl H in cylindrical and spherical coordinates are derived in 
Appendix A by applying the definition (21). Although they may be written in determi- 
nant form, as explained there, the determinants do not have one row of unit vectors on 
top and one row of components on the bottom, and they are not easily memorized. For 
this reason, the curl expansions in cylindrical and spherical coordinates that follow 
here and appear inside the back cover are usually referred to whenever necessary. 


10H, o9H, oA, oA, 
VxH= (- ze an (32 - as 


d ß) ß) 0 
“ on “ 19H j i (23) 
[ p 1. 
+ a. (cylindrical) 
r Ip pP IP ) s 
1 H,sin® A, 1 lSEorR, H. 
VxH-= —_ 9A, sin6) Hp A (- 9H, Ar > a 
r sind 90 ob r \sin@ 9b or (26) 
+ a a, (spherical) 
Deco 


Although we have described curl as a line integral per unit area, this does not 
provide everyone with a satisfactory physical picture ofthe nature ofthe curl operation, 
for the closed line integral itself requires physical interpretation. This integral was 
first met in the electrostatic field, where we saw that $ E-dL = 0. Inasmuch as the 
integral was zero, we did not belabor the physical picture. More recently we have 
discussed the closed line integral of H, ${H-dL = [. Either of these closed line 
integrals is also known by the name of circulation, a term borrowed from the field of 
fluid dynamics. 
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Figure 7.14 (a) The curl meter shows a component of the curl of the water velocity 
into the page. (b) The curl of the magnetic field intensity about an infinitely long filament 
is shown. 


The circulation of H, or $H-dL, is obtained by multiplying the component 
of H parallel to the specified closed path at each point along it by the differential 
path length and summing the results as the differential lengths approach zero and as 
their number becomes infinite. We do not require a vanishingly small path. Ampere’s 
circuital law tells us that if H does possess circulation about a given path, then current 
passes through this path. In electrostatics we see that the circulation of E is zero about 
every path, a direct consequence of the fact that zero work is required to carry acharge 
around a closed path. 

We may describe curl as circulation per unit area. The closed path is vanishingly 
small, and curl is defined at a point. The curl of E must be zero, for the circulation 
is zero. The curl of H is not zero, however; the circulation of H per unit area is the 
current density by Ampere’s circuital law [or (18), (19), and (20)]. 

Skilling® suggests the use of a very small paddle wheel as a “curl meter.” Our 
vector quantity, then, must be thought of as capable of applying a force to each blade 
ofthe paddle wheel, the force being proportional to the component of the field normal 
to the surface of that blade. To test a field for curl, we dip our paddle wheel into the 
field, with the axis of the paddle wheel lined up with the direction of the component of 
curl desired, and note the action of the field on the paddle. No rotation means no curl; 
larger angular velocities mean greater values of the cur]; a reversal in the direction of 
spin means a rreversal in the sign of the curl. To find the direction of the vector curl and 
not merely to establish the presence of any particular component, we should place 
our paddle wheel in the field and hunt around for the orientation which produces the 
greatest torque. The direction of the curl is then along the axis of the paddle wheel, 
as given by the right-hand rule. 

As an example, consider the flow of water in a river. Figure 7.14a shows the 
longitudinal section of a wide river taken at the middle of the river. The water velocity 
is zero at the bottom and increases linearly as the surface is approached. A paddle 
wheel placed in the position shown, with its axis perpendicular to the paper, will turn 
in a clockwise direction, showing the presence of acomponent of curl in the direction 


5 See the References at the end of the chapter. 
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of an inward normal to the surface of the page. Ifthe velocity of water does not change 
as we go up- or downstream and also shows no variation as we go across the river 
(or even if it decreases in the same fashion toward either bank), then this component 
is the only component present at the center of the stream, and the curl of the water 
velocity has a direction into the page. 

In Figure 7.145, the streamlines of the magnetic field intensity about an infinitely 
long filamentary conductor are shown. The curl meter placed in this field of curved 
lines shows that a larger number of blades have a clockwise force exerted on them 
but that this force is in general smaller than the counterclockwise force exerted on 
the smaller number of blades closer to the wire. It seems possible that if the curvature 
of the streamlines is correct and also if the variation of the field strength is just right, 
the net torque on the paddle wheel may be zero. Actually, the paddle wheel does not 
rotate in this case, for since H = (//2r0)a,, we may substitute into (25) obtaining 


OH, 1 %(oH,) 
tg 


curl H = =0 


As an example of the evaluation of curl H from the definition and of the evaluation of 
another line integral, suppose that H = 0.2z?a, forz > 0, and H = 0 elsewhere, as 
shown in Figure 7.15. Calculate # H-dL about a square path with side d, centered 
at (0,0, zı)inthe y = O plane where zı > d/2. 


Figure 7.15 A square path of side d with its center on the 
z axis at z = zı Is used to evaluate $H-dL and find curl H. 
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Solution. We evaluate the line integral of H along the four segments, beginning at 
the top: 


Pu-aL=02( +30) a+0-02(u- 1)’d+0 


= 0.421d? 
In the limit as the area approaches zero, we find 


.. $H-dL . 0.4zıd? 
Dass Zur - Sur ut er ee 


The other components are zero, so Vx H = 0.4z1a,. 


To evaluate the curl without trying to illustrate the definition or the evaluation of 
a line integral, we simply take the partial derivative indicated by (23): 


a, a, &, 


d 929 3 ; 
VxH= 3x Be 0 Ja, = 0.4za, 
02° 0.0 


which checks with the preceding result when z = zı. 
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Returning now to complete our original examination of the application of 
Ampere’s circuital law to a differential-sized path, we may combine (18)-(20), (22), 
and (24), 


H. &H, H, OH. 
curlH=VxH= ie a, + m a, 
9y 92 02 x) 


öH, AH, 
— i e— 27 
+( 2 33 )a J (27) 


and write the point form of Ampere’s circuital law, 


V<xH=J (28) 


This is the second of Maxwell’s four equations as they apply to non-time-varying 
conditions. We may also write the third of these equations at this time; it is the point 


form of $E-dL=0, or 
VxE=0 (29) 


The fourth equation appears in Section 7.5. 
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D7.4. (a) Evaluate the closed line integral of H about the rectangular path 
Pı(2,3,4) to P3(4, 3,4) to P3(4, 3,1) to P4(2, 3,1) to Pı, given H = 3za, — 
2x°a; A/m. (b) Determine the quotient of the closed line integral and the area 
enclosed by the path as an approximation to (V x H),. (c) Determine (V x H), 
at the center of the area. 


Ans. 354 A; 59 A/m?; 57 A/m? 


D7.5. Calculate the value of the vector current density: (a) in rectangular 
coordinates at P4?2,3,4) if H = van, _ va: (b) in cylindrical coordi- 


nates at Pg(1.5, 90°, 0.5) fH = a 0.2$)a,; (c) in spherical coordinates at 


1 
Re@302.202)1 ER 
sind 


Ans. —16a, + 9a, + 16a; A/m?; 0.055a; A/m?; ag A/m? 


7.4 STOKES’ THEOREM 


Although Section 7.3 was devoted primarily to a discussion of the curl operation, 
the contribution to the subject of magnetic fields should not be overlooked. From 
Ampere’s circuital law we derived one of Maxwell’s equations, VxH = J. This 
latter equation should be considered the point form of Ampere’s circuital law and 
applies on a “per-unit-area” basis. In this section we shall again devote a major share 
of the material to the mathematical theorem known as Stokes’ theorem, but in the 
process we will show that we may obtain Ampere’s circuital law from VxH = J. 
In other words, we are then prepared to obtain the integral form from the point form 
or to obtain the point form from the integral form. 

Consider the surface 5 of Figure 7.16, which is broken up into incremental 
surfaces of area AS. If we apply the definition of the curl to one of these incremental 
surfaces, then 

$H-dLas 
AS 
where the N subscript again indicates the right-hand normal to the surface. The 
subscript on dLıs indicates that the closed path is the perimeter of an incremental 
area AS. This result may also be written 


$H-dLas 
AS 


= (VxHn 


= (VxH)-ay 
or 

far = (VxH)-anAS=(VxH)-AS 
where a, is a unit vector in the direction of the right-hand normal to AS. 


Now let us determine this circulation for every AS comprising S and sum the re- 
sults. As we evaluate the closed line integral for each A S, some cancellation will occur 
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ay 


AS 


Figure 7.16 The sum of the closed line integrals 
about the perimeter of every ASis the same as the 
closed line integral about the perimeter of Sbecause 
of cancellation on every interior path. 


because every interior wall is covered once in each direction. The only boundaries 
on which cancellation cannot occur form the outside boundary, the path enclosing S. 
Therefore we have 


Pu-ar= [mx mas (30) 
S 


where dL is taken only on the perimeter of $. 
Equation (30) is an identity, holding for any vector field, and is known as Stokes’ 
theorem. 


A numerical example may help to illustrate the geometry involved in Stokes’ theorem. 
Consider the portion of a sphere shown in Figure 7.17. The surface is specifiedby r = 
4,0<09<0O.1n,0 <&< 0.3n, and the closed path forming its perimeter is com- 
posed of three circular arcs. We are given the field H = 6r sin da, + 18r sin 0 cos day 
and are asked to evaluate each side of Stokes’ theorem. 


Solution. The first path segment is described in spherical coordinatesbyr =4,0 < 
0 <0.1n,d = 0; the second onebyr = 4,09 = 0.17,0 < & < 0.37; and the third 
byr =4,0<0<0.ln,d = 0.3r. The differential path element dL is the vector 
sum of the three differential lengths of the spherical coordinate system first discussed 
in Section 1.9, 


dL=dra,+rd0xy +rsinddday 
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Figure 7.17 A portion of a spherical cap is 
used as a surface and a closed path to illustrate 
Stokes’ theorem. 


The first term is zero on all three segments of the path sincer = 4anddr = (0, 
the second is zero on segment ?2 as 9 is constant, and the third term is zero on both 
segments 1 and 3. Thus, 


Purar= | rao+ | Harsinoao+ | Mırao 
l 2 3 


Because Ha = 0, we have only the second integral to evaluate, 


0.37 
pucaı = IN [18(4) sin O.1r cos d]4 sin O.Ird& 
0 
= 288 sin? 0.17 sin0.37 = 22.2 A 


We next attack the surface integral. First, we use (26) to find 


1 1 1 
VxH= ——(36r sin@ cos6 cos d)a, + -| ——Hr cosd — 36r sin cos® |a 
r sin r \sinO 


Because dS = r? sind dO d® a,, the integral is 


0.37 rO.Inr 
[mx w-as = l i (36cos9 cosd)16sin@ dd db 
s 0 0 
0.37 Or 
= 576 (4 sin? 6) \ cosdd® 
0 
—= 288 sin? 0.17 sin0.37 = 22.2 A 
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Thus, the results check Stokes’ theorem, and we note in passing that a current of 
22.2 A is flowing upward through this section of a spherical cap. 
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Next, let us see how easy it is to obtain Ampere’s circuital law fomVxH =J. 
We merely have to dot each side by dS, integrate each side over the same (open) 
surface 5, and apply Stokes’ theorem: 


I» w-as= | 1as= Pu-a 
$ S 


The integral of the current density over the surface $ is the total current / passing 
through the surface, and therefore 


This short derivation shows clearly that the current /, described as being “en- 
closed by the closed path,” is also the current passing through any of the infinite 
number of surfaces that have the closed path as a perimeter. 

Stokes’ theorem relates a surface integral to a closed line integral. It should 
be recalled that the divergence theorem relates a volume integral to a closed surface 
integral. Both theorems find their greatest use in general vector proofs. As an example, 
let us find another expression for V - V x A, where A represents any vector field. The 
result must be a scalar (why?), and we may let this scalar be 7, or 


V:-VxA=T 


Multiplying by dv and integrating throughout any volume v, 


| vvrwa= | T dv 
vol vol 


we first apply the divergence theorem to the left side, obtaining 


dx a.as= | T dv 
N vol 


The left side is the surface integral of the curl of A over the closed surface 
surrounding the volume v. Stokes’ theorem relates the surface integral of the curl of 
A over the open surface enclosed by a given closed path. If we think of the path as 
the opening of a laundry bag and the open surface as the surface of the bag itself, we 
see that as we gradually approach a closed surface by pulling on the drawstrings, the 
closed path becomes smaller and smaller and finally disappears as the surface becomes 
closed. Hence, the application of Stokes’ theorem to a closed surface produces a zero 


result, and we have 
N Tdv=0 
vol 
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Because this is true for any volume, it is true for the differential volume dv, 
Tdv=0 
and therefore 


T=0 


V.VxA=0 31) 


Equation (31) is a useful identity of vector calculus.® Of course, it may also be 
proven easily by direct expansion in rectangular coordinates. 
Let us apply the identity to the non-time-varying magnetic field for which 


VxH=])J 


or 


This shows quickly that 
Vv.J=0 


which is the same result we obtained earlier in the chapter by using the continuity 
equation. 

Before introducing several new magnetic field quantities in the following section, 
we may review our accomplishments at this point. We initially accepted the Biot- 
Savart law as an experimental result, 


IdL 
H- I xaRr 
AnRr 


and tentatively accepted Ampe£re’s circuital law, subject to later proof, 


pmarzı 


From Ampere’s circuital law the definition of curl led to the point form of this same 
law, 


VxH=])J 
We now see that Stokes’ theorem enables us to obtain the integral form of Ampere’s 


circuital law from the point form. 


D7.6. Evaluate both sides of Stokes’ theorem for the field H = 6xya, — 
3 y?a, A/m and the rectangular path around the region, 2<x <5,—-1<y< 
l,z = 0. Let the positive direction of dS be a.. 


Ans. —126 A;—-126 A 


6 This and other vector identities are tabulated in Appendix A.3. 
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7.5 MAGNETIC FLUX AND MAGNETIC 
FLUX DENSITY 


In free space, let us define the magnetic flux density B as 


B= woH | (free space only) (32) 


where B is measured in webers per square meter (Wb/m?) or in a newer unit adopted 
in the International System of Units, tesla (T). An older unit that is often used for 
magnetic flux density is the gauss (G), where I T or 1Wb/m? is the same as 10, 000G. 
The constant wo is not dimensionless and has the defined value for free space, in henrys 
per meter (H/m), of 


uo = 4n x 10°’ H/m (33) 


The name given to wo is the permeability of free space. 

We should note that since H is measured in amperes per meter, the weber is 
dimensionally equal to the product of henrys and amperes. Considering the henry as 
a new unit, the weber is merely a convenient abbreviation for the product of henrys 
and amperes. When time-varying fields are introduced, it will be shown that a weber 
is also equivalent to the product of volts and seconds. 

The magnetic-flux-density vector B, as the name weber per square meter im- 
plies, is a member of the flux-density family of vector fields. One of the possible 
analogies between electric and magnetic fields’ compares the laws of Biot-Savart and 
Coulomb, thus establishing an analogy between H and E. The relations B= wH 
and D= &E then lead to an analogy between B and D. If B is measured in teslas or 
webers per square meter, then magnetic flux should be measured in webers. Let us 
represent magnetic flux by © and define © as the flux passing through any designated 
area, 


o= [B:asw (34) 
S 


Our analogy should now remind us of the electric flux W, measured in coulombs, 
and of Gauss’s law, which states that the total flux passing through any closed surface 
is equal to the charge enclosed, 


v=dD.as=0 
Ss 


The charge O is the source of the lines of electric flux and these lines begin and 
terminate on positive and negative charges, respectively. 


7 An alternate analogy is presented in Section 9.2. 
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No such source has ever been discovered for the lines of magnetic flux. In the 
example of the infinitely long straight filament carrying a direct current /, the H field 
formed concentric circles about the filament. Because B = uoH, the B field is of the 
same form. The magnetic flux lines are closed and do not terminate on a “magnetic 
charge.” For this reason Gauss’s law for the magnetic field is 


PB-as=0 (35) 
S 


and application of the divergence theorem shows us that 


V.-B=0 (36) 


Equation (36) is the last of Maxwell’s four equations as they apply to static 
electric fields and steady magnetic fields. Collecting these equations, we then have 
for static electric fields and steady magnetic fields 


V-D= 
V><R7 0 
(37) 
VSSH 
v-B=0 


To these equations we may add the two expressions relating DtoEandBtoH 
in free space, 


D — eoE (38) 


B= woH (39) 


We have also found it helpful to define an electrostatic potential, 
E=-VV (40) 


and we will discuss a potential for the steady magnetic field in the following section. In 
addition, we extended our coverage of electric fields to include conducting materials 
and dielectrics, and we introduced the polarization P. A similar treatment will be 
applied to magnetic fields in the next chapter. 

Returning to (37), it may be noted that these four equations specify the divergence 
and curl of an electric and a magnetic field. The corresponding set of four integral 
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equations that apply to static electric fields and steady magnetic fields is 


dn.us=0=| pydv 

N vol 

Pr-aL=0 

Purar=ı= | 1.as 
Ss 

Pr-as=0 

N 


Our study of electric and magnetic fields would have been much simpler if we 
could have begun with either set of equations, (37) or (41). With a good knowledge 
of vector analysis, such as we should now have, either set may be readily obtained 
from the other by applying the divergence theorem or Stokes’ theorem. The various 
experimental laws can be obtained easily from these equations. 

As an example of the use of flux and flux density in magnetic fields, let us find 
the flux between the conductors of the coaxial line of Figure 7.8a. The magnetic field 
intensity was found to be 


(41) 


and therefore 


The magnetic flux contained between the conductors in a length d is the flux 
crossing any radial plane extending from 0 = a to o = b and from, say, z = 0 to 


z=d 

‚ ’ wo 

o=/» as = | —— ap dpdzay 
Ss 0 Ja 

or 

Id b 

zen (42) 
27 a 


This expression will be used later to obtain the inductance of the coaxial trans- 
mission line. 


D7.7. A solid conductor of circular cross section is made of a homogeneous 
nonmagnetic material. If the radius a = | mm, the conductor axis lies on the 
zaxis, andthe total currentinthe a, direction is 20 A, find: (a) A, atp = 0.5mm; 
(b) B, at 0 = 0.8 mm; (c) the total magnetic flux per unit length inside the 
conductor; (d) the total flux for 0 < 0.5 mm; (e) the total magnetic flux outside 
the conductor. 


Ans. 1592 A/m; 3.2 mT; 2 uWb/m; 0.5 uWb; oo 
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7.6 THE SCALAR AND VECTOR 
MAGNETIC POTENTIALS 


The solution of electrostatic field problems is greatly simplified by the use of the 
scalar electrostatic potential V. Although this potential possesses a very real physical 
significance for us, it is mathematically no more than a stepping-stone which allows 
us to solve a problem by several smaller steps. Given a charge configuration, we may 
first find the potential and then from it the electric field intensity. 

We should question whether or not such assistance is available in magnetic fields. 
Can we define a potential function which may be found from the current distribution 
and from which the magnetic fields may be easily determined? Can a scalar magnetic 
potential be defined, similar to the scalar electrostatic potential? We will show in 
the next few pages that the answer to the first question is yes, but the second must 
be answered “sometimes.” Let us attack the second question first by assuming the 
existence of a scalar magnetic potential, which we designate V,,, whose negative 
gradient gives the magnetic field intensity 


H= —VVn 


The selection of the negative gradient provides a closer analogy to the electric potential 
and to problems which we have already solved. 

This definition must not conflict with our previous results for the magnetic field, 
and therefore 


VxH=J=Vx(-VV,„) 


However, the curl of the gradient of any scalar is identically zero, a vector identity 
the proof of which is left for a leisure moment. Therefore, we see that if H is to be 
defined as the gradient of a scalar magnetic potential, then current density must be 
zero throughout the region in which the scalar magnetic potential is so defined. We 
then have 


H=-VV. (J=0) (43) 


Because many magnetic problems involve geometries in which the current-carrying 
conductors occupy arelatively small fraction of the total region of interest, itis evident 
that a scalar magnetic potential can be useful. The scalar magnetic potential is also 
applicable in the case of permanent magnets. The dimensions of V,„, are obviously 
amperes. 

This scalar potential also satisfies Laplace’s equation. In free space, 


V-B=wV-H=0 
and hence 


KoV o (-VV„) =(0 
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or 


N (44) 


We will see later that V,„, continues to satisfy Laplace’s equation in homogeneous 
magnetic materials; it is not defined in any region in which current density is present. 

Although we shall consider the scalar magnetic potential to a much greater extent 
in Chapter 8, when we introduce magnetic materials and discuss the magnetic circuit, 
one difference between V and V,, should be pointed outnow: V,, is nota single-valued 
function of position. The electric potential V is single-valued; once a zero reference is 
assigned, there is only one value of V associated with each point in space. Such is not 
the case with V,,. Consider the cross section of the coaxial line shown in Figure 7.18. 
In the region a < p < b, J = 0, and we may establish a scalar magnetic potential. 
The value of His 

I 
H= —-a 
27p 

where / is the total current flowing in the a, direction in the inner conductor. We find 
V,, by integrating the appropriate component of the gradient. Applying (43), 


I 10V, 


np sp oab 


or 


P(p, z/4, 0) 


Figure 7.18 The scalar magnetic potential V„ is a 
multivalued function of d intheregiona <p<b. The 
electrostatic potential is always single valued. 
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Thus, 


Vn= = 
m. Ir 


where the constant of integration has been set equal to zero. What value of potential 
do we associate with point P, where ® = m/4? If we let V„ be zero at® = O and 
proceed counterclockwise around the circle, the magnetic potential goes negative 
linearly. When we have made one circuit, the potential is — /, but that was the point 
at which we said the potential was zero a moment ago. At P, then, & = nr /4, I /4, 
17n/4,...,or —/n/4, -15n/4, —23n/4,...,or 

I 
In 


Vı=— (2n-!)n n=0,+1,+2,...) 


or 


„"e=Iln=-}) a=0,41,42,...) 


The reason for this multivaluedness may be shown by a comparison with the 
electrostatic case. There, we know that 


VxE=0 


Pr-aL=0 


Vo=- ’ E-dL 
b 
is independent of the path. In the magnetostatic case, however, 


VxH=0 (wherever J = 0) 


even if J is zero along the path of integration. Every time we make another complete 
lap around the current, the result of the integration increases by /. If no current / 
is enclosed by the path, then a single-valued potential function may be defined. In 
general, however, 


and therefore the line integral 


but 


Ve — -/ H-dL_ (specified path) (45) 
b 


where a specific path or type of path must be selected. We should remember that the 
electrostatic potential V is a conservative field; the magnetic scalar potential V, is 
not a conservative field. In our coaxial problem, let us erect a barrier® at d®=T;,we 


$ This corresponds to the more precise mathematical term “branch cut.” 
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agree not to select a path that crosses this plane. Therefore, we cannot encircle /, and 
a single-valued potential is possible. The result is seen to be 


I 


Vn=--d -n<öd<m) 
2n 


v.= I ge 
mP — 8 zur 


The scalar magnetic potential is evidently the quantity whose equipotential sur- 
faces will form curvilinear squares with the streamlines of H in Figure 7.4. This is 
one more facet of the analogy between electric and magnetic fields about which we 
will have more to say in the next chapter. 

Let ustemporarily leave the scalar magnetic potential now and investigate a vector 
magnetic potential. This vector field is one which is extremely useful in studying 
radiation from antennas (as we will find in Chapter 14) as well as radiation leakage 
from transmission lines, waveguides, and microwave ovens. The vector magnetic 
potential may be used in regions where the current density is zero or nonzero, and we 
shall also be able to extend it to the time-varying case later. 

Our choice of a vector magnetic potential is indicated by noting that 


and 


V:-B=0 


Next, a vector identity that we proved in Section 7.4 shows that the divergence of the 
curl of any vector field is zero. Therefore, we select 


BEYVsA (46) 


where A signifies a vector magnetic potential, and we automatically satisfy the con- 
dition that the magnetic flux density shall have zero divergence. The H field is 


1 
H= —VxA 
Ao 


and 


Vene vera 
Ko 
The curl ofthe curl ofa vector field is not zero and is given by a fairly complicated 
expression,” which we need not know now in general form. In specific cases for which 
the form of A is known, the curl operation may be applied twice to determine the 
current density. 


I)VxVxA= V(V-A)- V?A.In rectangular coordinates, it may be shown that V?Az= V?Ayar + 
V?A, a,+ V?A.a.. In other coordinate systems, V?A may be found by evaluating the second-order 
partial derivatives in V?A= V(V-A)-VxVxA. 
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Equation (46) serves as a useful definition of the vector magnetic potential A. 
Because the curl operation implies differentiation with respect to a length, the units 
of A are webers per meter. 

As yet we have seen only that the definition for A does not conflict with any 
previous results. It still remains to show that this particular definition can help us to 
determine magnetic fields more easily. We certainly cannot identify A with any easily 
measured quantity or history-making experiment. 

We will show in Section 7.7 that, given the Biot-Savart law, the definition of B, 
and the definition of A, A may be determined from the differential current elements by 


IdL 
a= (47) 
IT. 


The significance of the terms in (47) is the same as in the Biot-Savart law; a direct 
current / flows along a filamentary conductor of which any differential length dL is 
distant R from the point at which A is to be found. Because we have defined A only 
through specification of its curl, it is possible to add the gradient of any scalar field 
to (47) without changing B or H, for the curl of the gradient is identically zero. In 
steady magnetic fields, it is customary to set this possible added term equal to zero. 

The fact that A is a vector magnetic potential is more apparent when (47) is 
compared with the similar expression for the electrostatic potential, 


dL 
y- / 2 
ArregR 
Each expression is the integral along a line source, in one case line charge and in the 
other case line current; each integrand is inversely proportional to the distance from 
the source to the point of interest; and each involves a characteristic of the medium 


(here free space), the permeability or the permittivity. 
Equation (47) may be written in differential form, 


IdL 
da” d 
4tR 


if we again agree not to attribute any physical significance to any magnetic fields we 
obtain from (48) until the entire closed path in which the current flows is considered. 
With this reservation, let us go right ahead and consider the vector magnetic 
potential field about a differential filament. We locate the filament at the origin in free 
space, as shown in Figure 7.19, and allow it to extend in the positive z direction so 
that AL = dza,. We use cylindrical coordinates to find dA at the point (pP, d, 2): 


(48) 


dA — Wol dza; 
An/p2 +22 
or 
wol dz 


dA. = dA,=0 dA,=0 (49) 


An/p?+2z? 
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Free space 
ee 
ldL=Idza, N 
Fe 
A | . 
fr p 


Figure 7.19 The differential current 
element / dza, at the origin establishes the 
differential vector magnetic potential field, 


j 
PIE EN 


Anyp+z 


We note that the direction of dA is the same as that of / dL. Each small section 
of a current-carrying conductor produces a contribution to the total vector magnetic 
potential which is in the same direction as the current flow in the conductor. The 
magnitude of the vector magnetic potential varies inversely with the distance to the 
current element, being strongest in the neighborhood of the current and gradually 
falling off to zero at distant points. Skilling'® describes the vector magnetic potential 
field as “like the current distribution but fuzzy around the edges, or like a picture of 
the current out of focus.” 

In order to find the magnetic field intensity, we must take the curl of (49) in 
cylindrical coordinates, leading to 


1 1 aaa, 
dH=—Vxda= —[ - =), 
Ko Ko Ip 


or 

Idz p 

H= — —— a 

Ar (0? + 22372"? 

which is easily shown to be the same as the value given by the Biot-Savart law. 
Expressions for the vector magnetic potential A can also be obtained for a current 

source which is distributed. For a current sheet K, the differential current element 
becomes 


IdL=Kas 
In the case of current flow throughout a volume with a density J, we have 


IdL= Jdv 


10 See the References at the end of the chapter. 


(urn) 


Illustrations 
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In each of these two expressions the vector character is given to the current. For the 
filamentary element it is customary, although not necessary, to use / dL instead of 
IdL. Since the magnitude of the filamentary element is constant, we have chosen 
the form which allows us to remove one quantity from the integral. The alternative 
expressions for A are then 


K 
“- N - = (50) 
Ss IT. 
and 
KoJ dv 
SI 
vol 


Equations (47), (50), and (51) express the vector magnetic potential as an inte- 
gration over all of its sources. From a comparison of the form of these integrals with 
those which yield the electrostatic potential, it is evident that once again the zero ref- 
erence for A is at infinity, for no finite current element can produce any contribution 
as R — oo. We should remember that we very seldom used the similar expressions 
for V; too often our theoretical problems included charge distributions that extended 
to infinity, and the result would be an infinite potential everywhere. Actually, we cal- 
culated very few potential fields until the differential form of the potential equation 
was obtained, V?V = —p,/e, or better yet, V’’V = 0. We were then at liberty to 
select our own zero reference. 

The analogous expressions for A will be derived in the next section, and an 
example of the calculation of a vector magnetic potential field will be completed. 


D7.8. A current sheet, K = 2.4a, A/m, is present at the surface o = 1.2 in 
free space. (a) Find H for 0 > 1.2. Find V,„ at P(p = 1.5, d = 0.67, z = 1) if: 
(b) V„ =0at® = O and there is abarrier t$ = T; (c) V„ =0at® = O and 
thereis abarrierat® = 7/2; (d) V„ = 0at& = m andthere isabarrierat® = (0; 
(e) Va =5Vatd = andthere is a barrier at ® = 0.8. 


88 
Ans. a9; —5.43 V; 12.7 V; 3.62 V; —9.48 V 
p 


D7.9. The value of A within a solid nonmagnetic conductor of radius a car- 
rying a total current / in the a, direction may be found easily. Using the 
known value of H or B for 0 < a, then (46) may be solved for A. Select 
A = (wol In5)/2r at 0 = a (to correspond with an example in the next sec- 
tion) and find A at p =: (a) 0; (b) 0.25a; (c) 0.75a; (d) a. 


Ans. 0.422/a; uWb/m; 0.416/a; uWb/m; 0.366/a, uWb/m; 0.322/a, uWb/m 
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7.7 DERIVATION OF THE 
STEADY-MAGNETIC-FIELD LAWS 


We will now supply the promised proofs of the several relationships between the 
magnetic field quantities. All these relationships may be obtained from the definitions 


ofH, 
H- # IdLxar 6) 
z AnR? 
ofB (in free space), 
B = wH (32) 
and of A, 
B=VxA (46) 


Let us first assume that we may express A by the last equation of Section 7.6, 


a=| Asa (51) 
vol 


4rtR 


and then demonstrate the correctness of (51) by showing that (3) follows. First, we 
should add subscripts to indicate the point at which the current element is located 
(x1, yı,zı) and the point at which A is given (x, y2, 22). The differential volume 
element dv is then written dv; and in rectangular coordinates would be dxı dyı dzı. 
The variables of integration are xı, yı, and zı. Using these subscripts, then, 


kodıdvı 
A=| 52 
“ |, ArRı2 or 
From (32) and (46) we have 
B VxA 
=—= (53) 
Ao Ko 


To show that (3) follows from (52), it is necessary to substitute (52) into (53). This 
step involves taking the curl of A», a quantity expressed in terms of the variables x>, 
y», and za, and the curl therefore involves partial derivatives with respect to x>, ya, and 
z2. We do this, placing a subscript on the del operator to remind us of the variables 
involved in the partial differentiation process, 


V2 x An 1 Jıdv 
m-\ nf 1 
Ko Ao vol ArRı2 
The order of partial differentiation and integration is immaterial, and uo/Ar is 
constant, allowing us to write 
1 J 1 d vi 
= — y2 B< 
Ar vol Rı2 
The curl operation within the integrand represents partial differentiation with 
respect to x>, ya, and z>. The differential volume element dv; isascalar and a function 


H> 
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only of x], yı, and zı. Consequently, it may be factored out of the curl operation as 
any other constant, leaving 


1 Jı 
H> V2x R dvı (54) 


An vol 12 


The curl ofthe product of a scalar and a vector is given by an identity which may 
be checked by expansion in rectangular coordinates or obtained from Appendix A.3, 


Vx(SV)=(VS)xV+S(VxV) (55) 


This identity is used to expand the integrand of (54), 


1 1 1 
H- = — V) — ——(V d 
ae u ( 2) xJı + Ru 2 “| v (56) 


The second term of this integrand is zero because V> x Jı indicates partial deriva- 
tives of a function of x}, yı, and zı, taken with respect to the variables x>, y>, and z>; 
the first set of variables is not a function of the second set, and all partial derivatives 
are zero. 

The first term of the integrand may be determined by expressing Rıa in terms of 
the coordinate values, 


Rn = Ya - +9 - y? +2 - zı)2 


and taking the gradient of its reciprocal. Problem 7.42 shows that the result is 


Substituting this result into (56), we have 
1 a 
He / 2 Jı di 
An vol Rh 


Jı x arı2 
m= | an, 
vol AnRı, 


which is the equivalent of (3) in terms of current density. Replacing Jı dvı by /ı dL\, 
we may rewrite the volume integral as a closed line integral, 


IıdLı x arı2 
md ıdLı en 
AnRı, 


Equation (51) is therefore correct and agrees with the three definitions (3), (32), 
and (46). 
Next we will prove Ampere’s circuital law in point form, 


VxH=]J (28) 
Combining (28), (32), and (46), we obtain 


or 


B 1 
VxH=Vx— = —VxVxA (57) 
Ho Ho 
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We now need the expansion in rectangular coordinates for Vx V x A. Performing 
the indicated partial differentiations and collecting the resulting terms, we may write 
the result as 


VSVUSA-S NVA NR (58) 


where 


V’A = V’A,a, + V’A,a,+ V?A;a, (59) 


Equation (59) is the definition (in rectangular coordinates) of the Laplacian of a 
vector. 
Substituting (58) into (57), we have 


1 
VxH= —[V(V-A)— V’A] (60) 
Ko 
and now require expressions for the divergence and the Laplacian of A. 


We may find the divergence of A by applying the divergence operation to (52), 


Ko Jı 
V):A, = — V) + —.dv 61 
ne w nr (61) 


and using the vector identity (44) of Section 4.8, 
V-(SV)=V-(VS)+S(V-V) 
Thus, 


ko 1 1 
VA, = — (95) + 2,9 man (62) 
Art vol Rı2 Rı2 
The second part of the integrand is zero because J} is not a function of x>, y>, 
and >. 
We have already used the result that V>(1/Rı2) = Ro/Rı,, and it is just as 
easily shown that 


I Rn 
Ra Rh 
or that 
1 1 
Vı— = - nn —. 
Ra Rı2 


Equation (62) can therefore be written as 


1 
Vl2= 2° (9; ) jo 
vol 12 


and the vector identity applied again, 


_ 1 _ Jı 
-, 56 Jı) -Vı (35) ja (63) 
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Because we are concerned only with steady magnetic fields, the continuity equa- 
tion shows that the first term of (63) is zero. Application of the divergence theorem 
to the second term gives 


where the surface S| encloses the volume throughout which we are integrating. This 
volume must include all the current, for the original integral expression for A was an 
integration such as to include the effect of all the current. Because there is no current 
outside this volume (otherwise we should have had to increase the volume to include 
it), we may integrate over a slightly larger volume or a slightly larger enclosing surface 
without changing A. On this larger surface the current density Jı must be zero, and 
therefore the closed surface integral is zero, since the integrand is zero. Hence the 
divergence of A is zero. 

In order to find the Laplacian of the vector A, let us compare the x component 
of (51) with the similar expression for electrostatic potential, 


J.d vd 
° =, Modıdv = pv dv 
vo ArR vo AreoR 


We note that one expression can be obtained from the other by a straightforward 
change of variable, J, for P,, Uo for l/eo, and A, for V. However, we have derived 
some additional information about the electrostatic potential which we shall not have 
to repeat now for the x component of the vector magnetic potential. This takes the 
form of Poisson’s equation, 


ze 
0) 
which becomes, after the change of variables, 
V?A, = -uod; 
Similarly, we have 
V’A,= oJ, 
and 
VA, = -uod: 
or 
VPA=-wJ (64) 


Returning to (60), we can now substitute for the divergence and Laplacian of A 
and obtain the desired answer, 


VxH=J (28) 


We have already shown the use of Stokes’ theorem in obtaining the integral form of 
Ampere’s circuital law from (28) and need not repeat that labor here. 
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We thus have succeeded in showing that every result we have essentially pulled 
from thin air!! for magnetic fields follows from the basic definitions of H, B, and A. 
The derivations are not simple, but they should be understandable on a step-by-step 
basis. 

Finally, let us return to (64) and make use of this formidable second-order vec- 
tor partial differential equation to find the vector magnetic potential in one simple 
example. We select the field between conductors of a coaxial cable, with radii of a 
and b as usual, and current / in the a, direction in the inner conductor. Between the 
conductors, J = 0, and therefore 


VA=0 
We have already been told (and Problem 7.44 gives us the opportunity to check the 


results for ourselves) that the vector Laplacian may be expanded as the vector sum of 
the scalar Laplacians of the three components in rectangular coordinates, 


V?’A = V’A,a, + V?A,a,+ V?A.a, 


but such a relatively simple result is not possible in other coordinate systems. That is, 
in cylindrical coordinates, for example, 


V?A#V?A,a, + V?Agay + V?A,a, 


However, it is not difficult to show for cylindrical coordinates that the z component 
of the vector Laplacian is the scalar Laplacian of the z component of A, or 


V’Al = V?A, (65) 


and because the current is entirely in the z direction in this problem, A has only a 
z component. Therefore, 


VA, =0 
or 


=0 


19 oA, 1.94, 04, 
p 2962 * 32 

p Ip dp p* 9b 02 

Thinking symmetrical thoughts about (51) shows us that A, is a function only of p, 


and thus 
ld dA; 
pdp\ dp 
We have solved this equation before, and the result is 
A, = Cılnp+ Cs 


If we choose a zero reference at 0 = b, then 


echt 
b 


!! Free space. 
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In order to relate C, to the sources in our problem, we may take the curl of A, 


OA; (& 
Veh 20 
Ip p 
obtain H, 
C 
H= = 
Kop 


Ir 
e rc 
puau=ı=| pe 
0 


Hop Ko 
Thus 
Kol 
CGH==7— 
' 27 
or 
Ib 
a a ra (66) 
2 0 
and 
# I 
e 2rp 


as before. A plot of A, versus p for b = 5a is shown in Figure 7.20; the decrease 
of |A| with distance from the concentrated current source that the inner conductor 
represents is evident. The results of Problem D7.9 have also been added to Figure 7.20. 
The extension of the curve into the outer conductor is left as Problem 7.43. 

It is also possible to find A, between conductors by applying a process some of 
us informally call “uncurling.” That is, we know H or B for the coax, and we may 


A, (Wb/m) 
ES 
ke} 
u 


pla 


Figure 7.20 The vector magnetic potential is shown 
within the inner conductor and in the region between 
conductors for a coaxial cable with b = 5a carrying I 
inthe a, direction. A; = 0 is arbitrarily selected atp =b. 


CHAPTER 7 The Steady Magnetic Field 


therefore select the $® component of Vx A = B and integrate to obtain A,. Try it, 
you’ll like it! 


D7.10. Equation (66) is obviously also applicable to the exterior of any con- 
ductor of circular cross section carrying a current / in the a, direction in free 
space. The zero reference is arbitrarily set at o = b. Now consider two con- 
ductors, each of 1 cm radius, parallel to the z axis with their axes lying in 
the x = 0 plane. One conductor whose axis is at (0, 4cm, z) carries 12 A 
in the a, direction; the other axis is at (0, —4 cm, z) and carries 12 A in the 
—a; direction. Bach current has its zero reference for A located 4 cm from its 
axis. Find the total A field at: (a) (0,0, z); (b) (0, 8cm, z); (c) (4cm, 4cm, z); 
(d) (2cm, 4cm, z). 


Ans. 0; 2.64 wWb/m; 1.93 wWb/m; 3.40 u„Wb/m 
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CHAPTER 7 PROBLEMS 


71l (a) Find H in rectangular components at P(2, 3, 4) if there is a current 


filament on the z axis carrying 8 mA in the a, direction. (b) Repeat if the 
filament is located atx = —1, y = 2. (c) Find H if both filaments are present. 


N filamentary conductor is formed into an equilateral triangle with sides of 


length £ carrying current /. Find the magnetic field intensity at the center of 
the triangle. 


7.38 Two semi-infinite filaments on the z axis lie in the regions - © <z <-a 


anda <z < 00. Each carries a current / in the a, direction. (a) Calculate H 
as a function ofpoanddatz = (0. (b) What value of a will cause the 
magnitude of Hatp = 1,z = 0, to be one-half the value obtained for an 
infinite filament? 


7.48 Two circular current loops are centered on the z axis atz = +h. Each loop 


has radius a and carries current / in the a, direction. (a) Find H on the z axis 
overthe range —h <z < h. Take / = 1 A and plot |H] as a function of z/a if 


uw) 


Quizzes 
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751 


7.61 


77] 


781 


79 


(0, 1,0) 
(0, 1,0) 


1A/% AR 


Figure 7.21 See Problem 7.5. 


(b)h=a/4;(c)h =a/2; (d)h= a. Which choice for h gives the most 
uniform field? These are called Helmholtz coils (of a single turn each in this 
case), and are used in providing uniform fields. 


The parallel filamentary conductors shown in Figure 7.21 lie in free space. 
Plot |H| versus y, —4 < y < 4, along thelinex = 0,2 =2. 


A disk of radius a lies in the xy plane, with the z axis through its center. 
Surface charge of uniform density 2, lies on the disk, which rotates about 
the z axis at angular velocity 2 rad/s. Find H at any point on the z axis. 


A filamentary conductor carrying current / in the a, direction extends along 
the entire negative z axis. At z = 0 it connects to a copper sheet that fills the 
x >0,y > O quadrant of the xy plane. (a) Set up the Biot-Savart law and 
find H everywhere on the z axis; (b) repeat part (a), but with the copper sheet 
occupying the entire xy plane (Hint: express a, in terms of a, and a, and 
angle & in the integral). 


For the finite-length current element on the z axis, as shown in Figure 7.5, 
use the Biot-Savart law to derive Eg. (9) of Section 7.1. 


A current sheet K = 8a, A/m flows in the region —2 < y < 2 in the plane 
z=0.Calculate 7 at P(0, 0,3). 


7.108 A hollow spherical conducting shell of radius a has filamentary connections 


made atthe top (r = a,60 = 0) and bottom (r =a,0 = r). A direct current / 
flows down the upper filament, down the spherical surface, and out the lower 
filament. Find H in spherical coordinates (a) inside and (b) outside the 
sphere. 


7.11} An infinite filament on the z axis carries 207 mA in the a, direction. Three 


a,-directed uniform cylindrical current sheets are also present: 400 mA/m at 
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—> 10 A/m? 


-— 10 A/m? 


Air 

1.0 

0.7 
Air 

0.3 
Air 0 


Figure 7.22 See Problem 7.12. 


p = 1 cm, —250 mA/m at 0 = 2 cm, and —300 mA/m at o = 3 cm. Calculate 
Hg at op = 0.5, 1.5, 2.5, and 3.5 cm. 


7121 ın Figure 7.22, let the regions 0 <z <0.3mand 0.7 <z< 1.0 mbe 
conducting slabs carrying uniform current densities of 10 A/m? in opposite 
directions as shown. Find Hat z =: (a) —0.2; (b) 0.2; (c) 0.4; (d) 0.75; 

(e) 1.2 m. 


7.131 A hollow cylindrical shell of radius a is centered on the z axis and carries a 
uniform surface current density of K„ag. (a) Show that H is not a function of 
$ or z. (b) Show that A, and A, are everywhere zero. (c) Show that A; = 0 
for 0 > a. (d) Show that HA; = K,„ for p <a. (e) A second shell, £ = b, 
carries a current K,a,. Find H everywhere. 


7.141 A toroid having a cross section of rectangular shape is defined by the 
following surfaces: the cylinders o =2 and o =3 cm, and the planes z = 1 
and z = 2.5 cm. The toroid carries a surface current density of —50a, A/m 
on the surface o = 3 cm. Find H at the point P(p, 6, z): (a) Pı(1.5cm, 0, 
2cm); (b) Ps(2.1cm, 0, 2cm); (c) Pc(2.7 cm, m/2,2cm); (d) Pp(3.5cm, 
rr/2,2 cm). 


7.15 Assume that there is a region with cylindrical symmetry in which the 
conductivity is given by o = 1.5e”!>"PkS/m. An electric field of 30a, V/m 
is present. (a) Find J. (b) Find the total current crossing the surface p < fo, 
z=0,all . (c) Make use of Ampere’s circuital law to find H. 


7.163 A current filament carrying / in the —a, direction lies along the entire 
positive z axis. At the origin, it connects to a conducting sheet that forms the 
xy plane. (a) Find K in the conducting sheet. (b) Use Ampere’s circuital law 
to find H everywhere for z > 0; (c) find H forz < 0. 
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7417 N A current filament on the z axis carries a current of 7 mA in the a, direction, 
and current sheets of 0.5 a; A/m and —0.2 a, A/m are locatedatp = Icm 
and p = 0.5 cm, respectively. Calculate H at: (a) 0 = 0.5 cm; (b) = 
1.5 cm; (c) o =4 cm. (d) What current sheet should be located at 0 = 4 cm 
so that H = O for all p > Acm? 


7.18 A wire of 3 mm radius is made up of an inner material (0 < eo < 2 mm) for 
which o = 107 S/m, and an outer material (2? mm < p < 3 mm) for which 
o = 4x 10’ S/m. If the wire carries a total current of 100 mA dc, determine 
H everywhere as a function of p. 


7.191 In spherical coordinates, the surface of a solid conducting cone is described 
by = n/4 and a conducting plane by 6 = /2. Each carries a total current 
I. The current flows as a surface current radially inward on the plane to the 
vertex of the cone, and then flows radially outward throughout the cross 
section of the conical conductor. (a) Express the surface current density as a 
function of r; (b) express the volume current density inside the cone as a 
function of r; (c) determine H as a function of r and 6 in the region between 
the cone and the plane; (d) determine H as a function of r and 6 inside the 
cone. 


7.20) A solid conductor of circular cross section with a radius of 5 mm has a 
conductivity that varies with radius. The conductor is 20 m long, and there is 
a potential difference of 0.1 V dc between its two ends. Within the conductor, 
H= 10° 0?2, A/m. (a) Find o as a function of p. (b) What is the resistance 
between the two ends? 


721J A cylindrical wire of radius a is oriented with the z axis down its center line. 
The wire carries a nonuniform current down its length of density 
J = bpa; A/m? where b is a constant. (a) What total current flows in the 
wire? (b) Find H;, (0 < 0 < a), as a function of p; (c) find H,.:(p > a), as a 
function of p; (d) verify your results of parts (b) and (c) by using VxH=J. 


7.22 l A solid cylinder of radius a and length Z, where L > a, contains volume 
charge of uniform density oo C/m?. The cylinder rotates about its axis (the 
z axis) at angular velocity 2 rad/s. (a) Determine the current density J as a 
function of position within the rotating cylinder. (b) Determine H on-axis by 
applying the results of Problem 7.6. (c) Determine the magnetic field 
intensity H inside and outside. (d) Check your result of part (c) by taking 
the curl of H. 


7.23 Given the fieldH = 20p?a% Alm: (a) Determine the current density J. 
(b) Integrate J over the circular surface op < 1,0 <®d <?2n,z=0,t0 
determine the total current passing through that surface in the a, direction. 
(c) Find the total current once more, this time by a line integral around the 
circular patho = 1,0 <®d <?n,z=0. 


7.241 Infinitely long filamentary conductors are located inthe y=Oplaneatx=n 
meters where n = 0,+1,+2,... Each carries I A in the a, direction. 
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(a) Find H on the y axis. As ahelp, 
= y Bu 1 T 
>> 2m ae 
y’+n 2 2y em’—-] 


n=l 


(b) Compare your result of part (a) to that obtained if the filaments are 
replaced by a current sheet in the y = O plane that carries surface current 
density K = la, A/m. 


7.25 l When x, y, and z are positive and less than 5, a certain magnetic field 
intensity may be expressed as H = [x?yz/(y + D)]Ja; + Ix2a, _ 
[xyz?/( + Da; Find the total current in the a, direction that crosses the 
stipx =2,1<y<4,3<2z<4,by amethod utilizing: (a) a surface 
integral; (b) a closed line integral. 


7.26 1 Consider a sphere of radius r = 4 centered at (0, 0, 3). Let $| be that portion 
of the spherical surface that lies above the xy plane. Find /, s(YxEW-d Sif 
H = 3, a, in cylindrical coordinates. 


7.271 The magnetic field intensity is given in a certain region of space as H = 
[x + 2y)/z?]a, + (2/z)a; A/m. (a) Find V xH. (b) Find J. (c) Use J to find 
the total current passing through the surfacez =4,1<x <2,3<z<J5, 
in the a, direction. (d) Show that the same result is obtained using the other 
side of Stokes’ theorem. 


7.281 GivenH = (3r?/ sin 6)ag + 54r cos da, A/m in free space: (a) Find the total 
current in the a, direction through the conical surface 0 = 20°,0<$d <2r, 
0<r<5,by whatever side of Stokes’ theorem you like the best. (b) Check 
the result by using the other side of Stokes’ theorem. 


729) A long, straight, nonmagnetic conductor of 0.2 mm radius carries a 
uniformly distributed current of 2 A de. (a) Find J within the conductor. 
(b) Use Ampere’s circuital law to find H and B within the conductor. 
(c) Show that Vx H = J within the conductor. (d) Find H and B outside the 
conductor. (e) Show that V x H = J outside the conductor. 


7.301 (An inversion of Problem 7.20.) A solid, nonmagnetic conductor of circular 
cross section has a radius of 2 mm. The conductor is inhomogeneous, with 
o = 10°(1 + 10°) S/m. If the conductor is 1 m in length and has a voltage 
of 1 mV between its ends, find: (a) H inside; (b) the total magnetic flux 
inside the conductor. 


7.31) The cylindrical shell defined by Icm < o < 1.4 cm consists of a 
nonmagnetic conducting material and carries a total current of 50 A in the a, 
direction. Find the total magnetic flux crossing theplaned® =0,0 <z<|: 
(a0 <p< 1.2cm; (b) 1.0 cm < 9 < 1.4cm; (c) 14cm<p<20Ocm. 


7.32 The free space region definedby 1 <z <4Acmand?2 <p <3cmisatoroid 
of rectangular cross section. Let the surface at 0 = 3 cm carry a surface 
current K = 2a, kA/m. (a) Specify the current densities on the surfaces at 
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p=2cem,z=1lcm,andz=4cm. (b) Find H everywhere. (c) Calculate 
the total flux within the toroid. 


7.33 Use an expansion in rectangular coordinates to show that the curl of the 
gradient of any scalar field G is identically equal to zero. 


7341 A filamentary conductor on the z axis carries a current of 16 Ainthea, 
direction, a conducting shell at 0 = 6 carries a total current of 12 A in the 
—a; direction, and another shell at od = 10 carries a total current of 4 A in 
the —a, direction. (a) Find H for 0 < p < 12. (b) Plot A, versus p. 
(c) Find the total flux © crossing the surface l<p <7,0 <z< 1, at fixed 
®. 

7.35 N A current sheet, K = 20 a; A/m, is located at 0 = 2, and a second sheet, 
K = - 10a, A/m, is located at 0 = 4. (a) Let V„=0atPp =3,#=0, 
z=5) and place a barrier at $® = rn. Find V„(p,d,z) for <d <r. 
(b) Let A=0Oat P and find A(p, d, 2) for 2 <p <4. 


736) Let A = (3y — z)a, + 2xza, Wb/m in a certain region of free space. 
(a) Show that V-A =. (b) At P(2,—1,3), find A, B, H, and J. 


7371 Let N = 1000, 7 = 0.8 A, po =2 cm, and a = 0.8 cm for the toroid shown 


in Figure 7.125. Find V,, in the interior of the toroid if V„ =0atp = 2.5 
cm, d = 0.37. Keep d within therange O<d <2r. 


7138| A square filamentary differential current loop, dL ona side, is centered at the 
origin in the z = 0 plane in free space. The current / flows generally in the 
a, direction. (a) Assuming thatr >> dL, and following a method similar to 
that in Section 4.7, show that 


I(dL)? sin 
ar er) u. 
Arır? 


(b) Show that 


I(dL)? 
dH = 
Ar? 


(2cos@ a, +sin0 a4) 


The square loop is one form of a magnetic dipole. 


7.39 | Planar current sheets of K = 30a; A/m and —30a; A/m are located in free 
space atx = 0.2and x = —0.2, respectively. For the region —0.2 <x <0.2 
(a) find H; (b) obtain an expression for V,, if V„ = O.at P(0.1,0.2, 0.3); 
(c) find B; (d) obtain an expression for AfA=0atP. 


7.40 } Show that the line integral of the vector potential A about any closed path is 
equal to the magnetic flux enclosed by the path, or f A-dL= [B-daS. 


7.414 Assume that A = 50,p”a; Wb/m in a certain region of free space. (a) Find H 
and B. (b) Find J. (c) Use J to find the total current crossing the surface 
0<p<s1,0<d <2n,z=0.(d) Use the value of A, at p = 1 to calculate 
$H-dLforpo=1,2=0. 
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7.42) Show that Vy(1/Rı2) = -Vi(l/Rı2) = Raı/Rı. 


7.431 Compute the vector magnetic potential within the outer conductor for the 
coaxial line whose vector magnetic potential is shown in Figure 7.20 if the 
outer radius of the outer conductor is 7a. Select the proper zero reference and 
sketch the results on the figure. 


7.441 By expanding Eg. (58), Section 7.7 in rectangular coordinates, show that (59) 
is correct. 
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Magnetic Forces, 
Materials, and 
Inductance 


e are now ready to undertake the second half of the magnetic field problem, 
W that of determining the forces and torques exerted by the magnetic field on 

other charges. The electric field causes a force to be exerted on a charge 
that may be either stationary or in motion; we will see that the steady magnetic field is 
capable of exerting a force only on a moving charge. This result appears reasonable; a 
magnetic field may be produced by moving charges and may exert forces on moving 
charges; a magnetic field cannot arise from stationary charges and cannot exert any 
force on a stationary charge. 

This chapter initially considers the forces and torques on current-carrying con- 
ductors that may either be of a filamentary nature or possess a finite cross section 
with a known current density distribution. The problems associated with the motion 
of particles in a vacuum are largely avoided. 

With an understanding of the fundamental effects produced by the magnetic 
field, we may then consider the varied types of magnetic materials, the analysis 
of elementary magnetic circuits, the forces on magnetic materials, and finally, the 
important electrical circuit concepts of self-inductance and mutual inductance. ® 


8.1 FORCE ON A MOVING CHARGE 


In an electric field, the definition of the electric field intensity shows us that the force 
on a charged particle is 


F=oE (1) 
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The force is in the same direction as the electric field intensity (for a positive charge) 
and is directly proportional to both E and ©. If the charge is in motion, the force at 
any point in its trajectory is then given by (1). 

A charged particle in motion in a magnetic field of flux density B is found 
experimentally to experience a force whose magnitude is proportional to the product 
ofthe magnitudes of the charge O, its velocity v, and the flux density B, and to the sine 
of the angle between the vectors v and B. The direction of the force is perpendicular 
to both v and B and is given by a unit vector in the direction of v x B. The force may 


therefore be expressed as 
F=OvxB (2) 


A fundamental difference in the effect of the electric and magnetic fields on 
charged particles is now apparent, for a force which is always applied in a direc- 
tion at right angles to the direction in which the particle is proceeding can never 
change the magnitude of the particle velocity. In other words, the acceleration vector 
is always normal to the velocity vector. The kinetic energy of the particle remains 
unchanged, and it follows that the steady magnetic field is incapable of transfer- 
ring energy to the moving charge. The electric field, on the other hand, exerts a 
force on the particle which is independent of the direction in which the particle is 
progressing and therefore effects an energy transfer between field and particle in 
general. 

The first two problems at the end of this chapter illustrate the different effects of 
electric and magnetic fields on the kinetic energy of a charged particle moving in free 
space. 

The force on a moving particle arising from combined electric and magnetic 
fields is obtained easily by superposition, 


F=O(E+vxB) (3) 


This equation is known as the Lorentz force equation, and its solution is required in 
determining electron orbits in the magnetron, proton paths in the cyclotron, plasma 
characteristics in a magnetohydrodynamic (MHD) generator, or, in general, charged- 
particle motion in combined electric and magnetic fields. 


D8.1. Thepointcharge O = 18nC has a velocity of5 x 10° m/s in the direction 
a, = 0.60a, +0.75a, + 0.30a,. Calculate the magnitude of the force exerted on 
the charge by the field: (a)B = —-3a, + 4a, + 6a, mT; (b)E = —-3a, +4a, + 
6a, kV/m; (c) B and E acting together. 


Ans. 660 uN; 140 uN; 670 uN 
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8.2 FORCE ON A DIFFERENTIAL 
CURRENT ELEMENT 


The force on acharged particle moving through a steady magnetic field may be written 
as the differential force exerted on a differential element of charge, 


dF=dQvxB (4) 


Physically, the differential element of charge consists of a large number of very 
small, discrete charges occupying a volume which, although small, is much larger 
than the average separation between the charges. The differential force expressed 
by (4) is thus merely the sum of the forces on the individual charges. This sum, or 
resultant force, is not a force applied to a single object. In an analogous way, we might 
consider the differential gravitational force experienced by a small volume taken in 
a shower of falling sand. The small volume contains a large number of sand grains, 
and the differential force is the sum of the forces on the individual grains within the 
small volume. 

If our charges are electrons in motion in a conductor, however, we can show 
that the force is transferred to the conductor and that the sum of this extremely large 
number of extremely small forces is of practical importance. Within the conductor, 
electrons are in motion throughout a region of immobile positive ions which form 
a crystalline array, giving the conductor its solid properties. A magnetic field which 
exerts forces on the electrons tends to cause them to shift position slightly and produces 
a small displacement between the centers of “gravity” of the positive and negative 
charges. The Coulomb forces between electrons and positive ions, however, tend to 
resist such a displacement. Any attempt to move the electrons, therefore, results in 
an attractive force between electrons and the positive ions of the crystalline lattice. 
The magnetic force is thus transferred to the crystalline lattice, or to the conductor 
itself. The Coulomb forces are so much greater than the magnetic forces in good 
conductors that the actual displacement of the electrons is almost immeasurable. The 
charge separation that does result, however, is disclosed by the presence of a slight 
potential difference across the conductor sample in a direction perpendicular to both 
the magnetic field and the velocity of the charges. The voltage is known as the Hall 
voltage, and the effect itself is called the Hall effect. 

Figure 8.1 illustrates the direction of the Hall voltage for both positive and neg- 
ative charges in motion. In Figure 8.1a, v is in the —a, direction, v x B is in the a, 
direction, and O is positive, causing Fo to be in the a, direction; thus, the positive 
charges move to the right. In Figure 8.15, v is now in the +a, direction, B is still in 
the a, direction, v x B is in the —a, direction, and © is negative; thus, Fo is again in 
the a, direction. Hence, the negative charges end up at the right edge. Equal currents 
provided by holes and electrons in semiconductors can therefore be differentiated by 
their Hall voltages. This is one method of determining whether a given semiconductor 
is n-type or p-type. 

Devices employ the Hall effect to measure the magnetic flux density and, in some 
applications where the current through the device can be made proportional to the 
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Figure 8.1 Equal currents directed into the material are provided by positive charges 
moving inward in (a) and negative charges moving outward in (b). The two cases can be 
distinguished by oppositely directed Hall voltages, as shown. 


magnetic field across it, to serve as electronic wattmeters, squaring elements, and so 
forth. 

Returning to (4), we may therefore say that if we are considering an element 
of moving charge in an electron beam, the force is merely the sum of the forces on 
the individual electrons in that small volume element, but if we are considering an 
element of moving charge within a conductor, the total force is applied to the solid 
conductor itself. We will now limit our attention to the forces on current-carrying 
conductors. 

In Chapter 5 we defined convection current density in terms of the velocity of 
the volume charge density, 


Iep,N: 


The differential element of charge in (4) may also be expressed in terms of volume 
charge density, 


dO = py,dv 
Thus 
dF = p,dvvxB 


or 


dF=J x Bav (5) 


We saw in Chapter 7 that Jdv may be interpreted as a differential current element; 
that is, 


Jdv=KaS=IdL 


! Remember that dv is a differential volume element and not a differential increase in velocity. 
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and thus the Lorentz force equation may be applied to surface current density, 


dF=KxBas (6) 


or to a differential current filament, 


dF=IdLxB (7) 


Integrating (5), (6), or (7) over a volume, a surface which may be either open or 
closed (why?), or aclosed path, respectively, leads to the integral formulations 


F= | IxBav 8) 
vol 
F= | KxBas 9) 
$ 
and 
F=dIaLxB=-ıdBxaL (10) 


One simple result is obtained by applying (7) or (10) to a straight conductor in a 
uniform magnetic field, 


F=ILxB 'GuB) 


The magnitude of the force is given by the familiar equation 
F = BlILsin6 (12) 


where 6 is the angle between the vectors representing the direction of the current low 
and the direction of the magnetic flux density. Equation (11) or (12) applies only to 
a portion of the closed circuit, and the remainder of the circuit must be considered in 
any practical problem. 


As a numerical example of these equations, consider Figure 8.2. We have a square 
loop of wire in the z = O plane carrying 2 mA in the field of an infinite filament on 
the y axis, as shown. We desire the total force on the loop. 


Solution. The field produced in the plane of the loop by the straight filament is 


I 15 
= —a, = —a, Alm 
2x 2x 


Therefore, 


3x 10-6 
BeuH=sär 210 H=2° 0 sT 
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Free space 


+— 15A 


(1, 0,0) (1,2, 0) 


(3, 0, 0) — na 


Figure 8.2 A square loop of wire in the xy plane carrying 2 mA 
is subjected to a nonuniform B field. 


We use the integral form (10), 
F=-/ # BxdL 


Let us assume a rigid loop so that the total force is the sum of the forces on the four 
sides. Beginning with the left side: 


3 2 
F=-2x109x3x10°| [ "ara + | x dya, 
3 y 


x=1 X y=0 
1 ) 
a; a- 
+[ "ara + | Uxaya| 
3 X yar 1 j 
3 ı 2 1 ) 
= -6x 10” Im a,+ 3? (-a,)+Inx| a,+y = 
1 ) 3 2 


2 1 
-6. x 10 [® 3a, — za + (m s) a,+ | 


= —8a, nN 
Thus, the net force on the loop is in the —a, direction. 
D8.2. The field B= —2a, + 3a, + 4a, mT is present in free space. Find the 


vector force exerted on a straight wire carrying 12 A in the a4z direction, given 
A(l1,1,1) and: (a) BQ2, 1,1); (b) B(3,5, 6). 


Ans. —48a, + 36a; mN; 12a, — 216a, + 168a, mN 
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D8.3. The semiconductor sample shown in Figure 8.1 is n-type silicon, hav- 
ing a rectangular cross section of 0.9 mm by 1.1 cm and a length of 1.3 cm. 
Assume the electron and hole mobilities are 0.13 and 0.03 m?/V : s, respectively, 
at the operating temperature. Let B = 0.07 T and the electric field intensity in 
the direction of the current flow be 800 V/m. Find the magnitude of: (a) the 
voltage across the sample length; (b) the drift velocity; (c) the transverse force 
per coulomb of moving charge caused by B; (d) the transverse electric field 
intensity; (e) the Hall voltage. 


Ans. 10.40 V; 104.0 m/s; 7.28 N/C; 7.28 V/m; 80.1 mV 


EXAMPLE 8.2 


8.3 FORCE BETWEEN DIFFERENTIAL 
CURRENT ELEMENTS 


The concept of the magnetic field was introduced to break into two parts the problem 
of finding the interaction of one current distribution on a second current distribution. 
It is possible to express the force on one current element directly in terms of a 
second current element without finding the magnetic field. Because we claimed that 
the magnetic-field concept simplifies our work, it then behooves us to show that 
avoidance of this intermediate step leads to more complicated expressions. 

The magnetic field at point 2 due to a current element at point 1 was found to be 


IdLı x a 
= —— 
AnRı, 


Now, the differential force on a differential current element is 
dF =I/dLxB 


and we apply this to our problem by letting B be dB; (the differential flux density at 
point2 caused by current element 1), by identifying / dLas JadL>, andby symbolizing 
the differential amount of our differential force on element 2 as d(dF>): 


d(dF;) = IdL; x dB; 


Because dB2 = wWodH>, we obtain the force between two differential current 
elements, 
Il 
d(dF3) = 1 ——, dL: x (dLı x arı2) (13) 
AnRı, 


As an example that illustrates the use (and misuse) of these results, consider the 
two differential current elements shown in Figure 8.3. We seek the differential force 
on dL». 
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hdL, 


K- d(dB;) 


Free space Ro Point 2 


— 
halı 


Point 1 


Figure 8.3 Given Pı(5, 2,1), P2(1, 8,5), 
I dLı = -3a, A-m, and Iadl2 = —4a, A-m, 
the force on I2 dLz is 8.56 nN in the a, direction. 


Solution. We have IıdL; = —3a,A-mat Pı(5,2, 1), and „dL> = —4a;A m at 
Ps(1, 8,5). Thus, Rja = —4a,+6a,+4a,, and we may substitute these data into (13), 
4r 10°" (-4a,) x [(-3a,) x (-4a, + 6a, + 4a,)] 

Ar (16 + 36 + 16)! 
= 8.56a, nN 


d(dF;) = 
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Many chapters ago, when we discussed the force exerted by one point charge on 
another point charge, we found that the force on the first charge was the negative of 
that on the second. That is, the total force on the system was zero. This is not the case 
with the differential current elements, and d(dF,) = — 12.84a;, nN in Example 8.2. 
The reason for this different behavior lies with the nonphysical nature of the current 
element. Whereas point charges may be approximated quite well by small charges, 
the continuity of current demands that a complete circuit be considered. This we shall 
now do. 

The total force between two filamentary circuits is obtained by integrating twice: 


Ib dL, x arı2 
F; = dL — 
unit Alina px 
Ib # # ar x dLı 
= dL 
Ao Ar | R, x ” 


Equation (14) is quite formidable, but the familiarity gained in Chapter 7 with 
the magnetic field should enable us to recognize the inner integral as the integral 
necessary to find the magnetic field at point 2 due to the current element at point 1. 

Although we shall only give the result, it is not very difficult to use (14) to 
find the force of repulsion between two infinitely long, straight, parallel, filamentary 


(14) 
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on, 


F— —F 


I 
7 [1 
Figure 8.4 Two infinite parallel 
filaments with separation d and equal 
but opposite currents / experience a 
repulsive force of jol ?/(27d ) N/m. 


conductors with separation d, and carrying equal but opposite currents /, as shown 
in Figure 8.4. The integrations are simple, and most errors are made in determining 
suitable expressions for arı2, dLı, and dL>. However, since the magnetic field in- 
tensity at either wire caused by the other is already known to be //(2rrd), it is readily 
apparent that the answer is a force of u0/”/(2rrd) newtons per meter length. 


D8.4. Two differential current elements, AL; = 3 x 107°, A-m at 
P,(1,0,0) and AL; = 3 x 10°°(-0.5a, +0.4a,+0.3a,) A-mat P(2, 2,2), 
are located in free space. Find the vector force exerted on: (a) AL by I} AL; 
(b) I, AL, by RAL». 


Ans. (-1.333a, + 0.333a, — 2.672,)1020 N; (4.67a, + 0.6672,)10-20 N 


8.4 FORCE AND TORQUE 
ON A CLOSED CIRCUIT 


We have already obtained general expressions for the forces exerted on current sys- 
tems. One special case is easily disposed of, for if we take our relationship for the 
force on a filamentary closed circuit, as given by Egq. (10), Section 8.2, 


F=-I # BxdL 
and assume a uniform magnetic flux density, then B may be removed from the integral: 
F=-IBx # dL 


However, we discovered during our investigation of closed line integrals in an elec- 
trostatic potential field that # dL = 0, and therefore the force on a closed filamentary 
circuit in a uniform magnetic field is zero. 

If the field is not uniform, the total force need not be zero. 
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Figure 8.5 (a) Given a lever arm R extending from an origin O to a point P where 
force F is applied, the torque about Os T=RxF. (b) IfFa = -F+, then the torque 
T = Raı x F4 is independent of the choice of origin for Rı and Ra. 


This result for uniform fields does not have to be restricted to filamentary circuits 
only. The circuit may contain surface currents or volume current density as well. If 
the total current is divided into filaments, the force on each one is zero, as we have 
shown, and the total force is again zero. Therefore, any real closed circuit carrying 
direct currents experiences a total vector force of zero in a uniform magnetic field. 

Although the force is zero, the torque is generally not equal to zero. 

In defining the rorque, or moment, of a force, it is necessary to consider both an 
origin at or about which the torque is to be calculated, and the point at which the 
force is applied. In Figure 8.5a, we apply a force F at point P, and we establish an 
origin at O with a rigid lever arm R extending from O to P. The torque about point 
O is a vector whose magnitude is the product of the magnitudes of R, of F, and of 
the sine of the angle between these two vectors. The direction of the vector torque T 
is normal to both the force F and the lever arm R and is in the direction of progress 
of a right-handed screw as the lever arm is rotated into the force vector through the 
smaller angle. The torque is expressible as a cross product, 


T=RxF 


Now assume that two forces, F, at Pı and F; at Ps, having lever arms R, and 
R; extending from a common origin O, as shown in Figure 8.55, are applied to an 
object of fixed shape and that the object does not undergo any translation. Then the 
torque about the origin is 


T=R,xFı+R xR 
where 


F+Ph=0 
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and therefore 
T=(R, -R,)xF =R;, xFı 


The vector Rs; = Rı — R; joins the point of application of F3 to that of Fı and is 
independent of the choice of origin for the two vectors R; and Ra. Therefore, the 
torque is also independent of the choice of origin, provided that the total force is zero. 
This may be extended to any number of forces. 

Consider the application of a vertically upward force at the end of a horizontal 
crank handle on an elderly automobile. This cannot be the only applied force, for if it 
were, the entire handle would be accelerated in an upward direction. A second force, 
equal in magnitude to that exerted at the end of the handle, is applied in adownward 
direction by the bearing surface at the axis of rotation. For a 40-N force on a crank 
handle 0.3 m in length, the torque is 12 N - m. This figure is obtained regardless of 
whether the origin is considered to be on the axis of rotation (leading to 12 N - mplus 
ON - m), at the midpoint of the handle (leading to 6 N- m plus 6 N - m), or at some 
point not even on the handle or an extension of the handle. 

We may therefore choose the most convenient origin, and this is usually on the 
axis of rotation and in the plane containing the applied forces if the several forces 
are coplanar. 

With this introduction to the concept of torque, let us now consider the torque 
on a differential current loop in a magnetic field B. The loop lies in the xy plane 
(Figure 8.6); the sides of the loop are parallel to the x and y axes and are of length 
dx and dy. The value of the magnetic field at the center of the loop is taken as Bo. 


Figure 8.6 A differential current loop in a magnetic field B. 
The torque on the loop is AT = I(dxdya,)x Bo=IdSxB. 
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Since the loop is of differential size, the value of B at all points on the loop may be 
taken as Bo. (Why was this not possible in the discussion of curl and divergence?) 
The total force on the loop is therefore zero, and we are free to choose the origin for 
the torque at the center of the loop. 

The vector force on side 1 is 


dFı=Idxa,xBo 


or 
dF, = I dx(Bo,a; — Bo;a,) 
For this side of the loop the lever arm R extends from the origin to the midpoint 
of the side, Rı = — 3d y a,, and the contribution to the total torque is 


dTı = Rı x dFı 
3d ya, x /dx(Bo,a; — Bo;a,) 


—3dx dy I Bo,a, 
The torque contribution on side 3 is found to be the same, 
dTz; = Rz x dF3 = 4dya, x (-Idxa, x Bo) 
= -5dx dy IBoya, = dTı 

and 

dT, +dT; = —dx dy IBo,a, 

Evaluating the torque on sides 2 and 4, we find 
dT>3 + dT4 = dx dy IBy,.a, 

and the total torque is then 

dT = I dx dy(Boxa, — Bo,a,) 
The quantity within the parentheses may be represented by a cross product, 
dT = Idxdy(a, x Bo) 


or 


dT=IdSxB (15) 


where dS is the vector area of the differential current loop and the subscript on Bo 
has been dropped. 

We now define the product of the loop current and the vector area of the loop as 
the differential magnetic dipole moment dm, with units of A-m?. Thus 


dm = IdS (16) 
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and 


dT=dmxB (17) 


If we extend the results we obtained in Section 4.7 for the differential electric 
dipole by determining the torque produced on it by an electric field, we see a similar 
result, 


dT=dpxE 


Equations (15) and (17) are general results that hold for differential loops of any 
shape, not just rectangular ones. The torque on a circular or triangular loop is also 
given in terms of the vector surface or the moment by (15) or (17). 

Because we selected a differential current loop so that we might assume B was 
constant throughout it, it follows that the torque on a planar loop of any size or shape 
in a uniform magnetic field is given by the same expression, 


T=I/ISxB=mxB (18) 


We should note that the torque on the current loop always tends to turn the loop 
so as to align the magnetic field produced by the loop with the applied magnetic field 
that is causing the torque. This is perhaps the easiest way to determine the direction 
of the torque. 


To illustrate some force and torque calculations, consider the rectangular loop shown 
in Figure 8.7. Calculate the torque by using T= ISxB. 


Solution. The loop has dimensions of 1 m by 2 m and lies in the uniform field 
Bo = —0.6a, + 0.8a,;T. The loop current is 4 mA, a value that is sufficiently small to 
avoid causing any magnetic field that might affect Bo. 

We have 


T=4x 10[(1)@)a;] x (-0.6a, + 0.82.) = 4.82, mN m 


Thus, the loop tends to rotate about an axis parallel to the positive x axis. The small 
magnetic field produced by the 4 mA loop current tends to line up with Bo. 


EXAMPLE 8.4 


Now let us find the torque once more, this time by calculating the total force and 
torque contribution for each side. 


Solution. On side 1 we have 
Fı=/LıxBo=4x 10°°(la,) x (-0.6a, + 0.8a.) 
= —3.2a, — 2.4a, mN 
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Bo = - 0.62, + 0.82, T 


Figure 8.7 Arectangular loop is located in a uniform 
magnetic flux density Bo. 


On side 3 we obtain the negative of this result, 
F; = 3.2a, + 2.4a, mN 
Next, we attack side 2: 
F, = IL, x Bo =4 x 10°°(2a,) x (-0.6a, + 0.88.) 
= 6.4a, mN 
with side 4 again providing the negative of this result, 
Fı = -6.4a, mN 


Because these forces are distributed uniformly along each of the sides, we treat 
each force as if it were applied at the center of the side. The origin for the torque may 
be established anywhere since the sum of the forces is zero, and we choose the center 
of the loop. Thus, 


T=-T +R+T+T,=RxF +RxPBR+R:xF,+R,x<F, 
= (-la,) x (-3.2a, — 2.4a,) + (0.5a,) x (6.4a,) 
+ (la,) x (3.2a, + 2.4a,) + (—0.5a,) x (—6.4a,) 
— 2.4a, + 2.4a, = 4.8a, mN :m 
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Crossing the loop moment with the magnetic flux density is certainly easier. 
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D8.5. A conducting filamentary triangle joins points A(3, 1,1), B(5,4, 2), 
and C(1, 2,4). The segment AB carries a current of 0.2 A in the a,z direction. 
There is present a magnetic field B = 0.2a, — O.la, + 0.3a, T. Find: (a) the 
force on segment BC; (b) the force on the triangular loop; (c) the torque on the 
loop about an origin at A; (d) the torque on the loop about an origin at C. 


Ans. —0.08a, +0.32a, + 0.16a; N; 0; —0.16ax — 0.08a, + 0.082; N- m; —0.16a, — 
0.08a, + 0.082; N-m 


8.5 THE NATURE OF MAGNETIC MATERIALS 


We are now in a position to combine our knowledge of the action of a magnetic field 
on a current loop with a simple model of an atom and obtain some appreciation of 
the difference in behavior of various types of materials in magnetic fields. 

Although accurate quantitative results can only be predicted through the use 
of quantum theory, the simple atomic model, which assumes that there is a central 
positive nucleus surrounded by electrons in various circular orbits, yields reasonable 
quantitative results and provides a satisfactory qualitative theory. An electron in an 
orbit is analogous to a small current loop (in which the current is directed oppositely 
to the direction of electron travel) and, as such, experiences a torque in an external 
magnetic field, the torque tending to align the magnetic field produced by the orbiting 
electron with the external magnetic field. If there were no other magnetic moments to 
consider, we would then conclude that all the orbiting electrons in the material would 
shift in such a way as to add their magnetic fields to the applied field, and thus that 
the resultant magnetic field at any point in the material would be greater than it would 
be at that point if the material were not present. 

A second moment, however, is attributed to electron spin. Although it is tempting 
to model this phenomenon by considering the electron as spinning about its own axis 
and thus generating a magnetic dipole moment, satisfactory quantitative results are 
not obtained from such a theory. Instead, it is necessary to digest the mathematics of 
relativistic quantum theory to show that an electron may have a spin magnetic moment 
of about #9 x 10”°* A-m?; the plus and minus signs indicate that alignment aiding 
or opposing an external magnetic field is possible. In an atom with many electrons 
present, only the spins of those electrons in shells which are not completely filled will 
contribute to a magnetic moment for the atom. 

A third contribution to the moment of an atom is caused by nuclear spin. Although 
this factor provides a negligible effect on the overall magnetic properties of materials, 
it is the basis of the nuclear magnetic resonance imaging (MRI) procedure provided 
by many of the larger hospitals. 

Thus each atom contains many different component moments, and their com- 
bination determines the magnetic characteristics of the material and provides its 
general magnetic classification. We describe briefly six different types of material: 
diamagnetic, paramagnetic, ferromagnetic, antiferromagnetic, ferrimagnetic, and 
superparamagnetic. 
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Let us first consider atoms in which the small magnetic fields produced by the 
motion of the electrons in their orbits and those produced by the electron spin combine 
to produce a net field of zero. Note that we are considering here the fields produced 
by the electron motion itself in the absence of any external magnetic field; we might 
also describe this material as one in which the permanent magnetic moment mo of 
each atom is zero. Such a material is termed diamagnetic. It would seem, therefore, 
that an external magnetic field would produce no torque on the atom, no realignment 
of the dipole fields, and consequently an internal magnetic field that is the same as the 
applied field. With an error that only amounts to about one part in a hundred thousand, 
this is correct. 

Let us select an orbiting electron whose moment m is in the same direction as 
the applied field Bo, (Figure 8.8). The magnetic field produces an outward force on 
the orbiting electron. Since the orbital radius is quantized and cannot change, the 
inward Coulomb force of attraction is also unchanged. The force unbalance created 
by the outward magnetic force must therefore be compensated for by areduced orbital 
velocity. Hence, the orbital moment decreases, and a smaller internal field results. 

If we had selected an atom for which m and Bo were opposed, the magnetic force 
would be inward, the velocity would increase, the orbital moment would increase, and 
greater cancellation of Bo, would occur. Again a smaller internal field would result. 

Metallic bismuth shows a greater diamagnetic effect than most other diamag- 
netic materials, among which are hydrogen, helium, the other “inert” gases, sodium 
chloride, copper, gold, silicon, germanium, graphite, and sulfur. We should also re- 
alize that the diamagnetic effect is present in all materials, because it arises from an 
interaction of the external magnetic field with every orbiting electron; however, it is 
overshadowed by other effects in the materials we shall consider next. 

Now consider an atom in which the effects of the electron spin and orbital motion 
do not quite cancel. The atom as a whole has a small magnetic moment, buttherandom 
orientation of the atoms in a larger sample produces an average magnetic moment 
of zero. The material shows no magnetic effects in the absence of an external field. 


.-——— — 

v 
Figure 8.8 An orbiting electron is shown having 
a magnetic moment m in the same direction as an 
applied field Bo. 
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When an external field is applied, however, there is a small torque on each atomic 
moment, and these moments tend to become aligned with the external field. This 
alignment acts to increase the value of B within the material over the external value. 
However, the diamagnetic effect is still operating on the orbiting electrons and may 
counteract the increase. If the net result is a decrease in B, the material is still called 
diamagnetic. However, if there is an increase in B, the material is termed paramag- 
netic. Potassium, oxygen, tungsten, and the rare earth elements and many of their salts, 
such as erbium chloride, neodymium oxide, and yttrium oxide, one of the materials 
used in masers, are examples of paramagnetic substances. 

The remaining four classes of material, ferromagnetic, antiferromagnetic, fer- 
rimagnetic, and superparamagnetic, all have strong atomic moments. Moreover, the 
interaction of adjacent atoms causes an alignment of the magnetic moments of the 
atoms in either an aiding or exactly opposing manner. 

In ferromagnetic materials, each atom has a relatively large dipole moment, 
caused primarily by uncompensated electron spin moments. Interatomic forces cause 
these moments to line up in a parallel fashion over regions containing a large number 
of atoms. These regions are called domains, and they may have a variety of shapes 
and sizes ranging from one micrometer to several centimeters, depending on the size, 
shape, material, and magnetic history of the sample. Virgin ferromagnetic materials 
will have domains which each have a strong magnetic moment; the domain moments, 
however, vary in direction from domain to domain. The overall effect is therefore one 
ofcancellation, and the material as a whole has no magnetic moment. Upon application 
of an external magnetic field, however, those domains which have moments in the 
direction of the applied field increase their size at the expense of their neighbors, 
and the internal magnetic field increases greatly over that of the external field alone. 
When the external field is removed, a completely random domain alignment is not 
usually attained, and a residual, or remnant, dipole field remains in the macroscopic 
structure. The fact that the magnetic moment of the material is different after the 
field has been removed, or that the magnetic state of the material is a function of its 
magnetic history, is called hysteresis, a subject which will be discussed again when 
magnetic circuits are studied in Section 8.8. 

Ferromagnetic materials are not isotropic in single crystals, and we will therefore 
limit our discussion to polycrystalline materials, except for mentioning that one of the 
characteristics of anisotropic magnetic materials is magnetostriction, or the change 
in dimensions of the crystal when a magnetic field is impressed on it. 

The only elements that are ferromagnetic at room temperature are iron, nickel, 
and cobalt, and they lose all their ferromagnetic characteristics above a temperature 
called the Curie temperature, which is 1043 K (770°C) for iron. Some alloys of these 
metals with each other and with other metals are also ferromagnetic, as for example 
alnico, an aluminum-nickel-cobalt alloy with a small amount of copper. At lower 
temperatures some of the rare earth elements, such as gadolinium and dysprosium, 
are ferromagnetic. It is also interesting that some alloys of nonferromagnetic metals 
are ferromagnetic, such as bismuth-manganese and copper-manganese-tin. 

In antiferromagnetic materials, the forces between adjacent atoms cause the 
atomic moments to line up in an antiparallel fashion. The net magnetic moment is 
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Table 8.1 Characteristics of magnetic materials 


Classification Magnetic Moments B Values Comments 

Diamagnetic Morb + Mspin = 0 Bint < Bappı Bine = Bappı 
Paramagnetic Morb + Mspin = small Bine > Bappl Bint = Bappl 
Ferromagnetic Imspin| > |Morb| Bint > Bappı Domains 
Antiferromagnetic |Mspin| > |Morb| Bint = Bappı Adjacent moments oppose 
Ferrimagnetic IMspin| > |Morp]| Bint > Bappı Unequal adjacent moments 


oppose; low o 


Superparamagnetic |Mspin| > |Morb| Bint > Bappı Nonmagnetic matrix; 
recording tapes 


zero, and antiferromagnetic materials are affected only slightly by the presence of 
an external magnetic field. This effect was first discovered in manganese oxide, but 
several hundred antiferromagnetic materials have been identified since then. Many 
oxides, sulfides, and chlorides are included, such as nickel oxide (NiO), ferrous sulfide 
(FeS), and cobalt chloride (CoCl»). Antiferromagnetism is only present at relatively 
low temperatures, often well below room temperature. The effect is not of engineering 
importance at present. 

The ferrimagnetic substances also show an antiparallel alignment of adjacent 
atomic moments, but the moments are not equal. A large response to an exter- 
nal magnetic field therefore occurs, although not as large as that in ferromagnetic 
materials. The most important group of ferrimagnetic materials are the ferrites, in 
which the conductivity is low, several orders of magnitude less than that of semi- 
conductors. The fact that these substances have greater resistance than the ferro- 
magnetic materials results in much smaller induced currents in the material when 
alternating fields are applied, as for example in transformer cores that operate at 
the higher frequencies. The reduced currents (eddy currents) lead to lower ohmic 
losses in the transformer core. The iron oxide magnetite (Fe3O4), a nickel-zinc fer- 
rite (Ni1/2Znı,2Fe>04), and a nickel ferrite (NiFe>O4) are examples of this class of 
materials. Ferrimagnetism also disappears above the Curie temperature. 

Superparamagnetic materials are composed of an assembly of ferromagnetic 
particles in a nonferromagnetic matrix. Although domains exist within the individual 
particles, the domain walls cannot penetrate the intervening matrix material to the 
adjacent particle. An important example is the magnetic tape used in audiotape or 
videotape recorders. 

Table 8.1 summarizes the characteristics of the six types of magnetic materials 
we have discussed. 


8.6 MAGNETIZATION AND PERMEABILITY 


To place our description of magnetic materials on a more quantitative basis, we will 
now devote a page or so to showing how the magnetic dipoles act as a distributed 
source for the magnetic field. Our result will be an equation that looks very much like 
Ampere’s circuital law, $ H-dL = [. The current, however, will be the movement of 
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bound charges (orbital electrons, electron spin, and nuclear spin), and the field, which 
has the dimensions of H, will be called the magnetization M. The current produced 
by the bound charges is called a bound current or Amperian current. 

Let us begin by defining the magnetization M in terms of the magnetic dipole 
moment m. The bound current /, circulates about a path enclosing a differential area 
dS, establishing a dipole moment (A- m?), 


m = I,dS 


If there are n magnetic dipoles per unit volume and we consider a volume Av, then 
the total magnetic dipole moment is found by the vector sum 
nAv 


Mol = ) m; (19) 
i=1 


Each of the m; may be different. Next, we define the magnetization M as the magnetic 
dipole moment per unit volume, 
nAv 
nm a Av 2 m 
and see that its units must be the same as for H, amperes per meter. 

Now let us consider the effect of some alignment of the magnetic dipoles as 
the result of the application of a magnetic field. We shall investigate this alignment 
along a closed path, a short portion of which is shown in Figure 8.9. The figure shows 
several magnetic moments m that make an angle 9 with the element of path dL; each 
moment consists of abound current /, circulating about an area dS. We are therefore 
considering a small volume, dS cos ddL, or dS - dL, within which there are ndS - dL 
magnetic dipoles. In changing from a random orientation to this partial alignment, 
the bound current crossing the surface enclosed by the path (to our left as we travel in 
the a, direction in Figure 8.9) has increased by /, for each of the ndS - dL dipoles. 
Thus the differential change in the net bound current /z over the segment dL will be 


dIz = nI,dS-dL=M-dL (20) 
and within an entire closed contour, 
IR = # M.dL (21) 
Surface defined 


[ by closed path 


m=/I,dS 


dL 


Figure 8.9 A section dL of a closed path along which magnetic dipoles have been 
partially aligned by some external magnetic field. The alignment has caused the bound 
current crossing the surface defined by the closed path to increase by n/,dS - dLA. 
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Equation (21) merely says that if we go around a closed path and find dipole moments 
going our way more often than not, there will be a corresponding current composed 
of, for example, orbiting electrons crossing the interior surface. 

This last expression has some resemblance to Amp£re’s circuital law, and we 
may now generalize the relationship between B and H so that it applies to media 
other than free space. Our present discussion is based on the forces and torques on 
differential current loops in a B field, and we therefore take B as our fundamental 
quantity and seek an improved definition of H. We thus write Ampere’s circuital law 
in terms of the fotal current, bound plus free, 


B 
— :dL=Ir (22) 
Ro 


where 
I =B+HI 


and / is the total free current enclosed by the closed path. Note that the free current 
appears without subscript since it is the most important type of current and will be 
the only current appearing in Maxwell’s equations. 

Combining these last three equations, we obtain an expression for the free current 


enclosed, 
B 
I<h-h=4 — —-M).dL (23) 
Ko 
We may now define H in terms of Band M, 
B 
H=—-M (24) 
Ko 


and we see that B = wuoH in free space where the magnetization is zero. This rela- 
tionship is usually written in a form that avoids fractions and minus signs: 


B= wo(H + M) (25) 


We may now use our newly defined H field in (23), 


I= PH-aL (26) 


obtaining Ampere’s circuital law in terms of the free currents. 
Using the several current densities, we have 


= | In-as 
s 


Ir = | Ir-as 
N 


1= [1.08 
s 
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With the help of Stokes’ theorem, we may therefore transform (21), (26), and (22) 
into the equivalent curl relationships: 


VxM=)J 
B 
Vx— =)Jr 
Ko 
V<xH=]J (27) 


We will emphasize only (26) and (27), the two expressions involving the free 
charge, in the work that follows. 

The relationship between B, H, and M expressed by (25) may be simplified for 
linear isotropic media where a magnetic susceptibility x„, can be defined: 


M= XmH (28) 


Thus we have 
B= wo(H+ X H) 

= WolrH 
where 

Kr =1+ Xm (29) 
is defined as the relative permeability w,. We next define the permeability u: 

M= Mohr (30) 

and this enables us to write the simple relationship between B and H, 


B=uH 31) 


Given a ferrite material that we shall specify to be operating in a linear mode with 
B = 0.05T, let us assume u, = 50, and calculate values for x„, M, and A. 


Solution. Because u, = 1+ Xm, we have 
Xm = Ur -1=49 
Also, 
B= u,WH 


and 
0.05 


= —_ = 796 A/ 
50 x Ar x 107 e 
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The magnetization is M = XmH, or 39, 000 A/m. The alternate ways of relating B 
and H are, first, 


B= w(H + M) 
or 
0.05 = 4 x 10°7(796 + 39, 000) 


showing that Amperian currents produce 49 times the magnetic field intensity that 
the free charges do; and second, 


B= u,WH 
or 
0.05 = 50 x Ar x 10°’ x 796 


where we use a relative permeability of 50 and let this quantity account completely 
for the notion of the bound charges. We shall emphasize the latter interpretation in 
the chapters that follow. 
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The first two laws that we investigated for magnetic fields were the Biot-Savart 
law and Ampere’s circuital law. Both were restricted to free space in their application. 
We may now extend their use to any homogeneous, linear, isotropic magnetic material 
that may be described in terms of a relative permeability w.. 

Just as we found for anisotropic dielectric materials, the permeability of an 
anisotropic magnetic material must be given as a3 x 3 matrix, and B and H are 
both 3 x 1 matrices. We have 


B,= UF, + Axy H, + UF; 
B, — Myx H,+ Kyy H, + Uyz A; 
B, = ah, + H:yH, + Wız FH: 


For anisotropic materials, then, B= wH is a matrix equation; however, B = 
#o(H + M) remains valid, although B, H, and M are no longer parallel in general. 
The most common anisotropic magnetic material is a single ferromagnetic crystal, 
although thin magnetic films also exhibit anisotropy. Most applications of ferromag- 
netic materials, however, involve polycrystalline arrays that are much easier to make. 

Our definitions of susceptibility and permeability also depend on the assumption 
of linearity. Unfortunately, this is true only in the less interesting paramagnetic and 
diamagnetic materials for which the relative permeability rarely differs from unity 
by more than one part in a thousand. Some typical values of the susceptibility for 
diamagnetic materials are hydrogen, —2 x 10”°; copper, —0.9 x 10°; germanium, 
0.8 x 10°; silicon, —0.3 x 10°; and graphite,— 12 x 10”. Several representative 
paramagnetic susceptibilities are oxygen, 2 x 10”; tungsten, 6.8x 10°; ferric oxide 
(F&0;), 1.4 x 10”°; and yttrium oxide (Y203), 0.53 x 10°. If we simply take the 
ratio of B to uoH as the relative permeability of a ferromagnetic material, typical 
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values of u, would range from 10 to 100, 000. Diamagnetic, paramagnetic, and 
antiferromagnetic materials are commonly said to be nonmagnetic. 


D8.6. Find the magnetization in a magnetic material where: (a) u = 1.8 x 
10° H/m and H = 120 A/m; (b) ln 22Athererarei8 3% 10?® atoms/m?, and 
each atom has a dipole moment of 4.5 x 10°?’ A-m?; (c) B = 300 uT and 
Xm = 15. 


Ans. 1599 A/m; 374 Alm; 224 Alm 


D8.7. The magnetization in a magnetic material for which x, = 8 is given in 
a certain region as 150z’a, Alm. Atz = 4 cm, find the magnitude of: (a) Jr; 
(D) I; (c) IB- 


Ans. 13.5 A/m?; 1.5 A/m?; 12 A/m? 


8.7 MAGNETIC BOUNDARY CONDITIONS 


We should have no difficulty in arriving at the proper boundary conditions to apply to 
B, H, and M at the interface between two different magnetic materials, for we have 
solved similar problems for both conducting materials and dielectrics. We need no 
new techniques. 

Figure 8.10 shows a boundary between two isotropic homogeneous linear materi- 
als with permeabilities zu; and 41>. The boundary condition on the normal components 


Byı Ki 


Figure 8.10 A gaussian surface and a closed path are 
constructed at the boundary between media 1 and 2, having 
permeabilities of u; and u», respectively. From this we determine the 
boundary conditions Bnı = Bna and Hıı — Hta = K, the component 
of the surface current density directed into the page. 
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is determined by allowing the surface to cut a small cylindrical gaussian surface. 
Applying Gauss’s law for the magnetic field from Section 7.5, 


PB-as=0 
s 


we find that 
BnıAS — BnAS=0O 
or 
Bna = Bnı (32) 
Thus 
Hyn= Hy (33) 
M2 


The normal component of B is continuous, but the normal component of H is discon- 
tinuous by the ratio 11 / un. 

The relationship between the normal components of M, of course, is fixed once 
the relationship between the normal components of H is known. For linear magnetic 
materials, the result is written simply as 


Kı Xm2lı 
Mm= Km, An = My (34) 
2 


Xm12 


is applied about a small closed path in a plane normal to the boundary surface, as 
shown to the right in Figure 8.10. Taking a clockwise trip around the path, we find 
that 


Next, Ampere’s circuital law 


H,ı AL — HnAL=KAL 


where we assume that the boundary may carry a surface current K whose component 
normal to the plane of the closed path is X. Thus 


Hı- Ha =K (35) 


The directions are specified more exactly by using the cross product to identify the 
tangential components, 


(H, - H))xayı =K 


where ayı2 is the unit normal at the boundary directed from region 1 to region 2. An 
equivalent formulation in terms of the vector tangential components may be more 
convenient for H: 


H,ı -H> = ayı2 xK 
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For tangential B, we have 
—-—=K (36) 
Kı 2 
The boundary condition on the tangential component of the magnetization for linear 
materials is therefore 


Xm2 


ml 


Ma = M,ı Xm2K (37) 

The last three boundary conditions on the tangential components are much sim- 
pler, of course, if the surface current density is zero. This is a free current density, 
and it must be zero if neither material is a conductor. 


To illustrate these relationships with an example, letus assume that u = uı = 4 uH/m 
inregion 1 wherez > 0, whereas u> = 7 uH/minregion?2 whereverz < 0. Moreover, 
let K = 80a, A/m on the surface z = 0. We establish a field, B, = 2a, — 3a, + 
a; mT, in region | and seek the value of B». 


Solution. The normal component of B; is 
Bvı = (Bı -ayı2)anı2 = [(2a, — 3a, + a,)- (-a,)](-a;) = a; mT 
Thus, 
Bya = Byı = a; mT 
We next determine the tangential components: 


B;ı = Bı — Byı = 2a, = 3ay mT 


and 
H, = ne = —— a — 500, — 750a, A/m 
Thus, 
H,> = H,ı - ayı2 x K = 500a, — 750a, — (-a;) x 80a, 
= 500a, — 750a, + 80a, = 500a, — 670a, A/m 
and 
B. = {HR = 7 x 10°°(500a, — 670a,) = 3.5a, — 4.69a, mT 

Therefore, 


B> = Bya + Boa = 3.3Ja, — 4.69a, +a, mT 
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D8.8. Let the permittivity be 5 H/m in region A where x < 0, and 20 uH/m 
in region B where x > 0. If there is a surface current density K = 150a, — 
200a, A/matx = 0, and if HA, = 300a, — 400a, + 500a, A/m, find: (a) |H;Al; 
(b) |Hwal; (©) IH; (d) |Hinal. 


Ans. 640 A/m; 300 A/m; 695 A/m; 75 A/m 


8.8 THE MAGNETIC CIRCUIT 


In this section, we digress briefly to discuss the fundamental techniques involved in 
solving a class of magnetic problems known as magnetic circuits. As we will see 
shortly, the name arises from the great similarity to the dc-resistive-circuit analysis 
with which it is assumed we are all familiar. The only important difference lies in the 
nonlinear nature of the ferromagnetic portions of the magnetic circuit; the methods 
which must be adopted are similar to those required in nonlinear electric circuits which 
contain diodes, thermistors, incandescent filaments, and other nonlinear elements. 

As a convenient starting point, let us identify those field equations on which 
resistive circuit analysis is based. At the same time we will point out or derive the 
analogous equations for the magnetic circuit. We begin with the electrostatic potential 
and its relationship to electric field intensity, 


E=-VV (38a) 


The scalar magnetic potential has already been defined, and its analogous relation to 
the magnetic field intensity is 


H=-VV, (385) 


In dealing with magnetic circuits, it is convenient to call V,„ the magnetomotive force, 
or mmf, and we shall acknowledge the analogy to the electromotive force, or emf, 
by doing so. The units of the mmf are, of course, amperes, but it is customary to 
recognize that coils with many turns are often employed by using the term “ampere- 
turns.” Remember that no current may flow in any region in which V,, is defined. 
The electric potential difference between points A and B may be written as 


B 
Ya -/ E-dL (39a) 
A 


and the corresponding relationship between the mmf and the magnetic field intensity, 


B 
ve ı} Hat (395) 
A 


was developed in Chapter 7, where we learned that the path selected must not cross 
the chosen barrier surface. 
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Ohm’s law for the electric circuit has the point form 
J=ocE (40a) 


and we see that the magnetic flux density will be the analog of the current density, 


Ben (405) 


To find the total current, we must integrate: 
T= r J:-ds (41a) 
Ss 


A corresponding operation is necessary to determine the total magnetic flux flowing 
through the cross section of a magnetic circuit: 


o= | Bas (41b) 
AN 


We then defined resistance as the ratio of potential difference and current, or 
V=IR (42a) 


and we shall now define reluctance as the ratio of the magnetomotive force to the 
total flux; thus 


V„= ON (42b) 


where reluctance is measured in ampere-turns per weber (A - t/Wb). In resistors that 
are made of a linear isotropic homogeneous material of conductivity o and have a 
uniform cross section of area $ and length d, the total resistance is 
d 
os 
If we are fortunate enough to have such a linear isotropic homogeneous magnetic 
material of length d and uniform cross section S, then the total reluctance is 


(43a) 


d 
= 


= (43b) 


The only such material to which we shall commonly apply this relationship is air. 
Finally, let us consider the analog of the source voltage in an electric circuit. We 
know that the closed line integral of E is zero, 


Pr-au=0 


In other words, Kirchhoff’s voltage law states that the rise in potential through the 
source is exactly equal to the fall in potential through the load. The expression for 
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magnetic phenomena takes on a slightly different form, 


# H-dL= Jhotal 


for the closed line integral is not zero. Because the total current linked by the path 
is usually obtained by allowing a current / to flow through an N-turn coil, we may 
express this result as 


pucaı =NI (44) 


In an electric circuit, the voltage source is a part of the closed path; in the magnetic 
circuit, the current-carrying coil will surround or link the magnetic circuit. In tracing 
a magnetic circuit, we will not be able to identify a pair of terminals at which the 
magnetombotive force is applied. The analogy is closer here to a pair of coupled circuits 
in which induced voltages exist (and in which we will see in Chapter 9 that the closed 
line integral of E is also not zero). 

Let us try out some of these ideas on a simple magnetic circuit. In order to avoid 
the complications of ferromagnetic materials at this time, we will assume that we 
have an air-core toroid with 500 turns, a cross-sectional area of 6 cm?, amean radius 
of15cm,andacoil current of4 A. As we already know, the magnetic field is confined 
to the interior of the toroid, and if we consider the closed path of our magnetic circuit 
along the mean radius, we link 2000 A -t, 


V, source — 2000 A-t 


Although the field in the toroid is not quite uniform, we may assume that it is, for all 
practical purposes, and calculate the total reluctance of the circuit as 


d 27 (0.15) 


N= —=- = 1.25 x 10° A-t/Wb 
uS 4r107x6x 10 
Thus 
nn 2000 _ 
o=- —- = 1.6 x 10°° Wb 
N 1.25 x 109 


This value of the total flux is in error by less than 1 percent, in comparison with the 
value obtained when the exact distribution of flux over the cross section is used. 


Hence 
® 16x 10 
Beat set 
Ay 6x 10-* 


and finally, 
_B _2.61x 103 
u 4n10-” 


Asacheck, we may apply Ampere’s circuital law directly in this symmetrical problem, 


= 2120 A-t/m 


Hy2rr = NI 
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and obtain 


NI 500 x4 


H —: —: 
PT Im 628x015 


= 2120 A/m 


at the mean radius. 

Our magnetic circuit in this example does not give us any opportunity to find the 
mmf across different elements in the circuit, for there is only one type of material. 
The analogous electric circuit is, of course, a single source and a single resistor. We 
could make it look just as long as the preceding analysis, however, if we found the 
current density, the electric field intensity, the total current, the resistance, and the 
source voltage. 

More interesting and more practical problems arise when ferromagnetic materials 
are present in the circuit. Let us begin by considering the relationship between B and 
H in such a material. We may assume that we are establishing a curve of B versus 
H for a sample of ferromagnetic material which is completely demagnetized; both 
B and H are zero. As we begin to apply an mmf, the flux density also rises, but not 
linearly, as the experimental data of Figure 8.11 show near the origin. After A reaches 
a value of about 100 A - t/m, the flux density rises more slowly and begins to saturate 
when is several hundred A - t/m. Having reached partial saturation, let us now turn 
to Figure 8.12, where we may continue our experiment at point x by reducing A. As 
we do so, the effects of hysteresis begin to show, and we do not retrace our original 
curve. Even after AH is zero, B = B,, the remnant flux density. As MH is reversed, 
then brought back to zero, and the complete cycle traced several times, the hysteresis 
loop of Figure 8.12 is obtained. The mmf required to reduce the flux density to zero 
is identified as A., the coercive “force.” For smaller maximum values of H, smaller 


1.4 


1.2 


0 100 300 500 700 900 
H(A-t/m) 


Figure 8.11 Magnetization curve of a sample of silicon sheet 
steel. 


CHAPTER 8 Magnetic Forces, Materials, and Inductance 


Figure 8.12 A hysteresis loop for silicon steel. The 
coercive force H. and remnant flux density B, are 
indicated. 


hysteresis loops are obtained, and the locus of the tips is about the same as the virgin 
magnetization curve of Figure 8.11. 
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Let us use the magnetization curve for silicon steel to solve a magnetic circuit problem 
that is slightly different from our previous example. We use a steel core in the toroid, 
except for an air gap of 2 mm. Magnetic circuits with air gaps occur because gaps 
are deliberately introduced in some devices, such as inductors, which must carry 
large direct currents, because they are unavoidable in other devices such as rotating 
machines, or because of unavoidable problems in assembly. There are still 500 turns 
about the toroid, and we ask what current is required to establish a flux density of I T 
everywhere in the core. 


Solution. This magnetic circuitis analogous to an electric circuit containing a voltage 
source and two rresistors, one of which is nonlinear. Because we are given the “current,” 
it is easy to find the “voltage” across each series element, and hence the total “emf.” 
In the air gap, 


Ge 2x 10° 
uS 4n10-"7x6x 10-* 


= 2.65 x 10° A-t/Wb 


Kir = 


Knowing the total flux, 


® = BS = 1(6 x 10°) = 6x 10°* Wb 
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which is the same in both steel and air, we may find the mmf required for the gap, 
Var = (6 x 10°%)(2.65 x 10°) = 1590 A-t 


Referring to Figure 8.11, amagnetic field strength of 200 A - t/m is required to produce 
a flux density of I T in the steel. Thus, 


Asteel = 200 A.t 
Vn.steel — Hteeidsteel = 200 x 0.3077 
= 188 At 


The total mmf is therefore 1778 A-t, and a coil current of 3.56 A is required. 


EXAMPLE 8.8 | 


We have made several approximations in obtaining this answer. We have already 
mentioned the lack of a completely uniform cross section, or cylindrical symmetry; 
the path of every flux line is not of the same length. The choice of a “mean” path 
length can help compensate for this error in problems in which it may be more 
important than it is in our example. Fringing flux in the air gap is another source of 
error, and formulas are available by which we may calculate an effective length and 
cross-sectional area for the gap which will yield more accurate results. There is also 
a leakage flux between the turns of wire, and in devices containing coils concentrated 
on one section of the core, a few flux lines bridge the interior of the toroid. Fringing 
and leakage are problems that seldom arise in the electric circuit because the ratio 
of the conductivities of air and the conductive or resistive materials used is so high. 
In contrast, the magnetization curve for silicon steel shows that the ratio of H to B 
in the steel is about 200 up to the “knee” of the magnetization curve; this compares 
with a ratio in air of about 800, 000. Thus, although flux prefers steel to air by the 
commanding ratio of 4000 to 1, this is not very close to the ratio of conductivities of, 
say, 10'° for a good conductor and a fair insulator. 


Asa last example, let us consider the reverse problem. Given a coil current of 4 A in 
the magnetic circuit of Example 8.7, what will the flux density be? 


Solution. First let us try to linearize the magnetization curve by a straight line from 
the originto B = 1, H = 200. Wethenhave B = H/200inssteeland B = wH in air. 
The two reluctances are found to be 0.314 x 10° for the steel path and 2.65 x 10° for the 
air gap, or 2.96 x 10°A - t/Wb total. Since V,, is 2000 A - t, the flux is 6.76 x 10-* Wb, 
and B = 1.13T. A more accurate solution may be obtained by assuming several values 
of B and calculating the necessary mmf. Plotting the results enables us to determine 
the true value of B by interpolation. With this method we obtain B = 1.10 TT. The good 
accuracy of the linear model results from the fact that the reluctance of the air gap 
in a magnetic circuit is often much greater than the reluctance of the ferromagnetic 
portion of the circuit. A relatively poor approximation for the iron or steel can thus 
be tolerated. 
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Figure 8.13 See Problem D8.9. 


D8.9. Given the magnetic circuit of Figure 8.13, assume B = 0.6 T at the 
midpoint of the left leg and find: (a) V,..air; (D) Vin,steei; (C) the current required 
in a 1300-turn coil linking the left leg. 


Ans. 3980 A-t; 72 A -t; 3.12 A 


D8.10. The magnetization curve for material X under normal operating con- 
ditions may be approximated by the expression B = (H/160)(0.25 + e"/320), 
where H is in A/m and B is in T. If a magnetic circuit contains a 12 cm length 
of material X, as well as a 0.25-mm air gap, assume a uniform cross section 
of 2.5 cm? and find the total mmf required to produce a flux of (a) 10 uWb; 
(b) 100 uWb. 


Ans. 8.58 A -t; 86.7 A -t 
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8.9 POTENTIAL ENERGY AND FORCES 
ON MAGNETIC MATERIALS 


In the electrostatic field we first introduced the point charge and the experimental law 
of force between point charges. After defining electric field intensity, electric Hux 
density, and electric potential, we were able to find an expression for the energy in an 
electrostatic field by establishing the work necessary to bring the prerequisite point 
charges from infinity to their final resting places. The general expression for energy is 


1 
we=; | D-Edv (45) 
2 vol 
where a linear relationship between D and E is assumed. 
This is not as easily done for the steady magnetic field. It would seem that we 
might assume two simple sources, perhaps two current sheets, find the force on one 
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due to the other, move the sheet a differential distance against this force, and equate 
the necessary work to the change in energy. If we did, we would be wrong, because 
Faraday’s law (coming up in Chapter 9) shows that there will be a voltage induced 
in the moving current sheet against which the current must be maintained. Whatever 
source is supplying the current sheet turns out to receive half the energy we are putting 
into the circuit by moving it. 

In other words, energy density in the magnetic field may be determined more 
easily after time-varying fields are discussed. We will develop the appropriate expres- 
sion in discussing Poynting’s theorem in Chapter 11. 

An alternate approach would be possible at this time, however, for we might 
define a magnetostatic field based on assumed magnetic poles (or “magnetic 
charges”). Using the scalar magnetic potential, we could then develop an energy 
expression by methods similar to those used in obtaining the electrostatic energy 
relationship. These new magnetostatic quantities we would have to introduce would 
be too great a price to pay for one simple result, and we will therefore merely present 
the result at this time and show that the same expression arises in the Poynting the- 
orem later. The total energy stored in a steady magnetic field in which B is linearly 
related to H is 


1 
we s/ B-Hdv (46) 
vol 


Letting B = uH, we have the equivalent formulations 


1 
Wu = 5 / uH?’dv (47) 
vol 
or 
1 B? 
Wu =-— — dv (48) 
2 vol M 


It is again convenient to think of this energy as being distributed throughout the 
volume with an energy density of +B -H J/m?, although we have no mathematical 
justification for such a statement. 

In spite of the fact that these results are valid only for linear media, we may use 
them to calculate the forces on nonlinear magnetic materials if we focus our attention 
on the linear media (usually air) which may surround them. For example, suppose 
that we have a long solenoid with a silicon-steel core. A coil containing n turns/m 
with a current / surrounds it. The magnetic field intensity in the core is therefore 
nIA-t/m, and the magnetic flux density can be obtained from the magnetization 
curve for silicon steel. Let us call this value B,.. Suppose that the core is composed of 
two semi-infinite cylinders? that are just touching. We now apply a mechanical force 
to separate these two sections of the core while keeping the flux density constant. We 
apply a force F over a distance dL, thus doing work F dL. Faraday’s law does not 


? A semi-infinite cylinder is a cylinder of infinite length having one end located in finite space. 


CHAPTER 8 Magnetic Forces, Materials, and Inductance 


apply here, for the fields in the core have not changed, and we can therefore use the 
principle of virtual work to determine that the work we have done in moving one core 
appears as stored energy in the air gap we have created. By (48), this increase is 


1.8, 
dWu =FadL=<—-SdL 
2 yo 
where $ is the core cross-sectional area. Thus 
Bas 
210 


If, for example, the magnetic field intensity is sufficient to produce saturation in the 
steel, approximately 1.4 T, the force is 


F=17.80x 10°S N 
or about 113 1b, /in?. 


D8.11. (a) What force is being exerted on the pole faces of the circuit de- 
scribed in Problem D8.9 and Figure 8.13? (b) Is the force trying to open or close 
the air gap? 


Ans. 1194 N; as Wilhelm Eduard Weber would put it, “schliessen” 


8.10 INDUCTANCE AND MUTUAL 
INDUCTANCE 


Inductance is the last of the three familiar parameters from circuit theory that we are 
defining in more general terms. Resistance was defined in Chapter 5 as the ratio of 
the potential difference between two equipotential surfaces of a conducting material 
to the total current crossing either equipotential surface. The resistance is a function 
of conductor geometry and conductivity only. Capacitance was defined in the same 
chapter as the ratio of the total charge on either of two equipotential conducting 
surfaces to the potential difference between the surfaces. Capacitance is a function 
only of the geometry of the two conducting surfaces and the permittivity of the 
dielectric medium between or surrounding them. 

Asa prelude to defining inductance, we first need to introduce the concept of flux 
linkage. Let us consider a toroid of N turns in which a current / produces a total Hux 
®. We assume first that this flux links or encircles each of the N turns, and we also 
see that each of the N turns links the total flux ®. The flux linkage N ® is defined as 
the product of the number of turns N and the flux ® linking each of them.? For a coil 
having a single turn, the flux linkage is equal to the total flux. 


3 The symbol A is commonly used for flux linkages. We will only occasionally use this concept, 
however, and we will continue to write itas N®. 


(u) 


Illustrations 
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We now define inductance (or self-inductance) as the ratio of the total flux link- 
ages to the current which they link, 


en 


The current / flowing in the N-turn coil produces the total flux ® and N ® flux 
linkages, where we assume for the moment that the flux ® links each turn. This 
definition is applicable only to magnetic media which are linear, so that the flux is 
proportional to the current. If ferromagnetic materials are present, there is no single 
definition of inductance which is useful in all cases, and we shall restrict our attention 
to linear materials. 

The unit of inductance is the henry (H), equivalent to one weber-turn per ampere. 

Let us apply (49) in a straightforward way to calculate the inductance per meter 
length of a coaxial cable of inner radius a and outer radius b. We may take the 
expression for total flux developed as Eq. (42) in Chapter 7, 


d, b 
ten u 
2n a 
or, on a per-meter basis, 
b 
= m Hm (50) 
2n a 


In this case, N = 1 turn, and all the flux links all the current. 
In the problem of a toroidal coil of N turns and a current /, as shown in Fig- 
ure 7.12b, we have 


NI 
By = Ko 


2rp 


If the dimensions of the cross section are small compared with the mean radius of the 
toroid #9, then the total flux is 


T. 
®— KoNIS 
2770 


where $ is the cross-sectional area. Multiplying the total flux by N, we have the flux 

linkages, and dividing by /, we have the inductance 

N?S 
a (51) 
277 p0 

Once again we have assumed that all the flux links all the turns, and this is a 
good assumption for a toroidal coil of many turns packed closely together. Suppose, 
however, that our toroid has an appreciable spacing between turns, a short part of 
which might look like Figure 8.14. The flux linkages are no longer the product of the 
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Figure 8.14 A portion of a coil showing partial flux 
linkages. The total flux linkages are obtained by adding 
the fluxes linking each turn. 


flux at the mean radius times the total number of turns. In order to obtain the total 
flux linkages we must look at the coil on a turn-by-turn basis. 


(N Dora = Pı + Pa +: +9; +: -+®y 


N 
_ = ®; 
i=1 


where ®; is the flux linking the ith turn. Rather than doing this, we usually rely on 
experience and empirical quantities called winding factors and pitch factors to adjust 
the basic formula to apply to the real physical world. 

An equivalent definition for inductance may be made using an energy point 
of view, 


2 Wu 
= 


(52) 


where / is the total current flowing in the closed path and Wz is the energy in the 
magnetic field produced by the current. After using (52) to obtain several other general 
expressions for inductance, we will show that it is equivalent to (49). We first express 
the potential energy W7 in terms of the magnetic fields, 


Fi B -Hav 


L= 72 


(53) 
and then replace Bby V x A, 


1 
= 7 [0 x aa 
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The vector identity 
V-(AxH)=H-(VxA)-A-(VxH) (54) 


may be proved by expansion in rectangular coordinates. The inductance is then 


= || VeaxBdv+ | ar (55) 
vol vol 


After applying the divergence theorem to the first integral and letting Vx H= Jin 
the second integral, we have 


De | garm-as+ [ Asa] 
72 N vol 


The surface integral is zero, as the surface encloses the volume containing all the 
magnetic energy, and this requires that A and H be zero on the bounding surface. The 
inductance may therefore be written as 


1 
L= | AJav (56) 


Equation (56) expresses the inductance in terms of an integral of the values of 
A and J at every point. Because current density exists only within the conductor, the 
integrand is zero at all points outside the conductor, and the vector magnetic potential 
need not be determined there. The vector potential is that which arises from the current 
J, and any other current source contributing a vector potential field in the region of 
the original current density is to be ignored for the present. Later we will see that this 
leads to a mutual inductance. 

The vector magnetic potential A due to J is given by Eg. (51), Chapter 7, 


and the inductance may therefore be expressed more basically as a rather formidable 


double volume integral, 
1 ud 
L= — ——d -Jd 57 
& R (/, AnR ») 3 ; 


A slightly simpler integral expression is obtained by restricting our attention to 
current filaments of small cross section for which Jdv may be replaced by / dL and 
the volume integral by a closed line integral along the axis of the filament, 


1 uldL 
L= — ) -IdL 
r ArrR 
dL 
An R 


Our only present interest in Eqs. (57) and (58) lies in their implication that the 
inductance is a function of the distribution of the current in space or the geometry of 
the conductor configuration. 

To obtain our original definition of inductance (49), let us hypothesize a uniform 
current distribution in a filamentary conductor of small cross section so that Jdv 


(58) 
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in (56) becomes / dL, 
1 
= 7 # A-dL (59) 


For a small cross section, dL may be taken along the center of the filament. We now 
apply Stokes’ theorem and obtain 


L=7 [x a.as 
I Js 


or 
1 
= 7 [»-as 
I Js 
or 
(60) 
1 


Retracing the steps by which (60) is obtained, we should see that the flux ® is 
that portion of the total flux that passes through any and every open surface whose 
perimeter is the filamentary current path. 

If we now let the filament make N identical turns about the total flux, an idealiza- 
tion that may be closely realized in some types of inductors, the closed line integral 
must consist of N laps about this common path, and (60) becomes 

N® 
L= T (61) 
The flux ® is now the flux crossing any surface whose perimeter is the path occupied 
by any one of the N turns. The inductance of an N-turn coil may still be obtained 
from (60), however, if we realize that the flux is that which crosses the complicated 
surface* whose perimeter consists of all N turns. 

Use of any ofthe inductance expressions for a true filamentary conductor (having 
zero radius) leads to an infinite value of inductance, regardless of the configuration 
of the filament. Near the conductor, Ampe£re’s circuital law shows that the magnetic 
field intensity varies inversely with the distance from the conductor, and a simple 
integration soon shows that an infinite amount of energy and an infinite amount of 
flux are contained within any finite cylinder about the filament. This difficulty is 
eliminated by specifying a small but finite filamentary radius. 

The interior of any conductor also contains magnetic flux, and this flux links a 
variable fraction of the total current, depending on its location. These flux linkages 
lead to an internal inductance, which must be combined with the external inductance 
to obtain the total inductance. The internal inductance of a long, straight wire of 
circular cross section, radius a, and uniform current distribution is 


La,in — Tr H/m (62) 


a result requested in Problem 8.43 at the end of this chapter. 


* Somewhat like a spiral ramp. 
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In Chapter 11, we will see that the current distribution in a conductor at high 
frequencies tends to be concentrated near the surface. The internal flux is reduced, and 
it is usually sufficient to consider only the external inductance. At lower frequencies, 
however, internal inductance may become an appreciable part of the total inductance. 

We conclude by defining the murtual inductance between circuits Il and 2, Mı>, 
in terms of mutual flux linkages, 


Mn» = (63) 


where ® > signifies the flux produced by /| which links the path of the filamentary 
current J», and N» is the number of turns in circuit 2. The mutual inductance, there- 
fore, depends on the magnetic interaction between two currents. With either current 
alone, the total energy stored in the magnetic field can be found in terms of a single 
inductance, or self-inductance; with both currents having nonzero values, the total 
energy is a function of the two self-inductances and the mutual inductance. In terms 
of a mutual energy, it can be shown that (63) is equivalent to 


1 
Ms / (Bi -Ha)dv (64) 
Ib vol 
or 
1 
m: [ Ge (65) 
Ib vol 


where Bı is the field resulting from 7ı (with 7 = 0) and H; is the field arising from 
L (with 7, = 0). Interchange of the subscripts does not change the right-hand side of 
(65), and therefore 


M12 = Msı (66) 


Mutual inductance is also measured in henrys, and werely on the context to allow 
us to differentiate it from magnetization, also represented by M. 


Calculate the self-inductances of and the mutual inductances between two coaxial 
solenoids of radius Rı and Ra, Ra > Ri, carrying currents /ı and 7 with n, and 
n, turns/m, respectively. 


Solution. We first attack the mutual inductances. From Egq. (15), Chapter 7, we let 
nı = N/d, and obtain 


H, =nıla;, (O<p<Rı) 
=0 (e>Rı) 
and 
H; =mha; (0<p<R) 
=0 (e>R) 
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Thus, for this uniform field 
®1 = wonılımR) 
and 
Mi = HonınaaR) 
Similarly, 
®;ı = wonahrk! 
Maı = wonınaaR? = Mn 
If n, = 50 turns/cm, na = 80 turns/cm, Rı =2cm, and R = 3 cm, then 
Mı2 = Maı = 4 x 10°7(5000)(8000)7 (0.02?) = 63.2 mH/m 
The self-inductances are easily found. The flux produced in coil 1 by /ı is 
® 11 = wonılımk) 
and thus 
N WontSıd H 
The inductance per unit length is therefore 
Lı = fon?Sı H/m 
or 
Lı = 39.5 mH/m 
Similarly, 
L> = won = 22.7 mH/m 
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We see, therefore, that there are many methods available for the calculation of 
self-inductance and mutual inductance. Unfortunately, even problems possessing a 
high degree of symmetry present very challenging integrals for evaluation, and only 
a few problems are available for us to try our skill on. 

Inductance will be discussed in circuit terms in Chapter 10. 


D8.12. Calculate the self-inductance of: (a) 3.5 m of coaxial cable with a = 
0.8 mm and b = 4 mm, filled with a material for which u, = 50; (b) a toroidal 
coil of 500 turns, wound on a fiberglass form having a 2.5 x 2.5 cm square 
cross section and an inner radius of 2 cm; (c) a solenoid having 500 turns about 
a cylindrical core of 2 cm radius in which u, = 50 for 0 < po < 0.5 cm and 
Kr = 1for 0.5 < eo < 2 cm; the length of the solenoid is 50 cm. 


Ans. 56.3 «H; 1.01 mH; 3.2 mH 
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D8.13. A solenoid is 50 cm long, 2 cm in diameter, and contains 1500 turns. 
The cylindrical core has a diameter of 2 cm and a relative permeability of 75. 
This coil is coaxial with a second solenoid, also 50 cm long, but with a3 cm 
diameter and 1200 turns. Calculate: (a) Z for the inner solenoid; (b) Z for the 
outer solenoid; (c) M between the two solenoids. 


Ans. 133.2 mH; 192 mH; 106.6 mH 
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APTER 8 PROBLEMS 


A point charge, O = —0.3 uC andm = 3 x 10!° kg, is moving through 
the field E = 30a, V/m. Use Eg. (1) and Newton’s laws to develop the 
appropriate differential equations and solve them, subject to the initial 
conditions att = 0,v=3x 10°a, m/s at the origin. At t = 3 us, find (a) the 
position P(x, y, z) of the charge; (b) the velocity v; (c) the kinetic energy of 
the charge. 


Compare the magnitudes of the electric and magnetic forces on an electron 
that has attained a velocity of 10’ m/s. Assume an electric field intensity of 
10° V/m, and a magnetic flux density associated with that of the Earth’s 
magnetic field in temperate latitudes, 0.5 gauss. 


A point charge for which © = 2 x 10”! Candm = 5 x 10”°° kg is moving 
in the combined fields E = 100a, — 200a,, + 300a, V/mandB = -3a, + 
2a, — a, MT. Ifthe charge velocity att = 0 is v(0) = (2a, — 3a, — 

4a,)10° m/s (a) give the unit vector showing the direction in which the 
charge is accelerating at t = 0; (b) find the kinetic energy of the charge at 
t=0. 

Show that a charged particle in a uniform magnetic field describes a circular 
orbit with an orbital period that is independent of the radius. Find the 
relationship between the angular velocity and magnetic flux density for an 
electron (the cyclotron frequency). 


A rectangular loop of wire in free space joins point A(1,0, 1) to point 
B(3,0, 1) to point C(3, 0, 4) to point D(1, 0, 4) to point A. The wire carries a 
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current of 6 mA, flowing in the a, direction from B to C. A filamentary 
current of 15 A flows along the entire z axis in the a, direction. (a) Find Fon 
side BC. (b) Find F on side AB. (c) Find F;ot. on the loop. 


8.6 Show that the differential work in moving a current element /dL through a 
distance dl in a magetic field B is the negative of that done in moving the 
element /dl through a distance dL in the same field. 


8.7 Uniform current sheets are located in free space as follows: 8a, A/m at 
y=0, 4a; Almaty = 1,and —4a;, A/mat y = —1. Find the vector force 
per meter length exerted on a current filament carrying 7 mA in the a, 
direction if the filament is located at (a)x = 0, y = 0.5, anda, =a;; 
(b)y=05,2=0,anda, =a,;()x=0,y=1.5,anda, =a.. 


8.3 Two conducting strips, having infinite length in the z direction, lie in the xz 
plane. One occupies the region d/2 <x <b+d/2 and carries surface 
current density K= Koa,; the other is situated at —-(b+d/2) <x <-d/2 
and carries surface current density — Koa;,. (a) Find the force per unit length 
in z that tends to separate the two strips. (b) Let b approach zero while 
maintaining constant current, / = Kob, and show that the force per unit 
length approaches uo/?/(2d) N/m. 


8.9] A current of — 100a, A/m flows on the conducting cylinder o = 5 mm, and 
+500a; A/m is present on the conducting cylinder 2 = 1 mm. Find the 
magnitude of the total force per meter length that is acting to split the outer 
cylinder apart along its length. 


8.108 A planar transmission line consists of two conducting planes of width b 
separated d m in air, carrying equal and opposite currents of JZA.Eb»>d, 
find the force of repulsion per meter of length between the two conductors. 


8.11) (a) Use Egq. (14), Section 8.3, to show that the force of attraction per unit 
length between two filamentary conductors in free space with currents /ıa; 
ax=0,y=d/2,and ha, atx=0,y= -d/2, is wolı lo/(2rd). (b) Show 
how a simpler method can be used to check your result. 


8.12 | Two circular wire rings are parallel to each other, share the same axis, are of 
radius a, and are separated by distance d, where d << a. Each ring carries 
current /. Find the approximate force of attraction and indicate the relative 
orientations of the currents. 


8.13 N A current of 6 A flows from M (2, 0,5) to N(5, 0,5) in a straight, solid 
conductor in free space. An infinite current filament lies along the z axis 
and carries 50 A in the a, direction. Compute the vector torque on the wire 
segment using an origin at: (a) (0, 0, 5); (b) (0, 0, 0); (c) (3, 0, 0). 


8.14 Ü A solenoid is 25 cm long, 3 cm in diameter, and carries 4 A dc in its 400 
turns. Its axis is perpendicular to a uniform magnetic field of 0.8 Wb/m? in 
air. Using an origin at the center of the solenoid, calculate the torque acting 
on it. 
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8.15] A solid conducting filament extends from x = —b tox = b along the line 
y=2,2=(. This filament carries a current of 3 A in the a, direction. An 
infinite filament on the z axis carries 5 A in the a, direction. Obtain an 
expression for the torque exerted on the finite conductor about an origin 
located at (0, 2, 0). 


8.16 | Assume that an electron is describing a circular orbit of radius a about a 
positively charged nucleus. (a) By selecting an appropriate current and area, 
show that the equivalent orbital dipole moment is ea’w/2, where o is the 
electron’s angular velocity. (b) Show that the torque produced by a magnetic 
field parallel to the plane of the orbit is ea’wB/2. (c) By equating the 
Coulomb and centrifugal forces, show that » is (Anegm.a°/ e?)-/2, where 
m. is the electron mass. (d) Find values for the angular velocity, torque, 
and the orbital magnetic moment for a hydrogen atom, where a is about 
6x1 mletB=0ST. 


8.17 The hydrogen atom described in Problem 8.16 is now subjected to a 
magnetic field having the same direction as that of the atom. Show that the 
forces caused by B result in a decrease of the angular velocity by eB/(2m.) 
and a decrease in the orbital moment by e?a? B/(4m.). What are these 
decreases for the hydrogen atom in parts per million for an external magnetic 
flux density of 0.5 T? 


8.18] Calculate the vector torque on the square loop shown in Figure 8.15 about 
an origin at A in the field B, given (a) A(0, 0, 0) and B = 100a, mT; 
(b) A(0, 0,0) and B = 200a, + 100a, mT; (c) A(1,2,3) and B = 200a, + 
100a, — 300a; mT; (d) A(1,2, 3) and B = 200a, + 100a, — 300a; mT 
forx > 2 and B = O0 elsewhere. 


8.19 | Given a material for which Xm = 3.1 and within which B = 0.4ya, T, find 
(a)H; (b) u; (c) ur; (d) M; (e) I; Cf) Is; (8) Ir: 

s.20| Find H in a material where (a) u, = 4.2, there are 2.7 x 10” atoms/m’, and 
each atom has a dipole moment of 2.6 x in A:m?; (b)M = 270a, Alm 
and u = 2u H/m; (c) Xm = 0.7 andB = 2a, T. (d) Find M in a material 
where bound surface current densities of 12a; A/m and —9a, A/m exist at 
p = 0.3 m and 0.4 m, respectively. 


8.21) Find the magnitude of the magnetization in a material for which (a) the 
magnetic flux density is 0.02 Wb/m?; (b) the magnetic field intensity is 
1200 A/m and the relative permeability is 1.005; (c) there are 7.2 x 10°® 
atoms per cubic meter, each having a dipole moment of 4 x 10°" A-m? 
in the same direction, and the magnetic susceptibility is 0.003. 


8.22 Under some conditions, it is possible to approximate the effects of 
ferromagnetic materials by assuming linearity in the relationship of B and 
H. Let u, = 1000 for a certain material of which a cylindrical wire of 
radius 1 mm is made. If / = 1 A and the current distribution is uniform, 
find (a) B, (b)H, (c)M, (d) J, and (e) Jz within the wire. 
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Figure 8.15 See Problem 8.18. 


8.23 l Calculate values for H,, B,, and My at p = c for a coaxial cable with 
a = 2.5 mm and b = 6 mm if it carries a current / = 12 A in the center 
conductor, and u = 3uH/m for 2.5mm < p < 3.5 mm, u = 5 uH/m for 
3.5mm << 4.5mm, and u = 10 uH/m for 4.5mm < p < 6 mm. Use 
c =: (a) 3 mm; (b) 4 mm; (c) 5 mm. 


8.241 Two current sheets, Koa, A/m atz = 0 and — Kya, A/matz = d, are 
separated by an innomogeneous material for which u, = az + 1, where a is 
a constant. (a) Find expressions for H and B in the material. (b) Find the total 
flux that crosses a Im? area on the yz plane. 


8.251 A conducting filament at z = 0 carries 12 A in the a; direction. Let u, = 1 
fore < lcm, u, =6forl <p <2cm, and u, = 1 for p > 2 cm. Find: 
(a) H everywhere; (b) B everywhere. 


8.26 l A long solenoid has a radius of 3 cm, 5000 turns/m, and carries current 
I = 0.25 A. The region 0 < o < a within the solenoid has u, = 5, whereas 
u, = lfora < o < 3 cm. Determine a so that (a) a total flux of 10 uWb is 
present; (b) the flux is equally divided between the regions 0 < p <aand 
a<p<3cm. 


8.27 Let Krı = 2in region 1, defined by 2x + 3y — 4z > 1, while u,2 =5 
in region 2 where 2x + 3y — 4z < 1. In region 1, H, = 50a, — 30a, + 
20a; A/m. Find (a) Hy; (b) H,ı; (c) H,>; (d) Hana; (e) 01, the angle between 
H), and axaı; (‚f) @, the angle between H> and annaı. 


8.28 l For values of B below the knee on the magnetization curve for silicon steel, 
approximate the curve by a straight line with u = 5 mH/m. The core shown 
in Figure 8.16 has areas of 1.6 cm? and lengths of 10 cm in each outer leg, 
and an area of 2.5 cm? and a length of 3 cm in the central leg. A coil of 
1200 turns carrying 12 mA is placed around the central leg. Find B in the 
(a) center leg; (b) center leg if a 0.3 mm air gap is present in the center leg. 
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I 


Figure 8.16 See Problem 8.28. 


8.29 | In Problem 8.28, the linear approximation suggested in the statement of the 
problem leads to flux density of 0.666 T in the central leg. Using this value 
of B and the magnetization curve for silicon steel, what current is required in 
the 1200-turn coil? 


8.301 A rectangular core has fixed permeability u, >> 1, a square cross section of 
dimensions a x a, and has centerline dimensions around its perimeter of b 
and d. Coils 1 and 2, having turn numbers N, and N>, are wound on the core. 
Consider a selected core cross-sectional plane as lying within the xy plane, 
such that the surface is definedby0O <x <a,0 <y <a.(a) With current /, 
in coil 1, use Ampere’s circuital law to find the magnetic flux density as a 
function of position over the core cross-section. (b) Integrate your result of 
part (a) to determine the total magnetic flux within the core. (c) Find the 
self-inductance of coil 1. (d) Find the mutual inductance between coils 1 
and 2. 


8.31] A toroid is constructed of a magnetic material having a cross-sectional area 
of 2.5 cm? and an effective length of 8 cm. There is also a short air gap of 
0.25 mm length and an effective area of 2.8 cm?. An mmf of 200 A -tis 
applied to the magnetic circuit. Calculate the total flux in the toroid if the 
magnetic material: (a) is assumed to have infinite permeability; (b) is 
assumed to be linear with u, = 1000; (c) is silicon steel. 


8.32) (a) Find an expression for the magnetic energy stored per unit length in a 
coaxial transmission line consisting of conducting sleeves of negligible 
thickness, having radii a and b. A medium of relative permeability u, fills 
the region between conductors. Assume current / flows in both conductors in 
opposite directions. (b) Obtain the inductance, Z, per unit length of line by 
equating the energy to (1/2)LI?. 


8.33 | A toroidal core has a square cross section, 2.5cm < p < 3.5 cm, —0.5cm < 
z <.0.5cm. The upper half of the toroid, 0 < z < 0.5cm, is constructed of a 
linear material for which u, = 10, while the lower half, —0.5cm <z <(0, 
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Figure 8.17 See Problem 8.35. 


has u, = 20. An mmf of 150 A -t establishes a flux in the a, direction. 
For z > 0, find: (a) Hg(p); (b) Bg(p); (c) P;>0. (d) Repeat for z > 0. 
(e) Find Portal: 


8.34} Determine the energy stored per unit length in the internal magnetic field of 
an infinitely long, straight wire of radius a, carrying uniform current /. 


8.35] The cones 6 = 21° and 9 = 159° are conducting surfaces and carry total 
currents of 40 A, as shown in Figure 8.17. The currents return on a spherical 
conducting surface of 0.25 m radius. (a) Find H in the region O0 <r < 0.25, 
21° <6 < 159,0 <& < 2. (b) How much energy is stored in this region? 


8.36 l The dimensions of the outer conductor of a coaxial cable are b and c, where 
c > b. Assuming u = Uo, find the magnetic energy stored per unit length 
in the region b < po < c for a uniformly distributed total current / flowing 
in opposite directions in the inner and outer conductors. 


8.37 | Find the inductance of the cone-sphere configuration described in 
Problem 8.35 and Figure 8.17. The inductance is that offered at the origin 
between the vertices of the cone. 


8.38 | A toroidal core has a rectangular cross section defined by the surfaces 
p=?2cm,e=3cm,z=4cm, and z = 4.5 cm. The core material has a 
relative permeability of 80. If the core is wound with a coil containing 8000 
turns of wire, find its inductance. 


8.39 | Conducting planes in air atz = 0 and z = d carry surface currents of 
+Koa, A/m. (a) Find the energy stored in the magnetic field per unit length 
(0 <x < 1l)ina width w(0 < y < w). (b) Calculate the inductance per unit 
length of this transmission line from Wy = sLI ?_ where / is the total current 
in a width w in either conductor. (c) Calculate the total flux passing through 
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the rectangle 0 <x < 1,0 <z <d, in the plane y = 0, and from this result 
again find the inductance per unit length. 


8.40 N A coaxial cable has conductor radii a and b, where a < b. Material of 
permeability u, # 1 exists in the region a < p < c, whereas the region 
c<p<bisair filled. Find an expression for the inductance per unit length. 


8.411 A rectangular coil is composed of 150 turns of a filamentary conductor. Find 
the mutual inductance in free space between this coil and an infinite straight 
filament on the z axis if the four corners of the coil are located at: (a) (0, 1,0), 
(0, 3,0), (0, 3, 1), and (0, 1, 1); (D) (1, 1,0), (1,3, 0), (1,3, 1), and (1,1, 1). 


8.42) Find the mutual inductance between two filaments forming circular rings of 
radii a and Aa, where Aa < a. The field should be determined by 
approximate methods. The rings are coplanar and concentric. 


8.43 1 (a) Use energy relationships to show that the internal inductance of a 
nonmagnetic cylindrical wire of radius a carrying a uniformly distributed 
current / is uo/(877) H/m. (b) Find the internal inductance if the portion of 
the conductor for which 9 < c < a is removed. 


8.44 | Show that the external inductance per unit length of a two-wire transmission 
line carrying equal and opposite currents is approximately (w/rr) In(d/a) 
H/m, where a is the radius of each wire and d is the center-to-center wire 
spacing. On what basis is the approximation valid? 


CHAPTER 


Time-Varying Fields 
and Maxwell’s Equations 


were obtained in the previous eight chapters, and we are now ready to discuss 

time-varying fields. The discussion will be short, for vector analysis and 
vector calculus should now be more familiar tools; some of the relationships are 
unchanged, and most of the relationships are changed only slightly. 

Two new concepts will be introduced: the electric field produced by a changing 
magnetic field and the magnetic field produced by a changing electric field. The first 
of these concepts resulted from experimental research by Michael Faraday and the 
second from the theoretical efforts of James Clerk Maxwell. 

Maxwell actually was inspired by Faraday’s experimental work and by the mental 
picture provided through the “lines of force” that Faraday introduced in developing 
his theory of electricity and magnetism. He was 40 years younger than Faraday, but 
they knew each other during the five years Maxwell spent in London as a young 
professor, a few years after Faraday had retired. Maxwell’s theory was developed 
subsequent to his holding this university position while he was working alone at his 
home in Scotland. It occupied him for five years between the ages of 35 and 40. 

The four basic equations of electromagnetic theory presented in this chapter bear 
his name. # 


T he basic relationships of the electrostatic field and the steady magnetic field 


9.1 FARADAY’S LAW 


After Oersted' demonstrated in 1820 that an electric current affected a compass rm) 
needle, Faraday professed his belief that if a current could produce a magnetic field, 
then a magnetic field should be able to produce a current. The concept of the “field” |Animations 


! Hans Christian Oersted was professor of physics at the University of Copenhagen in Denmark. 
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was not available at that time, and Faraday’s goal was to show that a current could be 
produced by “magnetism.” 

He worked on this problem intermittently over a period of 10 years, until he 
was finally successful in 1831.” He wound two separate windings on an iron toroid 
and placed a galvanometer in one circuit and a battery in the other. Upon closing 
the battery circuit, he noted a momentary deflection of the galvanometer; a similar 
deflection in the opposite direction occurred when the battery was disconnected. This, 
of course, was the first experiment he made involving a changing magnetic field, and 
he followed it with a demonstration that either a moving magnetic field or a moving 
coil could also produce a galvanometer deflection. 

In terms of fields, we now say that a time-varying magnetic field produces an 
electromotive force (emf) that may establish a current in a suitable closed circuit. 
An electromotive force is merely a voltage that arises from conductors moving in a 
magnetic field or from changing magnetic fields, and we shall define it in this section. 
Faraday’s law is customarily stated as 


f=--—-V 1 
em 7 (1) 


Equation (1) implies a closed path, although not necessarily a closed conducting 
path; the closed path, for example, might include a capacitor, or it might be a purely 
imaginary line in space. The magnetic flux is that flux which passes through any and 
every surface whose perimeter is the closed path, and d®/dr is the time rate of change 
of this flux. 

A nonzero value of d®/dt may result from any of the following situations: 


1. A time-changing flux linking a stationary closed path 
Relative motion between a steady flux and a closed path 
3. A combination of the two 


The minus sign is an indication that the emf is in such a direction as to produce 
a current whose flux, if added to the original flux, would reduce the magnitude of 
the emf. This statement that the induced voltage acts to produce an opposing flux is 
known as Lenz’s law. 

If the closed path is that taken by an N-turn filamentary conductor, it is often 
sufficiently accurate to consider the turns as coincident and let 


d® 
emf = — N — (2) 
dt 


where ® is now interpreted as the flux passing through any one of N coincident 
paths. 


? Joseph Henry produced similar results at Albany Academy in New York at about the same time. 


3 Henri Frederic Emile Lenz was born in Germany but worked in Russia. He published his law in 1834. 
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We need to define emf as used in (1) or (2). The emf is obviously a scalar, and 
(perhaps not so obviously) a dimensional check shows that it is measured in volts. 
We define the emf as 


emf= PE-aL (3) 


and note that it is the voltage about a specific closed path. If any part of the path is 

changed, generally the emf changes. The departure from static results is clearly shown 

by (3), for an electric field intensity resulting from a static charge distribution must lead 

to zero potential difference about a closed path. In electrostatics, the line integral leads 

to a potential difference; with time-varying fields, the result is an emf or a voltage. 
Replacing ® in (1) with the surface integral of B, we have 


d 
emf= $E-aL=-2, | B-as 4) 
dt Js 


where the fingers of our right hand indicate the direction of the closed path, and 
our thumb indicates the direction of dS. A flux density B in the direction of dS and 
increasing with time thus produces an average value of E which is opposite to the 
positive direction about the closed path. The right-handed relationship between the 
surface integral and the closed line integral in (4) should always be kept in mind 
during flux integrations and emf determinations. 

We will divide our investigation into two parts by first finding the contribution to 
the total emf made by a changing field within a stationary path (transformer emf), and 
then we will consider a moving path within a constant (motional, or generator, emf). 

We first consider a stationary path. The magnetic flux is the only time-varying 
quantity on theright side of (4), and a partial derivative may be taken under the integral 


sign, 
B 
emf= $E-aL=-| Tas (5) 
s 9 


Before we apply this simple result to an example, let us obtain the point form of 
this integral equation. Applying Stokes’ theorem to the closed line integral, we have 


oB 
Im» w-as=-[ F-as 
s s gt 


where the surface integrals may be taken over identical surfaces. The surfaces are 
perfectly general and may be chosen as differentials, 


B 
(v x E).d6 = - 2 «a8 


and 


VxE a (6) 
xER= - — 
ot 
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This is one of Maxwell’s four equations as written in differential, or point, form, 
the form in which they are most generally used. Equation (5) is the integral form of 
this equation and is equivalent to Faraday’s law as applied to a fixed path. If B is not 
a function of time, (5) and (6) evidently reduce to the electrostatic equations 


# E-dL=0 _<(electrostatics) 


and 
VxE=0 _(electrostatics) 


As an example ofthe interpretation of (5) and (6), let us assume a simple magnetic 
field which increases exponentially with time within the cylindrical region 0 < b, 


B = Bye a. (7) 


where Bo = constant. Choosing the circular patho =a,a < b,inthez = O plane, 
along which Z, must be constant by symmetry, we then have from (5) 


emf = 2raE, = —kBoe na? 
The emf around this closed path is —kBoe*' na”. It is proportional to a? because 
the magnetic flux density is uniform and the flux passing through the surface at any 
instant is proportional to the area. 

If we now replace a with p, p < b, the electric field intensity at any point is 


E = —IkBye'' pa, (8) 
Let us now attempt to obtain the same answer from (6), which becomes 
1 d(pE 
(V x E)- = —kBoe*' = Re) 
pP 9p 


Multiplying by p and integrating from O to p (treating f as a constant, since the 
derivative is a partial derivative), 


—4kBoe*' p? = pEs 
or 
E= —1kBoe'' pay 


once again. 

If Bo is considered positive, a filamentary conductor of resistance R would have 
a current flowing in the negative a, direction, and this current would establish a flux 
within the circular loop in the negative a, direction. Because E, increases exponen- 
tially with time, the current and flux do also, and thus they tend to reduce the time rate 
of increase of the applied flux and the resultant emf in accordance with Lenz’s law. 

Before leaving this example, it is well to point out that the given field B does 
not satisfy all of Maxwell’s equations. Such fields are often assumed (always in ac- 
circuit problems) and cause no difficulty when they are interpreted properly. They 
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Figure 9.1 An example illustrating the application of 
Faraday’s law to the case of a constant magnetic flux density 
B and a moving path. The shorting bar moves to the right 
with a velocity v, and the circuit is completed through the two 
rails and an extremely small high-resistance voltmeter. The 
voltmeter reading is Vi2 = —Bvd. 


occasionally cause surprise, however. This particular field is discussed further in 
Problem 9.19 at the end of the chapter. 

Now let us consider the case of a time-constant flux and a moving closed path. 
Before we derive any special results from Faraday’s law (1), let us use the basic law to 
analyze the specific problem outlined in Figure 9.1. The closed circuit consists of two 
parallel conductors which are connected at one end by a high-resistance voltmeter of 
negligible dimensions and at the other end by a sliding bar moving at a velocity v. 
The magnetic flux density B is constant (in space and time) and is normal to the plane 
containing the closed path. 

Let the position of the shorting bar be given by y; the flux passing through the 
surface within the closed path at any time 7 is then 


® = Byd 
From (1), we obtain 
d® d 
emf = =-B de Bvd (9) 
dt dt 


The emfis defined as # E-dL and we have aconducting path, so we may actually 
determine E at every point along the closed path. We found in electrostatics that the 
tangential component of E is zero at the surface of a conductor, and we shall show in 
Section 9.4 that the tangential component is zero at the surface of a perfect conductor 
(o = 0) for all time-varying conditions. This is equivalent to saying that a perfect 
conductor is a “short circuit.” The entire closed path in Figure 9.1 may be considered 
a perfect conductor, with the exception of the voltmeter. The actual computation of 
$ E-dL then must involve no contribution along the entire moving bar, both rails, 
and the voltmeter leads. Because we are integrating in a counterclockwise direction 
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(keeping the interior of the positive side of the surface on our left as usual), the 
contribution E AL across the voltmeter must be — Bvd, showing that the electric 
field intensity in the instrument is directed from terminal 2 to terminal 1. For an up- 
scale reading, the positive terminal of the voltmeter should therefore be terminal 2. 

The direction of the resultant small current flow may be confirmed by noting that 
the enclosed flux is reduced by a clockwise current in accordance with Lenz’s law. 
The voltmeter terminal 2 is again seen to be the positive terminal. 

Let us now consider this example using the concept of motional emf. The force 
on acharge O moving at a velocity v in a magnetic field B is 


F= OvxB 


or 
. B (10) 
—=Vvx 
1) 

The sliding conducting bar is composed of positive and negative charges, and each 


experiences this force. The force per unit charge, as given by (10), is called the 
motional electric field intensity E,„, 


E„=vxB a 


Ifthe moving conductor were lifted off the rails, this electric field intensity would force 
electrons to one end of the bar (the far end) until the static field due to these charges 
just balanced the field induced by the motion of the bar. The resultant tangential 
electric field intensity would then be zero along the length of the bar. 

The motional emf produced by the moving conductor is then 


emt= BEn-aL= dx B)-aL (12) 


where the last integral may have a nonzero value only along that portion of the path 
which is in motion, or along which v has some nonzero value. Evaluating the right 
side of (12), we obtain 


0 
Puxm-au= | vBdx = —Bvd 
d 


as before. This is the total emf, since B is not a function of time. 
In the case of a conductor moving in a uniform constant magnetic field, we may 


therefore ascribe a motional electric field intensity E,„, = v x B to every portion of 
the moving conductor and evaluate the resultant emf by 
emt= BE-aL = BEn-aL= Fr x Dal (13) 


If the magnetic flux density is also changing with time, then we must include 
both contributions, the transformer emf (5) and the motional emf (12), 


emf= dr-aL = - | -as+ dx war (14) 
$ 
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Figure 9.2 An apparent increase in flux linkages does 
not lead to an induced voltage when one part of a circuit 
is simply substituted for another by opening the switch. 
No indication will be observed on the voltmeter. 


This expression is equivalent to the simple statement 
emf = — — () 


and either can be used to determine these induced voltages. 

Although (1) appears simple, there are a few contrived examples in which its 
proper application is quite difficult. These usually involve sliding contacts or switches; 
they always involve the substitution of one part of a circuit by a new part.* As an 
example, consider the simple circuit of Figure 9.2, which contains several perfectly 
conducting wires, an ideal voltmeter, a uniform constant field B, and a switch. When 
the switch is opened, there is obviously more flux enclosed in the voltmeter circuit; 
however, it continues to read zero. The change in flux has not been produced by either 
a time-changing B [first term of (14)] or aconductor moving through a magnetic field 
[second part of (14)]. Instead, a new circuit has been substituted for the old. Thus it 
is necessary to use care in evaluating the change in flux linkages. 

The separation of the emf into the two parts indicated by (14), one due to the time 
rate of change of B and the other to the motion of the circuit, is somewhat arbitrary 
in that it depends on the relative velocity of the observer and the system. A field that 
is changing with both time and space may look constant to an observer moving with 
the field. This line of reasoning is developed more fully in applying the special theory 
of relativity to electromagnetic theory.” 


D9.1. Within a certain region, e = 10-!! F/m and u = 10° H/m. If B, = 
oE 
2x 10°* cos 10°r sin 10-°y T: (a)useVxH = ar to find E; (b) find the total 


magnetic flux passing through the surfacex = 0,0 <y <40m,0<z<2m, 


* See Bewley, in References at the end of the chapter, particularly pp. 12-19. 


5 This is discussed in several of the references listed in the References at the end of the chapter. 
See Panofsky and Phillips, pp. 142-51; Owen, pp. 231-45; and Harman in several places. 
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att = 1 us; (c) find the value of the closed line integral of E around the peri- 
meter of the given surface. 


Ans. —20.000 sin 10° cos 10”? ya; V/m; 0.318 mWb; —3.19 V 


D9.2. With reference to the sliding bar shown in Figure 9.1, letd = 7 cm, 
BE 08a alksandayz — 0.1a,e?"? m/s2 Bey. — 0laut —0FEinda(e)W( 2 0): 
(b) y(t = 0.1); (c) v(t = 0.1); (d) Vn atr= 0.1. 


Ans. 0.1 m/s; 1.12 cm; 0.125 m/s; —2.63 mV 


9.2 DISPLACEMENT CURRENT 


Faraday’s experimental law has been used to obtain one of Maxwell’s equations in 
differential form, 
VxE 2 15 
an er 

which shows us that a time-changing magnetic field produces an electric field. Re- 
membering the definition of curl, we see that this electric field has the special property 
of circulation; its line integral about a general closed path is not zero. Now let us turn 
our attention to the time-changing electric field. 

We should first look at the point form of Ampere’s circuital law as it applies to 
steady magnetic fields, 


VxH=]J (16) 
and show its inadequacy for time-varying conditions by taking the divergence of each 
side, 

Vv-VxH=0=V-J 
The divergence of the curl is identically zero, so V - J is also zero. However, the 
equation of continuity, 


Ipy 

or 
then shows us that (16) can be true only if o0,/dr = 0. This is an unrealistic limitation, 
and (16) must be amended before we can accept it for time-varying fields. Suppose 
we add an unknown term G to (16), 


VxH=)J+G 


a 


Again taking the divergence, we have 
0=V-J+V-:G 
Thus 


_ Ipv 


V. 
es ot 
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Replacing p, with V-D, 


d 9D 
V.G = —-(V :D) = V - — 
FT ) ot 


from which we obtain the simplest solution for G, 


_.9D 
a 
Ampere’s circuital law in point form therefore becomes 
oD 
VxH=)J+ Er (17) 


Equation (17) has not been derived. It is merely a form we have obtained that 
does not disagree with the continuity equation. It is also consistent with all our other 
results, and we accept it as we did each experimental law and the equations derived 
from it. We are building a theory, and we have every right to our equations until they 
are proved wrong. This has not yet been done. 

We now have a second one of Maxwell’s equations and shall investigate its sig- 
nificance. The additional term 9D/Or has the dimensions of current density, amperes 
per square meter. Because it results from a time-varying electric flux density (or dis- 
placement density), Maxwell termed it a displacement current density. We sometimes 
denote it by Ja: 


VxH=J+J 
oD 
Ja 9 
This is the third type of current density we have met. Conduction current density, 
J=oE 


is the motion of charge (usually electrons) in a region of zero net charge density, and 
convection current density, 


J= PvV 
is the motion of volume charge density. Both are represented by J in (17). Bound 


current density is, of course, included in H. In a nonconducting medium in which no 
volume charge density is present, J = 0, and then 


oD . 
VxH= (if J = 0) (18) 


Notice the symmetry between (18) and (15): 


E= 2 1 
VxE= Br; (15) 
Again, the analogy between the intensity vectors E and H and the flux density 
vectors D and B is apparent. We cannot place too much faith in this analogy, however, 


for it fails when we investigate forces on particles. The force on a charge is related to E 
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m 
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Figure 9.3 A filamentary conductor forms a loop connecting the 
two plates of a parallel-plate capacitor. A time-varying magnetic 
field inside the closed path produces an emf of Vu, coswt around 
the closed path. The conduction current / is equal to the 
displacement current between the capacitor plates. 


and to B, and some good arguments may be presented showing an analogy between E 
and B and between D and H. We omit them, however, and merely say that the concept 
of displacement current was probably suggested to Maxwell by the symmetry first 
mentioned in this paragraph.® 

The total displacement current crossing any given surface is expressed by the 


surface integral, 
oD 
1u= [ :as= | F-as 
s s gt 


and we may obtain the time-varying version of Ampere’s circuital law by integrating 
(17) over the surface $, 


D 
[mx m-as= [1.as+ | F-as 
s s s 91 


and applying Stokes’ theorem, 


oD 
Pual=ı4u=14 | F-as (19) 
s 


What is the nature of displacement current density? Let us study the simple circuit of 
Figure 9.3, which contains a filamentary loop and a parallel-plate capacitor. Within 


6 The analogy that relates B to D and H to E is strongly advocated by Fano, Chu, and Adler (see 
References for Chapter 6); the case for comparing B to E and D to H is presented in Halliday and 
Resnick (see References for this chapter). 
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the loop, a magnetic field varying sinusoidally with time is applied to produce an 
emf about the closed path (the filament plus the dashed portion between the capacitor 
plates), which we shall take as 


emf = Vncoswr 


Using elementary circuit theory and assuming that the loop has negligible resis- 
tance and inductance, we may obtain the current in the loop as 


I = -wCV; sin or 
es : 
= -—®— Vı sin wt 


where the quantitiese, S,and d pertain to the capacitor. Letus apply Ampere’s circuital 
law about the smaller closed circular path k and neglect displacement current for the 


moment: 
gu -dL= I; 
k 


The path and the value of H along the path are both definite quantities (although 
difficult to determine), and $, H-dL is a definite quantity. The current /; is that 
current through every surface whose perimeter is the path k. If we choose a sim- 
ple surface punctured by the filament, such as the plane circular surface defined by 
the circular path k, the current is evidently the conduction current. Suppose now 
we consider the closed path k as the mouth of a paper bag whose bottom passes 
between the capacitor plates. The bag is not pierced by the filament, and the con- 
ductor current is zero. Now we need to consider displacement current, for within the 
capacitor 


and therefore 


oD es, , 
la = Fr = =, Vo sin wt 

This is the same value as that of the conduction current in the filamentary loop. 
Therefore the application of Ampere’s circuital law, including displacement current 
to the path k, leads to a definite value for the line integral of H. This value must be 
equal to the total current crossing the chosen surface. For some surfaces the current 
is almost entirely conduction current, but for those surfaces passing between the 
capacitor plates, the conduction current is zero, and it is the displacement current 
which is now equal to the closed line integral of H. 

Physically, we should note that a capacitor stores charge and that the electric field 
between the capacitor plates is much greater than the small leakage fields outside. 
We therefore introduce little error when we neglect displacement current on all those 
surfaces which do not pass between the plates. 

Displacement current is associated with time-varying electric fields and therefore 
exists in all imperfect conductors carrying a time-varying conduction current. The last 
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part of the following drill problem indicates the reason why this additional current 
was never discovered experimentally. 


D9.3. Find the amplitude of the displacement current density: (a) adjacent to 
an automobile antenna where the magnetic field intensity of an FM signal is 
H, = 0.15 cos[3.12@8 x 10%1 — y)] A/m; (b) in the air space at a point within a 
large power distribution transformer where B = 0.8 cos[1.257 x 10°6(3x 10°1— 
x)ja, T; (c) within a large, oil-filled power capacitor where e, = 5 and E = 
0.9 cos[1.257 x 10°°(3 x 1081 — z/5)]a, MV/m; (d) in a metallic conductor 
at 60 Hz, ife = &o, u = uo,0 = 5.8 x 10’ S/m, and J = sin(377t — 117.1z)a, 
MA/m?. 


Ans. 0.468 A/m?; 0.800 A/m?; 0.0150 A/m?; 57.6 pA/m? 


9.3 MAXWELL’S EQUATIONS 
IN POINT FORM 


We have already obtained two of Maxwell’s equations for time-varying fields, 


OB 
VxE=-— (20) 
1 
and 
oD 
VxH=J+ <<. (21) 
ot 
The remaining two equations are unchanged from their non-time-varying form: 
v.D=% (22) 
V-B=0 (23) 


Equation (22) essentially states that charge density is a source (or sink) of electric 
flux lines. Note that we can no longer say that all electric flux begins and terminates 
on charge, because the point form of Faraday’s law (20) shows that E, and hence D, 
may have circulation if a changing magnetic field is present. Thus the lines of electric 
flux may form closed loops. However, the converse is still true, and every coulomb 
of charge must have one coulomb of electric flux diverging from it. 

Equation (23) again acknowledges the fact that “magnetic charges,” or poles, are 
not known to exist. Magnetic flux is always found in closed loops and never diverges 
from a point source. 

These four equations form the basis of all electromagnetic theory. They are partial 
differential equations and relate the electric and magnetic fields to each other and to 
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their sources, charge and current density. The auxiliary equations relating D and E, 


D=eE (24) 
relating B and H, 

B-uH (25) 
defining conduction current density, 

J=oE (26) 


and defining convection current density in terms of the volume charge density p,, 


J = pıV (27) 


are also required to define and relate the quantities appearing in Maxwell’s equations. 
The potentials V and A have not been included because they are not strictly 
necessary, although they are extremely useful. They will be discussed at the end of 
this chapter. 
If we do not have “nice” materials to work with, then we should replace (24) and 
(25) with the relationships involving the polarization and magnetization fields, 


D=&E+P (28) 


B= wo(H + M) (29) 


For linear materials we may relate Pto E 


P= x.oE (30) 


andMtoH 


M = x„H 2) 


Finally, because of its fundamental importance we should include the Lorentz 
force equation, written in point form as the force per unit volume, 


f=p,(E+vxB) (32) 


The following chapters are devoted to the application of Maxwell’s equations to 
several simple problems. 
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D9.4. Let u = 10°? H/m, e = 4 x 10° F/m, co = 0, and p, = 0. Find k 
(including units) so that each of the following pairs of fields satisfies Maxwell’s 
equations: (a) D = 6a, — 2ya, + 2za; nC/m’,H = kxa, + 1Oya, — 25za; 
Alm; (b) E = (20y — kt)a, V/m, H= (y+2x 10°r)a, A/m. 


Ans. 15 Alm?; —2.5 x 108 V/(m- s) 


9.4 MAXWELL’S EQUATIONS 
IN INTEGRAL FORM 


The integral forms of Maxwell’s equations are usually easier to recognize in terms of 
the experimental laws from which they have been obtained by a generalization process. 
Experiments must treat physical macroscopic quantities, and their results therefore 
are expressed in terms of integral relationships. A differential equation always rep- 
resents a theory. Let us now collect the integral forms of Maxwell’s equations from 


Section 9.3. 
Integrating (20) over a surface and applying Stokes’ theorem, we obtain Faraday’s 
law, 
oB 
Pr-au=- [as (33) 
s 9r 
and the same process applied to (21) yields Ampere’s circuital law, 
oD 
Puar=ı+ | Tas (34) 
s gr 


Gauss’s laws for the electric and magnetic fields are obtained by integrating (22) 
and (23) throughout a volume and using the divergence theorem: 


dr.as= | pydv (35) 
N vol 


Pr-as=o (36) 
8 


These four integral equations enable us to find the boundary conditions on B, D, H, 
and E, which are necessary to evaluate the constants obtained in solving Maxwell’s 
equations in partial differential form. These boundary conditions are in general un- 
changed from their forms for static or steady fields, and the same methods may be 
used to obtain them. Between any two real physical media (where K must be zero on 
the boundary surface), (33) enables us to relate the tangential E-field components, 


Eı = En (37) 
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and from (34), 
Hıı = Hn (38) 
The surface integrals produce the boundary conditions on the normal components, 
Dyı- Dra=Pps (39) 
and 
Bnı = Ba2 (40) 


It is often desirable to idealize aphysical problem by assuming a perfect conductor 
for which o is infinite but J is finite. From Ohm’s law, then, in a perfect conductor, 


E=0 
and it follows from the point form of Faraday’s law that 
H=0 


for time-varying fields. The point form of Ampere’s circuital law then shows that the 
finite value of J is 


J=0 


and current must be carried on the conductor surface as a surface current K. Thus, if 
region 2 is a perfect conductor, (37) to (40) become, respectively, 


En =0 (41) 
Hı=K (Hı=Kxa,) (42) 
Dyı = Ps (43) 
Byı =0 (44) 


where ay is an outward normal at the conductor surface. 

Note that surface charge density is considered a physical possibility for either di- 
electrics, perfect conductors, or imperfect conductors, but that surface current density 
is assumed only in conjunction with perfect conductors. 

The preceding boundary conditions are a very necessary part of Maxwell’s 
equations. All real physical problems have boundaries and require the solution of 
Maxwell’s equations in two or more regions and the matching of these solutions at 
the boundaries. In the case of perfect conductors, the solution of the equations within 
the conductor is trivial (all time-varying fields are zero), but the application of the 
boundary conditions (41) to (44) may be very difficult. 

Certain fundamental properties of wave propagation are evident when Maxwell’s 
equations are solved for an unbounded region. This problem is treated in Chapter 11. 
It represents the simplest application of Maxwell’s equations because it is the only 
problem which does not require the application of any boundary conditions. 
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D9.5. The unit vector 0.64a, + 0.6a, — 0.48a, is directed from region 2 
(e 2 Par 350955 Q)ktowardaresionul(e EA TE Pro 0): 
If Bı = (a, — 2a,+ 3a,)sin3007 T at point P in region | adjacent to the 
boundary, find the amplitude at ? of: (a) Bnı; (b) B.ı; (c) Bna; (d) B>. 


Ans. 2.00 T; 3.16 T; 2.00 T; 5.15 T 


D9.6. The surface y = 0 is a perfectly conducting plane, whereas the region 
y>0Ohase =5, 4, =3,ando = 0.LetE = 20cos(2 x 10° — 2.58z)a, V/m 
for y > 0, and findatr = 6.ns; (a) ps at P(2,0,0.3); (b)Hat P;(c)Kat PP. 


Ans. 0.81 nC/m?; —62.3a, mA/m; —62.3a; mA/m 


9.5 THE RETARDED POTENTIALS 


The time-varying potentials, usually called rerarded potentials for a reason that we 
will see shortly, find their greatest application in radiation problems (to be addressed 
in Chapter 14) in which the distribution of the source is known approximately. We 
should remember that the scalar electric potential V may be expressed in terms of a 
static charge distribution, 


v / dd (static) (45) 
= static 
vol AreR 
and the vector magnetic potential may be found from a current distribution which is 
constant with time, 
uJdv 
A= d 46 
) er (de) (46) 
The differential equations satisfied by V, 
vVv=-® (static) (47) 
€ 
and A, 
V’A=-uJ (de) (48) 


may beregarded as the point forms of the integral equations (45) and (46), respectively. 
Having found V and A, the fundamental fields are then simply obtained by using 
the gradient, 


E= -VV (static) (49) 
or the curl, 
B=VxA (de) (50) 


We now wish to define suitable time-varying potentials which are consistent with 
the preceding expressions when only static charges and direct currents are involved. 
Equation (50) apparently is still consistent with Maxwell’s equations. These 
equations state that V -B = 0, and the divergence of (50) leads to the divergence of 
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the curl that is identically zero. Let us therefore tentatively accept (50) as satisfactory 
for time-varying fields and turn our attention to (49). 

The inadequacy of (49) is obvious because application of the curl operation to 
each side and recognition of the curl of the gradient as being identically zero confront 
us with V x E = 0. However, the point form of Faraday’s law states that V x Eis 
not generally zero, so let us try to effect an improvement by adding an unknown term 
to (49), 


E=-VV+N 
taking the curl, 
VxE=0+VxN 


using the point form of Faraday’s law, 


OB 
VxN=-— 
ot 
and using (50), giving us 
VxN= un x A) 
or 
9A 
VxN=-Vx 
or 
The simplest solution of this equation is 
9A 
BT; 
and this leads to 
E=-VV = (51) 
z dt 


We still must check (50) and (51) by substituting them into the remaining two of 
Maxwell’s equations: 


oD 
VxH=J+ <<. 
dr 
V-D= 
Doing this, we obtain the more complicated expressions 
1 VA 
—VxVxA= -V— — 
m xVx J+ <( ra ) 
and 
V.VV . V-A 
el — . Zi . = Py 
1 N 
or 


2 
Vo :) (52) 


V(V-A)- V’A= v 
( ) uJ ne( ae 
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and 


d 
vv4+ 7A _ (53) 


en 
€ 

There is no apparent inconsistency in (52) and (53). Under static or de conditions 
V-A=(, and (52) and (53) reduce to (48) and (47), respectively. We will therefore 
assume that the time-varying potentials may be defined in such a way that B and 
E may be obtained from them through (50) and (51). These latter two equations do 
not serve, however, to define A and V completely. They represent necessary, but not 
sufficient, conditions. Our initial assumption was merely that B = V x A,anda 
vector cannot be defined by giving its curl alone. Suppose, for example, that we have 
a very simple vector potential field in which A, and A, are zero. Expansion of (50) 
leads to 


‚=0 
3A, 
Sr? 
9A, 
„= dy 


and we see that no information is available about the manner in which A, varies with 
x. This information could be found if we also knew the value of the divergence of A, 
for in our example 

V.A- 9A, 

dx 

Finally, we should note that our information about A is given only as partial derivatives 
and that a space-constant term might be added. In all physical problems in which the 
region of the solution extends to infinity, this constant term must be zero, for there 
can be no fields at infinity. 

Generalizing from this simple example, we may say that a vector field is defined 
completely when both its curl and divergence are given and when its value is known at 
any one point (including infinity). We are therefore at liberty to specify the divergence 
of A, and we do so with an eye on (52) and (53), seeking the simplest expressions. 
We define 


V-A= -ue— 54 
er (54) 
and (52) and (53) become 
VA J+ zn (55) 
=-— € 
[20 [20 Ir 
and 
D; 9? V 
vVv=-Z — 56 
€ BEE dr? 2 


These equations are related to the wave equation, which will be discussed in 
Chapters 10 and 11. They show considerable symmetry, and we should be highly 
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pleased with our definitions of V and A, 


B=VxA (50) 
oV 

YıÄAzye 54 

HE, (54) 
dA 

E= -VV - — (51) 
ot 


The integral equivalents of (45) and (46) for the time-varying potentials follow 
from the definitions (50), (51), and (54), but we shall merely present the final results 
and indicate their general nature. In Chapter 11, we will find that any electromagnetic 
disturbance will travel at a velocity 


1 
WITT 


through any homogeneous medium described by u and e. In the case of free space, 
this velocity turns out to be the velocity of light, approximately 3 x 10% m/s. It is 
logical, then, to suspect that the potential at any point is due not to the value of the 
charge density at some distant point at the same instant, but to its value at some 
previous time, because the effect propagates at a finite velocity. Thus (45) becomes 


= Lou] 
Ve I Re” (57) 


where [?,] indicates that every f appearing in the expression for po, has been replaced 
by a retarded time, 


ne R 
r=1- — 
v 


Thus, if the charge density throughout space were given by 


Pr =e" coswt 


[oal=e” cos|vo|t — — 
v 


where R is the distance between the differential element of charge being considered 
and the point at which the potential is to be determined. 
The retarded vector magnetic potential is given by 


ke [ Ziel (58) 
vol 4rtR 


then 


The use of aretarded time has resulted in the time-varying potentials being given 
the name ofretarded potentials. In Chapter 14 we will apply (58) to the simple situation 
of a differential current element in which / is a sinusoidal function of time. Other 
simple applications of (58) are considered in several problems atthe end ofthis chapter. 
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We may summarize the use of the potentials by stating that a knowledge of the 


distribution of pP, and J throughout space theoretically enables us to determine V and 
A from (57) and (58). The electric and magnetic fields are then obtained by applying 
(50) and (51). If the charge and current distributions are unknown, or reasonable 
approximations cannot be made for them, these potentials usually offer no easier path 
toward the solution than does the direct application of Maxwell’s equations. 


D9.7. A point charge of 4cos 10°71 uC is located at P(0, 0, 1.5), whereas 
—4cos 10°rt uCisat P_(0, 0, —1.5), both in free space. Find V at P(r = 450, 
0,8=()att = 15 ns for 9 =: (a) 0°; (b) 90°; (c) 45°. 


Ans. 159.8 V; 0; 143 V 
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91 EI Figure 9.4, let B = 0.2cos 120 T, and assume that the conductor 


joining the two ends of the resistor is perfect. It may be assumed that the 
magnetic field produced by /(r) is negligible. Find (a) V,»(t); (b) I(t). 


9.24 Inthe example described by Figure 9.1, replace the constant magnetic flux 


density by the time-varying quantity B= Bo sin wt a,. Assume that U is 
constant and that the displacement y of the bar is zero at? = 0. Find the emf 
at any time, f. 


9.31 


9.4| 
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9.61 
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Figure 9.4 See Problem 9.1. 


Given H = 300a; cos(3 x 10°1 — y) A/m in free space, find the emf 
developed in the general a, direction about the closed path having corners 
at (a) (0, 0,0), (1,0, 0), (1, 1, 0), and (0, 1, 0); (b) (0, 0, 0) (277, 0, 0), 
(27, 27,0), and (0, 27,0). 


A rectangular loop of wire containing a high-resistance voltmeter has 
corners initially at (a/2, b/2, 0), (-a/2, b/2,0), (-a/2, —b/2, 0), and 
(a/2, —b/2, 0). The loop begins to rotate about the x axis at constant 
angular velocity ®, with the first-named corner moving in the a, direction at 
t = 0. Assume a uniform magnetic flux density B = Bya;,. Determine the 
induced emf in the rotating loop and specify the direction of the current. 


The location of the sliding bar in Figure 9.5 is given by x = 5t + 2°, 
and the separation of the two rails is 20 cm. Let B = 0.8x?a, T. Find the 
voltmeter reading at (a)t = 0.4s; (b)x = 0.6 m. 


Let the wire loop of Problem 9.4 be stationary in its 7 = 0 position and find 
the induced emf that results from a magnetic flux density given by 
B(y,t) = Bo cos(wtr — By)a;, where w and ß are constants. 


VM — 


Figure 9.5 See Problem 9.5. 
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Figure 9.6 See Problem 9.7. 


9,71 


9.8 | 


9.91 


9.101 


9.11) 


The rails in Figure 9.6 each have a resistance of 2.2 %/m. The bar moves to 
the right at a constant speed of 9 m/s in a uniform magnetic field of 0.8 T. 
Find /(t), 0 <t<1ls,ifthebarisatx=2matr=0and(aJa0.3 0% 
resistor is present across the left end with the right end open-circuited; (b) a 
0.3 2 resistor is present across each end. 


A perfectly conducting filament is formed into a circular ring of radius a. At 
one point, a resistance R is inserted into the circuit, and at another a battery 
of voltage Vo is inserted. Assume that the loop current itself produces 
negligible magnetic field. (a) Apply Faraday’s law, Eq. (4), evaluating each 
side of the equation carefully and independently to show the equality; (b) 
repeat part a, assuming the battery is removed, the ring is closed again, and 
a linearly increasing B field is applied in a direction normal to the loop 
surface. 


A square filamentary loop of wire is 25 cm on a side and has a resistance of 
125 2 per meter length. The loop lies in the z = 0 plane with its corners at 
(0, 0, 0), (0.25, 0, 0), (0.25, 0.25, 0), and (0, 0.25, 0) atr = 0. The loop is 
moving with a velocity v, = 50 m/s in the field B, = 8cos(1.5 x 

10% — 0.5x) uT. Develop a function of time that expresses the ohmic power 
being delivered to the loop. 


(a) Show that the ratio of the amplitudes of the conduction current density 
and the displacement current density is o/we for the applied field E = 

E,„ cos wt. Assume u = Wo. (b) What is the amplitude ratio if the applied 
field is E = E„e”'/", where t is real? 


Let the internal dimensions of a coaxial capacitor bea = 12cm,b=4Acm, 
and / = 40 cm. The homogeneous material inside the capacitor has the 
parameters e = 10!" F/m, u = 10”? H/m, and o = 10° S/m. If the 
electric field intensity is E = (10°/p) cos 10°ra, V/m, find (a) J; (b) the 


9.121 


9.131 


9.141 


9.151 


9.161 
9.171 


9.181 
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total conduction current /. through the capacitor; (c) the total displacement 
current /, through the capacitor; (d) the ratio of the amplitude of /4 to that 
of /., the quality factor of the capacitor. 


Find the displacement current density associated with the magnetic field 
H = A, sin(4x) cos(wt — Bz)a, + Aa cos(Ax) sin(wt — Pz) a. 


Consider the region defined by |x|, |y|, and |z| < 1. Lete, =5, u, = 4, and 
o=0.If J4 = 20cos(1.5 x 10° — bx)a, uA/m? (a) find D and E; (b) use 
the point form of Faraday’s law and an integration with respect to time to 
find Band H; (c) use Vx H= Ja + J to find Ju. (d) What is the numerical 
value of b? 


A voltage source Vo sin wt is connected between two concentric conducting 
spheres,r =aandr =b,b > a, where the region between them is a 
material for which e = e,&o, U = Uo, and o = 0. Find the total 
displacement current through the dielectric and compare it with the source 
current as determined from the capacitance (Section 6.3) and 
circuit-analysis methods. 


Let u = 3 x 10°? H/m, e = 1.2 x 10-!% F/m, and o = 0 everywhere. 
If H = 2cos(10!%7 — Bx)a; A/m, use Maxwell’s equations to obtain 
expressions for B, D, E, and ß. 


Derive the continuity equation from Maxwell’s equations. 


The electric field intensity in the regionO <x <5,0 <y<rn/12,0<z< 
0.06 m in free space is given by E = C sin 12y sin azcos2 x 10!ra, V/m. 
Beginning with the V x E relationship, use Maxwell’s equations 

to find a numerical value for a, if it is known that a is greater than zero. 


The parallel-plate transmission line shown in Figure 9.7 has dimensions 
b=4Acmandd = 8 mm, while the medium between the plates is 

characterized by u, = 1, e, = 20, and o = 0. Neglect fields outside the 
dielectric. Given the field H = 5 cos(10°1 — Pz)a, A/m, use Maxwell’s 


0 b 


Figure 9.7 See Problem 9.18. 
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9.19] 


9.20) 


9211| 


9221| 


9231| 


9.241 


9.251 


9.26) 


equations to help find (a) £, if ß > 0; (b) the displacement current density 
atz = (0; (c) the total displacement current crossing the surface x = 0.5d, 
0<y<b,0<z<0.lminthea, direction. 


In Section 9.1, Faraday’s law was used to show that the field 

E=- SkBoet' pay results from the changing magnetic field B= Boe*'a.. 
(a) Show that these fields do not satisfy Maxwell’s other curl equation. 

(b) If we let Bo = 1 Tand k = 10° s=, we are establishing a fairly large 
magnetic flux density in I us. Use the V x H equation to show that the rate 
at which B,; should (but does not) change with o is only about 5 x 10° T 
per meter in free space att=(0. 


Given Maxwell’s equations in point form, assume that all fields vary as e’’ 
and write the equations without explicitly involving time. 


(a) Show that under static field conditions, Eq. (55) reduces to Ampere’s 
circuital law. (b) Verify that Eq. (51) becomes Faraday’s law when we take 
the curl. 


In a sourceless medium in which J = 0 and p, = 0, assume a rectangular 
coordinate system in which E and H are functions only of z and r. The 
medium has permittivity e and permeability u. (a)IFE= E,a, and 

H = H,a,, begin with Maxwell’s equations and determine the second-order 
partial differential equation that E, must satisfy. (b) Show that 

E, = Ev cos(wr — Pz) is a solution of that equation for a particular value of 
B.(c) Find ß as a function of given parameters. 


In region 1,2 < 0,e; =2 x 10=!! F/m, u = 2 x 10° H/m, and oı = 

4x 10 S/m; in region 2,2 > 0,© = eı/2, ua = 2uı, and = 01/4. Itis 
known that E, = (30a, + 20a, + 10a;) cos 10°r V/m at P(0, 0,0”). (a) 
Find Eni, E,ı, Di, and D;ı at Pı. (b) Find Inı and Jıı at Pı. (c) Find E,>, 
D,,, and J,; at P>(0, 0, 0*). (d) (Harder) Use the continuity equation to help 
show that Jvı — Jna = 9 Dn2/9dt — 9Dyı/Ot, and then determine Dy>, 
In, and En». 


A vector potential is given as A = Ay cos(wt — kz)a,. (a) Assuming as 
many components as possible are zero, find H, E, and V. (b) Specify k in 
terms of Ag, w, and the constants of the lossless medium, e and u. 


In a region where u, = e, = land co = 0, the retarded potentials are given 
byV=x(@-cr)VandA=x (- 2 ı) a. Wb/m, where c = 1, /foen. 

c 
(a) Show that V-A = SU (b) Find B, H, E, and D. (c) Show that 
these results satisfy Maxwell’s equations if J and 9, are zero. 


Write Maxwell’s equations in point form in terms of E and H as they apply 
to a sourceless medium, where J and p, are both zero. Replace e by u, u by 
e,E by H, and H by -E, and show that the equations are unchanged. This 
is amore general expression of the duality principle in circuit theory. 


CHAPTER 


Transmission Lines 


ransmission lines are used to transmit electric energy and signals from one 

point to another, specifically from a source to a load. Examples include the 

connection between a transmitter and an antenna, connections between com- 
puters in a network, or connections between a hydroelectric generating plant and a 
substation several hundred miles away. Other familiar examples include the intercon- 
nects between components of a stereo system and the connection between a cable 
service provider and your television set. Examples that are less familiar include the 
connections between devices on a circuit board that are designed to operate at high 
frequencies. 

What all of these examples have in common is that the devices to be connected 
are separated by distances on the order of a wavelength or much larger, whereas in 
basic circuit analysis methods, connections between elements are assumed to have 
negligible length. The latter condition enabled us, for example, to take for granted 
that the voltage across a resistor on one side of a circuit was exactly in phase with 
the voltage source on the other side, or, more generally, that the time measured at 
the source location is precisely the same time as measured at all other points in the 
circuit. When distances are sufficiently large between source and receiver, time delay 
effects become appreciable, leading to delay-induced phase differences. In short, we 
deal with wave phenomena on transmission lines in the same manner that we deal 
with point-to-point energy propagation in free space or in dielectrics. 

The basic elements in a circuit, such as resistors, capacitors, inductors, and the 
connections between them, are considered /umped elements if the time delay in 
traversing the elements is negligible. On the other hand, if the elements or inter- 
connections are large enough, it may be necessary to consider them as distributed 
elements. This means that their resistive, capacitive, and inductive characteristics 
must be evaluated on a per-unit-distance basis. Transmission lines have this prop- 
erty in general, and thus they become circuit elements in themselves, possessing 
impedances that contribute to the circuit problem. The basic rule is that one must 
consider elements as distributed if the propagation delay across the element dimen- 
sion is on the order of the shortest time interval of interest. In the time-harmonic case, 


301 


302 


ENGINEERING ELECTROMAGNETICS 


this condition would lead to a measurable phase difference between each end of the 
device in question. 

In this chapter, we investigate wave phenomena in transmission lines. Our 
objectives include (1) to understand how to treat transmission lines as circuit elements 
possessing complex impedances that are functions of line length and frequency, (2) to 
understand wave propagation on lines, including cases in which losses may occur, 
(3) to learn methods of combining different transmission lines to accomplish a desired 
objective, and (4) to understand transient phenomena on lines. @ 


10.1 PHYSICAL DESCRIPTION OF 
TRANSMISSION LINE PROPAGATION 


To obtain a feel for the manner in which waves propagate on transmission lines, 
the following demonstration may be helpful. Consider a lossless line, as shown in 
Figure 10.1. By lossless, we mean that all power that is launched into the line at the 
input end eventually arrives at the output end. A battery having voltage Vo is con- 
nected to the input by closing switch 5; at time r = 0. When the switch is closed, the 
effect is to launch voltage, V* = V,. This voltage does not instantaneously appear 
everywhere on the line, but rather begins to travel from the battery toward the load 
resistor, R, at a certain velocity. The wavefront, represented by the vertical dashed 
line in Figure 10.1, represents the instantaneous boundary between the section of the 
line that has been charged to Vo and the remaining section that is yet to be charged. 
It also represents the boundary between the section of the line that carries the charg- 
ing current, /*, and the remaining section that carries no current. Both current and 
voltage are discontinuous across the wavefront. 

As the line charges, the wavefront moves from left to right at velocity v, which 
is to be determined. On reaching the far end, all or a fraction of the wave voltage 
and current will reflect, depending on what the line is attached to. For example, if 
the resistor at the far end is left disconnected (switch S, is open), then all of the 
wavefront voltage will be reflected. If the resistor is connected, then some fraction 
of the incident voltage will reflect. The details of this will be treated in Section 10.9. 
Of interest at the moment are the factors that determine the wave velocity. The key 


Figure 10.1 Basic transmission line circuit, showing voltage and current waves 
initiated by closing switch Sı. 
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L, 5 L; I; 


Figure 10.2 Lumped-element model of a transmission line. All inductance 
values are equal, as are all capacitance values. 


to understanding and quantifying this is to note that the conducting transmission line 
will possess capacitance and inductance that are expressed on a per-unit-length basis. 
We have already derived expressions for these and evaluated them in Chapters 6 and 
8 for certain transmission line geometries. Knowing these line characteristics, we can 
construct a model for the transmission line using lumped capacitors and inductors, as 
shown in Figure 10.2. The ladder network thus formed is referred to as a pulse-forming 
network, for reasons that will soon become clear. ! 

Consider now what happens when connecting the same switched voltage source 
to the network. Referring to Figure 10.2, on closing the switch at the battery location, 
current begins to increase in L |, allowing C to charge. As C| approaches full charge, 
currentin L> begins to increase, allowing C; to charge next. This progressive charging 
process continues down the network, until all three capacitors are fully charged. In the 
network, a “wavefront” location can be identified as the point between two adjacent 
capacitors that exhibit the most difference between their charge levels. As the charging 
process continues, the wavefront moves from left to right. Its speed depends on how 
fast each inductor can reach its full-current state and, simultaneously, by how fast 
each capacitor is able to charge to full voltage. The wave is faster if the values of Z; 
and C; are lower. We therefore expect the wave velocity to be inversely proportional 
to a function involving the product of inductance and capacitance. In the lossless 
transmission line, it turns out (as will be shown) that the wave velocity is given by 
v = 1/VLC, where L and C are specified per unit length. 

Similar behavior is seen in the line and network when either is initially charged. In 
this case, the battery remains connected, and a resistor can be connected (by a switch) 
across the output end, as shown in Figure 10.2. In the case of the ladder network, 
the capacitor nearest the shunted end (C3) will discharge through the resistor first, 
followed by the next-nearest capacitor, and so on. When the network is completely 
discharged, a voltage pulse has been formed across the resistor, and so we see why this 
ladder configuration is called a pulse-forming network. Essentially identical behavior 
is seen in a charged transmission line when connecting a resistor between conductors 
atthe output end. The switched voltage exercises, as used in these discussions, are ex- 
amples of transient problems on transmission lines. Transients will be treated in detail 
in Section 10.14. In the beginning, line responses to sinusoidal signals are emphasized. 


! Designs and applications of pulse-forming networks are discussed in Reference 1. 
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Finally, we surmise that the existence of voltage and current across and within the 
transmission line conductors implies the existence of electric and magnetic fields in 
the space around the conductors. Consequently, we have two possible approaches to 
the analysis of transmission lines: (1) We can solve Maxwell’s equations subject to the 
line configuration to obtain the fields, and with these find general expressions for the 
wave power, velocity, and other parameters of interest. (2) Or we can (for now) avoid 
the fields and solve for the voltage and current using an appropriate circuit model. Itis 
the latter approach that we use in this chapter; the contribution of field theory is solely 
in the prior (and assumed) evaluation of the inductance and capacitance parameters. 
We will find, however, that circuit models become inconvenient or useless when 
losses in transmission lines are to be fully characterized, or when analyzing more 
complicated wave behavior (i.e., moding) which may occur as frequencies get high. 
The loss issues will be taken up in Section 10.5. Moding phenomena will be considered 
in Chapter 13. 


10.2 THE TRANSMISSION LINE EQUATIONS 


Our first goal is to obtain the differential equations, known as the wave equations, 
which the voltage or current must satisfy on a uniform transmission line. To do this, 
we construct a circuit model for an incremental length of line, write two circuit 
equations, and use these to obtain the wave equations. 

Our circuit model contains the primary constants of the transmission line. These 
include the inductance, Z, and capacitance, C, as well as the shunt conductance, G, 
and series resistance, R—all of which have values that are specified per unit length. 
The shunt conductance is used to model leakage current through the dielectric that 
may occur throughout the line length; the assumption is that the dielectric may possess 
conductivity, o4, in addition to a dielectric constant, e,, where the latter affects the 
capacitance. The series resistance is associated with any finite conductivity, o., in 
the conductors. Either one of the latter parameters, R and G, will be responsible for 
power loss in transmission. In general, both are functions of frequency. Knowing the 
frequency and the dimensions, we can determine the values of R, G, L, and C by 
using formulas developed in earlier chapters. 

We assume propagation in the a, direction. Our model consists of a line section 
of length Az containing resistance RAz, inductance L Az, conductance GAz, and 
capacitance C Az, as indicated in Figure 10.3. Because the section of the line looks 
the same from either end, we divide the series elements in half to produce a symmet- 
rical network. We could equally well have placed half the conductance and half the 
capacitance at each end. 

Our objective is to determine the manner and extent to which the output voltage 
and current are changed from their input values in the limit as the length approaches 
a very small value. We will consequently obtain a pair of differential equations that 
describe the rates of change of voltage and current with respect to z. In Figure 10.3, 
theinputand output voltages and currents differ respectively by quantities AV and A/, 
which are to be determined. The two equations are obtained by successive applications 
of Kirchoff’s voltage law (KVL) and Kirchoff’s current law (KCL). 
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SRAz SLAz KCL SLAz SRAz 


Figure 10.3 Lumped-element model of a short transmission line section 
with losses. The length of the section is Az. Analysis involves applying 
Kirchoff’s voltage and current laws (KVL and KOL) to the indicated loop 
and node, respectively. 


First, KVL is applied to the loop that encompasses the entire section length, as 
shown in Figure 10.3: 


ee aaa hr 
Bu ee 


1 
TSRUFADAZENVKAN) (1) 
We can solve Eg. (1) for the ratio, AV /Az, obtaining: 


AV oI 1 9AI 1 
I =-(rı+1% wo Ar +zRal) (2) 
Next, we write: 
AI= Ur: and AV = re (3) 
02 02 
which are then substituted into (2) to result in 
Nr (+35) (rr+1Z) 6) 
02 2 0z ot 


Now, in the limit as Az approaches zero (or a value small enough to be negligible), 
(4) simplifies to the final form: 


oV 91 
— = | RI+L—. 5 
02 ( = ) © 


Equation (5) is the first of the two equations that we are looking for. To find the 
second equation, we apply KCL to the upper central node in the circuit of Figure 10.3, 
noting from the symmetry that the voltage at the node willbe V+ AV/2: 


AV 
I=1y+l+U+an=Ga:(V+) 


d AV 
+CA(V+)+Uran (6) 
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Then, using (3) and simplifying, we obtain 


9 Az 9 oV 
— 1 GV +C— 7 
02 ( u 2 -) ( 5 or ) m 
Again, we obtain the final form by allowing Az to be reduced to a negligible magni- 
tude. The result is 
91 oV 
— = @% 22 Ce 8 
0z ( u ar ) & 


The coupled differential equations, (5) and (8), describe the evolution of current 
and voltage in any transmission line. Historically, they have been referred to as the 
telegraphist’s equations. Their solution leads to the wave equation for the transmission 
line, which we now undertake. We begin by differentiating Egq. (5) with respect to z 
and Eq. (8) with respect to r, obtaining: 


9?V Rp 9° 
Z_eR L (9) 
92? 92 drdz 
and 
1 oV d°V 
= -G C 10 
dz9t or dr? en) 


Next, Egs. (8) and (10) are substituted into (9). After rearranging terms, the result is: 


9?V 9?V 
ap 


av 
oo ze +(LG+ RC) + RCV (il) 


An analogous procedure involves differentiating Egq. (5) with respect to r and Eg. (8) 
with respect to z. Then, Eq. (5) and its derivative are substituted into the derivative of 
(8) to obtain an equation for the current that is in identical form to that of (11): 


a ne I(LGERO) u en (12) 
022 ar Ry; 


Equations (11) and (12) are the general wave equations for the transmission line. 
Their solutions under various conditions form a major part of our study. 


10.3 LOSSLESS PROPAGATION 


Lossless propagation means that power is not dissipated or otherwise deviated as the 
wave travels down the transmission line; all power at the input end eventually reaches 
the output end. More realistically, any mechanisms that would cause losses to occur 
have negligible effect. In our model, lossless propagation occurs when R=G=(0. 
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Under this condition, only the first term on the right-hand side of either Eq. (11) or 
Eq. (12) survives. Eq. (11), for example, becomes 


8?V o?°V 
L 


mau > 


In considering the voltage function that will satisfy (13), it is most expedient to 
simply state the solution, and then show that it is correct. The solution of (13) is of 
the form: 


eh (e-2)+A(e+2)=V++V7 (14) 


where v, the wave velocity, is a constant. The expressions (= z/v) are the arguments 
of functions fı and f. The identities of the functions themselves are not critical to 
the solution of (13). Therefore, fi and f» can be any function. 

The arguments of fj and f> indicate, respectively, travel of the functions in the 
forward and backward z directions. We assign the symbols V* and V to identify 
the forward and backward voltage wave components. To understand the behavior, 
consider for example the value of fi (whatever this might be) at the zero value of its 
argument, occurring when z = t = 0. Now, as time increases to positive values (as 
it must), and if we are to keep track of f}(0), then the value of z must also increase 
to keep the argument (f — z/v) equal to zero. The function fi therefore moves (or 
propagates) in the positive z direction. Using similar reasoning, the function f> will 
propagate in the negative z direction, as z in the argument (f + z/v) must decrease to 
offset the increase in r. Therefore we associate the argument (f — z/v) with forward 
z propagation, and the argument (f + z/v) with backward z travel. This behavior 
occurs irrespective of what fi and f> are. As is evident in the argument forms, the 
propagation velocity is v in both cases. 

We next verify that functions having the argument forms expressed in (14) are 
solutions to (13). First, we take partial derivatives of fi, for example with respect to 
z and r. Using the chain rule, the z partial derivative is 


af _ A A=-z).- 1, 
%2 9 a-z)) ao N (15) 


where it is apparent that the primed function, fj, denotes the derivative of fı with 
respect to its argument. The partial derivative with respect to time is 


afı _ Afı 9 -z/v) 
9 lt-z/v) 9 


= fi (16) 


Next, the second partial derivatives with respect to z and f can be taken using similar 
reasoning: 


ef] and ——=/fi (17) 


@® 


Animations 
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where fj' is the second derivative of fı with respect to its argument. The results in 
(17) can now be substituted into (13), obtaining 


1 ” „ 
ech (18) 


We now identify the wave velocity for lossless propagation, which is the condition 
for equality in (18): 


N 


il 
—— 19 
LE ne 


Performing the same procedure using f> (and its argument) leads to the same expres- 
sion for v. 

The form of v as expressed in Eq. (19) confirms our original expectation that the 
wave velocity would be in some inverse proportion to Z and C. The same result will 
be true for current, as Eq. (12) under lossless conditions would lead to a solution of 
the form identical to that of (14), with velocity given by (19). What is not known yet, 
however, is the relation berween voltage and current. 

We have already found that voltage and current are related through the tele- 
graphist’s equations, (5) and (8). These, under lossless conditions (R = G =), 
become 


oV 01 
— = —L— 20 
oz ort 20) 
91 aV 
— = (0 — (21) 
0z ort 


Using the voltage function, we can substitute (14) into (20) and use the methods 
demonstrated in (15) to write 


9 19V _ 


at La 


1 % ’ 
„= P) (22) 


We next integrate (22) over time, obtaining the current in terms of its forward and 
backward propagating components: 


I@,1)= = Inf - -) - A (t+ -)] en (23) 


In performing this integration, all integration constants are set to zero. The reason 
for this, as demonstrated by (20) and (21), is that a time-varying voltage must lead 
to a time-varying current, with the reverse also true. The factor 1/Lv appearing 
in (23) multiplies voltage to obtain current, and so we identify the product Lv as 
the characteristic impedance, Zo, of the lossless line. Zo is defined as the ratio of 
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ıy+ y-! 
[o) ku {9 
I+ + Ar NT 
Zo 
Oo —— ee —ly. (6) 


Figure 10.4 Current directions in waves having positive voltage 
polarity. 


the voltage to the current in a single propagating wave. Using (19), we write the 
characteristic impedance as 


en 24) 
C 
By inspecting (14) and (23), we now note that 
V'=Zult (25a) 
and 
Wezal (255) 


The significance of the preceding relations can be seen in Figure 10.4. The figure 
shows forward- and backward-propagating voltage waves, V* and V ”, both of which 
have positive polarity. The currents that are associated with these voltages will flow in 
opposite directions. We define positive current as having a clockwise flow in the line, 
and negative current as having a counterclockwise flow. The minus sign in (255) thus 
assures that negative current will be associated with a backward-propagating wave 
that has positive polarity. This is a general convention, applying to lines with losses 
also. Propagation with losses is studied by solving (11) under the assumption that 
either R or G (or both) are not zero. We will do this in Section 10.7 under the special 
case of sinusoidal voltages and currents. Sinusoids in lossless transmission lines are 
considered in Section 10.4. 


10.4 LOSSLESS PROPAGATION 
OF SINUSOIDAL VOLTAGES 


An understanding of sinusoidal waves on transmission lines is important because any 
signal that is transmitted in practice can be decomposed into a discrete or continuous 
summation of sinusoids. This is the basis of frequency domain analysis of signals on 
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lines. In such studies, the effect of the transmission line on any signal can be deter- 
mined by noting the effects on the frequency components. This means that one can 
effectively propagate the spectrum of a given signal, using frequency-dependent line 
parameters, and then reassemble the frequency components into the resultant signal in 
time domain. Our objective in this section is to obtain an understanding of sinusoidal 
propagation and the implications on signal behavior for the lossless line case. 

We begin by assigning sinusoidal functions to the voltage functions in Eq. (14). 
Specifically, we consider a specific frequency, f = w/2r, and write fi = fh = 
Vo cos(wt + &). By convention, the cosine function is chosen; the sine is obtainable, 
as we know, by setting & = —r/2. We next replace t with (? + z/v,), obtaining 


V@, 1) = |Vol cos[o(t + z/v))+ 6] = |Vol coslot + Pz + &] (26) 


where we have assigned a new notation to the velocity, which is now called the phase 
velocity, v,. This is applicable to a pure sinusoid (having a single frequency) and will 
be found to depend on frequency in some cases. Choosing, for the moment, ® = (0, 
we obtain the two possibilities of forward or backward z travel by choosing the minus 
or plus sign in (26). The two cases are: 


Vr@,t) = |Vol cos(wt — Bz) | (forward z propagation) (27a) 


and 


V»(z, rt) = |Vo| cos(wt + ßz) | (backward z propagation) (27b) 


where the magnitude factor, |Vo|, is the value of Vatz = 0,1 = 0. We define the 
phase constant ß, obtained from (26), as 


== (28) 


Yp 


We refer to the solutions expressed in (27a) and (275) as the real instantaneous 
forms of the transmission-line voltage. They are the mathematical representations of 
what one would experimentally measure. The terms &t and ßz, appearing in these 
equations, have units of angle and are usually expressed in radians. We know that ® 
is the radian time frequency, measuring phase shift per unit time, and it has units of 
rad/s. In a similar way, we see that 8 will be interpreted as a spatial frequency, which 
in the present case measures the phase shift per unit distance along the z direction. 
Its units are rad/m. If we were to fix the time at r = 0, Eqs. (27a) and (27b) would 
become 


Vr@,0) = Vo, 0) = |Vol cos(ßz) (29) 


which we identify as a simple periodic function that repeats every incremental dis- 
tance A, known as the wavelength. The requirement is that ßA = 2, and so 


(30) 
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We next consider a point (such as a wave crest) on the cosine function of Eg. (27a), 
the occurrence of which requires the argument of the cosine to be an integer multiple 
of 27r. Considering the mth crest of the wave, the condition at t = 0 becomes 


Bz = mn 


To keep track of this point on the wave, we require that the entire cosine argument be 
the same multiple of 27 for all time. From (27a) the condition becomes 


wt — Bz = w(t — z/v,) = 2mn (31) 


Again, with increasing time, the position z must also increase in order to satisfy (31). 
Consequently the wave crest (and the entire wave) travels in the positive z direction 
at velocity v,. Eq. (27b), having cosine argument (wt + ßz), describes a wave that 
travels in the negative z direction, since as time increases, z must now decrease 
to keep the argument constant. Similar behavior is found for the wave current, but 
complications arise from line-dependent phase differences that occur between current 
and voltage. These issues are best addressed once we are familiar with complex 
analysis of sinusoidal signals. 


10.5 COMPLEX ANALYSIS 
OF SINUSOIDAL WAVES 


Expressing sinusoidal waves as complex functions is useful (and essentially indis- 
pensable) because it greatly eases the evaluation and visualization of phase that will 
be found to accumulate by way of many mechanisms. In addition, we will find many 
cases in which two or more sinusoidal waves must be combined to form a resultant 
wave—a task made much easier if complex analysis is used. 

Expressing sinusoidal functions in complex form is based on the Euler identity: 


= — cos(x) + jsin(x) en 


sS 


from which we may write the cosine and sine, respectively, as the real and imaginary 
parts of the complex exponent: 


Br 1; u l..; 
cos(x) = Re[e”’*] = ze” +e"") = zer + c.c. (33a) 


a Merz ee. Lem 
sin(x) = £Im[e”’*] = ger -e ") = a +.c.c. (33b) 
J J 


where j = /-1, and where c.c. denotes the complex conjugate of the preceding 
term. The conjugate is formed by changing the sign of j wherever it appears in the 
complex expression. 

We may next apply (33a) to our voltage wave function, Eq. (26): 


1 a 
V(z,t) = |Vo| cos[wt + Bz + 8] = = (|Vole’?) ef!ei®' + c.c. (34) 
2 
Vo 


Note that we have arranged the phases in (34) such that we identify the complex 
amplitude of the wave as Vy = (|Vnle’?). In future usage, a single symbol (Vy in the 
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present example) will usually be used for the voltage or current amplitudes, with the 
understanding that these will generally be complex (having magnitude and phase). 

Two additional definitions follow from Egq. (34). First, we define the complex 
instantaneous voltage as: 


Van mer er (35) 


The phasor voltage is then formed by dropping the e/®' factor from the complex 
instantaneous form: 


V.(@) = Voe*/P* (36) 


The phasor voltage can be defined provided we have sinusoidal steady-state 
conditions—meaning that Vo is independent of time. This has in fact been our assump- 
tion all along, because a time-varying amplitude would imply the existence of other 
frequency components in our signal. Again, we are treating only a single-frequency 
wave. The significance of the phasor voltage is that we are effectively letting time 
stand still and observing the stationary wave in space at r = 0. The processes of 
evaluating relative phases between various line positions and of combining multiple 
waves is made much simpler in phasor form. Again, this works only if all waves under 
consideration have the same frequency. With the definitions in (35) and (36), the real 
instantaneous voltage can be constructed using (34): 


V(z, rt) = |Vo| cos[wt £ Pz + $] = Re[V.(z, t)] = SV. +c.c. (37a) 


Or, in terms of the phasor voltage: 


V@, t) = |Vo| cos[wt + Bz + #] = Re[V,(@)e’”] = SVuldel Bu (375) 


In words, we may obtain our real sinusoidal voltage wave by multiplying the phasor 
voltage by e/®' (reincorporating the time dependence) and then taking the real part of 
the resulting expression. It is imperative that one becomes familiar with these relations 
and their meaning before proceeding further. 


Two voltage waves having equal frequencies and amplitudes propagate in opposite 
directions on a lossless transmission line. Determine the total voltage as a function 
of time and position. 


Solution. Because the waves have the same frequency, we can write their combina- 
tion using their phasor forms. Assuming phase constant, 8, and real amplitude, Vo, 
the two wave voltages combine in this way: 


Ver() = VoeP? + Vpet/P® = 2Vy cos(ßz) 
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In real instantaneous form, this becomes 
V(z,t) = Re[2Vy cos(ßz)e’*'] = 2Vy cos(ßz) cos(wr) 


We recognize this as a standing wave, in which the amplitude varies, as cos(ßz), and 
oscillates in time, as cos(wr). Zeros in the amplitude (nulls) occur at fixed locations, 
Zn = (mr)/(2ß) where m is an odd integer. We extend the concept in Section 10.10, 
where we explore the voltage standing wave ratio as a measurement technique. 
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10.5 TRANSMISSION LINE EQUATIONS AND 
THEIR SOLUTIONS IN PHASOR FORM 


We now apply our results of the previous section to the transmission line equations, 

beginning with the general wave equation, (11). This is rewritten as follows, for the 

real instantaneous voltage, V(z, r): 
9?V 9?V 


— =LC 


av 
> a FLG+ RO) + RGV (38) 


We next substitute V(z, r) as given by the far right-hand side of (375), noting that 
the complex conjugate term (c.c.) will form a separate redundant equation. We also 
use the fact that the operator 9/97, when applied to the complex form, is equivalent 
to multiplying by a factor of jo. After substitution, and after all time derivatives are 
taken, the factor e/®' divides out. We are left with the wave equation in terms of the 
phasor voltage: 


dv, 


a -@®LCV, + jo(LG + RC)V, + RGV; (39) 
z 


Rearranging terms leads to the simplified form: 


2 


v, 
"= (R+ joL)(G + joC)V, =y’V, (40) 
dz? I — nn —t  —_— 

FE Y 


where Z and Y, as indicated, are respectively the net series impedance and the net 
shunt admittance in the transmission line—both as per-unit-distance measures. The 
propagation constant in the line is defined as 


y = /(R+ joL)(G + joC)=NZY=«+ jß (41) 


The significance of the term will be explained in Section 10.7. For our immediate 
purposes, the solution of (40) will be 


Ko)=leaiıv,e!: (42a) 
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The wave equation for current will be identical in form to (40). We therefore expect 
the phasor current to be in the form: 


Ka) en Te: (42b) 


The relation between the current and voltage waves is now found, as before, 
through the telegraphist’s equations, (5) and (8). Ina manner consistent with Eq. (375), 
we write the sinusoidal current as 


1 je) „+ißz jet 1 jot 
Z(@z, t) = |In| cos(wt + Bz+E&) = 3 (Inle’) ee’ + c.c. = zItd)e' +c.c. 
ei; 
(43) 
Substituting the far right-hand sides of (375) and (43) into (5) and (8) transforms the 
latter equations as follows: 


aV 97 dV, 
— =-(RI+L—) = =-(R+ joL), = -Z], (44a) 
2 or dz 
and 
97 oV dI, 
0z or dz 


We can now substitute (42a) and (425) into either (44a) or (44b) [we will use (44a)] 
to find: 


-yVret?+yVW et!= -Z(lge”° +1, e”‘) (45) 


Next, equating coefficients of e”’* and e’*, we find the general expression for the 
line characteristic impedance: 


Wr %». 2 Z zZ 
ZI,= + === =, (46) 
I; I; Y wZY Y 
Incorporating the expressions for Z and Y, we find the characteristic impedance in 
terms of our known line parameters: 


[R+ joL 3 
Z= | — — = |Zule’ 47 
0 G + joc IZole (47) 


Note that with the voltage and current as given in (375) and (43), we would identify 
the phase of the characteristic impedance, 0 =d -8. 


A lossless transmission line is 80 cm long and operates at a frequency of 600 MHz. 
The line parameters are L = 0.25 uH/m and C = 100 pF/m. Find the characteristic 
impedance, the phase constant, and the phase velocity. 
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Solution. Because the line is lossless, both R and G are zero. The characteristic 


impedance is 
L _1025x 10-6 _ 509 
VE” 100x 10-2 
Because y=a+ jB= v(R+ joL)(G + JwC) = jwV LC, we see that 


B = wvLC = 2n(600 x 10°)/(0.25 x 106)(100 x 10-12) = 18.85 rad/m 
Also, 


® _ 27(600 x 10°) 
B 18.85 


=2x 10° m/s 


„= 
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10.7 LOW-LOSS PROPAGATION 


Having obtained the phasor forms of voltage and current in a general transmission 
line [Egs. (42a) and (42b)], we can now look more closely at the significance of these 
results. First we incorporate (41) into (42a) to obtain 


Val) Vene + Vz e*2eJP: (48) 


Next, multiplying (48) by e’®' and taking the real part gives the real instantaneous 
voltage: 


Mad) Vrezi cos(wt — Bz) + Vy e”* cos(wt + Bz) (49) 


In this exercise, we have assigned vr and V, to be real. Eq. (49) is recognized 
as describing forward- and backward-propagating waves that diminish in amplitude 
with distance according to e** for the forward wave, and e“* for the backward wave. 
Both waves are said to attenuate with propagation distance at a rate determined by 
the attenuation coefficient, &, expressed in units of nepers/m [Np/m].? 

The phase constant, ß, found by taking the imaginary part of (41), is likely tobe a 
somewhat complicated function, and willin general depend on R and G. Nevertheless, 
ß is still defined as the ratio »/v,, and the wavelength is still defined as the distance 
that provides a phase shift of 27 rad, so that A = 2/Pß. By inspecting (41), we 
observe that losses in propagation are avoided (or = 0) onlywhenX=G=(0.In 
that case, (41) gives y = jß = jo/LC, and so = 1/VLC, as we found before. 

Expressions for @ and 8 when losses are small can be readily obtained from (41). 
In the low-loss approximation, we require RX wL andG «& wC, a condition that 


? The term neper was selected (by some poor speller) to honor John Napier, a Scottish mathematician 
who first proposed the use of logarithms. 
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is often true in practice. Before we apply these conditions, Eq. (41) can be written in 


the form: 


a+jB=[(R + joL)(G + joC)]'” 
R 1/2 G 1/2 
= jo/LC ( + r) ( + —) (50) 
JoL JoC 


The low-loss approximation then allows us to use the first three terms in the binomial 
series: 


Il 


2 
VI+r=1+5-7 x«<]) 51) 


We use (51) to expand the terms in large parentheses in (50), obtaining: 
R Re G G? 
= jJwovLC\|1l+ —— + —— )(|1+ — + 52 
ae "Der am)\ Dee we 


All products in (52) are then carried out, neglecting the terms involving RG?, R’G, 
and R?G?, as these will be negligible compared to all others. The result is 


1 /R _G ı (R 2RG G? 
= iß= jo/LC|1 
An + + z)| 


(53) 


Now, separating real and imaginary parts of (53) yields « and ß: 


era i 
7 _. c (54a) 


and 


2 
asovzelır(-) | (545) 


We note that & scales in direct proportion to R and G, as would be expected. We 
also note that the terms in (545) that involve R and G lead to a phase velocity, 
v» = ®/PB, that is frequency-dependent. Moreover, the group velocity, v, = dw/dß, 
will also depend on frequency, and will lead to signal distortion, as we will explore in 
Chapter 12. Note that with nonzero R and G, phase and group velocities that are 
constant with frequency can be obtained when R/L = G/C, known as Heaviside’s 
condition. In this case, (54b) becomes ß = wy LC, and the line is said to be distor- 
tionless. Further complications occur when accounting for possible frequency depen- 
dencies within R, G, L,and C. Consequently, conditions of low-loss or distortion-free 
propagation will usually occur over limited frequency ranges. As arule, loss increases 
with increasing frequency, mostly because of the increase in R with frequency. The 
nature of this latter effect, known as skin effect loss, requires field theory to understand 
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and quantify. We will study this in Chapter 11, and we will apply it to transmission 
line structures in Chapter 13. 

Finally, we can apply the low-loss approximation to the characteristic impedance, 
Eq. (47). Using (51), we find 


Zu = — = = - (55) 
\Etioc \joc(i+%) N L(i+ ct) 

Next, we multiply (55) by a factor of 1, in the form of the complex conjugate of 

the denominator of (55) divided by itself. The resulting expression is simplified by 


neglecting all terms on the order of R?G, G?R, and higher. Additionally, the approx- 
imation, 1/1+x)=1-—x, wherex « lis used. The result is 


ee IR, 42 Be. (56) 
ITVc 28 la\L "c El Bie 5 


Note that when Heaviside’s condition (again, R/L = G/C) holds, Zo simplifies to 
just YL/C, as is true when both R and G are zero. 


Suppose in a certain transmission line G = 0, but R is finite valued and satisfies the 
low-loss requirement, R «X wL. Use Eq. (56) to write the approximate magnitude 
and phase of Zo. 


Solution. With G = 0, the imaginary part of (56) is much greater than the sec- 
ond term in the real part [proportional to (R/wL)?]. Therefore, the characteristic 
impedance becomes 


Zu =0)= 1-5 ) = IZole® 
C 2wL 


where |Zo| = YL/C, and 0 = tan" !(-R/2wL). 


D10.1. Atan operating radian frequency of 500 Mrad/s, typical circuit values 
for a certain transmission line are: R = 0.2 D/m, L = 0.25 uH/m, G = 
10 „S/m, and C = 100 pF/m. Find: (a) &; (b) ß; (c) A; (d) v,; (e) Zo.- 


Ans. 2.25 mNp/m; 2.50 rad/m; 2.51 m; 2 x 108 m/sec; 50.0 — j0.0350 2 
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10.3 POWER TRANSMISSION AND THE USE 
OF DECIBELS IN LOSS 
CHARACTERIZATION 


Having found the sinusoidal voltage and current in a lossy transmission line, we next 
evaluate the power transmitted over a specified distance as a function of voltage and 
current amplitudes. We start with the instantaneous power, given simply as the product 
ofthe real voltage and current. Consider the forward-propagating term in (49), where 
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again, the amplitude, vr = |Vo|, is taken to be real. The current waveform will be 
similar, but will generally be shifted in phase. Both current and voltage attenuate 
according to the factor e”*°. The instantaneous power therefore becomes: 


P(z,t) = V(z, t)I(z,t) = |Voll/ole* cos(wt — Bz) cos(wt — Bz+6) (57) 


Usually, the fime-averaged power, (P), is of interest. We find this through: 


I: 57 - 

(P) = z r |VolIole”** cos(wt — Bz) cos(wt — Bz + O)dt (58) 
0 

where T = 27/o® is the time period for one oscillation cycle. Using a trigonometric 

identity, the product of cosines in the integrand can be written as the sum of individual 

cosines at the sum and difference frequencies: 


eh 
1 - 
(P) = nr [ > |Volllole””*“[cos(2wr — 2ßz +0) + cos(H)] dt (59) 
0 
The first cosine term integrates to zero, leaving the cos 9 term. The remaining integral 
easily evaluates as 
1 ’ 1%) 

(P} = > Volllole“ cosd = ne cos4 [W] (60) 
The same result can be obtained directly from the phasor voltage and current. We 
begin with these, expressed as 


V,@) = We e/Pe (61) 
and 
ah Mo zu So 
1,@) = pe es: = Ze tte IP: (62) 
Zo 


where Zo = |Zole’?. We now note that the time-averaged power as expressed in (60) 
can be obtained from the phasor forms through: 


= SReIV, 1,} (63) 


where again, the asterisk (*) denotes the complex conjugate (applied in this case to 
the current phasor only). Using (61) and (62) in (63), it is found that 


1 5 v ; 
Ben —az „-jBz 0 az „+jßz 
ee ee 
1 vv a ; a 
— Ipel VVo „22 0| _ 11V 20: 0089 (64) 
2 IZol| 2 |Zol 


which we note is identical to the time-integrated result in (60). Eq. (63) applies to any 
single-frequency wave. 
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An important result ofthe preceding exercise is that power attenuates as e”?%*, or 


(Pz)) = (PO))e** (65) 


Power drops at twice the exponential rate with distance as either voltage or current. 
A convenient measure of power loss is in decibel units. This is based on express- 
ing the power decrease as a power of 10. Specifically, we write 


(P(z)) ee — 10 72 


m = (66) 
(P0)) 
where the constant, «, is to be determined. Setting &@z = 1, we find 
e?=10* = x =log,(e?) = 0.869 (67) 
Now, by definition, the power loss in decibels (dB) is 
PO 
Power loss (dB) = 10log;o F ( >| = 8.0902 (68) 
(P@)) 


where we note that inverting the power ratio in the argument of the log function [as 
compared to the ratio in (66)] yields a positive number for the dB loss. Also, noting 
that (P) & |Vo|?, we may write, equivalently: 


Power loss (dB) = 10log;o >| = 201logjo | (69) 


where |Vo@)| = |Vo(O)le”®. 
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EXAMPLE 10.4 


A 20-m length of transmission line is known to produce a 2.0-dB drop in power from 
end to end. (a) What fraction of the input power reaches the output? (b) What fraction 
of the input power reaches the midpoint of the line? (c) What exponential attenuation 
coefficient, &, does this represent? 


Solution. (a) The power fraction will be 
(P20)) 
(PO) 
(b) 2 dB in 20 m implies a loss rating of 0.2 dB/m. So, over a 10-m span, the loss 
is 1.0 dB. This represents the power fraction, 10-%' = 0.79. 
(c) The exponential attenuation coefficient is found through 
2.0 dB 
az 

(8.69 dB/Np)(20 m) 


A final point addresses the question: Why use decibels? The most compelling 
reason is that when evaluating the accumulated loss for several lines and devices that 


= 109? = 0.63 


= 0.012 [Np/m] 
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are all end-to-end connected, the net loss in dB for the entire span is just the sum of 
the dB losses of the individual elements. 


D10.2. Two transmission lines are to be joined end to end. Line 1 is 30 m 
long and is rated at 0.1 dB/m. Line 2 is 45 m long and is rated at 0.15 dB/m. 
The joint is not done well and imparts a 3-dB loss. What percentage of the input 
power reaches the output of the combination? 


Ans. 5.3% 


10.9 WAVE REFLECTION 
AT DISCONTINUITIES 


The concept of wave reflection was introduced in Section 10.1. As implied there, 
the need for a reflected wave originates from the necessity to satisfy all voltage 
and current boundary conditions at the ends of transmission lines and at locations 
at which two dissimilar lines are connected to each other. The consequences of re- 
flected waves are usually less than desirable, in that some of the power that was 
intended to be transmitted to a load, for example, reflects and propagates back to 
the source. Conditions for achieving no reflected waves are therefore important to 
understand. 

The basic reflection problem is illustrated in Figure 10.5. In it, a transmission line 
of characteristic impedance Zo is terminated by a load having complex impedance, 
Zı = Rı + jXı. If the line is lossy, then we know that Zo will also be complex. For 
convenience, we assign coordinates such that the load is at location z = 0. Therefore, 
the line occupies the region z < 0. A voltage wave is presumed to be incident on the 
load, and is expressed in phasor form for all z: 


V;() = Ve e/P2 (70a) 
When the wave reaches the load, a reflected wave is generated that back-propagates: 


V.(z) = Voret*2et/ßz (705) 


Zo Z= Rt X, 


[ 
z=0 


Figure 10.5 Voltage wave reflection from a complex load 
impedance. 
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The phasor voltage at the load is now the sum of the incident and reflected voltage 
phasors, evaluated atz = 0: 
Vr = Vo; + Vor (71) 


Additionally, the current through the load is the sum of the incident and reflected 
currents, also atz = 0: 
Denen meet en 72 
ı =lüi + zZ Oi le zZ ot or] ( ) 
We can now solve for the ratio of the reflected voltage amplitude to the incident 
voltage amplitude, defined as the reflection coefficient, T': 


Vor 7 7) 


IR — = 
Vi  Zr+Z 


— lee, (73) 


where we emphasize the complex nature of T—meaning that, in general, a reflected 
wave will experience a reduction in amplitude and a phase shift, relative to the inci- 
dent wave. 

Now, using (71) with (73), we may write 


Vr = Vo: + TVo; (74) 


from which we find the transmission coefficient, defined as the ratio ofthe load voltage 
amplitude to the incident voltage amplitude: 


T=— =1+T= —— = |rje/ (75) 
i L 


A point that may at first cause some alarm is that if I’ is a positive real number, 
then r > 1; the voltage amplitude at the load is thus greater than the incident voltage. 
Although this would seem counterintuitive, itisnota problem because the load current 
will be lower than that in the incident wave. We will find that this always results in 
an average power at the load that is less than or equal to that in the incident wave. 
An additional point concerns the possibility of loss in the line. The incident wave 
amplitude that is used in (73) and (75) is always the amplitude that occurs at the 
load—-after loss has occurred in propagating from the input. 

Usually, the main objective in transmitting power to a load is to configure the 
line/load combination such that there is no reflection. The load therefore receives all 
the transmitted power. The condition for this is T = 0, which means that the load 
impedance must be equal to the line impedance. In such cases the load is said to be 
matched to the line (or vice versa). Various impedance-matching methods exist, many 
of which will be explored later in this chapter. 

Finally, the fractions of the incident wave power that are reflected and dissipated 
by the load need to be determined. The incident power is found from (64), where this 
time we position the load atz = Z, with the line inputatz = 0. 


1_ [Vf 1|Vol? 
(P) = rel enter! = 1 U et 0056 (76a) 
2 IZol 2 |Zol 
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Illustrations 
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The reflected power is then found by substituting the reflected wave voltage into 
(76a), where the latter is obtained by multiplying the incident voltage by T: 

um [ER ara _ LITIPWVoR 2er 
2 IZol 2 |Zol 
The reflected power fraction at the load is now determined by the ratio of (765) to 
(76a): 


(P,) = cosd (76b) 


(P,) 
(P;) 


=TT*=|r] (77a) 


The fraction of the incident power that is transmitted into the load (or dissipated by it) 
is therefore 


(P,) 
(Pi) 


=1-|T]/ (77b) 


The reader should be aware that the transmitted power fraction is not |t|?, as one 
might be tempted to conclude. 

In situations involving the connection of two semi-infinite transmission lines 
having different characteristic impedances, reflections will occur at the junction, with 
the second line being treated as the load. For a wave incident from line 1 (Zoı) to 
line 2 (Zo), we find 


Zi LL 
r- © 01 


Fe en 78 
Zo2 + Zoı un 


The fraction of the power that propagates into the second line is then 1 — |T]?. 


A 50-0 lossless transmission line is terminated by a load impedance, Z, = 50 — 
775 ®. If the incident power is 100 mW, find the power dissipated by the load. 
Solution. The reflection coefficient is 

Zı -Z 30 - j75—50 

+ 9-7/54% 


= 0.36 — j0.48 = 0.60e? 


Then 
(P)=(l- IT’XP;) =[1- (0.60)? ](100) = 64 mW 


EXAMPLE 10.6 


Two lossy lines are to be joined end to end. The first line is LO m long and has a loss 
rating of 0.20 dB/m. The second line is 15 m long and has a loss rating of 0.10 dB/m. 
The reflection coefficient at the junction (line 1 to line 2) is I’ = 0.30. The input 
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power (to line 1) is 100 mW. (a) Determine the total loss of the combination in dB. 
(b) Determine the power transmitted to the output end of line 2. 


Solution. (a) The dB loss of the joint is 


1 1 
The total loss of the link in dB is now 
L,(dB) = (0.20)(10) + 0.41 + (0.10)(15) = 3.91 dB 


(b) The output power will be Pour = 100 x 10-039! — 41 mW. 


10.10 VOLTAGE STANDING WAVE RATIO 


In many instances, characteristics of transmission line performance are amenable to 
measurement. Included in these are measurements of unknown load impedances, or 
input impedances of lines that are terminated by known or unknown load impedances. 
Such techniques rely on the ability to measure voltage amplitudes that occur as func- 
tions of position within a line, usually designed for this purpose. A typical apparatus 
consists of a slotted line, which is alossless coaxial transmission line having a longitu- 
dinal gap in the outer conductor along its entire length. The line is positioned between 
the sinusoidal voltage source and the impedance that is to be measured. Through the 
gap in the slotted line, a voltage probe may be inserted to measure the voltage ampli- 
tude between the inner and outer conductors. As the probe is moved along the length 
of the line, the maximum and minimum voltage amplitudes are noted, and their ratio, 
known as the voltage standing wave ratio, or VSWR, is determined. The significance 
of this measurement and its utility form the subject of this section. 

To understand the meaning of the voltage measurements, we consider a few 
special cases. First, if the slotted line is terminated by a matched impedance, then no 
reflected wave occurs; the probe will indicate the same voltage amplitude at every 
point. Of course, the instantaneous voltages that the probe samples will differ in phase 
by ß(z2 — zı) rad as the probe is moved from z = zı to z = zn, but the system is 
insensitive to the phase of the field. The equal-amplitude voltages are characteristic 
of an unattenuated traveling wave. 

Second, if the slotted line is terminated by an open or short circuit (or in general 
a purely imaginary load impedance), the total voltage in the line is a standing wave 
and, as was shown in Example 10.1, the voltage probe provides no output when it is 
located at the nodes; these occur periodically with half-wavelength spacing. As the 
probe position is changed, its output varies as |cos(ßz + &)|, where z is the distance 
from the load, and where the phase, ®, depends on the load impedance. For example, 
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if the load is a short circuit, the requirement of zero voltage at the short leads to 
a null occurring there, and so the voltage in the line will vary as |sin(#z)| (where 
= +n/?2). 

A more complicated situation arises when the reflected voltage is neither O nor 
100 percent of the incident voltage. Some energy is absorbed by the load and some 
is reflected. The slotted line, therefore, supports a voltage that is composed of both 
a traveling wave and a standing wave. It is customary to describe this voltage as a 
standing wave, even though a traveling wave is also present. We will see that the 
voltage does not have zero amplitude at any point for all time, and the degree to 
which the voltage is divided between a traveling wave and a true standing wave is 
expressed by the ratio of the maximum amplitude found by the probe to the minimum 
amplitude (VSWR). This information, along with the positions of the voltage minima 
or maxima with respect to that ofthe load, enable one to determine the load impedance. 
The VSWR also provides a measure of the quality of the termination. Specifically, a 
perfectly matched load yields a VSWR of exactly 1. A totally reflecting load produces 
an infinite VSWR. 

To derive the specific form of the total voltage, we begin with the forward and 
backward-propagating waves that occur within the slotted line. The load is positioned 
atz = 0, and so all positions within the slotted line occur at negative values of z. 
Taking the input wave amplitude as Vo, the total phasor voltage is 


Ver) = Vet + Voelf (79) 


The line, being lossless, has real characteristic impedance, Zo. The load impedance, 
Zı,is in general complex, which leads to a complex reflection coefficient: 


Z, - Zo 


= — — = |Tje’? (80) 
Zı +Zo 


If the load is a short circuit (Z; = 0), d is equal to v; if Z, isreal and less than Zo, & 
is also equal to m; and if Z, is real and greater than Zo, & is zero. Using (80), we may 
rewrite (79) in the form: 


Vr(z) = Vo (e-/Pz + |Tje/P=+®) — Voe/®!? (ePze 9? + |T]e/?2e/®?) (81) 


To express (81) in a more useful form, we can apply the algebraic trick of adding and 
subtracting the term Vo(1 — |TDe/P?: 


Vır@) = Voll - ITDe-? + VoITIe/P? (e”öfze" id? + eifzei®l?) (82) 


The last term in parentheses in (82) becomes a cosine, and we write 


Verl) = Voll - ITN)e Pf? + 2Vo]T]e/®/? cos(Bz + 8/2) (83) 
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The important characteristics of this result are most easily seen by converting it to 
real instantaneous form: 


V@, 1) = Re[lV;r(z)e’”] = Voll - IT|) cos(wt — Bz) 
mm 
traveling wave 
+ 2|T|Vn cos(ßz + $/2) cos(wt + &/2) (84) 
ee 


standing wave 


Equation (84) is recognized as the sum of a traveling wave of amplitude (1 — |T|)Vo 
and a standing wave having amplitude 2|T'|Vp. We can visualize events as follows: 
The portion of the incident wave that reflects and back-propagates in the slotted line 
interferes with an equivalent portion of the incident wave to form a standing wave. 
The rest of the incident wave (which does not interfere) is the traveling wave part of 
(84). The maximum amplitude observed in the line is found where the amplitudes 
of the two terms in (84) add directly to give (1 + |T|)Vo. The minimum amplitude 
is found where the standing wave achieves a null, leaving only the traveling wave 
amplitude of (1 — |T|)Vo. The fact that the two terms in (84) combine in this way 
with the proper phasing is not immediately apparent, but the following arguments 
will show that this does occur. 

To obtain the minimum and maximum voltage amplitudes, we may revisit the 
first part of Eq. (81): 


Ver(z) = Vo (ef? + |TJe!P+9) (85) 


First, the minimum voltage amplitude is obtained when the two terms in (85) subtract 
directly (having a phase difference of x). This occurs at locations 


Zuin = 350 + 2m + Dm) WEeU 12000) (86) 


Note again that all positions within the slotted line occur at negative values of z. 
Substituting (86) into (85) leads to the minimum amplitude: 


V,r(Zmin) — Voll == IF) (87) 


The same result is obtained by substituting (86) into the real voltage, (84). This 
produces a null in the standing wave part, and we obtain 


V@nin, 2) = #Voll — |F)) sintor + #/2) (88) 


The voltage oscillates (through zero) in time, with amplitude Vo(1 — |T|). The plus 
and minus signs in (88) apply to even and odd values of m in (86), respectively. 

Next, the maximum voltage amplitude is obtained when the two terms in (85) 
add in-phase. This will occur at locations given by 


Am 56 Sn) Wlan) (89) 
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On substituting (89) into (85), we obtain 
Vsr(Zmax) = Voll nu IF) (90) 


As before, we may substitute (89) into the real instantaneous voltage (84). The effect 
is to produce a maximum in the standing wave part, which then adds in-phase to the 
running wave. The result is 


Vlazmaxs 2) = Voll + IT]) cos(wt + 6/2) (91) 


where the plus and minus signs apply to positive and negative values of m in (89), 
respectively. Again, the voltage oscillates through zero in time, with amplitude 
WA+IF). 

Note that a voltage maximum is located at the load (z = 0) if & = 0; moreover, 
& = O when T is real and positive. This occurs for real Z, when Z,; > Zo. Thus 
there is a voltage maximum at the load when the load impedance is greater than Zo 
and both impedances are real. With & = 0, maxima also occur at zux = -mn/ß = 
—mi/2. For a zero-load impedance, & = z, and the maxima are found at zymax = 
—n/(2P), —-3n/(2P), Or Zmax = —A/4, —31/4, and so forth. 

The minima are separated by multiples of one half-wavelength (as are the 
maxima), and for a zero load impedance, the first minimum occurs when —ßz = 0, 
or at the load. In general, a voltage minimum is found atz = 0 whenever d = r; 
this occurs if Z, < Zo where Z, is real. The general results are illustrated in 
Figure 10.6. 


Wr 
Al2 
| | I (#+II)V, 
= I ———a-Im% 
»@+6) »@+4m) »@+2x) 4 0 2 
5 6+5m) 36 + 3m) 3 6+m 


Figure 10.6 Plot ofthe magnitude of Vsr as found from Eco. (85) as a 
function of position, Z, in front of the load (at z = 0). The reflection 
coefficient phase is d, which leads to the indicated locations of maximum 
and minimum voltage amplitude, as found from Eas. (86) and (89). 
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Finally, the voltage standing wave ratio is defined as: 


Pe Vsr(Zmax) _ 1+ IT| 


= = (92) 
V;r(Zmin) l= IT| 


Since the absolute voltage amplitudes have divided out, our measured VSWR permits 
the immediate evaluation of |T'|. The phase of T' is then found by measuring the 
location of the first maximum or minimum with respect to the load, and then using 
(86) or (89) as appropriate. Once I’ is known, the load impedance can be found, 
assuming Zo is known. 


D10.3. What voltage standing wave ratio results when T = +1/2? 


Ans. 3 


(urn) 


Illustrations 
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Slotted line measurements yield a VSWR of 5, a 15-cm spacing between successive 
voltage maxima, and the first maximum at a distance of 7.5 cm in front of the load. 
Determine the load impedance, assuming a 50-2 impedance for the slotted line. 


Solution. The 15-cm spacing between maxima is A/2, implying a wavelength of 
30 cm. Because the slotted line is air-filled, the frequency is f = c/A = 1 GHz. The 
first maximum at 7.5 cm is thus at a distance of A /4 from the load, which means that 
a voltage minimum occurs at the load. Thus I' will be real and negative. We use (92) 
to write 

s=-1l 5-1 2 


IT| = = — 
s+1 5+1 3 
So 
2 Zı -Z 
Te. 2 0 
3 Zı+Zo 
which we solve for Z; to obtain 
50 
a 


10.11 TRANSMISSION LINES 
OF FINITE LENGTH 


A new type of problem emerges when considering the propagation of sinusoidal 
voltages on finite-length lines that have loads that are not impedance matched. In 
such cases, numerous reflections occur at the load and at the generator, setting up a 
multiwave bidirectional voltage distribution in the line. As always, the objective is 
to determine the net power transferred to the load in steady state, but we must now 
include the effect of the numerous forward- and backward-reflected waves. 
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Figure 10.7 Finite-length transmission line configuration and its equivalent circuit. 


Figure 10.7 shows the basic problem. The line, assumed to be lossless, has 
characteristic impedance Zo and is of length /!. The sinusoidal voltage source at 
frequency ® provides phasor voltage V,. Associated with the souce is a complex 
internal impedance, Z,, as shown. The load impedance, Z,, is also assumed to be 
complex and is located at z = 0. The line thus exists along the negative z axis. 
The easiest method of approaching the problem is not to attempt to analyze every 
reflection individually, but rather to recognize that in steady state, there will exist one 
net forward wave and one net backward wave, representing the superposition of all 
waves that are incident on the load and all waves that are reflected from it. We may 
thus write the total voltage in the line as 


Ver) = Vie P2 + Ve/f® (93) 


in which V,' and V, are complex amplitudes, composed respectively of the sum of 
all individual forward and backward wave amplitudes and phases. In a similar way, 
we may write the total current in the line: 


Ir) = IKe + IT ef? (94) 


We now define the wave impedance, Z,(z), as the ratio of the total phasor voltage to 
the total phasor current. Using (93) and (94), this becomes: 


Ver) _ Viremißz + Vo edßz 


Zn Ra) — = - : 95 
x Ir@) Inge sP2 + Ig ei? (95) 
We next use the relations V, = TW, ag ger VilZo; and I2 = -Vy/Zo. Eg. (95) 
simplifies to 
e-/Bz + Te/P: 
Zuw(z) = Zo | (96) 


Now, using the Euler identity, (32), and substituting T = (Z; — Zo)/(Zı + Zo), 
Eq. (96) becomes 


(97) 


= Zu EB cos(ßz) — jZo ] 


Zo cos(ßz) — jZı sin(ßz) 
The wave impedance at the line input is now found by evaluating (97) atz = -—I, 
obtaining 
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Z.— Zr eos(ßl) + jZo sin(Pl) 
ae [& cos(ßl) + jZı | 


(98) 


This is the quantity that we need in order to create the equivalent circuit in Figure 10.7. 
One special case is that in which the line length is a half-wavelength, or an integer 
multiple thereof. In that case, 


BI=-— =mnr (m=0,1,2,...) 


Using this result in (98), we find 


Zul = mA/2) = Zı (99) 


For a half-wave line, the equivalent circuit can be constructed simply by removing 
the line completely and placing the load impedance at the input. This simplification 
works, of course, provided the line length is indeed an integer multiple of a half- 
wavelength. Once the frequency begins to vary, the condition is no longer satisfied, 
and (98) must be used in its general form to find Z;.. 

Another important special case is that in which the line length is an odd multiple 
of a quarter wavelength: 

2 


Het Her Del, 
= (m „ — m : m=0,1,2,... 


Using this result in (98) leads to 


2 
Zul = A/4) = Zı (100) 


An immediate application of (100) is to the problem of joining two lines having 
different characteristic impedances. Suppose the impedances are (from left to right) 
Zoı and Zo3. At the joint, we may insert an additional line whose characteristic 
impedance is Zoa and whose length is A/4. We thus have a sequence of joined lines 
whose impedances progress as Zoı, Zo2, and Zoz, in that order. A voltage wave is 
now incident from line 1 onto the joint between Zoı and Zo2. Now the effective load 
at the far end of line 2 is Zg3. The input impedance to line 2 at any frequency is now 
Zos cos Pal + jZo2 sin Pal 


Zun=Z 5 = 101 
” Zo cos Bal + J Zo3 sın Bl ( ) 


Then, since the length of line 2 is A. /4, 


zZ? 
Z;,(line 2) = —& (102) 
Zos3 


Reflections at the Zgı-Zoa interface will not occur if Zn = Zoı. Therefore, we can 
match the junction (allowing complete transmission through the three-line sequence) 
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if Ze» is chosen so that 


Zo2 = v Zo1Z03 


This technique is called quarter-wave matching and again is limited to the frequency 
(or narrow band of frequencies) such that / = (2m + 1) /4. We will encounter more 
examples of these techniques when we explore electromagnetic wave reflection in 
Chapter 12. Meanwhile, further examples that involve the use of the input impedance 
and the VSWR are presented in Section 10.12. 


(103) 


10.12 SOME TRANSMISSION LINE 
EXAMPLES 


In this section, we apply many of the results that we obtained in the previous sections 
to several typical transmission line problems. We simplify our work by restricting our 
attention to the lossless line. 

Let us begin by assuming a two-wire 300 2 line (Zo = 300 2), such as the 
lead-in wire from the antenna to a television or FM receiver. The circuit is shown in 
Figure 10.8. The line is 2 m long, and the values of Z and C are such that the velocity 
on the line is 2.5 x 10° m/s. We will terminate the line with a receiver having an input 
resistance of 300 R and represent the antenna by its Thevenin equivalent Z = 30022 
in series with V, = 60 V at 100 MHz. This antenna voltage is larger by a factor of 
about 10° than it would be in a practical case, but it also provides simpler values to 
work with; in order to think practical thoughts, divide currents or voltages by 10°, 
divide powers by 10!°, and leave impedances alone. 

Because the load impedance is equal to the characteristic impedance, the line is 
matched; the reflection coefficient is zero, and the standing wave ratio is unity. For 
the given velocity and frequency, the wavelength on the line is v/f = 2.5 m, and the 
phase constant is 27/X = 0.87 rad/m; the attenuation constant is zero. The electrical 
length of the line is $/ = (0.87)2, or 1.677 rad. This length may also be expressed as 
288°, or 0.8 wavelength. 

The input impedance offered to the voltage source is 300 2, and since the internal 
impedance of the source is 300 22, the voltage at the input to the line is half of 60 V, 
or 30 V. The source is matched to the line and delivers the maximum available power 


3002 


ııı 


- 
By Z, = 300 Q,v=2.5 x 10° m/s 
100 MHz 


UUSUULLLELULLUULLUSLUUUULUULUEEN 


3002 
(R;„ of receiver) 


2m 
+ > 


Figure 10.8 A transmission line that is matched at both ends produces no 
reflections and thus delivers maximum power to the load. 
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to the line. Because there is no reflection and no attenuation, the voltage at the load 
is 30 V, but it is delayed in phase by 1.677 rad. Thus, 


Vin = 30 cos(2r 10°) V 
whereas 
Vı = 30 cos(2r 10° — 1.67) V 
The input current is 


er Vin 
"300 


I; = 0.1cos(27 10°r) A 
while the load current is 
Ir = 0.1cos(2r 10° — 1.67) A 


The average power delivered to the input of the line by the source must all be delivered 
to the load by the line, 


1 
Pa= PL =,x30x0.1=15W 


Now let us connect a second receiver, also having an input resistance of 300 2, 
across the line in parallel with the first receiver. The load impedance is now 150 2, 
the reflection coefficient is 


150-300 1 
 150+300 3 
and the standing wave ratio on the line is 
I+3 
s= r =2 
123 
The input impedance is no longer 300 2, but is now 
PR Zr cos ßl-+ jZosin Bl _ 150 cos 288° + j300 sin 288° 
0 Zcosßl+jZrsinßl 300 cos 288° + j150 sin 288° 


= 510/-23.8° = 466 — j206 2 


which is a capacitive impedance. Physically, this means that this length of line stores 
more energy in its electric field than in its magnetic field. The input current phasor is 
thus 


u 60 
300 + 466 — j206 


and the power supplied to the line by the source is 


= 0.0756/15.0° A 


I; in 


1 
Pa = > (0.0756)? x 466 = 1.333 W 


Since there are no losses in the line, 1.333 W must also be delivered to the load. 
Note that this is less than the 1.50 W which we were able to deliver to a matched 
load; moreover, this power must divide equally between two receivers, and thus each 
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receiver now receives only 0.667 W. Because the input impedance of each receiver is 
300 22, the voltage across the receiver is easily found as 


114,1? 
0.667 = 

2 300 
|V,,..| = 20 V 


in comparison with the 30 V obtained across the single load. 

Before we leave this example, let us ask ourselves several questions about the 
voltages on the transmission line. Where is the voltage a maximum and a minimum, 
and what are these values? Does the phase of the load voltage still differ from the 
input voltage by 288°? Presumably, if we can answer these questions for the voltage, 
we could do the same for the current. 

Equation (89) serves to locate the voltage maxima at 


1 
Zmax = BET +2mnm) (m=0,1,2,...) 


where T = |Tje/®. Thus, with ß = 0.87 and $ =, we find 
Zmax = —0.625 and -—1.875 m 
while the minima are A /4 distant from the maxima; 
Zmn=0 and -1.25m 


and we find that the load voltage (at z = 0) is a voltage minimum. This, of course, 
verifies the general conclusion we reached earlier: a voltage minimum occurs at the 
loadif Z, < Z,, and a voltage maximum occurs if Z, > Zo, where both impedances 
are pure resistances. 

The minimum voltage on the line is thus the load voltage, 20 V; the maximum 
voltage must be 40 V, since the standing wave ratio is 2. The voltage at the input end 
of the line is 


Vs in = Is,in Zin = (0.0756/15.0°)(510/—23.8°) = 38.5/—8.8° 


The input voltage is almost as large as the maximum voltage anywhere on the line 
because the line is about three-quarters of a wavelength long, a length which would 
place the voltage maximum at the input when Zı < Zo. 

Finally, it is of interest to determine the load voltage in magnitude and phase. 
We begin with the total voltage in the line, using (93). 


Vr = (e-/P: Sie Terr) vr (104) 
We may use this expression to determine the voltage at any point on the line in terms 


of the voltage at any other point. Because we know the voltage at the input to the line, 
we letz = -IJ, 


Vale" +1 )W (105) 
and solve for W; 
: Vin 38.5/—8.8° : 
We = = 30.0/72.0° V 


ejßl + Te-jßl ejl.or _ Le-il.on 
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We may now letz = O in (104) to find the load voltage, 
Vz =(1+T)VW = 20/72° = 20/—288° 


The amplitude agrees with our previous value. The presence of the reflected wave 
causes V, n and V,,z to differ in phase by about —279° instead of —288°. 
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In order to provide a slightly more complicated example, let us now place a purely 
capacitive impedance of — j300.2 in parallel with the two 300 © receivers. We are 
to find the input impedance and the power delivered to each receiver. 


Solution. The load impedance is now 150 2 in parallel with — 300 22, or 
1500-300) _ —,300 
«7-50 1-2 
We first calculate the reflection coefficient and the VSWR: 
_ 120 - j60 — 300-180 — j60 

120 — j60 +300 420 — j60 

1+ 0.447 
lea 
Thus, the VSWR is higher and the mismatch is therefore worse. Let us next calculate 
the input impedance. The electrical length of the line is still 288°, so that 


120 — 60) cos 288° + j300sin 288° 
Zu = 300 | wel ee 
300 cos 288° + j(120 — j60) sin 288° 


This leads to a source current of 
Vrn 60 


Is, in = = - = 0.0564/7.47° A 
j Zrn+Zin 300 + 755 — j138.5 


Therefore, the average power delivered to the input of the line is Pu = 
3(0.0564)? (755) = 1.200 W. Since the line is lossless, it follows that PR = 1.200 W, 
and each receiver gets only 0.6 W. 


= 120 — j60 2 


= 0.447/—153.4° 


2.62 


EXAMPLE 10.9 


Asafınal example, let us terminate our line with a purely capacitiveimpedance, Z, = 
— j300 2. We seek the reflection coefficient, the VSWR, and the power delivered to 
the load. 


Solution. Obviously, we cannot deliver any average power to the load since it is a 
pure reactance. As a consequence, the reflection coefficient is 
- SAN =- I. 
300 + 300 


j1= 1/-90° 
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and the reflected wave is equal in amplitude to the incident wave. Hence, it should 
not surprise us to see that the VSWR is 
„ten 
1-1-j1] 

and the input impedance is a pure reactance, 

— j300 cos 288° + j300 sin 288° 

ER Be Zu en. = j589 
300 cos 288° + j(— j300) sin 288° 


Thus, no average power can be delivered to the input impedance by the source, and 
therefore no average power can be delivered to the load. 


ww) 


Animations 


Although we could continue to find numerous other facts and figures for these 
examples, much of the work may be done more easily for problems of this type by 
using graphical techniques. We encounter these in Section 10.13. 


D10.4. A 50 W lossless line has a length of 0.4X. The operating frequency is 
300 MHz. A load Z; = 40 + j30 is connected at z = 0, and the Thevenin- 
equivalent source atz = —! is 12/0° V in series with Zrn =50 + j0 2. Find: 
(a); (b) s; (c) Zun- 


Ans. 0.333/90°; 2.00; 25.5 + j5.90 2 


D10.5. For the transmission line of Problem D10.4, also find: (a) the phasor 
voltage atz = -I; (b) the phasor voltage at z = 0; (c) the average power 
delivered to Z;. 


Ans. 4.14/8.58° V; 6.32/-125.6° V; 0.320 W 


10.13 GRAPHICAL METHODS: THE SMITH 
CHART 


Transmission line problems often involve manipulations with complex numbers, mak- 
ing the time and effort required for a solution several times greater than are needed 
for a similar sequence of operations on real numbers. One means of reducing the 
labor without seriously affecting the accuracy is by using transmission-line charts. 
Probably the most widely used one is the Smith chart.? 

Basically, this diagram shows curves of constant resistance and constant reac- 
tance; these may represent either an input impedance or a load impedance. The latter, 
of course, is the input impedance of a zero-length line. An indication of location along 
the line is also provided, usually in terms ofthe fraction ofa wavelength from a voltage 
maximum or minimum. Although they are not specifically shown on the chart, the 
standing-wave ratio and the magnitude and angle of the reflection coefficient are very 


3P.H. Smith, “Transmission Line Calculator,” Electronics, vol. 12, pp. 29-31, January 1939. 


CHAPTER 10 Transmission Lines 


Figure 10.9 The polar coordinates of 
the Smith chart are the magnitude and 
phase angle of the reflection coefficient; the 
rectangular coordinates are the real and 
imaginary parts of the reflection coefficient. 
The entire chart lies within the circle 
IEl=1: 


quickly determined. As a matter of fact, the diagram is constructed within a circle of 
unit radius, using polar coordinates, with radius variable |T'| and counterclockwise 
angle variable &, where T = |T'|e/®. Figure 10.9 shows this circle. Since |T| < 1, all 
our information must lie on or within the unit circle. Peculiarly enough, the reflection 
coefficient itself will not be plotted on the final chart, for these additional contours 
would make the chart very difficult to read. 

The basic relationship upon which the chart is constructed is 


. 3=-H 

 Zı+Z 
The impedances that we plot on the chart will be normalized with respect to the 
characteristic impedance. Let us identify the normalized load impedance as z;, 


(106) 


: FERN 
ZN Tlsie |  — en ge 


Zo Zo 
and thus 
| 
Ze 
or 
I+rT 
- — 107 
ZB I-r ( ) 
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In polar form, we have used |T'| and & as the magnitude and angle of T’. With T', and 
T; as the real and imaginary parts of T', we write 


D=-i,+ jr, (108) 
Thus 
i=-T1,2 7 
ea 109 
ee en 


The real and imaginary parts of this equation are 


1-T?-T? 
Sn pHR (110) 
ar, 
*Saonpr (111) 


After several lines of elementary algebra, we may write (110) and (111) in forms 
which readily display the nature of the curves on T',, I’; axes, 


r 2 2 1 2 
(+) an 
IN 1% 
T-1°+ G - -) = (+) (113) 


The first equation describes a family of circles, where each circle is associated 
with a specific value of resistance r. For example, if r = 0, the radius of this zero- 
resistance circle is seen to be unity, and it is centered at the origin (IT, = 0,T; =). 
This checks, for a pure reactance termination leads to a reflection coefficient of unity 
magnitude. On the other hand, if r = ©, then z, = oo and we have l! = 1 + j0. 
The circle described by (112) is centered at T', = 1, T'; = O and has zero radius. It is 
therefore the point I = 1-+ j0, as we decided it should be. As another example, the 
circle forr = 1 is centered at I‘, = 0.5, T; = O and has a radius of 0.5. This circle 
is shown in Figure 10.10, along with circles forr = 0.5 andr = 2. All circles are 
centered on the I’, axis and pass through the point = 1 + j0. 

Equation (113) also represents a family of circles, but each of these circles is 
defined by a particular value of x, rather than r. fx = x, then z, = ©, and 
T = 1+ j0 again. The circle described by (113) is centered at!’ = 1-+ jO and has 
zero radius; it is therefore the point = 1+ j0.Ifx = +1, then the circle is centered 
atI' = 1+ jl and has unit radius. Only one-quarter of this circle lies within the 
boundary curve |T'| = 1, as shown in Figure 10.11. A similar quarter-circle appears 
below the T', axis for x = —1. The portions of other circles for x = 0.5, —0.5, 2, 
and —2 are also shown. The “circle” representing x = 0 is the T', axis; this is also 
labeled in Figure 10.11. 

The two families of circles both appear on the Smith chart, as shown in 
Figure 10.12. It is now evident that if we are given Z,, we may divide by Zo to 
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TI=1 


Figure 10.10 Constant-r circles are 
shown on the T,, T; plane. The radius of 
any circle is 1/(1 +r). 


obtain z;, locate the appropriate r and x circles (interpolating as necessary), and 
determine T' by the intersection of the two circles. Because the chart does not have 
concentric circles showing the values of |T'|, it is necessary to measure the radial 
distance from the origin to the intersection with dividers or a compass and use an 
auxiliary scale to find |T'|. The graduated line segment below the chart in Figure 
10.12 serves this purpose. The angle of I’ is d, and it is the counterclockwise angle 
from the T', axis. Again, radial lines showing the angle would clutter up the chart 


T; 


i 


[\ 


Figure 10.11 The portions of the circles 
of constant x Iying within |T| = 1 are 
shown on the T,, T; axes. The radius of a 
given circle is 1/|x|. 
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T 


| 
| 
0 03 1 


Figure 10.12 The Smith chart contains the constant-r circles and 
constant-x circles, an auxiliary radial scale to determine |T|, and an 
angular scale on the circumference for measuring &. 


badly, so the angle is indicated on the circumference of the circle. A straight line from 
the origin through the intersection may be extended to the perimeter of the chart. As 
an example, if Zn, = 25 + jJ50R on a50 2 line, z, = 0.5+ jl, and point A on 
Figure 10.12 shows the intersection ofther = 0.5 and x = 1 circles. The reflection 
coefficient is approximately 0.62 at an angle & of 83°. 

The Smith chart is completed by adding a second scale on the circumference by 
which distance along the line may be computed. This scale is in wavelength units, but 
the values placed on it are not obvious. To obtain them, we first divide the voltage at 
any point along the line, 


V, = Virfe”/P? + Te/P?) 


by the current 
Dr 
L,= —UeP — Te?) 
Zo 
obtaining the normalized input impedance 


V, eJP2 + TeJP? 
Zols erißz — Teiß: 
Replacing z with —/ and dividing numerator and denominator by e/P!, we have the 
general equation relating normalized input impedance, reflection coefficient, and 


Zin = 
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line length, 


1+Te 28 14 |Tje/@®29 
— 1-Te2#l 1 - |Tjei@-2#D 


Zin (114) 


Note that when / = 0, we are located at the load, and zn = (1+ T)/U —-T)=zı,as 
shown by (107). 

Equation (114) shows that the input impedance at any point z = —/ can be 
obtained by replacing T', the reflection coefficient of the load, by Te=/?P!, That is, we 
decrease the angle of I’ by 2ß/! radians as we move from the load to the line input. 
Only the angle of I’ is changed; the magnitude remains constant. 

Thus, as we proceed from the load z; to the input impedance zjn, we move 
toward the generator a distance / on the transmission line, but we move through a 
clockwise angle of 281 on the Smith chart. Since the magnitude of T' stays constant, the 
movement toward the source is made along a constant-radius circle. One lap around 
the chart is accomplished whenever ß/ changes by x rad, or when / changes by one- 
half wavelength. This agrees with our earlier discovery that the input impedance of a 
half-wavelength lossless line is equal to the load impedance. 

The Smith chart is thus completed by the addition of a scale showing a change 
of 0.5X for one circumnavigation of the unit circle. For convenience, two scales are 
usually given, one showing an increase in distance for clockwise movement and 
the other an increase for counterclockwise travel. These two scales are shown in 
Figure 10.13. Note that the one marked “wavelengths toward generator” (wtg) shows 
increasing values of //A for clockwise travel, as described previously. The zero point 
of the wtg scale is rather arbitrarily located to the left. This corresponds to input 
impedances having phase angles of 0° and R, < Zo. We have also seen that voltage 
minima are always located here. 
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EXAMPLE 10.10 


The use of the transmission line chart is best shown by example. Let us again consider 
a load impedance, Z; = 25 + j50 2, terminating a 50-2 line. The line length is 
60 cm and the operating frequency is such that the wavelength on the line is 2 m. We 
desire the input impedance. 


Solution. We have z, = 0.5 + j1, which is marked as A on Figure 10.14, and we 
read I’ = 0.62/82°. By drawing a straight line from the origin through A to the 
circumference, we note a reading of 0.135 on the wtg scale. We have /!/A = 0.6/2 = 
0.3, and it is, therefore, 0.3X from the load to the input. We therefore find z;n on the 
|T| = 0.62 circle opposite a wtgreading of 0.135 + 0.300 = 0.435. This construction 
is shown in Figure 10.14, and the point locating the input impedance is marked B. 
The normalized input impedance is read as 0.28 — j0.40, and thus Zn = 14 — j20. 
A more accurate analytical calculation gives Zn = 13.7 — j20.2. 


Information concerning the location of the voltage maxima and minima is also 
readily obtained on the Smith chart. We already know that a maximum or minimum 
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Figure 10.13 A photographic reduction of one version of a useful Smith chart (courtesy of the 
Emeloid Company, Hillside, NJ). For accurate work, larger charts are available wherever fine 
technical books are sold. 


must occur at the load when Z, is a pure resistance; if R, > Zo there is a maximum 
at the load, and if R, < Zo there is a minimum. We may extend this result now 
by noting that we could cut off the load end of a transmission line at a point where 
the input impedance is a pure resistance and replace that section with a resistance 
R;n; there would be no changes on the generator portion of the line. It follows, then, 
that the location of voltage maxima and minima must be at those points where Z;n 
is a pure resistance. Purely resistive input impedances must occur on the x = O0 
line (the T', axis) of the Smith chart. Voltage maxima or current minima occur when 
r > 1, or at wtg = 0.25, and voltage minima or current maxima occur when r < 1, 
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Figure 10.14 Normalized input 
impedance produced by a normalized 
load impedance zı = 0.5+ j1 on aaline 
0.34 long is Zn = 0.28 — j0.40. 


or at wtg = 0. In Example 10.10, then, the maximum at wtg = 0.250 must occur 
0.250 — 0.135 = 0.115 wavelengths toward the generator from the load. This is a 
distance of 0.115 x 200, or 23 cm from the load. 

We should also note that because the standing wave ratio produced by a resistive 
load R; iseither R,/Ro or Ro/Rı, whichever is greater than unity, the value of s may 
be read directly as the value of r at the intersection of the |T'| circle and the r axis, 
r > 1. In our example, this intersection is marked point C,andr = 4.2; thus, s = 4.2. 

Transmission line charts may also be used for normalized admittances, although 
there are several slight differences in such use. We let yz, = Yı/Yo = g+ jb and 
use the r circles as g circles and the x circles as b circles. The two differences are, 
first, the line segment where g > 1 and b = 0 corresponds to a voltage minimum; 
and second, 180° must be added to the angle of IT’ as read from the perimeter of the 
chart. We shall use the Smith chart in this way in Section 10.14. 

Special charts are also available for non-normalized lines, particularly 50 2 
charts and 20 mS charts. 


D10.6. A load Z, = 80 -— j100 2 is located atz = 0 on a lossless 50-2 line. 
The operating frequency is 200 MHz and the wavelength on the line is 2 m. 
(a) If the line is 0.8 m in length, use the Smith chart to find the input impedance. 
(b) What is s? (c) What is the distance from the load to the nearest voltage 
maximum? (d) What is the distance from the input to the nearest point at which 
the remainder of the line could be replaced by a pure resistance? 


Ans. 79 + i99 2: 4.50; 0.0397 m; 0.760 m 
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Figure 10.15 A sketch of a coaxial slotted line. The distance scale is on the 
slotted line. With the load in place, s = 2.5, and the minimum occurs at a scale 
reading of 47 cm. For a short circuit, the minimum is located at a scale reading of 
26 cm. The wavelength is 75 cm. 


We next consider two examples of practical transmission line problems. The first 
is the determination of load impedance from experimental data, and the second is the 
design of a single-stub matching network. 

Let us assume that we have made experimental measurements on a 50 22 slotted 
line that show there is a voltage standing wave ratio of 2.5. This has been determined 
by moving a sliding carriage back and forth along the line to determine maximum and 
minimum voltage readings. A scale provided on the track along which the carriage 
moves indicates that a minimum occurs at a scale reading of 47.0 cm, as shown in 
Figure 10.15. The zero point of the scale is arbitrary and does not correspond to the 
location of the load. The location of the minimum is usually specified instead of the 
maximum because it can be determined more accurately than that of the maximum; 
think of the sharper minima on a rectified sine wave. The frequency of operation is 
400 MHz, so the wavelength is 75 cm. In order to pinpoint the location of the load, 
we remove it and replace it with a short circuit; the position of the minimum is then 
determined as 26.0 cm. 

We know that the short circuit must be located an integral number of half- 
wavelengths from the minimum; let us arbitrarily locate it one half-wavelength away 
at 26.0 — 37.5 = —11.5 cm on the scale. Since the short circuit has replaced the 
load, the load is also located at —11.5 cm. Our data thus show that the minimum 
is 47.0 — (-11.5) = 58.5 cm from the load, or subtracting one-half wavelength, a 
minimum is 21.0 cm from the load. The voltage maximum is thus 21.0 — (37.5/2) = 
2.25 cm from the load, or 2.25/75 = 0.030 wavelength from the load. 

With this information, we can now turn to the Smith chart. Ata voltage maximum, 
the input impedance is a pure resistance equalto s Ro; on anormalized basis, zin = 2.5. 
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Figure 10.16 zn =2.5+j0 
on a line 0.3 wavelengths long, then 
zı =2.1+/0.8. 


We therefore enter the chart at zijn = 2.5 and read 0.250 on the wtg scale. Subtracting 
0.030 wavelength to reach the load, we find that the intersection of the s = 2.5 (or 
IT| = 0.429) circle and the radial line to 0.220 wavelength is atz, = 2.1+ j0.8. The 
construction is sketched on the Smith chart of Figure 10.16. Thus Z, = 105+ j40.2, 
a value that assumes its location at a scale reading of — 11.5 cm, or an integral number 
of half-wavelengths from that position. Of course, we may select the “location” of 
our load at will by placing the short circuit at the point that we wish to consider the 
load location. Since load locations are not well defined, it is important to specify the 
point (or plane) at which the load impedance is determined. 

Asa final example, let us try to match this load to the 50 2 line by placing a 
short-circuited stub of length dı a distance d from the load (see Figure 10.17). The 
stub line has the same characteristic impedance as the main line. The lengths d and 
dı are to be determined. 


Figure 10.17 A short-circuited stub of length o4, 
located at a distance d from a load Z, , is used to 
provide a matched load to the left of the stub. 
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The input impedance to the stub is a pure reactance; when combined in parallel 
with the input impedance of the length d containing the load, the resultant input 
impedance must be 1 + j0. Because it is much easier to combine admittances in 
parallel than impedances, let us rephrase our goal in admittance language: the input 
admittance of the length d containing the load must be I + jb;n for the addition of 
the input admittance of the stub jb,.» to produce a total admittance of 1+ j0. Hence 
the stub admittance is — jbjn. We will therefore use the Smith chart as an admittance 
chart instead of an impedance chart. 

The impedance of the load is 2.1 + j0.8, and its location is at —11.5 cm. The 
admittance of the load is therefore 1/(2.1 + j0.8), and this value may be determined 
by adding one-quarter wavelength on the Smith chart, as Z;. for a quarter-wavelength 
line is Relzr, Or Zin = 1/zr, Or Yin = Zı. Entering the chart (Figure 10.18) at 
zn = 2.1 + j0.8, we read 0.220 on the wtg scale; we add (or subtract) 0.250 and 
find the admittance 0.41 — 0.16 corresponding to this impedance. This point is 
still located on the s = 2.5 circle. Now, at what point or points on this circle is 
the real part of the admittance equal to unity? There are two answers, 1 + j0.95 at 
wtg = 0.16, and 1 — j0.95 at wtg = 0.34, as shown in Figure 10.18. We select the 
former value since this leads to the shorter stub. Hence ysub = — 0.95, and the stub 
location corresponds to wtg = 0.16. Because the load admittance was found at wtg = 
0.470, then we must move (0.5 — 0.47) + 0.16 = 0.19 wavelength to get to the stub 
location. 

Finally, we may use the chart to determine the necessary length of the short- 
circuited stub. The input conductance is zero for any length of short-circuited stub, 
so we are restricted to the perimeter of the chart. At the short circuit, y = oo and 
wtg = 0.250. We find that b5n = —0.95 is achieved at wtg = 0.379, as shown in 
Figure 10.18. The stub is therefore 0.379 — 0.250 = 0.129 wavelength, or 9.67 cm 
long. 


0.379 


Figure 10.18 Anormalized load, zı = 2.1 + 0.8, is 
matched by placing a 0.129-wavelength short-circuited 
stub 0.19 wavelengths from the load. 
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D10.7. Standing wave measurements on a lossless 75-02 line show maxima 
of 18 V and minima of 5 V. One minimum is located at a scale reading of 30 cm. 
With the load replaced by a short circuit, two adjacent minima are found at scale 
readings of 17 and 37 cm. Find: (a) s; (b)A; (c) f; (A) Tr; (e) Zr: 


Ans. 3.60; 0.400 m; 750 MHz; 0.704/—33.0; 77.9 + j104.7Q 


D10.8. A normalized load, z, = 2- jl,is located atz = 0 on a lossless 50-2 
line. Let the wavelength be 100 cm. (a) A short-circuited stub is to be located 
atz = —d. What is the shortest suitable value for d? (b) What is the shortest 
possible length of the stub? Find s: (c) on the main line for z < —d; (d) on the 
main line for -—d <z<(; (e) on the stub. 


Ans. 12.5 cm; 12.5 cm; 1.00; 2.62; 00 


10.14 TRANSIENT ANALYSIS 


Throughout most of this chapter, we have considered the operation of transmission 
lines under steady-state conditions, in which voltage and current were sinusoidal and at 
a single frequency. In this section we move away from the simple time-harmonic case 
and consider transmission line responses to voltage step functions and pulses, grouped 
under the general heading of transients. These situations were briefly considered in 
Section 10.2 with regard to switched voltages and currents. Line operation in transient 
mode is important to study because it allows us to understand how lines can be 
used to store and release energy (in pulse-forming applications, for example). Pulse 
propagation is important in general since digital signals, composed of sequences of 
pulses, are widely used. 

We will confine our discussion to the propagation of transients in lines that are 
lossless and have no dispersion, so that the basic behavior and analysis methods 
may be learned. We must remember, however, that transient signals are necessarily 
composed of numerous frequencies, as Fourier analysis will show. Consequently, the 
question of dispersion in the line arises, since, as we have found, line propagation 
constants and reflection coefficients at complex loads will be frequency-dependent. 
So, in general, pulses are likely to broaden with propagation distance, and pulse 
shapes may change when reflecting from a complex load. These issues will not be 
considered in detail here, but they are readily addressed when the precise frequency 
dependences of ß and T' are known. In particular, B(w) can be found by evaluating 
the imaginary part of y, as given in Eq. (41), which would in general include the 
frequency dependences of R, C, G, and L arising from various mechanisms. For 
example, the skin effect (which affects both the conductor resistance and the internal 
inductance) will result in frequency-dependent R and L. Once ß(w) is known, pulse 
broadening can be evaluated using the methods to be presented in Chapter 12. 

We begin our basic discussion of transients by considering a lossless transmission 
line of length / terminated by a matched load, R; = Zo, as shown in Figure 10.19a. 
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Figure 10.19 (a) Closing the switch at time t = 0 initiates voltage and current waves 
V* and /*. The leading edge of both waves is indicated by the dashed line, which 
propagates in the lossless line toward the load at velocity v. In this case, V* = Vo; 

the line voltage is V * everywhere to the left of the leading edge, where current is 

I* = V*/Zo. To the right of the leading edge, voltage and current are both zero. 
Clockwise current, indicated here, is treated as positive and will occur when V* is 
positive. (b) Voltage across the load resistor as a function of time, showing the one-way 
transit time delay, //v. 


At the front end of the line is a battery of voltage Vo, which is connected to the line 
by closing a switch. At time r = 0, the switch is closed, and the line voltage atz = 0 
becomes equal to the battery voltage. This voltage, however, does not appear across 
the load until adequate time has elapsed for the propagation delay. Specifically, at 
t=(0,a voltage wave is initiated in the line at the battery end, which then propagates 
toward the load. The leading edge of the wave, labeled V * in Figure 10.19, is of value 
V* = V,. Itcan be thought of as a propagating step function, because at all points to 
the left of V*, the line voltage is Vo; at all points to the right (not yet reached by the 
leading edge), the line voltage is zero. The wave propagates at velocity v, which in 
general is the group velocity in the line.* The wave reaches the load at time r = 1/v 


* Because we have a step function (composed of many frequencies) as opposed to a sinusoid at a single 
frequency, the wave will propagate at the group velocity. In a lossless line with no dispersion as 
considered in this section, 8 = Y LC, where L and C are constant with frequency. In this case, we 
would find that the group and phase velocities are equal; that is, dv/dß = w/ß = v = 1/VLC. We 
will thus write the velocity as v, knowing it to be both v, and v;. 
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and then does not reflect, as the load is matched. The transient phase is thus over, and 
the load voltage is equal to the battery voltage. A plot of load voltage as a function 
of time is shown in Figure 10.195, indicating the propagation delay oft = /!/v. 

Associated with the voltage wave V* is a current wave whose leading edge is 
of value /*. This wave is a propagating step function as well, whose value at all 
points to the left of V* is /* = V*/Zo; at all points to the right, current is zero. A 
plot of current through the load as a function of time will thus be identical in form 
to the voltage plot of Figure 10.195, except that the load current at t = /!/v will be 
I, = V*/Zu = W/Rı. 

We next consider amore general case, in which the load of Figure 10.19a is again 
a resistor but is not matched to the line (Rı # Zo). Reflections will thus occur at the 
load, complicating the problem. At = 0, the switch is closed as before and a voltage 
wave, Vj' = Vo, propagates to the right. Upon reaching the load, however, the wave 
will now reflect, producing a back-propagating wave, V, . The relation between V 
and v is through the reflection coefficient at the load: 


En er ine (115) 


As V, propagates back toward the battery, it leaves behind its leading edge a total 
voltage of V'* + V/. Voltage V|" exists everywhere ahead of the V, wave until it 
reaches the battery, whereupon the entire line now is charged to voltage V"+V. 
At the battery, the V| wave reflects to produce a new forward wave, ws, The ratio 
of v„ and V, is found through the reflection coefficient at the battery: 


where the impedance at the generator end, Z,, is that of the battery, or zero. 

V,' (equal to —Vj') now propagates to the load, where it reflects to produce 
backward wave V, =T',V,*. This wave then returns to the battery, where it reflects 
with T’, = —1, and the process repeats. Note that with each round trip the wave 
voltage is reduced in magnitude because |T',| < 1. Because of this the propagating 
wave voltages will eventually approach zero, and steady state is reached. 

The voltage across the load resistor can be found at any given time by summing 
the voltage waves that have reached the load and have reflected from it up to that time. 
After many round trips, the load voltage will be, in general, 


V,=VF+V +V + +4 4 +. 
a a 


With a simple factoring operation, the preceding equation becomes 


Vv,=V(d+T)(I+T,T, +NT7 +) (117) 
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Figure 10.20 With series resistance at the battery location, voltage 
division occurs when the switch is closed, such that Vo = V,g + V*. 
Shown is the first reflected wave, which leaves voltage V;* + V;" behind its 
leading edge. Associated with the wave is current //, which is —V_"/Zo. 
Counterclockwise current is treated as negative and will occur when V is 
positive. 


Allowing time to approach infinity, the second term in parentheses in (117) becomes 
the power series expansion for the expression 1/(1 —T’,I',). Thus, in steady state we 


obtain 
1+rF 
Vv,=Vr a (118) 
1-T,Tı 
In our present example, vr = WandT', = —1. Substituting these into (118), we 


find the expected result in steady state: V, = Vo. 

A more general situation would involve a nonzero impedance at the battery 
location, as shown in Figure 10.20. In this case, a resistor of value R, is positioned in 
series with the battery. When the switch is closed, the battery voltage appears across 
the series combination of R, and the line characteristic impedance, Zo. The value of 
the initial voltage wave, V*, is thus found through simple voltage division, or 


v+ > VoZo 


- ——— 119 
Feen (119) 


With this initial value, the sequence of reflections and the development of the voltage 
across the load occurs in the same manner as determined by (117), with the steady- 
state value determined by (118). The value of the reflection coefficient at the generator 
end, determined by (116), is T’, = (R, — Zo)/(R, + Zo). 

A useful way of keeping track of the voltage at any point in the line is through 
a voltage reflection diagram. Such a diagram for the line of Figure 10.20 is shown 
in Figure 10.2la. It is a two-dimensional plot in which position on the line, z, is 
shown on the horizontal axis. Time is plotted on the vertical axis and is conveniently 
expressed as itrelates to position and velocity through r = z/v. A vertical line, located 
atz = /, is drawn, which, together with the ordinate, defines the z axis boundaries of 
the transmission line. With the switch located at the battery position, the initial voltage 
wave, ” starts at the origin, or lower-left corner of the diagram (z = tr = 0). The 
location of the leading edge of V|* as a function of time is shown as the diagonal line 


CHAPTER 10 Transmission Lines 


+ - + 
Vin Ar “Pr 
2 vs; +, + Vz 
+2 
| | > 
EYeET ITaBgET 197 201 ! 
Av Av 4v Av Av Av 


(b) 


Figure 10.21 (a) Voltage reflection diagram for the line of Figure 10.20. A 
reference line, drawn atz = 31/4, is used to evaluate the voltage at that 
position as a function of time. (b) The line voltage at z = 31/4 as determined 
from the reflection diagram of (a). Note that the voltage approaches the 
expected VoRL/(Rg + Rı) as time approaches infinity. 


that joins the origin to the point along the right-hand vertical line that corresponds to 
time 7 = 1/v (the one-way transit time). From there (the load location), the position 
ofthe leading edge of the reflected wave, V, ‚is shown as a “reflected” line that joins 
the r = //v point on the right boundary to the r = 21/v point on the ordinate. From 
there (at the battery location), the wave reflects again, forming V,', shown as a line 
parallel to that for V*. Subsequent reflected waves are shown, and their values are 
labeled. 
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The voltage as a function of time at a given position in the line can now be 
determined by adding the voltages in the waves as they intersect a vertical line drawn 
atthe desired location. This addition is performed starting at the bottom ofthe diagram 
(t = 0) and progressing upward (in time). Whenever a voltage wave crosses the 
vertical line, its value is added to the total at that time. For example, the voltage 
at a location three-fourths the distance from the battery to the load is plotted in 
Figure 10.215. To obtain this plot, the line z = (3/4)l is drawn on the diagram. 
Whenever a wave crosses this line, the voltage in the wave is added to the voltage that 
has accumulated at z = (3/4)l over all earlier times. This general procedure enables 
one to easily determine the voltage at any specific time and location. In doing so, the 
terms in (117) that have occurred up to the chosen time are being added, but with 
information on the time at which each term appears. 

Line current can be found in a similar way through a current reflection diagram. 
It is easiest to construct the current diagram directly from the voltage diagram by 
determining a value for current that is associated with each voltage wave. In dealing 
with current, it is important to keep track of the sign of the current because it relates to 
the voltage waves and their polarities. Referring to Figures 10.19a and 10.20, we use 
the convention in which current associated with a forward-z traveling voltage wave 
of positive polarity is positive. This would result in current that flows in the clock- 
wise direction, as shown in Figure 10.19a. Current associated with a backward-z 
traveling voltage wave of positive polarity (thus flowing counterclockwise) is negative. 
Such a case is illustrated in Figure 10.20. In our two-dimensional transmission-line 
drawings, we assign positive polarity to voltage waves propagating in either direction 
if the upper conductor carries a positive charge and the lower conductor a negative 
charge. In Figures 10.19a and 10.20, both voltage waves are of positive polarity, so 
their associated currents will be net positive for the forward wave and net negative 
for the backward wave. In general, we write 


v+t 
u 120 
Z, (120) 
and 
u — zZ (121) 
de 


Finding the current associated with a backward-propagating voltage wave immedi- 
ately requires a minus sign, as (121) indicates. 

Figure 10.224 shows the current reflection diagram that is derived from the 
voltage diagram of Figure 10.21a. Note that the current values are labeled in terms of 
the voltage values, with the appropriate sign added as per (120) and (121). Once the 
current diagram is constructed, current at a given location and time can be found in 
exactly the same manner as voltage is found using the voltage diagram. Figure 10.225 
shows the current as a function of time at the z = (3/4)l position, determined by 
summing the current wave values as they cross the vertical line drawn at that location. 
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Figure 10.22 


position as determined from the current reflection diagram, showing the 
expected steady-state value of Vo/(Rı + Rg). 


(a) Current reflection diagram for the line of Figure 10.20 as 
obtained from the voltage diagram of Figure 10.21a. (b) Current at the z = 3/4 


In Figure 10.20, R, = Za =50 2, R, = 252, and the battery voltage is Vo = 10V. 
The switch is closed at time 7 = 0. Determine the voltage at the load resistor and the 


current in the battery as functions of time. 


Solution. Voltage and current reflection diagrams are shown in Figure 10.23a and b. 
At the moment the switch is closed, half the battery voltage appears across the 
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Figure 10.23 Voltage (a) and current 
(b) reflection diagrams for Example 10.11. 


50-Q resistor, with the other half comprising the initial voltage wave. Thus V|" = 
(1/2)Vn = 5 V. The wave reaches the 25-0 load, where it reflects with reflection 
coefficient 


"S=0_ 0.1 
"35450 3 
SoV; = -(1/ 3)V* = -5/3 V. This wave returns to the battery, where it encoun- 


ters reflection coefficient I’, = 0. Thus, no further waves appear; steady state is 
reached. 
Once the voltage wave values are known, the current reflection diagram can be 
constructed. The values for the two current waves are 
I7 u Ww _ E u Eu 
Z. 5010 
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(ala) 
I = = =—A 
Zo 3) \50 30 
Note that no attempt is made here to derive /, from / ’ . They are both obtained 
independently from their respective voltages. 

The voltage at the load as a function of time is now found by summing the 
voltages along the vertical line at the load position. The resulting plot is shown in 
Figure 10.24a. Current in the battery is found by summing the currents along the 
vertical axis, with the resulting plot shown as Figure 10.245. Note that in steady 
state, we treat the circuit as Jumped, with the battery in series with the 50- and 25-2 
resistors. Therefore, we expect to see a steady-state current through the battery (and 
everywhere else) of 


and 


10 1 
Bee er 
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Figure 10.24 Voltage across the load (a) and current in the 
battery (b) as determined from the reflection diagrams of 
Figure 10.23 (Example 10.11). 
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I vr* 
r4 t=0 V, + vr’ V, 
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Ir 


Figure 10.25 In an initially charged line, closing the switch as shown initiates a 
voltage wave of opposite polarity to that of the initial voltage. The wave thus 
depletes the line voltage and will fully discharge the line in one round trip if 

Rg = Zo. 


This value is also found from the current reflection diagram for r > 21/v. Similarly, 
the steady-state load voltage should be 


Rı _ _ (10025) _ 10, 
Re+Rı 50+25 3 


which is found also from the voltage reflection diagram for t > !/v. 


V,(steady state) = Vo 


Another type of transient problem involves lines that are initially charged. In 
these cases, the manner in which the line discharges through a load is of interest. 
Consider the situation shown in Figure 10.25, in which a charged line of characteristic 
impedance Zo is discharged through a resistor of value R, when a switch at the resistor 
location is closed.” We consider the resistor at the z = 0 location; the other end of 
the line is open (as would be necessary) and is located atz =. 

When the switch is closed, current /r begins to flow through the resistor, and the 
line discharge process begins. This current does not immediately flow everywhere 
in the transmission line but begins at the resistor and establishes its presence at 
more distant parts of the line as time progresses. By analogy, consider a long line 
of automobiles at a red light. When the light turns green, the cars at the front move 
through the intersection first, followed successively by those further toward the rear. 
The point that divides cars in motion and those standing still is, in fact, a wave that 
propagates toward the back of the line. In the transmission line, the flow of charge 
progresses in a similar way. A voltage wave, V|', is initiated and propagates to the 
right. To the left of its leading edge, charge is in motion; to the right of the leading 
edge, charge is stationary and carries its original density. Accompanying the charge 
in motion to the left of vr is a drop in the charge density as the discharge process 
occurs, and so the line voltage to the left of Mr is partially reduced. This voltage will 
be given by the sum of the initial voltage, Vo, and v, which means that vr must 


5 Even though this is a load resistor, we will call it R, because it is located at the front (generator) end 
of the line. 
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in fact be negative (or of opposite sign to Vo). The line discharge process is analyzed 
by keeping track of V;* as it propagates and undergoes multiple reflections at the two 
ends. Voltage and current reflection diagrams are used for this purpose in much the 
same way as before. 

Referring to Figure 10.25, we see that for positive Vo the current flowing through 
the resistor will be counterclockwise and hence negative. We also know that continuity 
requires that the resistor current be equal to the current associated with the voltage 
wave, or 

+ 
behe Lu 

Zo 


Now the resistor voltage will be 
vr 
VrR=V+V=-RR=-IR = = ZB: 
0 
where the minus signs arise from the factthat Vz (having positive polarity) is produced 


by the negative current, /r. We solve for vr to obtain 


au —VoZo 


VT= 122 
Un (122) 


Having found V *, we can set up the voltage and current reflection diagrams. The 
diagram for voltage is shown in Figure 10.26. Note that the initial condition of voltage 
V, everywhere on the line is accounted for by assigning voltage Vo to the horizontal 
axis of the voltage diagram. The diagram is otherwise drawn as before, but with 
Tz = 1 (at the open-circuited load end). Variations in how the line discharges thus 
depend on the resistor value at the switch end, R,, which determines the reflection 
coefficient, T',, at that location. The current reflection diagram is derived from the 
voltage diagram in the usual way. There is no initial current to consider. 


0 I z 


Figure 10.26 Voltage reflection diagram for 
the charged line of Figure 10.25, showing the 
initial condition of Vo everywhere on the line at 
t=0. 
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I 


21 t 


v 


Figure 10.27 Voltage across the resistor as a function of time, as 
determined from the reflection diagram of Figure 10.26, in which 
Re=Z(l =D). 


A special case of practical importance is that in which the resistor is matched 
to the line, or R, = Zo. In this case, Eq. (122) gives V'* = —Vn/2. The line fully 
discharges in one round trip of vn and produces a voltage across the resistor of value 
Vr = Vo/2, which persists for time 7 = 2//v. The resistor voltage as a function 
of time is shown in Figure 10.27. The transmission line in this application is known 
as a pulse-forming line; pulses that are generated in this way are well formed and 
of low noise, provided the switch is sufficiently fast. Commercial units are available 
that are capable of generating high-voltage pulses of widths on the order of a few 
nanoseconds, using thyratron-based switches. 

When the resistor is not matched to the line, full discharge still occurs, but does 
so over several reflections, leading to a complicated pulse shape. 


In the charged line of Figure 10.25, the characteristic impedance is Zog = 100 2, and 
R, = 100/32. The line is charged to an initial voltage, Vo = 160 V, and the switch is 
closed at time t = 0. Determine and plot the voltage and current through the resistor 
for time 0 < r < 8//v (four round trips). 


Solution. With the given values of R, and Zy, Eq. (47) gives T’, = —1/2. Then, 
with T', = 1, and using (122), we find 
V"=Vr = -3/44% = —120V 
VF=V, =T,V7 =+60V 
V, =V, =T,4%, = -30V 
V=V, =T,V,; =+15V 


Using these values on the voltage reflection diagram, we evaluate the voltage in time 
at the resistor location by moving up the left-hand vertical axis, adding voltages as 
we progress, and beginning with Vo + V,* atz = 0. Note that when we add voltages 
along the vertical axis, we are encountering the intersection points between incident 
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and reflected waves, which occur (in time) at each integer multiple of 2/!/v. So, when 
moving up the axis, we add the voltages of both waves to our total at each occurrence. 
The voltage within each time interval is thus: 


Vr= W+Vt=40V 
=W+tVt+Vr +1 =-20V 


= +Vt+V + VE + 


(0 <tr<2l/v) 
(2l/v<r<Al/v) 
= 10V (A/v <t<6l/v) 


=W+tV!+V +W + +7 


+1, +VF=-5V (6/v <t<8l/v) 


The resulting voltage plot over the desired time range is shown in Figure 10.28a. 


Ir 


Figure 10.28 Resistor voltage (a) and current (b) as 
functions of time for the line of Figure 10.25, with values 
as specified in Example 10.12. 
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The current through the resistor is most easily obtained by dividing the voltages 
in Figure 10.28a by —R,. As a demonstration, we can also use the current diagram 
of Figure 10.22a to obtain this result. Using (120) and (121), we evaluate the current 
waves as follows: 

K=-V/o==-12A 

I =-V, /Zo=+1.2A 

LI =-L = V,/Zu = +0.6 A 
L =-L = V/Zu = —0.30 A 
I =-I, = Vf /Zo = +0.15 A 


Using these values on the current reflection diagram, Figure 10.22a, we add up 
currents in the resistor in time by moving up the left-hand axis, as we did with 
the voltage diagram. The result is shown in Figure 10.285. As a further check to the 
correctness of our diagram construction, we note that current at the open end of the 
line (Z = I) must always be zero. Therefore, summing currents up the right-hand 
axis must give a zero result for all time. The reader is encouraged to verify this. 


ww) 
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CHAPTER 10 PROBLEMS 


10.1) The parameters of a certain transmission line operating at ® = 6 x 10° rad/s 
are L = 0.35 uH/m, C = 40 pF/m, G = 75 uS/m, and R = 17 Q/m. Find 
y,a,ß,A, and Zo. 


10.2) A sinusoidal wave on a transmission line is specified by voltage and current 
in phasor form: 


V.(@) = Voe ef? and I,(z) = Ine” ef? e/? 


where V) and /y are both real. (a) In which direction does this wave 
propagate and why? (b) It is found that « = 0, Zu = 50.2, and the wave 
velocity is v„ = 2.5 x 108 m/s, with © = 10% s=!. Evaluate R,G,L,C, A, 
and d. 


10.3 


10.4) 


10.51 


10.61 


10.7) 


10.8] 


10.9] 
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The characteristic impedance of a certain lossless transmission line is 72. 
If Z = 0.5 uH/m, find (a) C; (b) v,; (c) B if f = 80 MHz. (d) The line is 
terminated with a load of 60 2. Find T' and s. 


A sinusoidal voltage wave of amplitude Vo, frequency w, and phase 
constant ß propagates in the forward z direction toward the open load end in 
a lossless transmission line of characteristic impedance Zo. At the end, the 
wave totally reflects with zero phase shift, and the reflected wave now 
interferes with the incident wave to yield a standing wave pattern over the 
line length (as per Example 10.1). Determine the standing wave pattern for 
the current in the line. Express the result in real instantaneous form and 
simplify. 


Two characteristics of a certain lossless transmission line are Zu =50R 
andy = 0+ j0.2r m"! at f = 60 MHz (a) find L and C for the line. (b) A 
load Z; = 60 + j80 2 is located at z = 0. What is the shortest distance 
from the load to a point at which Zn = Rin + 0? 


A 50-2 load is attached to a 50-m section of the transmission line of 
Problem 10.1, and a 100-W signal is fed to the input end of the line. (a) 
Evaluate the distributed line loss in dB/m. (b) Evaluate the reflection 
coefficient at the load. (c) Evaluate the power that is dissipated by the load 
resistor. (d) What power drop in dB does the dissipated power in the load 
represent when compared to the original input power? (e) On partial 
reflection from the load, how much power returns to the input and what dB 
drop does this represent when compared to the original 100-W input 
power? 


A transmitter and receiver are connected using a cascaded pair of 
transmission lines. At the operating frequency, line I has a measured loss of 
0.1 dB/m, and line 2 is rated at 0.2 dB/m. The link is composed of 40 m of 
line 1 joined to 25 m of line 2. At the joint, a splice loss of 2 dB is 
measured. If the transmitted power is 100 mW, what is the received power? 


An absolute measure of power is the dBm scale, in which power is specified 
in decibels relative to one milliwatt. Specifically, 

P(dBm) = 10 log,oLP(mW)/1 mW]. Suppose that a receiver is rated as 
having a sensitivity of —20 dBm, indicating the mimimum power that it 
must receive in order to adequately interpret the transmitted electronic data. 
Suppose this receiver is at the load end of a 50-22 transmission line having 
100-m length and loss rating of 0.09 dB/m. The receiver impedance is 75 2, 
and so is not matched to the line. What is the minimum required input 
power to the line in (a) dBm, (b) mW? 


A sinusoidal voltage source drives the series combination of an impedance, 
Z,; = 50 — j50 2, and a lossless transmission line of length Z, shorted at 
the load end. The line characteristic impedance is 50 2, and wavelength A is 
measured on the line. (a) Determine, in terms of wavelength, the shortest 
line length that will result in the voltage source driving a total impedance of 
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10.10 


10.118 


10.12] 


10.13] 


10.14] 


50 2. (b) Will other line lengths meet the requirements of part (a)? If so, 
what are they? 


Two lossless transmission lines having different characteristic impedances 
are to be joined end to end. The impedances are Zoı = 100 D and 

Zo3 = 25 2. The operating frequency is 1 GHz. (a) Find the required 
characteristic impedance, Zo2, of a quarter-wave section to be inserted 
between the two, which will impedance-match the joint, thus allowing total 
power transmission through the three lines. (b) The capacitance per unit 
length of the intermediate line is found to be 100 pF/m. Find the shortest 
length in meters of this line that is needed to satisfy the 
impedance-matching condition. (c) With the three-segment setup as found 
in parts (a) and (b), the frequency is now doubled to 2 GHz. Find the input 
impedance at the line-1-to-line-2 junction, seen by waves incident from 
line 1. (d) Under the conditions of part (c), and with power incident from 
line 1, evaluate the standing wave ratio that will be measured in line I, and 
the fraction of the incident power from line 1 that is reflected and 
propagates back to the line 1 input. 


A transmission line having primary constants Z, C, R, and G has length £ 
and is terminated by a load having complex impedance R, + jXr. Atthe 
input end of the line, a dc voltage source, Vo, is connected. Assuming all 
parameters are known at zero frequency, find the steady-state power 
dissipated by the load f (a) R=G=0;(b)RZO,G=(0;())R=0, 
G#ZI;(d)RZI,GFO. 


In a circuit in which a sinusoidal voltage source drives its internal impedance 
in series with a load impedance, it is known that maximum power transfer 
to the load occurs when the source and load impedances form a complex 
conjugate pair. Suppose the source (with its internal impedance) now drives 
a complex load of impedance Z; = Rı + jX1 that has been moved to the 
end of a lossless transmission line of length £ having characteristic 
impedance Zo. If the source impedance is Z, = R, + jX,, write an 
equation that can be solved for the required line length, £, such that the 
displaced load will receive the maximum power. 


The incident voltage wave on a certain lossless transmission line for which 
Z=5>0Randv„=2x 10° m/s is V*(z, r) = 200 cos(wt — z) V. (a) 
Find w. (b) Find /*(z, t). The section of line for which z > 0 is replaced by 
aload Z, =50 + j30 Datz = 0. Find: (c) Tr; (d) V(z); (e) V; at 

z= -2.2m. 


A lossless transmission line having characteristic impedance Zyg = 50 2 is 
driven by a source at the input end that consists of the series combination of 
a 10-V sinusoidal generator and a 50-2 resistor. The line is one-quarter 
wavelength long. At the other end of the line, a load impedance, 

Zr = 50 — j50 Dis attached. (a) Evaluate the input impedance to the line 


120/0° V 


Figure 


10.15] 


10.16] 


10.17] 
10.181 
10.19] 


10.201 


0.5/0° A T Z,=509 
© s 
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Lossless, v = 2c/3 


Z,=50Q Vv. 800 


80 m 


10.29 See Problem 10.15. 


seen by the voltage source-resistor combination; (b) evaluate the power that 
is dissipated by the load; (c) evaluate the voltage amplitude that appears 
across the load. 


For the transmission line represented in Figure 10.29, find V;,out if f = 
(a) 60 Hz; (b) 500 kHz. 


A 100-2 lossless transmission line is connected to a second line of 40-2 
impedance, whose length is A /4. The other end of the short line is 
terminated by a 25-22 resistor. A sinusoidal wave (of frequency f) having 
50 W average power is incident from the 100-2 line. (a) Evaluate the input 
impedance to the quarter-wave line. (b) Determine the steady-state power 
that is dissipated by the resistor. (c) Now suppose that the operating 
frequency is lowered to one-half its original value. Determine the new input 
impedance, Z/,, for this case. (d) For the new frequency, calculate the 


in? 


power in watts that returns to the input end of the line after reflection. 
Determine the average power absorbed by each resistor in Figure 10.30. 
The line shown in Figure 10.31 is lossless. Find s on both sections 1 and 2. 


A lossless transmission line is 50 cm in length and operates at a frequency 
of 100 MHz. The line parameters are ZL = 0.2 uH/m and C = 80 pF/m. The 
line is terminated in a short circuit at z = 0, and there is a load 

Zr =50 + j20.2 across the line at location z = —20 cm. What average 
power is delivered to Z, if the input voltage is 100/0° V? 


(a) Determine s on the transmission line of Figure 10.32. Note that the 
dielectric is air. (b) Find the input impedance. (c) FL = 10.2, find ],. 
(d) What value of Z will produce a maximum value for |//,|at®= 1 


Lossless, v = 2c/3 


10092 7 = 250 


+ > 


Figure 10.30 See Problem 10.17. 
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0.2% 


- > 
Zu Q 
1000 ©) 


0=50R Z,=502 J 


Figure 10.31 See Problem 10.18. 


10.211 


10.22 


10.23] 


10.24 


10.251 


100/0° V 


Grad/s? For this value of Z, calculate the average power (e) supplied by the 
source; (f) delivered t0 Z, = 40 + j30.8. 


A lossless line having an air dielectric has a characteristic impedance of 
400 2. The line is operating at 200 MHz and Zn = 200 — j200 2. Use 
analytic methods or the Smith chart (or both) to find (a) s; (b) Zr, if the line 
is 1 m long; (c) the distance from the load to the nearest voltage maximum. 


A lossless 75-0 line is terminated by an unknown load impedance. A 
VSWR of 10 is measured, and the first voltage minimum occurs at 0.15 
wavelengths in front of the load. Using the Smith chart, find (a) the load 
impedance; (b) the magnitude and phase of the reflection coefficient; (c) the 
shortest length of line necessary to achieve an entirely resistive input 
impedance. 


The normalized load on a lossless transmission line is?2-+ jl. LetX = 20m 
and make use of the Smith chart to find (a) the shortest distance from the 
load to a point at which zn = rin + JO, where rin > 0; (b) zin at this point. 
(c) The line is cut at this point and the portion containing z; is thrown away. 
A resistor r = r;„ of part (a) is connected across the line. What is s on the 
remainder of the line? (d) What is the shortest distance from this resistor to 
a point at which z, = 2+ j1? 

With the aid of the Smith chart, plot a curve of |Z;.| versus / for the 


transmission line shown in Figure 10.33. Cover the range O0 < //A < 0.25. 


A 300-2 transmission line is short-circuited at z = 0. A voltage maximum, 
|V max = 10 V, is found atz = —25 cm, and the minimum voltage, |V Imin = 
0,isatz = -50 cm. Use the Smith chart to find Z, (with the short circuit 


200% 


409 


Air, lossless 


Z,=508 j302 


2.71 


Figure 10.32 See Problem 10.20. 
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200 


Lossless Lossless 


2002 


Figure 10.33 See Problem 10.24. 


replaced by the load) if the voltage readings are (a) |V |mıx = 12 Vatz = 
—5 cm, and |V |min = 5 V; (b) |V Imax = 17 Vatz = —20 cm, and 
|V Imin =(. 


10.26 | A 50-0. lossless line is of length 1.1 X. It is terminated by an unknown load 
impedance. The input end of the 50-2 line is attached to the load end of a 
lossless 75-0 line. A VSWR of 4 is measured on the 75-2 line, on which 
the first voltage maximum occurs at a distance of 0.2 A in front of the 
Junction between the two lines. Use the Smith chart to find the unknown 
load impedance. 


10.27} The characteristic admittance (Yo = 1/Zo) of a lossless transmission line is 
20 mS. The line is terminated in a load Y, = 40 — j20 mS. Use the Smith 
chart to find (a) s; (b) Yin if! = 0.15%; (c) the distance in wavelengths from 
Y, to the nearest voltage maximum. 


10.28} The wavelength on a certain lossless line is 10 cm. If the normalized input 
impedance is zijn = 1 + 72, use the Smith chart to determine (a) s; (b) zı, if 
the length of the line is 12 cm; (c) xı, ifzn =2+ jxı where x, > 0. 


10.298 A standing wave ratio of 2.5 exists on a lossless 60 © line. Probe 
measurements locate a voltage minimum on the line whose location is 
marked by a small scratch on the line. When the load is replaced by a short 
circuit, the minima are 25 cm apart, and one minimum is located at a point 
7 cm toward the source from the scratch. Find Z;. 


10.30 $ A two-wire line constructed of lossless wire of circular cross section is 
gradually flared into a coupling loop that looks like an egg beater. At the 
point X, indicated by the arrow in Figure 10.34, a short circuit is placed 


Figure 10.34 See Problem 10.30. 
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10.311 


10.32] 


10.33] 


10.341 


10.35] 


10.36 1 


across the line. A probe is moved along the line and indicates that the first 
voltage minimum to the left of X is 16 cm from X. With the short circuit 
removed, a voltage minimum is found 5 cm to the left of X, and a voltage 
maximum is located that is 3 times the voltage of the minimum. Use the 
Smith chart to determine (a) f; (b) s; (c) the normalized input impedance 
of the egg beater as seen looking to the right at point X. 


In order to compare the relative sharpness of the maxima and minima of a 
standing wave, assume aload z, =4-+ jO is located atz = 0. Let 

|V Imin = land A = 1 m. Determine the width of the (a) minimum where 
|V| < 1.1; (b) maximum where |V | > 4/1.1. 


In Figure 10.17, let Z, = 250 2, Zo = 50 2, find the shortest attachment 
distance d and the shortest length d, of a short-circuited stub line that will 
provide a perfect match on the main line to the left of the stub. Express all 
answers in wavelengths. 


In Figure 10.17, let Z, = 40 — j10 2, Zu = 50%, f = 800 MHz, and 
v= c. (a) Find the shortest length dı of a short-circuited stub, and the 
shortest distance d that it may be located from the load to provide a perfect 
match on the main line to the left of the stub. (b) Repeat for an 
open-circuited stub. 


The lossless line shown in Figure 10.35 is operating with A = 100 cm. If 
dı = 10 cm, d = 25 cm, and the line is matched to the left of the stub, what 
is Zı? 


A load, Z, = 25 + j75 D, is located at z = 0 on aa lossless two-wire line for 
which Zu =50 Randv =c.(a) If f = 300 MHZ, find the shortest distance 
d (z = —d) at which the input admittance has a real part equal to 1/Zo 

and a negative imaginary part. (b) What value of capacitance C should be 
connected across the line at that point to provide unity standing wave ratio 
on the remaining portion of the line? 


The two-wire lines shown in Figure 10.36 are all lossless and have Zu = 
200 2. Find d and the shortest possible value for dı to provide a matched 
load if A = 100 cm. 


Figure 10.35 See Problem 10.34. 
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S.c 


Matched —— 1002 


Figure 10.36 See Problem 10.36. 


10.37) In the transmission line of Figure 10.20, R, = Zu =50 2, and R, = 252. 
Determine and plot the voltage at the load resistor and the current in the 
battery as functions of time by constructing appropriate voltage and current 
reflection diagrams. 


10.38 } Repeat Problem 10.37, with Zg = 50 2, and R, = R, = 25 2. Carry out 
the analysis for the time period O <t < 81/v. 


10.39 | In the transmission line of Figure 10.20, Zu =50 2,andRR = R,=252. 
The switch is closed at r = 0 and is opened again attime t = 1/4v, thus 
creating a rectangular voltage pulse in the line. Construct an appropriate 
voltage reflection diagram for this case and use it to make a plot of the 
voltage at the load resistor as a function of time for 0 < r < 8//v (note that 
the effect of opening the switch is to initiate a second voltage wave, whose 
value is such that it leaves a net current of zero in its wake). 


10.408 In the charged line of Figure 10.25, the characteristic impedance is Zo = 
100 2, and R, = 300 2. The line is charged to initial voltage, Vy = 160 V, 
and the switch is closed at ’ = 0. Determine and plot the voltage and current 
through the resistor for time 0 < t < 8//v (four round-trips). This problem 
accompanies Example 10.12 as the other special case of the basic 
charged-line problem, in which now R, > Zo. 


10.41 N In the transmission line of Figure 10.37, the switch is located midway down 
the line and is closed at f = 0. Construct a voltage reflection diagram for this 
case, where R, = Zo. Plot the load resistor voltage as a function of time. 


r fh ee v=0 


“1 
z=0 


Figure 10.37 See Problem 10.41. 


= Rı 


V=0 z=1 
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t=0 t=0 
V=-}, = v-y, D. v=0 
Zo R, 


Figure 10.38 See Problem 10.42. 


R, 
Zu R,=Zy 


Vo 


Figure 10.39 See Problem 10.43. 


10.421 A simple frozen wave generator is shown in Figure 10.38. Both switches are 
closed simultaneously at # = 0. Construct an appropriate voltage reflection 
diagram for the case in which R, = Zo. Determine and plot the load 
resistor voltage as a function of time. 


10.43 1 In Figure 10.39, R, = Zu and R, = Zo/3. The switch is closed at? = 0. 
Determine and plot as functions of time (a) the voltage across R;; (b) the 
voltage across R,; (c) the current through the battery. 


CHAPTER 


The Uniform 
Plane Wave 


his chapter is concerned with the application of Maxwell’s equations to the 

problem of electromagnetic wave propagation. The uniform plane wave rep- 

resents the simplest case, and while it is appropriate for an introduction, it is 
of great practical importance. Waves encountered in practice can often be assumed 
to be of this form. In this study, we will explore the basic principles of electromag- 
netic wave propagation, and we will come to understand the physical processes that 
determine the speed of propagation and the extent to which attenuation may occur. 
We will derive and use the Poynting theorem to find the power carried by a wave. 
Finally, we will learn how to describe wave polarization. @ 


11.1 WAVE PROPAGATION IN FREE SPACE 


We begin with a quick study of Maxwell’s equations, in which we look for clues 
of wave phenomena. In Chapter 10, we saw how voltages and currents propagate as 
waves in transmission lines, and we know that the existence of voltages and currents 
implies the existence of electric and magnetic fields. So we can identify atransmission 
line as a structure that confines the fields while enabling them to travel along its length 
as waves. It can be argued that it is the fields that generate the voltage and current 
in a transmission line wave, and—if there is no structure on which the voltage and 
current can exist—the fields will exist nevertheless, and will propagate. In free space, 
the fields are not bounded by any confining structure, and so they may assume any 
magnitude and direction, as initially determined by the device (such as an antenna) 
that generates them. 

When considering electromagnetic waves in free space, we note that the medium 
is sourceless (p, = J = 0). Under these conditions, Maxwell’s equations may be 
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written in terms of E and H only as 


oE 
VxH=o— A) 
ot 
VxE a (2) 
x E = - 10 << 
Ho, 
Ve 20 (3) 
v:-H=0 (4) 


Now let us see whether wave motion can be inferred from these four equations 
without actually solving them. Equation (1) states that if electric field E is changing 
with time at some point, then magnetic field H has curl at that point; therefore H varies 
spatially in a direction normal to its orientation direction. Also, if E is changing with 
time, then H will in general also change with time, although not necessarily in the 
same way. Next, we see from Eq. (2) that a time-varying H generates E, which, 
having curl, varies spatially in the direction normal to its orientation. We now have 
once more a changing electric field, our original hypothesis, but this field is present 
a small distance away from the point of the original disturbance. We might guess 
(correctly) that the velocity with which the effect moves away from the original point 
is the velocity of light, but this must be checked by a more detailed examination of 
Maxwell’s equations. 

We postulate the existence of a uniform plane wave, in which both fields, E and 
H, lie in the transverse plane—that is, the plane whose normal is the direction of 
propagation. Furthermore, and by definition, both fields are of constant magnitude in 
the transverse plane. For this reason, such a wave is sometimes called a fransverse 
electromagnetic (TEM) wave. The required spatial variation of both fields in the 
direction normal to their orientations will therefore occur only in the direction of 
travel—or normal to the transverse plane. Assume, for example, that E = E,a,, or 
that the electric field is polarized in the x direction. If we further assume that wave 
travel is in the z direction, we allow spatial variation of E only with z. Using Eg. (2), 
we note that with these restrictions, the curl of E reduces to a single term: 


VxE= F E a, = 0 = 40 "a, 5) 


The direction of the curl of E in (5) determines the direction of H, which we observe 
to be along the y direction. Therefore, in a uniform plane wave, the directions of E and 
H and the direction of travel are mutually orthogonal. Using the y-directed magnetic 
field, and the fact that it varies only in z, simplifies Eq. (1) to read 


on, oE dE,; 
VxH= -— a, = © <— = © ——a, (6) 
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Equations (5) and (6) can be more succinctly written: 


DE, H, 

Su : 
FF Ho, (7) 
>H, dE, 
dz Sr &) 


These equations compare directly with the telegraphist’s equations for the lossless 
transmission line [Eqs. (20) and (21) in Chapter 10]. Further manipulations of (7) 
and (8) proceed in the same manner as was done with the telegraphist’s equations. 
Specifically, we differentiate (7) with respect to z, obtaining: 


O?E, 9°H, 
= — - 9 
a  rdz = 
Then, (8) is differentiated with respect to r: 
9°H, d?E, (10) 
EUR 
9201 ar 
Substituting (10) into (9) results in 
d°E, d?E, 
no BB 11 
FF herr (11) 


This equation, in direct analogy to Eq. (13) in Chapter 10, we identify as the wave 
equation for our x-polarized TEM electric field in free space. From Eg. (11), we 
further identify the propagation velocity: 


1 
yMoeo 
where c denotes the velocity of light in free space. A similar procedure, involving 


differentiating (7) with r and (8) with z, yields the wave equation for the magnetic 
field; it is identical in form to (11): 


=3x 10 mis =c (12) 


DE 


(13) 


As was discussed in Chapter 10, the solution to equations of the form of (11) and 
(13) will be forward- and backward-propagating waves having the general form [in 
this case for Eq. (11)]: 


E,@,t)= fit - z/v)+ hl +z/v) (14) 


where again fi amd f> can be any function whose argument is of the form + z/v. 
From here, we immediately specialize to sinusoidal functions of a specified fre- 
quency and write the solution to (11) in the form of forward- and backward-propagating 
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cosines. Because the waves are sinusoidal, we denote their velocity as the phase ve- 
locity, v„. The waves are written as: 


Ex@, t) = Ex, t) T Eilz, t) 
= |Exol cos [@(t — z/v)) 1 oil 7 IEol cos [@(t Hr z/v)) Zu ®] 


= |E,ol cos [ot — koz + dıl + IE,ol cos [of + koz + da] (15) 
mm UL 
forward z travel backward z travel 


In writing the second line of (15), we have used the fact that the waves are traveling in 
free space, in which case the phase velocity, v, = c. Additionally, the wavenumber 
in free space in defined as 


ko= * tad/m (16) 
(@ 


In amanner consistant with our transmission line studies, we refer to the solutions 
expressed in (15) as the real instantaneous forms of the electric field. They are the 
mathematical representations of what one would experimentally measure. The terms 
at and koz, appearing in (15), have units of angle and are usually expressed in radians. 
We know that » is the radian time frequency, measuring phase shift per unit time; 
it has units of rad/s. In a similar way, we see that ko will be interpreted as a spatial 
frequency, which in the present case measures the phase shift per unit distance along 
the z direction in rad/m. We note that ko is the phase constant for lossless propagation 
of uniform plane waves in free space. The wavelength in free space is the distance 
over which the spatial phase shifts by 2 radians, assuming fixed time, or 


DB, 
kız=kı=2rnr > |!= _ (free space) (17) 
f) 


The manner in which the waves propagate is the same as we encountered in 
transmission lines. Specifically, suppose we consider some point (such as a wave 
crest) on the forward-propagating cosine function of Egq. (15). For a crest to occur, 
the argument of the cosine must be an integer multiple of 2’r. Considering the mth 
crest of the wave, the condition becomes 


koz = 2mn 


So let us now consider the point on the cosine that we have chosen, and see what 
happens as time is allowed to increase. Our requirement is that the entire cosine 
argument be the same multiple of 27 for all time, in order to keep track of the chosen 
point. Our condition becomes 


ot — koz = w(t — z/c) = 2mn (18) 


As time increases, the position z must also increase in order to satisfy (18). The wave 
crest (and the entire wave) moves in the positive z direction at phase velocity c (in 
free space). Using similar reasoning, the wave in Eq. (15) having cosine argument 
(wt + koz) describes a wave that moves in the negative z direction, since as time 
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increases, z must now decrease to keep the argument constant. For simplicity, we will 
restrict our attention in this chapter to only the positive z traveling wave. 

As was done for transmission line waves, we express the real instantaneous fields 
ofEag. (15) in terms of their phasor forms. Using the forward-propagating field in (15), 
we write: 


1 ; i ß 1 : 3 
EN) = Eule etrei® + c.0.= <Ere/® + c.c. = RelE,,e’] (19) 
ZI —ı ” 


Ex 


where c.c. denotes the complex conjugate, and where we identify the phasor electric 
field as E,, = Exoe *%. As indicated in (19), Exo is the complex amplitude (which 
includes the phase, &1). 


Let us express &,(z, t) = 100 cos(10°1 — 0.5z + 30°) V/m as a phasor. 


Solution. We first go to exponential notation, 
E,(z, 1) = Re[100e /%-032+309] 
and then drop Re and suppress e’ 10%, obtaining the phasor 


Eys(z) = 10e 95H 
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Note that a mixed nomenclature is used for the angle in this case; that is, 0.5z is in 
radians, while 30° is in degrees. Given a scalar component or a vector expressed as a 
phasor, we may easily recover the time-domain expression. 


Given the complex amplitude of the electric field of a uniform plane wave, Ego = 
100a, + 20/30°a, V/m, construct the phasor and real instantaneous fields ifthe wave 
is known to propagate in the forward z direction in free space and has frequency of 
10 MHz. 


Solution. We begin by constructing the general phasor expression: 
E,(@) = [100a, + 20e!’"a,] eJko2 


where ko = w/c = 2r x 10’/3 x 10° = 0.21 rad/m. The real instantaneous form is 
then found through the rule expressed in Eq. (19): 


" 2, 7 ‚ano _; PA: 7 
E(z,t)= Re]100e 1: „Parx10 aD 'a,] 
. 7 e=, » 7 e o 
Re[ 100." x10 021g, 20eJ 77x10 t—0.212+30 Ja,] 


= 100cos (27 x 10’r — 0.21z)a, + 20cos (27 x 10’r — 0.21z + 30°)a, 
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It is evident that taking the partial derivative of any field quantity with respect 
to time is equivalent to multiplying the corresponding phasor by jo. As an example, 
we can express Eq. (8) (using sinusoidal fields) as 


OH, dE, 
zer 
oz 


(20) 
where, in a manner consistent with (19): 


1 1 
&2, N) = ZEu(?) er ed Hude > H3s@) e®” +c.c. (21) 


On substituting the fields in (21) into (20), the latter equation simplifies to 


Olakg, 
ee) (22) 
dz 


In obtaining this equation, we note first that the complex conjugate terms in (21) 
produce their own separate equation, redundant with (22); second, the e’®' factors, 
common to both sides, have divided out; third, the partial derivative with z becomes 
the total derivative, since the phasor, A,,, depends only on z. 

We next apply this result to Maxwell’s equations, to obtain them in phasor form. 
Substituting the field as expressed in (21) into Egs. (1) through (4) results in 


VxH, = jvoE, (23) 
VxE,=-jouoH, (24) 
VRR 0 (25) 
von 0 (26) 


It should be noted that (25) and (26) are no longer independent relationships, for they 
can be obtained by taking the divergence of (23) and (24), respectively. 

Eqs. (23) through (26) may be used to obtain the sinusoidal steady-state vector 
form of the wave equation in free space. We begin by taking the curl of both sides 
of (24): 


VxVxE,=-joWV x H, = V(V -E,) - V’E, (27) 


where the last equality is an identity, which defines the vector Laplacian of E,: 


VE,=V(V-E)-VxVxE, 


From (25), we note that V-E, = 0. Using this, and substituting (23) in (27), we 
obtain 


V’E,=-KE, (28) 
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where again, ko = ®/c = w,/foeo. Equation (28) is known as the vector Helmholtz 
equation in free space.! It is fairly formidable when expanded, even in rectangular 
coordinates, for three scalar phasor equations result (one for each vector component), 
and each equation has four terms. The x component of (28) becomes, still using the 
del-operator notation, 


MER = Es (29) 


and the expansion ofthe operator leads to the second-order partial differential equation 


IE, VPE, EB, 
dx? 9y2 u 07? 
Again, assuming a uniform plane wave in which ZE,, does not vary with x or y, the 
two corresponding derivatives are zero, and we obtain 


= -KE, 


dm, 3 
ar —E% (30) 
the solution of which we already know: 
Exs(z) = Eier + Eiger 3) 


Let us now return to Maxwell’s equations, (23) through (26), and determine the 
form of the H field. Given E,, H, is most easily obtained from (24): 


VxE,=-jouoH; (24) 
which is greatly simplified for a single E,, component varying only with z, 
dE,;s 
dz 


= -jopoHys 
Using (31) for E,,, we have 


1 ikoz . 7 ikoz 
Hys = -—— [(- jko)Ezoe ? + (jko)E,ge*] 
J@Mo 


€ FR ei ER ui 
= Eu) eg, | eilt Het Het (32) 
Mo Ko 


In real instantaneous form, this becomes 


Hy, 1) = Exo, | cos(wt — koz) — E',.|- cos(wt + koz) (33) 
Ro Ao 


where E,o and E/,, are assumed real. 


! Hermann Ludwig Ferdinand von Helmholtz (1821-1894) was a professor at the University of Berlin 
working in the fields of physiology, electrodynamics, and optics. Hertz was one of his students. 
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In general, we find from (32) that the electric and magnetic field amplitudes of 
the forward-propagating wave in free space are related through 


Ao 
Eo= ,| on = n9H,o (34a) 
f) 


We also find the backward-propagating wave amplitudes are related through 


’ Po y1 
Be [Bo = -nH!, (34b) 


where the intrinsic impedance of free space is defined as 


oe (35) 
€ 


The dimension of no in ohms is immediately evident from its definition as the ratio of 
E (in units of V/m) to A (in units of A/m). It is in direct analogy to the characteristic 
impedance, Zo, of a transmission line, where we defined the latter as the ratio of 
voltage to current in a traveling wave. We note that the difference between (34a) and 
(34b) is a minus sign. This is consistent with the transmission line analogy that led to 
Egs. (25a) and (255) in Chapter 10. Those equations accounted for the definitions of 
positive and negative current associated with forward and backward voltage waves. In 
a similar way, Eq. (34a) specifies that in a forward-z propagating uniform plane wave 
whose electric field vector lies in the positive x direction at a given point in time and 
space, the magnetic field vector lies in the positive y direction at the same space and 
time coordinates. In the case of a backward-z propagating wave having a positive 
x-directed electric field, the magnetic field vector lies in the negative y direction. The 
physical significance of this has to do with the definition of power flow in the wave, 
as specified through the Poynting vector, S= E x H (in watts/m?). The cross product 
of E with H must give the correct wave propagation direction, and so the need for 
the minus sign in (345) is apparent. Issues relating to power transmission will be 
addressed in Section 11.3. 

Some feeling for the way in which the fields vary in space may be obtained from 
Figures 11.1a and 11.15. The electric field intensity in Figure 11.laisshownatr = (0, 
and the instantaneous value of the field is depicted along three lines, the z axis and 
arbitrary lines parallel to the z axis inthe x = O0 and y = O planes. Since the field 
is uniform in planes perpendicular to the z axis, the variation along all three of the 
lines is the same. One complete cycle of the variation occurs in a wavelength, A. The 
values of H, at the same time and positions are shown in Figure 11.1b. 

A uniform plane wave cannot exist physically, for it extends to infinity in two 
dimensions at least and represents an infinite amount of energy. The distant field of 
a transmitting antenna, however, is essentially a uniform plane wave in some limited 
region; for example, a radar signal impinging on a distant target is closely a uniform 
plane wave. 
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(a) y (b) 


Figure 11.1 (a) Arrows represent the instantaneous values of E,o cos[w(t — z/c)] at 

t = 0 along the z axis, along an arbitrary line in the x = O plane parallel to the z axis, and 
along an arbitrary line in the y = O plane parallel to the z axis. (b) Corresponding values 
of H, are indicated. Note that E, and H, are in phase at any point in time. 


Although we have considered only a wave varying sinusoidally in time and 
space, a suitable combination of solutions to the wave equation may be made to 
achieve a wave of any desired form, but which satisfies (14). The summation of 
an infinite number of harmonics through the use of a Fourier series can produce a 
periodic wave of square or triangular shape in both space and time. Nonperiodic 
waves may be obtained from our basic solution by Fourier integral methods. These 
topics are among those considered in the more advanced books on electromagnetic 


theory. 


D11.1. The electric field amplitude of a uniform plane wave propagating in 
the a, direction is 250 V/m. FE = E,a, and » = 1.00 Mrad/s, find: (a) the 
frequency; (b) the wavelength; (c) the period; (d) the amplitude of H. 


Ans. 159 kHz; 1.88 km; 6.28 us; 0.663 A/m 
D11.2. Let H, = (2/-40°a, — 320 ae): A/m for a uniform plane 


wave traveling in free space. Find: (a) w; (b) H, at P(1,2,3)atr = 31.ns; (c) 
|H| at? = Oatthe origin. 


Ans. 21.0 Mrad/s; 1.934 A/m; 3.22 A/m 


11.2 WAVE PROPAGATION IN DIELECTRICS 


We now extend our analytical treatment of the uniform plane wave to propagation 
in a dielectric of permittivity e and permeability w. The medium is assumed to be 
homogeneous (having constant u and e with position) and isotropic (in which u and 


ww) 


Animations 
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e are invariant with field orientation). The Helmholtz equation is 


2 


VE,=-RE, (36) 


where the wavenumber is afunction ofthe material properties, as described by w ande: 


k= w,/ne = kofhrer (37) 


For E,, we have 


daB 
dz? 


= —K’Ers (38) 


An important feature of wave propagation in a dielectric is that k can be complex- 
valued, and as such it is referred to as the complex propagation constant. A general 
solution of (38), in fact, allows the possibility of a complex k, and it is customary to 
write it in terms of its real and imaginary parts in the following way: 


jk=a + jß (39) 


A solution to (38) will be: 


Es = Eye — Bones en (40) 


Multiplying (40) by e®' and taking the real part yields a form of the field that can 
be more easily visualized: 


E, = Eye * cos(wt — ßz) (41) 


We recognize this as a uniform plane wave that propagates in the forward z direction 
with phase constant 8, but which (for positive &) loses amplitude with increasing z 
according to the factor e”**. Thus the general effect of acomplex-valued k isto yield a 
traveling wave that changes its amplitude with distance. If « is positive, it is called the 
attenuation coefficient. If « is negative, the wave grows in amplitude with distance, and 
a is called the gain coefficient. The latter effect would occur, for example, in laser am- 
plifiers. In the present and future discussions in this book, we will consider only passive 
media, in which one or more loss mechanisms are present, thus producing a positive «. 

The attenuation coefficient is measured in nepers per meter (Np/m) so that the 
exponent of e can be measured in the dimensionless units of nepers. Thus, if « = 
0.01 Np/m, the crest amplitude of the wave atz = 50 m will be e”"/e”" = 0.607 
of its value atz = 0. In traveling a distance 1/« in the +z direction, the amplitude of 
the wave is reduced by the familiar factor of e!, or 0.368. 

The ways in which physical processes in a material can affect the wave electric 
field are described through a complex permittivity of the form 


€e = e' — je’ = &ule. — je‘) (42) 
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Two important mechanisms that give rise to a complex permittivity (and thus result 
in wave losses) are bound electron or ion oscillations and dipole relaxation, both of 
which are discussed in Appendix E. An additional mechanism is the conduction of 
free electrons or holes, which we will explore at length in this chapter. 

Losses arising from the response of the medium to the magnetic field can occur 
as well, and these are modeled through a complex permeability, u = w — ju” = 
ko(w. — Ju). Examples of such media include ferrimagnetic materials, or ferrites. 
The magnetic response is usually very weak compared to the dielectric response in 
most materials of interest for wave propagation; in such materials u = yo. Con- 
sequently, our discussion of loss mechanisms will be confined to those described 
through the complex permittivity, and we will assume that u is entirely real in our 
treatment. 

We can substitute (42) into (37), which results in 


; : e" 
k=w/ule - je) = w/ue,/1- ie (43) 


Note the presence of the second radical factor in (43), which becomes unity (and 
real) as e” vanishes. With nonzero e”, k is complex, and so losses occur which are 
quantified through the attenuation coefficient, &, in (39). The phase constant, 8 (and 
consequently the wavelength and phase velocity), will also be affected by €”. « and 
ß are found by taking the real and imaginary parts of jk from (43). We obtain: 


(L HM 2 

a=Retjk) = 1+(£) =] (44) 
! „ 2 

= Imtjk) = 0) 1+(5) ei (45) 


We see that a nonzero «& (and hence loss) results if the imaginary part of the 
permittivity, €”, is present. We also observe in (44) and (45) the presence of the ratio 
€” /e’, which is called the loss tangent. The meaning of the term will be demonstrated 
when we investigate the specific case of conductive media. The practical importance 
of the ratio lies in its magnitude compared to unity, which enables simplifications to 
be made in (44) and (45). 

Whether or not losses occur, we see from (41) that the wave phase velocity is 
given by 


),=- (46) 


The wavelength is the distance required to effect a phase change of 2 radians 


Pi = 2n 
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which leads to the fundamental definition of wavelength, 


1= 47 
B (47) 


Because we have a uniform plane wave, the magnetic field is found through 


E 2 _iBr 
1 a0 ar g-iße 
. N 


where the intrinsic impedance is now a complex quantity, 


n= |— - 8 (48) 
= je" VeyT= jefe) 


The electric and magnetic fields are no longer in phase. 
A special case is that of a lossless medium, or perfect dielectric, in which e” = 0, 
and so e = e’. From (44), this leads to « = 0, and from (45), 


B=wyue _(lossless medium) (49) 


With & = 0, the real field assumes the form 


Ex = Ex cos(wt — £z) (50) 


We may interpret this as a wave traveling in the +z direction at a phase velocity v,, 
where 


The wavelength is 


oz 2r _ 2n _ 1 _ c _ ıo 
B wyned fyvne Sm  Yure, 
where An is the free space wavelength. Note that uu,e > 1, and therefore the wave- 
length is shorter and the velocity is lower in all real media than they are in free 
space. 
Associated with E, is the magnetic field intensity 


(lossless medium) (51) 


E 
El — = cos(wt — ßz) 
n 


where the intrinsic impedance is 


n= 2 (52) 
(@ 
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The two fields are once again perpendicular to each other, perpendicular to the 
direction of propagation, and in phase with each other everywhere. Note that when E 
is crossed into H, the resultant vector is in the direction of propagation. We shall see 
the reason for this when we discuss the Poynting vector. 
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Let us apply these results to a 1-MHz plane wave propagating in fresh water. At 
this frequency, losses in water are negligible, which means that we can assume that 
e” = (0. In water, u, = landat 1 MHz, e/ = 81. 


Solution. We begin by calculating the phase constant. Using (45) with e” = 0, we 
have 


Ve _ 2n x 106,81 


= 9x 108 —= 0.19 rad/m 
c .0x 


[0) 
PB = wyue = wYWweoye. = 
Using this result, we can determine the wavelength and phase velocity: 


2 
ee a 
B 9 
0) Ir x 10° 7 
„= — = ——— = 3,3 x 107 m/s 
B .19 


The wavelength in air would have been 300 m. Continuing our calculations, we find 
the intrinsic impedance using (48) with e” = 0: 


71 
ee Tee 
€’ /el. 9 


If we let the electric field intensity have a maximum amplitude of 0.1 V/m, then 


Ex = 0.1cos(2r 10° — .19z) V/m 


E, 
H, = — = (2.4 x 10°) cos(27 10° — .19z) Alm 
n 


D11.3. A 9.375-GHz uniform plane wave is propagating in polyethylene 
(see Appendix C). If the amplitude of the electric field intensity is 500 V/m 
and the material is assumed to be lossless, find: (a) the phase constant; (b) the 
wavelength in the polyethylene; (c) the velocity of propagation; (d) the intrinsic 
impedance; (e) the amplitude of the magnetic field intensity. 


Ans. 295 rad/m; 2.13 cm; 1.99 x 108 m/s; 251 2; 1.99 A/m 
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We again consider plane wave propagation in water, but at the much higher micro- 
wave frequency of 2.5 GHz. At frequencies in this range and higher, dipole relaxation 
and resonance phenomena in the water molecules become important.” Real and imagi- 
nary parts ofthe permittivity are present, and both vary with frequency. At frequencies 
below that of visible light, the two mechanisms together produce a value of e” that 
increases with increasing frequency, reaching a maximum in the vicinity of 10"? Hz. 
e’ decreases with increasing frequency, reaching a minimum also in the vicinity of 
10'3 Hz. Reference 3 provides specific details. At 2.5 GHz, dipole relaxation effects 
dominate. The permittivity values are €, = 78 and e” = 7. From (44), we have 
: z 1/2 
= (Ar x 2.5 x 10%), /78 i (4) Re — 21 Np/m 
(3.0 x 108)V/2 78 


This first calculation demonstrates the operating principle of the microwave oven. 
Almost all foods contain water, and so they can be cooked when incident microwave 
radiation is absorbed and converted into heat. Note that the field will attenuate to a 
value ofe! times its initial value at a distance of 1/& = 4.8 cm. This distance is called 
the penetration depth of the material, and of course it is frequency-dependent. The 
4.8 cm depth is reasonable for cooking food, since it would lead to a temperature rise 
that is fairly uniform throughout the depth ofthe material. At much higher frequencies, 
where e” is larger, the penetration depth decreases, and too much power is absorbed 
at the surface; at lower frequencies, the penetration depth increases, and not enough 
overall absorption occurs. Commercial microwave ovens operate at frequencies in the 
vicinity of 2.5 GHz. 

Using (45), in a calculation very similar to that for «&, we find 8 = 464 rad/m. 
The wavelength isA = 27/ß = 1.4 cm, whereas in free space this would have been 
ko=c/f=12cm. 

Using (48), the intrinsic impedance is found to be 

377 1 
Tas 11 Ja) 


and E, leads H, in time by 2.6° at every point. 


=43+7,19=43/2.6Q 


We next consider the case of conductive materials, in which currents are formed 
by the motion of free electrons or holes under the influence of an electric field. 
The governing relation is J = oE, where o is the material conductivity. With finite 
conductivity, the wave loses power through resistive heating of the material. We look 
for an interpretation of the complex permittivity as it relates to the conductivity. 


? These mechanisms and how they produce a complex permittivity are described in Appendix D. 
Additionally, the reader is referred to pp. 73-84 in Reference 1 and pp. 678-82 in Reference 2 for 
general treatments of relaxation and resonance effects on wave propagation. Discussions and data that 
are specific to water are presented in Reference 3, pp. 314-16. 
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Consider the Maxwell curl equation (23) which, using (42), becomes: 
VxH, = jw(e' — je")E, = we’E, + jwe’E, (53) 


This equation can be expressed in a more familiar way, in which conduction current 
is included: 


VxH,=)J,+ jweE, (54) 


We next use J, = oE,, and interpret e in (54) as €’. The latter equation becomes: 


2x H, = (o 2 Jve)E, — Ir Ar Jas (55) 


which we have expressed in terms of conduction current density, J.,=oE,, and 
displacement current density, Jy, = jwe’E,. Comparing Egs. (53) and (55), we find 
that in a conductive medium: 


(56) 


Let us now turn our attention to the case of a dielectric material in which the loss 
is very small. The criterion by which we should judge whether or not the loss is small 
is the magnitude of the loss tangent, €” /e’. This parameter will have a direct influence 
on the attenuation coefficient, &, as seen from Egq. (44). In the case of conducting 
media, to which (56) applies, the loss tangent becomes o/we’. By inspecting (55), 
we see that the ratio of conduction current density to displacement current density 
magnitudes is 


Be (57) 


That is, these two vectors point in the same direction in space, but they are 90° out of 
phase in time. Displacement current density leads conduction current density by 90°, 
just as the current through a capacitor leads the current through a resistor in parallel 
with it by 90° in an ordinary electric circuit. This phase relationship is shown in 
Figure 11.2. The angle 9 (not to be confused with the polar angle in spherical 
coordinates) may therefore be identified as the angle by which the displacement 
current density leads the total current density, and 


”„ 
tand= — = 
a 


o 


(58) 


we’ 


The reasoning behind the term loss tangent is thus evident. Problem 11.16 atthe end 
of the chapter indicates that the © of a capacitor (its quality factor, not its charge) 
that incorporates a lossy dielectric is the reciprocal of the loss tangent. 

If the loss tangent is small, then we may obtain useful approximations for the 
attenuation and phase constants, and the intrinsic impedance. The criterion for asmall 
loss tangent is €” /e’ « 1, which we say identifies the medium as a good dielectric. 
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Figure 11.2 The time-phase relationship 
between Jas, Jas; Js, and Es. The tangent of 0 
is equal to o/we’, and 90° — 6 is the common 
power-factor angle, or the angle by which Js 
leads E;. 


Considering a conductive material, for which e” = o/w, (43) becomes 


& R „oO 
Jk= joyue |1-j (59) 


we’ 


We may expand the second radical using the binomial theorem 

nn—1) , nn-1)\n-—2) ; 
Ta 3! un 

where |x| « 1. We identify x as — jo/we’ and n as 1/2, and thus 


o l/oı? 
= Jane || er ( Y+]=a+. 


(1+x)”" =1+nx+ 


we’ 8 \we’ 


Now, for a good dielectric, 


. . . o 
a=Re(jk) = jo/ne ( J 


oo | 
u) 2 (60) 


2\ e 


and 


we’ 


Bm) ae E + ( 3 )) (605) 


Equations (60a) and (605) can be compared directly with the transmission line & and 
ß under low-loss conditions, as expressed in Eqs. (54a) and (555) in Chapter 10. 
In this comparison, we associate o with G, u with Z, and e with C. Note that in 
plane wave propagation in media with no boundaries, there can be no quantity that is 
analogous to the transmission line conductor resistance parameter, R. In many cases, 
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the second term in (605) is small enough, so that 


B= wyne (61) 


Applying the binomial expansion to (48), we obtain, for a good dielectric 


. [m 3/0112 .0 
= ,/- I|1- = (— — 2 
’ €’ | 8 a z | 


or 


van +5) (62b) 


The conditions under which these approximations can be used depend on the 
desired accuracy, measured by how much the results deviate from those given by 
the exact formulas, (44) and (45). Deviations of no more than a few percent occur if 
o/we' <O.l. 
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As acomparison, we repeat the computations of Example 11.4, using the approxima- 
tion formulas (60a), (61), and (625). 


Solution. First, the loss tangent in this case is e”/e’ = 7/78 = 0.09. Using (60), 
with €” = o/w, we have 


„ 1 377 
az © [E_2(7x 885 x 10907 x 2.5 x 100) = 21 cm! 
2 €’ > Y/78 


We then have, using (61), 


ßB = Qu x 2.5 x 10°)V78/(3 x 10%) = 464 rad/m 


Finally, with (62b), 


= Zlır, z )=#+19 
1 ia. 5) N. 


These results are identical (within the accuracy limitations as determined by the given 
numbers) to those of Example 11.4. Small deviations will be found, as the reader can 
verify by repeating the calculations of both examples and expressing the results to four 
or five significant figures. As we know, this latter practice would not be meaningful 
because the given parameters were not specified with such accuracy. Such is often the 
case, since measured values are not always known with high precision. Depending 
on how precise these values are, one can sometimes use a more relaxed judgment on 
when the approximation formulas can be used by allowing loss tangent values that 
can be larger than 0.1 (but still less than 1). 
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D11.4. Given a nonmagnetic material having e! = 3.2 ando = 1.5 x 10* 
S/m, find numerical values at 3 MHz for the (a) loss tangent; (b) attenuation 
constant; (c) phase constant; (d) intrinsic impedance. 


Ans. 0.28; 0.016 Np/m; 0.11 rad/m; 207/7.8° © 
D11.5. Consider a material for which u, = 1, e = 2.5, and the loss tangent 
is 0.12. Ifthese three values are constant with frequency in the range 0.5 MHz < 


f = 100 MHz, calculate: (a) o at 1 and 75 MHz; (b)A at 1 and 75 MHz; (c) v, 
at Il and 75 MHz. 


Ans. 1.67 x 10” and 1.25 x 107° S/m; 190 and 2.53 m; 1.90 x 108 m/s twice 


ww) 


Illustrations 


11.3 POYNTING’S THEOREM 
AND WAVE POWER 


In order to find the power flow associated with an electromagnetic wave, itis necessary 
to develop a power theorem for the electromagnetic field known as the Poynting the- 
orem. It was originally postulated in 1884 by an English physicist, John H. Poynting. 

The development begins with one of Maxwell’s curl equations, in which we 
assume that the medium may be conductive: 


oD 
VxH=)J+ ar (63) 
Next, we take the scalar product of both sides of (63) with E, 
oD 
E:V<xH=E-J+E- (64) 


We then introduce the following vector identity, which may be proved by expansion 
in rectangular coordinates: 


V.ExH)=-E-VxH+H-VxE (65) 
Using (65) in the left side of (64) results in 


oD 
a a Sn (66) 
where the curl of the electric field is given by the other Maxwell curl equation: 
oB 
VxE= -— 
1 
Therefore 
oB oD 
-H:- — -V-(ExH)=J-E+E- — 
91 91 
or 


dE öH 
-V-ExXM)=J-EteE- +uH: (67) 
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The two time derivatives in (67) can be rearranged as follows: 


eE- ar = u (z» . E) (68a) 
or 9r \2 
and 
uH- Au — 2 620 (685) 
ot 91\2 
With these, Eq. (67) becomes 
-V-Ex = J-E+ (DE) + (5B-M) (69) 
OEND 91\2 


Finally, we integrate (69) throughout a volume: 


ao /f1 9/1 
_ V-(ExH = -Ed — (<D-E])d — (<B-H 
I, z [, . +, or (; ) \ +, ar (; )® 


The divergence theorem is then applied to the left-hand side, thus converting the 
volume integral there into an integral over the surface that encloses the volume. On 
the right-hand side, the operations of spatial integration and time differentiation are 
interchanged. The final result is 


d il d 1 
_ Ex H)-dS= -Ed — -D-Ed — -B-Hd 70 
$. ö ) IR, ee: dt vol 2 Fe dt vol 2 2 ’ 


Equation (70) is known as Poynting’s theorem. On the right-hand side, the first 
integral is the total (but instantaneous) ohmic power dissipated within the volume. The 
second integral is the total energy stored in the electric field, and the third integral is 
the stored energy in the magnetic field.? Since time derivatives are taken ofthe second 
and third integrals, those results give the time rates of increase of energy stored within 
the volume, or the instantaneous power going to increase the stored energy. The sum 
of the expressions on the right must therefore be the total power flowing into this 
volume, and so the total power flowing our of the volume is 


(ExH)-dS W (71) 


area 


where the integral is over the closed surface surrounding the volume. The cross product 
E x H is known as the Poynting vector, S, 


S=-ExH W/m? (72) 


which is interpreted as an instantaneous power density, measured in watts per square 
meter (W/m?). The direction of the vector S indicates the direction ofthe instantaneous 


3 This is the expression for magnetic field energy that we have been anticipating since Chapter 8. 
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power flow at a point, and many of us think of the Poynting vector as a “pointing” 
vector. This homonym, while accidental, is correct.* 

Because S is given by the cross product of E and H, the direction of power flow 
at any point is normal to both the E and H vectors. This certainly agrees with our 
experience with the uniform plane wave, for propagation in the +z direction was 
associated with an E, and A, component, 


E,a, x H,a, = S;a; 
In a perfect dielectric, the E and H field amplitudes are given by 


E, = E,o cos(wt — Pz) 


Exo 
H, = — cos(wt — ßz) 
. N 


where n is real. The power density amplitude is therefore 


E? 
Ss. = —® cos’(wt — Bz) (73) 
n 


In the case of a lossy dielectric, E, and H,, are not in time phase. We have 
E, = Eve” cos(wt — ßz) 
If we let 
n = |n\20, 
then we may write the magnetic field intensity as 


x0 _az 
‚= — ee: cos(wt — Bz — 6) 


"ml 


Thus, 


Eee 
S,=E,H,= ee cos(wt — Bz) cos(wt — Bz — 9,) (74) 
N 
Because we are dealing with a sinusoidal signal, the time-average power density, 
(S;), is the quantity that will ultimately be measured. To find this, we integrate (74) 
over one cycle and divide by the period 7 = 1/f. Additionally, the identity cos 
AcosB = 1/2cos(A + B) + 1/2cos(A — B) is applied to the integrand, and we 
obtain: 


PIE 5 
(S)= — 2 | n e”[cos(2wt — 2ßBz — 20,) + cosd,]dt (75) 
) N 


* Note that the vector symbol $ is used for the Poynting vector, and is not to be confused with the 
differential area vector, dS. The latter, as we know, is the product of the outward normal to the surface 
and the differential area. 
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The second-harmonic component of the integrand in (75) integrates to zero, leaving 
only the contribution from the de component. The result is 


— 1 E02 0089 (76) 
iz R 
2 Inl 


(52) 


Note that the power density attenuates as e”@, whereas E, and H. y fall off as e”**®. 
We may finally observe that the preceding expression can be obtained very easily 
by using the phasor forms of the electric and magnetic fields. In vector form, this is 


(S) = Rei, x H*) W/m? (77) 


In the present case 
E,= Eye P:a, 


and 


Exo etißzg, = Ex je Hißzg 
n* | 

where E,o has been assumed real. Egq. (77) applies to any sinusoidal electromagnetic 
wave and gives both the magnitude and direction of the time-average power density. 


H: = 


y 


D11.6. At frequencies of 1, 100, and 3000 MHz, the dielectric constant of 
ice made from pure water has values of 4.15, 3.45, and 3.20, respectively, while 
the loss tangent is 0.12, 0.035, and 0.0009, also respectively. If a uniform plane 
wave with an amplitude of 100 V/m at z = 0 is propagating through such ice, 
find the time-average power density atz = 0 andz = 10 m for each frequency. 


Ans. 27.1 and 25.7 W/m?; 24.7 and 6.31 W/m?; 23.7 and 8.63 W/m? 


11.4 PROPAGATION IN GOOD 
CONDUCTORS: SKIN EFFECT 


As an additional study of propagation with loss, we will investigate the behavior of a 
good conductor when a uniform plane wave is established in it. Such a material sat- 
isfies the general high-loss criterion, in which the loss tangent, €” /e’ > 1. Applying 
this to a good conductor leads to the more specific criterion, o /(we’) > 1. As before, 
we have an interest in losses that occur on wave transmission info a good conductor, 
and we will find new approximations for the phase constant, attenuation coefficient, 
and intrinsic impedance. New to us, however, is a modification of the basic problem, 
appropriate for good conductors. This concerns waves associated with electromag- 
netic fields existing in an external dielectric that adjoins the conductor surface; in 
this case, the waves propagate along the surface. That portion of the overall field that 
exists within the conductor will suffer dissipative loss arising from the conduction 
currents it generates. The overall field therefore attenuates with increasing distance 
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of travel along the surface. This is the mechanism for the resistive transmission line 
loss that we studied in Chapter 10, and which is embodied in the line resistance 
parameter, R. 

As implied, a good conductor has a high conductivity and large conduction 
currents. The energy represented by the wave traveling through the material therefore 
decreases as the wave propagates because ohmic losses are continuously present. 
When we discussed the loss tangent, we saw that the ratio of conduction current 
density to the displacement current density in a conducting material is given by 
o/we’.Choosing apoor metallic conductor anda very high frequency as aconservative 
example, this ratio” for nichrome (o = 10°) at 100 MHz is about 2 x 10°. We therefore 
have a situation where o/we’ > 1, and we should be able to make several very good 
approximations to find «, ß, and n for a good conductor. 

The general expression for the propagation constant is, from (59), 


i i „eo 
Jk= joyue |1-j 


we’ 


which we immediately simplify to obtain 


| o 
wos Ze 
J JOH I je 


or 
jk= jV-jouo 
But 
-j=17/-90° 
and 
1 
V17-90° = 1 /-45° = —(1- j) 
N; J 
Therefore 
; 2 „ /j@pMO : A 
Kajl-n zZ -UrDvrfae=arß (78) 
Hence 


a = B = Ynfno 79) 


Regardless of the parameters u and o of the conductor or of the frequency of the 
applied field, « and ß are equal. If we again assume only an E, component traveling 
in the +z direction, then 


Ex = Ewe "Y"IH0 cos (ot — zyYfuo) (80) 


5 It is customary to take €’ = eo for metallic conductors. 
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We may tie this field in the conductor to an external field at the conductor surface. 
We let the region z > 0 be the good conductor and the region z < O be a perfect 
dielectric. At the boundary surface z = 0, (80) becomes 


E, = E,0cos wt (=0) 


This we shall consider as the source field that establishes the fields within the con- 
ductor. Since displacement current is negligible, 


J=oE 


Thus, the conduction current density at any point within the conductor is directly 
related to E: 


J: = oE, = 0 Egne Y SH cos (ot = zynfuo) (81) 


Equations (80) and (81) contain a wealth of information. Considering first the 
negative exponential term, we find an exponential decrease in the conduction current 
density and electric field intensity with penetration into the conductor (away from the 
source). The exponential factor is unity atz = O and decreases to e"! = 0.368 when 

1 
Yr fuo 


This distance is denoted by ö and is termed the depth of penetration, or the skin depth, 


1 el 
vafuo a BB = 


It is an important parameter in describing conductor behavior in electromagnetic 
fields. To get some idea of the magnitude of the skin depth, let us consider copper, 
o =5.8 x 107 S/m, at several different frequencies. We have 
0.066 
dcu = —— 
Vf 
At a power frequency of 60 Hz, öcu = 8.53 mm. Remembering that the power density 
carries an exponential term e”?@, we see that the power density is multiplied by a 
factor of 0.368? = 0.135 for every 8.53 mm of distance into the copper. 

At a microwave frequency of 10,000 MHz, ö is 6.61 x 10°* mm. Stated more 
generally, all fields in a good conductor such as copper are essentially zero at distances 
greater than a few skin depths from the surface. Any current density or electric field 
intensity established at the surface of a good conductor decays rapidly as we progress 
into the conductor. Electromagnetic energy is not transmitted in the interior of a 
conductor; it travels in the region surrounding the conductor, while the conductor 
merely guides the waves. We will consider guided propagation in more detail in 
Chapter 13. 

Suppose we have acopper bus bar in the substation of an electric utility company 
which we wish to have carry large currents, and we therefore select dimensions of 2 
by 4 inches. Then much of the copper is wasted, for the fields are greatly reduced in 
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one skin depth, about 8.5 mm.® A hollow conductor with a wall thickness of about 
12 mm would be a much better design. Although we are applying the results of an 
analysis for an infinite planar conductor to one of finite dimensions, the fields are 
attenuated in the finite-size conductor in a similar (but not identical) fashion. 

The extremely short skin depth at microwave frequencies shows that only the sur- 
face coating ofthe guiding conductor is important. A piece of glass with an evaporated 
silver surface 3 um thick is an excellent conductor at these frequencies. 

Next, let us determine expressions for the velocity and wavelength within a good 
conductor. From (82), we already have 


1 
a=ß=-,-yvnfuo 
Then, as 
B= 2 
zur 
we find the wavelength to be 
A=2nÖö (83) 
Also, recalling that 
[0) 
»=- 
p 
we have 
vn = wö (84) 


For copper at 60 Hz, X = 5.36 cm and v, = 3.22 m/s, or about 7.2 mi/h! A lot of us 
can run faster than that. In free space, of course, a 60 Hz wave has a wavelength of 
3100 mi and travels at the velocity of light. 


Let us again consider wave propagation in water, but this time we will consider 
seawater. The primary difference between seawater and fresh water is of course the 
salt content. Sodium chloride dissociates in water to form Na* and Cl” ions, which, 
being charged, willmove when forced by an electric field. Seawater is thus conductive, 
and so it will attenuate electromagnetic waves by this mechanism. At frequencies 
in the vicinity of 107 Hz and below, the bound charge effects in water discussed 
earlier are negligible, and losses in seawater arise principally from the salt-associated 
conductivity. We consider an incident wave of frequency 1 MHz. We wish to find the 
skin depth, wavelength, and phase velocity. In seawater, o = 4 S/m, and e/ = 81. 


6 This utility company operates at 60 Hz. 
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Solution. We first evaluate the loss tangent, using the given data: 


o 4 
we'  (2r x 100X81)(8.85 x 10-12) 


=-89x1? 1 


Seawater is therefore a good conductor at 1 MHz (and at frequencies lower than this). 
The skin depth is 


1 1 


Yrfuo Ya x 106)(dır x 10=7)(4) 


Now 
\=2nö=1.e6m 
and 
v, = 6 = (2 x 10°)(0.25) = 1.6 x 10° m/sec 


In free space, these values would have been A = 300 m and of course v= c. 

With a 25-cm skin depth, it is obvious that radio frequency communication in 
seawater is quite impractical. Notice, however, that ö varies as 1/,/ f, so that things 
will improve at lower frequencies. For example, if we use a frequency of 10 Hz (in 
the ELF, or extremely low frequency range), the skin depth is increased over that at 
1 MHz by a factor of ‚/ 106/10, so that 


ö(10Hz) = 80m 


The corresponding wavelength is A=2rrd8=500 m. Frequencies in the ELF range 
were used for many years in submarine communications. Signals were transmitted 
from gigantic ground-based antennas (required because the free-space wavelength 
associated with 10 Hz is 3 x 107 m). The signals were then received by submarines, 
from which a suspended wire antenna of length shorter than 500 m is sufficient. The 
drawback is that signal data rates at ELF are slow enough that a single word can 
take several minutes to transmit. Typically, ELF signals would be used to tell the 
submarine to initiate emergency procedures, or to come near the surface in order to 
receive a more detailed message via satellite. 
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We next turn our attention to finding the magnetic field, H,, associated with E,. 
To do so, we need an expression for the intrinsic impedance of a good conductor. We 
begin with Eg. (48), Section 11.2, with €” = o/w, 


Since o > we’, we have 
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which may be written as 


US (143) 


85 
i [X 06 (85) 
Thus, if we write (80) in terms of the skin depth, 
Ex = Ewe "cos (or En s) (86) 
then 
oöEo _- T 
H,= ns cos (oı u - z =) (87) 


and we see that the maximum amplitude of the magnetic field intensity occurs one- 
eighth of a cycle later than the maximum amplitude of the electric field intensity at 
every point. 

From (86) and (87) we may obtain the time-average Poynting vector by applying 
N), 


108E?, 9= T 
Ru x0 ‚—2z/ö 
($;) = RB e cos (7) 


or 


1 
(5) = ZodEne 


We again note that in a distance of one skin depth the power density is only e”? = 
0.135 of its value at the surface. 

The total average power loss ina width0 < y < band lensth0O <x <_Lin 
the direction of the current, as shown in Figure 11.3, is obtained by finding the power 


x 
Perfect Good 
dielectric conductor 


Figure 11.3 The current density J, = 

Joe /de-/?/5 decreases in magnitude as the wave 
propagates into the conductor. The average power 
loss intheregonO <x<L,0O<y<b,z>0Q, 

is $bL U /4or watts. 
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crossing the conductor surface within this area, 


01 2 „22/8 1 2 
Pr= (S,)da = -oödEe dx dy= -oöbLEr 
area 0 0 4 i 2=0 4 i 
In terms of the current density J,o at the surface, 
Jo = oE. 


we have 


1 


In, 8bLJA (88) 


Now let us see what power loss would result if the total current in a width b were 
distributed uniformly in one skin depth. To find the total current, we integrate the 
current density over the infinite depth of the conductor, 


fe) b 
0 0 


I: = Iwe“'? cos (or = s) 


where 


or in complex exponential notation to simplify the integration, 


Js = Ine ei? 


= Ie De 
Therefore, 
[6) b . 
0 Jo 
=: | 
= Jobe1+n2/8 
l+jbo 
= Jıobö 
14+j 
and 


If this current is distributed with a uniform density J’ throughout the cross section 
0<y<b,0<z<ö,then 


Jr nu 
= 8 cos (or = =) 
72 4 
The ohmic power loss per unit volume is J - E, and thus the total instantaneous power 
dissipated in the volume under consideration is 


1 I 
Pu) = -I’bLö = S®bLöcos’ (or _ =) 
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The time-average power loss is easily obtained, since the average value of the cosine- 
squared factor is one-half, 


1 
PL= 2 JobLö (89) 


Comparing (88) and (89), we see that they are identical. Thus the average power 
loss in a conductor with skin effect present may be calculated by assuming that the 
total current is distributed uniformly in one skin depth. In terms of resistance, we may 
say that the resistance of a width b and length Z of an infinitely thick slab with skin 
effect is the same as the resistance of a rectangular slab of width b, length Z, and 
thickness ö without skin effect, or with uniform current distribution. 

We may apply this to a conductor of circular cross section with little error, 
provided that the radius a is much greater than the skin depth. The resistance at 
a high frequency where there is a well-developed skin effect is therefore found by 
considering a slab of width equal to the circumference 2ra and thickness ö. Hence 


IE, IE, 
R =. —— = 
0oS 2rnaoö 


(90) 


A round copper wire of | mm radius and I km length has a resistance at direct 
current of 


z 10° 
 10-6(5.8 x 107) 
At 1 MHz, the skin depth is 0.066 mm. Thus ö6 « a, and the resistance at 1 MHZ is 
found by (90), 


Rae =5480 


10° 
R= 
27 10-3(5.8 x 107)(0.066 x 10-3) 


=41.50 


D11.7. A steel pipe is constructed of a material for which u, = 180 and 
co = 4 x 10% S/m. The two radii are 5 and 7 mm, and the length is 75 m. If 
the total current /(t) carried by the pipe is 8coswr A, where & = 12007 rad/s, 
find: (a) the skin depth; (b) the effective resistance; (c) the dc resistance; (d) 
the time-average power loss. 


Ans. 0.766 mm; 0.557 2; 0.249 0; 17.82 W 


11.5 WAVE POLARIZATION 


In the previous sections, we have treated uniform plane waves in which the electric 
and magnetic field vectors were assumed to lie in fixed directions. Specifically, with 
the wave propagating along the z axis, E was taken to lie along x, which then required 
H to lie along y. This orthogonal relationship between E, H, and S is always true for 
a uniform plane wave. The directions of E and H within the plane perpendicular to a; 
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may change, however, as functions of time and position, depending on how the wave 
was generated or on what type of medium it is propagating through. Thus a complete 
description of an electromagnetic wave would not only include parameters such as 
its wavelength, phase velocity, and power, but also a statement of the instantaneous 
orientation of its field vectors. We define the wave polarization as the time-dependent 
electric field vector orientation at a fixed point in space. A more complete character- 
ization of a wave’s polarization would in fact include specifying the field orientation 
at all points because some waves demonstrate spatial variations in their polarization. 
Specifying only the electric field direction is sufficient, since magnetic field is readily 
found from E using Maxwell’s equations. 

In the waves we have previously studied, E was in a fixed straight orientation for 
alltimes and positions. Such a wave is said to be linearly polarized. We have taken E 
to lie along the x axis, but the field could be oriented in any fixed direction in the xy 
plane and be linearly polarized. For positive z propagation, the wave would in general 
have its electric field phasor expressed as 


E, = (Ex0a; + Eyoa,)e “eP2 (91) 


where E,o and £,, are constant amplitudes along x and y. The magnetic field isreadily 
found by determining its x and y components directly from those of E,. Specifically, 
H, for the wave of Eg. (91) is 


2. E, E, nn: 
H, = [H,0a, + H,oa,] e”e "IP: = [= + “| etteißt (92) 
u n 


N 
The two fields are sketched in Figure 11.4. The figure demonstrates the reason 
for the minus sign in the term involving E,o in Eq. (92). The direction of power flow, 
given by E x H, is in the positive z direction in this case. A component of E in the 


Figure 11.4 Electric and magnetic 
field configuration for a general linearly 
polarized plane wave propagating in 
the forward z direction (out ofthe 
page). Field components correspond 
to those in Egs. (91) and (92). 
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positive y direction would require acomponent of H in the negative x direction—thus 
the minus sign. Using (91) and (92), the power density in the wave is found using (77): 


(8:) 


j 1 . 
zReiE, x HY} = ZRefEoHyylar X a,) + E,oHryla, x au)je 


1 ExoE}, , Exo&jo]| 20: 
= zRe| ru 6 


1 l R 
sel — (|Exol? + |Eyol)e "a, Wim? 


This result demonstrates the idea that our linearly polarized plane wave can be con- 
sidered as two distinct plane waves having x and y polarizations, whose electric fields 
are combining in phase to produce the total E. The same is true for the magnetic field 
components. This is a critical point in understanding wave polarization, in that any 
polarization state can be described in terms of mutually perpendicular components 
of the electric field and their relative phasing. 

We next consider the effect of a phase difference, &, between E,o and E,o, where 
& < n/2. For simplicity, we will consider propagation in a lossless medium. The 
total field in phasor form is 


E, = (Ex0ax + Eyoe Pa,)ef (93) 


Again, to aid in visualization, we convert this wave to real instantaneous form by 
multiplying by e/®' and taking the real part: 


E(z,t) = E,o cos(wt — Bz)a, + Eyo cos(wt — Bz + d)a, (94) 


where we have assumed that E,o and E,o are real. Suppose we set? = 0, in which 
case (94) becomes [using cos(—x) = cos(x)] 


E(z, 0) = E,o cos(ßz)a, + Eyo cos(ßz — B)a, (95) 


The component magnitudes of E(z, 0) are plotted as functions of z in Figure 11.5. 
Since time is fixed at zero, the wave is frozen in position. An observer can move 
along the z axis, measuring the component magnitudes and thus the orientation of the 
total electric field at each point. Let’s consider a crest of E,, indicated as point a in 
Figure 11.5. If & were zero, E, would have a crest at the same location. Since & is 
not zero (and positive), the crest of E, that would otherwise occur at point a is now 
displaced to point b farther down z. The two points are separated by distance &/ß. 
E, thus lags behind E, when we consider the spatial dimension. 

Now suppose the observer stops at some location on the z axis, and time is 
allowed to move forward. Both fields now move in the positive z direction, as (94) 
indicates. But point b reaches the observer first, followed by point a. So we see that 
E,leads E, when we consider the time dimension. In either case (fixed t and varying 
z, or vice versa) the observer notes that the net field rotates about the z axis while 
its magnitude changes. Considering a starting point in z and r, at which the field has 
a given orientation and magnitude, the wave will return to the same orientation and 
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Figure 11.5 Plots of the electric field component magnitudes in Eaq. (95) as 
functions of z. Note that the y component lags behind the x component in z. 
As time increases from zero, both waves travel to the right, as per Ea. (94). 
Thus, to an observer at a fixed location, the y component leads in time. 


magnitude at a distance of one wavelength in z (for fixed r) or atatime t = 2rn/w 
later (at a fixed z). 

For illustration purposes, if we take the length of the field vector as a measure 
of its magnitude, we find that at a fixed position, the tip of the vector traces out the 
shape of an ellipse over time t = 2r/w. The wave is said to be elliptically polarized. 
Elliptical polarization is in fact the most general polarization state of a wave, since 
it encompasses any magnitude and phase difference between E, and E,. Linear 
polarization is a special case of elliptical polarization in which the phase difference 
is zero. 

Another special case of elliptical polarization occurs when E,o = E,o = Eo and 
when & = +#77/2. The wave in this case exhibits circular polarization. To see this, 
we incorporate these restrictions into Eq. (94) to obtain 


E(z,t) = Eolcos(wt — Bz)a, + cos(wt — Bz + m/2)a,] 
= Ev[cos(wt — Bz)a, F sin(wt — Pz)a,] (96) 


If we consider a fixed position along z (such as z = 0) and allow time to vary, (96), 
with & = +17/2, becomes 


E(0, t) = Eo[cos(wt)a, — sin(wr)a,] (97) 


If we choose —r/2 in (96), we obtain 


E(0, 1) = Eo[cos(wr)a, + sin(wr)a,] (98) 


The field vector of Eq. (98) rotates in the counterclockwise direction in the xy plane, 
while maintaining constant amplitude Ey, and so the tip of the vector traces out a 
circle. Figure 11.6 shows this behavior. 
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Figure 11.6 Electric field in the xy plane 
of a right circularly polarized plane wave, 

as described by Eg. (98). As the wave 
propagates in the forward z direction, the 
field vector rotates counterclockwise in the 
xy plane. 


Choosing +7 /2 leads to (97), whose field vector rotates in the clockwise direction. 
The handedness of the circular polarization is associated with the rotation and propa- 
gation directions in the following manner: The wave exhibits left circular polarization 
(l.c.p.) if, when orienting the left hand with the thumb in the direction of propagation, 
the fingers curl in the rotation direction of the field with time. The wave exhibits right 
circular polarization (r.c.p.) if, with the right-hand thumb in the propagation direc- 
tion, the fingers curl in the field rotation direction.’ Thus, with forward z propagation, 
(97) describes a left circularly polarized wave, and (98) describes a right circularly 
polarized wave. The same convention is applied to elliptical polarization, in which 
the descriptions left elliptical polarization and right elliptical polarization are used. 

Using (96), the instantaneous angle of the field from the x direction can be found 
for any position along z through 


0(z,1) = tan! (2) = tan! (Fe) = F(wt — ßz) (99) 


x cos(wt — Bz) 


where again the minus sign (yielding l.c.p. for positive z travel) applies for the choice 
of®& = +/2 in (96); the plus sign (yielding r.c.p. for positive z travel) is used if 


7 This convention is reversed by some workers (most notably in optics) who emphasize the importance 
of the spatial field configuration. Note that r.c.p. by our definition is formed by propagating a spatial 
field that is in the shape of a left-handed screw, and for that reason it is sometimes called left circular 
polarization (see Figure 11.7). Left circular polarization as we define it results from propagating a 
spatial field in the shape of a right-handed screw, and it is called right circular polarization by the 
spatial enthusiasts. Caution is obviously necessary in interpreting what is meant when polarization 
handedness is stated in an unfamiliar text. 
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Figure 11.7 Representation of a right circularly polarized wave. The electric 
field vector (in white) will rotate toward the y axis as the entire wave moves 
through the xy plane in the direction of k. This counterclockwise rotation (when 
looking toward the wave source) satisfies the temporal right-handed rotation 
convention as described in the text. The wave, however, appears as a 
left-handed screw, and for this reason it is called left circular polarization in the 
other convention. 


ö® = —n/2. If we choose z = (0), the angle becomes simply wr, which reaches 2 
(one complete rotation) attime r = 2r/w. If we choose t = O and allow z to vary, we 
form a corkscrew-like field pattern. One way to visualize this is to consider a spiral 
staircase-shaped pattern, in which the field lines (stairsteps) are perpendicular to the z 
(or staircase) axis. The relationship between this spatial field pattern and the resulting 
time behavior at fixed z as the wave propagates is shown in an artist’s conception in 
Figure 11.7. 

The handedness of the polarization is changed by reversing the pitch of the 
corkscrew pattern. The spiral staircase model is only a visualization aid. It must be 
remembered that the wave is still a uniform plane wave whose fields at any position 
along z are infinite in extent over the transverse plane. 

There are many uses of circularly polarized waves. Perhaps the most obvious 
advantage is that reception of a wave having circular polarization does not depend 
on the antenna orientation in the plane normal to the propagation direction. Dipole 
antennas, for example, are required to be oriented along the electric field direction 
of the signal they receive. If circularly polarized signals are transmitted, the receiver 
orientation requirements are relaxed considerably. In optics, circularly polarized light 
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can be passed through a polarizer of any orientation, thus yielding linearly polarized 
light in any direction (although one loses half the original power this way). Other 
uses involve treating linearly polarized light as a superposition of circularly polarized 
waves, to be described next. 

Circularly polarized light can be generated using an anisotropic medium—a 
material whose permittivity is a function of electric field direction. Many crystals 
have this property. A crystal orientation can be found such that along one direction 
(say, the x axis), the permittivity is lowest, while along the orthogonal direction 
(y axis), the permittivity is highest. The strategy is to input a linearly polarized wave 
with its field vector at 45 degrees to the x and y axes of the crystal. It will thus have 
equal-amplitude x and y components in the crystal, and these will now propagate in 
the z direction at different speeds. A phase difference (or retardation) accumulates 
between the components as they propagate, which can reach r/2 ifthe crystal is long 
enough. The wave at the output thus becomes circularly polarized. Such a crystal, cut 
to the right length and used in this manner, is called a quarter-wave plate, since it 
introduces a relative phase shift of r/2 between E, and E,,, which is equivalent to A /4. 

It is useful to express circularly polarized waves in phasor form. To do this, we 
note that (96) can be expressed as 


E(z, 1) = Rel Eye’ e"P*[a, + era]! 


Using the fact that e*’"/? = +j, we identify the phasor form as: 


BD nat ae (100) 


where the plus sign is used for left circular polarization and the minus sign for right 
circular polarization. If the wave propagates in the negative z direction, we have 


E, = Eo(a, + ja,)etP® (101) 


where in this case the positive sign applies to right circular polarization and the minus 
sign to left circular polarization. The student is encouraged to verify this. 


Let us consider the result of superimposing left and right circularly polarized fields 
of the same amplitude, frequency, and propagation direction, but where a phase shift 
of ö radians exists between the two. 


Solution. Taking the waves to propagate in the +z direction, and introducing a 
relative phase, ö, the total phasor field is found, using (100): 


E,r =E,r + E,ı = Eola, — ja,le P? + Eola, + ja,le Pe)? 
Grouping components together, this becomes 
Esr = Eol(1 + e’)a, — j(1- e’Ja,]e”P* 
Factoring out an overall phase term, e°/?, we obtain 


Er = Ee?? Ke? + ea, — je? — e9a,]e-/P: 


CHAPTER 11 The Uniform Plane Wave 


From Euler’s identity, we find that e’®’? + e-?/? = 2cos 6/2, and e’?/? — eJ?/? = 
2j sin ö/2. Using these relations, we obtain 


E,r = 2Eo[cos(ö/2)a, + sin(ö/2)a,]e 9/9 (102) 


We recognize (102) as the electric field of a linearly polarized wave, whose field 
vector is oriented at angle ö/2 from the x axis. 
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Example 11.7 shows that any linearly polarized wave can be expressed as the 
sum of two circularly polarized waves of opposite handedness, where the linear po- 
larization direction is determined by the relative phase difference between the two 
waves. Such a representation is convenient (and necessary) when considering, for 
example, the propagation of linearly polarized light through media which contain 
organic molecules. These often exhibit spiral structures having left- or right-handed 
pitch, and they will thus interact differently with left- or right-hand circular polar- 
ization. As a result, the left circular component can propagate at a different speed 
than the right circular component, and so the two waves will accumulate a phase 
difference as they propagate. As a result, the direction of the linearly polarized field 
vector at the output of the material will differ from the direction that it had at the 
input. The extent of this rotation can be used as a measurement tool to aid in material 
studies. 

Polarization issues will become extremely important when we consider wave 
reflection in Chapter 12. 
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CHAPTER 11 PROBLEMS 


11.1 l Show that E,, = Ae/k2+P) js a solution of the vector Helmholtz equation, 
Eq. (30), for ko = w./uoeo and any & and A. 


11.2! A 10 GHz uniform plane wave propagates in a lossless medium for which 
e, = 8 and u, = 2. Find (a) v,; (b) B; (c) A; (d) E,; (e) H;; (f) (S). 


11.33 AnH field in free space is given as H(x, t) = 10 cos(10°1 — PBx)a, A/m. 
Find (a) ß; (b) A; (c) E(x,r) at P(0.1,0.2,0.3)atr= Ins. 


11.4J Small antennas have low efficiencies (as will be seen in Chapter 14), and the 
efficiency increases with size up to the point at which a critical dimension of 
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11.5] 


11.6] 


11.71 


11.81 


11.9) 


11.10] 


11.11] 
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the antenna is an appreciable fraction of a wavelength, say X/8. (a) An 
antenna that is 12 cm long is operated in air at 1 MHz. What fraction of a 
wavelength long is it? (b) The same antenna is embedded in a ferrite 
material for which e, = 20 and u, = 2, 000. What fraction of a wavelength 
is it now? 


A 150 MHz uniform plane wave in free space is described by H, = 
(4+ j10)(2a, + ja,)e”/P® A/m. (a) Find numerical values for », A, and ß. 
(b) Find H(z,t)att = 1.5ns,z = 20 cm. (c) What is |E|max? 


A uniform plane wave has electric field 

E, = (E,0a, — E;wa,)e”*" e-/P* V /m. The intrinsic impedance of the 
medium is given as n = |n| e/®, where & is a constant phase. (a) Describe 
the wave polarization and state the direction of propagation. (b) Find H,. (c) 
Find E(x, t) and H(x, t). (d) Find < S > in W/m?. (e) Find the 
time-average power in watts that is intercepted by an antenna of rectangular 
cross-section, having width w and height h, suspended parallel to the yz 
plane, and at a distance d from the wave source. 


The phasor magnetic field intensity for a400 MHz uniform plane wave 
propagating in a certain lossless material is (2a, — j5a,)e”’ 25x A/m. 
Knowing that the maximum amplitude of E is 1500 V/m, find ß, n, A, vn, 
€, Ur, and H(x, y,Zz,f). 


An electric field in free space is given in spherical coordinates as 

E,(r) = Eo(r)e”/ ag V/m. (a) Find H,(r) assuming uniform plane wave 
behavior. (b) Find < S >. (c) Express the average outward power in watts 
through a closed spherical shell of radius r, centered at the origin. (d) 
Establish the required functional form of Eo(r) that will enable the power 
flow in part c to be independent of radius. With this condition met, the given 
field becomes that of an isotropic radiator in a lossless medium (radiating 
equal power density in all directions). 


A certain lossless material has u, = 4 and e, = 9. A 10-MHZz uniform plane 
wave is propagating in the a, direction with E,o = 400 V/m and E,o = 

E;o = 0 at P(0.6, 0.6, 0.6) att = 60 ns. Find (a) ß, A, v,, and n; (b) E(y, t); 
(HN). 


In a medium characterized by intrinsic impedance n = |n|e/?, a linearly 
polarized plane wave propagates, with magnetic field given as H, = 
(Hoya, + Hoza;)e **e”/P*. Find (a) E,; (b) Ex, 1); (c) Hix, 1); (d) (S). 


A 2 GHz uniform plane wave has an amplitude E,o = 1.4 kV/m at (0, 0,0, 
t = 0) and is propagating in the a, direction in a medium where €” = 1.6 x 
10-1! F/m, €’ = 3.0 x 10”!! F/m, and u = 2.5 uH/m. Find (a) E, at 
P(0,0,1.8 cm) at 0.2 ns; (b) H, at PatO.2 ns. 


Describe how the attenuation coefficient of a liquid medium, assumed to be 
a good conductor, could be determined through measurement of wavelength 
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in the liquid at a known frequency. What restrictions apply? Could this 
method be used to find the conductivity as well? 


Let jk = 0.2+ j1.5 m! and n = 450 + j60.2 for a uniform plane 
propagating in the a, direction. If = 300 Mrad/s, find u, e’, and €” for the 
medium. 


A certain nonmagnetic material has the material constants e; = 2 and 

€"/E€ =4 x 10°* atw = 1.5 Grad/s. Find the distance a uniform plane 
wave can propagate through the material before (a) it is attenuated by I Np; 
(b) the power level is reduced by one-half; (c) the phase shifts 360°. 


A 10 GHz radar signal may be represented as a uniform plane waveina 
sufficiently small region. Calculate the wavelength in centimeters and the 
attenuation in nepers per meter if the wave is propagating in a nonmagnetic 
material for which (a) e, = l ande’ = 0; (b) e/ = 1.04 and e = 9.00 x 
19% (ei =2sande=72, 


Consider the power dissipation term, [ E : Jdv, in Poynting’s theorem (Eqg. 
(70)). This gives the power lost to heat within a volume into which 
electromagnetic waves enter. The term p4 =E- J is thus the power 
dissipation per unit volume in W/m?. Following the same reasoning that 
resulted in Eq. (77), the time-average power dissipation per volume will be 
< pa >= (1/DRe [E, - 31. (a) Show that in a conducting medium, 
through which a uniform plane wave of amplitude E, propagates in the 
forward z direction, < pa >= (o/ 2)| Eol?e?*?. (b) Confirm this result for 
the special case of a good conductor by using the left hand side of Eq. (70), 
and consider a very small volume. 


Let n = 250 + j30R and jk = 0.2+ j2m! for a uniform plane wave 
propagating in the a, direction in a dielectric having some finite 
conductivity. If |E,| = 400 V/matz = 0, find (a) (S) atz=0andz = 60 
cm; (b) the average ohmic power dissipation in watts per cubic meter at 
z=60cm. 


Given a 100-MHZz uniform plane wave in a medium known to be a good 
dielectric, the phasor electric field is &, = 4e”"-e”/?%a, V/m. Determine 
(a) €’; (b) €”; (c) n; (d) H,; (e) (S); (,f) the power in watts that is incident 
on a rectangular surface measuring 20 m x 30 matz = 10m. 


Perfectly conducting cylinders with radii of 8 mm and 20 mm are coaxial. 
The region between the cylinders is filled with a perfect dielectric for which 
e= 109 /4rr F/m and u, = 1. If E in this region is (500/_) cos(wt — Az)a, 
V/m, find (a) ©, with the help of Maxwell’s equations in cylindrical 
coordinates; (b) H(p,z, rt); (c) (S(p, z, 1)); (d) the average power passing 
through every cross section 8 <o <20 mm, 0 <&d <?2r. 


Voltage breakdown in air at standard temperature and pressure occurs at an 
electric field strength of approximately 3 x 10° V/m. This becomes an issue 
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in some high-power optical experiments, in which tight focusing of light 
may be necessary. Estimate the lightwave power in watts that can be 
focused into a cylindrical beam of 10m radius before breakdown occurs. 
Assume uniform plane wave behavior (although this assumption will 
produce an answer that is higher than the actual number by as much as a 
factor of 2, depending on the actual beam shape). 


The cylindrical shell, lcm< 0 < 1.2 cm, is composed of a conducting 
material for which o = 10° S/m. The external and internal regions are 
nonconducting. Let A, = 2000 A/m at o = 1.2 cm. Find (a)H 
everywhere; (b) E everywhere; (c) (S) everywhere. 


The inner and outer dimensions of a coaxial copper transmission line are 

2 and 7 mm, respectively. Both conductors have thicknesses much greater 
than ö. The dielectric is lossless and the operating frequency is 400 MHz. 
Calculate the resistance per meter length of the (a) inner conductor; 

(b) outer conductor; (c) transmission line. 


A hollow tubular conductor is constructed from a type of brass having a 
conductivity of 1.2 x 10° S/m. The inner and outer radii are 9 and 10 mm, 
respectively. Calculate the resistance per meter length at a frequency of 
(a) dc; (b) 20 MHz; (c) 2 GHz. 


(a) Most microwave ovens operate at 2.45 GHz. Assume thato = 1.2 x 
10° S/m and Yr = 500 for the stainless steel interior, and find the depth of 
penetration. (b) Let E, = 50/0° V/m at the surface of the conductor, and 
plot a curve of the amplitude of E, versus the angle of E, as the field 
propagates into the stainless steel. 


A good conductor is planar in form, and it carries a uniform plane wave that 
has a wavelength of 0.3 mm and a velocity of 3 x 10° m/s. Assuming the 
conductor is nonmagnetic, determine the frequency and the conductivity. 


The dimensions of a certain coaxial transmission line are a = 0.8 mm and 
b = 4 mm. The outer conductor thickness is 0.6 mm, and all conductors 
have o = 1.6 x 107 S/m. (a) Find R, the resistance per unit length at an 
operating frequency of 2.4 GHz. (b) Use information from Sections 6.3 and 
8.10 to find C and Z, the capacitance and inductance per unit length, 
respectively. The coax is air-filled. (c) Find & and ß if 


a+ JB = j®C(R+ joL). 


The planar surface z = 0 is a brass-Teflon interface. Use data available in 
Appendix C to evaluate the following ratios for a uniform plane wave 
having o=4x 10% rad/s: (a) A Tef/Obrass} (b) ATef/Abrass; (c) VTef/ Vbrass- 


A uniform plane wave in free space has electric field vector given by E, = 
10e”JP*a, + 15e”/P*a, V/m. (a) Describe the wave polarization. 

(b) Find H,. (c) Determine the average power density in the wave 

in W/m?. 
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Consider a left circularly polarized wave in free space that propagates in the 
forward z direction. The electric field is given by the appropriate form of 
Eq. (100). Determine (a) the magnetic field phasor, H,; (b) an expression 
for the average power density in the wave in W/m? by direct application of 
Eq. (77). 


In an anisotropic medium, permittivity varies with electric field direction, 
and is a property seen in most crystals. Consider a uniform plane wave 
propagating in the z direction in such a medium, and which enters the 
material with equal field components along the x and y axes. The field 
phasor will take the form: 


E,(z) = Eo(a, + a, e! AP?) ef: 


where Aß = ß, — ß, is the difference in phase constants for waves that are 
linearly polarized in the x and y directions. Find distances into the material 
(in terms of Aß) at which the field is (a) linearly polarized and (b) 
circularly polarized. (c) Assume intrinsic impedance n that is approximately 
constant with field orientation and find H, and<S>. 


A linearly polarized uniform plane wave, propagating in the forward z 
direction, is input to a lossless anisotropic material, in which the dielectric 
constant encountered by waves polarized along y(e,,) differs from that seen 
by waves polarized along x(e,,). Suppose e,, = 2.15, e,, = 2.10, and the 
wave electric field at input is polarized at 45° to the positive x and y axes. 
(a) Determine, in terms of the free space wavelength, X, the shortest length 
of the material, such that the wave, as it emerges from the output, is 
circularly polarized. (b) Will the output wave be right or left circularly 
polarized? Problem 11.30 is good background. 


Suppose that the length of the medium of Problem 11.31 is made to be rwice 
that determined in the problem. Describe the polarization of the output 
wave in this case. 
Given a wave for which E, = 15e"P:a, + 18e”P2e Pa, V/m in amedium 
characterized by complex intrinsic impedance, n (a) find H,; (b) determine 
the average power density in W/m?. 
Given a general elliptically polarized wave as per Eq. (93): 

E, = [E 08; + E,oe!*a,]eP® 


(a) Show, using methods similar to those of Example 11.7, that a linearly 
polarized wave results when superimposing the given field and a phase- 
shifted field of the form: 

E, = [E 20a, + Eye Pa,le Pe 


where ö is a constant. (b) Find ö in terms of & such that the resultant wave is 
linearly polarized along x. 
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CHAPTER 


Plane Wave Reflection 
and Dispersion 


n Chapter 11, we learned how to mathematically represent uniform plane waves 

as functions of frequency, medium properties, and electric field orientation. We 

also learned how to calculate the wave velocity, attenuation, and power. In this 
chapter we consider wave reflection and transmission at planar boundaries between 
different media. Our study will allow any orientation between the wave and boundary 
and will also include the important cases of multiple boundaries. We will also study 
the practical case of waves that carry power over a finite band of frequencies, as 
would occur, for example, in a modulated carrier. We will consider such waves in 
dispersive media, in which some parameter that affects propagation (permittivity for 
example) varies with frequency. The effect of a dispersive medium on a signal is of 
great importance because the signal envelope will change its shape as it propagates. 
As aresult, detection and faithful representation of the original signal at the receiving 
end become problematic. Consequently, dispersion and attenuation must both be 
evaluated when establishing maximum allowable transmission distances. # 


12.1 REFLECTION OF UNIFORM PLANE 
WAVES AT NORMAL INCIDENCE 


We first consider the phenomenon of reflection which occurs when a uniform plane 
wave isincident on the boundary between regions composed of two different materials. 
The treatment is specialized to the case of normal incidence—in which the wave 
propagation direction is perpendicular to the boundary. In later sections, we remove 
this restriction. Expressions will be found for the wave that is reflected from the inter- 
face and for that which is transmitted from one region into the other. These results are 
directly related to impedance-matching problems in ordinary transmission lines, as 
we have already encountered in Chapter 10. They are also applicable to waveguides, 
which we will study in Chapter 13. 
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Region 1 Region 2 

ion x ou 

An€);€ı Une, & 
+ gr+ 
E),H} 


Incident wave 
+ gr+ 
E;, H; 
Transmitted wave 


E,,.H, 


Reflected wave 


Figure 12.1 A plane wave incident 
on a boundary establishes reflected and 
transmitted waves having the indicated 
propagation directions. All fields are 
parallel to the boundary, with electric 
fields along x and magnetic fields 

along y. 


We again assume that we have only a single vector component of the electric field 
intensity. Referring to Figure 12.1, we define region 1 (eı, 111) as the half-space for 
which z < 0; region 2 (&, 4») is the half-space for which z > O. Initially we establish 
a wave in region 1, traveling in the +z direction, and linearly polarized along x. 


Ei, 2) = Eine "* cos(ot — Pız) 


In phasor form, this is 
E,,(@) = E}j0€ ar d) 


where we take E},, as real. The subscript 1 identifies the region, and the superscript + 
indicates a positively traveling wave. Associated with E 2) is a magnetic field in 
the y direction, 


H,,@) = er; Ei Zu (2) 


where k, and n are complex unless e/ he c,) is zero. This uniform plane wave in 
region 1 that is traveling toward the boundary surface atz = O is called the incident 
wave. Since the direction of propagation of the incident wave is perpendicular to the 
boundary plane, we describe it as normal incidence. 

We now recognize that energy may be transmitted across the boundary surface at 
z = O into region 2 by providing a wave moving in the +z direction in that medium. 
The phasor electric and magnetic fields for this wave are 


E}oQ@) = E 0 3) 


1 ie 
Hy.) = —Eige * (4) 
ö m2 
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This wave, which moves away from the boundary surface into region 2, is called the 
transmitted wave. Note the use of the different propagation constant ka and intrinsic 
impedance m. 

Now we must satisfy the boundary conditions atz = 0 with these assumed fields. 
With E polarized along x, the field is tangent to the interface, and therefore the E 
fields in regions Il and 2 must be equal at z = 0. Setting z = O in (1) and (3) would 
require that E}jo = E50. H, being y-directed, is also a tangential field, and must be 
continuous across the boundary (no current sheets are present in real media). When 
we letz = 0 in (2) and (4), we find that we must have Eon = Er: Since 
Eis = Ein then 71 = m. But this is a very special condition that does not fit the 
facts in general, and we are therefore unable to satisfy the boundary conditions with 
only an incident and a transmitted wave. We require a wave traveling away from the 
boundary in region 1, as shown in Figure 12.1; this is the reflected wave, 


CE (5) 
E10 ik: 
Hud==_ et (6) 
m 
where E_|,, may be a complex quantity. Because this field is traveling in the —z 
direction, E,,; = —n1H,,, for the Poynting vector shows that E), x H, must be in 


the —a; direction. 

The boundary conditions are now easily satisfied, and in the process the ampli- 
tudes of the transmitted and reflected waves may be found in terms of 2 The total 
electric field intensity is continuous atz = (0), 


Exsı = Ers2 = 0) 


or 
Eu +tEmn=En @=0 
Therefore 
Er0 + Erin = Ei (N 
Furthermore, 
Hysı = Hys2 (z=0) 
or 


and therefore 


= (8) 


Solving (8) for En and substituting into (7), we find 


+ ei 72 wa N2: 
Erio re Eo = m Erio u m Eo 
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or 
= mM 
3 
x10 x10 mH+p 
The ratio of the amplitudes of the reflected and incident electric fields defines the 
reflection coefficient, designated by T', 


E,, _ ; 
2 = 22 = >= [Pjeit 9) 
Erio mtn 


It is evident that as n, or n2 may be complex, T' will also be complex, and so we 
include a reflective phase shift, &. The interpretation of Eq. (9) is identical to that 
used with transmission lines [Egq. (73), Chapter 10]. 

The relative amplitude of the transmitted electric field intensity is found by 
combining (9) and (7) to yield the transmission coefficient, T, 


m Ei: e 22 
a n+m 


=1+T = |rtje (10) 


whose form and interpretation are consistent with the usage in transmission lines 
[Eq. (75), Chapter 10]. 

Let us see how these results may be applied to several special cases. We first let 
region 1 be a perfect dielectric and region 2 be a perfect conductor. Then we apply 
Eq. (48), Chapter 11, with & = 02/w, obtaining 


Jona 
m= | =0 
n+ Jwe 


in which zero is obtained since oa — x. Therefore, from (10), 
El 


No time-varying fields can exist in the perfect conductor. An alternate way of looking 
at this is to note that the skin depth is zero. 
Because 7 = 0, Egq. (9) shows that 


T=-1 
and 
E}io =-E;,1o 


The incident and reflected fields are of equal amplitude, and so all the incident 
energy is reflected by the perfect conductor. The fact that the two fields are of opposite 
sign indicates that at the boundary (or at the moment of reflection), the reflected field 
is shifted in phase by 180° relative to the incident field. The total E field in region 1 is 


Exsı = Era FE 


— Et zJPır _ Er. „Ihr 
= Eye Erioe® 
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where we have let jkı = 0 + jPßı in the perfect dielectric. These terms may be 
combined and simplified, 


Ezs1 — (e/Pı2 — e/Pız) Eis 
= - 2 sin(ßız) E}o (1) 


Multiplying (11) by e’®' and taking the real part, we obtain the real instantaneous 
form: 


Ex, 1) = 2E+ , sin(ß1z) sin(or) (12) 


We recognize this total field in region 1 as a standing wave, obtained by combining 
two waves of equal amplitude traveling in opposite directions. We first encountered 
standing waves in transmission lines, but in the form of counterpropagating voltage 
waves (see Example 10.1). 

Again, we compare the form of (12) to that of the incident wave, 


Eu, 2) = Ein cos(wt — Bız) (13) 


Here we see the term ot — ßız or w(t — z/v,ı), which characterizes a wave traveling 
in the +2 direction at a velocity v,ı = w/Pßı. In (12), however, the factors involving 
time and distance are separate trigonometric terms. Whenever wt = mr, E,ı is zero 
at all positions. On the other hand, spatial nulls in the standing wave pattern occur 
for all times wherever ßız = mzr, which in turn occurs when m = (0, +1, #2, ...). 
In such cases, 


2n 
. = MT 
and the null locations occur at 
Aı 
z= Mm 


Thus Z,ı = Oatthe boundary z = 0 and at every half-wavelength from the boundary 
in region 1l,z < 0, as illustrated in Figure 12.2. 
Because EB, =n HA, and EZ), = m H, 


yet the magnetic field is 


E*+ 
Hysı — _x10 (e/Prr + e JPı2) 
Un 
or 


E+ 
Hu, =2— 


cos(ßız) cos(wr) (14) 


This is also a standing wave, but it shows a maximum amplitude at the positions 
where E,] = 0. It is also 90° out of time phase with E,; everywhere. As a result, the 
average power as determined through the Poynting vector [Eq. (77), Chapter 11] is 
zero in the forward and backward directions. 

Let us now consider perfect dielectrics in both regions 1 and 2; nı and 2 are 
both real positive quantities and &; = & = 0. Equation (9) enables us to calculate 
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Figure 12.2 The instantaneous values of the total field F,ı are shown at 
t=n/2. Ex =0O for all time at multiples of one half-wavelength from the 
conducting surface. 


the reflection coefficient and find £, in terms of the incident field ER Knowing E, 
and E,,, we then find A, A and H,\- In region 2, E5 is found from (10), and this then 
determines A ae 


As anumerical example we select 


= 102% 
= 3002 
Eis = 100 V/m 
and calculate values for the incident, reflected, and transmitted waves. 


Solution. The reflection coefficient is 


300 — 100 
300 +100 


and thus 


Ey = 50 V/im 
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The magnetic field intensities are 
100 


u 50 
Ho = 100 = —0.50 A/m 


Using Egq. (77) from Chapter 11, we find that the magnitude of the average incident 
power density is 


j 
—E} Ayo = 50 Wim? 


(Si) = 5 


1 
„RelE, x H}}| = 


The average reflected power density is 


(Sir) —— 
In region 2, using (10), 


1 
5 Erio Hyio = 12:5 W/m? 


Ei TE 0 Vin 
and 
150 
+ 
H 20 — 300 
Therefore, the average power density that is transmitted through the boundary into 
region 2 is 


= 0.500 A/m 


1 + 2 
(9) = > Ein Hy = = 37.5 W/m 


We may check and confirm the power conservation requirement: 


(Si) = (Sır) + (S2) 


A general rule on the transfer of power through reflection and transmission can 
be formulated. We consider the same field vector and interface orientations as before, 
but allow for the case of complex impedances. For the incident power density, we have 


1 ed a 
(Si) = 5Re{Er. Ay} = = zRe| Ein. Ein] = = zre| -| El” 


The reflected power density is then 


xslysl 


1 _ 1 1 1 
(Sır) = -ZRefE,, H,,} = green .r" Ei | = Re e|-- -etal In? 


We thus find the general relation between the reflected and incident power: 


Sale (15) 


In a similar way, we find the transmitted power density: 


1 1 1 1 1 
(S2) = -Re{E},H,55} = Rei tEho—t"Eijog = „Re = lEhol Ir? 
2 - 2 N, 2 75 
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and so we see that the incident and transmitted power densities are related through 


* 2 * 
u (FE = “) es) 0) 
Re{1/nt} n+n 


Equation (16) is a relatively complicated way to calculate the transmitted power, 
unless the impedances are real. It is easier to take advantage of energy conservation 
by noting that whatever power is not reflected must be transmitted. Eq. (15) can be used 
to find 


m 
m 


(52) 81) = 


(8) = (1 - |ITPXSı) (17) 


As would be expected (and which must be true), Eq. (17) can also be derived from 
Eg. (16). 


D12.1. A 1-MHz uniform plane wave is normally incident onto a freshwater 
lake (€) = 78, €” = 0, u, = 1). Determine the fraction of the incident power 
that is (a) reflected and (b) transmitted. (c) Determine the amplitude of the 
electric field that is transmitted into the lake. 


Ans. 0.63; 0.37; 0.20 V/m 


12.2 STANDING WAVE RATIO 


In cases where |T'| < 1, some energy is transmitted into the second region and some is 
reflected. Region 1 therefore supports a field that is composed of both a traveling wave 
and a standing wave. We encountered this situation previously in transmission lines, in 
which partial reflection occurs atthe load. Measurements of the voltage standing wave 
ratio and the locations of voltage minima or maxima enabled the determination of an 
unknown load impedance or established the extent to which the load impedance was 
matched to that of the line (Section 10.10). Similar measurements can be performed 
on the field amplitudes in plane wave reflection. 

Using the same fields investigated in the previous section, we combine the in- 
cident and reflected electric field intensities. Medium 1 is assumed to be a perfect 
dielectric (| = 0), but region 2 may be any material. The total electric field phasor 
in region 1 will be 


Eyır = Ei + Ei = Eiie Pi + DEI gef"? (18) 
where the reflection coefficient is as expressed in (9): 


= N2—n1 _ IT]e/® 
mtn 
We allow for the possibility of acomplex reflection coefficient by including its phase, 
&. This is necessary because although nı is real and positive for a lossless medium, 
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2 will in general be complex. Additionally, if region 2 is a perfect conductor, n2 is 
zero, and so & is equal to r; if a is real and less than 1, & is also equal to ; and if 
n. is real and greater than n1, & is zero. 

Incorporating the phase of T' into (18), the total field in region 1 becomes 


Exır = (ef + Me E (19) 


The maximum and minimum field amplitudes in (19) are z-dependent and are subject 
to measurement. Their ratio, as found for voltage amplitudes in transmission lines 
(Section 10.10), is the standing wave ratio, denoted by s. We have a maximum when 
each term in the larger parentheses in (19) has the same phase angle; so, for E}, 
positive and real, 


[Exır Imax = (1+ ITDEJo (20) 
and this occurs where 
—Bız = Pız +d + 2mn (m =0, +1, +2,...) (21) 
Therefore 
Zmax = nn +2mr) (22) 
2ßı 


Note that an electric field maximum is located at the boundary plane (z = 0) if® = 0; 
moreover, ® = 0 when T' is real and positive. This occurs for real n; and 72 when 
m > nı. Thus there is a field maximum at the boundary surface when the intrinsic 
impedance of region 2 is greater than that of region 1 and both impedances are real. 
With & = 0, maxima also occur at zu = mr /ßı = —mi1/2. 

For the perfect conductor &® = x, and these maxima are found at zmax = —TT/ 
(2ß1), -37/(2P1), Or Zmax = —A1/4, —311/4, and so forth. 

The minima must occur where the phase angles of the two terms in the larger 
parentheses in (19) differ by 180°, thus 


[Exit Imin = (1 — ITNEJo (23) 
and this occurs where 
—-Bız = Pız t+$+n + 2mn (m =0, #1, +#2,...) (24) 
or 
Zmin = u +@2m+1)r) (25) 
2Pı 


The minima are separated by multiples of one half-wavelength (as are the maxima), 
and for the perfect conductor the first minimum occurs when —ßız = 0, or at the 
conducting surface. In general, an electric field minimum is found atz = 0 whenever 
d = 7; this occurs if na < nı and both are real. The results are mathematically 
identical to those found for the transmission line study in Section 10.10. Figure 10.6 
in that chapter provides a visualization. 
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Further insights can be obtained by working with Eq. (19) and rewriting it in real 
instantaneous form. The steps are identical to those taken in Chapter 10, Egqs. (81) 
through (84). We find the total field in region 1 to be 


Er, 1) = (1 - TIEF 0 cos(wt — Bız) 
I 
traveling wave 
+21 TIEF cos(Bız + $/2) cos(wr + 6/2) (26) 
eg 


standing wave 


The field expressed in Eq. (26) is the sum of a traveling wave of amplitude 
(1- |TD)E}, and a standing wave having amplitude 2|T'|E},,. The portion of the in- 
cident wave that reflects and back-propagates in region 1 interferes with an equivalent 
portion of the incident wave to form a standing wave. The rest of the incident wave 
(that does not interfere) is the traveling wave part of (26). The maximum amplitude 
observed in region 1 is found where the amplitudes of the two terms in (26) add 
directly to give (1 + |T|)E};,. The minimum amplitude is found where the standing 
wave achieves a null, leaving only the traveling wave amplitude of (1— |T|)E},,. The 
fact that the two terms in (26) combine in this way with the proper phasing can be 
confirmed by substituting Zmax and Zmin, as given by (22) and (25). 


To illustrate some of these results, let us consider a 100-V/m, 3-GHz wave that is 
propagating in a material having e/, = 4, u,ı = 1, and e/ = 0. The wave is normally 
incident on another perfect dielectric in region 2, z > 0, where €, =9andun=|1 
(Figure 12.3). We seek the locations of the maxima and minima ofE. 


Dielectric 1 Dielectric 2 
&ı Hu = le, =0 a Ihr ben 0 


Es, = 100e 7 


xsl 


Figure 12.3 An incident wave, Ey, = 
100e/*0r2 \//m, is reflected with a reflection 
coefficient T = —0.2. Dielectric 2 is infinitely thick. 
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Solution. We calculate ® = 6n x 10° rad/s, Bı = w/mieı = 40n rad/m, and 
Pr = w,/u2e2 = 60r rad/m. Although the wavelength would be 10 cm in air, 
we find here that Xı = 2r/ßı = 5 cm, da = 2r/ = 3.33 cm, nı = 607 2, 
72 = 407 2, and = (m — nı)/(n2 + m) = —0.2. Because I’ is real and negative 
(72 < nı), there will be a minimum of the electric field at the boundary, and it will be 
repeated at half-wavelength (2.5 cm) intervals in dielectric 1. From (23), we see that 
|Exır Imin = 80 V/m. 

Maxima of E are found at distances of 1.25, 3.75, 6.25,...cm from z = 0. 
These maxima all have amplitudes of 120 V/m, as predicted by (20). 

There are no maxima or minima in region 2 because there is no reflected wave 
there. 


The ratio of the maximum to minimum amplitudes is the standing wave ratio: 


wi |Exır max er ES: IT 


= = (27) 
|Ex17 |min = IT| 


Because |T| < 1, s is always positive and greater than or equal to unity. For the 
preceding example, 


141-002) 12_ 


- = 2 
T=j-02] 08 


N 


If |T] = 1, the reflected and incident amplitudes are equal, all the incident energy 
is reflected, and s is infinite. Planes separated by multiples of A |/2 can be found on 
which E,ı is zero at all times. Midway between these planes, E,ı has a maximum 
amplitude twice that of the incident wave. 

If nm = nı, then T = 0, no energy is reflected, and s = 1; the maximum and 
minimum amplitudes are equal. 

If one-half the incident power is reflected, |T|? = 0.5, |T| = 0.707, and s = 5.83. 


D12.2. What value of s results when T = +1/2? 
Ans. 3 


Because the standing wave ratio is a ratio of amplitudes, the relative amplitudes, 
as measured by a probe, permit its use to determine s experimentally. 


A uniform plane wave in air partially reflects from the surface of a material whose 
properties are unknown. Measurements of the electric field in the region in front of the 
interface yield a 1.5-m spacing between maxima, with the first maximum occurring 
0.75 m from the interface. A standing wave ratio of 5 is measured. Determine the 
intrinsic impedance, n,, of the unknown material. 
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Solution. The 1.5 m spacing between maxima is A/2, which implies that a wave- 
length is 3.0 m, or f = 100 MHz. The first maximum at 0.75 m is thus at a distance 
of X /4 from the interface, which means that a field minimum occurs at the boundary. 
Thus T' will be real and negative. We use (27) to write 


s=-1I 5=1 2 


IT| = = _ 
s+tl 5+1 3 
So 
2 u 
fear 
3 Nu Zu no 
which we solve for n, to obtain 
1 377 


„= -m = —- = 715409 
wm 


12.3 WAVE REFLECTION FROM 
MULTIPLE INTERFACES 


So far we have treated the reflection of waves at the single boundary that occurs be- 
tween semi-infinite media. In this section, we consider wave reflection from materials 
that are finite in extent, such that we must consider the effect of the front and back 
surfaces. Such a two-interface problem would occur, for example, for light incident 
on a flat piece of glass. Additional interfaces are present if the glass is coated with 
one or more layers of dielectric material for the purpose (as we will see) of reducing 
reflections. Such problems in which more than one interface is involved are frequently 
encountered; single-interface problems are in fact more the exception than the rule. 

Consider the general situation shown in Figure 12.4, in which a uniform plane 
wave propagating in the forward z direction is normally incident from the left onto 
the interface between regions 1 and 2; these have intrinsic impedances n| and 2. A 
third region of impedance n3 lies beyond region 2, and so a second interface exists 
between regions 2 and 3. We let the second interface location occur atz = 0, and so 
all positions to the left will be described by values of z that are negative. The width 
of the second region is /, so the first interface will occur at position z = —1. 

When the incident wave reaches the first interface, events occur as follows: A 
portion of the wave reflects, while the remainder is transmitted, to propagate toward 
the second interface. There, a portion is transmitted into region 3, while the rest 
reflects and returns to the first interface; there it is again partially reflected. This 
reflected wave then combines with additional transmitted energy from region 1, and 
the process repeats. We thus have a complicated sequence of multiple reflections 
that occur within region 2, with partial transmission at each bounce. To analyze the 
situation in this way would involve keeping track of a very large number ofreflections; 
this would be necessary when studying the transient phase of the process, where the 
incident wave first encounters the interfaces. 

If the incident wave is left on for all time, however, a steady-state situation is 
eventually reached, in which (1) an overall fraction of the incident wave is reflected 
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N Mm N3 


Incident 


energy 


Figure 12.4 Basic two-interface problem, in 
which the impedances of regions 2 and 3, along with 
the finite thickness of region 2, are accounted for in 
the input impedance at the front surface, nin. 


from the two-interface configuration and back-propagates in region 1 with a definite 
amplitude and phase; (2) an overall fraction of the incident wave is transmitted through 
the two interfaces and forward-propagates in the third region; (3) anet backward wave 
exists in region 2, consisting of all reflected waves from the second interface; and 
(4) anet forward wave exists in region 2, which is the superposition of the transmitted 
wave through the first interface and all waves in region 2 that have reflected from 
the first interface and are now forward-propagating. The effect of combining many 
co-propagating waves in this way is to establish a single wave which has a definite 
amplitude and phase, determined through the sums of the amplitudes and phases of all 
the component waves. In steady state, we thus have a total of five waves to consider. 
These are the incident and net reflected waves in region 1, the net transmitted wave 
in region 3, and the two counterpropagating waves in region 2. 

The situation is analyzed in the same manner as that used in the analysis of 
finite-length transmission lines (Section 10.11). Let us assume that all regions are 
composed of lossless media, and consider the two waves in region 2. If we take these 
as x-polarized, their electric fields combine to yield 


Exs2 = E56 Ber + E0 ea (28a) 
where $ = w,/e,2/c, and where the amplitudes, En and Z,,., are complex. The 
y-polarized magnetic field is similarly written, using complex amplitudes: 

Bos=H ee (285) 
We now note that the forward and backward electric field amplitudes in region 2 are 
related through the reflection coefficient at the second interface, T'33, where 
_ Bm 


T’23 
n3+m 


(29) 
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We thus have 
Ei = T3Er0 (30) 


We then write the magnetic field amplitudes in terms of electric field amplitudes 
through 


Ah Ein (31a) 
i 72 
and 
u 1... _ 1 L 
H 50 = en = = 12Exn (315) 


We now define the wave impedance, n,,, as the z-dependent ratio of the total elec- 
tric field to the total magnetic field. In region 2, this becomes, using (28a) and (285), 
ee Ersa _ Eine Pr + Erpoe Pr 
w(z) = — : _ = 
” A,s2 Hysge Pr? + HzoelPr 


Then, using (30), (31a), and (315), we obtain 


eißz 4 Tgeißrz 
e-Jjp2 — Taz3eJP22 


ma) = m | 


Now, using (29) and Euler’s identity, we have 
(n3 + n2)(cos Paz — j sin B2z) + (n3 — n2)(cos Paz + j sin B2z) 
(n3 + n2)(cos Paz — j sin B2z) — (n3 — m2)(cos B2z + j sin B2z) 
This is easily simplified to yield 


WA) = x 


n3 cos Baz — jm sin Paz 
w@)=m ——. (32) 

n2 cos Baz — ns sin Baz 
We now use the wave impedance in region 2 to solve our reflection problem. Of 
interest to us is the net reflected wave amplitude at the first interface. Since tangential 


E and H are continuous across the boundary, we have 


EutEs-En =D (33a) 


x 


and 


Hıt+Hsı=Hn 0 @=-D (33b) 
Then, in analogy to (7) and (8), we may write 
E}io + Esio = Exsal = 1) (34a) 
and 
Ey1o _ Ex _ Ein = 0) (34b) 
m m w(=1) 


where E*,, and E/, are the amplitudes of the incident and reflected fields. We call 
nw(—1) the input impedance, n;„, to the two-interface combination. We now solve 
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(34a) and (34) together, eliminating E,,>, to obtain 


id An 
an ST N N (35) 
E7ıo Nin + m 
To find the input impedance, we evaluate (32) atz = —I, resulting in 


n3 cos Bal + jn2 sin Pal 
z 72 cos ßal + jns3 sin Pal 


Nin—N (36) 


Equations (35) and (36) are general results that enable us to calculate the net reflected 
wave amplitude and phase from two parallel interfaces between lossless media.' 
Note the dependence on the interface spacing, !, and on the wavelength as measured 
in region 2, characterized by ß>. Of immediate importance to us is the fraction of the 
incident power that reflects from the dual interface and back-propagates in region 1. 
As we found earlier, this fraction will be |T']?. Also of interest is the transmitted 
power, which propagates away from the second interface in region 3. It is simply the 
remaining power fraction, which is 1 — |T|?. The power in region 2 stays constant 
in steady state; power leaves that region to form the reflected and transmitted waves, 
but is immediately replenished by the incident wave. We have already encountered 
an analogous situation involving cascaded transmission lines, which culminated in 
Eq. (101) in Chapter 10. 

An important result of situations involving two interfaces is that it is possible to 
achieve total transmission in certain cases. From (35), we see that total transmission 
occurs when T' = 0, or when nn = nı. In this case, as in transmission lines, we say 
that the input impedance is matched to that of the incident medium. There are a few 
methods of accomplishing this. 

Asa start, suppose that n3 = nı, and region 2 is of such thickness that 2! = mrr, 
where m is an integer. Now ß2 = 27 /Aa, where A; is the wavelength as measured in 
region 2. Therefore 


2n 
—[= mn 
Aa 
or 
2 (37) 


With 2! = mzr, the second region thickness is an integer multiple of half-wavelengths 
as measured in that medium. Equation (36) now reduces to nn = n3. Thus the general 
effect of a multiple half-wave thickness is to render the second region immaterial to 


! For convenience, (34a) and (34b) have been written for a specific time at which the incident wave 
amplitude, E}o occurs atz = —1. This establishes a zero-phase reference at the front interface for the 
incident wave, and so it is from this reference that the reflected wave phase is determined. Equivalently, 
we have repositioned the z = 0 point at the front interface. Eq. (36) allows this because it is only a 
function of the interface spacing, !. 
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the results on reflection and transmission. Equivalently, we have a single-interface 
problem involving nı and n3. Now, with 73 = nı, wehave a matched input impedance, 
and there is no net reflected wave. This method of choosing the region 2 thickness is 
known as half-wave matching. Its applications include, for example, antenna housings 
on airplanes known as radomes, which form a part of the fuselage. The antenna, 
inside the aircraft, can transmit and receive through this layer, which can be shaped to 
enable good aerodynamic characteristics. Note that the half-wave matching condition 
no longer applies as we deviate from the wavelength that satisfies it. When this is 
done, the device reflectivity increases (with increased wavelength deviation), so it 
ultimately acts as a bandpass filter. 

Often, it is convenient to express the dielectric constant of the medium through 
the refractive index (or just index), n, defined as 


n= Je (38) 


Characterizing materials by their refractive indices is primarily done at optical fre- 
quencies (on the order of 10!* Hz), whereas at much lower frequencies, a dielectric 
constant is traditionally specified. Since e, is complex in lossy media, the index will 
also be complex. Rather than complicate the situation in this way, we will restrict 
our use of the refractive index to cases involving lossless media, having e” = 0, and 
Kr = 1. Under lossless conditions, we may write the plane wave phase constant and 
the material intrinsic impedance in terms of the index through 


@ 


Done (39) 


c 


1 /w _ m 
ae 40 
n Teen (40) 


Finally, the phase velocity and wavelength in a material of index n are 


and 


„=- (41) 


and 


Pe (42) 


where Ao is the wavelength in free space. It is obviously important not to confuse 
the index n with the similar-appearing Greek n (intrinsic impedance), which has an 
entirely different meaning. 

Another application, typically seen in optics, is the Fabry-Perot interferometer. 
This, in its simplest form, consists of a single block of glass or other transparent 
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material of index n, whose thickness, /, is set to transmit wavelengths which satisfy 
the condition A = Ao/n = 2l/m. Often we want to transmit only one wavelength, 
not several, as (37) would allow. We would therefore like to assure that adjacent 
wavelengths that are passed through the device are separated as far as possible, so 
that only one will lie within the input power spectrum. In terms of wavelength as 
measured in the material, this separation is in general given by 

21 2l 21 . 2 


Am-1 = Am = Ad, = m-—1 m = m(m — 1) u m? 


Note that m is the number of half-wavelengths in region 2, orm = 21/X = 2nl/Ao, 
where Ao is the desired free-space wavelength for transmission. Thus 


Ion 
Al = — 43 
eu en 
In terms of wavelength measured in free space, this becomes 
Am 
Akypo =nAk, = — 43b 
u Ze (435) 


AA ro Is known as the free spectral range of the Fabry-Perot interferometer in terms 
of free-space wavelength separation. The interferometer can be used as a narrow- 
band filter (transmitting a desired wavelength and a narrow spectrum around this 
wavelength) if the spectrum to be filtered is narrower than the free spectral range. 


Suppose we wish to filter an optical spectrum of full width AX,o = 50 nm (measured 
in free space), whose center wavelength, Xo, is in the red part of the visible spectrum 
at 600 nm, where one nm (nanometer) is 10” m. A Fabry-Perot filter is to be used, 
consisting of a lossless glass plate in air, having refractive index n = 1.45. We need 
to find the required range of glass thicknesses such that multiple wavelength orders 
will not be transmitted. 


Solution. We require that the free spectral range be greater than the optical spectral 
width, or AX yo > AA,. Using (435) 

Am 
2nAA,o 


l< 


So 
600? 
= en 
2(1.45)(50) 


where lm (micrometer) = 10° m. Fabricating a glass plate of this thickness or less 
is somewhat ridiculous to contemplate. Instead, what is often used is an airspace of 
thickness on this order, between two thick plates whose surfaces on the sides opposite 
the airspace are antireflection coated. This is in fact a more versatile configuration 
because the wavelength to be transmitted (and the free spectral range) can be adjusted 
by varying the plate separation. 


= 2.5 x 10°’nm = 2.5 um 
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Next, we remove the restriction 7; = n3 and look for a way to produce zero 
reflection. Returning to Eq. (36), suppose we set fl = (2m — 1)m/2, or an odd 
multiple of m/2. This means that 


Tem ei, 
— | = (2m — ))— m=1,2,3,... 
» 2 


or 


I=(@m- 2 (4) 


The thickness is an odd multiple of a quarter-wavelength as measured in region 2. 
Under this condition, (36) reduces to 
n 
Min = — (45) 
3 
Typically, we choose the second region impedance to allow matching between given 


impedances n| and n3. To achieve total transmission, we require that 7n = n1, so that 
the required second region impedance becomes 


72 = ynın3 (46) 


With the conditions given by (44) and (46) satisfied, we have performed quarter-wave 
matching. The design of antireflective coatings for optical devices is based on this 
principle. 


We wish to coat a glass surface with an appropriate dielectric layer to provide total 
transmission from air to the glass at a free-space wavelength of 570 nm. The glass 
has refractive index n3 = 1.45. Determine the required index for the coating and its 
minimum thickness. 


Solution. The known impedances are nı = 377 and n3 = 377/1.45 = 260.2. 


Using (46) we have 
m = v (377)(260) = 313 2 


The index of region 2 will then be 


De Rn 
=) 


The wavelength in region 2 will be 


570 
ia = — = 475nm 
1.20 


The minimum thickness of the dielectric layer is then 


Ay 
l= er = 119nm = 0.119 um 
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Figure 12.5 A three-interface problem in which input 
impedance nın,a Is transformed back to the front interface 
to form input impedance nin.b- 


The procedure in this section for evaluating wave reflection has involved calcu- 
lating an effective impedance at the first interface, n;„, which is expressed in terms of 
the impedances that lie beyond the front surface. This process of impedance trans- 
formation is more apparent when we consider problems involving more than two 
interfaces. 

For example, consider the three-interface situation shown in Figure 12.5, where 
a wave is incident from the left in region 1. We wish to determine the fraction of the 
incident power that is reflected and back-propagates in region 1 and the fraction ofthe 
incident power that is transmitted into region 4. To do this, we need to find the input 
impedance at the front surface (the interface between regions 1 and 2). We start by 
transforming the impedance of region 4 to form the input impedance at the boundary 
between regions 2 and 3. This is shown as nn,» in Figure 12.5. Using (36), we have 


n4 COS Baly + Jm sin Pal, 
Nin,b = n3 — (47) 
n3 cos B3l, + jna sin Bzl, 


We have now effectively reduced the situation to a two-interface problem in which 
Nin,» 1S the impedance of all that lies beyond the second interface. The input impedance 
at the front interface, n]n.a, 15 now found by transforming 7jn,» as follows: 


Nin,b COS Bala + jm2 sin Balı 
2 > - 
n2 cos Bala + JNin,» sin Bala 


(48) 


Nina = N 


The reflected power fraction is now |T'|?, where 


_ Nin,a = Mı 
Nin,a nn n1 


r 
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The fraction of the power transmitted into region 4 is, as before, 1 — |T' ?. The method 
of impedance transformation can be applied in this manner to any number of inter- 
faces. The process, although tedious, is easily handled by a computer. 

The motivation for using multiple layers to reduce reflection is that the resulting 
structure is less sensitive to deviations from the design wavelength if the impedances 
(or refractive indices) are arranged to progressively increase or decrease from layer to 
layer. For multiple layers to antireflection coat a camera lens, for example, the layer 
on the lens surface would be of impedance very close to that of the glass. Subsequent 
layers are given progressively higher impedances. With a large number of layers 
fabricated in this way, the situation begins to approach (but never reaches) the ideal 
case, in which the top layer impedance matches that of air, while the impedances 
of deeper layers continuously decrease until reaching the value of the glass surface. 
With this continuously varying impedance, there is no surface from which to reflect, 
and so light of any wavelength is totally transmitted. Multilayer coatings designed in 
this way produce excellent broadband transmission characteristics. 


D12.3. A uniform plane wave in air is normally incident on adielectric slab of 
thickness A2/4, and intrinsic impedance n2 = 260 2. Determine the magnitude 
and phase of the reflection coefficient. 


Ans. 0.356; 180° 


12.4 PLANE WAVE PROPAGATION 
IN GENERAL DIRECTIONS 


In this section, we will learn how to mathematically describe uniform plane waves 
that propagate in any direction. Our motivation for doing this is our need to address 
the problem of incident waves on boundaries that are not perpendicular to the prop- 
agation direction. Such problems of oblique incidence generally occur, with normal 
incidence being a special case. Addressing such problems requires (as always) that we 
establish an appropriate coordinate system. With the boundary positioned in the x, y 
plane, for example, the incident wave will propagate in a direction that could involve 
all three coordinate axes, whereas with normal incidence, we were only concerned 
with propagation along z. We need a mathematical formalism that will allow for the 
general direction case. 

Let us consider a wave that propagates in a lossless medium, with propagation 
constant ß = k = w,/e. For simplicity, we consider a two-dimensional case, where 
the wave travels in a direction between the x and z axes. The first step is to consider the 
propagation constant as a vector, k, indicated in Figure 12.6. The direction of k is the 
propagation direction, which is the same as the direction of the Poynting vector in 
our case.” The magnitude of k is the phase shift per unit distance along that direction. 


? We assume here that the wave is in an isotropic medium, where the permittivity and permeability do 
not change with field orientation. In anisotropic media (where e and/or u depend on field orientation), 
the directions of the Poynting vector and k may differ. 
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Figure 12.6 Representation of a uniform plane wave with 
wavevector kK at angle 4 to the x axis. The phase at point 

(x, Z) is given by k-r. Planes of constant phase (shown as 
lines perpendicular to k) are spaced by wavelength A but 
have wider spacing when measured along the x or z axis. 


Part of the process of characterizing a wave involves specifying its phase at any 
spatial location. For the waves we have considered that propagate along the z axis, 
this was accomplished by the factor e**® in the phasor form. To specify the phase in 
our two-dimensional problem, we make use of the vector nature ofk and consider the 
phase at a general location (x, z) described through the position vector r. The phase 
at that location, referenced to the origin, is given by the projection of k along r times 
the magnitude of r, or just k »r. If the electric field is of magnitude ZEo, we can thus 
write down the phasor form of the wave in Figure 12.6 as 


E, = Eye" (49) 


The minus sign in the exponent indicates that the phase along r moves in time in 
the direction of increasing r. Again, the wave power flow in an isotropic medium 
occurs in the direction along which the phase shift per unit distance is maximum — or 
along K. The vector r serves as a means to measure phase at any point using k. This 
construction is easily extended to three dimensions by allowing k and r to each have 
three components. 

In our two-dimensional case of Figure 12.6, we can express k in terms of its x 
and z components: 


k=k,a, +k;a, 
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The position vector, r, can be similarly expressed: 


r=xa, +2za, 


so that 
k-r=k.x+k;z 
Equation (49) now becomes 
E, = Eye stk) (50) 
Whereas Eq. (49) provided the general form of the wave, Eq. (50) is the form that 


is specific to the situation. Given a wave expressed by (50), the angle of propagation 
from the x axis is readily found through 


k; 
9=tan!| — 
(2) 


The wavelength and phase velocity depend on the direction one is considering. In the 
direction of k, these will be 


a _ 2n 
k e+R)” 
and 
[0) [0) 
1 


ar)" 


If, for example, we consider the x direction, these quantities will be 


2 
Az 
kı 
and 
Ypx = k, 


Note that both A, and v,, are greater than their counterparts along the direction ofk. 
This result, at first surprising, can be understood through the geometry of Figure 12.6. 
The diagram shows a series of phase fronts (planes of constant phase) which intersect 
k atright angles. The phase shift between adjacent fronts is set at 277 in the figure; this 
corresponds to a spatial separation along the k direction of one wavelength, as shown. 
The phase fronts intersect the x axis, and we see that along x the front separation is 
greater than it was along K. A, is the spacing between fronts along x and is indicated 
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on the figure. The phase velocity along x is the velocity of the intersection points 
between the phase fronts and the x axis. Again, from the geometry, we see that this 
velocity must be faster than the velocity along k and will, of course, exceed the 
speed of light in the medium. This does not constitute a violation of special relativity, 
however, since the energy in the wave flows in the direction of k and not along x or z. 
The wave frequency is f = w/2rr and is invariant with direction. Note, for example, 
that in the directions we have considered, 
gehr_m_o 
y Ar 2n 


Consider a 50-MHz uniform plane wave having electric field amplitude 10 V/m. The 
medium is lossless, having e, = € = 9.0 and u, = 1.0. The wave propagates in the 
x, y plane at a 30° angle to the x axis and is linearly polarized along z. Write down 
the phasor expression for the electric field. 


Solution. The propagation constant magnitude is 


wJfer  2n x 50x 109(3) Rn 
k=w/ue = er 3x 108 =3.2m 


The vector k is now 


k = 3.2(cos 30a, + sin 30a,) = 2.82, + 1.6a, m"! 


Then 
r=xa,+yay 
With the electric field directed along z, the phasor form becomes 


E, — Eve KT a, ae 10e J2-3x+1-6y) a; 


D12.4. For Example 12.6, calculate A,, A,, v,,, and v,,. 


Ans. 2.2 m; 3.9 m; 1.1 x 10° m/s; 2.0 x 10% m/s 


12.5 PLANE WAVE REFLECTION AT 
OBLIQUE INCIDENCE ANGLES 


We now consider the problem of wave reflection from plane interfaces, in which 
the incident wave propagates at some angle to the surface. Our objectives are (1) to 
determine the relation between incident, reflected, and transmitted angles, and (2) to 
derive reflection and transmission coefficients that are functions of the incident angle 
and wave polarization. We will also show that cases exist in which total reflection or 
total transmission may occur at the interface between two dielectrics if the angle of 
incidence and the polarization are appropriately chosen. 
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(b) 


Figure 12.7 Geometries for plane wave incidence at angle 9, onto an interface 
between dielectrics having intrinsic impedances nı and na. The two polarization 
cases are shown: (a) p-polarization (or TM), with E in the plane of incidence; 

(b) s-polarization (or TE), with E perpendicular to the plane of incidence. 


The situation is illustrated in Figure 12.7, in which the incident wave direction and 
position-dependent phase are characterized by wavevector k}'. The angle ofincidence 
is the angle between kr and a line that is normal to the surface (the x axis in this case). 
The incidence angle is shown as 0,. The reflected wave, characterized by wavevector 
k} , will propagate away from the interface at angle 6,. Finally, the transmitted wave, 
characterized by k>, will propagate into the second region at angle 9 as shown. One 
would suspect (from previous experience) that the incident and reflected angles are 
equal (9, = 01), which is correct. We need to show this, however, to be complete. 

The two media are lossless dielectrics, characterized by intrinsic impedances nı 
and 72. We will assume, as before, that the materials are nonmagnetic, and thus have 
permeability wo. Consequently, the materials are adequately described by specifying 
their dielectric constants, e,ı and e,2, or their refractive indices, nı = Ye, and 
na = Yerr B 

In Figure 12.7, two cases are shown that differ by the choice of electric field 
orientation. In Figure 12.7a, the E field is polarized in the plane of the page, with H 
therefore perpendicular to the page and pointing outward. In this illustration, the plane 
of the page is also the plane ofincidence, which is more precisely defined as the plane 
spanned by the incident k vector and the normal to the surface. With E Iying in the 
plane of incidence, the wave is said to have parallel polarization or to be p-polarized 
(E is parallel to the incidence plane). Note that although H is perpendicular to the 
incidence plane, it lies parallel (or transverse) to the interface. Consequently, another 
name for this type of polarization is transverse magnetic, or TM polarization. 

Figure 12.7b shows the situation in which the field directions have been rotated 
by 90°. Now H lies in the plane of incidence, whereas E is perpendicular to the plane. 
Because E is used to define polarization, the configuration is called perpendicular 
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polarization, or is said to be s-polarized.? E is also parallel to the interface, and so 
the case is also called transverse electric, or TE polarization. We will find that the 
reflection and transmission coefficients will differ for the two polarization types, but 
that reflection and transmission angles will not depend on polarization. We only need 
to consider s- and p-polarizations because any other field direction can be constructed 
as some combination of s and p waves. 

Our desired knowledge of reflection and transmission coefficients, as well as how 
the angles relate, can be found through the field boundary conditions at the interface. 
Specifically, we require that the transverse components of E and H be continuous 
across the interface. These were the conditions we used to find IT’ and r for normal 
incidence (9, = 0), which is in fact a special case of our current problem. We will 
consider the case of p-polarization (Figure 12.7a) first. To begin, we write down the 
incident, reflected, and transmitted fields in phasor form, using the notation developed 
in Section 12.4: 


Eh = Eher (51) 
E,, = Eye (52) 
E. = Ener" (53) 
where 

ki = kı(cos6| a, + sinO, a.) (54) 
k) = kı(- cos a, + sind a.) (55) 
k> = ky(cos 9% a, + sin a,) (56) 

and where 
r=xa,+za, (57) 


The wavevector magnitudes are kı = w/erı/c = nıw/c andk = wY/ern/c = 
N2@/c. 

Now, to evaluate the boundary condition that requires continuous tangential elec- 
tric field, we need to find the components of the electric fields (z components) that 
are parallel to the interface. Projecting all E fields in the z direction, and using (51) 
through (57), we find 


=47 + . =# S i 
2 — Ehe Jkr = Er cos die Jkı(x cos, +z sin) (58) 
= = BE = . Äh ' 
H, — EE kr = En cos Be cos —z sin} ) (59) 
E22 = Ezne Ti Ei cos ee cos %-+z sin 9) (60) 


3 The s designation is an abbreviation for the German senkrecht, meaning perpendicular. The p in 
p-polarized is an abbreviation for the German word for parallel, which is parallel. 
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The boundary condition for a continuous tangential electric field now reads: 
Eh+Ezi=En (ax=0) 


We now substitute Eqgs. (58) through (60) into (61) and evaluate the result atx = 0 
to obtain 


Ein cos dj e zsindı ı Ej, cos 0} ekızsindg _ Fuucoshe rin (61) 


Note that E ne E\o, and E;o are all constants (independent of z). Further, we require 

that (61) hold for all values of z (everywhere on the interface). For this to occur, it 

must follow that all the phase terms appearing in (61) are equal. Specifically, 
kızsind, = kızsinO) = kaz sin % 


From this, we see immediately that 0, = 01, or the angle of reflection is equal to the 
angle of incidence. We also find that 


kı sin@, = k sin (62) 


Equation (62) is known as Snell’s law of refraction. Because, in general, k = nw/c, 
we can rewrite (62) in terms of the refractive indices: 


n, sind, = n> sin & (63) 


Equation (63) is the form of Snell’s law that is most readily used for our present 
case of nonmagnetic dielectrics. Equation (62) is a more general form which would 
apply, for example, to cases involving materials with different permeabilities as well 
as different permittivities. In general, we would have kı = (w/c) /urıe,ı and ka = 
(w/c) YArzen. 

Having found the relations between angles, we next turn to our second objective, 
which is to determine the relations between the amplitudes, E ur E\o, and Eao. To 
accomplish this, we need to consider the other boundary condition, requiring tangen- 
tial continuity of Hat x = 0. The magnetic field vectors for the p-polarized wave are 
all negative y-directed. At the boundary, the field amplitudes are related through 


Hy, + Hin = Hoo (64) 
Then, when we use the fact that 0, = 9, and invoke Snell’s law, (61) becomes 
Ei; cosdı + E],cos0ı = Eau cos d, (65) 
Using the medium intrinsic impedances, we know, for example, that E in /H n =n 
and E;,/ H5 = m. Eq. (64) can be written as follows: 
Ei, cos | E/,o c0s 0ı z En cos% (66) 
N1p N1p Nn2p 
Note the minus sign in front of the second term in (66), which results from the fact 


that EZ, cos 0, is negative (from Figure 12.7a), whereas A|, is positive (again from 
the figure). When we write Eq. (66), effective impedances, valid for p-polarization, 
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are defined through 


N1p = nı cos 0} (67) 


and 


N2p = 72 cos bh (68) 


Using this representation, Egs. (65) and (66) are now in a form that enables them 
to be solved together for the ratios E),/E}, and Ex/E})- Performing analogous 
procedures to those used in solving (7) and (8), we find the reflection and transmission 
coefficients: 


A Ei _ NM2p = Nıp 


IB = (69) 
ö BE, Nn2p + Nıp 
et E»o “2 22» (Sr) (70) 
PT Eh mp + mp \cos% 


A similar procedure can be carried out for s-polarization, referring to Figure 12.75. 
The details are left as an exercise; the results are 


E,ıo Er N2s = Ms 


En N2s + Nıs 
E mas 
De SL ELLE (72) 

Ey10 N2s Ste N1s 
where the effective impedances for s-polarization are 

ms = nı sech, (73) 
and 

N25 = m sec bh (74) 


Equations (67) through (74) are what we need to calculate wave reflection and trans- 
mission for either polarization, and at any incident angle. 


A uniform plane wave is incident from air onto glass at an angle from the normal of 
30°. Determine the fraction of the incident power that is reflected and transmitted for 
(a) p-polarization and (b) s-polarization. Glass has refractive index na = 1.45. 
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Solution. First, we apply Snell’s law to find the transmission angle. Using nı = 1 
for air, we use (63) to find 


. _ı f sin30 R 
& = sin-! (5) = 20.2 


Now, for p-polarization: 


np = nı c0s 30 = (377)(.866) = 326. 02 


20.2 aa) (.938) = 44 
= m co0s20.2 = —-(. — 
re 1.45 
Then, using (69), we find 
244 — 326 
Pr = a — = —0.144 
244 + 326 
The fraction of the incident power that is reflected is 
P; 2 
= |T,|” = .021 
Pine 
The transmitted fraction is then 
P, 


=1-|T,|? = .979 


inc 


For s-polarization, we have 


ns = nı sec 30 = 377/.866 = 4350 


377 
Ms = m sec20.2 = —_ — — = 2770 
1.45(.938) 

Then, using (71): 

277 — 435 

s= 2 = —.222 

277 +435 

The reflected power fraction is thus 
IT,” = .049 


The fraction of the incident power that is transmitted is 


1- |T;? = .951 


433 


In Example 12.7, reflection coefficient values for the two polarizations were found 
to be negative. The meaning of a negative reflection coefficient is that the component 
of the reflected electric field that is parallel to the interface will be directed opposite 
the incident field component when both are evaluated at the boundary. 

This effect is also observed when the second medium is a perfect conductor. In this 
case, we know that the electric field inside the conductor must be zero. Consequently, 
n2 = E»/Hzo = 0, and the reflection coefficients will bel’, = T, = -1. Total 
reflection occurs, regardless of the incident angle or polarization. 
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12.6 TOTAL REFLECTION AND TOTAL 
TRANSMISSION OF OBLIQUELY 
INCIDENT WAVES 


Now that we have methods available to us for solving problems involving oblique in- 
cidence reflection and transmission, we can explore the special cases of total reflection 
and total transmission. We look for special combinations of media, incidence angles, 
and polarizations that produce these properties. To begin, we identify the necessary 
condition for total reflection. We want total power reflection, so that |"? =TT* =1, 
where I’ is either T', or I’,. The fact that this condition involves the possibility of a 
complex I’ allows some flexibility. For the incident medium, we note that nı, and 
nıs will always be real and positive. On the other hand, when we consider the second 
medium, 72, and 7, involve factors of cos 9, or 1/ cos), where 


5 1/2 
cos%h = [1 — sin? 9] = i _ (=) sin? | (75) 


na 


where Snell’s law has been used. We observe that cos), and hence n2, and 72;, 
become imaginary whenever sin@, > na/nı. Let us consider parallel polarization, 
for example. Under conditions of imaginary n2,, (69) becomes 


_ Jlmp| — np _ np — JImap| _ Z 


Z JIn2p| + m» n1p + JIm2p| Z* 


pP 


where Z = 1, — JIm»|- We can therefore see that 1’ ,T’, = 1, meaning total power 
reflection, whenever n>, is imaginary. The same will be true whenever 72, is zero, 
which will occur when sin 6, = na/nı. We thus have our condition for total reflection, 
which is 


Ina (76) 


nı 


From this condition arises the critical angle of total reflection, 6., defined through 


sind. = — (77) 


The total reflection condition can thus be more succinctly written as 


0, >06. (for total reflection) (78) 


Note that for (76) and (77) to make sense, it must be true thatna < nı, orthe wave 
must be incident from a medium of higher refractive index than that of the medium 
beyond the boundary. For this reason, the total reflection condition is sometimes 
called total internal reflection; it is often seen (and applied) in optical devices such 
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Figure 12.8 Beam-steering prism for 
Example 12.8. 


as beam-steering prisms, where light within the glass structure totally reflects from 
glass-air interfaces. 


435 


EXAMPLE 12.8 


A prism is to be used to turn a beam of light by 90°, as shown in Figure 12.8. 
Light enters and exits the prism through two antireflective (AR-coated) surfaces. 
Total reflection is to occur at the back surface, where the incident angle is 45° to the 
normal. Determine the minimum required refractive index of the prism material ifthe 
surrounding region is air. 


Solution. Considering the back surface, the medium beyond the interface is air, with 
na = 1.00. Because 0, = 45°, (76) is used to obtain 


na 
> =-Y2=14l 
m sin 45 
Because fused silica glass has refractive index n, = 1.45, it is a suitable material for 
this application and is in fact widely used. 


Another important application of total reflection is in optical waveguides. These, 
in their simplest form, are constructed of three layers of glass, in which the middle 
layer has a slightly higher refractive index than the outer two. Figure 12.9 shows 
the basic structure. Light, propagating from left to right, is confined to the middle 
layer by total reflection at the two interfaces, as shown. Optical fiber waveguides are 
constructed on this principle, in which a cylindrical glass core region of small radius 
is surrounded coaxially by a lower-index cladding glass material of larger radius. 
Basic waveguiding principles as applied to metallic and dielectric structures will be 
presented in Chapter 13. 
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Figure 12.9 A dielectric slab waveguide 
(symmetric case), showing light confinement 
to the center material by total reflection. 


We next consider the possibility of total transmission. In this case, the requirement 
is simply that T' = 0. We investigate this possibility for the two polarizations. First, 
we consider s-polarization. If T', = 0, then from (71) we require that 72; = Nıs; Or 


msec& = nı sec9, 


Using Snell’s law to write 0, in terms of |, the preceding equation becomes 


5 1/2 
„5 j = (*) sin? n — 
nz 


n [1 sin? 61] 


There is no value of 9, that will satisfy this, so we turn instead to p-polarization. Using 


(67), (68), and (69), with Snell’s law, we find that the condition for T, = Ois 


This equation does have a solution, which is 


m [1- sin] 


sind; = sing = 


n2 


2 2 
n] +n5 


(79) 


where we have used nı = no/nı and na = no/na2. We call this special angle 05, where 
total transmission occurs, the Brewster angle or polarization angle. The latter name 
comes from the fact that if light having both s- and p-polarization components is 
incident at 4, = O5, the p component will be totally transmitted, leaving the partially 
reflected light entirely s-polarized. At angles that are slightly off the Brewster angle, 
the reflected light is still predominantly s-polarized. Most reflected light that we see 
originates from horizontal surfaces (such as the surface of the ocean), and so the light 
has mostly horizontal polarization. Polaroid sunglasses take advantage of this fact to 
reduce glare, for they are made to block the transmission of horizontally polarized 
light while passing light that is vertically polarized. 
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Light is incident from air to glass at Brewster’s angle. Determine the incident and 
transmitted angles. 


Solution. Because glass has refractive index na = 1.45, the incident angle will be 


9 = sin! de sin! ( Sa ) 55.4° 
ı=% = ———— — ——————— Il z 
In? +n2 145° +1 


The transmitted angle is found from Snell’s law, through 


9% = sin”! A sine Ze A e 
= g)= sin —= 34.6 


n P /n? + Er 


Note from this exercise that sin % = cos 05, which means that the sum of the incident 
and refracted angles at the Brewster condition is always 90°. 
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Many of the results we have seen in this section are summarized in Figure 12.10, 
in which T', and T',, from (69) and (71), are plotted as functions of the incident 
angle, 0,. Curves are shown for selected values of the refractive index ratio, nı/n». 
For all plots in which nı/na > 1,T', and I’, achieve values of +1 at the critical angle. 
At larger angles, the reflection coefficients become imaginary (and are not shown) 
but nevertheless retain magnitudes of unity. The occurrence of the Brewster angle is 
evident in the curves for I’, (Figure 12.104) because all curves cross the 0, axis. This 
behavior is not seen in the T', functions because T', is positive for all values of ®ı 
when nı/na > 1. 


D12.5. In Example 12.9, calculate the reflection coefficient for s-polarized 
light. 


Ans. —0.355 


12.7 WAVE PROPAGATION 
IN DISPERSIVE MEDIA 


In Chapter 11, we encountered situations in which the complex permittivity of the 
medium depends on frequency. This is true in all materials through a number of pos- 
sible mechanisms. One of these, mentioned earlier, is that oscillating bound charges 
in a material are in fact harmonic oscillators that have resonant frequencies associated 
with them (see Appendix D). When the frequency of an incoming electromagnetic 
wave is at or near a bound charge resonance, the wave will induce strong oscilla- 
tions; these in turn have the effect of depleting energy from the wave in its original 
form. The wave thus experiences absorption, and it does so to a greater extent than 
it would at a frequency that is detuned from resonance. A related effect is that the 
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(b) 


Figure 12.10 (a) Plots of T, [Eq. (69)] as functions of 
the incident angle, 4, as shown in Figure 12.7a. Curves are 
shown for selected values of the refractive index ratio, 
n4+/Na. Both media are lossless and have u, = 1. Thus 

m = no/nı and n2 = no/n2. (b) Plots of Ts [Eq. (71)] 

as functions of the incident angle, 4,, as shown in 

Figure 12.7b. As in Figure 12.10a, the media are lossless, 
and curves are shown for selected nı/na. 
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£] Detector 
with aperture 


Figure 12.11 The angular dispersion of a prism can be 
measured using a movable device which measures both 
wavelength and power. The device senses light through a 
small aperture, thus improving wavelength resolution. 


real part of the dielectric constant will be different at frequencies near resonance than 
at frequencies far from resonance. In short, resonance effects give rise to values of 
e’ and e” that will vary continuously with frequency. These in turn will produce a 
fairly complicated frequency dependence in the attenuation and phase constants as 
expressed in Eqgs. (44) and (45) in Chapter 11. 

This section concerns the effect of a frequency-varying dielectric constant (or 
refractive index) on a wave as it propagates in an otherwise lossless medium. This 
situation arises quite often because significant refractive index variation can occur at 
frequencies far away from resonance, where absorptive losses are negligible. A classic 
example of this is the separation of white light into its component colors by a glass 
prism. In this case, the frequency-dependent refractive index results in different angles 
ofrefraction for the different colors—hence the separation. The color separation effect 
produced by the prism is known as angular dispersion, or more specifically, chromatic 
angular dispersion. 

The term dispersion implies a separation of distinguishable components of a 
wave. In the case of the prism, the components are the various colors that have 
been spatially separated. An important point here is that the spectral power has been 
dispersed by the prism. We can illustrate this idea by considering what it would take 
to measure the difference in refracted angles between, for example, blue and red light. 
One would need to use a power detector with a very narrow aperture, as shown in 
Figure 12.11. The detector would be positioned at the locations of the blue and red 
light from the prism, with the narrow aperture allowing essentially one color at a 
time (or light over a very narrow spectral range) to pass through to the detector. The 
detector would then measure the power in what we could call a “spectral packet,” or a 
very narrow slice of the total power spectrum. The smaller the aperture, the narrower 
the spectral width of the packet, and the greater the precision in the measurement.* It 


4 To perform this experiment, one would need to measure the wavelength as well. To do this, the 
detector would likely be located at the output of a spectrometer or monochrometer whose input slit 
performs the function of the bandwidth-limiting aperture. 
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Slope = v„.=v,(@9) 


Ba Bo B, 2 


Figure 12.12 w-ß diagram for a material in which 
the refractive index increases with frequency. The 
slope of a line tangent to the curve at wo Is the group 
velocity at that frequency. The slope of a line joining 
the origin to the point on the curve at wo is the phase 
velocity at wo. 


is important for us to think of wave power as subdivided into spectral packets in this 
way because it will figure prominently in our interpretation of the main topic of this 
section, which is wave dispersion in time. 

We now consider a lossless nonmagnetic medium in which the refractive index 
varies with frequency. The phase constant of a uniform plane wave in this medium 
will assume the form 


B(o) = k = wy/noelo) = no) (80) 


If we take n(®) to be a monotonically increasing function of frequency (as is usu- 
ally the case), a plot of & versus ß would look something like the curve shown in 
Figure 12.12. Such a plot is known as an w-ß diagram for the medium. Much can be 
learned about how waves propagate in the material by considering the shape of the 
@-ß curve. 

Suppose we have two waves at two frequencies, &, and @,, which are co- 
propagating in the material and whose amplitudes are equal. The two frequencies 
are labeled on the curve in Figure 12.12, along with the frequency midway between 
the two, &o. The corresponding phase constants, ß,, Pr, and ßo, are also labeled. The 
electric fields of the two waves are linearly polarized in the same direction (along x, 
for example), while both waves propagate in the forward z direction. The waves will 
thus interfere with each other, producing a resultant wave whose field function can 
be found simply by adding the E fields of the two waves. This addition is done using 
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the complex fields: 
Ecnel&, t) = Eole rtei®et + eTißrz ion] 


Note that we must use the full complex forms (with frequency dependence retained) 
as opposed to the phasor forms, since the waves are at different frequencies. Next, 
we factor out the term er ej®t; 


Eoaaıl2, 2) = Eoe rreiwtfeiäftgniden 4 g-j@Pzejten] 
= 2Ege Pr ei cos(Awt — Aßz) (81) 
where 
Aw = — @, = @ — @ 
and 
AB = Po — Ba = Bo — Bo 


The preceding expression for Aß is approximately true as long as Aw is small. This 
can be seen from Figure 12.12 by observing how the shape of the curve affects Aß, 
given uniform frequency spacings. 

The real instantaneous form of (81) is found through 


Enerl2, 1) = RefEo,neı} = 2Eo cos(Awr — Aßz) cos(wot — oz) (82) 


If Aw is fairly small compared to op, we recognize (82) as a carrier wave at fre- 
quency o that is sinusoidally modulated at frequency Aw. The two original waves 
are thus “beating” together to form a slow modulation, as one would hear when the 
same note is played by two slightly out-of-tune musical instruments. The resultant 
wave is shown in Figure 12.13. 


Eneı (2,0) A 


I „ll all All | 
N N 


Figure 12.13 Plot ofthe total electric field strength as a function of z (with 
t = 0) oftwo co-propagating waves having different frequencies, ®, and wp, 
as per Eq. (81). The rapid oscillations are associated with the carrier 
frequency, @o = (0a + @p)/2. The slower modulation is associated with the 
envelope or ‘‘beat’ frequency, Aw = (0 — wa)/2. 
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Of interest to us are the phase velocities of the carrier wave and the modulation 
envelope. From (82), we can immediately write these down as: 


Ype = Re (carrier velocity) (83) 
A 
be m (envelope velocity) (84) 


Referring to the w-ß diagram, Figure 12.12, we recognize the carrier phase velocity 
as the slope of the straight line that joins the origin to the point on the curve whose 
coordinates are op and Po. We recognize the envelope velocity as a quantity that 
approximates the slope ofthe »-ß curve atthe location of an operation point specified 
by (wo, Bo). The envelope velocity in this case is thus somewhat less than the carrier 
velocity. As Aw becomes vanishingly small, the envelope velocity is exactly the slope 
of the curve at wo. We can therefore state the following for our example: 


en ) (85) 
ıannl ES N 
NN 


The quantity do/dß is called the group velocity function for the material, v,(@). When 
evaluated at a specified frequency wo, it represents the velocity of a group of frequen- 
cies within a spectral packet of vanishingly small width, centered at frequency oo. In 
stating this, we have extended our two-frequency example to include waves thathavea 
continuous frequency spectrum. Each frequency component (or packet) is associated 
with a group velocity at which the energy in that packet propagates. Since the slope 
ofthe »&-B curve changes with frequency, group velocity will obviously be a function 
of frequency. The group velocity dispersion of the medium is, to the first order, the 
rate at which the slope of the &-ß curve changes with frequency. It is this behavior 
that is of critical practical importance to the propagation of modulated waves within 
dispersive media and to understanding the extent to which the modulation envelope 
may degrade with propagation distance. 


Consider a medium in which the refractive index varies linearly with frequency over 
a certain range: 
@ 
n(®) = no — 
@o 
Determine the group velocity and the phase velocity of a wave at frequency wo. 


Solution. First, the phase constant will be 


2 
now“ 


B(w) = n(w)- = 
c @oc 
Now 


dß _ 2no@ 


dw woc 
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so that 
_ do ..@oc 
sT dB now 
The group velocity at @o is 
c 
v,(@9) = ce 
0 
The phase velocity at ©o will be 
[0) c 
V = ı. — 
OT za) m 
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12.83 PULSE BROADENING 
IN DISPERSIVE MEDIA 


To see how a dispersive medium affects a modulated wave, let us consider the prop- 
agation of an electromagnetic pulse. Pulses are used in digital signals, where the 
presence or absence of a pulse in a given time slot corresponds to a digital “one” or 
“zero.” The effect of the dispersive medium on a pulse is to broaden it in time. To 
see how this happens, we consider the pulse spectrum, which is found through the 
Fourier transform of the pulse in time domain. In particular, suppose the pulse shape 
in time is Gaussian, and has electric field given at position z = 0 by 


E(0, 1) = Eye ? UT? ejont (86) 


where E, is a constant, @o is the carrier frequency, and T is the characteristic half- 
width of the pulse envelope; this is the time at which the pulse intensity, or magnitude 
of the Poynting vector, falls to 1/e of its maximum value (note that intensity is 
proportional to the square of the electric field). The frequency spectrum of the pulse 
is the Fourier transform of (86), which is 


Boll 


DU 


EOo)- e2T"@-o) (87) 


Note from (87) that the frequency displacement from wo at which the spectral intensity 
(proportional to |E(0, )|?) falls to 1/e of its maximum is Av =®- = 1/T. 
Figure 12.14a shows the Gaussian intensity spectrum of the pulse, centered at 
@g, where the frequencies corresponding to the 1/e spectral intensity positions, @, 
and &,, are indicated. Figure 12.145 shows the same three frequencies marked on 
the &-ß curve for the medium. Three lines are drawn that are tangent to the curve at 
the three frequency locations. The slopes of the lines indicate the group velocities at 
a, @p, and wo, indicated as vga, Ver, and vo. We can think of the pulse spreading 
in time as resulting from the differences in propagation times of the spectral energy 
packets that make up the pulse spectrum. Since the pulse spectral energy is highest 
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Figure 12.14 (a) Normalized power spectrum of a Gaussian 
pulse, as determined from Eg. (86). The spectrum is centered at 
carrier frequency wo and has 1/e half-width, Aw. Frequencies wa 
and w, correspond to the 1/e positions on the spectrum. (b) The 
spectrum of Figure 12.14a as shown on the »-ß diagram for the 
medium. The three frequencies specified in Figure 12.14a are 
associated with three different slopes on the curve, resulting in 
different group delays for the spectral components. 


at the center frequency, ®p, we can use this as a reference point about which further 
spreading of the energy will occur. For example, let us consider the difference in 
arrival times (group delays) between the frequency components, ®p and @;, after 
propagating through a distance z of the medium: 
) (88) 
@o 


(- —) dß 
At=ı| — -— — |=z| — 
Von  Veo do 


The essential point is that the medium is acting as what could be called a temporal 
prism. Instead of spreading out the spectral energy packets spatially, it is spreading 


aß 


@®b 
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them out in time. In this process, a new temporal pulse envelope is constructed whose 
width is based fundamentally on the spread of propagation delays of the different 
spectral components. By determining the delay difference between the peak spectral 
component and the component at the spectral half-width, we construct an expression 
for the new temporal half-width. This assumes, of course, that the initial pulse width 
is negligible in comparison, but if not, we can account for that also, as will be shown 
later on. 

To evaluate (88), we need more information about the &-ß curve. If we assume 
that the curve is smooth and has fairly uniform curvature, we can express ß(w) as the 
first three terms of a Taylor series expansion about the carrier frequency, &o: 


1 
Bo) = Bloo) + (® — @o)ßı + „@ - oo) R (89) 

where 

Bo = B(oo) 

_ dB 

Bı = En " (90) 

and 
d’ß 
BR = a7 " (91) 


Note that if the w-ß curve were a straight line, then the first two terms in (89) would 
precisely describe ß(w). It is the third term in (89), involving >, that describes the 
curvature and ultimately the dispersion. 
Noting that ßo, Pı, and ß> are constants, we take the first derivative of (89) with 
respect to o to find 
dß 
— = ßı + (w - wo)ß2 (92) 
dw 
We now substitute (92) into (88) to obtain 


At=[ßı + (@ — wo)B2lz — [Bı + (wo - wo)P]z = Awßaz = = (93) 


where Av = (©, —@o) = 1/T. P>, as defined in Eq. (91), is the dispersion parameter. 
Its units are in general time? /distance, that is, pulse spread in time per unit spectral 
bandwidth, per unit distance. In optical fibers, for example, the units most commonly 
used are picoseconds” /kilometer (psec?/km). ß» can be determined when we know 
how ß varies with frequency, or it can be measured. 

If the initial pulse width is very short compared to Ar, then the broadened pulse 
width at location z will be simply Ar. Ifthe initial pulse width is comparable to Ar, 
then the pulse width at z can be found through the convolution of the initial Gaussian 
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pulse envelope of width T with a Gaussian envelope whose width is Ar. Thus, in 
general, the pulse width at location z will be 


T’'= YT?+(Art) (94) 


An optical fiber link is known to have dispersion 8 = 20 ps?/km. A Gaussian light 
pulse at the input of the fiber is of initial width T = 10 ps. Determine the width of 
the pulse at the fiber output if the fiber is 15 km long. 


Solution. The pulse spread will be 


Pz _ 2015) _ 
9 en 


AT= 


30 ps 


So the output pulse width is 


T’ = (10) + (30)? = 32 ps 


An interesting by-product of pulse broadening through chromatic dispersion is 
that the broadened pulse is chirped. This means that the instantaneous frequency 
of the pulse varies monotonically (either increases or decreases) with time over the 
pulse envelope. This again is just a manifestation of the broadening mechanism, in 
which the spectral components at different frequencies are spread out in time as they 
propagate at different group velocities. We can quantify the effect by calculating the 
group delay, 7,, as a function of frequency, using (92). We obtain: 

4m: 2b tw ß)z (95) 

10 do 

This equation tells us that the group delay will be a linear function of frequency 
and that higher frequencies will arrive at later times if > is positive. We refer to 
the chirp as positive if the lower frequencies lead the higher frequencies in time 
[requiring a positive > in (95)]; chirp is negative if the higher frequencies lead in time 
(negative ß,). Figure 12.15 shows the broadening effect and illustrates the chirping 
phenomenon. 


D12.6. For the fiber link of Example 12.11, a 20-ps pulse is input instead of 
the 10-ps pulse in the example. Determine the output pulsewidth. 


Ans. 25 ps 


Asa final point, we note that the pulse bandwidth, Aw, was found to be I/T. 
This is true as long as the Fourier transform of the pulse envelope is taken, as was 
done with (86) to obtain (87). In that case, Ey, was taken to be a constant, and so the 
only time variation arose from the carrier wave and the Gaussian envelope. Such a 
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Figure 12.15 Gaussian pulse intensities as functions of 
time (smooth curves) before and after propagation through 
a dispersive medium, as exemplified by the w-ß diagram of 
Figure 12.14b. The electric field oscillations are shown 
under the second trace to demonstrate the chirping effect 
as the pulse broadens. Note the reduced amplitude of the 
broadened pulse, which occurs because the pulse energy 
(the area under the intensity envelope) is constant. 


pulse, whose frequency spectrum is obtained only from the pulse envelope, is known 
as transform-limited. In general, however, additional frequency bandwidth may be 
present since E, may vary with time for one reason or another (such as phase noise 
that could be present on the carrier). In these cases, pulse broadening is found from 


the more general expression 


At = Awß2z 


(96) 


where Aw is the net spectral bandwidth arising from all sources. Clearly, transform- 
limited pulses are preferred in order to minimize broadening because these will have 


the smallest spectral width for a given pulse width. 
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CHAPTER 12 PROBLEMS 


12.1] 


12.2] 


12.3) 


12.41 


12.51 


12.6) 


12.71 


12.8] 


12.9) 


A uniform plane wave in air, EN = Eon cos(10!%7 — ßz) V/m, is normally 
incident on a copper surface at z = 0. What percentage of the incident 
power density is transmitted into the copper? 


The plane z = 0 defines the boundary between two dielectrics. For z < 0, 
&ı = 9, €", = 0, and uı = w. Forz > 0, e/, = 3, €), = 0, and 2 = Mo. 
Let E}, = 10cos(wt — 15z) V/m and find (a) ®; (b) (ST); (c) (ST); 

(d) (S}). 


A uniform plane wave in region 1 is normally incident on the planar 
boundary separating regions 1 and 2. If e’ = e/ = 0, while e/, = u}, and 
€, = A), find the ratio €/,/e/| if 20% of the energy in the incident wave is 
reflected at the boundary. There are two possible answers. 


A 10 MHz uniform plane wave having an initial average power density of 

5 W/m? is normally incident from free space onto the surface of a lossy 
material in which e/ /e, = 0.05, e/, = 5, and 2 = yo. Calculate the 
distance into the lossy medium at which the transmitted wave power density 
is down by 10 dB from the initial 5 W/m?. 


The region z < 0 is characterized by e, = 1, = l ande’ = 0. The total E 
field here is given as the sum of two uniform plane waves, E, = 

150 e-/!%a, + (50/20°) e/!%a, V/m. (a) What is the operating frequency? 
(b) Specify the intrinsic impedance of the region z > O that would provide 
the appropriate reflected wave. (c) At what value of z,—-1l0cm <z <(, is 
the total electric field intensity a maximum amplitude? 


In the beam-steering prism of Example 12.8, suppose the antireflective 
coatings are removed, leaving bare glass-to-air interfaces. Calcluate the 
ratio of the prism output power to the input power, assuming a single transit. 


The semi-infinite regions z < O and z > 1 mare free space. For 
0<z<1ime=4, u, = 1,ande” = 0. A uniform plane wave with 
®=4x 10° rad/s is traveling in the a, direction toward the interface at 
z=(. (a) Find the standing wave ratio in each of the three regions. (b) Find 
the location of the maximum |E| for z < O that is nearesttoz = 0. 


A wave starts at point a, propagates 1 m through a lossy dielectric rated at 
0.1 dB/cm, reflects at normal incidence at a boundary at which 

T = 0.3 + j0.4, and then returns to point a. Calculate the ratio of the final 
power to the incident power after this round trip, and specify the overall loss 
in decibels. 


Region 1, z < 0, and region 2, z > 0, are both perfect dielectrics (u = Wo, 
e” = 0). A uniform plane wave traveling in the a, direction has a radian 
frequency of 3 x 10! rad/s. Its wavelengths in the two regions are Aı = 

5 cm and Az = 3 cm. What percentage of the energy incident on the 


12.10) 


12.11] 


12.12] 


12.13] 


12.14] 


12.151 
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boundary is (a) reflected; (b) transmitted? (c) What is the standing wave 
ratio in region 1? 


In Figure 12.1, let region 2 be free space, while u,ı = 1, e’, = 0, and e/, is 
unknown. Find e/, if (a) the amplitude of E, is one-half that of L: 
(b) (ST) is one-half of (ST); (c) JEı |min is one-half of |Eı |max- 


A 150-MHz uniform plane wave is normally incident from air onto a 
material whose intrinsic impedance is unknown. Measurements yield a 
standing wave ratio of 3 and the appearance of an electric field minimum at 
0.3 wavelengths in front of the interface. Determine the impedance of the 
unknown material. 


A 50-MHz uniform plane wave is normally incident from air onto the 
surface of a calm ocean. For seawater, o = 4 S/m, and e/ = 78. (a) 
Determine the fractions of the incident power that are reflected and 
transmitted. (b) Qualitatively, how (if at all) will these answers change as 
the frequency is increased? 


A right-circularly polarized plane wave is normally incident from air onto a 
semi-infinite slab of plexiglas (e/, = 3.45, e” = 0). Calculate the fractions 
of the incident power that are reflected and transmitted. Also, describe the 
polarizations of the reflected and transmitted waves. 


A left-circularly polarized plane wave is normally incident onto the surface 
of a perfect conductor. (a) Construct the superposition of the incident and 
reflected waves in phasor form. (b) Determine the real instantaneous form 
of the result of part (a). (c) Describe the wave that is formed. 


Sulfur hexafluoride (SFg) is a high-density gas that has refractive index, 

n, = 1.8 at a specified pressure, temperature, and wavelength. Consider the 
retro-reflecting prism shown in Fig. 12.16, that is immersed in SF. Light 
enters through a quarter-wave antireflective coating and then totally reflects 
from the back surfaces of the glass. In principle, the beam should 
experience zero loss at the design wavelength (Pout = Pin). (a) Determine 
the minimum required value of the glass refractive index, n,, so that the 
interior beam will totally reflect. (b) Knowing n,, find the required 
refractive index of the quarter-wave film, n .. (c) With the SF, gas evacuated 


RP 


out + 


Figure 12.16 See 
Problem 12.15. 
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12.16] 


12.17] 


12.18] 


12.19] 


12.201 


12.211 


12.22) 


from the chamber, and with the glass and film values as previously found, 
find the ratio, Pout/ Pin. Assume very slight misalignment, so that the long 
beam path through the prism is not retraced by reflected waves. 


In Figure 12.5, let regions 2 and 3 both be of quarter-wave thickness. 
Region 4 is glass, having refractive index, na = 1.45; region 1 is air. (a) 
Find n;n.o- (b) Find n;„,a. (C) Specify a relation between the four intrinsic 
impedances that will enable total transmission of waves incident from the 
left into region 4. (d) Specify refractive index values for regions 2 and 3 that 
will accomplish the condition of part (c). (e) Find the fraction of incident 
power transmitted if the two layers were of half-wave thickness instead of 
quarter wave. 


A uniform plane wave in free space is normally incident onto a dense 
dielectric plate of thickness A /4, having refractive index n. Find the 
required value of n such that exactly half the incident power is reflected 
(and half transmitted). Remember that n > 1. 


A uniform plane wave is normally incident onto a slab of glass (n = 1.45) 
whose back surface is in contact with a perfect conductor. Determine the 
reflective phase shift at the front surface of the glass if the glass thickness is 
(a) A/2; (b) 2/4; (©) A/B. 


You are given four slabs of lossless dielectric, all with the same intrinsic 
impedance, n, known to be different from that of free space. The thickness 
of each slab is A /4, where X is the wavelength as measured in the slab 
material. The slabs are to be positioned parallel to one another, and the 
combination lies in the path of a uniform plane wave, normally incident. 
The slabs are to be arranged such that the airspaces between them are either 
zero, one-quarter wavelength, or one-half wavelength in thickness. Specify 
an arrangement of slabs and airspaces such that (a) the wave is totally 
transmitted through the stack, and (b) the stack presents the highest 
reflectivity to the incident wave. Several answers may exist. 


The 50-MHz plane wave of Problem 12.12 is incident onto the ocean 
surface at an angle to the normal of 60°. Determine the fractions of the 
incident power that are reflected and transmitted for (a) s-polarization, and 
(b) p-polarization. 


A right-circularly polarized plane wave in air is incident at Brewster’s angle 
onto a semi-infinite slab of plexiglas (e/ = 3.45, €” = 0). (a) Determine the 
fractions of the incident power that are reflected and transmitted. 

(b) Describe the polarizations of the reflected and transmitted waves. 


A dielectric waveguide is shown in Figure 12.17 with refractive indices as 
labeled. Incident light enters the guide at angle & from the front surface 
normal as shown. Once inside, the light totally reflects at the upper nı — na 
interface, where n; > n.. All subsequent reflections from the upper and 
lower boundaries will be total as well, and so the light is confined to the 
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Figure 12.17 See Problems 12.22 and 
12.23. 


guide. Express, in terms of n; and n>, the maximum value of & such that 
total confinement will occur, with ng = 1. The quantity sin d is known as 
the numerical aperture of the guide. 


Suppose that d in Figure 12.17 is Brewster’s angle, and that 9, is the critical 
angle. Find no in terms of n, and nn. 


A Brewster prism is designed to pass p-polarized light without any 
reflective loss. The prism of Figure 12.18 is made of glass (n = 1.45) and is 
in air. Considering the light path shown, determine the vertex angle «. 


In the Brewster prism of Figure 12.18, determine for s-polarized light the 
fraction of the incident power that is transmitted through the prism, and 
from this specify the dB insertion loss, defined as 10logıo of that number. 


Show how a single block of glass can be used to turn a p-polarized beam of 
light through 180°, with the light suffering (in principle) zero reflective loss. 
The light is incident from air, and the returning beam (also in air) may be 
displaced sideways from the incident beam. Specify all pertinent angles and 
use n = 1.45 for glass. More than one design is possible here. 


Using Eq. (79) in Chapter 11 as a starting point, determine the ratio of the 
group and phase velocities of an electromagnetic wave in a good conductor. 
Assume conductivity does not vary with frequency. 


Over a small wavelength range, the refractive index of a certain material 
varies approximately linearly with wavelength asn(A) =n, +nı(X — Au), 
where n.,n, and A. are constants, and where X is the free-space wavelength. 
(a) Show that d/dw = -(2nc/w”)d/dı.(b) Using B(A) = 2rn/A, 


AN 


IN 


Figure 12.18 See Problems 
12.24 and 12.25. 
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determine the wavelength-dependent (or independent) group delay over a 
unit distance. (c) Determine ß> from your result of part (b). (d) Discuss the 
implications of these results, if any, on pulse broadening. 


AT =5 ps transform-limited pulse propagates in a dispersive medium for 
which 85 = 10 ps?/km. Over what distance will the pulse spread to twice its 
initial width? 


AT = 2% ps transform-limited pulse propagates through 10 km ofa 
dispersive medium for which 5 = 12 ps?/km. The pulse then propagates 
through a second 10 km medium for which 8, = —12 ps?/km. Describe the 
pulse at the output of the second medium and give a physical explanation 
for what happened. 


CHAPTER 


Guided Waves 


waves, and we explore the principles by which these operate. Included are trans- 

mission lines, which we first explored from the viewpoint of their currents and 
voltages in Chapter 10, and which we now revisit from a fields point of view. We 
then broaden the discussion to include several waveguiding devices. Broadly defined, 
a waveguide is a structure through which electromagnetic waves can be transmitted 
from point to point and within which the fields are confined to a certain extent. A 
transmission line fits this description, but itis a special case that employs two conduc- 
tors, and it propagates a purely TEM field configuration. Waveguides in general depart 
from these restrictions and may employ any number of conductors and dielectrics—or 
as we will see, dielectrics alone and no conductors. 

The chapter begins with a presentation of several transmission line structures, 
with emphasis on obtaining expressions for the primary constants, Z, C, G, and R, for 
high- and low-frequency operating regimes. Next, we begin our study of waveguides 
by first taking a broad view of waveguide devices to obtain a physical understanding 
of how they work and the conditions under which they are used. We then explore the 
simple parallel-plate structure and distinguish between its operation as a transmission 
line and as a waveguide. In this device, the concept of waveguide modes is developed, 
as are the conditions under which these will occur. We will study the electric and 
magnetic field configurations of the guided modes using simple plane wave models 
and the wave equation. We will then study more complicated structures, including 
rectangular waveguides, dielectric slab waveguides, and optical fibers. # 


l n this chapter, we investigate several structures for guiding electromagnetic 


13.1 TRANSMISSION LINE FIELDS 
AND PRIMARY CONSTANTS 


We begin by establishing the equivalence between transmission line operations when 
considering voltage and current, from the point of view of the fields within the line. 
Consider, for example, the parallel-plate line shown in Figure 13.1. In the line, we 
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Figure 13.1 A transmission-line wave represented by voltage and 
current distributions along the length is associated with transverse 
electric and magnetic fields, forming a TEM wave. 


assume that the plate spacing, d, is much less than the line width, 5 (into the page), 
so electric and magnetic fields can be assumed to be uniform within any transverse 
plane. Lossless propagation is also assumed. Figure 13.1 shows the side view, which 
includes the propagation axis z. The fields, along with the voltage and current, are 
shown at an instant in time. 

The voltage and current in phasor form are: 


V.(@) = Wer? (la) 
ee Zei (1b) 


where Zu = YL/C. The electric field in a given transverse plane at location z is just 
the parallel-plate capacitor field: 


V Vo _;e- 
E)= = ge (2a) 
The magnetic field is equal to the surface current density, assumed uniform, on either 
plate [Eq. (12), Chapter 7]: 
I Vo _;8- 
H,@)=K,=- = —eP 2b 
y@)= Ks a (2b) 
The two fields, both uniform, orthogonal, and Iying in the transverse plane, are iden- 
tical in form to those of a uniform plane wave. As such, they are transverse electro- 
magnetic (TEM) fields, also known simply as transmission-line fields. They differ 
from the fields of the uniform plane wave only in that they exist within the interior of 
the line, and nowhere else. 
The power flow down the line is found through the time-average Poynting vector, 
integrated over the line cross section. Using (2a) and (2b), we find: 


Vo Vol? _ 1 


b d 1 R 1 vw a 
P.= -Re[E,,H%,} dxdy = (bd) = = -Re{V,1!} @) 
5. z 2 d bz; 2 3 


The power transmitted by the line is one of the most important quantities that we 
wish to know from a practical standpoint. Eq. (3) shows that this can be obtained 
consistently through the line fields, or through the voltage and current. As would be 
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Figure 13.2 The geometry of the 
parallel-plate transmission line. 


expected, this consistency is maintained when losses are included. The fields picture is 
in factadvantageous, and is generally preferred, since itis easy to incorporate dielectric 
loss mechanisms (other than conductivity) in addition to the dispersive properties of 
the dielectric. The transmission-line fields are also needed to produce the primary 
constants, as we now demonstrate for the parallel-plate line and other selected line 
geometries. 

We assume the line is filled with dielectric having permittivity €’, conductivity 
o,and permeability u, usually wo (Figure 13.2). The upper and lower plate thickness 
is t, which, along with the plate width 5 and plate conductivity o., is used to evaluate 
the resistance per unit length parameter R under low-frequency conditions. We will, 
however, consider high-frequency operation, in which the skin effect gives an effective 
plate thickness or skin depth ö that is much less than r. 

First, the capacitance and conductance per unit length are simply those of the 
parallel-plate structure, assuming static fields. Using Eq. (27) from Chapter 6, we find 

e'b 
= 7 (4 
The value of permittivity used should be appropriate for the range of operating 
frequencies considered. 

The conductance per unit length may be determined easily from the capacitance 
expression by use of the simple relation between capacitance and resistance [Eq. (45), 
Chapter 6]: 


ee 6) 
ed 


The evaluation of Z and R involves the assumption of a well-developed skin 
effect such that ö « rt. Consequently, the inductance is primarily external because 
the magnetic flux within either conductor is negligible compared to that between 
conductors. Therefore, 


ud 
L = Lex = — (6) 
b 
Note that Leu C = ue’ = 1/ vs, and we are therefore able to evaluate the external 


inductance for any transmission line for which we know the capacitance and insulator 
characteristics. 

The last of the four parameters that we need is the resistance R per unit length. 
If the frequency is very high and the skin depth ö is very small, then we obtain an 
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appropriate expression for R by distributing the total current uniformly throughout 
a depth ö. The skin effect resistance (through both conductors in series over a unit 
length) is 
R = 7) 
 0.8b 
Finally, it is convenient to include the common expression for the characteristic 
impedance of the line here with the parameter formulas: 


Lex ud 
Zu=ı/ =, |—-—- 8 
' C e'b & 


If necessary, amore accurate value may be obtained from Egq. (47), Chapter 10. Note 
that when substituting (8) into (2b), and using (2a), we obtain the expected relation 
for a TEM wave, E,, = nH,,, wheren = Yu/e'. 


D13.1. Parameters for the planar transmission line shown in Figure 13.2 are 
b= 6 mm, d = 0.25 mm, t = 25 mm, 0. = 5.5 x 10’ S/m, €’ = 25 pF/m, 
A = Wo, and o/we’ = 0.03. If the operating frequency is 750 MHz, calculate: 
(a) a;(b) B;(c) Zo. 


Ans. 0.47 Np/m; 26 rad/m; 9.3/0.7° Q 


13.1.1 Coaxial (High Frequencies) 


We next consider a coaxial cable in which the dielectric has an inner radius a and 
outer radius b (Figure 13.3). The capacitance per unit length, obtained as Eq. (5) of 
Section 6.3, is 


’ 


_ 2ne 
 In(b/a) 


9) 


Dielectric 


; Conductor 
(0, €, u) 


(0) 


Figure 13.3 Coaxial transmission-line 
geometry. 
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Now, using the relation RC = e/o (see Problem 6.6), the conductance is 
2no 
 In(bJa) 
where o is the conductivity of the dielectric between the conductors at the operating 
frequency. 


The inductance per unit length was computed for the coaxial cable as Eq. (50) in 
Section 8.10, 


(10) 


1a 
2 
Again, this is an external inductance, for the small skin depth precludes any appre- 
ciable magnetic flux within the conductors. 

For a circular conductor of radius a and conductivity o., we let Eq. (90) of 
Section 11.4 apply to a unit length, obtaining 


1 
2rtado. 


Lex = >_ In(b/a) (11) 


Rinner = 


There is also a resistance for the outer conductor, which has an inner radius b. We 
assume the same conductivity o. and the same value of skin depth ö, leading to 


1 
2nböo. 


Because the line current flows through these two resistances in series, the total resis- 


tance is the sum: 
Be (12) 
 2nödo.\a b 


Finally, the characteristic impedance, assuming low losses, is 


Z | Lext 1 a 1 b (13) 
— = n 
2 C 2\eE a 


13.1.2 Coaxial (Low Frequencies) 


Router — 


We now obtain the coaxial line parameter values at very low frequencies where there 
is no appreciable skin effect and the current is assumed to be distributed uniformly 
throughout the conductor cross sections. 

We first note that the current distribution in the conductor does not affect either 
the capacitance or conductance per unit length. Therefore, 


_ Irre’ (1) 
In(b/a) 
and 
= 2ro (15) 
In(b/a) 


The resistance per unit length may be calculated by dc methods, R = 1/(0.S), where 
!= 1 mand o. is the conductivity of the outer and inner conductors. The area of the 
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center conductor is ra” and that of the outer is m (c? — b?). Adding the two resistance 
values, we have 


BE BR. (16) 
on\® &@-D 


Only one of the four parameter values remains to be found, the inductance per unit 
length. The external inductance that we calculated at high frequencies is the greatest 
part of the total inductance. To it, however, must be added smaller terms representing 
the internal inductances of the inner and outer conductors. 

At very low frequencies where the current distribution is uniform, the internal 
inductance of the center conductor is the subject of Problem 43 in Chapter 8; the 
relationship is also given as Eq. (62) in Section 8.10: 


a 
87 

The determination of the internal inductance of the outer shell is a more difficult 
problem, and most of the work was requested in Problem 36 in Chapter 8. There, 


we found that the energy stored per unit length in an outer cylindrical shell of inner 
radius b and outer radius c with uniform current distribution is 


(17) 


La,int = 


ul? 2 2 4c? c 
WH = b’—-3 In 
a el Tape 
Thus the internal inductance of the outer conductor at very low frequencies is 
2 
u 2 2 4c c 
Lbe,int = b° —3 In 18 
BE el rer: 2) > 


At low frequencies the total inductance is obtained by adding (11), (17), and (18): 


L eg I a (19) 
= n n 
nl a 4 Ke2-m) ern 


13.1.3 Coaxial (Intermediate Frequencies) 


There still remains the frequency interval where the skin depth is neither very much 
larger than nor very much smaller than the radius. In this case, the current distribution 
is governed by Bessel functions, and both the resistance and internal inductance are 
complicated expressions. Values are tabulated in the handbooks, and it is necessary to 
use them for very small conductor sizes at high frequencies and for larger conductor 
sizes used in power transmission at low frequencies.' 


! Bessel functions are discussed within the context of optical fiber in Section 13.7. The current 
distribution, internal inductance, and internal resistance of round wires is discussed (with numerical 
examples) in Weeks, pp. 35-44. See the References at the end of this chapter. 
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D13.2. The dimensions of a coaxial transmission line area = Amm,b = 
17.5 mm, and c = 20 mm. The conductivity of the inner and outer conductors 
is2 x 10’ S/m, and the dielectric properties are u, = 1,e/ = 3, and o/we’ = 
0.025. Assume that the loss tangent is constant with frequency. Determine: 
(a) L,C,R,G, and Zo at 150 MHz; (b) L and R at 60 Hz. 


Ans. 0.30 uH/m, 113 pF/m, 0.27 Q/m, 2.7 mS/m, 51 2; 0.36 uH/m, 1.16 mQ2/m 


13.1.4 Two-Wire (High Frequencies) 


For the two-wire transmission line of Figure 13.4 with conductors of radius a and 
conductivity o. with center-to-center separation d in a medium of permeability u, 
permittivity e’, and conductivity o., the capacitance per unit length is found using the 


results of Section 6.4: 


C= Me (20) 
 cosh”"(d/2a) 
or 
te’ 
an 


The external inductance may be found from LeuC = ue’. Itis 
Lex = & cosh!(d/2a) 21) 
T 
or 
MA 
Lext — - In(d/a) (a < d) 


The conductance per unit length may be written immediately from an inspection of 
the capacitance expression, and using the relation RC = e/o: 
no 


= 22 
cosh"!(d/2a) 
The resistance per unit length is twice that of the center conductor of the coax, 
1 
= (23) 
raödo. 


Dielectric 
(0, €, u) 


d 


Figure 13.4 The geometry of the 
two-wire transmission line. 
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Finally, using the capacitance and the external inductance expressions, we obtain a 
value for the characteristic impedance, 


Lext 1 /m —1 
Zz= = —, /—- cosh”(d/2a) (24) 
(& a\ € 


13.1.5 Two-Wire (Low Frequencies) 


At low frequencies where a uniform current distribution may be assumed, we again 
must modify the Z and R expressions, but not those for C and G. The latter two are 
again expressed by (20) and (22): 

2 ne 

u cosh“!(d/2a) 


TO 


 cosh”!(d/2a) 
The inductance per unit length must be increased by twice the internal inductance of 
a straight round wire, 


_u|l 1 
L= | - + cosh”(d/2a) (25) 
n|4 
The resistance becomes twice the dc resistance of a wire of radius a, conductivity o., 
and unit length: 
2 


R= = 
Ta”o. 


(26) 


D13.3. The conductors of a two-wire transmission line each have a radius of 
0.8 mm and a conductivity of 3 x 107’ S/m. They are separated by a center-to- 
center distance of 0.8 cm in a medium for which e} = 2.5, u, = l,ando = 
4x 10”? S/m. Ifthe line operates at60 Hz, find: (a) 6; (bD)C; (c)G; (d)L; (e)R. 


Ans. 1.2 cm; 30 pF/m; 5.5 nS/m; 1.02 uH/m; 0.033 Q/m 


13.1.6 Microstrip Line (Low Frequencies) 


Microstrip line is one example of a class of configurations involving planar conduc- 
tors of finite widths on or within dielectric substrates; they are usually employed 
as device interconnects for microelectronic circuitry. The microstrip configuration, 
shown in Figure 13.5, consists of a dielectric (assumed lossless) of thickness d and of 
permittivity €’ = e,eo, sandwiched between a conducting ground plane and a narrow 
conducting strip of width w. The region above the top strip is air (assumed here) or 
a dielectric of lower permittivity. 

The structure approaches the case of the parallel-plate line f w > d. Ina 
microstrip, such an assumption is generally not valid, and so significant charge den- 
sities exist on both surfaces of the upper conductor. The resulting electric field, origi- 
nating atthe top conductor and terminating on the bottom conductor, will exist within 
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Figure 13.5 Microstrip line 
geometry. 


both substrate and air regions. The same is true for the magnetic field, which cir- 
culates around the top conductor. This electromagnetic field configuration cannot 
propagate as a purely TEM wave because wave velocities within the two media will 
differ. Instead, waves having z components of E and H occur, with the z component 
magnitudes established so that the air and dielectric fields do achieve equal phase 
velocities (the reasoning behind this will be explained in Section 13.6). Analyzing 
the structure while allowing for the special fields is complicated, but it is usually 
permissible to approach the problem under the assumption of negligible z compo- 
nents. This is the quasi TEM approximation, in which the static fields (obtainable 
through numerical solution of Laplace’s equation, for example) are used to evaluate 
the primary constants. Accurate results are obtained at low frequencies (below 1 or 
2 GHz). At higher frequencies, results obtained through the static fields can still be 
used but in conjunction with appropriate modifying functions. We will consider the 
simple case of low-frequency operation and assume lossless propagation.” 

To begin, it is useful to consider the microstrip line characteristics when the 
dielectric is not present. Assuming that both conductors have very small thicknesses, 
the internal inductance will be negligible, and so the phase velocity within the air-filled 
line, v,o, will be 


1 1 
Vo = JEsCH — RER =.LC (27a) 
where Co is the capacitance of the air-filled line (obtained from the electric field for 
that case), and c is the velocity of light. With the dielectric in place, the capacitance 
changes, but the inductance does not, provided the dielectric permeability is zo. Using 
(27a), the phase velocity now becomes 


v ! R u (27b) 
» >= — 3 —J 
i NY LetC C JEr,ett 


where the effective dielectric constant for the microstrip line is 
& er 
ee el — 28 
ein ( ) (28) 
It is implied from (28) that the microstrip capacitance C would result if both the 


air and substrate regions were filled homogeneously with material having dielectric 
constant &,.er. The effective dielectric constant is a convenient parameter to use 


? The high-frequency case is treated in detail in Edwards (Reference 2). 


461 


462 


ENGINEERING ELECTROMAGNETICS 


because it provides a way of unifying the effects of the dielectric and the conduc- 
tor geometry. To see this, consider the two extreme cases involving large and small 
width-to-height ratios, w /d. If w/d is very large, then the line resembles the parallel- 
plate line, in which nearly all of the electric field exists within the dielectric. In this 
case eE,.erp = €,. On the other hand, for a very narrow top strip, or small w/d, the 
dielectric and air regions contain roughly equal amounts of electric flux. In that case, 
the effective dielectric constant approaches its minimum, given by the average of the 
two dielectric constants. We therefore obtain the range of allowed values of e,.err: 


1 
ze a7 1) < Ereff < Er (29) 


The physical interpretation of e,.err is that it is a weighted average of the dielectric 
constants of the substrate and air regions, with the weighting determined by the extent 
to which the electric field fills either region. We may thus write the effective dielectric 
constant in terms of a field filling factor, q, for the substrate: 


Er. = 1+gler - D) (30) 


where 0.5 <q < 1. With large w/d,q — 1; with small w/d,q > 0.5. 

Now, the characteristic impedances of the air-filled line and the line with dielectric 
substrate are, respectively, vl = YLeı/Co and Zu = V LexıC. Then, using (28), we 
find 

Zu 
V €,, eff 
A procedure for obtaining the characteristic impedance would be to first evaluate the 
air-filled impedance for a given w /d. Then, knowing the effective dielectric constant, 
determine the actual impedance using (31). Another problem would be to determine 
the required ratio w/d for a given substrate material in order to achieve a desired 
characteristic impedance. 

Detailed analyses have led to numerous approximation formulas for the evalua- 
tion of €,.etr, ZN and Z, within different regimes (again, see Reference 2 and the ref- 
erences therein). For example, with dimensions restricted such that 1.3 <w/d < 3.3, 
applicable formulas include: 


Zu = 


31) 


air d d z w 
Zu = 601n]|4| —)+,/16|—) +2 — <33 (32) 
w w d 
and 
e+1l &-1 7 w 
en: 1+10- el, 
u Hs (1+10%) ">13 33) 


Or, if a line is to be fabricated having a desired value of Zo, the effective dielectric 
constant (from which the required w /d can be obtained) is found through: 


&.cir = €,[0.96 + €,(0.109 — 0.0048.) (logjn(10 + Zu) — DI" 7 >13 6%) 
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D13.4. A microstrip line is fabricated on a lithium niobate substrate (e, = 4.8) 
of I mmthickness. Ifthe top conductor is 2 mm wide, find (a) e,.ert; (D) Zo; (C) vp- 


Ans. 3.6; 47 0;1.6 x 10% m/s 


13.2 BASIC WAVEGUIDE OPERATION 


Waveguides assume many different forms that depend on the purpose of the guide 
and on the frequency of the waves to be transmitted. The simplest form (in terms of 
analysis) is the parallel-plate guide shown in Figure 13.6. Other forms are the hollow- 
pipe guides, including the rectangular waveguide of Figure 13.7, and the cylindrical 
guide, shown in Figure 13.8. Dielectric waveguides, used primarily at optical fre- 
quencies, include the slab waveguide of Figure 13.9 and the optical fiber, shown in 
Figure 13.10. Each of these structures possesses certain advantages over the others, 
depending on the application and the frequency of the waves to be transmitted. All 
guides, however, exhibit the same basic operating principles, which we will explore 
in this section. 

To develop an understanding of waveguide behavior, we consider the parallel- 
plate waveguide of Figure 13.6. At first, we recognize this as one of the transmission- 
line structures that we investigated in Section 13.1. So the first question that arises is: 
how does a waveguide differ from a transmission line to begin with? The difference lies 
in the form of the electric and magnetic fields within the line. To see this, consider again 
Figure 13.1, which shows the fields when the line operates as a transmission line. As 
we saw earlier, a sinusoidal voltage wave, with voltage applied between conductors, 
leads to an electric field that is directed vertically between the conductors as shown. 
Because current flows only in the z direction, magnetic field will be oriented in and out 
of the page (in the y direction). The interior fields comprise a plane electromagnetic 
wave which propagates in the z direction (as the Poynting vector will show), since 
both fields lie in the transverse plane. We refer to this as a transmission-line wave, 


KR 


i) 


Figure 13.6 Parallel-plate waveguide, with metal plates at 
x =0,d. Between the plates is a dielectric of permittivity e. 
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a 


Figure 13.7 Rectangular waveguide. 


Figure 13.8 Cylindrical waveguide. 


u 
d 
Zy 


Figure 13.9 Symmetric dielectric slab waveguide, 
with slab region (refractive index nı) surrounded by two 
dielectrics of index nz < n;. 
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Figure 13.10 Optical fiber waveguide, 
with the core dielectric (eo < a) of refractive 
index n}. The cladding dielectric (a <p <b)is 
ofindexnz <n;. 


which, as discussed in Section 13.1, is a transverse electromagnetic, or TEM, wave. 
The wavevector K, shown in Figure 13.1, indicates the direction of wave travel as well 
as the direction of power flow. 

As the frequency is increased, a remarkable change occurs in the way the fields 
progagate down the line. Although the original field configuration of Figure 13.1 may 
still be present, another possibility emerges, which is shown in Figure 13.11. Again, 
a plane wave is guided in the z direction, but by means of a progression of zig-zag 
reflections at the upper and lower plates. Wavevectors k, and k, are associated with 
the upward-and downward-propagating waves, respectively, and these have identical 
magnitudes, 


Ik.l=Ikıl=k=wyne 


For such a wave to propagate, all upward-propagating waves must be in phase (as 
must be true of alldownward-propagating waves). This condition can only be satisfied 
at certain discrete angles of incidence, shown as 6 in Figure 13.11. An allowed value 
of 0, along with the resulting field configuration, comprise a waveguide mode of the 
structure. Associated with each guided mode is a cutoff frequency. If the operating 
frequency is below the cutoff frequency, the mode will not propagate. If above cutoff, 


Figure 13.11 Ina parallel-plate waveguide, plane waves can 
propagate by oblique reflection from the conducting walls. This 
produces a waveguide mode that is not TEM. 
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TE TM 


Figure 13.12 Plane wave representation of TE and TM modes in a 
parallel-plate guide. 


the mode propagates. The TEM mode, however, has no cutoff; it will be supported 
at any frequency. At a given frequency, the guide may support several modes, the 
quantity of which depends on the plate separation and on the dielectric constant 
of the interior medium, as will be shown. The number of modes increases as the 
frequency is raised. 

So to answer our initial question on the distinction between transmission lines 
and waveguides, we can state the following: Transmission lines consist of two or 
more conductors and as a rule will support TEM waves (or something which could 
approximate such a wave). A waveguide may consist of one or more conductors, or 
no conductors at all, and will support waveguide modes of forms similar to those 
just described. Waveguides may or may not support TEM waves, depending on the 
design. 

In the parallel-plate guide, two types of waveguide modes can be supported. 
These are shown in Figure 13.12 as arising from the s and p orientations of the plane 
wave polarizations. In a manner consistent with our previous discussions on oblique 
reflection (Section 12.5), we identify a fransverse electric or TE mode when E is 
perpendicular to the plane of incidence (s-polarized); this positions E parallel to the 
transverse plane ofthe waveguide, as well as to the boundaries. Similarly, a transverse 
magnetic or TM mode results with a p polarized wave; the entire H field is in the 
y direction and is thus within the transverse plane of the guide. Both possibilities 
are illustrated in Figure 13.12. Note, for example, that with E in the y direction 
(TE mode), H will have x and z components. Likewise, aTM mode will have 
x and z components of E.? In any event, the reader can verify from the geome- 
try of Figure 13.12 that it is not possible to achieve a purely TEM mode for val- 
ues of 9 other than 90°. Other wave polarizations are possible that lie between the 
TE and TM cases, but these can always be expressed as superpositions of TE and 
TM modes. 


3 Other types of modes can exist in other structures (not the parallel-plate guide) in which both E and 
H have z components. These are known as hybrid modes, and they typically occur in guides with 
cylindrical cross sections, such as the optical fiber. 
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13.3 PLANE WAVE ANALYSIS OF THE 
PARALLEL-PLATE WAVEGUIDE 


Let us now investigate the conditions under which waveguide modes will occur, 
using our plane wave model for the mode fields. In Figure 13.13a, a zig-zag path 
is again shown, but this time phase fronts are drawn that are associated with two 
of the upward-propagating waves. The first wave has reflected twice (at the top and 
bottom surfaces) to form the second wave (the downward-propagating phase fronts 
are not shown). Note that the phase fronts of the second wave do not coincide with 
those of the first wave, and so the two waves are out of phase. In Figure 13.135, 
the wave angle has been adjusted so that the two waves are now in phase. Having 
satisfied this condition for the two waves, we will find that al! upward-propagating 
waves will have coincident phase fronts. The same condition will automatically occur 
for all downward-propagating waves. This is the requirement to establish a guided 
mode. 

In Figure 13.14 we show the wavevector, k,, and its components, along with a 
series of phase fronts. A drawing of this kind for k,; would be the same, except the 


(b) 


Figure 13.13 (a) Plane wave 
propagation in a parallel-plate guide in 
which the wave angle is such that the 
upward-propagating waves are not in 
phase. (b) The wave angle has been 
adjusted so that the upward waves are 
in phase, resulting in a guided mode. 
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Figure 13.14 The components of the 
upward wavevector are km and ßm, the 
transverse and axial phase constants. To 
form the downward wavevector, k., the 
direction Of km IS reversed. 


x component, K„, would be reversed. In Section 12.4, we measured the phase shift 
per unit distance along the x and z directions by the components, k, and k;, which 
varied continuously as the direction of K changed. In our discussion of waveguides, 
we introduce a different notation, where «,, and P,„ are used for k, and k,. The 
subscript m is an integer indicating the mode number. This provides a subtle hint that 
Bm and «,, will assume only certain discrete values that correspond to certain allowed 
directions ofk, and k,, such that our coincident phase front requirement is satisfied.* 
From the geometry we see that for any value of m, 


Bm sv k? — Ka (35) 


Use of the symbol f,, for the z components of k, and k, is appropriate because ß,, 
will ultimately be the phase constant for the mth waveguide mode, measuring phase 
shift per distance down the guide; it is also used to determine the phase velocity of 
the mode, &/ Pf, and the group velocity, do/dPn. 

Throughout our discussion, we will assume that the medium within the guide is 
lossless and nonmagnetic, so that 


Dome a (36) 


[e [63 


5 Subscripts (m) are not shown on k, and k, but are understood. Changing m does not affect the 
magnitudes of these vectors, only their directions. 
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which we express either in terms of the dielectric constant, e/, or the refractive index, 
n, of the medium. 

It is «m, the x component of k, and k,, that will be useful to us in quantifying 
our requirement on coincident phase fronts through a condition known as transverse 
resonance. This condition states that the net phase shift measured during a round trip 
over the full transverse dimension of the guide must be an integer multiple of 2 
radians. This is another way of stating that all upward- (or downward-) propagating 
plane waves must have coincident phases. The various segments of this round trip are 
illustrated in Figure 13.15. We assume for this exercise that the waves are frozen in 
time and that an observer moves vertically over the round trip, measuring phase shift 
along the way. In the first segment (Figure 13.15a), the observer starts at a position 
just above the lower conductor and moves vertically to the top conductor through 
distance d. The measured phase shift over this distance is x„d rad. On reaching the 
top surface, the observer will note a possible phase shift on reflection (Figure 13.155). 
This will be  ifthe wave is TE polarized and will be zero ifthe wave is TM polarized 
(see Figure 13.16 for a demonstration of this). Next, the observer moves along the 
reflected wave phases down to the lower conductor and again measures a phase shift 
of x„d (Figure 13.15c). Finally, after including the phase shift on reflection at the 
bottom conductor, the observer is back at the original starting point and is noting the 
phase of the next upward-propagating wave. 

The total phase shift over the round trip is required to be an integer multiple 
of2r: 


Kmd SF [0] Sr Kmd Sr (0) —= 2mn (37) 


where & is the phase shift on reflection at each boundary. Note that wihd® = rn 
(TE waves) or 0 (TM waves), the net reflective phase shift over around trip is 2 or 0, 
regardless of the angle of incidence. Thus the reflective phase shift has no bearing on 
the current problem, and we may simplify (37) to read 


MIT 
Di en 38 
K 7 (38) 


which is valid for both TE and TM modes. Note from Figure 13.14 thatk,„, = k cos Q,,. 
Thus the wave angles for the allowed modes are readily found from (38) with (36): 


On = cos! (Z) = cos! () = cos! (=) (39) 


where A is the wavelength in free space. 
We can next solve for the phase constant for each mode, using (35) with (38): 


ee) 
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Kımd a 


(a) 
Reflection with 0 or x phase shift 


Reflection with 0 or zz phase shift 
(e) 


Figure 13.15 The net phase shift over 
a round trip in the parallel-plate guide is 
found by first measuring the transverse 
phase shift between plates of the initial 
upward wave (a); next, the transverse 
phase shift in the reflected (downward) 
wave is measured, while accounting for 
the reflective phase shift at the top plate 
(b); finally, the phase shift on reflection at 
the bottom plate is added, thus returning 
to the starting position, but with a new 
upward wave (c). Transverse resonance 
occurs if the phase at the final point is the 
same as that at the starting point (the two 
upward waves are in phase). 
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1X Perfect u 
V 
conductor N 


Perfect 
conductor 


(a) (b) 


Figure 13.16 The phase shift of a wave on reflection from a perfectly conducting surface 
depends on whether the incident wave is TE (s-polarized) or TM (p-polarized). In both 
drawings, electric fields are shown as they would appear immediately adjacent to the 
conducting boundary. In (a) the field of a TE wave reverses direction upon reflection to 
establish a zero net field at the boundary. This constitutes a x phase shift, as is evident by 
considering a fictitious transmitted wave (dashed line) formed by a simple rotation of the 
reflected wave into alignment with the incident wave. In (b) an incident TM wave experiences 
a reversal ofthe z component of its electric field. The resultant field of the reflected wave, 
however, has not been phase-shifted; rotating the reflected wave into alignment with the 
incident wave (dashed line) shows this. 


We define the radian cutoff frequency for mode m as 


MITC 
CmN i 41 
. nd en 


so that (40) becomes 


The significance of the cutoff frequency is readily seen from (42): If the operating 
frequency w is greater than the cutoff frequency for mode m, then that mode will have 
phase constant ß,, that is real-valued, and so the mode will propagate. For  < cm» 
Pm is imaginary, and the mode does not propagate. 

Associated with the cutoff frequency is the cutoff wavelength, X.m, defined as the 
free-space wavelength at which cutoff for mode m occurs. This will be 


2nc 2nd 
Acm — u ar 
Ocm m 


(43) 
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Note, for example, that in an air-filled guide (n = 1) the wavelength at which the 
lowest-order mode first starts to propagate is A.ı = 2d, or the plate separation is 
one-half wavelength. Mode m will propagate whenever > @.„, or equivalently 
whenever A < Acm. Use of the cutoff wavelength enables us to construct a second 
useful form of Eg. (42): 


_ 2rn 1 I 44 
Bm = A — ( ) ( ) 


A parallel-plate waveguide has plate separation d = 1 cm and is filled with teflon 
having dielectric constant e/ = 2.1. Determine the maximum operating frequency 
such that only the TEM mode will propagate. Also find the range of frequencies 
over which the TE; and TM; (m = 1) modes, and no higher-order modes, will 
propagate. 

Solution. Using (41), the cutoff frequency for the first waveguide mode (m = 1) 
will be 

@.ı _ 2.99 x 10! 


eo 21 


To propagate only TEM waves, we must have f < 10.3 GHz. To allow TE; and 
TM; (along with TEM) only, the frequency range must be &.ı < ® < @.2, where 
@.c2 = 2.1, from (41). Thus, the frequencies at which we will have the m = I modes 
and TEM will be 10.3 GHz < f < 20.6 GHz. 


= 1.03 x 10! Hz = 10.3 GHz 


In the parallel-plate guide of Example 13.1, the operating wavelength is = 2 mm. 
How many waveguide modes will propagate? 


Solution. For mode m to propagate, the requirementis\ < A.m. Forthe given wave- 
guide and wavelength, the inequality becomes, using (43), 


2/2.1 (10 mm) 
< — 2 
Y 


m 


2 mm 


from which 


2/2.1 (10 mm) 
m < ——— 


= 14.5 
2mm 


Thus the guide will support modes at the given wavelength up to order m = 14. Since 
there will be a TE and a TM mode for each value of m, this gives, not including the 
TEM mode, a total of 28 guided modes that are above cutoff. 
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The field configuration for a given mode can be found through the superposition 
of the fields of all the reflected waves. We can do this for the TE waves, for example, 
by writing the electric field phasor in the guide in terms of incident and reflected fields 
through 


Eys = Eye _ Enge ar (45) 


where the wavevectors, k, and k,, are indicated in Figure 13.12. The minus sign in 
front ofthe second term arises from the phase shift on reflection. From the geometry 
depicted in Figure 13.14, we write 


k. = Knax + Pna; (46) 
and 
ka = —Kmar + Bma; (47) 
Then, using 
r=xa, + 2a; 
Eq. (45) becomes 


Eys = Erle! — errye"Pnz = 25 Eysin(kmx)e Pr? = Ei sin(kmx)e Pe 
(48) 


where the plane wave amplitude, Eo, and the overall phase are absorbed into E/. In 
real instantaneous form, (48) becomes 


E,z,D)= Re(E,se 3er) = Ey sin(kmx) cos(wt — BmZ) (TE mode above cutoff) 

(49) 
We interpret this as a wave that propagates in the positive z direction (down the guide) 
while having a field profile that varies with x.° The TE mode field is the interference 
pattern resulting from the superposition of the upward and downward plane waves. 
Note that ff © < ®.cm, then (42) yields an imaginary value for ß„, which we may 
write as — j|ßm| = — J&m: Egs. (48) and (49) then become 


E, = En sinikar)e (50) 


E(z, t) = Ey sin(k„x)e *”? cos(wt) (TE mode below cutoff) (51) 


This mode does not propagate, but simply oscillates at frequency w, while exhibiting 
a field pattern that decreases in strength with increasing z. The attenuation coefficient, 
& m, 15 found from (42) with ® < wem: 


2 2 
cm 2 Acm 
EL ee en ve (52) 
c cm Acm \ 


5 We can also interpret this field as that of a standing wave in x while it is a traveling wave in z. 
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We note from (39) and (41) that the plane wave angle is related to the cutoff 
frequency and cutoff wavelength through 


@ iS 
cos, = — = (53) 
[02] Aa 
So we see that at cutoff (wo = ®.m), Om = 0, and the plane waves are just reflecting 


back and forth over the cross section; they are making no forward progress down 
the guide. As » is increased beyond cutoff (or X is decreased), the wave angle in- 
creases, approaching 90° as  approaches infinity (or as A approaches zero). From 
Figure 13.14, we have 


Bm =ksin Om —— sin Om (54) 
c 


and so the phase velocity of mode m will be 


[00] [62 


(55) 


Ypm = 


B m n sin Om 


The velocity minimizes at c/n for all modes, approaching this value at frequencies 
far above cutoff; v,,, approaches infinity as the frequency is reduced to approach the 
cutoff frequency. Again, phase velocity is the speed of the phases in the z direction, 
and the fact that this velocity may exceed the speed of light in the medium is not a 
violation of relativistic principles, as discussed in Section 12.7. 

The energy will propagate at the group velocity, v, = dw/dß. Using (42), we 


have 
dß d | no @®cm\? 
—Äi m cm 
m _ N ( ) 56 
"gm do dw | c [0) | ae) 
The derivative is straightforward. Carrying it out and taking the reciprocal of the 
result yields: 


(6 Ocm 2 CE 
Vom — 1 ( ) — sın Om (5 7) 
n n 


{02} 


Group velocity is thus identified as the projection of the velocity associated with k, 
or k, into the z direction. This will be less than or equal to the velocity of light in the 
medium, c/n, as expected. 


In the guide of Example 13.1, the operating frequency is 25 GHz. Consequently, 
modes for which m = 1 and m = 2 will be above cutoff. Determine the group delay 
difference between these two modes over a distance of 1 cm. This is the difference in 
propagation times between the two modes when energy in each propagates over the 
l-cm distance. 
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Solution. The group delay difference is expressed as 


From (57), along with the results of Example 13.1, we have 


c 10.3\ 
%1 = 1 = 0.63c 
“Jo ( 25 ) 


c 20.6\ 
Va = 1 = 0.39c 
er ( 25 ) 


Then 


1Iı 1 _u 
At= = E n =3.3x 10° s/cm = 33 ps/cm 
This computation gives arough measure ofthe modal dispersion in the guide, applying 
to the case of having only two modes propagating. A pulse, for example, whose center 
frequency is 25 GHz would have its energy divided between the two modes. The pulse 
would broaden by approximately 33 ps/cm of propagation distance as the energy in 
the modes separates. If, however, we include the TEM mode (as we really must), then 
the broadening will be even greater. The group velocity for TEM will be c// 2.1. The 
group delay difference of interest will then be between the TEM mode and them = 2 
mode (TE or TM). We would therefore have 


1Iı1 
Alnet =-| —-1[=532 ps/cm 
c |..39 


D13.5. Determine the wave angles ,, for the first four modes (m = 1, 2, 
3,4) in a parallel-plate guide with d =2 cm, e, = 1,and f = 30 GHz. 

Ans. 76°; 60°; 41°; 0° 

D13.6. A parallel-plate guide has plate spacing d = 5 mm and is filled with 


glass (n = 1.45). What is the maximum frequency at which the guide will 
operate in the TEM mode only? 


Ans. 20.7 GHz 


D13.7. A parallel-plate guide having d = 1 cm is filled with air. Find the 
cutoff wavelength for the m = 2 mode (TE or TM). 


Ans. lcm 
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13.4 PARALLEL-PLATE GUIDE ANALYSIS 
USING THE WAVE EQUATION 


The most direct approach in the analysis of any waveguide is through the wave 
equation, which we solve subject to the boundary conditions at the conducting walls. 
The form of the equation that we will use is that of Eq. (28) in Section 11.1, which was 
written for the case of free-space propagation. We account for the dielectric properties 
in the waveguide by replacing ko in that equation with k to obtain: 


V’E,=-KE, (58) 


where k = nw/c as before. 

We can use the results of the last section to help us visualize the process of solving 
the wave equation. For example, we may consider TE modes first, in which there will 
be only a y component of E. The wave equation becomes: 


B By: DE = ö°E,, 


2 = 
Far ra en 


We assume that the width of the guide (in the y direction) is very large compared to 
the plate separation d. Therefore we can assume no y variation in the fields (fringing 
fields are ignored), and so 9°E ys/9 y? = 0. We also know that the z variation will be 
of the form e”/Pr2, The form of the field solution will thus be 


Be. (60) 


where En is a constant, and where f„(x) is a normalized function to be determined 
(whose maximum value is unity). We have included subscript m on ß,«, and f(x), 
since we anticipate several solutions that correspond to discrete modes, to which we 
associate mode number m. We now substitute (60) into (59) to obtain 


250) 
dx? 


+ (k? - B},) na) = 0 (61) 


where E, and e”/Pr2 have divided out, and where we have used the fact that 


Note also that we have written (61) using the total derivative d? /dx?, as f„ Isa 
function only of x. We next make use of the geometry of Figure 13.14, and we note 
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that k? — ß2, = x}. Using this in (61) we obtain 


2 
I m = 0 (62) 


The general solution of (62) will be 
ImX) = COS(KX) + SIN(KX) (63) 


We next apply the appropriate boundary conditions in our problem to evaluate 
Km. From Figure 13.6, conducting boundaries appear atx = 0 andx = d, at which 
the tangential electric field (Z,) must be zero. In Eq. (63), only the sin(x„x) term 
will allow the boundary conditions to be satisfied, so we retain it and drop the cosine 
term. The x = 0 condition is automatically satisfied by the sine function. The x = d 
condition is met when we choose the value of x,, such that 
MIT 


m — 7; 4 
K 7 (64) 


We recognize Eq. (64) as the same result that we obtained using the transverse res- 
onance condition of Section 13.3. The final form of E,, is obtained by substituting 
/m(x) as expressed through (63) and (64) into (60), yielding a result that is consistent 
with the one expressed in Eq. (48): 


Eis = Eo sin ) e JPm2 (65) 


An additional significance of the mode number m is seen when considering the 
form of the electric field of (65). Specifically, m is the number of spatial half-cycles 
of electric field that occur over the distance d in the transverse plane. This can be 
understood physically by considering the behavior of the guide at cutoff. As we 
learned in the last section, the plane wave angle of incidence in the guide at cutoff 
is zero, meaning that the wave simply bounces up and down between the conducting 
walls. The wave must be resonant in the structure, which means that the net round 
trip phase shift is 2m. With the plane waves oriented vertically, 8, = 0, and so 
Km = k = 2nIt/Acm. So at cutoff, 


a 66 
d Acm ( ) 
which leads to 
MXcm 
d= —— at cutoff (67) 
2n 
Eq. (65) at cutoff then becomes 
(MIX . [2nnx 
E,s = Eossin () = Ev sin ( ri ) (68) 


The waveguide is simply a one-dimensional resonant cavity, in which a wave can 
oscillate in the x direction if its wavelength as measured in the medium is an integer 
multiple of 2d where the integer is m. 
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(b) 


Figure 13.17 (a) A plane wave associated 
with an m = 4 mode, showing a net phase 
shift of 4rr (two wavelengths measured in x) 
occurring over distance d in the transverse 
plane. (b) As frequency increases, an increase 
in wave angle is required to maintain the Ar 
transverse phase shift. 


Now, as the frequency increases, wavelength will decrease, and so the require- 
ment of wavelength equaling an integer multiple of 2d is no longer met. The response 
of the mode is to establish z components of k, and k,, which results in the de- 
creased wavelength being compensated by an increase in wavelength as measured 
in the x direction. Figure 13.17 shows this effect for the m = 4 mode, in which the 
wave angle, 0,, steadily increases with increasing frequency. Thus, the mode retains 
precisely the functional form of its field in the x direction, but it establishes an increas- 
ing value of ß,, as the frequency is raised. This invariance in the transverse spatial 
pattern means that the mode will retain its identity at all frequencies. Group velocity, 
expressed in (57), is changing as well, meaning that the changing wave angle with 
frequency is amechanism for group velocity dispersion, known simply as waveguide 
dispersion. Pulses, for example, that propagate in a single waveguide mode will thus 
experience broadening in the manner considered in Section 12.8. 

Having found the electric field, we can find the magnetic field using Maxwell’s 
equations. We note from our plane wave model that we expect to obtain x and z 
components of H, for a TE mode. We use the Maxwell equation 


VxE,=-jwouH, (69) 
where, in the present case of having only a y component of E,, we have 
dE dE, Pu i 82 
VxE, = 3 . 4, — F} = a, =KmEo east) rg, Zu IBm Eo sin(k„.x)e Fra, 
x z 


(70) 


CHAPTER 13 Guided Waves 


We solve for H, by dividing both sides of (69) by — jwu. Performing this operation 
on (70), we obtain the two magnetic field components: 


Hs=- 22 Eo sin(kmx)e Pr? (71) 
op 
. Km — jBuz 
a] Eo COS(k x )e Pr (72) 
op 


Together, these two components form closed-loop patterns for H, in the x, z plane, 
as can be verified using the streamline plotting methods developed in Section 2.6. 
It is interesting to consider the magnitude of H,, which is found through 


El =Y/H, IE = Hu. 4+ HB, (73) 
Carrying this out using (71) and (72) results in 


E 
IH,|= — (x? + 82)” (sin(enx) + cos’(kmx)) (74) 
op 


Using the fact that x + Be = k’ and using the identity sin? (Kmx) + C08°(kyx)= 1, 
(74) becomes 


k w,/uE Eo 
IH,|= — Eu = = (75) 
@p m n 
where n = „u/e. This result is consistent with our understanding of waveguide 
modes based on the superposition of plane waves, in which the relation between E, 
and H, is through the medium intrinsic impedance, n. 


D13.8. Determine the group velocity of the m = 1 (TE or TM) mode in an 
air-filled parallel-plate guide with d = 0.5cmat f = (a) 30 GHz, (b) 60 GHz, 
and (c) 100 GHz. 


Ans. 0; 2.6 x 10° m/s; 2.9 x 10° m/s 


D13.9. A TE mode in a parallel-plate guide is observed to have three maxima 
in its electric field pattern between x = 0 and x = d. What is the value of m? 


Ans. 3 


13.5 RECTANGULAR WAVEGUIDES 


In this section we consider the rectangular waveguide, a structure that is usually used 
in the microwave region of the electromagnetic spectrum. The guide is shown in 
Figure 13.7. As always, the propagation direction is along the z axis. The guide is 
of width a along x and height b along y. We can relate the geometry to that of the 
parallel-plate guide of previous sections by thinking of the rectangular guide as two 
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parallel-plate guides of orthogonal orientation that are assembled to form one unit. We 
have a pair of horizontal conducting walls (along the x direction) and a pair of vertical 
walls (along y), all of which form one continuous boundary. The wave equation in 
its full three-dimensional form [Eq. (59)] must now be solved, for in general we may 
have field variations in all three coordinate directions. 

In the parallel-plate guide, we found that the TEM mode can exist, along with 
TE and TM modes. The rectangular guide will support the TE and TM modes, but 
it will not support a TEM mode. This is because, in contrast to the parallel-plate 
guide, we now have a conducting boundary that completely surrounds the transverse 
plane. The nonexistence of TEM can be understood by remembering that any electric 
field must have a zero tangential component at the boundary. This means that it is 
impossible to set up an electric field that will not exhibit the sideways variation that 
is necessary to satisfy this boundary condition. Because E varies in the transverse 
plane, the computation of H through V x E= —- jwuH must lead to az component 
of H, and so we cannot have a TEM mode. We cannot find any other orientation of a 
completely transverse E in the guide that will allow a completely transverse H. 


13.5.1 Using Maxwell’s Equations to Relate Field 
Components 


With the modes dividing into TE and TM types, the standard approach is to first solve 
the wave equation for the z components. By definition, EZ, = Q in a TE mode, and 
H. = Oin aTM mode. Therefore, we will find the TE mode solution by solving 
the wave equation for H;, and we will obtain the TM mode solution by solving for 
E.. Using these results, all transverse field components are obtained directly through 
Maxwell’s equations. This procedure may sound a little tedious (which it is), but we 
can be certain to find all the modes this way. First, we will handle the problem of 
finding transverse components in terms of the z components. 

To begin the process, we assume that the phasor electric and magnetic fields will 
be forward-z propagating functions that exhibit spatial variation in the xy plane; the 
only z variation is that of a forward-propagating wave: 


E,(x, y,2) = Es(a, y, ef (76a) 
H,(x, y,2) = Hs(a, y, Je’ (766) 
We can then obtain expressions for the transverse components of the phasor fields 
by evaluating the x and y components of the Maxwell curl equations in sourceless 
media. In evaluating the curl, it is evident from (76) that 9/dz = — jß. The result is 
OE;,/dy + jBE,; = -jwuH,;,, (x component) (77a) 


VxE,=-jouH, — 
JBExs + 9E;s/0x = jouH,, (y component) (775) 


VEH,=Jsc, 0H,,/9y + jBH,, = jweE,, (x component) (78a) 
JBH,.s + 9H,,/9x = — jweE,, (y component) (78b) 


Now, pairs of the above equations can be solved together in order to express the 
individual transverse field components in terms of derivatives of the z components of 
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E and H. For example, (77a) and (78b) can be combined, eliminating E,,, to give 


H -j Pie Or, (79a) 
N € a 
K? dy 
Then, using (76b) and (77a), eliminate E,, between them to obtain 
-j [| ,9H,, dE;s 
H,, = 2 ß — + we - (79b) 
i 1 oy 0x 


Using the same equation pairs, the transverse electric field components are then found: 


= IE;s OH;s 
[Er — 79 
K? [7 dx 9y | ae 
= OlBrs OH;s 
[En — — 79 
y = [7 dy 20 Fr | (79d) 


k is defined in the same manner as in the parallel-plate guide [Eq. (35)]: 


K=yR—p (80) 


where k = w,/ne. In the parallel-plate geometry, we found that discrete values of « 
and £ resulted from the analysis, which we then subscripted with the integer mode 
number, m (k„ and ß,,). The interpretation of m was the number of field maxima that 
occurred between plates (in the x direction). In the rectangular guide, field variations 
will occur in both x and y, and so we will find it necessary to assign rwo integer 
subscripts to « and ß, thus leading to 


Kmp = ik =; en (81) 


where m and p indicate the number of field variations in the x and y directions. The 
form of Eq. (81) suggests that plane wave (ray) theory could be used to obtain the 
mode fields in the rectangular guide, as was accomplished in Section 13.3 for the 
parallel-plate guide. This is, in fact, the case, and is readily accomplished for cases 
in which plane wave reflections occur between only two opposing boundaries (either 
top to bottom or side to side), and this would be true only for certain TE modes. The 
method becomes complicated when reflections occur at all four surfaces; but in any 
case, the interpretation of «,,, iS the transverse (xy plane) component of the plane 
wave-vector k, while ß,,, is the z component, as before. 

The next step is to solve the wave equation for the z components of E and H, 
from which we will find the fields of the TM and TE modes. 


13.5.2 TM Modes 


Finding the TM modes begins with the wave equation [Eq. (59)], in which derivatives 
with respect to z are equivalent to multiplying by jß. We write the equation for the z 
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component of E;: 
PR, 0’E, KR 2 E..=0 22 
ta + AmEn = (82) 
The solution of (82) can be written as a sum of terms, each of which involves the 
product of three functions that exhibit individual variation with x, y, and z: 


Ezs(&, y,2) =), Fn(x) 629) exP(- jBmp 2) (83) 


m,p 


where the functions F,„(x) and G,(y) (not normalized) are to be determined. Each 

term in (83) corresponds to one mode of the guide, and will by itself be a solution 

to (82). To determine the functions, a single term in (83) is substituted into (82). 

Noting that all derivatives are applied to functions of a single variable (and thus 
partial derivatives become total derivatives), and using (81), the result is 

ER DG. 5 ; 

rt re + Kp Fn(x) G,y)=0 (8 ) 


in which the exp(— jß,,p 2) term has divided out. Rearranging (84), we get 
2m, 146. .- 
K 
Fin dx? G, dy? = 
—— 


=0 (85) 


5 
2 2 
m k, 


—=K: 
Terms in (85) are grouped such that all of the x variation is in the first term, which 
varıes only with x, and all y variation is in the second term, which varies only with y. 
Now, consider what would happen if x is allowed to vary while holding y fixed. The 
second and third terms would be fixed, and Eg. (85) must always hold. Therefore, the 
x-varying first term must be a constant. This constant is denoted —«, as indicated in 
(85). The same is true for the second term, which must also turn out to be a constant 
if y is allowed to vary while x is fixed. We assign the second term the constant value 


= as indicated. Eq. (85) then states that 


G = Kz + 25 (86) 


which suggests an immediate geometrical interpretation: As «„» is the transverse 
plane component of the wavevector k, k„, and «, are clearly the x and y components 
Of kp (and of k)—again if one thinks in terms of plane waves and how they would 
bounce around in the waveguide to form the overall mode. Also indicated in (86) is 
the fact that «„, and «, will be functions, respectively, of the integers m and p, as we 
will find. 

Under the above conditions, Eq. (85) will now separate into two equations—one 
in each variable: 


BP -- ;& 

Fr%) Hk, Fn=0 (87a) 
d°G 

rZ +.2G,=0 (875) 
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Equation (87) is now easily solved. We obtain 
Fn(X) = Am COS(KmX) + Bin SIN(KmX) (88a) 
G,(y) = C,cos(k,y)+ D, sin(k)y) (885) 
Using these, along with (83), the general solution for z component of E, for a single 


TM mode can be constructed: 


E;; = [An COS(KnX) + Bin sin(Kx)]ICy cOS(K,y) 7 D, sin(k,y)] exp(— IBinp 2) 
(89) 
The constants in (89) can be evaluated by applying the boundary conditions of the 
field on all four surfaces. Specifically, as E,, is tangent to all the conducting surfaces, 
it must vanish on all of them. Referring to Figure 13.7, the boundary conditions are 


E,„=0ax=0, y=0,x=a,andy=b 


25 


Obtaining zero field atx = Oand y = Dis accomplished by dropping the cosine terms 
in (89) (setting A, = C, = 0). The values of«,, and x, that appear in the remaining 
sine terms are then set to the following, in order to assure zero field atx = a and 
y=b: 


Km = —m (90a) 
a 
pr 
„= 90b 
„2 (90b) 
Using these results, and defining B = B,,D,, Eq. (89) becomes: 
E;s = B sin (k„x) sin (k)y) exp(— jPmp 2) (91a) 


Now, to find the remaining (transverse) field components, we substitute Eq. (91a) into 
Egs. (79) to obtain: 


" Km . . 
Exs = — jPmp —— B C08 (Kmx) sin (x»y) exp(— jBmp Z) (91b) 
mp 
K E R 
Eys = - jBmp Dr B sin (k„X) cos (x>y) exp(— jPinp 2) (91c) 
mp 
es —a We En sin (KmX) cos (K,y) EeXP(— jPmp Z) (91d) 
K2 pP pP 
mp 
H,, = - jwe RR (Kmx) sin (K,y) exp(— jBmp 2) (91e) 
5 u 5) pY) eXP\= JPmr 
mp 


The above field components pertain to modes designated TM,,,. Note that for these 
modes, both m and p must be greater than or equal to 1. A zero value for either integer 
will zero all fields. 
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13.5.3 TE Modes 


To obtain the TE mode fields, we solve the wave equation for the z component of H 
and then use Eq. (79) as before to find the transverse components. The wave equation 
is now the same as (82), except that E,, is replaced by A,,: 


eu, PH; a 2 
FR + + (KT Bp)Hzs = 0 (92) 


dy? 
and the solution is of the form: 


H,s&, y,2) = >> F„(x) G/,0) exp(— jBmp 2) (93) 


m,p 


The procedure from here is identical to that involving TM modes, and the general 
solution will be 


HA,s= [A/, COS(KmX) + B), sin(Kmx)]IC), COS(K,)) = D,, sin(k,y)] exp(— jPmp z) 
(94) 
Again, the expression is simplified by using the appropriate boundary conditions. We 
know that tangential electric field must vanish on all conducting boundaries. When 
we relate the electric field to magnetic field derivatives using (79c) and (79d), the 
following conditions develop: 


OH,; 


xs =0 > =0 (95a) 
y=0,b 9y Iy=0,b 
oH,;; 
Exs =0 > - =0 (955) 
 Ix=0,a 0x Ix=0,a 
The boundary conditions are now applied to Egq. (94), giving, for Eq. (95a) 
°H,; ’ a 
Erz [A,, COS(K7X) + B,, SIN(KnxX)] 
y 


x [-%pC, sin(K,)y) = K)D\, cos(K,y)] exp(— iBmp 2) 


The underlined terms are those that were modified by the partial differentiation. 
Requiring this result to be zero at y = O and y = b leads to dropping the cos(«,,y) 
term (set D,, = 0) and requiring that «, = prr/b as before. Applying Egq. (95b) to 
(94) results in 

oH,; 


Een /, COS(KmX)] 


m 


— [-KmA), SIN(KmX) + KmB, 


x [E% cos(Kk,y) + D, sin(K y)] eXP(— mp 2) 


where again, the underlined term has been modified by partial differentiation with 
respect to x. Setting this result to zero at x = OD and x = a leads to dropping the 
cOS(K„x) term (setting B/, = 0), and requiring that k„, = mrr/a as before. With all 
the above boundary conditions applied, the final expression for H;, is now 


H;s; = A C0S (k„X) cos (£»>) exp(— jPnp 2) (96a) 
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where we define A = A/,C hr Applying Egs. (79a) through (79d) to (96a) gives the 


m 
transverse field components: 


Hys = jBmp == A sin (K„X) COS (x,») exp(— jBunp 2) (965) 
A Be =. A c0$ (km) sin (KpY) EXP(— jBmp 2) (96c) 
En En A COS (Kmx) sin (KpY) EXP(— mp 2) (96d) 
on — A sin (x) 608 (K))) EXP(- jBmp 2) (96e) 


mp 


These field components pertain to modes designated TE,,,. For these modes, either 
m or p may be zero, thus allowing the possibility of the important TE,,o or TEo, 
cases, as will be discussed later. Some very good illustrations of TE and TM modes 
are presented in Ref. 3. 


13.5.4 Cutoff Conditions 
The phase constant for a given mode can be expressed using Eq. (81): 


Pimp —4f k? = Ks (97) 


Then, using (86), along with (90a) and (90b), we have 


MIN? PT\? 
BEN zo . 
Amp / a b “8 
This result can be written in a manner consistent with Eq. (42) by using k = w,/ue, 


and defining a radian cutoff frequency, .,,, appropriate for the rectangular guide. 
We obtain: 


nee ca (99) 


[02] 


where 


el 


As discussed for the parallel-plate guide, it is again clear from (99) that the operating 
frequency, ®, must exceed the cutoff frequency, ®cmp, to achieve a real value for 
Pinp (and thus enabling mode mp to propagate). Equation (100) applies to both TE 
and TM modes, and thus some combination of both mode types may be present (or 
above cutoff) at a given frequency. It is evident that the choice of guide dimensions, 
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a and b, along with the material properties, e, and w,, will determine the number of 
modes that will propagate. For the typical case in which u, = 1, usingn = /e,, 
and identifying the speed of light, c = 1/,/uoe0, we may re-write (100) in a manner 
consistent with Eq. (41): 


ce | /mı\? PTN\? N 
mp — 101 
m n IC a ) u ( b ) | ( ) 
This would lead to an expression for the cutoff wavelength, Ac,,), in a manner con- 
sistent with Eq. (43): 


DIUC m\? m 
Acmp = 2 =2n (2) te | | (102) 
mp 


Acmp 15 the free space wavelength at cutoff. If measured in the medium that fills the 
waveguide, the cutoff wavelength would be given by Eq. (102) divided by n. 


Now, in a manner consistent with Eq. (44), Eq. (99) becomes 


BD, A 
zen 1 


Bimp — ee = 
A Acmp 


(103) 


where X is the free space wavelength. As we saw before, a TE,,, or TM,,, mode can 
propagate if its operating wavelength, A, is less than Acp- 


13.5.5 Special Cases: TE,,, and TEo, Modes 


The most important mode in the rectangular guide is the one that can propagate by 
itself. As we know, this will be the mode that has the lowest cutoff frequency (or the 
highest cutoff wavelength), so that over a certain range of frequencies, this mode will 
be above cutoff, while all others are below cutoff. By inspecting Eq. (101), and noting 
thata > b, the lowest cutoff frequency will occur for the mode in which m = 1 and 
p = 0, which will be the TEı0 mode (remember that a TMıo mode does not exist, as 
can be shown in (91)). It turns out that this mode, and those of the same general type, 
are of the same form as those of the parallel-plate structure. 

The specific fields for the TE,„o family of modes are obtained from (96a) through 
(96e) by setting p = 0), which means, using (86) and (90), that 

MIT 
Km = Kmp re (104) 
p=0 a 

and «x, = 0. Under these conditions, the only surviving field components in (91) 
will be E,,, H,,, and H,,. It is convenient to define the field equations in terms of 
an electric field amplitude, Eo, which is composed of all the amplitude terms in Eg. 
(96e). Specifically, define 


m 


Hein Pre ih (105) 


Kmo Km 
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Substituting (104) and (105) into Egs. (966), (96c), and (96a) leads to the following 
expressions for the TE,„o mode fields: 


E,s = Eo Sin (K,x) e JPmoz (106) 
ot) . —jB zZ 
Hz = — —-EoSin (Kmx) e” (107) 
@pu 
. Km —jB, 02 
Hs=jJ Eo cOS(kmx)e "" (108) 
op 


It can be seen that these expressions are identical to the parallel-plate fields, Eqs. (65), 
(71), and (72). For TE„o, we again note that the subscripts indicate that there are m 
half cycles of the electric field over the x dimension and there is zero variation in y. 
The cutoff frequency for the TEmo mode is given by (101), appropriately modified: 


MITC 
cm) = (109) 
na 
Using (109) in (99), the phase constant is 
no MITC\? 
PBmo = —,/1- ( ) (110) 
c wna 


All of the implications on mode behavior above and below cutoff are exactly the same 
as we found for the parallel-plate guide. The plane wave analysis is also carried out in 
the same manner. TE„o modes can be modeled as plane waves that propagate down 
the guide by reflecting between the vertical side walls. 

The electric field of the fundamental (TE}o) mode is, from (106): 


eos (—) e-jßwz am) 
5 (0% 


This field is plotted in Figure 13.18a. The field is vertically polarized, terminates on 
the top and bottom plates, and becomes zero at the two vertical walls, as is required 
from our boundary condition on a tangential electric field at a conducting surface. Its 
cutoff wavelength is found from (102) to be 


omg (112) 


which means that cutoff for this mode is achieved when the guide horizontal dimen- 
sion, a, is equal to a half-wavelength (as measured in the medium). 

Another possibility is the TEo, field configuration, which consists of a horizon- 
tally polarized electric field. Figure 13.185 shows the field for TEo, . The specific fields 
for the TEo, family are obtained from Egs. (96a) through (96e) by setting m = 0, 
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(a) 


(b) 


Figure 13.18 (a) TEıo and (b) TEoı Mode electric field configurations in a rectangular 
waveguide. 


which means, using (86) and (90), that 


il 
n—0 u b 


Kp = Kmp 
l 


(113) 


and «„ = 0. Now, the surviving field components in Eqs. (91a) through (91e) will be 
Es, H,s, and H;,. Now, define the electric field amplitude, E/, which is composed 


of all the amplitude terms in Eq. (96d): 


K [02] 
E) = jou A= ja 
Kop Ru 


(114) 


Using (113) and (114) in Eqs. (96d), (96b), and (96a) leads to the following expressions 


for the TEo, mode fields: 


Ben E sin (x,») e Porz 


Bop e —jßonZ 
H,= ar sin 93)) e Porz 


Kk 


Hs = —j—- Eo cos(k„ y)e Por 
Du 
where the cutoff frequency will be 
PTC 
@cHp = — 
EIR nb 


(115) 


(116) 


(117) 


(118) 
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An air-filled rectangular waveguide has dimensions a =2cmandb = 1 cm. Deter- 
mine the range of frequencies over which the guide will operate single mode (TEjo). 


Solution. Since the guide is air-filled, n = 1, and (109) gives, form = 1: 
@©c1ı0 [4 3X 10! 

2 2a 202) 
The next higher-order mode will be either TE>o or TEoı , which, from (100) will have 
the same cutoff frequency because a = 2b. This frequency will be twice that found 
for TEjo, or 15 GHz. Thus the operating frequency range over which the guide will 
be single mode is 7.5 GHz < f < 15 GHz. 


= 7.5 GHz 


Jcıo = 
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Having seen how rectangular waveguides work, questions arise: why are they 
used and when are they useful? Let us consider for a moment the operation of a 
transmission line at frequencies high enough such that waveguide modes can occur. 
The onset of guided modes in a transmission line, known as moding, is in fact a 
problem that needs to be avoided, because signal distortion may result. A signal that 
is input to such a line will find its power divided in some proportions among the 
various modes. The signal power in each mode propagates at a group velocity unique 
to that mode. With the power thus distributed, distortion will occur over sufficient 
distances, as the signal components among the modes lose synchronization with each 
other, owing to the different delay times (group delays) associated with the different 
modes. We encountered this concept in Example 13.3. 

The above problem of modal dispersion in transmission lines is avoided by 
ensuring that only the TEM mode propagates, and that all waveguide modes are 
below cutoff. This is accomplished either by using line dimensions that are smaller 
than one-half the signal wavelength, or by assuring an upper limit to the operating 
frequency in a given line. But it is more complicated than this. 

In Section 13.1, we saw that increasing the frequency increases the line loss as a 
result of the skin effect. This is manifested through the increase in the series resistance 
per unit length, R. One can compensate by increasing one or more dimensions in 
the line cross section, as shown for example in Egs. (7) and (12), but only to the 
point at which moding may occur. Typically, the increasing loss with increasing 
frequency will render the transmission line useless before the onset of moding, but 
one still cannot increase the line dimensions to reduce losses without considering the 
possibility of moding. This limitation on dimensions also limits the power handling 
capability of the line, as the voltage at which dielectric breakdown occurs decreases 
with decreasing conductor separation. Consequently, the use of transmission lines, 
as frequencies are increased beyond a certain point, becomes undesirable, as losses 
will become excessive, and as the limitation on dimensions will limit the power- 
handling capability. Instead, we look to other guiding structures, among which is the 
rectangular guide. 

Because the rectangular guide will not support a TEM mode, it will not operate 
until the frequency exceeds the cutoff frequency of the lowest-order guided mode of 
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the structure. Thus, the guide must be constructed large enough to accomplish this 
for a given frequency; the required transverse dimensions will consequently be larger 
than those of a transmission line that is designed to support only the TEM mode. The 
increased size, coupled with the fact that there is more conductor surface area than 
in a transmission line of equal volume, means that losses will be substantially lower 
in the rectangular waveguide structure. Additionally, the guides will support more 
power at a given electric field strength than a transmission line, as the rectangular 
guide will have a higher cross-sectional area. 

Still, hollow pipe guides must operate in a single mode in order to avoid the 
signal distortion problems arising from multimode transmission. This means that the 
guides must be of dimension such that they operate above the cutoff frequency of 
the lowest-order mode, but below the cutoff frequency of the next higher-order mode, 
as demonstrated in Example 13.4. Increasing the operating frequency again means 
that the guide transverse dimensions must be decreased to maintain single mode op- 
eration. This can be accomplished to a point at which skin effect losses again become 
problematic (remember that the skin depth is decreasing with increasing frequency, 
in addition to the decrease in metal surface area with diminishing guide size). In addi- 
tion, the guides become too difficult to fabricate, with machining tolerances becoming 
more stringent. So again, as frequencies are further increased, we look for another 
type of structure. 


D13.10. Specify the minimum width, a, and the maximum height, b, of an 
air-filled rectangular guide so that it will operate in a single mode over the 
frequency range 15 GHz < f < 20 GHz. 


Ans. 1 cm; 0.75 cm 


13.6 PLANAR DIELECTRIC WAVEGUIDES 


When skin effect losses become excessive, agood way to remove them is to remove the 
metal in the structure entirely and use interfaces between dielectrics for the confining 
surfaces. We thus obtain a dielectric waveguide,; a basic form, the symmetric slab 
waveguide, is shown in Figure 13.19. The structure is so named because of its vertical 
symmetry about the z axis. The guide is assumed to have width in y much greater than 
the slab thickness d, so the problem becomes two-dimensional, with fields presumed 
to vary with x and z while being independent of y. The slab waveguide works in 
very much the same way as the parallel-plate waveguide, except wave reflections 
occur at the interfaces between dielectrics, having different refractive indices, nı 
for the slab and nz for the surrounding regions above and below. In the dielectric 
guide, total reflection is needed, so the incident angle must exceed the critical angle. 
Consequently, as discussed in Section 12.6, the slab index, nı, must be greater than 
that of the surrounding materials, n>. Dielectric guides differ from conducting guides 
in that power is not completely confined to the slab but resides partially above and 
below. 
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Figure 13.19 Symmetric dielectric slab waveqguide structure, in 
which waves propagate along z. The guide is assumed to be infinite 
in the y direction, thus making the problem two-dimensional. 


Dielectric guides are used primarily at optical frequencies (on the order of 
10'* Hz). Again, guide transverse dimensions must be kept on the order of a wave- 
length to achieve operation in a single mode. A number of fabrication methods can be 
used to accomplish this. For example, a glass plate can be doped with materials that 
will raise the refractive index. The doping process allows materials to be introduced 
only within a thin layer adjacent to the surface that is a few micrometers thick. 

To understand how the guide operates, consider Figure 13.20, which shows a wave 
propagating through the slab by multiple reflections, but where partial transmission 
into the upper and lower regions occurs at each bounce. Wavevectors are shown in 
the middle and upper regions, along with their components in the x and z directions. 
As we found in Chapter 12, the z components (ß) of all wavevectors are equal, as 
must be true if the field boundary conditions at the interfaces are to be satisfied for all 
positions and times. Partial transmission at the boundaries is, of course, an undesirable 
situation, since power in the slab will eventually leak away. We thus have a leaky wave 
propagating in the structure, whereas we need to have a guided mode. Note that in 
either case, we still have the two possibilities of wave polarization, and the resulting 
mode designation—either TE or TM. 

Total power reflection atthe boundaries for TE or TM waves implies, respectively, 
that |IT,|? or |T r |* is unity, where the reflection coefficients are given in Egs. (71) and 
(69) in Chapter 12. 


ei N2s — Ms (119) 
N2s Ar Ms 
and 
N2p = N1p 
7, er (120) 
; N2p + Nıp 


As discussed in Section 12.6, we require that the effective impedances, 72, Or 2)» 
be purely imaginary, zero, or infinite if (119) or (120) is to have unity magnitudes. 
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Figure 13.20 Plane wave geometry of a leaky wave ina 
symmetric slab waveqguide. For a guided mode, total reflection 
occurs in the interior, and the x components of ka, and kag are 


imaginary. 
Knowing that 
72 
Ns = (121) 
cos% 
and 
N2p = 2 COS & (122) 
the requirement is that cos 6, be zero or imaginary, where, from Eg. (75), Section 12.6, 
2 1/2 
cos = [1 - sin] = i _ () sin? | (123) 
na 
Asaresult, we require that 
920. (124) 
where the critical angle is defined through 
R nz 
sind. = — (125) 
nı 


Now, from the geometry of Figure 13.20, we can construct the field distribution 
ofa TE wave in the guide using plane wave superposition. In the slab region (-d/2 < 
x < d/2), we have 


s ; d 
E,1s = Ene ut + Eye Kar (-5 <xı < 5) (126) 
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where 

kıu = Kıa, + Ba; (127) 
and 

kıa = -Kıa, + fa; (128) 


The second term in (126) may either add to or subtract from the first term, since either 
case would result in a symmetric intensity distribution in the x direction. We expect 
this because the guide is symmetric. Now, using r = xa, + za;, (126) becomes 


Eyıs = Eole*" + e Je P? = 2Egcos(kıx)e P? (129) 


for the choice of the plus sign in (126), and 


Be — Eole!'* — e*'*Je-/P2 = 2jEy sin(kıx)eP? (130) 


if the minus sign is chosen. Because k; = nıko cos O,, we see that larger values of kj 
imply smaller values of 0, at a given frequency. In addition, larger «, values result 
in a greater number of spatial oscillations of the electric field over the transverse 
dimension, as (129) and (130) show. We found similar behavior in the parallel-plate 
guide. In the slab waveguide, as with the parallel-plate guide, we associate higher- 
order modes with increasing values of k. 

In the regions above and below the slab, waves propagate according to wave- 
vectors k>, and k>, as shown in Figure 13.20. Above the slab, for example (x > d/2), 
the TE electric field will be of the form 


Ey2s = Ener = Ene re IP: (131) 
However, ka = nako cos, where cos, given in (123), is imaginary. We may 
therefore write 
R=-jpN (132) 
where y is real and is given by (using 123) 
) 1/2 
n 
ya = JK2 = Jnako cos, = jnako(—j) (*) sin, —1 (133) 
n2 
Equation (131) now becomes 
yatx-d/) „-jßz d 
Ey2s = Ene in e > 2 (134) 


6 It would be appropriate to add the mode number subscript, m, to «1, K2, ß, and 9, because, as was true 
with the metal guides, we will obtain discrete values of these quantities. To keep notation simple, the m 
subscript is suppressed, and we will assume it to be understood. Again, subscripts 1 and 2 in this section 
indicate, respectively, the slab and surrounding regions, and have nothing to do with mode number. 
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m=1 m=2 m=3 


Figure 13.21 Electric field amplitude 
distributions over the transverse plane 
for the first three TE modes in a 
symmetric slab waveguide. 


where the x variable in (131) has been replaced by x — (d/2) to position the field 
magnitude, Eo2, atthe boundary. Using similar reasoning, the field in the region below 
the lower interface, where x is negative, and where k>, is involved, will be 


nr d 
Ey, = Ener Ede 1% ( = -5) (135) 


The fields expressed in (134) and (135) are those of surface waves. Note that they 
propagate in the z direction only, according to eP?, but simply reduce in amplitude 
with increasing |x|, according to the e”?2*"@/2 term in (134) and the e”(*+4/2 term 
in (135). These waves represent a certain fraction of the total power in the mode, and 
so we see an important fundamental difference between dielectric waveguides and 
metal waveguides: in the dielectric guide, the fields (and guided power) exist over 
a cross section that extends beyond the confining boundaries, and in principle they 
exist over an infinite cross section. In practical situations, the exponential decay of 
the fields above and below the boundaries is typically sufficient to render the fields 
negligible within a few slab thicknesses from each boundary. 

The total electric field distribution is composed of the field in all three regions 
and is sketched in Figure 13.21 for the first few modes. Within the slab, the field 
is oscillatory and is of a similar form to that of the parallel-plate waveguide. The 
difference is that the fields in the slab waveguide do not reach zero at the boundaries 
but connect to the evanescent fields above and below the slab. The restriction is that 
the TE fields on either side of a boundary (being tangent to the interface) must match 
at the boundary. Specifically, 


Eyıslx=+a/2 = Ey2sIx=+4/2 (136) 


Applying this condition to (129), (130), (134), and (135) results in the final expressions 
for the TE electric field in the symmetric slab waveguide, for the cases of even and 
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odd symmetry: 
Eo. cos(kıx)e-/P? (-$<x<4$) 
E,.(even TE) = ! Eye cos(kı 4)e ra =d/De-sß = <) (137) 
Eoe cos(kı 4)er. td Demi (x <-%) 


Earsineae (4<2<) 
E,.(odd TE) = Eoo sin(kı Se r@dlde=ißz (x = a) (138) 
—Eoo sin(kı d\er@tdlDe=iß (x £ =) 


Solution of the wave equation yields (as it must) results identical to these. The reader 
is referred to References 2 and 3 for the details. The magnetic field for the TE modes 
will consist of x and z components, as was true for the parallel-plate guide. Finally, 
the TM mode fields will be nearly the same in form as those of TE modes, but with 
a simple rotation in polarization of the plane wave components by 90°. Thus, in 
TM modes, AH, will result, and it will have the same form as E, for TE, as presented 
in (137) and (138). 

Apart from the differences in the field structures, the dielectric slab waveguide 
operates in a manner that is qualitatively similar to the parallel-plate guide. Again, 
a finite number of discrete modes will be allowed at a given frequency, and this 
number increases as frequency increases. Higher-order modes are characterized by 
successively smaller values of ,. 

An important difference in the slab waveguide occurs at cutoff for any mode. We 
know that = Oatcutoff in the metal guides. In the dielectric guide at cutoff, the wave 
angle, 9, is equal to the critical angle, 0.. Then, as the frequency of a given mode 
is raised, its 9, value increases beyond 0. in order to maintain transverse resonance, 
while maintaining the same number of field oscillations in the transverse plane. 

As wave angle increases, however, the character of the evanescent fields changes 
significantly. This can be understood by considering the wave angle dependence on 
evanescent decay coefficient, y, as given by (133). Note, in that equation, that as 0, 
increases (as frequency goes up), y2 also increases, leading to a more rapid falloff 
of the fields with increasing distance above and below the slab. The mode therefore 
becomes more tightly confined to the slab as frequency is raised. Also, at a given 
frequency, lower-order modes, having smaller wave angles, will have lower values 
of » as (133) indicates. Consequently, when considering several modes propagating 
together at a single frequency, the higher-order modes will carry a greater percentage 
of their power in the upper and lower regions surrounding the slab than will modes 
of lower order. 

One can determine the conditions under which modes will propagate by using the 
transverse resonance condition, as we did with the parallel-plate guide. We perform 
the transverse round trip analysis in the slab region in the same manner that was done 
in Section 13.3, and obtain an equation similar to (37): 


Kkıd+ dTE + Kıd+ Öre = 2mn (139) 
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for TE waves and 


Kıd+ drm + Kıd+ drm = mn (140) 


for the TM case. Egs. (139) and (140) are called the eigenvalue equations for the 
symmetric dielectric slab waveguide. The phase shifts on reflection, drz and drm; 
are the phases of the reflection coefficients, I’, and I',, given in (119) and (120). These 
are readily found, but they turn out to be functions of |. As we know, «| also depends 
on 9,, but in a different way than drz and drm. Consequently, (139) and (140) are 
transcendental in 0, and they cannot be solved in closed form. Instead, numerical or 
graphical methods must be used (see References 4 or 5). Emerging from this solution 
process, however, is a fairly simple cutoff condition for any TE or TM mode: 


kod/n?—-n2 > (m-Nn (m=1,2,3,...) (141) 


For mode m to propagate, (141) must hold. The physical interpretation of the 
mode number m is again the number of half-cycles of the electric field (for TE modes) 
or magnetic field (for TM modes) that occur over the transverse dimension. The 
lowest-order mode (m = 1) is seen to have no cutoff—it will propagate from zero 
frequency on up. We will thus achieve single-mode operation (actually a single pair 
of TE and TM modes) if we can assure that the m = 2 modes are below cutoff. Using 
(141), our single-mode condition will thus be: 


kod,/n?—-n2 <x (142) 


Using ko = 2r/A, the wavelength range over which single-mode operation occurs is 


> 2d,/n? —n: (143) 


A symmetric dielectric slab waveguide is to guide light at wavelength X = 1.30 um. 
The slab thickness is to be d = 5.00 um, and the refractive index of the surrounding 
material is na = 1.450. Determine the maximum allowable refractive index of the 
slab material that will allow single TE and TM mode operation. 


Solution. Equation (143) can be rewritten in the form, 


AN? 
nı < (z) +n 


130 \ 
1.450)? = 1.456 
nı le +( ) 


Thus 
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Clearly, fabrication tolerances are very exacting when constructing dielectric guides 
for single-mode operation! 


D13.11. A 0.5-mm-thick slab of glass (nı = 1.45) is surrounded by air 
(n2 = 1). The slab waveguides infrared light at wavelength X = 1.0 um. How 
many TE and TM modes will propagate? 


Ans. 2102 
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13.7 OPTICAL FIBER 


Optical fiber works on the same principle as the dielectric slab waveguide, except 
of course for the round cross section. A step index fiber is shown in Figure 13.10, 
in which a high index core of radius a is surrounded by a lower-index cladding of 
radius b. Light is confined to the core through the mechanism of total reflection, but 
again some fraction of the power resides in the cladding as well. As we found in the 
slab waveguide, the cladding power again moves in toward the core as frequency is 
raised. Additionally, as is true in the slab waveguide, the fiber supports amode that has 
no cutoff. 

Analysis of the optical fiber is complicated. This is mainly because of the round 
cross section, along with the fact that it is generally a three-dimensional problem; the 
slab waveguide had only two dimensions to be concerned about. It is possible to ana- 
lyze the fiber using rays within the core that reflect from the cladding boundary as light 
progresses down the fiber. We did this with the slab waveguide and obtained results 
fairly quickly. The method is difficult in fiber, however, because ray paths are com- 
plicated. There are two types of rays in the core: (1) those that pass through the fiber 
axis (z axis), known as meridional rays, and (2) those that avoid the axis but progress 
in a spiral-like path as they propagate down the guide. These are known as skew rays; 
their analysis, although possible, is tedious. Fiber modes are developed that can be 
associated with the individual ray types, or with combinations thereof, but it is easier 
to obtain these by solving the wave equation directly. Our purpose in this section is to 
provide a first exposure to the optical fiber problem (and to avoid an excessively long 
treatment). To accomplish this, we will solve the simplest case in the quickest way. 

The simplest fiber configuration is that of a step index, but with the core and 
cladding indices of values that are very close, that is nı = na». This is the weak- 
quidance condition, whose simplifying effect on the analysis is significant. We 
already saw how core and cladding indices in the slab waveguide need to be very 
close in value in order to achieve single-mode or few-mode operation. Fiber manu- 
facturers have taken this result to heart, such thatthe weak-guidance condition is in fact 
satisfied by most commercial fibers today. Typical dimensions of a single-mode fiber 
are between 5 and 10 um for the core diameter, with the cladding diameter usually 
125 um. Refractive index differences between core and cladding are typically a small 
fraction of a percent. 
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The main result of the weak-guidance condition is that a set of modes appears in 
which each mode is linearly polarized. This means that light having x-polarization, 
for example, will enter the fiber and establish itself in a mode or in a set of modes 
that preserve the x-polarization. Magnetic field is essentially orthogonal to E, and so 
it would in that case lie in the y direction. The z components of both fields, although 
present, are too weak to be of significance; the nearly equal core and cladding indices 
leadto ray paths that are essentially parallel to the guide axis—deviating only slightly. 
In fact, we may write for a given mode, E, = nH,, when n is approximated as the in- 
trinsic impedance ofthe cladding. Therefore, inthe weak-guidance approximation, the 
fiber mode fields are treated as plane waves (nonuniform, of course). The designation 
for these modes is LP,,,, meaning linearly polarized, with integer order parameters 
£ and m. The latter express the numbers of variations over the two dimensions in the 
circular transverse plane. Specifically, £, the azimuthal mode number, is one-half the 
number of power density maxima (or minima) that occur at a given radius as & varies 
from 0 to 277. The radial mode number, m, expresses the number of maxima that occur 
along a radial line (at constant &) that extends from zero to infinity. 

Although we may assume a linearly polarized field in a rectangular coordinate 
system, we are obliged to work in cylindrical coordinates for obvious reasons. In 
a manner that reminds us of the rectangular waveguide, it is possible to write the 
x-polarized phasor electric field within a weakly guiding cylindrical fiber as a product 
of three functions, each of which varies with one of the coordinate variables, p,®, 
and z: 


Exs(p, 6,2) = >> R;(p)®i(®) exp(— jPiz) (144) 


Each term in the summation is an individual mode of the fiber. Note that the z function 
is just the propagation term, e”P?, since we are assuming an infinitely long lossless 
fiber. 

The wave equation is Egq. (58), which we may write for the assumed x component 
of E,, but in which the Laplacian operator is written in cylindrical coordinates: 


+ (k? — BPExs = 0 (145) 


or RR, WIR. 
p Ip Ip p? 9#? 


where we recognize that the d°/dz? operation, when applied to (144), leads to a 
factor of —ß?. We now substitute a single term of (144) into (145) [since each term 
in (144) should alone satisfy the wave equation]. Dropping the subscript i, expanding 
the radial derivative, and rearranging terms, we obtain: 


2 2 2 
pdR pdR 2,2 > 1ldo& 
Raene pP 2) ESFTE (146) 
a  ————— 
[2 [2 


We note that the left-hand side of (146) varies only with 9, whereas the right-hand side 
varies only with &. Since the two variables are independent, it must follow that each 
side of the equation must be equal to a constant. Calling this constant £?, as shown, 
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we may write separate equations for each side; the variables are now separated: 


d’® 
1° + ® = (147a) 
ER 1dR 2 
ee an | Ro (1475) 
dp?  pdp | £ p? 


The solution of (147a) is of the form of the sine or cosine of &: 


cos(ld + @) 


sin(£$d +) en 


Pd) = | 


where « is a constant. The form of (148) dictates that £ must be an integer, since the 
same mode field must occur in the transverse plane as & is changed by 2 radians. 
Since the fiber is round, the orientation of the x and y axes in the transverse plane is 
immaterial, so we may choose the cosine function and set @ = 0. We will thus use 
PB) = cos(td). 

The solution of (1475) to obtain the radial function is more complicated. 
Eq. (147b) is a form of Bessel’s equation, whose solutions are Bessel functions 
of various forms. The key parameter is the function ß; = (k? — ß?)'/?, the square 
of which appears in (1475). Note that £, will differ in the two regions: Within the 
core (po < a), ß; = ßrı = (n?k? — B?)'/?; within the cladding (p > a), we have 
Bı = Pr = (n2k2 — 8?)'/?, Depending on the relative magnitudes of k and ß, ß; may 
be real or imaginary. These possibilities lead to two solution forms of (1475): 


_ JAJelßıp) Bi real 
Sr | BK;(|ß.|o) SP; imaginary (149) 


where A and B are cconstants. J,(, p) is the ordinary Bessel function of the firstkind, of 
order £ and of argument ß,p. K.(|ß,| 0) is the modified Bessel function of the second 
kind, of order £, and having argument |ß,|?p. The first two orders of each of these 
functions are illustrated in Figures 13.22a and b. In our study, it is necessary to know 
the precise zero crossings of the Jo and Jı functions. Those shown in Figure 13.22a 
are as follows: For Jo, the zeros are 2.405, 5.520, 8.654, 11.792, and 14.931. For Jı, 
the zeros are 0, 3.832, 7.016, 10.173, and 13.324. Other Bessel function types would 
contribute to the solutions in Eq. (149), but these exhibit nonphysical behavior with 
radius and are not included. 

We next need to determine which of the two solutions is appropriate for each 
region. Within the core (p < a) we expect to get an oscillatory solution for the 
field—much in the same manner as we found in the slab waveguide. Therefore, 
we assign the ordinary Bessel function solutions to that region by requiring that 
Bıı = (nik, — 8”)? is real. In the cladding (£ > a), we expect surface waves that 
decrease in amplitude with increasing radius away from the core/cladding boundary. 
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N 
(BP) 


(a) 


Kollß,lo) 


0 1 2 Be 3 


(b) 


Figure 13.22 (a) Ordinary Bessel 
functions of the first kind, of orders O and 1, 
and of argument ß;p, where ß; is real. (b) 
Modified Bessel functions of the second kind, 
of orders O and 1, and of argument |ß:|p, 
where ß; is imaginary. 


The Bessel K functions provide this behavior and will apply if ß,2 is imaginary. 
Requiring this, we may therefore write |ß,2| = (ß? — n3kz)"/ ?. The diminishing field 
amplitude with increasing radius within the cladding allows us to neglect the effect 
of the outer cladding boundary (at 0 = b), as fields there are presumed too weak for 
this boundary to have any effect on the mode field. 

Because ß,ı and ß,. are in units of m-', it is convenient to normalize these 
quantities (while making them dimensionless) by multiplying both by the core radius, 
a. Our new normalized parameters become 


u= aßı = a, n!kı — ? (150a) 
w=alßı2| = aß? —n3k} 


(1505) 
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u and w are in direct analogy with the quantities «,d and «2d in the slab waveguide. 
As in those parameters, ß is the z component of both nıko and nako and is the phase 
constant of the guided mode. 8 must be the same in both regions so that the field 
boundary conditions will be satisfied at eo = a forallz and r. 

We may now construct the total solution for E,, for a single guided mode, using 
(144) along with (148), (149), (150a), and (1505): 


ae p<a (151) 
 LEolJetu)/ Kılw)]Ke(lwp/a) cos(£&)e IP: pza 


Note that we have let the coefficient A in (149) equal Eu, and B = Eo[Je(u)/ Kı(w)]. 
These choices assure that the expressions for E,, in the two regions become equal 
at p = a, a condition approximately true as long as nı = nz (the weak-guidance 
approximation). 

Again, the weak-guidance condition also allows the approximation 7 = E/n, 
with n taken as the intrinsic impedance of the cladding. Having E, and H, enables us 
to find the LP,„, mode average power density (or light intensity) through 

(SI = 


1 i u A y 
—RefE, x H}}| = <RefE,H%}= —IEss| (152) 
2 2 In 


Using (151) in (152), the mode intensity in W/m? becomes 


ee 02“? cos2(td) p=a (1534) 
a 
2) 
De (2) x2(“e) cos2(ld) p>a (1535) 
4 


where /o is the peak intensity value. The role of the azimuthal mode number £, as 
evident in (153a) and (1535), is to determine the number of intensity variations around 
the circle, 0 < & < 27; it also determines the order of the Bessel functions that are 
used. The influence of the radial mode number, m, is not immediately apparent in 
(153a) and (1535). Briefly stated, m determines the range of allowed values of u that 
occur in the Bessel function, J(up/a). The greater the value of m, the greater the 
allowed values of u; with larger u, the Bessel function goes through more oscillations 
overtherangeO < 0 < a, and so more radial intensity variations occur with larger m. 
In the slab waveguide, the mode number (also m) determines the allowed ranges of 
k,. As we saw in Section 13.6, increasing «| at a given frequency means that the slab 
ray propagates closer to the normal (smaller 0,), and so more spatial oscillations of 
the field occur in the transverse direction (larger m). 

The final step in the analysis is to obtain an equation from which values of 
mode parameters (u, w, and ß, for example) can be determined for a given operating 
frequency and fiber construction. In the slab waveguide, two equations, (139) and 
(140), were found using transverse resonance arguments, and these were associated 
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with TE and TM waves in the slab. In our fiber, we do not apply transverse resonance 
directly, butrather implicitly, by requiring thatall fields satisfy theboundary conditions 
at the core/cladding interface, op = a.’ We have already applied conditions on the 
transverse fields to obtain Eq. (151). The remaining condition is continuity of the 
z components of E and H. In the weak-guidance approximation, we have neglected 
allz components, but we will consider them now for this last exercise. Using Faraday’s 
law in point form, continuity of A;, atp = a is the same as the continuity of the 
z component of V x E,, provided that u = un (or is the same value) in both regions. 
Specifically 


(VxEs)|,. = (V x En): 


= (154) 
The procedure begins by expressing the electric field in (151) in terms of o and & 
components and then applying (154). This is a lengthy procedure and is left as an 
exercise (or may be found in Reference 5). The result is the eigenvalue equation for 
LP modes in the weakly guiding step index fiber: 


Je-ılu) _ w Kı-ı(w) 
Je(u) u Ke(w) 


(155) 


This equation, like (139) and (140), is transcendental, and it must be solved for u and 
w numerically or graphically. This exercise in all of its aspects is beyond the scope of 
our treatment. Instead, we will obtain from (155) the conditions for cutoff for a given 
mode and some properties of the most important mode—that which has no cutoff, 
and which is therefore the mode that is present in single-mode fiber. 

The solution of (155) is facilitated by noting that u and w can be combined to give 
a new parameter that is independent of 8 and depends only on the fiber construction 
and on the operating frequency. This new parameter, called the normalized frequency, 
or V number, is found using (150a) and (1505): 


V=vVu+w?=ak/n?—nz (156) 


We note that an increase in V is accomplished through an increase in core radius, 
frequency, or index difference. 

The cutoff condition for a given mode can now be found from (155) in conjunction 
with (156). To do this, we note that cutoff in a dielectric guide means that total 
reflection atthe core/cladding boundary just ceases, and power just begins to propagate 
radially, away from the core. The effect on the electric field of Eq. (151) is to produce 
a cladding field that no longer diminishes with increasing radius. This occurs in the 
modified Bessel function, K(wp/a), whenw = 0. This is our general cutoff condition, 


7 Recall that the equations for reflection coefficient (119) and (120), from which the phase shift on 
reflection used in transverse resonance is determined, originally came from the application of the 
field boundary conditions. 
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which we now apply to (155), whose right-hand side becomes zero when w = 0. This 
leads to cutoff values of u and V (u. and V.), and, by (156), u. = V.. Eq. (155) at 


cutoff now becomes: 
Jı-ı(V.) =0 (157) 


Finding the cutoff condition for a given mode is now a matter of finding the appro- 
priate zero of the relevant ordinary Bessel function, as determined by (157). This 
gives the value of V at cutoff for that mode. 

For example, the lowest-order mode is the simplest in structure; therefore ithas no 
variations in d and one variation (one maximum) in p. The designation for this mode 
is therefore LPo,, and with £ = 0, (157) gives the cutoff condition as J_ı(V.) =. 
Because J_; = Jı (true only for the Jı Bessel function), we take the first zero of Jı, 
which is V.(01) = 0. The LP, mode therefore has no cutoff and will propagate at the 
exclusion of all other modes provided V for the fiber is greater than zero but less than 
V. for the next-higher-order mode. By inspecting Figure 13.22a, we see that the next 
Bessel function zero is 2.405 (for the Jo function). Therefore, £ — 1 = O in (156), and 
so£ = 1 forthe next-higher-order mode. Also, we use the lowest value of mı(m = 1), 
and the mode is therefore identified as LP| .. Its cutoff V is V.(11) = 2.405. fm = 2 
were to be chosen instead, we would obtain the cutoff V number for the LPı> mode. 
We use the next zero of the Jo function, which is 5.520, or V.(12) = 5.520. In this 
way, the radial mode number, m, numbers the zeros of the Bessel function of order 
£ — 1, taken in order of increasing value. 

When we follow the reasoning just described, the condition for single-mode 
operation in a step index fiber is found to be 


V <V.(1l) = 2.405 (158) 


Then, using (156) along with kg = 27 /X, we find 


(159) 


as the requirement on free-space wavelength to achieve single-mode operation in a 
step index fiber. The similarity to the single-mode condition in the slab waveguide 
[Egq. (143)] is apparent. The cutoff wavelength, X.., is that for the LP, mode. Its value 
is quoted as a specification of most commercial single-mode fiber. 


The cutoff wavelength of a step index fiber is quoted as A. = 1.20 um. If the fiber is 
operated at wavelength A = 1.55 um, what is V? 


Solution. Using (156) and (159), we find 


Ar 1.20 
V = 2.405 — = 2.405| —— | = 1.86 
A 1.55 


503 


504 


ENGINEERING ELECTROMAGNETICS 


The intensity profiles of the firsttwo modes can be found using (153a) and (1535), 
having determined u and w values for each mode from (155). For LPoı, we find 


IoJs(uoıp/a) psa 
Igı = EN (160) 
(ee) Kawapfa) P>a 
and for LP}, we find 
IoJ (un p/a) cos? & p<sa 
Iu= (161) 


2 
J 2 
Io (2) Kr(wııp/a) cos’ & pza 


The two intensities for a single V value are plotted as functions of radius at ® = 0 in 
Figure 13.23. We again note the lower confinement of the higher-order mode to the 
core, as was true in the slab waveguide. 

As V increases (accomplished by increasing the frequency, for example), existing 
modes become more tightly confined to the core, while new modes of higher order 
may begin to propagate. The behavior of the lowest-order mode with changing V is 
depicted in Figure 13.24, where we again note that the mode becomes more tightly 
confined as V increases. In determining the intensities, Eq. (155) must in general be 
solved numerically to obtain u and w. Various analytic approximations to the exact 
numerical solution exist, the best of which is the Rudolf-Neumann formula for the 
LPoı mode, valid over the range 1.3 <V < 3.5: 


woı = 1.1428V — 0.9960 (162) 


Having woı, uoı can be found from (156), knowing V. 

Another important simplification for the LPoı mode is the approximation of its 
intensity profile by a Gaussian function. An inspection of any of the intensity plots 
of Figure 13.24 shows a resemblence to a Gaussian, which would be expressed as 


Inı & pe ?P’/Po (163) 


where oo, termed the mode field radius, is defined as the radius from the fiber axis 
at which the mode intensity falls to 1/e? times its on-axis value. This radius depends 
on frequency, and most generally on V. A similar approximation can be made for the 
fundamental symmetric slab waveguide mode intensity. In step index fiber, the best fit 
between the Gaussian approximation and the actual mode intensity as given in (160) 
is given by the Marcuse formula: 


rn 1.619 2.879 
a 


Ve or: (164) 
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Figure 13.23 |Intensity plots from Eas. (160) and 
(161) of the first two LP modes in a weakly guiding step 
index fiber, as functions of normalized radius, p/a. Both 
functions were evaluated at the same operating 
frequency; the relatively weak confinement of the LP44 
mode compared to that of LPoı is evident. 


The mode field radius (at a quoted wavelength) is another important specifi- 
cation (along with the cutoff wavelength) of commercial single-mode fiber. It is 
important to know for several reasons: First, in splicing or connecting two single- 
mode fibers together, the lowest connection loss will be attained if both fibers have 
the same mode field radius, and if the fiber axes are precisely aligned. Different 
radii or displaced axes result in increased loss, but this can be calculated and com- 
pared with measurement. Alignment tolerance (allowable deviation from precise axis 
alignment) is relaxed somewhat if the fibers have larger mode field radii. Second, 
a smaller mode field radius means that the fiber is less likely to suffer loss as a 
result of bending. A loosely confined mode tends to radiate away more as the fiber 
is bent. Finally, mode field radius is directly related to the mode phase constant, ß, 
since if u and w are known (found from 00), ß can be found from (150a) or (1505). 
Therefore, knowledge of how ß changes with frequency (leading to the quantifi- 
cation of dispersion) can be found by measuring the change in mode field radius 
with frequency. Again, References 4 and 5 (and references therein) provide more 
detail. 


D13.12. Forthe fiber of Example 13.6, the core radius is givenasa = 5.0 um. 
Find the mode field radius at wavelengths (a) 1.55 um; (b) 1.30 um. 


Ans. 6.78 um; 5.82 um 
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Ky(wp/a) 


Figure 13.24 |Intensity plots for the 
LPoı mode in a weakly guiding step 
index fiber. Traces are shown for V = 1.0 
(solid), V = 1.2 (dashed), and V = 1.5 
(dotted), corresponding to increases in 
frequency in those proportions. Dashed 
vertical lines indicate the core/cladding 
boundary, at which for all three cases, 
the Jo radial dependence in the core 
connects to the K, radial dependence in 
the cladding, as demonstrated in Eq. 
(160). The migration of mode power 
toward the fiber axis as frequency 
increases is evident. 
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CHAPTER 13 PROBLEMS 


13.1) 


13.21 


13.31 


13.41 


13.5) 


13.61 


13.71 


13.8 1 


13.91 


13.10] 


The conductors of a coaxial transmission line are copper (0. = 5.8 x 

107 S/m), and the dielectric is polyethylene (e/ = 2.26, o/we’ = 0.0002). If 
the inner radius of the outer conductor is 4 mm, find the radius of the inner 
conductor so that (a) Zo = 50 2; (b) C = 100 pF/m; (c) Z = 0.2 uH/m. 

A lossless line can be assumed. 


Find R, L,C,and G for a coaxial cable with a = 0.25 mm, b = 2.50 mm, 
c = 3.30 mm, €, = 2.0, u, = 1,0. = 1.0 x 10’ S/m, o = 1.0 x 10”? S/m, 
and f = 300 MHz. 


Two aluminum-clad steel conductors are used to construct a two-wire 
transmission line. Let oaı = 3.8 x 107 S/m, os: = 5 x 10° S/m, and 

Ast = 100 uH/m. The radius of the steel wire is 0.5 in., and the aluminum 
coating is 0.05 in. thick. The dielectric is air, and the center-to-center wire 
separation is 4 in. Find C, L, G, and R for the line at 10 MHz. 


Find R, L, C, and G for a two-wire transmission line in polyethylene at 
f = 800 MHz. Assume copper conductors of radius 0.50 mm and 
separation 0.80 cm. Use e, = 2.26 and o/(we’) = 4.0 x 10%. 


Each conductor of a two-wire transmission line has a radius of 0.5 mm; 
their center-to-center separation is 0.8 cm. Let f = 150 MHz, and assume 
o and o. are zero. Find the dielectric constant of the insulating medium 

if (a) Zu = 300 2; (b) C = 20 pFim; (c) v, = 2.6 x 10° mis. 


The transmission line in Fig. 6.8 is filled with polyethylene. If it were filled 
with air, the capacitance would be 57.6 pF/m. Assuming that the line is 
lossless, find C, L, and Zo. 


Pertinent dimensions for the transmission line shown in Figure 13.2 areb = 
3 mm and d = 0.2 mm. The conductors and the dielectric are nonmagnetic. 
(a) If the characteristic impedance of the line is 15 2, find e/. Assume a 
low-loss dielectric. (b) Assume copper conductors and operation at? x 10° 
rad/s. If RC = GL, determine the loss tangent of the dielectric. 


A transmission line constructed from perfect conductors and an air 
dielectric is to have a maximum dimension of 8 mm for its cross section. 
The line is to be used at high frequencies. Specify the dimensions if it is 
(a) a two-wire line with Zo = 300 2; (b) a planar line with Zo = 15 8; 
(c) a72 2 coax having a zero-thickness outer conductor. 

A microstrip line is to be constructed using a lossless dielectric for which 


€, = 7.0. If the line is to have a 50 02 characteristic impedance, determine 
(a) E,,ert; (b) w/d. 


Two microstrip lines are fabricated end-to-end on a 2-mm-thick wafer of 
lithium niobate (e/ = 4.8). Line 1 is of 4 mm width; line 2 (unfortunately) 


ww) 
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Figure 13.25 See Problems 13.17 and 13.18. 


has been fabricated with a5 mm width. Determine the power loss in dB for 
waves transmitted through the junction. 


13.118 A parallel-plate waveguide is known to have a cutoff wavelength for the 
m = 1 TE and TM modes of A.; = 4.1 mm. The guide is operated at 
wavelength X = 1.0 mm. How many modes propagate? 


13.12] A parallel-plate guide is to be constructed for operation in the TEM mode 
only over the frequency range 0 < f < 3 GHz. The dielectric between 
plates is to be teflon (e = 2.1). Determine the maximum allowable plate 
separation, d. 


13.133 A lossless parallel-plate waveguide is known to propagate the m = 2 TE 
and TM modes at frequencies as low as 10 GHz. If the plate separation is 
l cm, determine the dielectric constant of the medium between plates. 


13.14) Ad=1cm parallel-plate guide is made with glass (n = 1.45) between 
plates. If the operating frequency is 32 GHz, which modes will propagate? 


13.15] For the guide of Problem 13.14, and at the 32 GHz frequency, determine the 
difference between the group delays of the highest-order mode (TE or TM) 
and the TEM mode. Assume a propagation distance of 10 cm. 


13.16 4 The cutoff frequency of them = 1 TE and TM modes in an air-filled 
parallel-plate guide is known to be f.ı = 7.5 GHz. The guide is used at 
wavelength X = 1.5 cm. Find the group velocity of the m = 2 TE and TM 
modes. 


13.171 A parallel-plate guide is partially filled with two lossless dielectrics 
(Figure 13.25) where €’, = 4.0, e/, = 2.1, and d = l cm. Ata certain 
frequency, it is found that the TM, mode propagates through the guide 
without suffering any reflective loss at the dielectric interface. (a) Find this 
frequency. (b) Is the guide operating at a single TM mode at the frequency 
found in part (a)? Hint: Remember Brewster’s angle? 


13.18 | In the guide of Figure 13.25, it is found that m = 1 modes propagating 
from left to right totally reflect at the interface, so that no power is 
transmitted into the region of dielectric constant e/,. (a) Determine the 
range of frequencies over which this will occur. (b) Does your part (a) 
answer in any way relate to the cutoff frequency for m = 1 modes in either 
region? Hint: Remember the critical angle? 


13.19} 


13.201 


13.211 
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13.23 | 


13.24 
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CHAPTER 13 Guided Waves 


A rectangular waveguide has dimensions a=6cmandb =4cm. (a) Over 
what range of frequencies will the guide operate single mode? (b) Over 
what frequency range will the guide support both TEıo and TEoı modes 
and no others? 


Two rectangular waveguides are joined end-to-end. The guides have 
identical dimensions, where a = 2b. One guide is air-filled; the other is 
filled with a lossless dielectric characterized by e/. (a) Determine the 
maximum allowable value of e/ such that single-mode operation can be 
simultaneously assured in both guides at some frequency. (b) Write an 
expression for the frequency range over which single-mode operation will 
occur in both guides; your answer should be in terms of e/, guide 
dimensions as needed, and other known constants. 


An air-filled rectangular waveguide is to be constructed for single-mode 
operation at 15 GHz. Specify the guide dimensions, a and b, such that the 
design frequency is 10 percent higher than the cutoff frequency for the TEıo 
mode, while being 10 percent lower than the cutoff frequency for the 
next-higher-order mode. 


Using the relation (S) = SRe{E, x H;} and Egs. (106) through (108), show 
that the average power density in the TEıo mode in a rectangular waveguide 
is given by 
(S) = Bio ES sin’ (kıox)a; W/m? 
Zw 
Integrate the result of Problem 13.22 over the guide cross section, O <x < 
a,0 < y < b,to show that the average power in watts transmitted down the 
guide is given as 
b b 
Py= Pıoa E= gt sin do W 
4wu 4n 


where n = „u/e and 910 is the wave angle associated with the TEıo mode. 
Interpret. 


Show that the group dispersion parameter, d’ß/dw, for a given mode in a 
parallel-plate or rectangular waveguide is given by 


d?ß n /(@.\2 1 @.\2 = 

dr (| (=) 
where . is the radian cutoff frequency for the mode in question [note that 
the first derivative form was already found, resulting in Eq. (57)]. 


Consider a transform-limited pulse of center frequency f = 10 GHz, and 
of full-width 27T = 1.0 ns. The pulse propagates in a lossless single-mode 
rectangular guide which is air-filled and in which the 10 GHz operating 
frequency is 1.1 times the cutoff frequency of the TEjo mode. Using the 
result of Problem 13.24, determine the length of guide over which the 
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13.26 ] 


13.27] 


13.28 | 


13.29 | 


13.30] 


13.313 


13.32] 


Figure 13.26 See Problem 13.29. 


pulse broadens to twice its initial width. What simple step can be taken to 
reduce the amount of pulse broadening in this guide, while maintaining the 
same initial pulse width? Additional background for this problem is found 
in Section 12.6. 


A symmetric dielectric slab waveguide has a slab thickness d = 10 um, 
with n] = 1.48 and n> = 1.45. If the operating wavelength isA = 1.3 um, 
what modes will propagate? 


A symmetric slab waveguide is known to support only a single pair of TE 
and TM modes at wavelength X = 1.55 um. If the slab thickness is 5 um, 
what is the maximum value of n; if na = 3.30? 


In a symmetric slab waveguide, rn] = 1.50, na = 1.45, and d = 10 um. 
(a) What is the phase velocity of the m = 1 TE or TM mode at cutoff? 
(b) How will your part (a) result change for higher-order modes (if at all)? 


An asymmetric slab waveguide is shown in Figure 13.26. In this case, the 
regions above and below the slab have unequal refractive indices, where 
nı > n3 > na. (a) Write, in terms of the appropriate indices, an expression 
for the minimum possible wave angle, 0,, that a guided mode may have. 
(b) Write an expression for the maximum phase velocity a guided mode 
may have in this structure, using given or known parameters. 


A step index optical fiber is known to be single mode at wavelengths 

x > 1.2 um. Another fiber is to be fabricated from the same materials, but it 
is to be single mode at wavelengths X > 0.63 zum. By what percentage must 
the core radius of the new fiber differ from the old one, and should it be 
larger or smaller? 


Is the mode field radius greater than or less than the fiber core radius in 
single-mode step index fiber? 


The mode field radius of a step index fiber is measured as 4.5 um at 
free-space wavelength X = 1.30 um. If the cutoff wavelength is specified as 
A. = 1.20 um, find the expected mode field radius atA = 1.55 um. 


CHAPTER 


ELECTROMAGNETIC 
RADIATION AND 
ANTENNAS 


e are used to the idea that loss mechanisms in electrical devices, including 

transmission lines and waveguides, are associated with resistive effects 

in which electrical power is transformed into heat. We have also assumed 
that time-varying electric and magnetic fields are totally confined to a waveguide 
or circuit. In fact, confinement is rarely complete, and electromagnetic power will 
radiate away from the device to some degree. Radiation may generally be an unwanted 
effect, as it represents an additional power loss mechanism, or a device may receive 
unwanted signals from the surrounding region. On the other hand, a well-designed 
antenna provides an efficient interface between guided waves and free-space waves 
for purposes of intentionally radiating or receiving electromagnetic power. In either 
case, it is important to understand the radiation phenomenon so that it can either be 
used most effectively or be reduced to a minimum. In this chapter, our goal is to 
establish such an understanding and to explore several practical examples of antenna 
design. 


14.1 BASIC RADIATION PRINCIPLES: THE 
HERTZIAN DIPOLE 


The essential point of this chapter is that any time-varying current distribution will 
radiate electromagnetic power. So our first task is to find the fields that radiate from a 
specific time-varying source. This problem is different from any that we have explored. 
In our treatment of waves and fields in bulk media and in waveguides, only the 
wave motion in the medium was investigated, and the sources of the fields were not 
considered. Earlier in Chapter 11, we found the current distribution in a conductor 
by relating it to assumed electric and magnetic field intensities at the conductor 
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Figure 14.1 A differential current 
filament of length d’ carries a current 
I = Iocosut. 


surface. Although this would relate the current source to the field, it is not practical 
for our purposes because the conductors were considered infinite in size in at least 
one dimension. 

We begin by studying a current filament of infinitesimally small cross-section, 
positioned within an infinite lossless medium that is specified by permeability u and 
permittivity e (both real). The filament is specified as having a differential length, but 
we will later extend the results easily to larger dimensions that are on the order of 
a wavelength. The filament is positioned with its center at the origin and is oriented 
along the z axis as shown in Figure 14.1. The positive sense of the current is taken in 
the a, direction. A uniform current /(f) = Ig cos wt is assumed to flow in this short 
length d. The existence of such a current would imply the existence of time-varying 
charges of equal and opposite instantaneous amplitude on each end of the wire. For 
this reason, the wire is termed an elemental or Hertzian dipole. This is distinct in 
meaning from the more general definition of a dipole antenna that we will use later 
in this chapter. 

The first step is the application of the retarded vector magnetic potential expres- 
sion, as presented in Section 9.5, 


a EEE a) 


4tR 


where / is a function of the retarded time t — R/v. 
When a single frequency is used to drive the antenna, v is the phase velocity of 
a wave at that frequency in the medium around the current element, and is given by 
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v = 1/ Yme. Since no integration is required for the short filament, we have 


_ #Ilt— R/vld 
E AnR 


A a, (2) 


Only the z component of A is present, for the current is only in the a, direction. At 
any point P at distance R from the origin, the vector potential is retarded by R/v and 
so we use 


R 
I[t — R/v] = Iocos E (1- -)| = Incos[wt — kR] (3) 
v 
where the wavenumber in the lossless medium isk = »/v = w, /pe. In phasor form, 
Eq. (3) becomes 
I, = he*R (4) 
where the current amplitude, /o, is assumed to be real (as it will be throughout this 
chapter). Incorporating (4) into (2), we find the phasor retarded potential: 


Iod _; 
AAO N 


A,=A,%, = 2 
An R 


67) 


Using a mixed coordinate system for the moment, we now replace R by the small r 
of the spherical coordinate system and then determine which spherical components 
are represented by A;,. Using the projections as illustrated in Figure 14.2, we find 


A, = A;, c080 (6a) 
Ags = —A,, sin® (6b) 
and therefore 

Iod ii 

Eu a (7a) 
Anr 
zA 
9 72" Pr 0,9) 
- 


Figure 14.2 The 
resolution of A,; at P(r, 0, 6) 
into the two spherical 
components A,s and Ass. 
The sketch is arbitrarily 
drawn in the & = 90° plane. 
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As = -— sinde (7b) 
Anr 


From these two components of the vector magnetic potential at P we can now 
find B, or H, from the definition of A,, 


B,=uH, =VxA, (8) 


Taking the indicated partial derivatives as specified by the curl operator in spherical 
coordinates, we are able to separate Egq. (8) into its three spherical components, of 
which only the &® component is non-zero: 


een 1 9A,s (9) 
en ur Or a ur 00 
Now, substituting (7a) and (7b) into (9), we find the magnetic field: 
Ind er k 1 
Hg: = T— singe" (j + 10 
® nn sind e (+5) (10) 


The electric field that is associated with Eq. (10) is found from one of Maxwell’s 
equations—specifically the point form of Ampere’s circuital law as applied to the 
surrounding region (where conduction and convection current are absent). In phasor 
form, this is Eq. (23) in Chapter 11, except that in the present case we allow for a 
lossless medium having permittivity e: 


VxH, = jweE, (il) 


Using (11), we expand the curl in spherical coordinates, assuming the existence of 
only a® component for H,. The resulting electric field components are: 


1 1 d 
Ers = — —— — (Hy, sin0) (12a) 
Jwe rsinO 00 
1 I\ 9 
Eos = — | -= | —(rAgs) (125) 
Jwe r) or 
Then on substituting (10) into (12a) and (12b) we find: 
Igd N 1 
De Da cosd e” (+ + =) (13a) 
hd . _e ik 1 1 
Eos = —nsinde "(ZZ +— 13b 
i an z (# Hat) un 


where the intrinsic impedance is, as always, n = „u/e. 

Equations (10), (13a), and (13b) are the fields that we set out to find. The next step 
is to interpret them. We first notice the e”/" factor appearing with each component. 
By itself, this term describes a spherical wave, propagating outward from the origin 
in the positive r direction with a phase constant k = 27/A. A is the wavelength as 
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measured in the medium. Matters are complicated by the complex r-dependent terms 
in parentheses that appear in all three equations. These terms can be expressed in 
polar form (magnitude and phase), leading to the following modified versions of the 
three field equations for the Hertzian dipole: 


Hgs = Are =E ls 0 [— (kr — 84)] (14) 
5 sind expl— j(kr — 
. Ar (kr)? Bi , 
E— u 2; Be 0 [— (kr — 6,)] (15) 
Ts‘ cosd EXP — 307 
Inr " (kr)? Bi) 
Eos — nz S + ie 0 [— (kr — ö9)] (16) 
= ind expl— = 
2 Ar (kr? (kr) u 
where the additional phase terms are 
ö, =tan [kr] (17a) 
4 7 
ö,=tan [kr] — zZ (175) 


and 


a es, 
ög = tan [er ( | (18) 


In (17) and (18), the principal value is always taken when evaluating the inverse 
tangent. This means that the phases as expressed in (17) and (18) will occur within 
the range #rr/2 as kr varies between zero and infinity. Suppose a single frequency 
(k value) is chosen, and the fields are observed at a fixed instant in time. Consider 
observing the field along a path in the direction of increasing r, in which spatial 
oscillations will be seen as r varies. As a result of the phase terms in (17) and (18), 
the oscillation period will change with increasing r. We may demonstrate this by 
considering the H, component as a function of r under the following conditions: 


Ind = An =’ t=0 
Using k = 2r/X, Egq. (14) becomes 


27 en 2 .[2rr | [2ar 


The real part of (19) gives the real instantaneous field ati = 0: 


Hy et + Ei ” a 2rr 2rr 20) 
er Inr lt ı\d% x 


We next use the identity, cos(a — b) = cosacosb + sinasinb, in addition to 
cos(tan !x) = 1//1+x? and sin(tan-'x) = x/V1-+x?. With these, Eq. (20) 
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simplifies to 


1 2rr anr . 2rr 
= 7 cos Fi + n sin Fi (21) 


A few important points emerge when studying Eq. (21). First, at distances r that 
are on the order of a wavelength, the expression consists of two sinusoidal functions 
having the same period but in which the amplitude of the second one increases with 
increasing r. This leads to significant nonsinusoidal behavior, in that the field as a 
function of r/A will oscillate, but with nonuniform periodicity, and with positive and 
negative amplitudes that differ in each cycle. Second, at distances r that are much 
greater than a wavelength, the second term in (21) dominates, and the field variation 
with r approaches that of a pure sinusoid. We may therefore say that, for all practical 
purposes, the wave atlarge distances, wherer >> A, is auniform plane wave having a 
sinusoidal variation with distance (and time, of course) and a well-defined wavelength. 
This wave evidently carries power away from the differential antenna. 

We should now take a more careful look at the expressions containing terms 
varying as 1/r?, 1/r?, and 1/r in Egs. (10), (13a), and (13b). At points very close 
to the current element, the 1/r? term must be dominant. In the numerical example 
we have used, the relative values of the terms in Ir, ir, and I/r in the Eos 
expression are about 250, 16, and 1, respectively, when r is I cm. The variation 
of an electric field as 1/r? should remind us of the electrostatic field of the dipole 
(Chapter 4). The development of this concept is the subject of Problem 14.4. The 
near-field terms represent energy stored in a reactive (capacitive) field, and they do 
not contribute to the radiated power. The inverse-square term in the H,, expression 
is similarly important only in the region very near to the current element. It corre- 
sponds to the induction field of the dc element, as found through the Biot-Savart law 
(Problem 14.5). 

At distances corresponding to, say, 10 or more wavelengths from the current 
element, the product kr = 2rrr/X > 20r, and the fields dramatically simplify. 
In Egs. (14)-(16), the terms within brackets involving 1/ (kr)? and 1 /(kr)® can be 
considered much less than unity, and can be neglected. In addition, the phases (Egs. 
(17) and (18)) all approach r/2. The effect is also seen in Egs. (10), (13a), and (13b), 
in which all terms except the inverse-distance (1/r) term may be neglected. At such 
distances, at which kr >> 1 (equivalentlyr >> A), we are said to be in the far-field 
or far-zone. The remaining field terms that have the 1/r dependence are the radiation 
fields. This produces an approximately zero E,, field, leaving only E4, and A,,. Thus, 
in the far zone: 


Ers =0 


Iokd 


a sing eK (22) 


| 


kd 
Hys = J— sind er (23) 
ICH 


CHAPTER 14 ELECTROMAGNETIG RADIATION AND ANTENNAS 


—— 


Figure 14.3 The polar plot ofthe 
E-plane pattern of a vertical current 
element. The crest amplitude of Eys IS 
plotted as a function of the polar angle 
0 at a constant distance r. The locus is 
a circle. 


The relation between these fields is evidently the same as that of a uniform plane wave, 
which an expanding spherical wave approximates at large radii, and over regions in 
which 1/r is approximately constant. Specifically, 


Eos nes (kr>>lorr>>\) (24) 


The variation of both radiation fields with the polar angle 6 is the same; the fields 
maximize in the equatorial plane (xy plane) of the current element and vanish off the 
ends of the element. The variation with angle may be shown by plotting a vertical, or 
E-plane pattern (assuming a vertical orientation of the current element). The E plane is 
simply the coordinate plane that contains the electric field, which in our present case, 
is any surface of constant & in the spherical coordinate system. Figure 14.3 shows 
an E-plane plot of Eq. (22) in polar coordinates, in which the relative magnitude of 
Es», is plotted against 0 for a constant r. The length of the vector shown in the figure 
represents the magnitude of Ea, normalized to unity at 6 = 90°; the vector length is 
Just |sin 0], and so as 6 varies, the tip of the vector traces out a circle as shown. 

A horizontal, or H-plane pattern may also be plotted for this or more complicated 
antenna systems. In the present case, this would show the variation of field intensity 
with &. The A-plane of the current element (the plane that contains the magnetic field) 
is any plane that is normal to the z axis. As Ey is not a function of &, the A-plane 
plot would be simply a circle centered at the origin. 


D14.1. A short antenna with a uniform current distribution in air has /od = 
3x 10° A-mandA = 10 cm. Find |E;,| at 0 = 90°, 6 = 0°, and r =: (a) 
l cm; (b) 2 cm; (c) 20 cm; (d) 200 cm; (e) 2 m. 


Ans. 125 V/m; 25 V/m; 2.8 V/m; 0.28 V/m; 0.028 V/m 
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14.2 ANTENNA SPECIFICATIONS 


It is important to fully describe and quantify the radiation from a general antenna. To 
do this, we need to be aware of a few new concepts and definitions. 

In order to evaluate the radiated power, the time-average Poynting vector must 
be found (Eq. (77), Chapter 11). In the present case, this will become 


j 
<S>=Re{EaH;,}a, Wjm’ 025) 


Substituting (22) and (23) into (25), we obtain the time-average Poynting vector 
magnitude: 


1 / Iokd\” 
I<5>1=5=3 (2%) nsin? 0 (26) 


From this we find the time-average power that crosses the surface of a sphere of radius 
r, centered at the antenna: 


2r 7 FR 1 Iokd 2 7 2 
Pi = Ss. r"sindd0db = 21 | = ——ın sin’ 0. d0 (27) 
d=0 J0=0 2 Ar f) 


The integral is evaluated, and we substitute k = 2rr/X. We will also assume that the 
medium is free space, where n = no = 1207. We finally obtain: 


m 2 
P. = 40r? (=) W (28) 


This is the same average power that would be dissipated in a resistance R;aa by 
sinusoidal current of amplitude /9 in the absence of any radiation, where 


1 
P. = >15 Rua (29) 


We call this effective resistance the radiation resistance of the antenna. For the dif- 
ferential antenna, this becomes 


2P, ne 
Bun 80 (2) (30) 


If, for example, the differential length is 0.01%, then R,aa is about 0.08 2. This 
small resistance is probably comparable to the ohmic resistance of a practical antenna 
(providing a measure of the power dissipated through heat), and thus the efficiency 
of the antenna is likely to be too low. Effective matching to the source also becomes 
very difficult to achieve, for the input reactance of an electrically short antenna is 
much greater in magnitude than the input resistance R;ad- 

Evaluating the net power from the antenna, as carried out in (27), involved the 
integration of the Poynting vector over a spherical shell of presumed large radius, 
such that the antenna appeared as a point source at the sphere center. In view of this, 


CHAPTER 14 ELECTROMAGNETIG RADIATION AND ANTENNAS 


a new concept of power density can be introduced; this involves the power that is 
carried within a very thin cone with its vertex at the antenna location. The axis of the 
cone extends along a line of radius, and thus the cone intersects the spherical surface 
over which the integral in (27) is taken. That portion of the sphere area that the cone 
intersects will have area A. We define the solid angle of the cone in the following 
manner: If A = r?, where r is the sphere radius, then the cone is defined as having a 
solid angle, 2, equal to one steradian (sr).!" As the total sphere area is Arrr?, we see 
that the total solid angle contained within a sphere is Ar steradians. 

As a consequence of this definition, differential area on the sphere surface can 
be expressed in terms of a differential solid angle through: 


dA=r’dQ @1) 


The total sphere area can then be expressed as an integral over solid angle, or equiv- 
alently by an integral using spherical coordinates: 


An Ir n 
a l rd = l l r” sind dO d&b (32) 
0 0 Jo 


from which we identify the differential solid angle as expressed in spherical coordi- 
nates: 


AR = sind dO d® (33) 


D14.2. A cone is centered on the positive z axis with its vertex at the origin. 
The cone angle in spherical coordinates is 0). (a) If the cone subtends 1 sr of 
solid angle, determine 0; (b) If 0, = 45°, find the solid angle subtended. 


Ans. 32.8°; 7./2 


We can now express the Poynting vector magnitude as found in Eg. (26) in units 
of power per unit solid angle. To do this, we multiply the Watts/m? power density 
in (26) by the sphere area encompassed in one steradian—which is r?. The result, 
known as the radiation intensity, iS 


K(8,#)=r?S, W/Sr (34) 


For the Hertzian dipole, the intensity is independent of &, and we would have (using 


(26)): 


1 / Iokd 
Art 


2 
KO)=7, =) nsin0 W/Sr (35) 


! This definition is related to that of the radian, in which the arc length on a circle traced out by a 
change of angle of one radian is the circle radius, r. 
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dA = r?dQ = 1? sin6d0db 


Figure 14.4 A cone having differential solid angle, 
dn, subtends a (shadeod) differential area on the 
surface of asphere of radius r. This area, given by 
dA =r?dQ, can also be expressed in our more 
familiar spherical coordinate system as 
dA=r?sinodode. 


In the general case, the total radiated power is then 


An 2n n 
Pe [ KR = [ [ K(6,6)sindded6 W (36) 
0) 0 0 


which, for the Hertzian dipole, gives the same result as found in (28). 

The advantage of using the radiation intensity for power density is that this quan- 
tity is independent of the radius. This is true, however, only if the original power 
density exhibits a 1/r? dependence. In fact, all antennas have this functional depen- 
dence on radius in the far zone, in that when far enough away, the antenna appears as a 
point source of power. Assuming the surrounding medium does not absorb any power, 
the integral of the Poynting vector over a closed sphere of any radius must give the 
same result. This fact demands an inverse-square dependence on radius for the power 
density. With the radial dependence removed, one can concentrate on the angular 
dependence of the power density as expressed by X, and this will differ significantly 
among different antennas. 

A special case of a power source is an isotropic radiator, defined as having a 
constant radiation intensity (1.e., K = K;,, is independent of 0 and &). This gives a 
simple relation between K and the total radiated power: 

An 
ne Kso d2=4AnKio —> Kiso = P,/An (isotropic radiator) (37) 
0 
Generally, K will vary with angle, giving more intensity in some directions than 
in others. It is useful to compare the radiation intensity in a given direction to that 
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which would occur if the antenna were to radiate the same net power isotropically. 
The directivity function, D(6, &), does this.? Using (36) and (37), we can write the 
directivity: 


K(,®) _ K(0.6) _ 4nK(0, 6) 


en u Be 


(38) 


Of particular interest in most cases is the maximum value of the directivity, Dinax; 
which is sometimes called simply D (without the @ and & dependence indicated): 


An Konaz 


D= Daax — muss 
$Kdan 


(39) 


in which the maximum radiation intensity, X„ax, Will usually occur at more than one 
set of values of 9 and &. Typically, the directivity is quoted in decibels, according to 
the definition: 


Dus — 10log;o (ae) dB (40) 


Evaluate the directivity of the Hertzian dipole. 


Solution. Use Egs. (35) and (28), with k = 2r/A andn = 1» = 1207 in the 
expression: 


AnK(0,6)  2r (2d)’ 1207 sin 3. > 
= = sın 
EC 


The maximum of this result, occurring at = nr /2, is: 


D6,9) = 


3 3 
Diss = 5 Or, in decibels: Ds = 10logjo (5) = 1.76 dB 
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D14.3. What is the directivity in dB of a power source at the origin that 
radiates: a) uniformly into the upper half-space, but nothing into the lower half- 
space, b) into all space with a cos? 9 power density dependence, c) into all space 
with a | cos” #| dependence? 


Ans. 3; 4.77; 10logjo(n + 1) 


Usually, one would like to have a much higher directivity than what we just 
found for the Hertzian dipole. One implication of a low directivity (and a problem 


2 In earlier times (and in older texts), the directivity function was called the directive gain. The latter 
term has since been discarded by the Antenna Standards Committee of the IEEE Antennas and 
Propagation Society, in favor of the term “directivity.” Details are found in IEEE Std 145-1993. 
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with the short antenna) is that power is radiated over a broad angular range in the 
E plane. In most cases, it is desired to confine the power to a narrow range, or 
small beamwidth, thus increasing the directivity. The 3-dB beamwidth is defined 
as the separation between the two angles at which the directivity falls to one-half 
its maximum value. For the Hertzian dipole, and using the D(®, ®) result from the 
previous example, the beamwidth will be the span between the two @ values on either 
side of 90° at which sin?9 = 1/2, or |sin0| = 1/2 = 0.707. These two values 
are 45° and 135°, representing a 3-dB beamwidth of 135° — 45° = 90°. We will 
see that using a longer antenna leads to both a narrower beamwidth and an increased 
radiation resistance. In the 7 plane, radiation is uniform at all values of &, no matter 
what length is used. It is necessary to use multiple antennas in an array in order to 
narrow the beam in the -plane. 

We have based several definitions on the total average power that is radiated by 
the antenna, P,. It is desirable, however, to distinguish the radiated power from the 
input power that is supplied to the antenna, P;„. It is likely that P;, will be somewhat 
greater than P, because of resistive losses in the conducting materials that make up 
the antenna. To overcome this resistance, a greater input voltage amplitude would be 
necessary to generate a given current amplitude, /o, on which all of our power compu- 
tations have been based. The antenna gain is defined in such a way to accommodate 
this difference.” 

Specifically, suppose that the antenna in question were to isotropically radiate 
all of the electrical power that is supplied to it, which is P;„. The radiation intensity 
would simply be X, = Pu/4r. Gain is defined as the ratio of the actual radiation 
intensity in a specified direction, to K,: 


K(0,d) _4nK(0, 6) 


G(0,d) = 
| 2 K; Pin 


6) 


Note that the term Ar K(0, &) would be the radiated power of an isotropic antenna 
whose (in that case, constant) radiation intensity is X (0, &). The gain thus expresses 
the ratio of the radiated power of an antenna to the input power as ifthe antenna were 
to radiate isotropically with constant K as evaluated at a selected @ and $. Using 
(38), we can relate directivity to gain: 


AnKeo, an 1 
= 00,0) = 60,9) a2) 


D(,$) = P Zee 


where n, is the radiation efficiency of the antenna, defined as the ratio of the radiated 
power to the input power. Other ways of writing this are: 


PGO, _ Gm 


= = (43) 
In D(0, ®) Dax 


NZ 


which expresses n, as the maximum gain divided by the maximum directivity. 


3 The antenna gain defined in this way is sometimes called the power gain. 
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14.3 MAGNETIC DIPOLE 


An interesting device that is closely related to the Hertzian dipole is the magnetic 
dipole antenna. Shown in Figure 14.5, the antenna consists of a circular current loop 
ofradius a, centered at the origin, and in the xy plane. The loop current is sinusoidal 
and is given by /(f) = In cos wr, as was the case in the Hertzian dipole. Although it is 
possible to work out the fields for this antenna, beginning with the retarded potentials 
as in the previous section, there is a much faster way. 

We first note that the circulating current implies the existence of a circulating 
electric field that overlaps the wire and that has the same time dependence. So one 
could simply replace the wire by a circular electric field that we could designate as 
E(a,t) = Eo(a)cos(wt) ag. Such a change would replace conduction current with 
displacement current, which will have no effect on the surrounding field solutions for 
E and H. Next, suppose that we could replace the electric field by a magnetic field, 
again of the form H(a, t) = Hy cos(wt) a,. This is the magnetic field that would be 
generated by the Hertzian dipole at radius a in the xy plane, and it enables us to obtain 
the solution for the current loop field through the following method: 

We begin with Maxwell’s equations in a sourceless medium (p, = J = 0): 


vB (44a) 
xH = e— 
€ Ey a 
VxE= Li (44b) 
ur 
V:E=0 (44c) 
v:H=0 (44d) 


x x 


Figure 14.5 Magnetic (left) and electric dipole antennas are dual structures, producing identical 
field patterns but with the roles of E and H interchanged. 
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By inspection, we see that the equations would be unchanged if we replace E with H, 
H with —E, e with u, and u with e. This illustrates the concept of duality in electro- 
magnetics. The fact that the current loop electric field will have the same functional 
form as the electric dipole magnetic field means that with the above substitutions, 
we can construct the current loop fields directly from the electric dipole results. It 
is because of this duality between field solutions of the two devices that the name, 
magnetic dipole antenna, is applied to the current loop device. 

Before making the substitutions, we must relate the currents and geometries of 
the two devices. To do this, consider first the static electric dipole result of Chapter 4 
(Eq. (35)). We can specialize this result by finding the electric field on the z axis 
(0 = 0). We find 


Od 


Elo=o = Dez’ ” 


(45) 


We can next study the current loop magnetic field as found on the z axis, in which a 
steady current /o is present. This result can be obtained using the Biot-Savart Law: 


a? 
Hlo-o = 


(46) 


2nz3 


Now the current associated with a harmonically time-varying charge on the electric 
dipole, O(r), is 


d I 
h= = a0 = = (47) 
t Jo 


If we substitute Egq. (47) into Eg. (45), and replace d with jwe (ra), we find that 
Eq. (45) is transformed to Eq. (46). We now perform these substitutions, along with 
the replacements, H for E, —E for H, e for u, and u for e, on Egs. (14), (15), and 
(16). The results are 


‚oura)Ipk 


1 1/2 . 
Ess = ee I: Ar a sind expl- (kr — 8,)] (48) 


‚ou(ra”)Io 1 E 1 


1/2 
H,s=jJ ae al cosd expl— j(kr — 8,)] (49) 


A (kr) 


where ö,, ög, and ö, are as defined in Egs. (17) and (18). In the far-field (kr >> |), 
Eg,,s and Hg, survive, and these simplify to compare closely with (22) and (23). This 
process of exploiting duality in electromagnetics is a very powerful method that can 
be applied in many situations. 


‚oulra”)Iok 1 1 
Arr n 


ı 12 
+ | sind expl—-j(kr — 60)] (50) 
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14.4 THIN WIRE ANTENNAS 


In addition to giving insights on radiation fundamentals, the Hertzian dipole results 
provide us with a basis from which the fields associated with more complicated 
antennas can be derived. In this section this methodology is applied to the more 
practical problem of straight thin wire antennas of any length. We will find that for 
a given wavelength, changes in antenna length lead to dramatic variations in (and 
control of) the radiation pattern. We will also note improvement in directivity and 
efficiency when using certain antenna lengths. 

The basic arrangement is shown in Figure 14.6. In a simplistic way, it is possible 
to think of the antenna as having been formed by bending the two wires of an open- 
ended transmission line down and up by 90°. The midpoint, at which the bends 
occur, is known as the feed point. The current, originally present, persists and is 
instantaneously flowing in the same direction in the lower and upper sections of the 
antenna. If the current is sinusoidal, a standing wave is set up in the antenna wires, 
with zeros occurring at the wire ends atz = +£. A symmetric antenna of this type is 
called a dipole. 

The actual current distribution on a very thin wire antenna is very nearly sinu- 
soidal. With zero current at the ends, maxima occur one-quarter wavelength from 
each end, and the current continues to vary in this manner toward the feed point. The 
current atthe feed will be small for an antenna whose overall length, 2£, is an integral 
number of wavelengths; but it will be equal to the maximum found at any point on 
the antenna if the antenna length is an odd multiple of a half wavelength. 
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Figure 14.6 Athin dipole antenna driven 
sinusoidally by a two-wire line. The current 
amplitude distribution, shown in the adjacent 
plot, is approximately linear ifthe overall length is 
sufficiently less than a half-wavelength. Current 
amplitude maximizes at the center (feed) point. 
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On a short antenna, where 2£ is significantly less than a half-wavelength, we see 
only the first portion of the sine wave; the amplitude of the current increases in an 
approximately linear manner, from zero atthe ends to amaximum value atthe feed, as 
indicated in Figure 14.6. The gap at the feed point is small and has negligible effects. 
The short antenna approximation (in which a linear current variation along the length 
can be assumed) is reasonable for antennas having an overall length that is less than 
about one-tenth of a wavelength. 

A simple extension of the Hertzian dipole results can be performed in the short 
antenna regime (£ < A/20). If this is the case, then retardation effects may be ne- 
glected. That is, signals arriving at any field point P from the two ends of the antenna 
are approximately in phase. The average current along the antenna is /o/2, where 
Io is the input current at the feed. The electric and magnetic field intensities will 
thus be one-half the values given in (22) and (23), and there are no changes in the 
vertical and horizontal patterns. The power will be one-quarter of its previous value, 
and thus the radiation resistance will also be one-quarter of the value given by (30). 
Maatters improve as the antenna length is increased, but retardation effects must then 
be included. 

For longer lengths, the current distribution is treated the same as that of an open- 
ended transmission line that propagates a TEM wave. This will be a standing wave 
in which the current phasor is given by 


1,(z) = In sin(kz) (51) 


where the open end is located atz = 0. Also, for a TEM wave on a transmission line, 
the phase constant will be 8 = k = w,/ne. When the line is unfolded to form the 
antenna, the z axis is rotated to the vertical orientation with z = 0 occurring at the 
feed point. The current in (51) is then modified to be 


Iysink(£ — z) (z>0) 


Ka) = 7 sink@+2) G@<O 


See Ten (52) 


The strategy from here is to consider the antenna as made up of a stack of 
Hertzian dipoles, each having length dz (Figure 14.7). The current amplitude in each 
Hertzian is determined according to its position z along the length, and is given by 
(52). The far-zone field from each Hertzian can then be written using Eg. (22), suitably 
modified. We write this as a differential field contribution at a far point at distance r’ 
and spherical coordinate angle, 6": 


dEy, = era Er n sin o' ek (53) 
Ar’ 

The coordinates r’ and @’ are, of course, referenced from the center of the 
Hertzian, which itself is at a position z along the antenna length. We need to ref- 
erence these local coordinates to the origin, which occurs at the antenna feed point. 
To do this, we borrow from the methods used to analyze the static electric dipole 


as presented in Sec. 4.7. Referring to Fig. 14.7, we can write the relation between 
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P(r,0) 


U_-e 


Figure 14.7 A dipole antenna can be represented as a stack of 
Hertzian dipoles whose individual phasor currents are given by Is(z). 
One Hertzian dipole is shown at location z, and has length az. When 
the observation point, P, lies in the far zone, distance linesr and r’ 
are approximately parallel, so they differ in length by zcos®. 


the distance r’ from the Hertzian at location z, and the distance r from the origin to 
the same point as 


r' =r —-2zcos6d (54) 


where, in the far field, 0° = 9, and distance lines r’ and r are approximately parallel. 
Eg. (53) is then modified to read 
A ER , singe Mlr-zet) (55) 
Arr 
Notice that in obtaining (55) from (53) we have approximated r’ = r in the denom- 
inator, as the use of Eq. (54) will make little difference when considering amplitude 
variations with z and 0. The exponential term in (55) does include (54) because slight 
variations in z or will greatly impact the phase. 
Now, the total electric field at the far-zone position (r, 0) will be the sum of allthe 
Hertzian dipole contributions along the antenna length, which becomes the integral: 


e  Is(@)kd SE 
Egs(r, 0) = fern — [ POLE n sin e-*t=2c0s0) 
— Arr 


Iok e (56) 
= in sind er] [ sin k(L — lz|j) e 2000 az 
Asr e 


To evaluate the last integral, we first express the complex exponential in terms of sine 
and cosine terms using the Euler identity. Denoting the bracketed terms outside the 
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integral as A, we write: 


Lt 
Ess(r, 0) = al sin k(£ — |z|) cos(kz cos@)-+j sink(£ — |z|) sin(kz cos®) dz 
LE m— m nn 
even even even odd 


in which the even or odd parity of each term is indicated. The imaginary part of the 
integrand, consisting of the product of even and odd functions, yields a term with 
net odd parity; it thus integrates to zero over the symmetric limits of —£ to £. This 
leaves the real part, whose integral can be expressed over the positive z range and 
then further simplified using trigonometric identities: 


e 
Ess(r, 0) = 2a | sin k(£ — z) cos(kz cosQ) dz 
{) 
e 
— al sin [k(E — z) + kzcos0] + sin [k(£ — z) — kz cos] dz 
0 
l 
= A| sin [kz(cos@ — 1) + k£] — sin[kz(cos0 + 1) — kl] dz 
0 


The last integral is straightforward and evaluates as 
cos(k£ cosd) — ——_ 
k sin? 0 


Now, reincorporating the expression for A gives the final result: 


I =0 k£ cos) — cos(kl Zi 
eo on nike cos( sen ) — cos(k£) - E,F6) e 
2. sin r 


Es,(r, 0) = 2A | 


J<— 
er 


(57) 
where we identify the field amplitude 
Hl, (58) 


and where the terms involving 6 and £ are isolated to form the E-plane pattern function 
for the dipole antenna: 


Fo) = | (59) 


cos(k£ cos@) — cos(k£) 
sind 


This important function, when normalized, is the E-plane pattern of the dipole an- 
tenna. It explicitly shows how choices in dipole length affect the @ dependence in 
the pattern, and it ultimately determines the dependence on £ of the directive gain, 
directivity, and radiated power for a given current. 

Plots of the magnitude of F($) inthe E-plane are shown in Figure 14.8a and b for 
selected dipole lengths. In these, the xz plane is chosen, although the results will be 
the same in any plane that contains the z axis. The plots show a trend toward narrower 
radiation beams as length increases, but to the point at which secondary maxima, 
or sidelobes, develop for overall antenna lengths (2£) that exceed one wavelength. 
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(a) (b) 


Figure 14.8 E-plane plots, normalized to maxima of 1.0, found from F (6) for dipole 
antennas having overall lengths, 2£, of (a) %/16 (solid black), A/2 (dashed), and A (red), and (b) 
1.3% (dashed), and 2% (red). In (a), the beam-narrowing trend is evident as length increases (or 
as wavelength decreases). Note that the A/16 curves are nearly circular and thus approximate 
the Hertzian dipole pattern. At lengths that exceed one wavelength, sidelobes begin to develop, 
as exhibited in the smaller beams in the 1.3 pattern in (b). As length increases, the sidelobes 
grow to form the four symmetrically arranged main lobes of the 2X antenna, where the lobe in 
the first quadrant maximizes at @ = 57.5°. The main lobes along x that were present in the 1.34 
antenna diminish with increasing length, and have vanished completely when the length 
reaches 2%. 


The presence of sidelobes is usually not wanted, mainly because they represent ra- 
diated power in directions other than that of the main beam (9 = /2). Sidelobe 
power will therefore likely miss the intended receiver. In addition, the sidelobe di- 
rections change with wavelength, and will therefore impart an angular spread to 
a radiated signal, to an extent which will of course increase with increasing signal 
bandwidth. These problems are avoided by using antenna lengths that are less than one 
wavelength. 

The radiation intensity can now be found for the dipole antenna by using Eg. 
(34), along with (25): 


1 * 
Kö)ers,= jRe [Ess Hz, }r? 


where Hg, = Es, /n. Substituting (57), we obtain 


12 1572 
K(0) = — [F(0)] = Er IF)? W/Sr (60) 


where in the last equality free space is assumed, in which n = no = 120. The total 
radiated power is now the integral of the radiation intensity over all solid angles, or 


An 2n nz 
a) KdaR - | f K(6) sin d6 d& (61) 
0 0 0 


Again assuming free space we find 


P,=30R !! [F(6)] sin0d6 W (62) 
0 
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Using this result, expressions for the directivity and radiation resistance can now 
be found. From Egq. (42), and using (60) and (62), the directivity in free space is 


4n K (0) 2[F(0)] 
D(0) = = BE (63) 
P: S5 [F(6)l" sin 6 d0 
whose maximum value is 
2[F(6)]2 
Du (64 
JS [F(6)1° sin 6 dO 
Finally, the radiation resistance will be 
DIR, z DR 
Re —EE —I60, [F(6)]” sin 6 d@ (65) 
0 0 


Write the specific pattern function, and evaluate the beamwidth, directivity, and radi- 
ation resistance of a half-wave dipole. 


Solution. The term “half-wave” refers to the overall length, in which 22 = X /2, or 
£ = X/4. Therefore, kt = (2nr/A)(A/4) = n/2, which is now substituted into Eq. 
(59) to obtain: 


cos (3 cos 0) 


F(8) = (66) 


sin O 

The magnitude of this function is plotted as the dashed curve in Figure 14.8a. Its 
maxima (equal to 1) occur at$ = /2, 37/2, whereas zeros occur 9 = O and. 
Beamwidth is found by evaluating the solutions of 

cos (3 c0s0) 1 

sind 92 

Numerically, it is found that the two angles on either side of the maximum at 9 = 90° 
that satisfy the above equation are 01,2 = 51° and 129°. The half-power beamwidth 
is thus 129° — 51° = 78°. 
Directivity and radiation resistance are then found using (64) and (65), in which the 
integral of [F (0)]? can be performed numerically. The results are Dina = 1.64 (or 
2.15 dB), and R,aa = 73 ohms. 


D14.4. Evaluate the percentage of the maximum power density that is found 
in the direction 0 = 45° for dipole antennas of overall length (a) A /4, (b) A/2, 
(e)A. 


Ans. 45.7%; 38.6%; 3.17% 
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In the half-wave dipole, the standing wave current amplitude maximizes at the 
feed point, and the antenna is said to be operated on resonance. As aresult, the driving 
point impedance, one-quarter wavelength in front ofthe open ends, would in principle 
be purely real * and equal to the 73-Q radiation resistance, assuming that the antenna 
is otherwise lossless. This is the primary motivation for using half-wave dipoles, in 
that they provide a fairly close impedance match to conventional transmission lines 
(whose characteristic impedances are on the same order). 

Actually, because the antenna is essentially an unfolded transmission line, the 
half-wave dipole does not behave as an ideal quarter-wave transmission line section, as 
we might suspect considering the discussions in Section 14.1. An appreciable reactive 
part of the input impedance will likely be present, but the half-wavelength dimension 
is very close to the length at which the reactance goes to zero. Methods of evaluating 
the reactance are beyond the scope of our treatment, but are considered in detail in 
Ref. 1. For a thin lossless dipole of length exactly X /2, the input impedance would be 
Zin = 73+ jX, where X is in the vicinity of 40 2. The input reactance is extremely 
sensitive to the antenna length and can be reduced to zero by a very slight reduction 
in the overall length below A /2, leaving the real part essentially unaffected. Similar 
behavior is seen in dipoles having lengths that are integer multiples of A/2, but in 
these, radiation resistances are considerably higher, thus yielding a poorer impedance 
match. At dipole lengths between half-wavelength multiples, input reactances can 
be much higher (in the vicinity of j600 2) and can become sensitive to the wire 
thickness, in addition to the length. In practice, when connecting a transmission line 
feed, the input reactance can be zeroed by length reduction or by using matching 
techniques such as those discussed in Chapter 10. 

Plots of directivity and radiation resistance as functions of antenna length are 
shown in Figure 14.9. Directivity increases modestly with length, whereas radiation 
resistancereaches alocal maximum atalength between 3X /4 and. At greater lengths, 
additional peaks in R;aa occur at higher levels, but performance is compromised by 
the presence of sidelobes. Again, half-wave dipoles are typically used because single- 
lobe behavior is assured over abroad spectral bandwidth, whereas radiation resistance 
(73 R) is close to the impedance of standard transmission lines that are used to feed 
the antenna. 

Asa final exercise in wire antennas, we consider the operation of a monopole 
antenna. This is one-halfadipole plus a perfectly conducting plane, as shown in Figure 
14.10a. The image principle discussed in Section 5.5 provides the image shown in 
Figure 14.105, so that the monopole and its image form a dipole. Therefore, all field 
equations that pertain to the dipole apply directly tothe upper half-space. The Poynting 
vector is therefore also the same above the plane, but the integration to find the total 
power radiated is performed only through the hemisphere that surrounds the upper 
half-space. So the radiated power and the radiation resistance for the monopole are 
half the corresponding values for the dipole. As an example, a quarter-wave monopole 


Think of a half-rotation (X /4) around the Smith chart from the open circuit point, toward the 
generator, where, with loss present, the end position would be somewhere on the negative real axis. 
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Figure 14.9 Plots of directivity (black) and radiation resistance (red) as 
functions of overall antenna length, expressed in wavelengths. 


(presenting a half-wave dipole when including the image) yields a radiation resistance 
Of Rıad = 36.I 2. 

Monopole antennas may be driven by a coaxial cable below the plane, having 
its center conductor connected to the antenna through a small hole, and having its 
outer conductor connected to the plane. If the region below the plane is inaccessible 
or inconvenient, the coax may be laid on top of the plane and its outer conductor 
connected to it. Examples of this type of antenna include AM broadcasting towers 
and citizens’ band antennas. 
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Figure 14.10 (a) An ideal monopole is always associated with a perfectly 
conducting plane. (b) The monopole plus its image form a dipole. 
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D14.5. The monopole antenna of Figure 14.10a has a length d/2 = 0.080 m 
and may be assumed to carry a triangular current distribution for which the 
feed current /o is 16.0 A at a frequency of 375 MHz in free space. At point P 
(r = 400 m, 0 = 60°, & = 45°) find (a) Hg,,, (b) Eo,, and (c) the amplitude of 
ee 


Ans. j1.7 mA/m; j0.65 V/m; 1.1 mW/m? 


14.5 ARRAYS OF TWO ELEMENTS 


We next address the problem of establishing better control of the directional prop- 
erties of antenna radiation. Although some control of directivity is achieved through 
adjustment of the length of a wire antenna, these results only appear as changes in 
the E-plane pattern. The A-plane pattern always remains a circle (no & variation), as 
long as a single vertical wire antenna is used. By using multiple elements in an array, 
significant improvement in directivity as determined in both E and H planes can be 
achieved. Our objective in this section is to lay the groundwork for the analysis of 
arrays by considering the simple case of using two elements. The resulting methods 
are readily extendable to multiple element configurations. 

The basic configuration is shown in Figure 14.11. Here, we have our original wire 
antenna with its feed at the origin, and oriented along the z axis. A second identical 
antenna, parallel to the first, is positioned at location d on the x axis. The two carry 
the same current amplitude, /o (leading to far-field amplitude Ey), but we allow the 
second antenna current to exhibit a constant phase difference, &, from that of the first. 
The far-field observation point, P, lies at spherical coordinates, (r, 0, &). From this 
point, the antennas appear close enough together so that (1) the radial lines, r and 


Y en 6 ” 


Figure 14.11 The original z-directed wire 
antenna with its center at the origin is now 
joined by a second parallel antenna, crossing 
the x axis at distance d. The second antenna 
carries the same current amplitude as the first, 
but with a constant phase shift, &. Fields are 
observed at point P. 
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Ru 


x 


Figure 14.12 Top view of the arrangement 
of Figure 14.11 (looking down onto the x-y 
plane). In the far-field approximation, the red 
lines are essentially parallel, andrı =r —. 


r,, are essentially parallel, and (2) the electric field directions at P are essentially the 
same (along a5). Using Egq. (57), we may therefore write the total field at P, with the 
understanding that the presence of the second antenna on the x axis will introduce a 
& dependence in the field that was previously not present: 


—jkr JE. Jkri 
e % e’: e | (6 


r r 


Esp(r, 0,6) = Eo ro)| 


Next, we may express the distance to P from the second antenna, r,, in terms of the 
distance to the first antenna, r (also the spherical coordinate radius), by noting that in 
the far-field approximation we have 


n=r-Ss 


where s is one leg ofthe right triangle formed by drawing a perpendicular line segment 
between the second antenna and the line of radius, r, as shown in Figures 14.11 and 
14.12. The length, s, is the projection of the antenna separation, d, onto the radial 
line, r, and is found through 


s=da,-a,=dsindcos® (68) 
Therefore, 
rı=r-dsindcos® (69) 


In the far-field, the distance, dsin$ cos d, is very small compared to r, which 
allows us to neglect the difference between r and rı in the magnitude terms in (67) 
(so that I/rı = 1/r). As we know from the dipole studies, the difference cannot be 
neglected in the phase terms in (67) because phase is very sensitive to slight changes 
in r. With these considerations in mind, Egq. (67) becomes 


Eo F(6) 
._— 


Eap(r, 0, )) = [e + e’E e tr d sin =] (70) 
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which simplifies to 


EoF(0) u 
r 


Eop(r,0,$) = [1 + e’*] (71) 


where 


VvV=E + kdsindcos® (72) 


% is the net phase difference between the two antenna fields that is observed at 
P(r, 6, &). Equation (71) can be further simplified by factoring out the term e/”/? to 
obtain 


2Eo F(@) _ 5x 
en 
” 


Ear(r, 0,6) = eiV? cos(y/2) (73) 


from which we may determine the field amplitude through 


2E, 
|Eor(r. 0,6) = EopEjp = —-IF@)IIcos(w/2)| (74) 


Equation (74) demonstrates the important principle of pattern multiplication that 
applies to arrays of identical antennas. Specifically, the total field magnitude consists 
of the product of the pattern function magnitude, or element factor for the individual 
antennas, |F(9)|, and the normalized array factor magnitude, given by | cos(w/2)]. 
The array factor is often denoted by 


A(8, 6) = cos(w/2) = cos[$ (& + kd sin$ cos $)] (75) 


Equation (74) then becomes 


2Ey 
eo 20) 0) (76) 


This principle can be extended to arrays of multiple elements by appropriately modi- 
fying the array factor, as we will find. The underlying assumption is that the individual 
array elements are essentially uncoupled; that is, they induce negligible currents in 
each other. With appreciable coupling, the problem is far more complicated, and 
pattern multiplication cannot be used. 

In the field pattern expressed in (76), the E plane (or 0 dependence) is primarily 
determined by the individual elements, or by |F(®)|. It is in the 7 plane where the 
effect of the array is the strongest. In fact, the main reason for using an array of this 
configuration is to enable control of the 7-plane pattern. In the 7 plane (9 = n/2), 
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Egs. (75) and (76) give the field dependence on & as 
Eor(r,m/2,6) & Alm/2,6)=cos[z (€ + kd cosQ)] 


The A-plane pattern depends on the choices of the relative current phase, &, and the 
element spacing, d. 


(77) 


Investigate the F-plane pattern when the currents are in phase (£ = 0). 


Solution. With & = 0, Eq. (77) becomes 


kd nd 
A(n/2,d) = cos E c0s6| = cos = c0s6| 


This reaches a maximum at & = m/2 and 37/2, or along the direction that is normal 
to the plane of the antennas (the y axis). This occurs regardless of the choice of d, 
and the array is thus referred to as a broadside array. Now, by choosing d = X /2, 
we obtain A = cos[ (77/2) cos #], which becomes zero at® = 0 and ı (along the x 
axis), and we have single main beams along the positive and negative y axis. When 
d is increased beyond A/2, additional maxima (sidelobes) appear as & is varied, but 
zeros still occur along the x axis if d is setto odd multiples of X /2. 


EXAMPLE 14.4 


The broadside array of the previous example can be regarded as the simplest case. 
More interesting behavior occurs when a nonzero phase difference exists between the 
two currents, and adjustments can be performed in the phase and element spacing. 


Determine the necessary conditions to establish an endfire array, in which the maxi- 
mum radiation is directed along the x axis. 


Solution. Setting ® = OD or nr in Eg. (77) and requiring the equation to achieve a 
maximum results in the condition: 


A=o|, + "| =2ı 
2 A 


or 


& | nd_ 


2 A 
where m is an integer that includes O, and where the plus sign in the bracket applies 
for & = 0, and the minus sign for ® = vr. One case of practical interest occurs when 
m =(0,d = ı/4, and& = —r/?2, which satisfies the above condition when the 
positive sign is chosen. Equation (77) now becomes 


TT 
Alt /2, 6) = cos F (cosd — | 


This function maximizes at®& = 0, and reaches zero at ® = z. We have thus created 
an array that radiates a single main lobe along the positive x axis. The way this 
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works can be understood by realizing that the phase lag in current in the element 
atx = d just compensates for the phase lag that arises from the propagation delay 
between the element at the origin and the one atx = d. The second element radiation 
is therefore precisely in phase with the radiation from the first element. The two fields, 
therefore, constructively interfere and propagate together in the forward x direction. 
In the reverse direction, radiation from the antenna at x = d arrives at the origin to 
find itself r radians out of phase with the radiation from the x = O0 element. The 
two fields therefore destructively interfere, and no radiation occurs in the negative x 
direction. 
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D14.6. In the broadside configuration of Example 14.3, the element spacing 
is changed to d = A. Determine (a) the ratio of the emitted intensities in the 
& = O and & = 90° directions in the H plane, (b) the directions (values of &) 
of the main beams in the H-plane pattern, and (c) the locations (values of &) of 
the zeros in the H-plane pattern. 


Ans. 1; (0, +90°, 180°); (#45°, #135°) 


D14.7. Inthe endfire configuration of Example 14.4, determine the directions 
(values of &) for the main beams in the 7 plane if the wavelength is shortened 
fromX = Adto(a)A = 3d,(b)A = 2d,and (c)A =d. 


Ans. +41.4°; +45.0°; +75.5° 


14.6 UNIFORM LINEAR ARRAYS 


We next expand our treatment to arrays of more than two elements. By doing this, 
more options are given to the designer that enable improvement of the directivity 
and possibly an increase in the bandwidth of the antenna, for example, As might 
be imagined, a full treatment of this subject would require an entire book. Here, we 
consider only the case of the uniform linear array to exemplify the analysis methods 
and to present some of the key results. 

The uniform linear array configuration is shown in Figure 14.13. The array is 
linear because the elements are arranged along a straight line (the x axis in this 
case). The array is uniform because all elements are identical, have equal spacing, d, 
and carry the same current amplitude, /o, and the phase progression in current from 
element to element is given by a constant value, &. The normalized array factor for 
the two-element array can be expressed using (71) as: 


1 : 
1A@, 9) = 142, @)| = Icos(W/D = z I1+e’”| (78) 


where the subscript 2 is applied to A to indicate that the function applies to two 
elements. The array factor for a linear array of n elements as depicted in Figure 14.13 
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Figure 14.13 H-plane diagram of a 
uniform linear array of n dipoles, arranged 
along x, and with individual dipoles oriented 
along z (out of the page). All elements have 
equal spacing, d, and carry equal current 
amplitudes, /o. Current phase shift &£ occurs 
between adjacent elements. Fields are 
evaluated at far-zone point, P, from which 
the dipoles appear to be grouped at the 
origin. 


is a direct extension of (78), and becomes 


1 5 : N 
|An(0, 8)| = 1An(d)| = - 1 + ev + ei?V + ei?’ or ev ARSSSAr | 
n 


(79) 

With the elements arranged along the x axis as shown in Figure 14.13, we have 

u =8 + kd sind cosd, as before. The geometric progression that comprises Eq. 
(79) can be expressed in closed form to give 

11er] 1 Jeird2 (eminw/2 — einv2)| 


n 1 = eiv| on leiv/2 (e- v2 — eivl2)| en 


IAn@y)l = 


In the far right side of Egq. (80), we recognize the Euler identities for the sine function 
in both numerator and denominator, leading finally to 


1 Isintnyw/2)| 


8l 
7 Isin@w/2)] en 


A, W)l — 


The electric field in the far zone for an array of n dipoles can now be written in terms 
of A, by extending the result in Eq. (76). Writing |A,(W)| = |A„(0, &)|, we have 


nEo 
Ba) a a 2) (82) 


demonstrating again the principle of pattern multiplication, in which we now have a 
new array function that pertains to the linear array. 
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Figure 14.14 |A,(v)| as evaluated from Eg. (81) over the range —2rr < vr < 2rr for cases in which the 


number of elements, n, is (a) 4, and (b) 8. 


Plots of Eq. (81) are shown in Figure 14.14 for the cases in which n = 4 and 
n = 8. Note that the functions always maximize to unity when y = 2mzr, where m is 
an integer that includes zero. These principal maxima corrrespond to the main beams 
of the array pattern. The effect of increasing the number of elements is to narrow the 
main lobes and to bring in more secondary maxima (sidelobes). 

To see how the array pattern is shaped, it is necessary to interpret the array 
function, Eq. (81), with regard to angular variation in the 7 plane. In this plane 
(where 6 = ı/2), wehavev =& + kdcosd. Then, knowing that & varies from 0 to 
2sr radians, cos & varies between +1, and we can see that 7 will be within the range 


S-kd<sy<äörkd (83) 


Choices of the current phasing, &, and the antenna spacing, d, determine the range of 
% values that will appear in the actual array pattern. This could lead, in some cases, 
to a fairly narrow range in y that may or may not include a principal maximum. The 
current phase determines the central value of / and the antenna spacing determines 
the maximum variation of Y that occurs about the central value as the azimuth angle 
& is varied. 

As discussed in Section 14.5, abroadside array has main beams that occur normal 
to the array plane (at d = m/2, 37/2). The condition for this is that the principal 
maximum, vu = 0), will occur at these angles. We therefore write 


v=0=8+kdcosa/?2) =& 


and so we would set& = Oto obtain a broadside array. In this case, (83) gives —kd < 
db < kd. The central value of % is thus zero, and so the principal maximum there is 
included in the pattern. In the 7 plane, and with & = 0, we thus have Y = kdcos®. 
The v = 0 point will always occur at &® = /2 and 3,r/2, and this will be true 
regardless of the choice of element spacing d. The effect of increasing d is to enlarge 
the range of Y that results when & varies over its range of O to 2r. Therefore, for a 
given number of elements, the main beam will get narrower, but more sidelobes will 
be present in the pattern when the element spacing is increased. 
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An endfire array requires a principal maximum to occur along the x axis. In the 
H plane, we may therefore write 


v=0=E+kdcos(0) =E+kd 


or& = —kd to obtain endfire operation with a maximum occurring along the positive 
x axis. This may or may not result in a main beam occurring along the negative x 
axis as well. 


For arrays of 4 and 8 elements, select the current phase and element spacing that will 
give unidirectional endfire operation, in which the main beam exists in the &® = 0 
direction, whereas no radiation occurs in the direction of & = 7, nor in the broadside 
directions ($ = +7 /2). 


Solution. We want Y = 0 when d = 0. Therefore, from Y = & + kdcosd, we 
would require that0 = &-+kd,orthat& = —kd. Using 4 or 8 elements, we find either 
from Edg. (81) or from Figure 14.14 that zeros will occur when v = #r/2 and £r. 
Therefore, if we choose & = -n/2andd = X /4, we obtainy = -n/2at$ = 1/2, 
3r/2,andvy = —-nat®=r. Wethushave v = —(m/2)(l — cos d). Polar plots of 
the resulting array functions are shown in Figure 14.15a and b. Again, the move from 
4 to 8 elements has the effect of decreasing the main beamwidth, while increasing the 
sidelobe count from 1 to 3, in this case. If an odd number of elements is used with the 
above choices in phasing and spacing, a small sidelobe will be present inthe® = r 
direction. 


In general, we may choose current phasing and element spacing to establish the 
main beam in any direction. Choosing the y = 0 principal maximum, we may write 


vV=0=EH+kKkdcosbdma > COS Omar = = 


so that the main beam direction can be changed by varying the current phasing. 


Yk yA 


(a) (b) 


Figure 14.15 H-plane plots of (a) 4-element and (b) 
8-element arrays having element spacing of d=X/4, and 
current phasing & = —r/2. 
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D14.8. In an endfire linear dipole array in which & = —kd, what minimum 
element spacing d in wavelengths results in bi-directional operation, in which 
equal intensities occur in the 7 planeat®=0and$ = r? 


Ans. d=\/2 


D14.9. For a linear dipole array in which the element spacing is d = A/4, 
what current phase & will result in a main beam in the direction of a) & = 30°; 
bio 452 


Ans. -7,/3/4; a 2/4 


14.7 ANTENNAS AS RECEIVERS 


We next turn to the other fundamental purpose of an antenna, which is its use as 
a means to detect, or receive, radiation that originates from a distant source. We 
will approach this problem through study of a transmit-receive antenna system. This 
is composed of two antennas, along with their supporting electronics, that play the 
interchangeable roles of transmitter and detector. 

Figure 14.16 shows an example of a transmit-receive arrangement, in which the 
two coupled antennas together comprise a linear two-port network. Voltage V; and 
current /ı on the antenna at the left affect the voltage and current (V» and 7,) on 
the antenna at the right—and vice-versa. This coupling is quantified through trans- 
impedance parameters, Z2 and Zaı. The governing equations take the form 


Vı = Zuh+Zubh (84a) 


= Zuh+Zoab (845) 


Zıı and Z>2 are the input impedances to antennas 1 and 2 when either antenna is 
isolated and is used as attransmitter, or equivalently, ifthe two antennas are sufficiently 
far away from each other. The real parts of Z,| and Z32 will be the associated radiation 


zZ 21 Zı2 Zu 


Figure 14.16 A pair of coupled antennas, 
demonstrating Eqs. (84a) and (84, 
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resistances, provided ohmic losses in all conductors and all losses to surrounding 
objects are reduced to zero. We will assume this, in addition to far-zone operation, to 
be true here. The trans-impedances, Z], and Z>,, depend on the spacing and relative 
orientation between the antennas, as well as on the characteristics of the surrounding 
medium. A critical property of the transimpedances in a linear medium is that they 
are equal. This property is the embodiment of the reciprocity theorem. Stated simply, 


Zn = Zaı (85) 


Further insights can be found by inverting (84a) and (84), and invoking the admit- 
tance parameters, Y; j} 


I, = YııVı + Yı2V> (86a) 
L = YıVı + Yab> (865) 


where, again, the reciprocity theorem tells us that Yı2 = Yaı. 

Now, suppose that the terminals of antenna 2 are shorted, so that V> = 0. In this 
case, Eq. (86b) gives I} = Y»| V|, where the single prime denotes the condition of a 
shorted antenna 2. Instead, we could short antenna 1, resulting in //’ = Yı2V,’ (with 
the double prime indicating conditions with antenna 1 shorted). Because reciprocity 
holds, it follows that 


Bey 


Den 87 
u: en 


Equation (87) applies regardless of the relative positioning and orientation of the 
two antennas. We know that in a given direction, each antenna will transmit a power 
density whose value is determined by the antenna radiation pattern. Furthermore, we 
would expect to see the current that is set up on the receiving antenna depend on that 
antenna’s orientation; that is, there is a reception pattern that the receiving antenna 
presents to the incoming signal. Now, for a fixed relative orientation between the two 
antennas, with antenna 1 as the transmitter, and antenna 2 shorted, a certain ratio 
V//L will be obtained. This ratio will depend on the relative orientation, which in 
turn will depend on the radiation pattern of antenna | and on the reception pattern of 
antenna 2. If roles are reversed such that the transmitter now becomes the receiver, 
and with antenna 1 shorted, a ratio V,’/I/’ will be obtained that by Eg. (87) is the same 
as before. The conclusion we must come to is that the extent to which the receiving 
antenna accepts power will be determined by its radiation pattern. This means, for 
example, that the main beam direction in the radiation pattern ofthe receiving antenna 
corresponds to the direction from which it is most sensitive to incoming signals. The 
radiation and receiving patterns of any antenna are the same. 

We nextconsider amore general transmission case, in which the receiving antenna 
is to deliver power to aload. Antenna 1 (Figure 14.16) serves as the transmitter, while 
antenna2 isthereceiver, at which the load is attached. A primary assumption is thatthe 
antennas are far enough away from each other so that only forward coupling (through 
Z>ı) will be appreciable. The large separation distance means that the induced current 


CHAPTER 14 ELECTROMAGNETIG RADIATION AND ANTENNAS 


I=-I 


+ 
Vi er = __]z| ” =VL 


Zıı Z2 
I, 


V| S = Zuılı ® ZU\V, 


Figure 14.17 Transmitting and receiving antennas, 
and their equivalent circuits. 


I; is likely to be much less than /|. Reverse coupling (through Z12) would involve 
transmission of the received signal in antenna 2 back to antenna 1; specifically, the 
induced current /> further induces a (now very weak) additional current /| on antenna 
l; that antenna would then carry a net current of /, +1 5 where / | << ]ı. We 
therefore assume that the product Z1>/» can be neglected, under which Egq. (84a) gives 
Vı = Zıı/ı. A load impedance, Z,, is connected across the terminals of antenna 2, 
as shown in the upper part of Figure 14.17. V> is the voltage across this load. Current 
I; = -I now flows through the load. Taking this current as positive, Eq. (845) 
becomes 


V) = Vı = Zaılı — Zaalı (88) 


This is just the Kirchoff voltage law equation for the right-hand equivalent circuit 
shown in the lower part of Figure 14.17. The term Z>; /, is interpreted as the source 
voltage for this circuit, originating from antenna 1. Using (88), along with V, = Z, I,, 
leads to 


Zaılh 


IL = ——— 
z Z» + Zı 


(89) 


The time-average power dissipated by Z, is now 


2 


1 _| Reiz) (0) 


1 1 1 
Pı = zRelVıIf} = - II]? RetZı} = - Ih? \— — 
i=5 e [v.17} zHil e{Zı} z Nil Zu +Zı 


The maximum power transferred to the load occurs when the load impedance is 
conjugate-matched to the driving point impedance, or Zn, = Z3,. Making this 
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substitution in (90), and using the fact that Zu + Z, = 2R2 gives 


1 Zıı Ih IZal 
Pı = < Ih Re{Z»} = —— 91 
L >| ıl IR» {Z22} ERn (91) 
The time-average power transmitted by antenna 1 is 
1 R 1 2 
P, = Re {Vi} = 5Rıı [A| (92) 


By comparing the above result with Eq. (65), Rıı is interpreted as the radiation 
resistance of the transmitting antenna if (1) there are no resistive losses, and (2) the 
current amplitude at the driving point is the maximum amplitude, /o. As we found 
earlier, the latter will occur in a dipole if the overall antenna length is an integer 
multiple of a half-wavelength. Using (91) and (92), we write the ratio of the received 
and transmitted powers: 
Pr _ _lZaı 1? (93) 
P, 4Rıı Ra 
At this stage, more understanding is needed of the transimpedance, Z>ı (or Z12). 
This quantity will depend on the distance and relative orientations ofthe two antennas, 
in addition to other parameters. Figure 14.18 shows two dipole antennas, separated 


— 


Figure 14.18 A transmit-receive 
antenna pair, showing relative orientation 
angles for the case in which the antennas lie 
in the same plane (in which case the & 
coordinates are not necessary). Incident 
electric field, E;, from antenna 1 is shown 
arriving at antenna 2, and presenting angle 
a to the antenna 2 axis. The field is 
perpendicular to the distance liner, and 
thus & = 90° — @. Far-zone operation is 
assumed, so that the two antennas appear 
as point objects to each other. 
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by radial distance, r, and with relative orientations that are specified by values of, as 
measured with respect to each antenna axis.° With antenna 1 serving as the transmitter 
and antenna 2 serving as the receiver, the radiation pattern of antenna 1 is given as 
a function of 0, and &ı, while the receiving pattern of antenna 2 (equivalent to its 
radiation pattern) is given as a function of 0 and db». 

A convenient way to express the received power in an antenna is through its 
effective area, denoted A,(9, $), and expressed in m?. Refer to Figure 14.18, and 
consider the average power density at the receiver (antenna 2) position, originating 
from the transmitter (antenna 1). As per Egs. (25) and (26), this will be the magnitude 
of the Poynting vector at that location, S,(r, 01, dı) in W/m?, where a dependence on 
& is now necessary to describe all possible relative orientations. The effective area 
of the receiving antenna is defined such that when the power density is multiplied by 
the effective area, the power dissipated by a matched load at the receiving antenna is 
obtained. With antenna 2 as the receiver, we write 


Pı2 = Srı(r, 01,01) X Acal%,d2) [W] (94) 


But now, using Eqs. (34) and (38), we may write the power density in terms of the 
directivity of antenna 1: 


P 
Sr. 01.01) = 2,5 Dı@. 61) (95) 
JER 


Combining Eqs. (94) and (95), we obtain the ratio of the power received by antenna 
2 to the power radiated by antenna 1: 


Pı2 _ Aa, 62) Di(91,.91) _ 1Zaıl? (90) 
Prı u Anr? u AR, ı Ro» 
where the second equality repeats Egq. (93). We can solve (96) to find 
RııR22 Ac2(0, 2) Dı (01, 
zZ, 2? = fr >( __ (91, 81) (97a) 


We next note that ifroles are reversed, in which antenna 2 transmits to antenna 1, we 
would find 


_ RııR22 Acı(dı, 61) D2(, 62) 


Zul? 
== nr? 


(97b) 


5One way to express the relative orientations is to define the z axis along the radial distance line, r. Then 
angles 9; and &; (i = 1, 2) are used locally to describe the orientations of the antenna axes, in which the 
origins of the two spherical coordinate systems are located at each antenna feed. The & coordinate 
would thus be the angle of rotation about the r axis. For example, in Figure 14.18, with both antennas 
in the plane of the page, both & coordinates could be assigned values of zero. With antenna 2 rotated 
about r such that it is normal to the page, & would be 90°, and the antennas would be cross-polarized. 
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The reciprocity theorem states that Zı2 = Zaı. By equating Egqs. (97a) and (975), 
it therefore follows that 


Dı(01,d1) _ D>(%, &2) 
A.ı(dı,d1)  Ac2ld, 62) 
That is, the ratio of directivity to effective area for any antenna is a universal con- 


stant, independent of the antenna type or the direction in which these parameters are 
evaluated. To evaluate the constant, we only need to look at one case. 


= Constant (98) 


Find the effective area of a Hertzian dipole, and determine the general relation between 
the directivity and effective area of any antenna. 


Solution. With the Hertzian dipole as the receiving antenna, and having length d, 
its load voltage, V,, will depend on the electric field that it intercepts from antenna 1. 
Specifically, we find the projection of the transmitting antenna field along the length 
ofreceiving antenna. This projected field, when multiplied by the length of antenna 2, 
gives the input voltage to the receiving antenna equivalent circuit. Referring to Figure 
14.18, the projection angle is «, and thus the voltage that drives the Hertzian dipole 
will be 


Vn=E;cosaxd= E;dsin® 


The equivalent circuit for the Hertzian dipole is now the same as that of the receiving 
antenna as shown in Figure 14.17, except that we replace the source voltage, /| Z21, 
with V;, as given above. Assuming a conjugate-matched load (Z, = Z},), the current 


through the load is now 
_ E; dsin& _ E; dsin& 


 Zut+tZı 2Ra 
The power delivered to the matched load is then 


Ir 


1 1 (E; d)? sin? & 
Pı2 = Re !VıI/\ = <Ro II? = — — — 99 

2, e{v.17} z 2 rl IR, (99) 

For the Hertzian dipole, R>> is the radiation resistance. This was previously found to 


be (Eg. (30)) 


an? 
Ro = Rıza = 80” (2) 
A 
Substituting this into (99), we find 


pP 1 E; A sın% 

Bez 
640 

The average power density that is incident on the receiving antenna is now 


Ei(r, 01,61)” BE: 
(6,0 _ Ei Wyatts/m?] (101) 
2no 2407 


2 
) [Watts] (100) 
IT 


S.1(r, 01, d1) = 
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Using (100) and (101), the effective area of the Hertzian is 
P 3 
Aldo) = — = — a sin’(9) [m?] (102) 
Sr1 87T 


The directivity for the Hertzian dipole, derived in Example 14.1, is 
3 
D2(82) = 7 sin’(%) (103) 


Comparing Eqs. (102) and (103), we find the relation that we are looking for: the 
effective area and directivity for any antenna are related through 


Ars 
D(, 6) = ma b) (104) 
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We can now return to Eq. (96) and use Eq. (104) to rewrite the ratio of the power 
delivered to the receiving antenna load to the total power radiated by the transmitting 
antenna: this yields an expression that involves the simple product of the effective 
areas, known as the Friis transmission formula: 


Pı2 _ Ae2(02, 62) Di(d1,P1) _ Acıldı, Pı)Ac2(&, $2) 


= 105 
2 Anr? Ar? u) 
The result can also be expressed in terms of the directivities: 
nen (106) 
Bra (01, 91) D2(02, &2 


These results provide an effective summary of what was discussed in this section, 
by way of giving us a very useful design tool for a free space communication link. 
Again, Eq. (105) assumes lossless antennas in the far zones of each other and gives 
the power dissipated by a load that is conjugate matched to the receiving antenna 
impedance. 


D14.10. Given: an antenna having a maximum directivity of 6 dB and op- 
erating at wavelength, A = 1 m. What is the maximum effective area of the 
antenna? 


Ans. 1/r m? 


D14.11. The power of 1 mW is dissipated by the matched load of areceiving 
antenna of a I-m? effective area. This antenna is positioned at the center of the 
main beam of the transmitting antenna, located 1.0 km away. What total power 
is radiated by the transmitter if its directivity is (a) 1OdB, (b) 7dB? 


Ans. Ar kW; 8 kW 
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CHAPTER 14 PROBLEMS 


14.18 A short dipole-carrying current /o cos wt in the a, direction is located at the 


origin in free space. (a) Ifk = 1 rad/m, r =2 m, 0 = 45°, & = (0), and 
t=(, give a unit vector in rectangular components that shows the 
instantaneous direction of E. (b) What fraction of the total average power is 
radiated in the belt, 80° < 0 < 100°? 


14.21 Prepare a curve, r vs. 0 in polar coordinates, showing the locus in the d = O 


plane where (a) the radiation field |£,,| is one-half of its value atr = 10* 
m, 6 = n/2; (b) average radiated power density <S,> is one-half its value 
atr = 10? m,0 = 1/2. 


14.3) Two short antennas at the origin in free space carry identical currents of 


5coswt A, onein the a, direction, and one in the a, direction. LetX = ?rr 
mandd = 0.1 m. Find E, at the distant point where (a) (x = 0, y = 1000, 
z=0); (b) (0, 0, 1000); (c) (1000, 0, 0). (d) Find E at (1000, 0,0) at? =. 
(e) Find |E| at (1000, 0,0) at =. 


14.43 Write the Hertzian dipole electric field whose components are given in Eqs. 


(15) and (16) in the near zone in free space where kr << 1. In this case, 
only a single term in each of the two equations survives, and the phases, 5, 
and ö,, simplify to a single value. Construct the resulting electric field 
vector and compare your result to the static dipole result (Eq. (36) in 
Chapter 4). What relation must exist between the static dipole charge, O, 
and the current amplitude, /o, so that the two results are identical? 


14.51 Consider the term in Eg. (14) (or in Eg. (10)) that gives the 1/ r? 


dependence in the Hertzian dipole magnetic field. Assuming this term 
dominates and that kr << 1, show that the resulting magnetic field is the 
same as that found by applying the Biot-Savart law (Eg. (2), Chapter 7)toa 
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14.81 


14.9 
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14.13] 
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current element of differential length d, oriented along the z axis, and 
centered at the origin. 


Evaluate the time-average Poynting vector, <S>= (3)Re [E, x H:} for 
the Hertzian dipole, assuming the general case that involves the field 
components as given by Eqs. (10), (13a), and (13b). Compare your result to 
the far-zone case, Eq. (26). 


A short current element has d = 0.034. Calculate the radiation resistance 
that is obtained for each of the following current distributions: (a) uniform, 
Io; (b) linear, /(z) = Ig(0.5d — |z|)/0.5d; (c) step, Io for 0 < |z| < 0.25d 
and 0.5/9 for 0.25d < |z| < 0.3d. 


Evaluate the time-average Poynting vector, <S >= (1/2)Re [E, x H;} for 
the magnetic dipole antenna in the far zone, in which all terms of order 1/r? 
and 1/ r* are neglected in Eqs. (48), (49), and (50). Compare your result to 
the far-zone power density of the Hertzian dipole, Eq. (26). In this 
comparison, and assuming equal current amplitudes, what relation between 
loop radius, a, and dipole length, d, would result in equal radiated powers 
from the two devices? 


A dipole antenna in free space has a linear current distribution with zero 
current at each end, and with peak current /o at the enter. If the length d is 
0.02%, what value of /o is required to (a) provide a radiation-field amplitude 
of 100 mV/m at a distance of I mi, at $ = 90°; (b) radiate a total power of 
1W? 


Show that the chord length in the E-plane plot of Figure 14.4 is equal to 
b sin 0, where b is the circle diameter. 


A monopole antenna extends vertically over a perfectly conducting plane, 
and has a linear current distribution. If the length of the antenna is 0.01%, 
what value of I, is required to (a) provide a radiation-field amplitude of 
100 mV/m at a distance of I mi, at 6 = 90°; (b) radiate a total power of 1 
W? Assume free space above the plane. 


Find the zeros in @ for the E-plane pattern of a dipole antenna for which (a) 
£=\;(b) M = 1.3X. Use Figure 14.8 as a guide. 


The radiation field of a certain short vertical current element is 

Ey, = (20/r) sin $ e=}!%"" V/m if it is located at the origin in free space. 
(a) Find Ey, at P(r = 100, 0 = 90°, d = 30°). (b) Find Ey, at 

P(100, 90°, 30°) if the vertical element is located at A(0.1, 90°, 90°). 

(c) Find E94, at P(100, 90°, 30°) if identical vertical elements are located at 
A(0.1, 90°, 90°) and B(0.1, 90°, 270°). 


For a dipole antenna of overall length 2£ = A, evaluate the maximum 
directivity in decibels, and the half-power beamwidth. 


For a dipole antenna of overall length 2£ = 1.34, determine the locations in 
0 and the peak intensity of the sidelobes, expressed as a fraction of the main 
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14.16] 


14.17] 


14.18 | 


14.19] 


14.20 


14.211 


14.221 


lobe intensity. Express your result as the sidelobe level in decibels, given by 
5, [dB] = 10 log;0(S.main/ Sr. sidelobe). Again, use Figure 14.8 as a guide. 


For a dipole antenna of overall length, 2£ = 1.5%, (a) evaluate the locations 
in 6 at which the zeros and maxima in the E-plane pattern occur; 

(b) determine the sidelobe level, as per the definition in Problem 14.14; 

(c) determine the maximum directivity. 


Consider a lossless half-wave dipole in free space, with radiation resistance, 
Rıad = 73 ohms, and maximum directivity Dmax = 1.64. If the antenna 
carries a I-A current amplitude, (a) how much total power (in watts) is 
radiated? (b) How much power is intercepted by a 1-m? aperture situated at 
distance r = I km away? The aperture is on the equatorial plane and 
squarely faces the antenna. Assume uniform power density over the 
aperture. 


Repeat Problem 14.17, but with a full-wave antenna (22 = X). Numerical 
integrals may be necessary. 


Design a two-element dipole array that will radiate equal intensities in the 
®=0,r/2,r,and 37/2 directions in the 7 plane. Specify the smallest 
relative current phasing, &, and the smallest element spacing, d. 


A two-element dipole array is configured to provide zero radiation in the 
broadside (# = +90°) and endfire (# = 0, 180°) directions, but with 
maxima occurring at angles in between. Consider such a set-up withy = 
at®=0andy = —-3r at® =, with both values determined in the 
H-plane. a) Verify that these values give zero broadside and endfire 
radiation. b) Determine the required relative current phase, &. b) Determine 
the required element spacing, d. c) Determine the values of & at which 
maxima in the radiation pattern occur. 


In the two-element endfire array of Example 14.4, consider the effect of 
varying the operating frequency, f, away from the original design 
frequency, fo, while maintaining the original current phasing, & = —r/2. 
Determine the values of & at which the maxima occur when the frequency is 
changed to (a) f = 1.5 fo; (b) f = 2 fo- 


Revisit Problem 14.21, but with the current phase allowed to vary with 
frequency (this will automatically occur if the phase difference is 
established by a simple time delay between the feed currents). Now, the 
current phase difference will be &’ = & f/ fo, where fo is the original 
(design) frequency. Under this condition, radiation will maximize in the 

& = 0 direction regardless of frequency (show this). Backward radiation 
(along & = r) will develop, however, as the frequency is tuned away from 
fo. Derive an expression for the front-to-back ratio, defined as the ratio of 
the radiation intensities at ® = O0 and d = , expressed in decibels. Express 
this result as a function of the frequency ratio f/ fo. Evaluate the 
front-to-back ratio for (a) f = 1.5.fo; (b) f = 2 fo and; (c) f = 0.75 fo. 
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A turnstile antenna consists of two crossed dipole antennas, positioned in 
this case in the xy plane. The dipoles are identical, lie along the x and y 
axes, and are both fed at the origin. Assume that equal currents are supplied 
to each antenna and that a zero phase reference is applied to the x-directed 
antenna. Determine the relative phase, &, of the y-directed antenna so that 
the net radiated electric field as measured on the positive z axis is (a) left 
circularly polarized; (b) linearly polarized along the 45° axis between x 
and y. 


Consider a linear endfire array, designed for maximum radiation intensity at 
® = 0, using & and d values as suggested in Example 14.5. Determine an 
expression for the front-to-back ratio (defined in Problem 14.22) as a 
function of the number of elements, n, if n is an odd number. 


A six-element linear dipole array has element spacing d = X /2. (a) Select 
the appropriate current phasing, &, to achieve maximum radiation along 

& = +60°. (b) With the phase set as in part (a), evaluate the intensities 
(relative to the maximum) in the broadside and endfire directions. 


In a linear endfire array of n elements, a choice of current phasing that 
improves the directivity is given by the Hansen-Woodyard condition: 


and u 
6=+( +2) 


where the plus or minus sign choices give maximum radiation along 

ö = 180° and 0°, respectively. Applying this phasing may not necessarily 
lead to unidirectional endfire operation (zero backward radiation), but it will 
do so with the proper choice of element spacing, d. (a) Determine this 
required spacing as a function of n and A. (b) Show that the spacing as 
found in part (a) approaches A /4 for a large number of elements. (c) Show 
that an even number of elements is required. 


Consider an n-element broadside linear array. Increasing the number of 
elements has the effect of narrowing the main beam. Demonstrate this by 
evaluating the separation in & between the zeros on either side of the 
principal maximum at & = 90°. Show that for large n this separation is 
approximated by Ad = 2A /L, where L = nd is the overall length of the 
array. 


A large ground-based transmitter radiates 10 KW and communicates with a 
mobile receiving station that dissipates ImW on the matched load of its 
antenna. The receiver (not having moved) now transmits back to the ground 
station. If the mobile unit radiates 100 W, what power is received (at a 
matched load) by the ground station? 


Signals are transmitted at a 1-m carrier wavelength between two identical 
half-wave dipole antennas spaced by 1 km. The antennas are oriented such 
that they are exactly parallel to each other. (a) If the transmitting antenna 
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14.30) 


radiates 100 watts, how much power is dissipated by a matched load at the 
receiving antenna? (b) Suppose the receiving antenna is rotated by 45° 
while the two antennas remain in the same plane. What is the received 
power in this case? 


A half-wave dipole antenna is known to have a maximum effective area, 
given a8 Amax- (0) Write the maximum directivity of this antenna in terms of 
Amax and wavelength A. (b) Express the current amplitude, /o, needed to 
radiate total power, P,, in terms of P,, Amax, and A. (c) At what values of 0 
and & will the antenna effective area be equal to Amax? 


APPENDIX 


Vector Analysis 


A.1 GENERAL CURVILINEAR COORDINATES 


Let us consider a general orthogonal coordinate system in which a point is located 
by the intersection of three mutually perpendicular surfaces (of unspecified form or 
shape), 


u constant 


v constant 


w = constant 


where u, v, and w are the variables of the coordinate system. If each variable is 
increased by a differential amount and three more mutually perpendicular surfaces 
are drawn corresponding to these new values, a differential volume is formed which 
approximates a rectangular parallelepiped. Because u, v, and w need not be measures 
of length, such as, the angle variables of the cylindrical and spherical coordinate 
systems, each must be multiplied by a general function of u, v, and w in order to 
obtain the differential sides of the parallelepiped. Thus we define the scale factors hı, 
h>, and h3 each as a function of the three variables u, v, and w and write the lengths 
of the sides of the differential volume as 


dL| = hıdu 
dl» = h>dv 
dLz = h3zdw 


In the three coordinate systems discussed in Chapter 1, it is apparent that the 
variables and scale factors are 


Rectangular: U=X v=y w=2z 

hı=]|1 hr=|1 h=1 
Cylindrical: u=p v=6® w=2z 
Spherical: u=r v= w=6® 


hı=]|1 h=r h3=rsin® 
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The choice of u, v, and w has been made so that a, x a, = a, inall cases. More 
involved expressions for hı, h2, and h3 are to be expected in other less familiar 
coordinate systems. ! 


A.2 DIVERGENCE, GRADIENT, AND CURL IN 
GENERAL CURVILINEAR COORDINATES 


If the method used to develop divergence in Sections 3.4 and 3.5 is applied to the 
general curvilinear coordinate system, the flux of the vector D passing through the 
surface of the parallelepiped whose unit normal is a, is 


19 
DwdL>zdL3 + <— (DudL>dLz)du 
2 ou 
or 
19 
Duoh>h3dv dw + 5 37 (Puhahadv dw)du 
u 
and for the opposite face it is 
19 
—Duohahzdv dw + 3 m Duhahsan dw)du 
u 
giving a total for these two faces of 
d 
—(D,h>hz3dv dw)du 
ou 
Because u, v, and w are independent variables, this last expression may be written as 
ß) 
—(h>h; D,)du dv dw 
ou 


and the other two corresponding expressions obtained by a simple permutation of the 
subscripts and of u, v, and w. Thus the total flux leaving the differential volume is 


d d d 
—(hrh3D,)+ —(h3hı D,)+ — (hıh2D,,) | du dv dw 
ou av dw 


and the divergence of D is found by dividing by the differential volume 
1 
 hıhohz 
The components of the gradient of a scalar V may be obtained (following the 
methods of Section 4.6) by expressing the total differential of V, 
oV oV oV 


are, d d 
een 


d d d 
V-D — (hah3 D,)+ —(ha3hı D,) + —(hıh2D,,) (A.2) 
ou av ow 


! The variables and scale factors are given for nine orthogonal coordinate systems on pp. 50-59 
in J. A. Stratton, Electromagnetic Theory. New York: McGraw-Hill, 1941. Each system is also 
described briefly. 
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in terms of the component differential lengths, hıdu, hadv, and h3dw, 


13V av 13V 
Wer ie nen 
er ner 


Then, because 
dL = hıdua, + hıdva, + h3dwa, and dV =VV-dL 


we see that 


vv 19V 10V 10V 
Ta emagen 
The components ofthe curlofa vector H are obtained by considering a differential 
path first ina u = constant surface and finding the circulation of H about that path, 
as discussed for rectangular coordinates in Section 7.3. The contribution along the 
segment in the a, direction is 


(A.3) 


109 
H,oh>dv = — —-(H,h>dv)dw 
20w 
and that from the oppositely directed segment is 
19 
=: voh2dv == —(H,h>dv)dw 
209w 
The sum of these two parts is 
ß) 
— ——(H,h>dv)dw 
ow 
or 
d 
— ——(h,H,)dv dw 
dw 
and the sum of the contributions from the other two sides of the path is 
ß) 
—(h3; H,)dv dw 
av 


Adding these two terms and dividing the sum by the enclosed area, hah3dv dw, we 
see that the a, component of curl H is 


1 d d 
VxH). = —— | <-(h3H,)—- —-(hH, 
(VxH) FR [1 3H,) 7, ( 2 | 


and the other two components may be obtained by cyclic permutation. The result is 
expressible as a determinant, 


a a, a 
hah3z hzh, hıha 


VxH=| 2 9 9 (A.A) 
ou av ow 


hıH, h>H, h3H,, 
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The Laplacian of a scalar is found by using (A.2) and (A.3): 


VVy=V.VV= I 9 (hahz dv + d (ha3hı 9V 
.  hıhahz | du \ hi u 9v\ h2 9v 


9 (hıh29V 
BR ne A.5 
a ( hz )| =) 


Equations (A.2) to (A.5) may be used to find the divergence, gradient, curl, and 
Laplacian in any orthogonal coordinate system for which hı, ha, and ha are known. 

Expressions for V-D, VV,V x H, and V?V are given in rectangular, circular 
cylindrical, and spherical coordinate systems inside the back cover. 


A.3B VECTOR IDENTITIES 


The vector identities that follow may be proved by expansion in rectangular (or general 
curvilinear) coordinates. The first two identities involve the scalar and vector triple 
products, the next three are concerned with operations on sums, the following three 
apply to operations when the argument is multiplied by a scalar function, the next 
three apply to operations on scalar or vector products, and the last four concern the 
second-order operations. 


(AxB)-C=(BxC)-A=(CxA)-B (A.6) 
Ax(BxC)=(A-C)B - (A-B)C (A.7) 
V-(A+B)=V-A+V-B (A.8) 
VV+W)=VV+VW (A.9) 
Vx(A+B)=VxA+VxB (A.10) 
V.(VA)=A-VV+VV-A (A.11) 
V(VW) = VVW+ WVV (A.12) 
Vx(VA)=VVxA+VVxA (A.13) 
V-(AxB)=B-VxA-A-VxB (A.14) 
V(A-B)=(A-V)B+(B-VJ)A+Ax(VxB) 
+Bx(VxA) (A.15) 
Vx(AxB)=AV-B-BV-A+(B-V)A-(A-V)B (A.16) 
v.yvyeyy (A.17) 
V.VxA=0 (A.18) 
VxVV=0 (A.19) 


VxVxA=V(V-.A)-V’A (A.20) 


APPENDIX 


Units 


We describe first the International System (abbreviated SI, for Systeme International 
d’Unites), which is used in this book and is now standard in electrical engineering 
and much of physics. It has also been officially adopted as the international system 
of units by many countries, including the United States. ! 

The fundamental unit of length is the meter, which was defined in the lat- 
ter part of the nineteenth century as the distance between two marks on a certain 
platinum-iridium bar. The definition was improved in 1960 by relating the meter to 
the wavelength of the radiation emitted by the rare gas isotope krypton 86 under 
certain specified conditions. This so-called krypton meter was accurate to four parts 
per billion, a value leading to negligible uncertainties in constructing skyscrapers or 
building highways, but capable of causing an error greater than one meter in deter- 
mining the distance to the moon. The meter was redefined in 1983 in terms of the 
velocity of light. At that time the velocity of light was specified to be an auxiliary 
constant with an exact value of 299, 792,458 meters per second. As aresult, the latest 
definition of the meter is the distance light travels in a vacuum in 1/299, 792,458 
of a second. If greater accuracy is achieved in measuring c, that value will remain 
299,792,458 m/s, but the length of the meter will change. 

It is evident that our definition of the meter is expressed in terms of the second, 
the fundamental unit of time. The second is defined as 9, 192,631,770 periods of 
the transition frequency between the hyperfine levels "= 4,mr =0,andF =, 
mr = 0 of the ground state ?s| 2 of the atom of cesium 133, unperturbed by external 


! The International System of Units was adopted by the Eleventh General Conference on Weights and 
Measures in Paris in 1960, and it was officially adopted for scientific usage by the National Bureau of 
Standards in 1964. It is a metric system, which interestingly enough is the only system which has ever 
received specific sanction from Congress. This occurred first in 1966 and then again in 1975 with the 
Metric Conversion Act, which provides for “voluntary conversion” to the metric system. No specific 
time was specified, however, and we can assume that it will still be a few years before the bathroom 
scale reads mass in kilograms and Miss America is a 90-60-90. 
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fields. This definition of the second, complex though it may be, permits time to be 
measured with an accuracy better than one part in 10"°. 

The standard mass of one kilogram is defined as the mass of an international 
standard in the form of a platinum-iridium cylinder at the International Bureau of 
Weights and Measures at Sevres, France. 

The unit of temperature is the kelvin, defined by placing the triple-point temper- 
ature of water at 273.16 kelvins. 

A fifth unit is the candela, defined as the luminous intensity of an omnidirectional 
radiator at the freezing temperature of platinum (2042 K) having an area of 1/600, 000 
square meter and under a pressure of 101,325 newtons per square meter. 

The last of the fundamental units is the ampere. Before explicitly defining the 
ampere, we must first define the newton. It is defined in terms of the other fundamental 
units from Newton’s third law as the force required to produce an acceleration of 
one meter per second per second on a one-kilogram mass. We now may define the 
ampere as that constant current, flowing in opposite directions in two straight parallel 
conductors of infinite length and negligible cross section, separated one meter in 
vacuum, that produces arepulsive force of 2x 107 newton per meter length between 
the two conductors. The force between the two parallel conductors is known to be 


L 
F= aller 
and thus 
2x 10” : 
x = HoZ7 
or 


w=4n x10”  (kg-m/A? - s?, or H/m) 


We thus find that our definition of the ampere has been formulated in such a way as 
to assign an exact, simple, numerical value to the permeability of free space. 

Returning to the International System, the units in which the other electric and 
magnetic quantities are measured are given in the body of the text at the time each 
quantity is defined, and all of them can be related to the basic units already defined. 
For example, our work with the plane wave in Chapter 11 shows that the velocity 
with which an electromagnetic wave propagates in free space is 


1 
„YMoEo 


G== 


and thus 


1 1 
= u = 8.854 187817 x 10°" F/ 
> koc? Anr107c2 ” z 
It is evident that the numerical value of eu depends upon the defined value of the 
velocity of light in vacuum, 299, 792,458 m/s. 
The units are also given in Table B.1 for easy reference. They are listed in the 
same order in which they are defined in the text. 


APPENDIXB Units 


Table B.1 Names and units of the electric and magnetic quantities in the International 
System (in the order in which they appear in the text) 


Symbol Name Unit Abbreviation 
v Velocity meter/second m/s 

F Force newton N 

[6) Charge coulomb [6 

r, R Distance meter m 
e&,e€ Permittivity farad/meter F/m 

E Electric field intensity volt/meter V/m 
Pv Volume charge density coulomb/meter? C/m? 
v Volume meter? m’ 

PL Linear charge density coulomb/meter C/m 
PS Surface charge density coulomb/meter? C/m? 
WW Electric flux coulomb [6 

D Electric flux density coulomb/meter? C/m? 
N Area meter? m? 

W Work, energy joule J 

L Length meter m 

V Potential volt V 

p Dipole moment coulomb-meter Cm 

I Current ampere A 

J Current density ampere/meter? A/m? 
Ke, KUh Mobility meter? /volt-second m?/V-s 
e Electronic charge coulomb [6 

o Conductivity siemens/meter S/m 
R Resistance ohm Q 

P Polarization coulomb/meter? C/m? 
Xe,m Susceptibility 

C Capacitance farad F 

Rs Sheet resistance ohm per square 9 

H Magnetic field intensity ampere/meter A/m 
K Surface current density ampere/meter A/m 
B Magnetic flux density tesla (or weber/meter?) T (or Wb/m?) 
Ko, K Permeability henry/meter H/m 
® Magnetic flux weber Wwb 
Vn Magnetic scalar potential ampere A 

A Vector magnetic potential weber/meter Wb/m 
T Torque newton-meter N-m 
m Magnetic moment ampere-meter? A-m? 
M Magnetization ampere/meter A/m 
R Reluctance ampere-turn/weber A-v/Wb 
L Inductance henry H 

M Mutual inductance henry H 


(Continued) 
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Table B.1 (Continued) 


Symbol Name Unit Abbreviation 
[0) Radian frequency radian/second rad/s 
c Velocity of light meter/second m/s 

A Wavelength meter m 

n Intrinsic impedance ohm 9 

k Wave number meter! m=! 
[7 Attenuation constant neper/meter Np/m 
ß Phase constant radian/meter rad/m 
f Frequency hertz Hz 

N Poynting vector watt/meter? W/m? 
RB Power watt W 

0) Skin depth meter m 

TI Reflection coefficient 

Ss Standing wave ratio 

y Propagation constant meter! m=! 
G Conductance siemen Ss 

v4 Impedance ohm 9 

Y Admittance siemen Ss 

0) Quality factor 


Finally, other systems of units have been used in electricity and magnetism. In the 
electrostatic system of units (esu), Coulomb’s law is written for free space, 


0105 
R? 
The permittivity of free space is assigned the value of unity. The gram and centimeter 
are the fundamental units of mass and distance, and the esu system is therefore a cgs 
system. Units bearing the prefix stat- belong to the electrostatic system of units. 

In a similar manner, the electromagnetic system of units (emu) is based on 
Coulomb’s law for magnetic poles, and the permeability of free space is unity. The 
prefix ab- identifies emu units. When electric quantities are expressed in esu units, 
magnetic quantities are expressed in emu units, and both appear in the same equa- 
tion (such as Maxwell’s curl equations), the velocity of light appears explicitly. This 
follows from noting that in esu eg = 1, but uoeo = 1je, and therefore uo = 1/ c, 
and in emu to = 1, and hence &u = 1/ c?. Thus, in this intermixed system known as 
the Gaussian system of units, 


F= (esu) 


109D . 
VxH=4nJ+ ern (Gaussian) 
€ 


Other systems include the factor 4r explicitly in Coulomb’s law, and it then does 
not appear in Maxwell’s equations. When this is done, the system is said to be rational- 
ized. Hence the Gaussian system is an unrationalized cgs system (when rationalized 
itis known as the Heaviside-Lorentz system), and the International System we have 
used throughout this book is a rationalized mks system. 
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Table B.2 Conversion of International to Gaussian and other units 


(use c = 2.997 924 58 x 10°) 


Quantity 1 mks unit = Gaussian units = Other units 
d Im 10? cm 39.37 in. 

F IN 10° dyne 0.2248 Ib; 

w 1J 107 erg 0.7376 ft-Ib 
fe) iKe 10c statC 0.1 abC 

Pv 1 C/m? 10°c statC/cm? 107 abC/cm? 
D 1 C/m? Art 10”°c (esu) Art 10”? (emu) 
E 1 V/m 10*/c statV/cm 106 abV/cm 

V IV 106 /c statV 108 abV 

I 1A 0.1 abA 10c statA 

H 1 A/m 4rr 10”? oersted 0.Arrc (esu) 

Vn 1 A-t 0.4 gilbert AOrtc (esu) 

B IT 10* gauss 100/c (esu) 

® 1 Wb 108 maxwell 10° /c (esu) 

A 1 Wb/m 10° maxwell/cm 

R 19 10° abQ 10° /c? statQ2 

L IH 10° abH 10° /c? statH 

c IF 10”°c? statF 109 abF 

o 1 S/m 10-1! abS/cm 10°7c? statS/cm 
m 1 H/m 107/4r (emu) 10° /Artc? (esu) 
€ 1 F/m 4 1077c? (esu) 4710-1! (emu) 


Table B.2 gives the conversion factors between the more important units of the 
International System (or rationalized mks system) and the Gaussian system, and 


several other assorted units. 


Table B.3 lists the prefixes used with any of the SI units, their abbreviations, 
and the power of ten each represents. Those checked are widely used. Both the 
prefixes and their abbreviations are written without hyphens, and therefore 10-°F = 
1 microfarad = 1uF = 1000 nanofarads = 1000 nF, and so forth. 


Table B.3 Standard prefixes used with SI units 


Prefix Abbrev. Meaning Prefix Abbrev. Meaning 
atto- a- 10 deka- da- 10! 
femto- f- 10-15 hecto- h- 10? 
pico- p- 10-12 kilo- k- 10? 
nano- n- 10? mega- M- 106 
micro- - 10-6 giga- G- 10° 
milli- m- 103 tera- T- 10% 
centi- c- 10? peta- P- 10'5 
deci- d- 10-1 exa- E- 10 
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Table C.1 lists typical values of the relative permittivity e/ or dielectric constant for 
common insulating and dielectric materials, along with representative values for the 
loss tangent. The values should only be considered representative for each mate- 
rial, and they apply to normal temperature and humidity conditions and to very low 
audio frequencies. Most of them have been taken from Reference Data for Radio 
Engineers.! The Standard Handbook for Electrical Engineers,” and von Hippel,° 
and these volumes may be referred to for further information on these and other 
materials. 

Table C.2 gives the conductivity for a number of metallic conductors, for a 
few insulating materials, and for several other materials of general interest. The 
values have been taken from the references listed previously, and they apply at 
zero frequency and at room temperature. The listing is in the order of decreasing 
conductivity. 

Some representative values of the relative permeability for various diamagnetic, 
paramagnetic, ferrimagnetic, and ferromagnetic materials are listed in Table C.3. 
They have been extracted from the references listed previously, and the data for the 
ferromagnetic materials is only valid for very low magnetic flux densities. Maximum 
permeabilities may be an order of magnitude higher. 

Values are given in Table C.4 for the charge and rest mass of an electron, the 
permittivity and permeability of free space, and the velocity of light.* 


! International Telephone and Telegraph Co., Inc.: Reference Data for Radio Engineers, Tth ed., 
Howard W. Sams & Co., Indianapolis, IN, 1985. 


? See References for Chapter 5. 

3 von Hippel, A. R. Dielectric Materials and Applications. Cambridge, Mass. and New York: The 
Technology Press of the Massachusetts Institute of Technology and John Wiley & Sons, 1954. 

* Cohen, E. R., and B. N. Taylor. The 1986 Adjustment ofthe Fundamental Physical Constants. 
Elmsford, N.Y.: Pergamon Press, 1986. 


Table C.1 e/ ande”/e' 
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Material €, €" /E 
Air 1.0005 

Alcohol, ethyl 25 0.1 
Aluminum oxide 8.8 0.000 6 
Amber 2.7 0.002 
Bakelite 4.74 0.022 
Barium titanate 1200 0.013 
Carbon dioxide 1.001 

Ferrite (NiZn) 12.4 0.000 25 
Germanium 16 

Glass 4-7 0.002 
Ice 42 0.05 
Mica 5.4 0.000 6 
Neoprene 6.6 0.011 
Nylon 3.5 0.02 
Paper 3 0.008 
Plexiglas 3.45 0.03 
Polyethylene 2.26 0.000 2 
Polypropylene 2.25 0.000 3 
Polystyrene 2.56 0.000 05 
Porcelain (dry process) 6 0.014 
Pyranol 4.4 0.000 5 
Pyrex glass 4 0.000 6 
Quartz (fused) 3.8 0.000 75 
Rubber 2.5-3 0.002 
Silica or SiO> (fused) 3.8 0.000 75 
Silicon 11.8 

Snow 3.3 0.5 
Sodium chloride 5.9 0.000 1 
Soil (dry) 2.8 0.05 
Steatite 5.8 0.003 
Styrofoam 1.03 0.000 1 
Teflon 2.1 0.000 3 
Titanium dioxide 100 0.0015 
Water (distilled) 80 0.04 
Water (sea) 4 

Water (dehydrated) 1 0 

Wood (dry) 1.54 0.01 
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Table C.2 o 

Material o,S/m Material o,S/m 
Silver 6.17 x 10° Nichrome 0.1x 10° 
Copper 5.80 x 107 Graphite 7x 10* 
Gold 4.10 x 107 Silicon 2300 
Aluminum 3.82 x 107 Ferrite (typical) 100 
Tungsten 1.82 x 107 Water (sea) J 
Zinc 1.67 x 107 Limestone 10? 
Brass 1.5 x 107 Clay 5x 10 
Nickel 1.45 x 10’ Water (fresh) 1073 
Iron 1.03 x 10’ Water (distilled) 10=* 
Phosphor bronze 1x 107 Soil (sandy) 10-5 
Solder 0.7x 107 Granite 10° 
Carbon steel 0.6 x 107 Marble i0® 
German silver 0.3 x 107 Bakelite 10? 
Manganin 0.227 x 107 Porcelain (dry process) 10-19 
Constantan 0.226 x 107 Diamond 2x 10-3 
Germanium 0.22 x 10’ Polystyrene 10-16 
Stainless steel 0.11 x 10’ Quartz 10-17 
Table C.3 u; 

Material Ur Material Ur 
Bismuth 0.999 998 6 Powdered iron 100 
Paraffın 0.999 999 42 Machine steel 300 
Wood 0.999 999 5 Ferrite (typical) 1000 
Silver 0.999 999 81 Permalloy 45 2500 
Aluminum 1.000 000 65 Transformer iron 3000 
Beryllium 1.000 000 79 Silicon iron 3500 
Nickel chloride 1.000 04 Iron (pure) 4000 
Manganese sulfate 1.000 1 Mumetal 20 000 
Nickel 50 Sendust 30 000 
Cast iron 60 Supermalloy 100 000 
Cobalt 60 


Table C.4 Physical constants 


Quantity 


Value 


Electron charge 


Electron mass 


e = (1.602 177 33 + 0.000 000 46) x 10”19 C 
m = (9.109 389 7 + 0.000. 0054) x 10”! kg 


eo = 8.854 187817 x 1071? F/m 
uo = An 10°" H/m 
c = 2.99792458 x 108 m/s 


Permittivity of free space 
Permeability of free space 
Velocity of light 


APPENDIX 


The Uniqueness 
Theorem 


Let us assume that we have two solutions of Laplace’s equation, V; and V>, both 
general functions of the coordinates used. Therefore 


vVi=0 
and 
Vnr=0 
from which 
V(Vı-W)=0 


Each solution must also satisfy the boundary conditions, and if we represent the 
given potential values on the boundaries by V,, then the value of Vı on the boundary 
Vı, and the value of V» on the boundary V>, must both be identical to V,, 


V»=V»=4V 
or 
V» - V»=0 
In Section 4.8, Eq. (43), we made use of a vector identity, 
V-(VD)=V(V-D)+D:.(VV) 


which holds for any scalar V and any vector D. For the present application we shall 
select Vı — V> as the scalar and V(Vı — V) as the vector, giving 


V-[(Vı = V)V(Vı — V)] = (Vı — Vn)[V - V(Vı — W)] 
+ V(Vı - %)- V(Vı - W) 
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which we shall integrate throughout the volume enclosed by the boundary surfaces 
specified: 


[vn - vovon = wiav 


= | m - wiv. von - volau+ | 1vm - VoPav (D.1) 
vol vol 


The divergence theorem allows us to replace the volume integral on the left side of 
the equation with the closed surface integral over the surface surrounding the volume. 
This surface consists of the boundaries already specified on which Vj», = V>»,, and 
therefore 


/ V-[(Vı - R)V(Vı — V)]dv = Fun. — V»)V (Vin — Vo)])-dS = 0 
vol Ss 


One of the factors of the first integral on the right side of (D.1) is V- V(V| — V>), 
or V*(Vı — V}), which is zero by hypothesis, and therefore that integral is zero. Hence 
the remaining volume integral must be zero: 


[ve - orav=0 
vol 


There are two reasons why an integral may be zero: either the integrand (the 
quantity under the integral sign) is everywhere zero, or the integrand is positive in 
some regions and negative in others, and the contributions cancel algebraically. In this 
case the first reason must hold because [V(Vı — V))]” cannot be negative. Therefore 


[vv - VW) =0 
and 
V(V -W)=0 


Finally, if the gradient of V| — V» is everywhere zero, then V|; — V} cannot change 
with any coordinates, and 


Vı — V» = constant 


If we can show that this constant is zero, we shall have accomplished our proof. The 
constant is easily evaluated by considering a point on the boundary. Here Vı — V) = 
Vı» — V»» = 0, and we see that the constant is indeed zero, and therefore 

Vı=4W 
giving two identical solutions. 

The uniqueness theorem also applies to Poisson’s equation, for if V?V| = —p,/e 
andV’n = -— pu/e,then V?(V)-V5) = Oasbefore. Boundary conditions still require 
that Vi» — V»» = 0, and the proof is identical from this point. 

This constitutes the proof of the uniqueness theorem. Viewed as the answer to a 
question, “How do two solutions of Laplace’s or Poisson’s equation compare if they 
both satisfy the same boundary conditions?” the uniqueness theorem should please 
us by its ensurance that the answers are identical. Once we can find any method of 
solving Laplace’s or Poisson’s equation subject to given boundary conditions, we 
have solved our problem once and for all. No other method can ever give a different 
answer. 


APPENDIX 


Origins of the Complex 
Permittivity 


As we learned in Chapter 5, a dielectric can be modeled as an arrangement of atoms 
and molecules in free space, which can be polarized by an electric field. The field 
forces positive and negative bound charges to separate against their Coulomb attrac- 
tive forces, thus producing an array of microscopic dipoles. The molecules can be 
arranged in an ordered and predictable manner (such as in a crystal) or may exhibit 
random positioning and orientation, as would occur in an amorphous material or a 
liquid. The molecules may or may not exhibit permanent dipole moments (existing 
before the field is applied), and if they do, they will usually have random orienta- 
tions throughout the material volume. As discussed in Section 5.7, the displacement of 
charges in aregular manner, as induced by an electric field, gives rise to amacroscopic 
polarization, P, defined as the dipole moment per unit volume: 


1 NAv 


rein. yo Bl 
‚im P (E.1) 


where N is the number of dipoles per unit volume and p; is the dipole moment of the 
ith atom or molecule, found through 
pi = O:d; (E.2) 


O; is the positive one of the two bound charges composing dipole i, and d; is the 
distance between charges, expressed as a vector from the negative to the positive 
charge. Again, borrowing from Section 5.7, the electric field and the polarization are 
related through 


P=ox.E (E.3) 


where the electric susceptibility, x., forms the more interesting part of the dielectric 
constant: 


&=1+% (E.4) 
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Therefore, to understand the nature of e,, we need to understand x., which in turn 
means that we need to explore the behavior of the polarization, P. 

Here, we consider the added complications of how the dipoles respond to a time- 
harmonic field that propagates as a wave through the material. The result of applying 
such a forcing function is that oscillating dipole moments are set up, and these in turn 
establish a polarization wave that propagates through the material. The effect is to 
produce a polarization function, P(z, f), having the same functional form as the driving 
field, E(z, t). The molecules themselves do not move through the material, but their 
oscillating dipole moments collectively exhibit wave motion, just as waves in pools of 
water are formed by the up and down motion of the water. From here, the description 
of the process gets complicated and in many ways beyond the scope of our present 
discussion. We can form a basic qualitative understanding, however, by considering 
the classical description of the process, which is that the dipoles, once oscillating, 
behave as microscopic antennas, re-radiating fields that in turn co-propagate with 
the applied field. Depending on the frequency, there will be some phase difference 
between the incident field and the radiated field at a given dipole location. This 
results in a net field (formed through the superposition of the two) that now interacts 
with the next dipole. Radiation from this dipole adds to the previous field as before, 
and the process repeats from dipole to dipole. The accumulated phase shifts at each 
location are manifested as a net slowing down of the phase velocity of the resultant 
wave. Attenuation of the field may also occur which, in this classical model, can be 
accounted for by partial phase cancellation between incident and radiated fields. 

For our classical description, we use the Lorentz model, in which the medium 
is considered as an ensemble of identical fixed electron oscillators in free space. The 
Coulomb binding forces on the electrons are modeled by springs that attach the elec- 
trons to the positive nuclei. We consider electrons for simplicity, but similar models 
can be used for any bound charged particle. Figure E.1 shows a single oscillator, 
located at position z in the material, and oriented along x. A uniform plane wave, 
assumed to be linearly polarized along x, propagates through the material in the z 
direction. The electric field in the wave displaces the electron of the oscillator in the 
x direction through a distance represented by the vector d; a dipole moment is thus 
established, 


p(@z, t) = -ed(z, t) (E.5) 


«+ > displacing force = -eE 
e 


©: @) #——— damping force = -my,v 


———  restoring force=-k,d 
d 


Figure E.1 Atomic dipole model, with the Coulomb force 
between positive and negative charge modeled by that ofa 
spring having spring constant k; . An applied electric field 
displaces the electron through distance d, resulting in dipole 
moment p = -ed. 
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where the electron charge, e, is treated as a positive quantity. The applied force is 
F.(z,t) = —eE(z, t) (E.6) 


We need to remember that E(z, f) at a given oscillator location is the net field, com- 
posed of the original applied field plus the radiated fields from all other oscillators. 
The relative phasing between oscillators is precisely determined by the spatial and 
temporal behavior of E(z, r). 

The restoring force on the electron, F,, is that produced by the spring which is 
assumed to obey Hooke’s law: 


F,@,t)= —ksd@, 1) (E.7) 


where k, is the spring constant (not to be confused with the propagation constant). If 
the field is turned off, the electron is released and will oscillate about the nucleus at 


the resonant frequency, given by 
wo = yk,/m (E.8) 


where m is the mass of the electron. The oscillation, however, will be damped since 
the electron will experience forces and collisions from neighboring oscillators. We 
model these as a velocity-dependent damping force: 


Fu, 1) = -myav@, t) (E.9) 


where v(z, f) is the electron velocity. Associated with this damping is the dephasing 
process among the electron oscillators in the system. Their relative phasing, once 
fixed by the applied sinusoidal field, is destroyed through collisions and dies away 
exponentially until a state of totally random phase exists between oscillators. The 1/e 
point in this process occurs at the dephasing time of the system, which is inversely 
proportional to the damping coefficient, yy (in fact it is 2/ya). We are, of course, 
driving this damped resonant system with an electric field at frequency ®. We can 
therefore expect the response of the oscillators, measured through the magnitude of 
d, to be frequency-dependent in much the same way as an RLC circuit is when driven 
by a sinusoidal voltage. 

We can now use Newton’s second law and write down the forces acting on the 
single oscillator of Figure E.1. To simplify the process a little we can use the complex 
form of the electric field: 


E. = Eoe te Je! (E.10) 
Defining a as the acceleration vector of the electron, we have 
ma=F,+F,+F, 


or 


4. | dd. 
dr? a or 


Note that since we are driving the system with the complex field, E., we anticipate a 
displacement wave, d., of the form 


d. = dye Rei” (E.12) 


m 


+k,d. = -eE. (E11) 
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With the waves in this form, time differentiation produces a factor of jo. Consequently 
(E.11) can be simplified and rewritten in phasor form: 
-02d, + joyad, + 02d, = -_E, (E.13) 
m 


where (E.4) has been used. We now solve (E.13) for d,, obtaining 
-(e/m)E, 


‚= (E.14) 

(© - 09) + jonı 

The dipole moment associated with displacement d, is 
Ps = ed, (E.15) 


The polarization of the medium is then found, assuming that all dipoles are identical. 
Eq. (E.1) thus becomes 


P,=Np, 
which, when using (E.14) and (E.15), becomes 
N 2 
P,= img, (E.16) 


(© _ @) + joya 


Now, using (E.3) we identify the susceptibility associated with the resonance as 
Ne? 1 


Eom (©) en @?) + joya 


Xres — = Ro I (E.17) 


The real and imaginary parts of the permittivity are now found through the real 
and imaginary parts Of Xres: Knowing that 
€ = eo(l + Xres) = € — je” 
we find 
€ =o(l+x,,) (E.18) 
and 
E = Ks (E.19) 


The preceding expressions can now be used in Eqs. (44) and (45) in Chapter 11 to 
evaluate the attenuation coefficient, &, and phase constant, ß, for the plane wave as it 
propagates through our resonant medium. 

The real and imaginary parts Of Xres as functions of frequency are shown in 
Figure E.2 for the special case in which = wo. Eq. (E.17) in this instance becomes 


Ne (+ 
Xres — 5) (E.20) 
eomwoya \1+ 6; 


where the normalized detuning parameter, ö,, is 


— @0) (E.21) 
Ya 
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Figure E.2 Plots ofthe real and imaginary parts of the 
resonant susceptibility, Xres, as given by Eg. (E.20). The 
full-width at half-maximum of the imaginary part, x//,, Is 
equal to the damping coefficient, ya. 


Key features to note in Figure E.2 include the symmetric x function, whose full- 
width at its half-maximum amplitude is y,. Near the resonant frequency, where x//, 
maximizes, wave attenuation maximizes as seen from Egq. (44), Chapter 11. Addi- 
tionally, we see that away from resonance, attenuation is relatively weak, and the 
material becomes transparent. As Figure E.2 shows, there is still significant variation 
of x;., With frequency away from resonance, which leads to a frequency-dependent 


refractive index; this is expressed approximately as 


n = Y1+4 X (away from resonance) (E.22) 


This frequency-dependent n, arising from the material resonance, leads to phase and 
group velocities that also depend on frequency. Thus, group dispersion, leading to 
pulse-broadening effects as discussed in Chapter 12, can be directly attributable to 
material resonances. 

Somewhat surprisingly, the classical “spring model” described here can provide 
very accurate predictions on dielectric constant behavior with frequency (particularly 
off-resonance) and can be used to a certain extent to model absorption properties. The 
model is insufficient, however, when attempting to describe the more salient features 
of materials; specifically, it assumes that the oscillating electron can assume any one 
of a continuum of energy states, when, in fact, energy states in any atomic system are 
quantized. As aresult, the important effects arising from transitions between discrete 
energy levels, such as spontaneous and stimulated absorption and emission, are not 
included in our classical spring system. Quantum mechanical models must be used 
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Figure E.3 Idealized sketches of ensembles of polar molecules 
under conditions of (a) random orientation of the dipole moments, 
and (b) dipole moments aligned under the influence of an applied 
electric field. Conditions in (b) are greatly exaggerated, since 
typically only a very small percentage of the dipoles align 
themselves with the field. But still enough alignment occurs to 
produce measurable changes in the material properties. 


to fully describe the medium polarization properties, but the results of such studies 
often reduce to those of the spring model when field amplitudes are very low. 

Another way that a dielectric can respond to an electric field is through the 
orientation of molecules that possess permanent dipole moments. In such cases, the 
molecules must be free to move or rotate, and so the material is typically a liquid 
or a gas. Figure E.3 shows an arrangement of polar molecules in a liquid (such as 
water) in which there is no applied field (Figure E.3a) and where an electric field 
is present (Figure E.3b). Applying the field causes the dipole moments, previously 
having random orientations, to line up, and so a net material polarization, P, results. 
Associated with this, of course, is a susceptibility function, x., through which P 
relates to E. 

Some interesting developments occur when the applied field is time-harmonic. 
With field periodically reversing direction, the dipoles are forced to follow, but they do 
so against their natural propensity to randomize, owing to thermal motion. Thermal 
motion thus acts as a “restoring” force, effectively opposing the applied field. We can 
also think of the thermal effects as viscous forces that introduce some difficulty in 
“pushing” the dipoles back and forth. One might expect (correctly) that polarizations 
of greater amplitude in each direction can be attained at lower frequencies, because 
enough time is given during each cycle for the dipoles to achieve complete alignment. 
The polarization amplitude will weaken as the frequency increases because there is 
no longer enough time for complete alignment during each cycle. This is the basic 
description of the dipole relaxation mechanism for the complex permittivity. There 
is no resonant frequency associated with the process. 
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The complex susceptibility associated with dipole relaxation is essentially that 
of an “overdamped” oscillator, and is given by 
2 
Be (.23) 
3kgT(l+ jwr) 
where p is the permanent dipole moment magnitude of each molecule, kz is 
Boltzmann’s constant, and 7 is the temperature in degees Kelvin. r is the thermal 
randomization time, defined as the time for the polarization, P, to relax to 1/e of 
its original value when the field is turned off. x;eı is complex, and so it will possess 
absorptive and dispersive components (imaginary and real parts) as we found in the 
resonant case. The form of Eq. (E.23) is identical to that of the response of a series 
RC circuit driven by a sinusoidal voltage (where r becomes RC). 

Microwave absorption in water occurs through the relaxation mechanism in polar 
water molecules, and is the primary means by which microwave cooking is done, as 
discussed in Chapter 11. Frequencies near 2.5 GHz are typically used, since these 
provide the optimum penetration depth. The peak water absorption arising from dipole 
relaxation occurs at much higher frequencies, however. 

A given material may possess more than one resonance and may have a dipole 
relaxation response as well. In such cases, the net susceptibility is found in frequency 
domain by the direct sum of all component susceptibilities. In general, we may write: 


n 
Ke= Kid + I, Kies (E.24) 
i=1 
where x/,, is the susceptibility associated with the ith resonant frequency, and n is 
the number of resonances in the material. The reader is referred to the references for 
Chapter 11 for further reading on resonance and relaxation effects in dielectrics. 
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Answers to 
Odd-Numbered 
Problems 


Chapter 1 1.23 (a) 6.28 (b) 20.7 (c) 22.4 (d) 3.21 
11 (a) 0.922, + 0.362, + 0.4a; 1.25 (a) 1.10, + 2.212, (b) 2.47 (c) 0.45a, + 0.892, 
(b) 48.6 (c) -580.5a, + 3193a, — 2902a; 1.27 (a) 2.91 (b) 12.61 (c) 17.49 (d) 2.53 
13. (1.8:-78,39 1.29 (a) 0.59a, + 0.3829 — 0.7224 
1.5  (a)48a, + 36a, + 18a; (b) 0.802, — 0.2229 — 0.552, 
(b) -0.26a, + 0.39a, + 0.88a; (c) 0.66a, + 0.3929 — 0.6424 
(c) 0.59a, + 0.20a, — 0.78a; 
(d) 100 = 16x? y? +4x* + 16x? + 16 + 9z* Chapter 2 
1.7 (a) (1) the plane z = 0, with |x| < 2, |y| < 2; 2.1 (10/6, -10/46) 
Sn the En y me Be n an , 2 the 2.3 21.5a, uN 
plane x = 0, with |y| < 2, |z| < 2; (4) the plane _ . 
x = /2, with |y| < 2, |z| < 2 (b) the plane 2 a a a a 
2z = y, with |x| < 2, |y| < 2, ]z| < 1 ö " 
Siem 2. 2.7 159.7, + 27.424 — rs , : 
1.9 (a) 0.62, +0.8a,, (b) 53° (c) 26 2.9 (a)(x+1) = 0.56 [@+D +64-D +(z-3) y- 
1.11 (a) (-0.3, 0.3, 0.4) (b) 0.05 (c) 0.12 (d) 78° = e a. z 1 
SG . a) —1.63 u 
1.13 2 a oo 2 DON (b) —30.11a, — 180.63a, — 150.53; 
1.15 0.08. 0.41, 0.91) (b) (0.30, 0.81, 0.50 aan 
; en 0300 2.13 (a) 82.1 pC (b) 4.24 cm 
i 
1.17 (a) (0.664, —0.379, 0.645) a a IE 
(b) (-0.550, 0.832, 0.077) 2.17 (a) 57.5a, — 28.8a; V/m (b) 23a, — 46a; 
(c) (0.168, 0.915, 0.367) 2.19 (a) 7.2a, + 14.4a, kV/m 
1.19 (a) (1/p)a, (b) 0.5a,, or 0.4la, + 0.29a, (b) 4.9ax + 9.82, + 4.9a; kV/m 
1.21 (a) -6.66a, — 2.772, + 9a; 2.21 126a, uN/m 
(b) —0.59a, + 0.21a, — 0.78a; 2.23 (a) 8.1 kV/m (b) —8.1 kV/m 
(c) —0.90a, — 0.44a; 2.25 -3.9a, — 12.4a, — 2.5a; V/m 
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APPENDIX F Answers to Odd-Numbered Problems 


2.27 (a) y’— x? =4xy — 19 (b) 0.99a, + 0.12a, 

2.29 (a) 12.2 (b) —0.87a, — 0.50a, 
(c) y = (1/5) In cos 5x + 0.13 

Chapter 3 

31 (aF=[Oı Os/4reoR?] because a; 
(b) Same as part (a) 
(c) 0 
(d) Force will become attractive! 

3.3 (a) 0.25 nC (b) 9.45 pC 

3.5 360. nC 

3.7 (a)4.0 x 10° nC (b) 3.2 x 10”* nC/m? 

3.9 (a) 164 pC (b) 130 nC/m? (c) 32.5 nC/m? 

311 D=0 (e<1lmm); 
D, = 0 [sin(20007p) +2r[1 - 
10° p cos(200077p)]]C/m? (Imm < p < 1.5 mm); 
D, = 25x10 Cym? (p > 1.5 mm) 

313 (a)D,(r <Y)=0; Dir=3)=8.9x 
10° C/m?; D.(r = 5) = 6.4 x 10710 C/m? 
(b) ps0 = -(4/9) x 10° C/m? 

3.15 (a) [87 L)/3][0} — 10°°]uC where pı 
is in meters (b) 4(o? _ 10=9)/@pı)uC/m? 
where po] is in meters 
(c) D,(0.8 mm) = 0; D,(1.6 mm) = 3.6 x 
10=P uC/m?; D,(2.4 mm) = 3.9 x 10° uC/m? 

3.17 (a) 0.1028 C (b) 12.83 (c) 0.1026 C 

3.19 113nC 

3.21 (a) 8.96 (b) 71.67 (c) —2 

3.23 (b) po =30/(Ara?) (W<r <a); 
D, = Or/4ra°) and V-D=30/(4ra?) 
(0<r <a); D, = Q/(Arr?) and 
V-D=0(r>a) 

3.25 (a) 17.50 C/m? (b) 5a, C/m? (c) 320r C 
(d) 320r C 

3.27 (a) 1.20 mC/m? (b) 0 (c) —32uC/m? 

3.29 (a) 3.47C (b) 3.47 C 

331 -3.91C 

Chapter 4 

41 (a) -12nJ (b) 24nJ (c) —36 nJ (d) —44.9 nJ 
(e) —41.8nJ 

43  (a)3.1 u) (b)3.1 w 

45 (a)2(b)—2 


4.7 

4.9 

4.11 
4.13 
4.15 
4.17 
4.19 
4.21 


4.23 
4.25 


4.27 
4.29 
4.31 
4.33 


4.35 
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(a) 90 (b) 82 

(a) 8.14 V (b) 1.36 V 

1.98 kV 

576 pJ 

68.4 V 

(a) -3.026 V (b) —9.678 V 

‚081 V 

(a) —15.0 V (b) 15.0 V 

(c) 7.1a, + 22.8a, — 71.la, V/m 

(d) 75.0 V/m 

(e) —0.095a, — 0.304a, + 0.948a; 

(f) 62.8a, + 202a, — 629a, pC/m? 

(a) —48p”* V/m (b) -673 pC/m? (c) —1.96 nC 
(a) V) = 279.9 V,E, = —179.9a, — 75.024 V/m, 
D, = -1.59a, — .6642 nC/m?, pvp = 
—443 pC/m? (b) —5.56 nC 

(a) 5.78 V (b) 25.2 Vm (c) 5.76 V 

131 V 

(a) 387 pJ (b) 207 pJ 

(a) (5 x 1070)/(Arrr?)a, C/m? 

(b) 2.81 J (c) 4.45 pF 

(a) 0.779 uJ (b) 1.59 wJ 


Chapter 5 


5.1 
5.3 
5.5 
5.7 


5.9 
5.11 


5.13 
5.15 


5.17 


5.19 


5.21 


(a) —1.23 MA (b) 0 (c) 0, as expected 

(a) 77.4 A (b) 53.0a, A/m? 

(a) -178.0 A (b)O (c)O 

(a) mass flux density in (kg/m? — s) and mass 
density in (kg/m?) (b) —550 g/m? - s 

(a) 0.28 mm (b) 6.0 x 107 A/m? 

(a) E = [(9.55)/pl)]a, V/m, V = (4.88)/I V and 
R = (1.63)/1 2, where I! is the cylinder length 
(not given) (b) 14.64/ 1 W 

(a) 0.147 V (b) 0.144 V 

(a) (p + 12? cos$ =2 

(b) p = 0.10, E(.10, 2x, 1.5) = —18.22, + 
145a4 — 26.7, V/m (c) 1.32 nC/m? 

(a) D(z = 0) = -(100eox)/(x? + Na; C/m? 
(c) —0.92 nC 

(a) At 0 V: 2x?y — z= 0. At 60 V: 

2x?y —z = 6/z (b) 1.04 nC/m? 

(c) -[0.60a, + 0.68a, + 0.432; ] 

(a) 1.20 kV (b)E, = 723a, — 18.9a, V/m 
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5.23 
5.25 
5.27 


5.29 


5.31 


5.33 
5.35 


ENGINEERING ELECTROMAGNETICS 


(a) 289.5 V (b) z/[(x -— D? + y? + 21° - 
z/I« +? +y? + 221? = 0.222 

(a) 4.7 x 10° S/m (b) 1.1 x 10”? S/m 

(c) 1.2 x 10°? S/m 

(a) 6.26 pC/m? (b) 1.000176 

(a) E = [(144.9)/pla, V/m, D = 

(3.28a,)/p nC/m? (b) Van = 192 V, X. = 1.56 
(c) [65.0 x 10”°)/pJa, C-m 

(a) 80 V/m (b) —60a, — 30a; V/m (c) 67.1 V/m 
(d) 104.4 V/m (e) 40.0° (f) 2.12 nC/m? (g) 2.97 
nC/m? (h) 2.122, — 2.66a, — 1.332; nC/m? 

(i) 1.70ax — 2.13a, — 1.062; nC/m? (j) 54.5° 
125a, + 175a, V/m 

(a) Ea =Eı (b) Wrı = 45.1 uJ, Wer = 338 u) 


Chapter 6 


6.1 
6.3 
6.5 
6.7 
6.9 
6.11 
6.13 


6.15 
6.17 
6.19 
6.21 
6.23 
6.25 


6.27 
6.29 


6.31 


6.33 


6.35 


6.37 
6.39 


b/a = exp(2rd/W) 

barium titanate 

451 pF 

(a) 3.05 nF (b) 5.21 nF (c) 6.32 nF (d) 9.83 nF 
(a) 143 pF (b) 101 pF 

(a) 53.3 pF (b) 41.7 pF 

Kı = 23.0, pr = 8.87 nC/m, a = 13.8 m, 

C = 35.5 pF 

(a) 47.3 nC/m? (b) — 15.8 nC/m? (c) 24.3 pF/m 
Exact value: 57 pF/m 

Exact value: leg F/m 

(b) C * 110 pF/m (c) Result would not change. 
(a) 3.64 nC/m (b) 206 mA 

(a) —8 V (b) 8a, — 8a, — 24a, V/m 

(©) —4xz(z? + 3y?) Cim? 

(d) xyz? = -4 (e) y? — 2x? = 2 and 
3x?-2?=2(f)No 

Fa, y) = —4e?”* + 3x?, V(x, y) = 3x? — y?) 
(b)A= 112.5, B= -12.5 or 
A=-12.5,B= 112.5 

(a) — 106 pC/m? (b) +0.399 pC/m? (depending on 
which side of the surface is considered) 

(a) yes, yes, yes, no (b) At the 100 V surface, no 
for all. Atthe O V surfaces, yes, except for Vı + 3. 
(ce) Only V3 is 

(a) 33.33 V (b) [(100)/3]a; + 50a, V/m 

(a) 1.01 cm (b) 22.8 kV/m (c) 3.15 

(a) (-2.00 x 10*)& + 3.78 x 103 V 

(b) [(2.00 x 10%) / play V/m 

(c) (2.00 x 10*eo/p)ag C/m? 

(d) [(2.00 x 10*)/p] C/m? 

(e) 84.7 nC 


6.41 (a) 12.5 mm (b) 26.7 kV/m 
(c) 4.23 (with given 0; = 1.0 uC/m?) 
6.43 (a) au = 26.57°, ap = 56.31° (b) 23.3 V 
6.45 (a) 833.3r”-* V (b) 833.3r=* V 
Chapter 7 
7.1 (a) —294a, + 196a, uA/m 
(b) —127a, + 382a,, uA/m 
(c) —421la, + 578a, uA/m 
73 (a) 
#=-—|ı 2 A 
= a m 
2ırp (pP? +a? ® 
(b) 1/43 
7.5 
I 2 2 a 
|H| = 5 e2 
2n y-+2y+5 y“-2y+5 
1/2 
+( 0-D D+1 ) . 
y2-2y+5 y2+2y+5 
77 (a)H= I/(r?z)(ax — a,) Alm 
(b)0 
79 —1.50a, A/m 
7.11 2.0 Alm, 933 mA/m, 360 mA/m, 0 
713 (e) H.(a<p<b)=k,H;(p>b)=0 
7.15 (a) 45e!50a, kA/m? 
(b) 12.6[1 — (1 + 150po)e1?0Po] A 
(c) = — (1 + 150p)e150P] A/m 
7.17 (a) 2.2 x 10”'a, A/m (just inside), 2.3 x 
10°?2, A/m (just outside) 
(b) 3.4 x 10”!a, A/m 
(©) 1.3 x 10”1a, Alm (d) —1.3 x 10=!a, A/m 
7.19 (a)K = -Ia,/2rr Alm (0 = n/2) 
(b) J = Ia,/[2rr?(1 - 1/Y2)] Alm?(8 < /4) 
(c)H = Iay/[2rr sin0] Alm (n/4 <0 < r/2) 
(d) H = I(1 — c0s0)ag /[2rr sin (1 — 1/Y2)] 
Alm (0 < n/4) 
7.21 (a)I=2rba°/3 A (b) H;n = bp?/3a, Alm 
(c) Hour = ba? /3p ap A/m 
7.23 (a) 60pa- A/m? (b) 40 A (c) 40n A 
7.25 (a) -259 A (b) -259 A 
7.27 (a) x +2y)/z’a, + 1/z?a, Alm 


(f) V($) = 28.76 + 194.9 V,E = -(28.7)/ pag 
V/m, D = -(28.7eo)/pag C/m?, ps = (28.7eo)/ 
p C/m?, Oy = 122 pC (g) 471 pF 


(b) same as part (a) (c) 1/8 A 


APPENDIX F Answers to Odd-Numbered Problems 


7.29 (a) 1.59 x 10’a, A/m? (b) 7.96 x 106pa, Alm, 
10pa% Wb/m? (c) as expected (d) 1/(mp)ag Alm, 
Ho/(Tp)ag Wb/m? (e) as expected 

7.31 (a) 0.392 uWb (b) 1.49 wWb (c) 27 uWb 

735 (a) -IOBA 2<p<AH,0(p>A 
(b) 40,0 In@3/p)a; Wb/m 

7.37 [120 - (400/m)d8] A (0 <d < 2x) 

7.39 (a) —30a, A/m (b) 30y — 6 A 
(c) -30u0a, Wb/m? (d) u0(30x — 3)a; Wb/m 

741 (a) -100p/10a4 Alm, —100pa% Wb/m? 

(b) — Mg, Alm? (c) —500 MA (d) -500 MA 

7.43 

2 
Are nr [E z 5) +98 In (@) Wb/m 

Chapter 8 

8.1 (a) (.90, 0, —.135) (b)3 x 10°a, — 9 x 10*a; m/s 
(0) 1.5 x 10 J 

83 (a) .70a, + .70a, — .12a; (b) 7.25 £J 

85 (a) -18a,nN (b) 19.8a, nN (c) 36a, nN 

8.7 (a) -35.2a, nN/m (b) 0 (c) 0 

8.9 Ar x 10°° N/m 

8.13 (a) -1.8x 10-*a,N-m 
(b) -1.8x 10°*a, N- m 
(c) -1.5x 10°a,N-m 

8.15 (6x 10-0)[b — 2tan-(b/2)Ja, N-m 

8.17 Aw/w = Am/m= 13x 107° 

8.19 (a) 77.6ya; kA/m (b) 5.15 x 10”° H/m 
(c) 4.1 (d) 241 ya; kA/m (e) 77.6a, kA/m? 

(f) 24la, kA/m? (g) 318a, kA/m? 

8.21 (Use xm = .003) (a) 47.7 Alm (b) 6.0 A/m 
(c) 0.288 A/m 

8.23 (a) 637 A/m, 1.91 x 103 Wb/m?, 884 A/m 
(b) 478 Alm, 2.39 x 10”? Wb/m?, 1.42 x 10° A/m 
(c) 382 Alm, 3.82 x 10”? Wb/m?, 2.66 x 10° A/m 

825 (a) 1.91/p Alm (0 <p<m) 

(b) (2.4 x 1070 /p)Jag T (p < .01), 
(1.4 x 1075 /p)ag T (.01 < p < .02), 
(2.4 x 10° /p)ag T(p > .02) (p in meters) 

8.27 (a) —4.83a, — 7.24a, + 9.662; Alm 


(b) 54.83a, — 22.76a, + 10.34a, A/m 
(c) 54.83a, — 22.76a, + 10.34a, A/m 
(d) —1.93a, — 2.90a, + 3.86; A/m 
(e) 102° (f) 95° 
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8.29 10.5 mA 
8.31 (a) 2.8 x 10°* Wb (b) 2.1 x 10”* Wb 
(c) & 2.5 x 10* Wb 
8.33 (a) 23.9/p Alm (b) 3.0 x 10=*/p Wb/m? 
(c) 5.0 x 107 Wb 
(d) 23.9/p Alm, 6.0 x 10*/o Wb/m?, 1.0 x 106 
Wb (e) 1.5 x 10° Wb 
8.35 (a) 20/(rr sin 6)ag Alm (b) 1.35 x 10*J 
8.37 0.17 uH 
8.39 (a) (1/2)wduoKg Im (b) uod/w H/m 
(c) ® = uodKo Wb 
8.41 (a) 33 uH (b) 24 ıH 
8.43 (b) 
Lint = au 
no 1“ —4a?c? + 3c4 +4c* In(a = 
m H/m 
87 (a? - c?)? 
Chapter 9 


9.1 (a) -5.33 sin 120rt V (b) 21.3 sin(1207rt) mA 
9,3 (a) - 1.13 x 10°[cos(3 x 10% — 1) 
— cos(3 x 108r)] V (b) O 
95 (a) -4.32 V (b) -0.293 V 
9,7 (a) (-1.44)/(9.1 + 39.6) A 
(db) —1.44M arg go: + 313081 A 
99 29x 10°[cos(1.5 x 108 — 0.13x) — 
cos(1.5 x 108r)] W 
(a) (2) cos(10°r)a, Alm? (b) 8 cos(10°r) A 
(c) —0.87 sin(10°r) A (d) 0.1 
(a)D = 1.33 x 10” sin(1.5 x 1091 — 
bx)a, C/m?, E = 3.0 x 1073 sin(1.5 x 
10% — bx)a, V/m 
(b) B = (2.0)b x 101 sin(1.5 x 1091 — bx)a; T, 
H = (4.0 x 10”0)b sin(1.5 x 10% — bx)a- A/m 
(c) 4.0 x 10-65? cos(1.5 x 1081 — bx)a, Alm? 
(d) V5.0 m! 
B= 6x 10° cos(10!0r — Bx)a;T, D = 
-(28 x 10710) cos(10!0r — Bx)a, C/m?, 
E = -1.67ß cos(10!0r — Bx)a,V/m, ß = 
+600 rad/m 
a=66m-! 
(a) x 10°sec=! 
(b) = sin(1077z) sin(wt)a, V/m 


9.11 


9.13 


9.15 


9.17 
9.21 
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9.23 (a) Eyı = 10cos(10°r)a;V/m E;ı = 
(30a, + 20a,) cos(10°r) V/m 
Dyı = 200 cos(10°r)a- pC/m? D,ı = 
(600a, + 400a,,) cos(10°r) pC/m? 
(b) Inı = 40cos(10°r)a- mA/m? Jıı = 
(120a, + 80a,) cos(10°1) mA/m? 
(c) Eı2 = (30a, + 20a,)cos(10°r) V/m Da = 
(3002, + 200a,) cos(10°r) pC/m? 
Jı2 = (302, + 20a,) cos(10°1) mA/m? 
(d) Ena = 20.3 cos(10°t + 5.6°)a;V/m Dar = 
203 cos(10°r + 5.6°)a, pC/m? In = 
20.3 cos(10°7 + 5.6°)a, mA/m? 
925 ()B=(t-2)a,T H= „(t- 2)a, A/m 

E= (ct - z)a,V/m D= eo(ct — z)a,C/m? 

Chapter 10 

10.1  y = 0.094 + j2.25 
a& = 0.094 Np/m 
ßB = 2.25 rad/m 
k\=2.8m 
Zo = 93.6 — j3.64 0 

10.3 (a) 96 pF/m (b) 1.44 x 10° m/s 
(c) 3.5 rad/m (d) T = —0.09,5 = 1.2 

10.5 (a) 83.3 nH/m, 33.3 pF/m (b) 65 cm 

10.7 79mW 

10.9  (a)A/8 (b)A/8 + mA/2 

10.11 (a) VE/Rı (b) RıVE/RC+ 
RL)” (c) VO /Rı (d) (VZ/Rı) exp(-2UV RG) 

10.13 (a) 6.28 x 10% rad/s (b) 4cos(wt — mz)A 
(c) 0.287/1.28 rad (d) 57.5expl j(tz + 1.28)] V 
(e) 257.5/36° V 

10.15 (a) 104 V (b) 52.6 — j123 V 

10.17 P>5 = 2.28 W, Pıoo = 1.16 W 

10.19 16.5 W 

10.21 (a)s=2.62(b) Zr =1.04x 10 + 
769.8 2 (c) zmax = —7.2 mm 

10.23 (a) 0.037X or 0.74 m (b) 2.61 (c) 2.61 
(d) 0.4631 or 9.26 m 

10.25 (a) 495 + j290 2 (b) j98 Q 

10.27 (a) 2.6 (b) 11 — 57.0 mS (c) 0.2134 

10.29 47.8+ j493Q 

10.31 (a) 3.8 cm (b)14.2 cm 

10.33 (a)dı = 7.6cm, d=17.3cm(b)dı = 
1.8cm, d= 6.9cm 

10.35 (a) 39.6 cm (b) 24 pF 

10.37 V,;, = (1/3)Vo (l/v <t < oo) and is zero for 


t<I/v. Ip = (Vv/100) A forO <r < 21/v and 
is (Vo/75) for t > 21/v 


10.39 
1 5] 
-<t<—: Vı=0.4 Vo 
v Av 
3l 131 
—_ <t< — V» = -0.15 Vo 
4v 
5] 2U 
— <t<—: V3=0.049 Vo 
4v 
7 291 
— <t<—: Vı= -0.017 Vo 
v 4v 
Voltages in between these times are zero. 
10.41 
0<t I VL =0 
= —— = 
2v z 
I 3l Vo 
— <t<—: = — 
ven u, 
t r, VL=V 
m .. 
10.43 
0<tr<2Wi/v: Vr, = Vol? 
t>2l/v: Vr, =3Vo/4 
0<r<Ij/v: Vr, 0,7 =0 
t>1/v:  Vr, = Vo/4, I = 3Vo/4Zo 
Chapter 11 
11.3 (a) 0.33 rad/m (b) 18.9 m 
(c) -3.76 x 10°a; V/m 
115 (a)®=3r x 10% sec"!,A=2m, 
and 8 = rad/m (b) — 8.5a, — 9.9a, A/m 
(c) 9.08 kV/m 
11.7 ß8ß=25m"!,n=278.50,%=25cm, 
v» = 1.01 x 10° mis, er = 4.01, ur = 2.19, 
and H(x, y, 2,1) = 2cos(8” x 1081 — 25x)ay + 
5 sin(8 x 1081 — 25x)a- A/m 
11.9 (a)ß = 0. rad/m,A=5m,v„=5x 10’ mis, 
andn =251 R(b) —403 cos(?2rr x 107) V/m 
(c) 1.61 cos(2r x 1071) A/m 
11.11 (a) 0.74kV/m (b) —3.0 A/m 
11.13 u = 2.28 x 10° H/m, €’ = 1.07 x 10=!! F/m, 
and €” = 2.90 x 10-1? F/m 
11.15 (JA=3cm,a@=0 (b)A =2.95 cm, 
a = 9.24 x 10”? Np/m (c) A = 1.33 cm, 
«& = 335 Np/m 
11.17 (S-)(z = 0) = 315a; W/m?, (S-)(z = 0.6) = 


2482; W/m? 


11.19 


11.21 


11.23 


11.25 
11.27 
11.29 


11.31 
11.33 


APPENDIX F Answers to Odd-Numbered Problems 


(a)®=4x 10% rad/s (b) H(p, z, 1) = 

(4.0/p) cos(4 x 1081 — 4z)ag Alm 

(c)(S) = (2.0 x 107°/p?) cos?(4 x 10° — Az)a; 
W/m? (d)P=5.7kW 

(a) Hgı(p) = (54.5/p)(10*p? — 1) Alm 

(01 < p < .012), Hg2(p) = (24/p) Alm 

(e > .012), Ap =0 (Pp < .Olm) 

(b) E = 1.09a; V/m 

(©) (S) = -(59.4/ p)(10*p? — 1)a, Wim? 

(.01 < p < .012 m), —(26/ p)a,W/m? 

(p > 0.12 m) 

(a) 1.4 x 10”°Q/m (b) 4.1 x 10”? Q/m 

(c) 4.1 x 10"1Q/m 

f=1GHz, o =1.1x 10° S/m 

(a) 4.7 x 108 (b) 3.2 x 10° (c) 3.2 x 10° 

(a) H, = (Eo/no)(ay — ja,)e/P% 

(b) (S) = (E2/no)a: W/m? (assuming En is real) 
(a) L = 14.6 (b) Left 

(a) H, = (1/m)[-18e/Pa, + 15a,]e”f? Alm 
(b) (S) = 275 Re {(1/n*)} W/m? 
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12.1 
12.3 
12.5 
12.7 
12.9 
12.11 
12.13 


12.15 
12.17 
12.19 


12.21 


12.23 
12.25 
12.27 
12.29 


0.01% 

0.056 and 17.9 

(a) 4.7 x 108 Hz (b) 691 + j177 (c) -1.7cm 
(a) sı = 1.96, 52 = 2, 53 = 1 (b) —0.81 m 

(a) 6.25 x 10”? (b) 0.938 (c) 1.67 

641 + 55010 

Reflected wave: left circular polarization; power 
fraction = 0.09. Transmitted wave: right circular 
polarization; power fraction = 0.91 

(a) 2.55 (b) 2.14 (c) 0.845 

2.41 

()dı=h=&=-lad=4=0, b=A/2 
b)dı=dh=d=xr/4 

(a) Reflected power: 15%. Transmitted power: 
85% (b) Reflected wave: s-polarized. 
Transmitted wave: Right elliptically polarized. 


no = (nı/n2) Ar _ n3 


0.76(—-1.19 dB) 
2 
4.3 km 


579 


Chapter 13 


13.1 
13.3 
13.5 
13.7 
13.9 
13.11 
13.13 
13.15 
13.17 
13.19 


13.21 
13.25 
13.27 
13.29 
13.31 


(a) 1.14 mm (b) 1.14 mm (c) 1.47 mm 
14.2 pF/m, 0.786 uH/m, 0, 0.023 Q/m 
(a) 1.23 (b) 1.99 (c) 1.33 

(a) 2.8 (b) 5.85 x 10”? 

(a) 4.9 (b) 1.33 

9 

9 

1.5 ns 

(a) 12.8 GHz (b) Yes 


(a) 2.5 GHz < f < 3.75 GHz (air-filled) 
(b) 3.75 GHs < f < 4.5 GHz (air-filled) 


a = 1.l cm, b = 0.90 cm 

72 cm 

3.32 

(@) Omin = sin" (n3/n1) (b) vp,max = c/n3 
greater than 


Chapter 14 


14.1 
14.3 


14.7 
14.9 
14.11 
14.13 


14.15 


14.17 
14.19 
14.21 
14.23 
14.25 


14.29 


(a) —0.284a, — 0.959a; (b) 0.258 

(a) - j(1.5 x 10”°)e)100g, V/m 

(b) — j(1.5 x 10°?)e)1000g,, V/m 

(ec) -j(1.5 x 10°?)(a, + a) V/m 

(d) (1.24 x 10°?)(a, + a;) V/m 

(e) 1.75 x 10°? V/m 

(a) 0.7112 (50.178 2 (c) 0.400 2 

(a) 85.4 A (b) 5.03 A 

(a) 85.4 A (b) 7.1 A 

(a) 0.2." 710007 m (b) 0.2e 10007 „i05” m 
(c) 0 

Primary maxima: 9 = +90°, relative magnitude 
1.00. Secondary maxima: 0 = +33.8° and 

0 = +146.2°, relative magnitude 0.186. 

S; = 7.3dB 

(a) 36.5 W (b) 4.8 uW 

E=0,d=\ 

(a) +#48.2° (b) +60° 

(a) +n/2 (b)O 

(a)&E = —-n/2 (b) 5.6% of maximum (12.6 dB 
down) 

(a) 1.7uW (b) 672nW 
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A 


Absolute potential, 83 
Acceptors, 127 
Addition of vectors, 2, 31 
Airspace, 422 
Ampere, 110, 558, 559 
magnetic field intensity 
and, 181 
magnetic flux density and, 
207 
one per volt (1 S), 116 
one weber-turn per (H), 264 
surface current density and, 
183 
Ampere’s circuital law 
described, 188-195 
in determining spatial rate 
of change of H, 196 
differential applications, 
201 
Maxwell’s equations from, 
202 
in point form, 218-219, 514 
and Stokes’ theorem, 206 
Ampere’s law for the current 
element, 180-188 
“Ampere-turns,” 255, 256 
Amperian current, 248 
Angular dispersion, 439 
Anisotropic materials, 116 
Anisotropic medium, 400 
Antennas, 511 
definition of, 453 
dipole, 511-517, 523-524, 
525 
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Hertzian dipole, 511-517, 
546-547 
magnetic dipole, 523-524 
monopole, 531-533 
as receivers, 541-547 
specifications, 518-522 
thin-wire, 525-533 
two-element arrays, 
533-537 
uniform linear arrays, 
537-541 
Antiferromagnetic materials, 
246-247 
Antireflective coatings, 423, 
435 
Arrays, in antennas 
two-element arrays, 
533-537 
uniform linear arrays, 
537-541 
Associative law, 2 
Attenuation, with propagation 
distance, 315 
Attenuation coefficient, 315, 
376 
Average power loss, 392 
Axial phase constants, 468 
Azımuthal mode number, 
497, 501 


B 
Backward-propagating 
wave(s), 315, 324, 369 
amplitudes, 374 
voltage waves, 309, 350 


Beat frequency, 441 
Bessel functions, 458, 499 
Bidirectional voltage 
distribution, 327 
Biot-Savart law, 180-188 
Boundary conditions 
conductors, 119-121 
dielectric materials, 
133-137 
equipotential surfaces, 162 
magnetic, 252-254 
Bound charges, 127-133, 
247-248 
Bound current, 248 
Bound surface charge density, 
134 
Bound-volume charge 
density, 128 
Branch cut, 212 
Brewster angle, 436 
Broadside array, 536, 539 


c 


Cancellation, 203 
Capacitance 
of air-filled transmission 
line, 461 
ofacone, 167 
described, 143-146 
examples of, 147-150 
of a junction, 171-172 
microstrip, 461 
numerical example of, for a 
cylindrical conductor, 
153 


partial, 146 
p-n junction, 169-172 
as ratio of charge on either 
conductor to potential 
difference, 144 
of transmission lines, 
303-304 
of a two-wire line, 150-154 
Capacitors 
coaxial, 60 
energy stored in, 104, 143 
parallel-plate, 39, 145-147, 
148, 163, 172, 286 
Cathode-ray tube, 83 
Characteristic impedance, 
308-309 
Charge density, 170 
Charge-distribution “family,” 
39 
Charge distributions, 
symmetrical, 56-60 
Chirped pulse, 446 
Chirping effect, 447 
Chromatic angular 
dispersion, 439 
Circular cylindrical 
coordinates, 18 
Circularly polarized waves, 
398, 399, 400 
Circular path, 81 
Circular polarization, 397, 
398 
Circular wire, 189 
Circulation, 198 
Circulation per unit area, 199 
Cladding, lower-index, 496 
Clockwise flow, 309 
Closed circuit, 238-243 
Closed line integrals, 199 
Closed path, 88, 279 
Closed surface, 129 


Closed surface integral, 88 
Coaxial cable, 191, 222 
Coaxial capacitor, 60 
Coaxial cylindrical 
conductors, 59 
Coaxial slotted line, 342 
Coaxial transmission line, 
192 
Coaxial transmission-line 
geometry, 456 
Commutative law, 2, 9 
Complex amplitude, 311-312 
Complex instantaneous 
voltage, 312 
Complex load impedance, 
320 
Complex permeability, 377 
Complex permittivity, 27, 
376-377 
origins of, 567-573 
Components, 7 
Component scalars, 7 
Component vectors, J-8 
Conducting plane, 124, 125 
Conduction band, 114 
Conduction current, 109, 286 
Conduction electrons, 115 
Conductivity, 116, 117, 127 
Conductors. See also 
Semiconductors 
boundary conditions, 
119-121 
coaxial cylindrical, 59 
cylindrical, 153 
energy-band structure of, 
114 
filamentary, 286 
good, 387 
good, propagation in, 
387-394 
metallic, 114-119 
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moving, 282 
perfect, 281 
properties, 119-121 
superconductivity, 116 
Conductor-to-free-space 
boundary, 121 
Conservation principle, 
111-112 
Conservative property, 
86-89 
Constants of certain 
materials, 562-564 
Convection current, 111, 233 
Convection current density, 
111, 233 
Coordinates and coordinate 
systems 
circular cylindrical, 18 
curvilinear, 553-556 
cylindrical, 165 
polar, 335 
rectangular, 3-5, 16, 21, 
65, 196 
right-handed, 4 
spherical, 18-22, 21 
Coplanar vectors, 2 
Co-propagating waves, 418, 
441 
Core, high index, 496 
Coulomb force, 245 
in atomic dipole model, 
568 
Coulomb’s law, 26-29, 31, 
560 
Counterclockwise angle, 335, 
337 
Counterclockwise 
direction/movement, 
281, 339, 397, 398, 399 
Counterclockwise flow, 309, 
350, 355 
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Counterpropagating waves, 
418 
Critical angle, 495 
Cross product, 11-13 
Curl, 195-201, 554-556 
Curl meter, 199 
Current 
Amperian, 248 
bound, 248 
carriers of, 126-127 
conduction, 109, 286 
continuity of, 111-113 
convection density, 111, 
233 
described, 110-113 
differential element, 215, 
232-235, 236-238 
direct, 189 
displacement, 284-288 
displacement density, 285 
filamentary, 110, 195 
filaments, 191 
finite-length filament, 186 
forces, 232-235, 236-238 
as function of time, 357 
Kirchoff’s law, 304 
negative, 309 
positive, 309 
semi-infinite segments, 186 
surface, 195 
total, 249 
and voltage, relation 
between, 308 
wave directions, 309 
Current carriers, 126-127 
Current density 
convection, 111, 233 
described, 110-111 
displacement, 285 
effect of increment of 
charge on, 110 


surface, 182 
types of, 285 
and wave propagation, 392 
Current directions in waves, 
309 
Current filaments, 191 
Current per unit area 
enclosed, 197 
Current reflection diagrams, 
350-351, 352 
Curvilinear coordinates, 
553-556 
Curvilinear-square maps, 
157-159 
Curvilinear squares and 
streamlines, 157 
Cutoff conditions, 485-486 
Cutoff frequency, 465-466, 
471 
Cutoff wavelength, 471-472, 
503 
Cylindrical conductor, 153 
Cylindrical waveguides, 464 


De-cireuit, 89 
Decibels (dB), 319 
Del operator, 67-69 
Dephasing process, 569 
Depth of penetration, 389 
Diamagnetic materials, 245 
Dielectric, 48 
Dielectric constant, 131, 461 
Dielectric interface, 135 
Dielectric materials 
boundary conditions for 
perfect, 133-137 
and electric flux, 50 
nature of, 127-133 
perfect, 133-137 


Dielectric slab waveguides, 
436, 464, 490, 495 
Differential current element, 

215, 232-235, 236- 
238 
Differential electric dipole, 
242 
Differential vector magnetic 
potential field, 215 
Differential volume element 
in circular cylindrical 
coordinate system, 15 
in rectangular coordinates, 
5 
in spherical coordinate 
system, 19, 20 
Differential-width line 
charge, 39 
Dipole 
antennas, 511-517, 
523-524, 525 
differential electric, 242 
electric, 95-100 
Hertzian, 511-517, 
546-547 
magnetic, 241, 248, 
523-524 
point, 100 
Dipole moment per unit 
volume, 128, 248 
Dipole moments, 97, 99, 100, 
129, 241 
Direct current, 189 
Directivity function, 521 
Discontinuities, 320-323 
Dispersion parameter, 445 
Dispersive media 
pulse broadening in, 
443-447 
wave propagation in, 
437-443 


Displacement current, 
284-288 
Displacement current density, 
285 
Displacement flux, 49 
Displacement flux density, 49 
Distortionless line, 316 
Distributed elements, 301 
Distributive law, 9 
Divergence, 64-66, 554-556 
Divergence theorem, 67-69 
Domains, 246 
Donor materials, 127 
Dot product, 11, 67 
Dot products of unit vectors 
in cylindrical coordinate 
systems, 17 
in rectangular coordinate 
systems, 17, 21 
in spherical coordinate 
systems, 21 
Drift velocity, 115 


Earth 
fields produced by, 3 
magnetic field of, 2 
rare elements of, 246 
reference points, 84 
Effective dielectric constant, 
461 
Effective impedances, 431 
Eigenvalue equations, 495 
Electric dipole, 95-100 
Electric dipole geometry, 97 
Electric field 
about an infinite line 
charge, 186 
component magnitudes, 
397 


energy expended in 
moving, 76-77 
torque produced by, 242 
in the xy plane of a right 
circularly polarized 
plane wave, 398 
Electric field amplitude 
distributions, 494 
Electric field configuration, 
395 
Electric field intensity, 29-33 
in a cylindrical region, 117 
as functions of distance, 
170 
and inverse cube law, 100 
Electric flux, 50, 143 
Electric flux density, 48-51, 
53 
Electricity, 26 
Electric susceptibility, 131 
Electromagnetic energy, 389, 
453 
Electromotive force (emf), 
278, 279, 282 
Electron-beam current, 233 
Electrons 
atomic model of, 
244-246 
charge, 27 
conduction, 115 
Coulumb forces, 232, 568 
forces on, 115 
free, 115, 377, 380 
orbital, 247, 249 
in semiconductors, 
126-127, 169 
valence, 114, 115 
Electron spin, 244-246 
Electrostatic field 
energy density in, 100-104 
of point dipole, 99 
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Electrostatic field energy, 
100-104 
Electrostatic potential, 208, 
211 
Electrostatics, 66-67 
Elemental dipole, 511-517 
Elliptical polarization, 397 
Emf, 278, 279, 282 
Enclosed charge, 130 
Endfire array, 536, 540 
End point, 91 
Energy 
electromagnetic, 389, 453 
in electrostatic field, 
100-104 
incident, 409, 416 
kinetic, 85, 100, 231 
magnetic, 266 
potential. See also 
Potential energy 
quantum, 114, 571 
spectral, 443-444, 447 
stored in capacitors, 104, 
143 
stored in inductors, 268 
stored in transmission 
lines, 331 
Energy and potential, 75 
Energy-band structure, 
114 
Energy density 
in electrostatic field, 
100-104 
in magnetic field, 262 
Envelope frequency, 441 
Equipotential surfaces 
boundary conditions, 162 
circular cylinders, 150 
and electric field intensity 
and electric flux density, 
155-156 
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in the potential field of a 
point charge, 86 
between two conductors, 
155 
Equivalent line charge, 153 
External fields, 137 


Fabry-Perot interferometer, 
421-422 
Falloff, 495 
Faraday’s law, 277-283, 288, 
290 
Farads, 144 
Ferrimagnetic materials 
(ferrites), 247, 377 
Ferroelectric materials, 131 
Ferromagnetic materials, 246 
Field filling factor, 462 
Field laws, 217-223 
Field maps, 157-159, 186 
Fields. See also Electric field; 
Magnetic field; Potential 
fields; Transmission-line 
fields 
conservative, 89 
current, 186 
curvilinear-square map, 


internal, 137 

of a line charge, 35-39 

magnetic, 185, 192, 262, 
278 

mode field radius, 504 

motional electric field 
intensity, 282 

moving, 278 

nonconservative, 89 

parallel-plate capacitor, 
454 

phasor electric, 371 

point charges, 76-77, 
84-85, 87 

scalar fields, 2 

of semi-infinite current 
segments, 186 

of a sheet of charge, 3941 

spatial configuration, 398 

static fields, 26, 88 

steady, 217-223 

steady magnetic, 206, 209, 
214 

streamlines and sketches 
of, 41-43 

two-dimensional, 42 

uniform, 77 

vector, 2, 8 

vector and scalar, 2 


Coulumb, on electrons, 
232, 568 
current, 232-238 
between differential current 
element, 236-238 
on differential current 
element, 232-235 
on electrons, 115 
Lorentz equation, 231 
on magnetic materials, 
261-263 
moment of, 239 
on moving charges, 
230-231 
vector, 28 
Forward-propagating wave 
amplitudes, 374 
Free charge, 134 
Free-electron charge density, 
115, 118 
Free electrons, 115, 377, 
380 
Free space 
permeability of, 207 
permittivity of, 27 
static electric fields in, 26 
vector Helmholtz equation 
in, 373 
wavelength in, 370 


158 

due to a continuous volume 
charge distribution, 33 

earth’s, 2, 3 

electrostatic, 99, 100-104 

equipotential surfaces, 86, 
155-156 

external, 137 

field filling factor, 462 

force, 29 

instantaneous values, 375, 
all 


Filamentary conductor, 286 
Filamentary current, 110, 195 
Finite-length current filament, 
186 
Flux density, 49, 55, 69 
Flux linkages, 259, 263, 283 
Flux tube, 156 
Force field, 29 
Forces 
on a charge, 29, 81, 180 
on closed circuit, 238-243 
coercive, 258-259 


wavenumber in, 370 
wave propagation in, 
367-375 


Free-space arrangement, of 


microscopic electric 
dipoles, 127 


Free-space charge 


configuration, 51 


Free-space propagation, 476 
Free-space wavelength, 391, 


422, 423, 471, 503 


Free-space waves, 511 


Free spectral range, 422 

Frequency-dependence, 310, 
316, 345, 380, 439, 569, 
571 

Freshwater lake, 413 

Friis transmission formula, 
547 


G 


Gain coefficient, 376 
Gamma curves as a function 
of incident angles, 438 
Gauss, 207 
Gaussian intensity spectrum, 
444 
Gaussian surface 
definition of, 53 
differential analysis of, 
61-62 
for infinite uniform line 
charge, 58 
Gauss’s law 
application of, to field of a 
point charge, 55 
differential volume 
element, 61-62 
mathematical formulation 
of, 52-55 
and Maxwell’s first 
equation, 66 
point form of, 66 
symmetrical charge 
distribution, 56-60 
General wave equations, 306 
Good conductor, 387 
Good dielectric, 381-383 
Gradient, 93, 554-556 
Graphical interpretation, 77 
Group delay difference, 474 
Group velocity, 316 


Group velocity dispersion, 
442 
Group velocity function, 442 


Half-space, 407, 531 

Half-wavelengths, 323, 326, 
329, 339, 342, 343, 410, 
411, 414, 416, 420, 422, 
487,525, 526, 531, 544 

Half-wave matching, 421 

Hall effect, 232 

Hall voltages, 232, 233 

Handedness, 398-399 

Heaviside’s condition, 
316-317 

Helmholtz equation, 376 

Henry, 207, 264 

Hertzian dipole, 511-517, 
546-547 

High index core, 496 

Hole mobilities, 126 

Holes, 126-127 

Hooke’s law, 569 

Hybrid modes, 466 

Hysteresis, 131, 246, 258 

Hysteresis loop, 258-259 


Ideal solenoid, 194 

Ideal toroid, 195 

Images, 124 

Impedance 
characteristic, 308-309 
complex internal, 328 
complex load impedance, 

320, 324 

effective, 431 
input, 419 
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intrinsic, 374 
net series, 313 
normalized, 338, 341 
normalized load, 335 
and slotted line, 323-324 
wave, 328, 419 
Impedance-matching 
methods, 321, 420-421 
Impedance transformation, 
424 
Incident angles, 438 
Incident energy, 409, 416 
Incident wave power, 321 
Incident waves, 407, 471 
Incremental closed path, 196 
Induced voltage, 283 
Inductance 
external, 456-457 
internal, 267-268, 345, 
457-460 
mutual, 263-269 
self, 264 
transmission lines, 209, 
303-304 
Inductors, 267-268 
Infinite conducting plane, 125 
Infinite line charge, 38, 
80-81, 186 
Infinitely long straight 
filament, 184, 185 
Infinite parallel filaments, 238 
Infinite radial planes, 165 
Infinite sheet of charge, 39 
Infinite uniform line charge, 
38, 39, 58 
Initially charged lines, 303 
Initially charged network, 303 
Initially charged transmission 
lines, 354-355 
Initial voltage wave, 348 
In-phase, 325, 326 
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Input impedance, 419 

Instantaneous field values, 
375 

Instantaneous power, 
316-317 

Instantaneous values of the 
total field, A411 

Insulators, 114 

Intensity plots, 504, 505 

Interference pattern, 473 

Interior paths, 203 

Internal fields, 137 

Internal inductance, 267 

International System (SD, 27, 
207, 557, 558, 559, 560, 
561 

Intrinsic impedance, 374 

Inverse cube law, 100 

Inverse square law, 85, 100 

Isotropic materials, 116 

Isotropic radiator, 520-521 


K 


Kinetic energy, 85, 100, 231 

Kirchoff’s current law, 304 

Kirchoff’s voltage law, 89, 
304 


L 


Laplace’s equations 
for cylindrical coordinates, 
165 
derivation of, 160-162 
examples of the solution 
of, 162-168 
uniqueness theorem and, 
565-566 
Laplacian of V, 161 
Laplacian of vector, 219 


Lbf (pound-force), 3 
Leaky wave propagation, 491 
Left circular polarization, 398 
Left elliptical polarization, 
398 
Left-handed screw, 398, 399 
Lenz’s law, 278, 280, 282 
Lever arm, 239 
Linear charge density, 36, 
153 
Linearly polarized wave, 395 
Linear polarization, 397, 497 
Line charges 
cross-section of, 41 
density, 102 
differential-width, 39 
equivalent, 153 
field of, 35-39 
infinite, 38, 80-81, 186 
infinite uniform, 38, 39, 58 
potential of, 150 
straight, 35 
uniform, 55, 87 
uniform density, 35, 36, 88 
uniform distribution, 57-63 
Line integral, 77-79 
Lines, 303, 316. See also 
Transmission lines 
Lorentz force equation, 231 
Lossless line, 302 
Lossless propagation, 
306-310, 315-317 
Loss tangent, 377, 381 
Lower-index cladding, 496 
Low-loss approximation, 
315-316, 317 
Low-loss propagation, 
315-317 
Lumped-element model, 303, 
305 
Lumped elements, 301 


Macroscopic phenomenon, 33 
Magnetic boundary 
conditions, 252-254 
Magnetic charges, 285 
Magnetic circuit, 255-260 
Magnetic dipole antenna, 
523-524 
Magnetic dipole moment, 241 
Magnetic dipole moment per 
unit volume, 248 
Magnetic dipoles, 248 
Magnetic energy, 266 
Magnetic field, 278 
Magnetic field configuration, 
395 
Magnetic field intensity (H) 
caused by a finite-length 
current filament, 186 
curl of, about an infinitely 
long filament, 199 
definition of, 210 
as a function of radius in an 
infinitely long coaxial 
transmission line, 192 
produced by a differential 
current element, 181 
spatial rate of change of, 
196 
streamlines of, about an 
infinitely long straight 
filament, 185 
Magnetic flux, 143, 207-209 
Magnetic flux density, 
207-209, 281 
Magnetic materials 
nature of, 244-247 
potential energy and forces 
on, 261-263 
Magnetic moment, 244-246 


Magnetic potentials, scalar 
and vector, 210-216 
Magnetic susceptibility, 250 
Magnetization and 
permeability, 247-252 
Magnetization curve, 258 
Magnetomotive force, 255 
Magnitude, 112 
Maps 
curvilinear-square, 
157-159 
field, 157-159, 186 
Marcuse formula, 504 
Material constants, 562- 
564 
Materials 
anisotropic, 116 
antiferromagnetic, 
246-247 
constants of certain, 
562-564 
diamagnetic, 245 
dielectric, 50, 127-133, 
133-137 
donor, 127 
ferrimagnetic (ferrites), 
247,377 
ferroelectric, 131 
ferromagnetic, 246 
isotropic, 116 
magnetic, 244-247, 
261-263 
paramagnetic, 246 
superparamagnetic, 247 
Maximum voltage amplitude, 
326 
Maxwell’s equations 
and Gauss’s law, 66-67 
in integral form, 290-291 
in phasor form, 372 


in point form, 288-289 
in rectangular waveguides, 
480-481 
Meridional rays, 497 
Metallic conductors, 114-119 
Method of images, 124-126 
Mbo, 116 
Microstrip line, 461 
Microwave oven, 380 
Mid-equipotential surface, 
153 
Midpoint 
closed-circuit torque, 241 
electric field intensity, 156 
thin-wire antennas, 525 
Minimum voltage amplitude, 
326 
Mobility, 115 
Modal dispersion, 475, 489 
Mode field radius, 504 
Mode number, 468 
Monopole antennas, 531-533 
Motional electric field 
intensity, 282 
Motional emf, 282 
Moving charges, 230-231 
Moving magnetic field, 278 
Multiple-interfaces, 418, 424 
Multiplication of vectors, 3, 
9, 65 
Multipoles, 100 
Multiwave bidirectional 
voltage distribution, 327 
Mutual inductance, 263-269 


Negative current, 309 
Net phase shift, 470 
Net series impedance, 313 
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Net shunt admittance, 313 
Network, 303 

Newton’s second law, 569 
Newton’s third law, 558 
Nonconservative field, 89 
Nonpolar molecule, 128 
Nonzero a, 377 

Nonzero G, 316 

Nonzero €”, 377 

Nonzero impedance, 348 
Nonzero phase difference, 
536 

Nonzero R, 316 

Nonzero values, 213, 268, 
278, 282, 377 

Normal incidence, 406-413 
Normalized frequency, 502 
Normalized impedance, 341 
Normalized load and 
short-circuited stub, 344 
Normalized load impedance, 
335 

Normalized power spectrum, 
444 

N-turn solenoid of finite 
length, 194 

N-turn toroid, 195 

N-type semiconductors, 127 
Nuclear spin, 244 


oO 


Oblique incidence, 425 
Obliquely incident waves, 
434-437 
Observer, 283 
Ohm, 116 
Ohm’s law, 291 
definition of, 117 
in point form, 116 
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Omega-beta diagram, 439, 
440 

One half-wavelength 
multiples, 411 

Optical fiber, 496-505 

Optical fiber waveguides, 
465 

Optical waveguides, 435 


P 


Parallelogram law, 2, 78 
Parallel-plate capacitor, 39, 
145-147, 148, 163, 172, 
286 
Parallel-plate capacitor field, 
454 
Parallel-plate guide analysis, 
476-479 
Parallel-plate transmission 
lines, 455 
Parallel-plate waveguide, 
463, 465 
plane wave analysis of, 
467-475 
plane wave propagation by 
oblique reflection, 465 
plane wave propagation in 
guided mode, 467 
plane wave representation 
of TM and TEM modes, 
466 
simplified form of, 463 
Parallel polarization, 429 
Paramagnetic materials, 246 
Partial capacitances, 146 
Partial transmission, 491 
Penetration depth, 380 
Perfect conductor, 281 
Perfect dielectrics, 133-137, 
378 


Permeability 
definition of, 250 
of free space, 207 
and magnetization, 
247-252 
relative, 250 
Permittivity 
in anisotropic materials, 
400 
and capacitance, 263 
complex, 27, 376-377, 
567-573 
of free space, 27 
of homogeneous 
dielectrics, 144 
in isotropic materials, 426 
with multiple dielectrics, 


148 
relative, 109, 127, 131, 
132, 147 


Perpendicular polarization, 
429-430 
Phase constant, 310 
Phase shift per unit distance, 
310 
Phase shift per unit time, 310 
Phase shifts, 470, 471, 478 
Phase velocity, 310, 370 
Phasor electric field, 371 
Phasor voltage, 312 
Planar dielectric waveguides, 
490-496 
Plane of incidence, 429 
Plane wave analysis, 466 
Plane wave incidence 
geometry, 429 
Plane wave model, 467, 478 
Plane wave propagation 
in general directions, 
425-428 
in guided mode, 467 


Plane wave reflection, 
428-429 
Plane wave representation of 
TM and TEM modes, 
466 
Plane waves 
analysis, 466, 467-475 
incidence geometry, 429 
propagation, general 
directions in, 425-428 
propagation by oblique 
reflection, 465 
propagation in guided 
mode, 467 
reflection, 428-429 
representation of TM and 
TEM modes, 466 
right circularly polarized, 
398 
uniform, 368, 426 
uniform reflection of, 
406-413 
P-n junction capacitance, 
169-172 
Point charges 
energy expended in 
moving, in an electric 
field, 76-77 
Gauss’s law and, 55 
location of, 31 
of a potential field, 84-85, 
87 
symmetrical distribution 
of, 32 
Point dipole, 100 
Poisson’s equations 
derivation of, 160-162 
examples of the solution 
of, 169-172 
uniqueness theorem and, 
565-566 


Polar coordinates of Smith 
chart, 335 
Polarization, 129, 555 
angle, 436 
circular, 397, 398 
elliptical, 397 
left circular, 398 
left elliptical, 398 
linear, 397, 497 
parallel, 429 
perpendicular, 429-430 
p-polarization, 429, 430, 
431-432, 433, 436, 471 
right circular, 398 
right elliptical, 398 
s-polarization, 429, 
430-432, 433, 436, 471 
state, 396 
transverse electric (TE), 
430 
transverse magnetic (TM), 
429 
wave, 394-401 
Polarization angle, 436 
Polarization state, 396 
Polarized electric field, 368 
Polar molecules, 128 
Poles, 285 
Positive current, 309 
Potential 
absolute, 83 
described, 82-83 
differential vector magnetic 
field, 215 
electrostatic, 208, 211 
energy and, 75 
as a function of distance, 
170 
retarded, 292-296 
scalar magnetic, 210-216, 
255 


time-varying, 292 
vector magnetic, 210-216, 
222 
Potential difference, 82-83, 
85 
Potential energy, 75, 100, 
128, 261-263, 265 
Potential fields 
for a cone, 167 
equipotential surfaces of, 
92 
and inverse square law, 100 
of a point charge, 84-85, 87 
of a ring of uniform line 
charge density, 88 
as a scalar field, 75 
of a system of charges, 
86-89 
for two infinite radial 
planes with an interior 
angle, 165 
Potential gradient, 90-94 
Power-factor angle, 382 
Power loss, 319 
Power reflection, 434 
Power spectrum, 444 
Power transmission and loss 
characterization, 
316-320 
Poynting’s theorem, 384-387 
Poynting vector, 385, 425, 
443 
P-polarization, 429, 430, 
431-432, 433, 436, 471 
Primary constants, 304 
Principle of conservation, 
111-112 
Prisms, 439 
Projection, 10 
Propagation. See also 
Lossless propagation 
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free-space, 476 
in good conductors, 
387-394 
low-loss, 315-317 
of transmission lines, 
302-304 
Propagation constant, 313, 
376, 425 
Propagation distance, 315 
P-type semiconductors, 127 
Pulse broadening, 443-447 
Pulse envelope, 446 
Pulse-forming line, 356 
Pulse-forming network, 303 
Pulse intensity, 443 
Pulse spectrum, 443 
p waves, 430 


Q 


Quantum energy, 114, 571 

Quarter-wave matching, 330, 
423 

Quarter-wave plate, 400 

Quasi-TEM approximation, 
461 


Radial mode number, 497 

Radial path, 81 

Radial planes, 165 

Radian time frequency, 310, 
370 

Radiation efficiency of 
antenna, 522 

Real instantaneous forms of 
the electric field, 370 

Real-instantaneous voltage, 
312, 313, 315, 326 

Receivers, antennas as, 
541-547 
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Reciprocity theorem, 542 
Rectangular coordinates 
differential volume element 
in, 5, 65 
incremental closed path in, 
196 
Rectangular coordinate 
systems 
described, 3-5 
dot products of unit vectors 
in, 17,21 
unit vectors of, 5, 6 
Rectangular variables, 16 
Rectangular waveguides, 464, 
479-490 
Reflected power, 322 
Reflected waves, 407, 408 
Reflection coefficient, 321, 
409 
Reflection coefficient phase, 
326 
Reflection diagrams, 353, 356 
Reflection of uniform plane 
waves, 406-413 
Reflective phase shift, 470 
Refractive index, 421, 440 
Refractive index ratio, 439 
Relative permeability, 250 
Relative permittivity, 109, 
127, 131, 132, 147 
Reluctance, 256 
Resistance, 117, 256 
Resistor voltage as a function 
of time, 357 
Resonant cavity, 477 
Resonant frequency, 569 
Retardation, 400 
Retarded potentials, 292-296 
Right circularly polarization, 
398 
Right circularly polarized 


plane wave, 398 
Right circularly polarized 
wave, 399 
Right-handed coordinate 
systems, 4 
Right-handed screw, 11, 12 
Rudolf-Neumann formula, 
504 


Ss 


Scalar components, 11 
Scalar fields, 2 
Scalar magnetic potentials, 
210-216, 255 
Scalar operators, 67 
Scalars and vectors, 1-2 
Self-inductance, 264 
Semiconductors, 114, 115, 
126-127 
Semi-infinite current 
segments, 187 
Semi-infinite transmission 
lines, 322 
Short circuit, 281 
Short-circuited stub, 344 
Siemens (S), 115 
Sink, 65 
Sinusoidal steady-state 
conditions, 312 
Sinusoidal waves, 311-313 
Skew rays, 497 
Skin depth, 389 
Skin effect, 387-394 
Skin effect loss, 316 
Slotted line, 323 
Smith chart 
components of, 338 
described, 334-345 
photographic reduction of, 
340 


polar coordinates of, 335 
Snell’s law, 431, 434, 
436-437 
Solenoid of finite length, 194 
Source, 65 
South Pole, 3 
Space rate of change, 62 
Spatial dimension, 396 
Spatial field configuration, 
398 
Spatial frequency, 310, 370 
Spectral energy, 443-444, 
447 
Spectral intensity, 443 
Spectral packets, 439 
Spectral power, 439 
Spherical coordinates, 20 
Spherical coordinate systems, 
18-22, 21 
Spin, 244-246 
S-polarization, 429, 430-432, 
433, 436, 471 
Standing wave, 313 
Standing wave ratio, 
413-417 
units, 560 
voltage, 313, 323-327, 342 
Static electric fields, 26 
Static fields, 88 
Steady magnetic field, 
180-223 
Steady-magnetic-field laws, 
217-223 
Steady-state situation, 417 
Step index fiber, 496 
Stokes’ theorem, 202-206 
Straight-line charge, 35 
Streamlines 
and curvilinear squares, 
157 
described, 41-42 


equation of, 43 
and equipotential surfaces, 
122 
of the magnetic field 
intensity about an 
infinitely long straight 
filament, 185 
Streamline sketch, 42 
Superconductivity, 116 
Supermagnetic materials, 247 
Surface current, 195 
Surface current density, 39, 
182, 291 
Surfaces 
area of, 15 
boundary, 162 
conductor, 39 
in cylindrical and 
rectangular coordinate 
systems, 15 
equipotential, 86, 150, 
155-156, 162 
incremental, 202 
mutually perpendicular, 
19-20 
perpendicular, 15 
spherical, 20 
Surface waves, 493 
Switched voltage source, 
303 
Symmetrical charge 
distributions 
examples, 56-60 
and Gauss’s law, 52-55 
Symmetrical dielectric slab 
waveguides, 464, 490, 
495 
Symmetric slab waveguide, 
490, 491, 494 
Symmetry and Gauss’s law, 
57 


T 


Teflon, 132, 136, 472, 563 

Telegraphist’s equations, 
306 

TE,„o modes, 486-490 

TE modes, 483-485 

Temporal half-width, 445 

Temporal prism, 444 

TEo, modes, 486-490 

Tesla, 207 

Thin-wire antennas, 525-533 

Three-interface problem, 424 

Time-averaged power, 317 

Time dimension, 396 

Time-phase relationship, 382 

Time-varying potentials, 
292-296 

TM modes, 481-483 

Torque, 239, 240 

Total charge, 33 

Total current, 249 

Total electric field intensity, 
31 

Total enclosed charge, 130 

Total flux, 53 

Total free charge, 130 

Total free current, 249 

Total intermission, 434-437 

Total internal reflection, 434 

Total reflection, 434-437 

Transform-limited pulse, 447 

Transient analysis of 
transmission lines, 
345-358 

Transient phases, 417 

Transients, 345 

Transmission coefficient, 321, 
409 

Transmission-line equations, 
304-306, 313-315 
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Transmission-line fields 
coaxial (high frequencies), 
456-457 
coaxial (intermediate 
frequencies), 458 
coaxial (low frequencies), 
460-462 
microstrip line (low 
frequencies), 460-462 
and primary constants, 
453-462 
two-wire (high 
frequencies), 459-460 
two-wire (low 
frequencies), 460 
Transmission-line 
propagation, 302-304 
Transmission lines 
basic circuit, 302 
coaxial, geometry of, 456 
energy stored in, 331 
examples of, 330-334 
of finite length, 327-330 
finite-length configuration, 
and its equivalent circuit, 
328 
general wave equations for, 
306 
graphical methods for, 
334-345 
inductance in, 209, 
303-304 
infinitely long coaxial, 
function of radius as 
magnetic field intensity 
in, 192 
initially charged, 354-355 
lossless, terminated by a 
matched load, 346 
lumped-element model of, 
303 
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lumped-element model 
with losses, 305 
matched at both ends, 330 
net series impedance in, 
313 
net shunt admittance in, 
313 
parallel-plate, geometry of, 
455 
primary constants of, 304 
pulse-forming line, 356 
slotted lines, 323 
transient analysis of, 
345-358 
two-wire, geometry of, 459 
wave phenomena on, 301 
Transmission-line voltage, 
310 
Transmission-line waves, 454 
Transmitted waves, 407, 408 
Transverse electric (TE) 
mode, 466 
Transverse electric (TE) 
polarization, 430 
Transverse electromagnetic 
(TEM) mode, 466, 489 
Transverse electromagnetic 
(TEM) waves, 368, 454 
Transverse magnetic (TM) 
mode, 466 
Transverse magnetic (TM) 
polarization, 429 
Transverse phase constants, 
468 
Transverse phase shift, 470, 
478 
Transverse plane, 368 
Transverse resonance, 469, 
470, 501 
Two-dimensional fields, 42 
Two-dimensional plot, 348 


Two-dimensional problems 


capacitance, estimation of, 
154-159 

coordinate systems, 18 

planar dielectric 
waveguides, 490 

plane wave propagation, 
426 


Two-dimensional 


transmission-line 
drawings, 350 


Two-interface problem, 418 
Two-wire transmission lines, 


459 


Unbounded region, 


is 


GGG 


GG 


Maxwell’s equations for, 


291 

ncurling, 222 

nidirectional endfire 
operation, 540 

niform current density, 117 

niform electric field, 77 

niform field, 77 

niform linear arrays, 
537-541 

niform line charge density, 
35, 36, 88 

niform plane waves, 368, 
406-413, 426 

niform surface current 
density, 183 

niqueness theorem, 162, 
565-566 

nits and conversions, 
557-561 

nit vectors, 5, 6 

pward-propagating waves, 
465, 467, 469 


V 


Vacuum, 26 
Valence band, 114 
Valance electrons, 114, 115 
Vector, 1-2 
Vector addition, 2, 31 
Vector algebra, 2-3 
Vector components, 11 
Vector components and unit 
vectors, 5-8 
Vector fields, 2, 8 
Vector force, 28 
Vector Helmholtz equation, 
373 
Vector identities, 554-556 
Vector Laplacian, 371 
Vector magnetic potentials, 
210-216, 222 
Vector multiplication, 3, 
9, 65 
Vector operator, 67-69 
Vector product, 11, 12 
Vector surface, 9 
Velocity 
drift, 115 
group, 316 
group dispersion, 442 
group function, 442 
phase, 310, 370 
wave, 307 
Vertices of triangle, 11 
Volt, 83 
Voltage 
complex instantaneous, 
312 
Hall, 232 
Kirchoff’s law of, 89 
phasor, 312 
real instantaneous forms 
of, 310 


relation between current 
and, 308 
simple dc-circuit, 89 
sinusoidal, 309-310 
transmission-line, 310 
Voltage division, 348 
Voltage reflection diagrams, 
348-349, 352, 355 
Voltage standing wave ratio 
(VSWR), 313, 323-327, 
342 
Voltage wave, 354 
Voltage wave reflection, 320 
Volume charge density, 33, 
197 


W 


Wave dispersion, 439 
Wave equation, 476-479 
Wavefront, 302 
Waveguide dispersion, 478 
Waveguide mode, 465-466 
Waveguide operation, 
463-466 
Waveguides 
cylindrical, 464 
described, 453 
dielectric slab, 436, 464, 
490, 495 


optical, 435 
optical fiber, 465 
parallel-plate, 463, 465 
planar dielectric, 490-496 
rectangular, 464, 479-490 
symmetric dielectric slab, 
464, 490, 495 
symmetric slab, 491, 495 
Wave impedance, 328, 419 
Wavelength(s), 310-311, 370 
free-space, 391, 422, 423, 
471, 503 
half-, 323, 326, 329, 339, 
342, 343, 410, 411, 414, 
416, 420, 422, 487, 525, 
526, 531, 544 
Wavenumber, 370 
Wave phenomena, 301 
Wave polarization, 394-401 
Wave propagation 
and current density, 392 
in dielectrics, 375-383 
in dispersive media, 
437-146 
in free space, 367-375 
linearly polarized plane, 
395 
Wave reflection 
at discontinuities, 320-323 
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from multiple interfaces, 
417-425 
Waves, 309 
Wavevectors, 426, 429, 430, 
465, 467, 468, 473, 482, 
491 
Wave velocity, 307 
&— ß diagram, 440, 442, 
444, 447 
Weak-guidance condition, 
497 
Weakly guiding step index 
fiber intensity plots, 504, 
505 
Webers, 214 
Work 
Ampere’s law of, 188 
conservation property of, 
86 
differential, 76 
direction of, 76 
in electrostatic fields, 80 
on equipotential surfaces, 
85 
in moving a charge, 77-79, 
81-82, 100, 143 
total, 9 
virtual, 263 
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